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n side (par. 11) 
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,» number of... (pars. 12, 18 & 14) 
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Long Bridges (par.2) _... aes SH pas. ED 55 Partial Bulkheads (par. 3) as Ms RPALg 36 
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(TABLE 17), — _ Peak Tanks, cutting of frames at top of (par.12) 16 34 
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Oil Compartments, length of (par.3) ... 2” hl 61 4. widely spaced, girders at head of 
Oil Fuel, rules for burning and carrying ... ... 49 59 (TaBLE 16) — — 
Oil Pumps (par. 1) “ee ‘coe hu 69 Plans, submission of (par.1) ... ae eed 19 
Openings in topside plating, Lith (oie ») me 23 41 > . in oil vessels (par. 2) srt ow (alt 61 
Outside Plating ... ‘i : ae 28°40, SE Plating, outside... re ‘ise a sv. §=28 «40,41 
As 9 (TABLES 7 & 18). » (TasuEs 17 & 18). 
os A forward in vessels of Ps outside in oil vessels no ace fe 68 67 
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Poops 
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(par. 8) 
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Rs (TABLE 18). 
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(TABLES 30 & 31) 

Pumping Arrangements, &c. 
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Pumps, engine a 
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Pump Rooms in oil vessels (par. 3) 
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Quadrants (TaBLy 25) : 
» «cast steel, testing of ie 4). 
Quarter Pillars in deep tanks (par. 7) 
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fees for surveys of 

(par. 12) 
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(par. 9) 
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Register Book printed annually .. : 
+ subscriptions 
- supplements 
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is survey of - 
= to be carried out sicitia ahiaataieatenion 
of surveyors (par. 2) .. 
Reports of survey, access to (par. 1) 
» copies of (par. 2) 
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Reversed Frames (pars. 6-14) 
n (TABLES 2, 3 & 5). 
x additional in after peak (par. 13) 
* butts of (par. 3) 
” double in E & B space (par. 12) 
* double in way of 
keelsons (par. 12) . 
= height of (pars. 7-10) 
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” (TABLE 8). 
= in forecastles (par. 4) .. 
; ” (par. 14) 
sh in sailing vessels (par. 1) 
x in oil vessels (par. 1) .. 
+ (TABLE 32), 
ss in oil vessels, height of (par. 9) 
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a (TABLE 32). 


overlap upon frames (par. 11)... 
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» of sailing vessels (par. 14) 

» (TABLE 28). 
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A (TABLE 20). 

Riveting and Rivets *¢ Ange 
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- in oil vessels (see a/so SKETCH, 
» of beam knees (pars. 14 & 15) 
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Rivets, arrangement of (par. 5) 
» (TABLES 19, 20 & 21). 
», diameter and form of (par. 3) 
» (TABLES 19 & 20). 
-,, in oil vessels, spacing of (par. 
SKETCH). : 
5 number in edges of sihehty (tases 20)... 
»» number of rows in seams of outside 
plating (par. 6) 
» quality and testing of (par. 2) 
» Size and spacing (TABLE 19) 
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Bound of Beam (par. 1) .. 
Rows of Pillars (par. 5) .. 
> CTiseat 11, 12,13 & 1 
Rudder Braces (par. 8) ... =. y 
Rudder Heads, couplings of (par. 6) 
35 (TABLE 23; also SKETCHES). 
a diameters of (‘TABLE 22) 


10; also 
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” scantlings of (Table 24) _ 
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cs BS (TABLE 24), 
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" beams, increased depth of (par. 7) 47 
ag (TABLES 11 & 12). 
“5 collision bulkhead, position of 
(par. 10) 47 
rr hand pumps, size of (par. 7) 39 
it outside plating, thickness of 
(par. 9) 47 
- (TABLES 17 & 18). 
is panting arrangements (par. 6) ... 47 
a panting beams at after end, when 
required (par. 6) 47 
* partial bulkheads, when felyatveds 
(par. 4; also SKETCHES) 47 
4 stringer plates on panting beams 
(par. 6) 47 
s web frames in (pars. 3 & 5) 47 
Scantling Numbers tee ees ee F 2 
+ + measurements for (par. 4) .. 2 


= 9 method of obtaining—SkrtTou 
Scantlings and Riveting of awning or shelter 
deck vessels (par. 6)... 
Scarph of Decks in raised quarter deck vessels 
(par. 7; also SKETCHES) 
Screw Plug in expansion trunk hatchways 
(par. 5) 
Seams of side plating of long bridges (par. 2) .. 
of short deck erections 
(par. 1) 
Second Deck beams in sailing vessels (par. 2) 
Shaft and Pipe Tunnels (par. 6) ... 
Shafting, Engine, diameters of ... 
+ of internal Combustion Engines 
Sheerstrake (par. 6) ae ct te 
es (TaBLE 18), 
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Shelf Plates on bulkheads, in oil vessels (par. 4) 

a in expansion trunks (par. 6) 
Shelter Deck (TaniE 18) ane 

a stringer arigles (par. 6) 

‘5 vessels PF 
method of eblushathig seit 

numbers (par. 1) .. 
Shift of Butts of outside plating (pars. 2-4) 
Short Deck Erections (par. 1) 
“ts (TABLE 17). 

Side Girders i in double bottoms (par. 4) .. 


” ” 


. (TABLE 8). 
Side Keelsons wae 
5 (TABLE 6). 
3 in oil vessels 
+ (TABLE 34). 
$ scarphing with part double bottom 
(par. 2) 
Side Plating in way of raised quarter decks 
(par. 2) 
Side Stringers, dimensions aes 4: 
x (TABLES 5 & 7). 
. number of (TABLES 2, 3 & 5) 
= attachment to plating in web frame 


vessels (par. 3) 
plating in oil vessels 
(par. 4) 
web frames (par. 3) 
web frames, in oil 
vessels (par. 4) . 
cs brackets to bulkheads, in oil vessels 


(pars. 6 & 7) 

s face angles (par. 2) ove 
a (TABLE 5). 
* in oil vessels 
a (TABLE 32). 
Ss in oil vessels, brackets under 

(par. 5) 
Pe with web frames (par. 1) 
= (TABLE 5). 
C with web frames, brackets under 

(par. 6) 


Side Scuttles in sheerstrake, compensation for, &c. 
(pars. 3 & 4) 
Single Angle Frames (TABLE 3) fee 
Sketches, illustrating the Rules .. 
Sluice Valves or Cocks, fitting wid working of 
..-(pars. 9 & 10). 
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Section, Page. 
64 67 
61 66 
44 54 
44 54 
44 54 
23 40 
45 55 
16 33 
14 32 
56 63 
16 33 
46 56 
15 33 
13 31 
57 63 
13 31 
57 63 
57 64 
13 31 
57 63 
57 63 
13 31 
13 31 
35 50 
— 109-150 
39 52 


Xiv 


Society’s non-liability 
Sounding Pipes, fitting of (par. 11) 
~ 5, in cofferdams (par. 6) ... 
Special Survey during construction 
held at owners’ request... 
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Special Trades, classes for 
Standard Sections 
Steam Pipes (par. 7) : 
Steel for ships, quality and testing of 
,, for boilers, quality and testing of 
, Manufacturers, list of 
Steel Wire Ropes (TABLES 30 & 31) 
Steering Chains and Rods (‘TABLE 25) ... 
Steering Gear maa a a 
independent means of steering, 
to be supplied (par. 3) ... 
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vessels to be built under (par. 
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when 


mechanical, when to be supplied 


(par. 3) 


” ” 
Me y5 protection of (par. 4) 
‘3 5, spare tiller, when to be 


supplied (par. 2)... 
Steering Rods clas 25) 
Stems (TABLE 1) . ne 
5, length of pare (pars. 1 & 3) 
Stepped Bulkheads (par. 4) 
Stern Frames, cast steel (par. 9) ... 


plates 


(par. 6) 


7 9 connection to transom 

x - in more than one piece (par. 1) ... 
# with apertures (par. 5) 

i 4 (TABLE 1). 


Sternposts without apertures (par. 4) 
me (TABLE 1). 
Strake below Sheerstrake (‘TABLE 18)... 
Strengthening at ends of bridges (par. 8) 
as at end of erections (par. 9) 
a at ends of poops (par. 8) ... 
Stringer Angles at decks (Tanius 17 & 18) 


» Plates on decks below upper, awning, or 


5? 


shelter deck, breadth and thick- 


ness of (par. 1) 
(TABLE 17). 
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= > Upper, awning, or shelter deck, 
breadth and thickness of (par. 1) 

zs, » (TABLE 18). 

5 > upper deck, in way of long bridges, 


thickness of (par. 1) ... 
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Section. Page. 
Stringer Plates (‘Tasue 18). 
9 5, With widely spaced beams a1 39 
Stringers, additional to broad flat counters (par. 13) 11 30 
os at ends of vessel, hooks and crutches to 
(par.1) 29 44 
” ” 55 spacing of (par.1) ... 29 44. 
66 in way of raised quarter decks (pars.1&2) 46 56 
¥ to deck below awning or shelter deck 
(par. 10) 44 5D 
a Side 15 33 
"7 (TABLE 7). 
si Side, number of (par. 1) 15 33 
“ (TABLES 2, 3 & 5). 
“Strong” Beams at tank deck in oil vessels 
(pars. 2-5) 61 66 
°F ,, in machinery space (par. 9) 20 38 
,, Hold Beams (TABLE 12) . — —_— 
Submission of Plans —- 9 
z Se ss el it deta i 19 
- ,, for oil vessels (par. 2) 51 61 
Summer Tanks in oil vessels : 66 67 
Superstructures upon superstructures fie 9) 45 56 
Survey of Repairs shi — il 
Surveyors allowed to hold special survey ... 25 5 
2 not to receive gratuities 24 5 
ms recommendations, appeal from — 12 
Surveys, annual or occasional = 9, 18 
,,  hew machinery and boilers 2 71 
re ,, internal combustion machinery 1 85 
5,  noticeof.. “ eo 11 
ss periodical, ieperstion, of pe in oil 
vessels (par. “1) 73 70 
3 testing of oil compartments 
and cofferdams (par. 2)... 73 70 
,, Special periodical, Nos. 1, 2 & 3, &c. — 18-18 
: ; ne of machinery and boilers 19 83, 84 
7 x a of internal combustion 
machinery 5 87 
:. me a of machinery and boilers, 
or repairs, notice... — 84 
ira 
Tables : sat “As “tc Sis — 151-247 
Table 1. Keels, Stems and Sternposts — 153 
*. 2, Frames with Single Reversed Frames — 154-151) 
4 3. Frames formed of Single Angles, Bulb 


Angles, Channels or Channels with 


Reversed Frames... 


160-167 
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Section. Page. Section. Page. 
Floor Plates in vessels with single Table 22. Diameters of Rudder Heads eo 219 
bottoms ... aa wo 169 , 28. Couplings of Rudder Heads oo — 221 
Web Frames and auenigers:S .. — 170,171 » 24. Rudders $52 — 222,223 
Middle Line Keelsons in ace with » 25. Steering Chains, Rods, Gnaiemitl, 
single bottoms... — 172 and Tillers a oo 225 
Keel Angles and Side Kaaicinms in , 26. Masts and Bowsprits of “Sailing 
vessels with single bottoms... eo 173 Vessels and Full-Rigged Steam 
Side Stringers 37 e eo 175 Vessels... = 5, =o 226 
Double Bottoms hes — 176,177 . 26. Rules for the Sandlieahiban rr Iron 
Depths of Margin Plate of “Double and Steel Masts, Bowsprits and 
Bottoms and Attachments of Side Yards and Tests for Plates anges 227 
framing and tank side brackets to » 27. Yards and Topmasts of Sailing 
margin plate and inner bottom Vessels and Full-Rigged Steam 
plating... « ces no, 79 Vessels ~ ... a ar eo 229 
Thickness of Plating and cell ,» 28. Sizes and Tests for the Steel Wire 
of Vertical Stiffening for Water- Standing Rigging, etc., of Sailing 
tight Bulkheads ... ie .. — 180-184 Ships ay we — 280, 231 
Beams fitted to every Frame with a , 29. Anchor Cranes and dats Davila . — 2382 
Steel or Iron deck.. oe eel b LST ,, 0. Chains and Anchors, etc., for Sailing 
Beams fitted to ‘Alterints Frames Vessels... ie — 234 
where no Steel or Iron deck is fitted — 188, 189 , 31. Chains and Anchors, etc., for ‘tau 
Equivalent Beams fitted to Alternate Vessels... re — 236 
Frames... . = 191 » 931. Chains and hone ete., of rriatiters 
Equivalent Beams fitted to ag oe and Tugs... ic - 238 
Frame... — 191 .. 32. Vessels intended to carry Oil i in a 
Diameters of Solid Pillars fitted Two Web Frames and Side Stringers .... — 242 
Frame spaces apart ax 1 = 192,198 aah Bs Intermediate Frames, Face Angles, 
Equivalent Pillars ... — ce — 192.198 etc. Aa oa ae a 243, 
Widely spaced Pillars Be — 194-199 Peer $51 Floor Plates Bis nae eo 244 
Girders at Heads of widely Coed nt Flat Keel Angles, and Side and 
Pillars’ =. ee ms .- — 200-208 Bilge Keelsons ... oe a 245 
Outside Plating oe ae w. — 204, 205 7 eeBD: Bulkheads de A — o 246 
Lower Decks.. as an . — 206, 207 x 86; Expansion Trunks and Boundary 
Short reat tis Sr — 208,209 Bars”... . “ eT 
Topside Plating, Deck = Poe Tank Deck, plating in oil vessels pase 1 eas 2) 64 67 
Plates at Upper, Awning or 5 ,, Stringer angles in oil vessels (par. 3) 64 67 
Shelter decks, and Long Bridges — 210-215 ,, side angles (par. 7) ... ay sie m6 33 
Diameter and spacing of Rivets and +> 55. brackets (par. 7) sire ae Suge) 6 38 
breadths of Butt Straps, Butt vie » (TABLE 8). 
and Edge Laps... cae BES 9 soos 216 Technical Sub-Committee a Se week. Bye. 
Butt Straps ... se st ug = 217 Testing of boiler steel oa aa Se ~~. & F2-74 
Number of Rivets in Edges of *s ,, cofferdams (par. 9)... ae reper 61 
Plating between Frames Amid- »,  s; double bottom tanks (par. 10) ite 84 
ships, excluding Rivets in Frames — 217 6 ., deep water ballast tanks (par. 10)... 16 34 
Size of Countersink for Rivets in 4s +5 Oil Compartments and cofferdams in F 
Outside Plating ... we eo 217 new vessels (par. 9) = phe FeO 61 
Form of Rivet to be used in Outside ss 33 0! - Compartments and cofferdams at 
Plating... os 217 special surveys (par. 2)... ev 70 
Riveting of Butts ati: Rives! oo 218 sy, peak tanks (par. 10) ... “fe to 116 34 


xvi 
Testing of ship steel ‘ 
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” 9 8 ” (ship) . 
7” forgings (machinery) 
” ”» ” (ship) . wee 
,, watertight bulkheads aks 9) 
Tests for anchors (par. 2) .. 
»  (TasuEs 30 & 31). 
,, cast steel anchors (TABLE 31) ... 
», chain cables (par. 2) 
» (TABLES 80 & 31). 
Tie plates on beams 
a (TaBLES 17 & 18). 
Tillers (TABLE 25) 
Topmasts (TABLE 27) 
Towlines of sailing vessels (hatte 30) 
“ of steamers (‘TABLE 31) 
Transom Plates (par. 6) ... 
re a (par. 8) ..- 
Transverse number (par. 4) 
Tunnel (par. 6) 
.) in oil vessels sis ees a 
. 4 a ¥ construction of (par. 3)..- 
co Hf +5 trunkways to (par. 2) .-- 
a Fa x ventilation of (par. 3) . 
* recesses (par. 6) .. 
U. 
Underwriters’ Registry, extracts from rules of 
the late 


conditions of classification 
periodical surveys 


F - equipment for steam 
_ vessels 
Upper Decks, steel ... 
a 5, (TABLE 18). 
wood ... 


below!awning or shelter deck (par. 9) 
stringer in way of erections (par. 6) 


V. 

Ventilation in oil vessels ... 
Ventilators... 
Vertical Keel Plate in oil “ain eis 1). 
Vessels classed “ with freeboard ” 

,, intended to carry oil in bulk, _— 
notation in 
Register Book 
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Vessels not built under survey 


” ” ” ” ” 


,. of exceptional fineness (par. 5) 


W. 
Warps of sailing vessels (TABLE 380) 
js -9y Steamers (TABLE 31) abe 
ys 95 brawlers and tugs (TABLES 30 & 81). 
Water Ballast pipes in oil vessels oe iM. 
” ” tanks 
Watercourses (par. 7) 
Watertight Bulkheads, number of ao 1 1 & 2)... 
in oil vessels 
(par. 6) 
thickness, stiffening and 
boundary angles (TaBLE 10) 
Wash Plate in peak tanks (par. 10) aes 
Web Frame Vessels, height of reversed frames 
(pars. 8 & 9) 


” ” ” 
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Web Frames ‘6 

(TABLE 5). 

attachment to plating (par. 3) 
attachment to plating in oil vessels 


(par. 4) 
= na brackets at head of (par. 5) 
a face angles (par. 2) 
3 ee (TABLE 5). 
a in oil vessels 
(TABLE 82). 
a f in oil vessels, attachment at ends 
(par. 2) 


a at ss spacing of (par. 1) ... 
in sailing vessels (pars. 3 & 5) 

» __ in’tween decks of oil vessels (par. 7) 
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Widely Spaced Beams 
Widely Spaced Pillars (TasLEe 15) 
Width of Strakes (par. 7)... 

4 - (TABLE 21). 

Windlass & Hawse Pipes... 
Wood Decks of erections (par. 7) -.. 


Workmanship 
” (par. 1) 
9 in oil vessels see > a6 


Yards (TABLES 26 & 27) «.. oes ose eee 
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Wituram OC. Gray, Esq. | TYNE DISTRICT— ; James Kyort, Esq. 
HARTLEPOOL— } Sm Rogpert Ropyer, Bart. ARTHUR SCHOLEFIELD, Esq. 


SHIPBUILDERS AND ENGINEERS. 


THomas Bei, Hsq., of Messrs. John Brown & Co., Ld., Henry M. Grayson, Esq., of Messrs. H. & OC. Grayson, Ld., 
Clydebank, Glasgow. Liverpool. 

James Denny, Esq., of Messrs. William Denny & Bros., and 
Messrs. Denny & Co., Dumbarton. 

Haraup R. Dixon, Esq., of Messrs. Sir Raylton Dixon & Co., Ld., 


GrorGeE B. Hunter, Esq., D.Sc., of Messrs. Swan, Hunter, & 
Wigham- Richardson, Ld., Wallsend-on-Tyne, and The 
Wallsend Slipway & Engineering Co., Ld., Wallsend-on-Tyne. _ 


Middlesbrough. 

Sik STEPHEN W. Furnuss, Bart., M.P., of Messrs. Irvine’s Ship- AnpREW Larne, Esq., of The Wallsend Slipway & Engineering 
building & Dry Docks Co., Ld., West Hartlepool, and Messrs. | Co., Ld., Wallsend-on-Tyne. 
Beale Westgarth & Co., Ld., Middlesbrough and James Lrrucow, Esq., of Messrs. Russell & Co., Port Glasgow. 


James READHEAD, Esq., of Messrs. John Readhead & Sons, Ld., 


ALEXANDER GRACIE, Esq., M.V.O., of The Fairfield Shipbuilding 
South Shields. 


& Engineering Co., Ld., Govan, Glasgow. 


MEMBERS ELECTED TO SERVE ON THE TECHNICAL COMMITTEE AS REPRESENTATIVES OF SHIPBUILDERS, 
ENGINEERS, STEEL MAKERS, AND FORGEMASTERS. 


ELECTED BY THE INSTITUTION OF NAVAL ARCHITECTS:—©. E. Aunan, Esq.; THomas Bri, Esq.; 
GzorGE B. Hunter, Esq., D.Sc.; Joun Ineuis, Esq., LL.D. 

ELECTED BY THE NORTH-EAST COAST INSTITUTION OF ENGINEERS AND SHIPBUILDERS :—W. H. Duepaun, Esq. F 
Summers Hunter, Esq.; ANDREW Laine, Esq.; Henry Wiruy, Esq. 

ELECTED BY THE INSTITUTION OF ENGINEERS AND SHIPBUILDERS IN SCOTLAND :—JAmMES Brown, Esq. ; 
JAMES FULLERTON, Esq.; JAMES GILCHRIST, Esq.; Wruiram Minar, Esq. 

ELECTED BY THE IRON AND STEEL INSTITUTE:—GrorGE ArnswortH, Esq.; WILLIAM BrarpMore, Esq. 

ELECTED BY THE ENGLISH AND SCOTTISH FORGEMASTERS’ ASSOCIATION :—THomas Putnam, Esq. 


TRUSTEES :— 
Sir Epwarp Beaucuamp, Bart., M.P. | THomas L. Devirr, Esq. Str Joun Henry Luscompy. | HERBERT DE Rougemont, Esq. 
Sir FrepgeRICc Bourton. CHarLes W. Gorpon, Esq. | ARNOLD H. Poouz, Esq. J. HERBERT Scruton, Esq. 
CHARLES E. BricHTMAN, Esq. Wituiam Lunn, Esq. 
BANKERS :— 
THe NationaL ProvinciaL Bank oF ENGLAND (Ld.). 
CHIEF SHIP SURVEYOR. CHIEF ENGINEER SURVEYOR. 
S. J. P. THEARLE, Esq., D.Sc. SECRETARY. James T. Mmtown Esq., M.Inst.C.E. 
No. 71, Fenchurch Street, London. AnpreEw Scort, Esq. 


1st July, 1918. 
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LIVERPOOL COMMITTEE. 
1913-1914. 


Harotp Sumner, Esq., Chairman. 
Joun Herron, Esq., Deputy-Chairman. 
Tuomas Rome, Esq. 
Ernest B. RoypEN, Esq. 
J. P. Rupour, Esq. 
Wiuitam B. Sprouse, Esq. 


Henry F. Ferner, Esq. | 
T, H. Harpzr, Kisq. 

T. F. Harrison, Esq. 

J. Muysr, Esq. 

JosePpH PEMBERTON, Esq. 


J. Sanpeman ALLEN, Esq. 
S. BARKER, Esq. 

James H. Buazury, Esq. 
Aurrep A. Boor, Esq. 
Joun Davres, Esq. 


MEMBER OF THE COMMITTEE, EX-OFFICIO. 


Hunry M. Grayson, Esq., Chairman of the Shipbuilders’ Association. 


SENIOR ENGINEER SURVEYOR. 


PRINCIPAL SURVEYOR 
Joun Dykss, Esq. 


R. Winutamson, Esq. 


Office, 201, Tower Building, Liverpool. 
1s/ July, 1913. 


GLASGOW COMMITTEE. 
1913-1914. 


F. C. Garpiner, Esq., Chairman. 


J. @. Curystat, Esq., Deputy-Chairman. 


Cou. Grorce Miuye, C.B. 
Joun Bruck Murray, Esq. 
D. ©. SHANKLAND, Esq. 
Joun Watt, Esq. 


J. R. Harrison, Esq. 

The Rt. Hon. Lorp INVERCLYDE. 
Witiiam Law, Esq. 

Watrer T, MacLeian, Esq. 


Craup A. ALLAN, Esq. 
A. Scorr Brown, Esq. 
Joun DENHOLM, Esq. 
R. J. Duxxop, Esq. 


SENIOR ENGINEER SURVEYOR. 


PRINCIPAL SURVEYOR. 
Joun H. Heo, Esq. 


T. J. Dopp, Esq. 


SECRETARY. 
: P. L. Wartow, Esq. 
Office, 342, Argyle Street, Glasgow. 
tst July, 1913. 


LLOYD'S REGISTER OF BRITISH AND FOREIGN SHIPPING, 


SURVEYORS—UNITED KINGDOM. 


Tur SURVEYORS ar THE FOLLOWING PorTS ARE EXCLUSIVELY tue OFFICERS or run SOCIETY, anp ARE NOT 


PERMITTED TO ENGAGE IN ANY OTHER BUSINESS OR EMPLOYMENT WHATSOEVER. 


CHIEF SHIP SURVEYOR OF LLOYD’S 


ASSISTANTS TO THE OHIEF SHIP 


PRINCIPAL SURVEYORS ON THE CHIEF Sure SuRvVEYOR’s STAFF 


CHIEF ENGINEER SURVEYOR OF 


Embracing also SHOREHAM, WIVENHOE, BRIGHTLINGSEA, HARWICH, 


SURVEYOR 


LLOYD’S REGISTER 
ASSISTANT TO THE CHIEF ENGINEER SURVEYOR 


REGISTER 


S. J. P. THEARLE, D.Sc. 


C. BucHANAN 
E. 0. CHAMPNESS 
(C. Fownine 


G. R. Mares 

1: 8S. Warren 
James French 

JAMES T. MILTON, M.Iyst.C.E. 
H. A. Ruck-KEENE, M.INST.C.E. 


LONDON DISTRICT. 


KING’S LYNN, RAMSGATE, MARGATE, and DEAL. 


PRINCIPAL SURVEYOR 
Sure SURVEYORS. 


D. Nicholas 

R. Howie H. J. Cox 

G. F. Robson 

W. H. Watson 

R. B. Watt 

J. Montgomerie, B.Sc. 

C. C. Gearing 

J. F. Isherwood 
DRAUGHTSMAN ... 


ABERDEEN, with Banff, Peterhead, and 
Fraserburgh 
Ship and Engineer Surve yors ite 
(Office, 184, Regent Quay, 
Aberdeen) 


Bancor (see under LIVERPOOL). 


Barrow, with Ulverston, Whitehaven, 
Workington, and Sic’ 
port — ee 

Ship and Eng gineer Survey yor 
Ship Surveyor .. 
(Office, Ramsden Square, 
Barrow) 


BARRY 


F, 
Ship and Engineer Surveyor: f 
Ah 
Ship Surveyor ... 
(Office, Dock Chambers, }" 
Barry Dock) ) 


BELFAST Ship and Engineer Surveyors F 
Ship Surveyors ... 

(Office, 97 & 98, Scottish | 
Provident Institution 
Buildings, Donegall 
Square West) 


s. 


(TELEGRAMS, Committee.) 


A. Chisholm, B.Sc. 


W. Thomson, B.Sc. 
R. J. L. Ward, B.Sc 
J. S. Gardiner 

H. J. Thomson 

W. H. Bennett, B.Sc. 


: A. Campbell Holms 
Sar AND ENGINEER SURVEYORS. 


R. Balfour A. E. Farminer 
T. R. Blackie E. J. Stoddart 

E. M. Salmon H. G. Dearden 

J. W. Dimmock C. R. Hughes 

H. H. Ashton J. Robinson 

H. P. Cornish A. Lawrance, B.Sc. 


David S, Hunter 


OUTPORTS. 


R. Fowell 


E. Sellex 


alee 
J. Daglish 


W. Pitt 
W. Gwynne 


W. OC. Napier 


‘, Shaw 


J. Beveridge 
A. T. Thomas 


8. O. Kendall 
Mcllvenna 


BrpEFoRD, with Barnstaple and Appledore 
(Address, Appledore Road, ¢ J, Hand 
Northam, North Devon) 
Briston, with Gloucester, Bridgwater, and 
Sharpness 
Ship and Engineer Surveyor G. A. D. Toyne 
(Office, 53, Queen Square, 
Bristol) 


. Henry Hand 


Principal Surveyor 


Ship Surveyors... 
Cotice, Merchants’ hh Petree 


CARDIFF 


change, Bute bee A. B. R. Harris 

Cardiff) Evans 
(TELEGRAMS, Register.) 

ae Barclay 
J. G. Hunter 

F. W. Webb 

A. L. Whittell 

W. Lane 

_D. Macfarlane 


Ship and Engineer Surveyors 


CHANNEL ISLANDS...(Office, 15, Mulcaster 
Street, St. Helier’s,> J, F. Picot 


Jersey) 
Darumeron Lnspector of Forgings 
(Office, 9, Graves lp. Cook 
Terrace) 
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IPSWICH, LOWESTOFT, YARMOUTH, 


SURVEYORS—continued. 
... tJohn Iron 


(TELEGRAMS, Harbour Master) 
+ Not an exclusive Officer of Lloyd’s Register. 


DovEeR 


Dusiin Ship and Engineer Surveyor 
(Office, 115, Philipsburgh 
Avenue) 
(TELEGRAMS, Macwilliam, 
115, Philipsburgh Avenue) 


DunpExr, with Arbroath, Montrose, and 
Por tlin 214 Adel Gs s<o 
Ship and Engineer Surveyor 
Ship Surveyor... vse ve 
(Office, Maritime Buildings, 
Bast Dock Street, Dundee) 
-Fatmoutu, with all ports on the coast) 
between Looe and Padstow, 
including Fowey, Helston, 
Porthleven, Penzance, St. 
Ives, Hayle, Portreath, and 
Newquay ; also the Scilly 
NTSIGVEIS -940-* sac cae | oye 
Ship Surveyor... s+ + 
Ship and Engineer Surveyor 
(Office, Pendennis House, 
Lansdowne Road, Fal- 
mouth) 


J. Maewilliam 


J. Carnaghan 
M. Blackwood 


.| T. H. Sandry 
F. Davis 


T. J. Dodd 


Principal Surveyor 
J. Oraig 
R. Wright 
G. M. Shaw 
W. S. P. Collings 
H. A. Gibbs 


Giagcow, with Dumbarton, Fairlie, Ardros- 
san, Irvine, Troon, Ay’, 
Girvan, and Oban... ++ JW. Watt 
Ship Surveyors -\@. Nicol 


(Office, 342, Argyle Street, |R, D, Cairns 


Glasgow : 
, <a ater Register.) A. Pickworth, B.Sc. 


W. B. Engledow 
N. V. Kirkley 
A. W. Paterson 
. C. Dykes 


John H. Heck 

H. Clarke 

A. McKeand 

H. Gardner-Smith 


Cy 


Shivand Engineer Surveyors 


P. Fitzgerald 
G. T. J. Ludlow 


Inspectors of Forgings for Fletcher 
the Clyde district Jervis Dale 


GREENOCK AND Port GLascow, with | 


J. D. Mares 


Principal Surveyor 
R. Bennett 
A. P. W. McNab 


Ship and Engineer Surveyors { piece 


Campbeltown and Rothesay 
Ship Surveyors ++» + 
(Office, Commercial Bank 
Buildings, 14, Cross- 
shore Street, Greenock) ; 


XX 


Boston (Office, Bank Chambers, 2, G. 0. Common 


Street, Great (7: 
cigs rea’ |W. H. Roberts 


GrimsBy AND Shipand Engineer Surveyors), Martell 
Freeman 
Grimsby) 
HARTLEPOOL 
with Whitby and Scar- 
borough ..5 + 
Ship Surveyors % 
(Office, Central Buildings, 
West Hartlepool) 


D. McAuslan 
Principal Surveyor 


W. M. Ward 
J. W. Stuart 


AND WEST jind Ser | 


James Innes 
Ship and Engineer Surveyors) A. Boyd 
©. O. Craven 


Huu, with Gainsborough, Goole, Selby 1 
Burton Stather, anil Knottingley bP Glan 
Ship Surveyors 
(Office, Ocean Chambers, 
Lowgate, Hull) 


Principal Surveyor 

woe) FO, Smith 

B. C. Laws, B.Sc. 
F. L. Sturgeon 

Ship and Engineer Surveyors, J. G. Mackillop 
T. G. Dodd 


Lurra, and ports in the Firth of Forth, 
with Berwick-upon-Tweed 

‘Ship and Engineer Surveyors 

(Office, Royal Bank Buildings, 

28, Constitution St., Leith) 

Ship Surveyor s+ sev 


.G. A. Hake 
W. D. Heck, B.Se. 


J. R. Henderson 

LiveRPoon, with all ports from Lancaster) 
to Carnarvon ; also the Isle 
of Anglesey and the Isle of 
aeGeiyorsi vee te OS. ALG. Nash | 
(Office, 201, Tower Building, W. R. M. Aspinall 


R. Williamson 
Principal Surveyor 


J. Bradley 


Liverpool) W. G. Haig 
(TELEGRAMS, Register.) 
J. Dykes 
W. Sibun 
B. G. Oxford 


R. D. Shilston 
J. E. Milton 

A. J. Barrett 
W. G. McKinlay 


Ship and Engineer Surveyors 


‘Mancuuster, with Leeds, Farnley & pe A. Campbell 


Ship and Engineer Surveyors 8. N. Kent 
Ship Surveyor ... ... R. Cheetham 


(Office, 162, Trafford Road, 
Salford, Manchester) 
(TELEGRAMS, Lloyd's Register, 

Trafford Road, Salford.) 


W. L. Gilmour 
dis Principal Surveyor 
MippiesproucH, with Stockton - I. G. Baker 


Ship Surveyors ++ + fasta 
(Otic, Lloyd’s Bank Cham- ‘3 " ane 
bers, Albert Road, Mid-}\"* 7): yte 
A, Phillips 


dlesbrough) 
R. W. Dodridge 
W. Morrison 
J. Kerr 
Shipand Engineer Surveyors s sities 
G. F. Silley 
BE. W. Cudlip 


SURVEYORS—continued. 


MitrorpD Haven, with Pembroke and 
Tenby, and a district | 
tending as far as New 

Quay, inclusive ee >T J. (We Johnstone 
Ship and Engineer Surveyor 
(Address, Point owe 

Llanstadwell, Neyland) 
+ Not an exclusive Officer of Lloyd’s Register. 
George Harrison 
Principal Surveyor 


E. J. Milton 
A. R. Sneddon 
A. Munro 

T. S. Shute 


NEWCASTLE-ON-TyNE, with North and he 


South Shields ; also Blyth V. Gri 
and Warkworth Harbour Bet oa 
Ship Surveyors Smee , 
(Office, Collingwood Build- Eee 
ings, Collingwood Street, H C. T. Ireland 


Newcastle) 

(TELEGRAMS, Register.) |. J, S. Butler 

A. Scullard 

N. G. Turnbull 
J. A. Whitford 
W.S. Bell 
A. E. Hunt 
/R. W. Coomber 
C. Cooper 
G. Murdoch 
T. Field 
L. G. Shallcross 


Ship and Engineer Surveyors 
- |C. J. Hudson 


R. Lee Annear, B.Sc. . 


W. Cowie 
\J. A. Murray 
William Campbell 


Newerort, Mon., with Chepstow and Lydney§ R. F. Morton 
Shipand Engineer Surveyors’ 8. Townend, B.Sc. 
Ship Surveyor ...  ... vee 
Lo ftice, Sank Chambers, LR. Langlands 
Newport, Mon.) j 


Inspector of Forgings 


ORKNEYS (residing at Stromness) ... t George Gunn Baillie 
+Not an exclusive Officer of Lloyd’s Register. 


PLYMOUTH 


ap seas leet eh ee 


(Office, 13, Exchange) 


Xxi 


PoRTMADOC AND BARMOUTH, with a district 
extending as far as, il 
not including, New Quay>John W. James 
(Address, LEifion House, 
Portmadoe) 


QUEENSTOWN, with Cork, Kinsale, Crook- 
haven, Castletown, Bantry, 
Valentia, Tralee, River 
Shannon and Limerick, as\H, W. Dove 
well as all intermediate 
ports perros 
(Address, 1, King’s Terrace, 
Queenstown) 


SHEFFIELD, with Birmingham, Newark 
and district eres 
Ship and Engineer Surveyor\ J. B. A. Common 
Inspector of Forgings... .../J. Pringle 
(Office, Orchard Chambers, 
Church Street, Sheffield) 


SouTHAMPTON, and South Coast from 
Littlehampton to Bridport, 


inclusive, also the Isle of| R. Elliott, B.Sc., 


Wight: gas qatvohicss bets M.Inst.C.E. 
Ship and Engineer Surveyors\ J. Houston 
(Office, 20, Canute Road, 
Southampton) 
Ship Surveyor ... . G. O. Herbert 
: F. R. Noton 
SUNDERLAND AND SEAHAM Principal Surveyor 


J. Allan 


Ship Surveyors T. 8. Leathard 


(Office, 55, Fawcett Street, R, M. McLaren 
Sunderland) W. A. Grier 


W. A. Brydon 


J. T. Findlay 
Shipand Engineer Surveyors’ W. Butler 
L. C. Davis 


Inspector of Forgings... M. Robertson 
Swansna, with Llanelly, Neath and Port 
Talbot "ai. gas Nees) Moe Go Vanx 
Ship and Engineer Surveyors > H. C. Forster 
(Office, Lancaster Chambers,| T, Miller 
17, Wind Street, Swansea) 


LIST OF FOREIGN AND COLONIAL SURVEYORSHIPS OF LLOYD’S REGISTER. 


The Surveyors at the following Ports do not hold appointments as the exclusive Officers of the Society, excepting in the cases marked.* 


RUSSIA. 
Opussa, with Nikolaieff, Kertch, an 
Novorossisk ... s+» ++ 
Ship and Engineer Surveyor }*G, Robson 
(Office, Khersonskaya 54, 
Ky. 8, Odessa) . 
*Exclusively an Officer of Lloyd’s Register. 


Riga, with Windau and Libau 5. +] 
Ship and Engineer Surveyor ( Eduard Buchholz 
(Address, Bremerstrasse| (TELEGRAMS, Surveyor) 
No. 9, Riga) ) 
Gr. PureRsBuRG Shipand Engineer Surveyor| 7 Wosor 
(Address, Vassili Ostroff, farce ager 


Line House, 26,Lodging 5)! (TELEGRAMS, Viko. Eager) 


NORWAY. 


Shipand Engineer Surveyor 8. A. Hide 


BERGEN (TELEGRAMS, Surveyor) 
OuRISTIANIA, with a district extending from 
Fredrikshald to Lindesnas 
Shipand Engineer Surveyor\ “i. C. A. Lystad 
Assistant Ship and : 
Engineer Surveyor 
(Office, Kirkegaden nr. 8, 
Christiania) 
* Exclusively Officers of Lloyd’s Register. 


: SWEDEN. 
GoTHENBURG, with a district extending 
from Strimstad to Halm- 
stad, and from Vestervik to 
Sélvesborg; also Frederiks-\*V. C. Bitlow 
havn wets etl ag ¥, 
Shipand Engineer Surveyors\ W. Jorgensen 
(Office, Hertzia, Packhaw (TELEGRAMS, Surveyor) 
platsen, 2, Gothenburg) 
*Exclusively Officers of Lloyd’s Register. 
SrockHOLM, with a district including Gefle 
and Norrkiping, with 
intermediate ports, and 
also Wisby .... 0. 
Ship and Engineer Surveyor 
(Address, Drottsgarden, 138, 
Katarinaviigen, Stockholm) 


DENMARK. 
(Office, Amaliegade, 36!, ) “Ling ee 
Copenhagen, K.) 2 aA F. Orbech 
CONSULTANT ... H.J.SONNE. (7,4: T. Poulsen 
Shipand Engineer Surveyors Carl Bergstrom 
... J *J. A. A. C. von Rosen 


| (TELEGRAMS, Engineer) 


*K. J. Vik 


(TELEGRAMS, Surveyor) 


Albert Isakson 


(TELEGRAMS, 
Lloyd's Register) 


COPENHAGEN 


Ship Surveyor ... 
*Exclusively Officers of Lloyd’s Register. 


GERMANY. 


Bremen, with Bremerhaven, Emden and 
surrounding ports ... s+. 
Ship and Engineer Surveyor \*G, H. C. Bahr 
Ship Surveyor... .. *\. EF, W. Preuss 
(Office, Rolandhaus, (TELEGRAMS, Bahr, 
Bremen) Rolandhaus, Bremen) 


*Exclusively Officers of Lloyd’s Register. 


GERMANY—continued. 

Ship and Engineer Surveyor 2 ae 
(Address,Pommersche Strasse,38, Carl Schirnick 
Zoppot, near Danzig) * 

/*J. Meijer 


DisseLporF, Ship and Engineer Surveyors \ Principal Sureevor 
for Steel Testing duties and aK. Hauss 
Inspection of Forgings, &e., sp. F. J, Abel 
in Germany ns a.) Hans Kolbow 
(Office, Hermannstrasse, 19, *M. Berg 
Diisseldorf, 115) *W. Sonnabend 


(TELEGRAMS, Meijer, 
. Hermannstrasse, 19) 


DANZIG 


* Exclusively Officers of Lloyd's Register. 
y 


, q Yim Principal Surveyor for the 
tock,and ports wm Schlesu ug German ports on the Baltic 
Holstein and Mecklenburg < and North Sea 


*O. H. F. Priess 
“* ([*G. Metelmann 


. *J. Kohler 
Ship and Engineer Surveyors )*J. Rolland 
*O, 'T. Vollbett 


(Office, Steinhéft No. 3, Hamburg, 11) (TRLEGRAMS,Dykes,Steinhost) 
* Exclusively Officers of Lloyd’s Register. 


Hameure, with the River Elbe, Liibeck, Kos- | *Geo. Dykes 


Ship Surveyors 


STETTIN, with Swinemiinde vos) +) Emil Herzberg 
Ship and Engineer Surveyor 
(Office, Bollwerk, 1, Stettin) 


(TELEGRAMS, Herzberg, 
Lloydssurveyor) 


HOLLAND. 


AmsrurDaM, with Veendam, Niewvediep, 
and neighbouring ports ...)*J. B. Slebe 
Ship and Engineer Surveyors >*H, P. Burgdorffer 
(Office, Binnenkant, No, 27, (TELEGRAMS,Lloya’s Register ) 
Amsterdam) 
*Exclusively Officers of Lloyd’s Register. 
RorrerdaM, with Dordrecht, Schiedam, and | 
surrounding places, «also 
OE 7 re alae oe ama ee Leeuwenburg 
Ship Surveyors.» +) *L. Vuijk 
Shipand fotnaven, Wiehe N. Bernoski 
(Office, Veerhaven, W.Z. 19b,¢*J, J. Schoo 
Rotterdam) (TELEGRAMS, Lloyd's Register) 
*Exclusively Officers of Lloyd’s Register. 


BELGIUM. 


Antwerp, including all places in Belgium, TW. Fish 
. W. Fis 


and the Dutch port Ter- eaanls nerwet 
neuzen sees ete Wea 

Ship Surveyor 1 «+ = *N. E. McClelland 
Ship and Engineer Surveyors\ *A, A, A, Chalmers 


(Office, Maritime Buildings, /*J, &, J. Wilvers 
Quai Taverniers, 4, Antwerp) (TELEGRAMS, Register) 


*Exclusively Officers of Lloyd’s Register. 


FRANCE. 
Ship Surveyor... 
Engineer Surveyor «.. 


BORDEAUX ... Albert Vandercruyce 


... Arthur Donzelle 
é : : (TELEGRAMS FOR THK SUK- 
(Office, 16, rue Esprit des Lois) } VEYORS, Vandercruyce, 16, rue 
Esprit des Lois) 
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FOREIGN AND COLONIAL SURVEYORSHIPS—continued. 


FRANCE— continued. 


BouLoGNr Shipand Engineer Surveyor (A. F. EB. Debeire 
sUR Mer (Address, 15, rue Cazin) (TELEGRAMS, Debeire) 
DuNKIRK, with Calais 


Ship and Engineer Sur ve yor ¥. 
(Office, rue des Pierres No.22, 
Dunkirk) 


Havre, with a district including Barfleur, 


and Rouen 
; fa G. Boyer 
and 


C. Morel 


(TELEGRAMS, Morel, Lloud's) 


Ship Surveyor... 
Engineer Surveyor 
Assistant Ship Surveyor... | *A. Cartier 
(Office, 61, rune de la Bourse,} (TRLEGRAMS, Lloud’s Register) 
Havre) 
*Exclusively Officers of Lloyd's Register. 
MarskIuues, and all French Go ts on the 
Mediterranean . 
Shipand Eng gineer Surve yor 
(Office, 16, rue Beauvau) 
* Exclusively an Officerof Lloyd’s Register. 


NANTES Ship Surveyor ... “1. G. G. Demarest 
*Exclusively an Officer of Lloyd’s Register. 


SPAIN AND PORTUGAL. 


*A. P. Jones 


BarcELONA  Shipand Engineer Surveyor 1G. . A. Muston 
95 TELEGRAMS, Muston, 
(Office, Calle de Mallorca 259) § GRA spree 269) 
BiLBao Shipand Engineer Surveyors) *J. Pollock 
(Office, Aurora Building, Calle >*I, de Mutiozabal 
de la Estacion, 5) (TELEGRAMS, Register) 


* Exclusively Officers of Lloyd’s Register. 


CabI4z Shipand Engineer Surveyor 
Lisson Shipand Engineer Surveyor | George Payne 
(Address, 7, T. do Caes do Tojo) ) (TELEGRAMS, Enyap) 
SEVILLE Ship and Engineer Surveyor \ José Pina 
(Office, Larafia, 12) (TELEGRAMS, Pina) 
GIBRALTAR. 
GIBRALTAR Ship and Engineer Surveyor\W. H. Beckett 
(Address, H.M. Naval Yard) f (TELEGRAMS, Yard) 
ITALY. 
GENOA Shipand Engineer Surveyor 


Ship Surveyor .. 
(Office, Piazza 
No. 32, 1* Scala) 
*Exclusively Officers of Lleyd’ 8 Register. 


LEGHORN 


*R. Stanley Rowntree 


(TELEGRAMS, Surveyors) 


"sR Stan Ritson 
8. Giorgio { 


poe is Sere, ise geee. esa INEM G GON 
(Address, Piazza Micheli) (TELEGRAMS, A. Gori) 
Napies, with Messina and other ports in 
Sicily 
Sip init nated Burkiignr 
(Address, Viale Elena, No. 16, 
Naples) 


Francesco Ducoster 


(TELEGRAMS, 
Ducoster, Naples) 


AUSTRIA-HUNGARY. 


Frum, with the coast South of Pola, and 
the Dalmatian Islands 
Ship Surveyor 
Engineer Surveyor ... 
(Office, Governo Marittimo, 
Fiume) 


Arturo Duimich 
Matteo Petrich 


VEYORS,Duimich,Porto,Fiume) 


(TELEGRAMS FOR THE SUR- 


AUSTRIA-HUNGARY —vontinued. 


Trikstr, with Pola and the coast North of ' 
Pola; also Venice ... 
Ship Surveyor aoe *Bernard J. Ives 
Principal Surveyor 
*G. D. Ritchie 
*A. Fano 
(TELEGRAMS, 


——— 


Ship and Engineer Surveyors 
(Office, Edificio della Camera 
di Commercio e d’Industria, 
Trieste) 
*Exclusively Officers of Lloyd’s Register. 


VIENNA Ship and Engineer Surveyors 
for Steel Testing duties and 
Inspection of Forgings, &e., 
in Austria-Hungary and 
Upper Silesia ...  ... + 
(Address, Starhamborggame 
No. 39"!, Kolschitzkyhof, 
Vienna tY/,) 


*Exclusively Officers of Lloyd’s Register. 


MALTA. 


Shipand Engineer Surveyor 
(Office, 21, Strada Zaccaria, Valetta.) 


GREECE, TURKEY, AND ROUMANIA. 


CONSTANTINOPLE, tucluding the Bosphorus, 
Sea of Marmora, and te| 
Dardanelles . «| “Newman Mumford 
Ship and Engineer Surveyor, (TeuvaRams, Mumford, 
(Office, Ferménédjiler Yeni- Yent-Han, Galata) 
Han, Galata; Postal Address, 
P.O. 27, c/o British Post Office) 


* Exclusively an Officer of Lloyd’s Register, 
GaLatZ AND = with a district extending 
BRaAILA as far as the mouth of |p. 1. Archbold 
the Danube and including) (tTe.naRrams, Archbold, 
Sulina... ar EE, 
(residing at Braila) 
Ship and Engineer ig 


(residing at Pirzus) 


Register) 


*M. Koch 
*M. Bonivento 
(TELEGRAMS, Surveyor) 


SS 


Mata 


(TELEGRAMS, Register) 


{C. H. Wright 


PIRAEUS AND 
SYRA 

* Exclusively an Officer of Lloyd’s Register. 

CANADA. 

PRINCIPAL SURVEYOR FOR THE UNirep 

SraTes AND CANADA : | SJames H. Mancor 

(Office, 17, Battery Place, New York) (TELEGRAMS, Vymdible) 

* Exclusively an Officer of Lloyd’s Register. 

Hanirax, N.S. Ship and Engineer Surveyor 


(Address, Room 37, Furneot 
Withy Building) 


. (Address, Port Warden’s Office) Archibald Reid 
(TELEGRAMS, Portwarden) 


pad. S, Blackett 


*W. W. Barnes 


(TELEGRAMS, Barnes) 


John L. G. Cooke 


(TELEGRAMS, Lloyd) 
MonrreaL 


Port ARTHUR, ON’. 
(Address, The "Observatory, 
28, Water Street) 
QueEsBec, and the River St. Lawrence 
Ship and Engineer Surveyor 
*Exclusively an Officer of Lloyd’s Register. 
Sr. Joun, N.B. Ship and Engineer Surveyor ©. E. Dalton 


(TELEGRAMS, Dalton) 


see 


Robert Curr 
(TELEGRAMS, Curr) 


Toronto, Ont., with a district including 
Lake Ontario and Colling- 
wood, Ont. 
Ship ‘and Engineer Surveyor 
(Residing at Barrie, Ont.) 


Hugh Calderwood 


FOREIGN AND COLONIAL SURVEYORSHIPS—continued. 


CANADA—continued. 
including Victoria, Van- 
couver Island,and all ports 
in British Columbia ...( T. G. Mitchell 
Shipand Engineer Surveyor ( (TELEGRAMS, Regisfer, 
(Office, 426, Winch Building, Vancouver, B.C.) 


Hastings Street, (P.O. Box 
642), Vancouver City) 


VANCOUVER 
Crry, B.C. 


NEWFOUNDLAND. 


(Office, Fisheries and Marine) *J. Black 
Department, Custom House) (TELEGRAMS, Surveyor) 


* Exclusively an Officer of Lloyd’s Register 


Sr. JOHN’s 


UNITED STATES OF AMERICA. 


Principal Surveyor for the 5 
United States and Fast *James H. Mancor 


Principal Surveyor on the 
Chief Ship Surveyors Stat 


New York 


* James French 


Ship and Engineer Surveyors } a itn Se 


* A, Allen 


(TELEGRAMS, Vymdible) 
_ (Office, 17, Battery Place, New York.) 
* Exclusively Officers of Lloyd’s Register. 


Ship Surveyor ... 


BaLTmmoreE, Mp. Ship Surveyor... ...  ...)*H. C. Farrar 
: Shipand EngineerSurveyor (*H. A. Stewart 
* (Office, Stewart Building, ( (TELEGRAMS, Surveyor) 
South Gay Street) 


* Exclusively Officers of Lloyd’s Register. 


*B. Stewart Murphy 


“Off Fisk pa 
diane Reiners Building, 89, (TELEGRAMS, Register) 


State Street) 
* Exclusively an Officer of Lloyd’s Register. 


Boston, Mass. Ship and Engineer Surveyor 


CLEVELAND, Ship Surveyor *O, Narbeth 
OHIO Ship and Engineer Surveyor( *J. 8. Heck 
(Office, 1403, Rockefeller( (TELEGRAMS, Lloyds) 
Building) 


* Exclusively Officers of Lloyd’s Register. 


Gatveston,  Shipand Engineer Surveyor 
TEXAS 
New Orueans, Ship and Engineer Surveyor) *J. M. Buchanan 
La. (Office, 810, Hennen Building)} (TrLmanams, Retsiger) 


* Exclusively an Officer of Lloyd’s Register. 


Newport News, including Norfolk «and 
Richmond, Va. 
Ship and Engineer Surveyor \*J. H. W. Marsden 
(Office, Stearnes Building, (TELEGRAMS, Marsden) 
Corner Washington Avenue & 
28th Street, Newport News) 


* Exclusively an Officer of Lloyd’s Register. 
PHILADELPHIA, Shipand Engineer Surveyor pes Haig 
if *D. Millar 


*Evan Edwards 
| (TRELEGRAMS, Haig) 


Ship Surveyors... 
(Office, 324, Bourse) 
* Exclusively Officers of Lloyd’s Reg:ster. 
Prrrspura, Pa. Shipand Engineer Surveyors *E. Bennett 
(Olfice, 611, Highland Build- *A. Smellie 
ing, East Liberty) *F. W. Dawkins 
* Exclusively Officers of Lloyd’s Register 


UNITED STATES OF AMERICA—vcontinued. 


PorRTLAND, OREGON, including both shores 
of the Columbia River and 
all ports in Oregon «+. 
(Office, Room 412, Commercial 
Club Building, Fifth and Oak 


Lyddon Veysey 


(TELEGRAMS, Register) 


Streets) 
San Francisco, Ship Surveyor... s+. + 
Cau. Engineer Surveyor... .-.¢W. H. Stewart 


(Office, 454, California Street) 
SEATTLE, WasH., with Tacoma, Port Towns- 

end and all ports in Wash- 
ington Territory ; not in- 
cluding the Washington\ James Fowler 
shore of the Columbia River? (Teunenams, Movds) 
Ship and Engineer Surveyor 

(Office, 408-404, Globe Build- 

ing, Ist Avenue, Corner 

Madison Street, Seattle) 


MEXICO. 
Ship and Engineer Surveyor G. Howard 
(Address, Escuela Naval Militar)} (TELEGRAMS, ) 
BRITISH WEST INDIES. 


KINGstoNn " Shipand Engineer Surveyor) A. A. McInnes 
(JAMAICA ) (Address, Myrtle Bank Hotel)} (TELEGRAMS, Melnnes) 


TP RINTDATS SY. MEAeR ios « Witcks Soeatitaen§ jets J. B. Saunders 
(TELEGRAMS, Harbour Master ) 


SOUTH AMERICA. 
Banta Bianca Shipand Gite reer H. Brewer 


(TELEGRAMS, Freeboard) 


Vera Cruz 


(Address, Cia. Luz y Fuerza (TELEGRAMS, Brewer, 
Ave, Colon esq. Brown) cjo'Bumodus) 
Buenos AYRES Shipand Engineer Surveyors( *P. 1. Adie 
AND ROSARIO, (Office, Calle 25deMayo,) *J, ©. G. Williamson 


158, Buenos Ayres) | *A4 Moffat 


P (TELEGRAMS, Adie) 
* Exclusively Officers of Lloyd’s Register. 


DEMERARA (Address, Harbour Master’s 
Office, 15, Water Street, 
Georgetown) 


Ship and Engineer Surveyor 


L. H. J. Tinney 


(TELEGRAMS, Heliostat) 


MaANnaAos 


Paysandu and Sauce. 


Monre VipE0, including the ports of J. W. Postlethwaite 
(Address, Calle Zabala, 1523, Monte Video) 


(TELEGRAMS, Amphyl) 


“Para Ship and Engineer Prommeyon 


Puna Argnas, Ship and Engineer Surveyor | J. Dickson 
Oui (Address, Apostadero Naval) J (TELEGRAMS, Maestranza) 


Rio pe JANEIRO Shipand Engineer Surveyor ) » 
(Address, Avenida Rio Branco H. E, Inman 
41; Caixa No. 563) 
* Exclusively an Officer of Lloyd’s Register. 


TT APORHUANO Stee ee ene cane - kee 


(TELEGRAMS, Surveyor) 


Vatparaiso Ship and Engineer Surveyor |; F. Smith 


(Address, Casilla 934) Pagans —, eos 
EGYPT AND RED SEA. 
ADEN Ship and Engineer Surveyor }T- W. Twaddle 
(Address, Hedjuff) (TELEGRAMS, Twaddle) 
Ship and Engineer Surveyor J. E. Roberts 
(Address, The Arsenal) (TELEGRAMS, Roberts) 
Ship and Engineer Surveyor 
(Address, Post Office) 


ALEXANDRIA 


. ’ 
PorT SaID | George Nugent 


XXV 


FOREIGN AND COLONIAL SURVEYORSHIPS—continued. 


SOUTH AFRICA. 


Care Town = Shipand Engineer Surveyor Ww 
(Address, Thomson Watson’s : 


Buildings, Adderley Street) 
(Address, Ferry Steps, oa 


R. McArthur 


(TELEGRAMS, Navigation) 


J. C. Morison 


(TELEGRAMS, Register) 


East Lonpon 
Street) 


PortELIzaBeTuShip and Engineer Surveyor) H. McG. Richardson 


(Address, Harbour Works) (TELEGRAMS, Richardson, 
\ Harbour, Port Elizabeth) 


Ni - 
Port Nava John Stewart 


(Address, 3, Castle Buildings, ( (re; eqnams, Phrust,Durban) 


Ship and Engineer pun 
West Street, Durban) 


MAURITIUS. 


(residing at Port Louis) . M. 8. McDonald 


(TELEGRAMS, McDonald, 
Port Louis, Mauritius) 


MAURITIUS 


INDIA, CEYLON, BURMAH, SIAM, AND STRAITS 
SETTLEMENTS. 
Ship and Engineer Surveyor \'T. H. Pollard 


(Office, Chartered Bank Lane)| (TELEGRAMS, Pollard) 


Shipand Engineer Surveyor ) « 

A. T. Graham 
(Office, Gool Mansions, (TELEGRAMS, Surveyor ) 
Wellington Lines, Mayo Road) 


* Exclusively an Officer of Lloyd’s Register. 
CaLcUTTA Shipand Engineer Surveyor 


BANGKOK 


BoMBAY 


*J. H. Mackirdy 


(Office, 2, Hare Street) (TELEGRAMS, a ) 


* Exclusively an Officer of Lloyd’s Register. 


CoLOMBO Ship and Engineer Surveyor H. B. Ratsey 
(TELEGRAMS, Ratsey) 
KARACHI Ship and Engineer Surveyor 
(Address, Persian Gulf Tele-}F. H. Jones 
graphs, Manora, Karachi) 
PENANG Ship and Engineer Surveyor H. Muir 
(TELEGRAMS, Muir) 
RANGOON (Address, Lower Poozoon- | R. P. Taylor 
doung) (TELEGRAMS, Orion) 
SINGAPORE Ship and Engineer Surveyor *H. Gilby 


(Office, 6A, Flint Street) 
* Exclusively an Officer of Lloyd’s Register. 


EAST INDIAN ARCHIPELAGO. 
Batavia a: Pander 


(Address, Bataviaasch ‘Prau- 7" 
wenveer) (TELEGRAMS, Pander) 


(TELEGRAMS, ) 


Mania, P.I., and ports in the ieee e 
Islands 
Ship and Engineer Sur vey yor 
(Address, Anloague No. 10, 
Binondo; P.O. Box 307) 


Ship and Engineer Surveyor B. N. Powell 


(TELEGRAMS, Powell) 


William Swann 
| (TELEGRAMS, Turbine) 


SoURABAYA 


HONG KONG. 


Honea Kone Ship and Engineer panes *Tohn Lambert 


(Office, 5,Alexandra Buildings; (TELEGRAMS, Marine) 


P.O. Box 463) 
* Exclusively an Officer of Lloyd’s Register. 


71, Fenchurch Street, London. 
Ist July, 1918. 


CHINA. 


Ship and Engineer Surveyor. * ff, 1. Fletch 
er 
(Address, 13, Nanking Road) (TELEGRAMS, Register) 


* Exclusively an Officer of Lloyd’s Register. 


SHANGHAI 


TIENTSIN Ship and Engineer Surveyor \W. Wilson 
(Address, Victoria Road) (TELEGRAMS, Dumbarton) 
JAPAN. 
Kose Shipand Engineer Surveyor. *4. |,. Jones 


(Office, 164, Harima Machi) 
* Exclusively an Officer of Lloyd’s Register. 


NAGASAKI Ship and Engineer Si! *A.S. Williamson 


(TELEGRAMS, Register) 


Ship Surveyor *G. D. Aitken 
(Office, 42c, Sagarimatsu) (TELEGRAMS, Register) 
* Exclusively Officers of Lloyd’s Register. 
YOKOHAMA Ship and Engineer tec | OTe Aeterna 


(Office, 167, Yamashita-cho ; 
(TELEGRAMS, Register) 


P.O. Box 48) 
* Exclusively an Officer of Lloyd’s Register. 


HakopaTE Assistant Shipand nee Gosakn Horiuchi 


Surveyor 
ie (TELEGRAMS, Horiuchi. 
(Address, 43, Ohmachi) Ohmachi, Hakodate) 


AUSTRALIA AND NEW ZEALAND. 


ADELAIDE, 8. A. (Office, aes Street, My Port 2. H. Gibbon 
Adelaide) i (TELEGRAMS, Gibbon) 


AUCKLAND, N.Z. (Office, 17, Palmerston Build-) C0. C. Plunket 
ings) (TELEGRAMS, Replento) 
BRISBANE, QUEENSLAND ... R87 
aylor 
(Office Parbury’s s " Buildings | : 
Eagle Street) ’ (TELEGRAMS, Surveyor ) 
Dunebin, N.Z. Ship and Engineer Sur medi A. Morrison 
(Address, 123, High Street)) (TELEGRAMS, Cellular) 


FREMANTLE, W.A, ... 
(Address, Dalgety’ 8 Buildings, 


Cliff Stree t) (TELEGRAMS, Arundel) 


te E. Arundel 


LyTreLton, N.Z. Baie C. A. Colonna 
MELBOURNE, Ship and pene Surveyor 
ti = Alexander McCowan 
VICTORIA (Office, New Zealand chan (TELEGRAMS, Reports) 


bers, 483, Collins Street) 
. John C. ‘onkin 


(TELEGRAMS, Tonkin, Surveyor) 


mie et W. Vellacott 


Naprer, N.Z. 


NewcastLe, N.S.W. Ship Surveyor 
(Office, Carrington Chambers, Watt Street) 
Engineer Surveyor... «. S 

(Office, 1, Bolton Street), 


(TELEGRAMS, Backstay) 


F. A. Spence 


(TELEGRAMS, Spence, clo 


Barambio) 
Port Pirin, 8.A., with Port Germeia and 
Wallaroo... ws. ss ..{ Alfred M. Mars 
(Address, Institute Building, (TELEGRAMS, Mars) 


Alexandra Street, Port Pirie) 


Sypney, N.S.W. Shipand Lngineer Surveyor *A. ©. Heron 
OPO Bos’ No. Si) Street ; (TELEGRAMS, Miramar) 


* Exclusively an Officer of Lloyd’s Register, 
Timaru, N.Z. - James Tait 


WELLINGTON, Ship and iaphss Surveyor A.W 
N.Z. (Office, Bank of New South ¢ 77; alker 
Wales Chambers) (TELEGRAMS, Bilge) 


LIST 


OF SURVEYORSHIPS OF 


LLOYD’S REGISTER. 


(ALPHABETICALLY ARRANGED.) 


THe SURVEYORS at tHE ports MARKED * arn EXCLUSIVELY tue OFFICERS or tHe SOCIETY, anp ARE NOT 


PERMITTED TO ENGAGE IN ANY OTHER BUSINESS OR EMPLOYMENT WHATSOEVER, 


8. J.P. THEARLE, D.Se., A. Campbell Holms 
Chief Ship Surveyor of ee Surveyor for London 
Lloyd’s Register. Ship Surveyors : 

, ; ,.. D. Nicholas 

Assistants to Chief Ship R, Howie 

Surveyor : G. F. Robson 
©. BUCHANAN W. H. Watson 
. OC, CHAMPNESS R. B. Watt 
}. FowLina J. Montgomerie, B.Sc. 


Principal Surveyors on the a CO. Gearing 
Chief Ship Surveyor’sStag’: 3. B. Isherwood 
G. R. Mares | T. 8. Warren A.C Chisholm, B.Se. 


James French J. Cox 
W. Thomson, B.Se. 


Qs 


JAMES T. MILTON, RJ. L. Ward, B.Sc. 
*LONDON M.Iyst.0.E., J.S. Gardiner 
(TELEGRAMS Chief Engineer Surveyor WH. J. Thomson 

Committee) of Lloyd's Register. W. H. Bennett, B.Sc. 

Assistant to Chief Engineer /R. Balfour 
- - Surveyor : T. R. Blackie 
H. A. Ruck-K&EENE, E. M. Salmon 
M.INST.C.E. J. W. Dimmock 
H. H. Ashton 
Ship and Engineer re Bs festa ls 
Surveyors \w J. Stoddart 
H. G. Dearden 
©. R. Hughes 
J. Robinson 
A. Lawrance, B.Sc. 
Draughisman ... David 8. Hunter 
* ABERDEEN Ship and EngineerSurveyors\ R. Fowell 


(Office, 183, bag Quay) J. E. Sellex 


ADELAIDE, S.A. (Office, Lipson Street, ait J. H. Gibbon 


Adelaide) (TELEGRAMS, Gibbon) 
ADEN Ship and Engineer Surveyor \'T. W. Twaddle 
(Address, Hedjuff) (Teean. AMS, Twaddle) 
ALEXANDRIA, 
E@yPpt (Address, The Arsenal) (TELEGRAMS, Roberts) 


J. B. Slebe 
H. P. Burgdorffer 


(TELEGRAMS, ieee ) 


*AMSTERDAM Shipand Engineer Surveyors 


Shipand harmeneyans E. Roberts 
(Office, Binnenkant, No. 27) 


* ANTWERP T. W. Fish 
é Principal Surveyor 
Ship Surveyor : N. E. McClelland 
Ship and Engineer Surveyors) A. A. A. Chalmers 
(Office, Maritime Buildings,/ J, EB. J. Wilvers 
Quai Taverniers, 4) (TELEGRAMS, Register) 
AURA IN sle ile extae sims erys) sion Plans 
(Office, 17, Palmerston jo. C. Plunket 
Buildings) (TELEGRAMS, Replento) 


Banta Branca Shipand Engineer Surveyor ti H. Brewer 


*BaLtiMore, Mp.Ship Surveyor 


BANGKOK 


BARCELONA 


*BaRROW 


*BaRRY 


BATAVIA 


*BELFAST 


BERGEN 
*BIDEFORD 


*BILBAO 


*BoMBAY 


BoRDEAUX 


BOULOGNE 
sur MER 


BRAILA AND 
TALATZ 


*BREMEN 


BRISBANE, 


QUEENSLAN 


: Ship and Engineer iting | J. Pollock 


*Boston, Mass. Shipand Engineer zstsatel 


(TELEGRAMS, Brewer, 
"clo Bumodus) 


(Address, Cia. Luz y Fuerza 
Ave. Colon esq. Brown) 


‘ 4) H. ©. Farrar 
Ship and Engineer Survey yor H. A. Stewart 
(Office, Stewart Building, { crmeanans, Surveyor) 
South Gay Street) 

Ship and Engineer Surveyor) T. H. Pollard 
(Office, Chartered Bank Lane) | (TeLEanams, Pollard) 


Ship and Engineer Surveyor |G. KB. A. Muston 

(Office, Calle de Mallorca 259) ( (TELEGRAMS, Muston, 
Mallorca 259) 

Ship and Eng on sino eh {5 Easthope 


Ship Surveyor . J. Daglish 


. (Office, Ramsden ‘Seuines 


Ship and Engineer Surveyors (F. W. Pitt 
(Office, Dock Chambers, Barry ), J, W. Gwynne 


Dock) T. W. C. Napier 
Ship Surveyor.. T. Shaw 


wenveer ) (TELEGRAMS, Pander) 


R. J. Beveridge 
A. T. Thomas 


98, Soottiah 8. O. Kendall 
Mellvenna 


Ship and Engineer Surveyors 


Ship Surveyors . 
(Office, 97 & 
Provident Institution Build- 


(address, Batavinasch ‘Pran- an Pander 
ings, Donegall Square West) {i 


5S. A. Hide 


(TELEGRAMS, Surveyor ) 


J. Hand 


Ship and Engineer Surveyor. 


Appledore. Road, 
Northam, North Devon) 


(Address, 


(Office, Aurora Building, 
Calle de la Estacion, 5) 


Ship and Engineer Surveyor \a 


I. de Mutiozabal 


(TELEGRAMS, Register) 


A. 'T. Graham 


(TE LEGRAMS, Surveyor) 


(Office, Gool Mansions, 
Wellington Lines, Mayo Road) 


Ship Surveyor... « cee Vandercruyce 


Engineer Surveyor ... Arthur Donzelle 


(Office, 16, rue Esprit ae (TELEGRAMS FOR THE SUR- 
Lois) VEYORS, Vandereruyce, 16, rue 
Esprit des Lois) 


B. Stewart Murphy 


(Office, Fiske Building,89,State 
(TELEGRAMS, Register) 


Street) 
Ship and Engineer Surveyor | A. F. E, Debeire 


(Address, 15, rue Cazin) (TELEGRAMS, Debeire) 


(residing at Braila)... 


.)T. H. Archbold 


(TELEGRAMS, Archbold) 


Ship and Engineer PO G. H. C. Bahr 
Ship Surveyor ... + A. F. W. Preuss 


(Office, Rolandhaus) at, EGRAMS, Bahr, 
Rolandhaus) 
(Office, Parbury’s Buildings,) R, 8. Taylor 
D Eagle Street) (TELEGRAMS, Surveyor) 


LIST OF SURVEYORSHIPS (ALPHABETICALLY 


*BrIsron Shipand Engineer Surveyor 


(Office, 53, Queen Square) G. A.D. Toyne 


P. F. Adie 
J.C. G. Williamson 
A. Moffat 


(TELEGRAMS, Adie) 


*BuENOSAYRESShip and Engineer Surveyors 
AND Rosario (Office, Calle 25 de Mayo, 158, 
Buenos Ayres) 


JADIZ Shipand Engineer Surveyor 


*CALCUTTA Shipand Engineer Surveyor 


i J. H. Mackirdy 
(Office, 2, Hare Street) 


(TELEGRAMS, Freeboards) 
Cape Town Ship and Engineer Surveyor ) 
(Address, Thomson Watson’s 
Buildings, Adderley Street 


W. R. MeArthur 


(TELEGRAMS, Navigation) 


*CARDIFF Henry Hand 
Principal Surveyor 
Ship Surveyors... J. Petree 
sr Merchants’ Exchange, A. B. R. Harris 
Bute Docks ‘ — 
ak Register) [8 1. Evans 
James Barclay 
J. G. Hunter 
x 
Ship and Engineer Surveyors BW. Webb 
ae PORE CERES te Whittell 
W. Lane 
1). Macfarlane 
*CHANNEL (Office, 15, Mulcaster Street, 
ISLANDS St. Helier’s, Jersey) Btos F. Picot 
*Oaristiania Ship and Engineer Surveyor \L. ©. A. Lystad 
Assistant Ship and : 
Engineer Surveyor E. J. Vik 
tect Kirkegaden nr. s| (TELFGRAMS, Surveyor) 
Christiania) 


*CLEVELAND, 


Ship Surveyor.. O. Narbeth 
Ouro 


Ship and Engineer Sur veyor\ J. S. Heck 
(Office, 1403, Rockefeller (TRLEGRAMS, Lloyds) 
Building), 


CoLLINGWwooD, ON’. 


(See Toronto, On.) 


COLOMBO Shipand Engineer Surveyor H. B. Ratsey 
(TELEGRAMS, of 
*Constanti- — Shipand Engineer Surveyor 
NOPLE (Office, Ferménédjiler, Yeni-{ Newman Mumford 
Han, Galata; Postal Address, > (Tru, EGRAMS, Mumford, 
PB: 27, clo British Post Yeni-Han, Galata) 
O tfice) 
* Z ay (Office, Amaliegade,36!, ; 
COPENHAGEN topanlineet Eee A. F. Orbech 
CONSULTANT ... H. J. SONNE. an FEE ae 
Ship and Engineer Surveyors ‘arl Bergstrém 
Ship Surveyor... ..(J.A. A.C, von Rosen 
t (TELEGRAMS, Engineer) 
DaNzIG Ship and Engineer Surveyor 
(Address, Pommersche Strasse,38, ¢ Carl Schirnick 
Zoppot, near Danzig’) 
*“Daruineton Inspector of Forgings... F. Cook 
(Office, 9, Granville Terrace) 
DEMERA RA (Address, Harbour Master's . 
Office, 15, Water Street, L. H. J. Tinney 
Georgetown) . es (TELEGRAMS, Heliostat) 
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Dover apa John Tron 
(TELEGRAMS, Harbour Master } 
*DUBLIN Ship and Engineer Surveyor iJ. Maewilliam 
(Office, 115, Philipsburgh (TELEGRAMS, Macwilliam, 
Avenue) 115, Philipsburgh Avenue) 
*DUNDRE Shipand Engineer Surveyor) J. Carnaghan 


Ship Surveyor... ... UM. Blackwood 
(Office, Maritime Buildings, 
East Dock Street) 


Dunepin, N.Z. Shipand Engineer Surveyor) A. Morrison 


(Address, 123, High Street) i (TELEGRAMS, Cellular) 
DUNKIRK Ship and Engineer Surveyor) ¥. C. Morel 

(Office, rue des Pierres, (TELEGRAMS, Morel, Lioya’s) 

No, 22) 


J. Meijer 
Principal Surveyor 


K. Hauss 
P. F. J. Abel 
Hans Kolbow 


*Dissevporr Shipand Kngineer Surveyors 
Sor Steel Testing duties and 
Inspection of Forgings, de., 
in Germany ...  .. 


(Office, Hermannstrasse 19, M. Berg 
Diisseldorf, 115) W. Sonnabend 
(TELEGRAMS, 


Meijer, Hermannstrasse 19) 


(Address, Ferry Steps, Buffalo (J, C, Morison 
Street) (TELEGRAMS, Register) 


T. H. Sandry 
F. Davis 


East Lonpon, 
S. AFRICA 


*FatmoutH Ship Surveyor... . 
Ship and Engineer 7 Surve yor 
(Office, Pendennis oe 
Lansdowne Road) 
FIuME Ship Surveyor... j Arturo Duimich 


Matteo Petrich 


(TELEGRAMS FOR THE SUR- 
} VEYORS,Duimich,Porto,Fiume) 


Engineer Surveyor . a 
(Office, Governo Marittimo) 


FREMANTLE, W.A 


(Address, Dalgety’ 8 : Buildings, 
Cliff Street) 


(Rr. E. Arundel 


(TELEGRAMS, Arundel) 


GALATZ (See BRAILA) 
*GALVESTON, Ship and Engineer Survey yor | 
TEXAS J 
*GENOA Ship and Engineer Survey yor Maurice Ritson 
Ship Surveyor... «.. R. Stanley Rowntree 
(Office, Piazza S. co (TELEGRAMS, Surveyors) 
No. 32, 1* Scala) 
GIBRALTAR Ship and Engineer Surveyor |W. H. Beckett 
(Address, H.M. Naval Yard)} (TELEGRAMS, Yard) 
W.S. P. Collings 
*GLASGOW Ship Surveyors .. |H, A. Gibbs 


(Office, 342, Argyle Street) 
(TELEGRAMS, Register) 


R. D. Cairns 

A. Pickworth, B.Se. 
Wises: Engledow 
N. V. Kirkley 

A. W. Paterson 

J. C, Dykes 
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John H. Heck 

H. Clarke 

A. McKeand 

H. Gardner-Smith 
P. McGregor 

W. G. Minchin 

©. H. L. Pilditch 


*GLASGOW ohipand Engineer Surveyors, P, T, Brown 
(Cont.) G. E. Bench 
J. Davey 
F, A. Ferguson 
J. Blellock 


FP. Fitzgerald 
G. T. J. Ludlow 


Inspectors of Forgings for (A. Fletcher 
the Clyde district Jervis Dale 


(Office, Hertzia, Packhus-)G, W. Jérgensen 
platsen, 2) (TELEGRAMS, Surveyor) 


*GoTHENBURG Shipand Engineer Surveyors fa. C. Biilow 


*GrEENOCK & Ship Surveyors So D. Mares 
PortGiascow (Office, Commercial “Bank Principal Surveyor 
Buildings, 14, Cross-shore R. Bennett 
Street, Greenock) A. P. W. McNab 


Ship and Engineer Surveyors as Cabra, 


*GRIMSBY & Shipand Engineer Surveyors (C C. Martell 


Boston (Office, Bank Chambers, 2, G, O. Common 
Freeman St.,@reat Grimsby) |W. H. Roberts 
HAKODATE (See YOKOHAMA.) 


(Address, Room 37, Furness 


Withy Building) (TELEGRAMS, Lloyd) 


Hairax,N.S. Ship and Engineer Surveyor Sokal, dooke 


Geo. Dykes 
F med he Barrens od Sn 
. t the c 
*Hampura Ship Surveyors py ad males a 
“Ie H. F. Priess 
G. Metelmann 
J. Kohler 
Ship and Engineer Surveyors J. Rolland 
(Office, Steinhéft, No.3, Ham- |O. 'T. Vollbett 
burg, 11) (TELEGRAMS,Dykes,Steinhoft) 
* HARTLEPOOL Ship Sur veyors 28 os wy wre Surveyor 
AND WEST Cte, Central Buildings, West 
Hartiepoon, Hartlepool) M =) Prin 
James Innes 
Shipand Engineer Surveyors 2A. Boyd 
©. O. Craven 
*HAVRE 


Engineer Sur veyor and 
Assistant Ship Surveyor 
(Office, 61, rue de la Bourse) 


A. Cartier 


(TELEGRAMS, Lloyd's Register) 


*Hone Kona Shipand Engineer Surveyor 
(Office, 5, Alexandra Build- John Lambert 


Ship Surveyor... ay G. Boyer 
ings ; P.O. Box, 463) 


(TELEGRAMS, Marine) 


A. B. Wilson 


*HULL Ship Surveyors . Principal Surveyor 
(Office, Ocean (adiheds F. C. Smith 
Lowgate, Hull) B. C. Laws, B.Sc. 
\F. L. Sturgeon 
Ship and Engineer Surve wren G. Mackillop 
T. G. Dodd 
JAMAICA (See KINGSTON. ) 
KARACHI Ship and Engineer Surveyor 
(Address, Persian Gulf (F. H. Jones 
Telegraphs, Manora, Karachi) 
KINGston A, A. McInnes 


(TELEGRAMS, Melnnes) 


Ship and Engineer Surveyor 
(JAMAICA) (Address, Myrtle Bank Hotel) 


*KoBE Ship and Engineer Surveyor L. Jones 
' (Office, 164, Harima Machi) (TELEGRAMS, Register) 
LEGHORN (Address, Piazza Micheli) ... Amerigo Gori 
: (TELEGRAMS, A. Gori) 
* 
Tn aR nee ee Us Si 
28, Constitution fala "(W. D. Heck, B.Sc. 
Ship Surveyor... J. R. Henderson 
LISBON Shipand ea George Payne 
(Address 7, T. do Caes Beal (TELEGRAMS, Enyap) 
R. Williamson 
- Ae - Principal Surveyor 
Liverpool Ship Surveyors - |J. Bradley 


(Office, 201 ‘TowerBuilding) 8. A. G. Nash 
(TRLEGRAMS, Register) W. R. M. Aspinall 
W. G. Haig 
J. Dykes 
W. Sibun 
B. G. Oxford 
Ship and Engineer Surveyors <R. D. Shilston 
J. E. Milton 
A, J. Barrett 
rc G. McKinlay 


LytrevTon, N.Z. Colonna 


MALTA Ship and Engineer Surveyor 
(Office, 21, Strada Zaccaria, C. H. Wright 
Valetta) (TELEGRAMS, Register) 
. Manaos Ship and Engineer Surveyor 


*MAncHESTER Ship and Engineer Surveyors o “ge vz 
Ship Surveyor R. Cheetham 


(Office, 162, Trafford Road, J (TELEGRAMS, , Lloyd's Register 
Salford, Manchester) Trafford Road, Salford) 


Manin, P.I. Shipand Engineer Surveyor 
(Address, Anloague No. 10, William Swann 
Binondo ; P.O. Box 307) (TELEGRAMS, Turbine) 
*MARsEILLES Shipand Engineer Surveyor 
a I YT! A P. Jones 
(Office, 16, rne Beauvan) 
Mauritius (residing at Port Louis) 8. McDonald 
lag McDonald, 
Port Louis, Mauritius) 
MeLBourne, Shipand Engineer Surveyor) y\oxander McCowan 
VICTORIA (Office, New ZealandChambers, (ps nanan, Report 
483, Collins Street) siinliiiaed 


Messina, and other ports in Sicily. (See NAPLES.) 
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LIST OF SURVEYORSHIPS (ALPHABETICALLY ARRANGED)—continued. 


*MIpDLEs- 
BROUGH 


MILrorD 
HAVEN 


Monts VIDEO 
MontTREAL 
*NAGASAKI 


*NANTES 
Napier, N.Z. 


NAPLES 


La. 
*Nzew YorK 


NEWCASTLE, 
N.S.W. 


*NEWCASTLE- 
ON-TYNE 


with Stockton ... 
Ship Surveyors Se es 
Bank 


(Office, Lloyd's 
Chambers, Albert Road, 
Middlesbrough) 


Ship and Engineer Surveyors 


Ship and Engineer Surveyor 
Hoifse, 


(Address, Point 
Llanstadwell, Darin 


(Address, Calle Zabala, 1523) 


W. L. Gilmour 


Principal Surveyor 


T. G. Baker 


-(J. R. Dippie 


G. L. Lyle 
A. Phillips 
R. W. Dodridge 
W. Morrison 
J. Kerr 
- F. Robson 
D. M. Chapman 
G. F. Silley 
KE. W. Cudlip 


J. W. Johnstone 


(TELEGRAMS, Amphyl) 


eS J. W. Postlethwaite 


(TELEGRAMS, Portwarden) 


(Address, Port Warden's Office) gent Reid 


Shipand Engineer Suceians 


Ship Surveyor. 
(Office, 42c, Sapariintan’ 


Ship Surveyor ... 


D. Aitken 


(TEL EGRAMS, Register) 


rte A. S. Williamson 


.. L. G. G. Demarest 


(TELEGRAMS, Tonkin, 


a { C. Tonkin 


Surveyor) 


Ship and Engineer Surveyor \ Francesco Ducoster 


(Address, Viale Elena, No. 16) 


*New ORLEANS, Ship and Engineer Surveyor 
(Office, 810, Hennen Building) 


Principal Surveyor for the 
United States and Canada 


(TELEGRAMS, Ducoster) 


| J. M. Buchanan 


(TELEGRAMS, Retsiger) 


| James H. Mancor 


Principal Surveyor on the | ya n.es French 


Chief Ship Surveyor’s Staff 
Ship and Engineer Surveyors 


Ship Surveyor . 
(Office, 17, Battery Place) 


Ship Surveyor . 


(Office, tabington dieaabore: 


Watt Street) 
Engineer Surveyor ... 
(Office, 1, Bolton Street) 


Ship Surveyors 


(Office, Collingwood Build. 
ings, Collingwood Street) 


( 
a ie A. Allen 
| 


A. W. Murray 
C. J. M. Mancor 


(TELEGRAMS, Vymdible) 


J. W. Vellacott 


(TELEGRAMS, Backstay) 


rene tes. Spence, 
c/o Barambio) 


te A. Spence 


George Harrison 
Principal Surveyor 


E. J. Milton 

A. R. Sneddon 
A. Munro 

T. S. Shute 

G. L. Brown 

J. W. Grier 
John Macdonald 
M. Macleod 


(TELEGRAMS, Register) | J, Dickie 


H. C. T. Ireland 


J. 8. Butler 
A, Seullard 
N. G. Turnbull 
J. A. Whitford 
W.S. Bell 
A. E. Hunt 


(R. W. Coomber 
©. Cooper 
G. Murdoch 


T. Field 
*NEWcastLe- Shipand Engineer Surveyors / {,, G. Shalleross 


on-TYNE ©. J. Hudson 
(Cont.) R. Lee Annear, B.Se. 
W. Cowie 
J. A. Murray 
Inspector of Forgings William Canrphell 


*NEWFOUNDLAND. (See Sr. Joun’s, N.F.L.) 


*NEWPORT, . F. Morto 
Minar Ship and Engineer Surve ie cag 
Mon. si : gineer Surveyors ) x Townend, B.Se. 
Ship Surveyor. 
(Office, Bank Chambers) me Langlands 
*NEWPORT Shipand Engineer Surveyor 
News, VA. (Office, Stearnes Building, J. H. W. Marsden 
Corner Washington Avenue | (TELEGRAMS, Marsden) 


and 28th Street) 


*ODESSA Ship and Engineer Surveyor 
Sars Khersonskaya 54,¢ G. Robson 
v.96 
ORKNEYS (residing at Stromness) . Geo. Gunn Baillie 
PaRA Shipand Bigihelt Dever \ 
PENANG Ship and Engineer Surveyor H. Muir 


(TELEGRAMS, Muir) 
* PHILADELPHIA, Ship andEngineer Surveyor R. Haig 


Pas D. Millar 
Ship Surveyors | ran Edwards 
(Office, 324 Bourse) (TELEGRAMS, Haig) 


*PIRRUS AND Shipand Engineer Surveyor W. W. Barnes 
SYRA (residing at Pireus) (TELEGRAMS, Barnes) 


*PiTTsBuRG,  Shipand Engineer Sur va E. Bennett 


Pa. (Office, 611, Highland Build-? A. Smellie 
ing, East Liberty) F. W. Dawkins 


Shipand Engineer Surveyor J.C. Larg 
(Office, 13, Exchange) 


Port ARTHUR, ONT. ... 


*PLYMOUTH 


(Address, The "Observatory, Robert Curr 
28, Water Street) (TELEGRAMS, Curr) 
Port 
ELIZABETH (Address, Harbour Works) (TELEGRAMS, Richardson, 


Harbour, Port Elizabeth) 


Port Nara Shipand Engineer Surveyor 
(Address, 3, Castle Buildings, 


West Street, Durban) 


S.A. (Address, Institute Building,) Alfred M. Mars 
Alexandra Street) (TELEGRAMS, Mars) 


John Stewart 


(TELEGRAMS, Thrust, Durban) 


Ship and Engineer Surveyor H. McG. Richardson 


Port PIRIE, 


Port Sain = Shipand Engineer Surveyor )George Nugent 
(Address, Post Office) 5 
2 (Office, Room 412, Commercial 
PORTLAND, —(qyb Building, Fifth and Oak | Lyddon Veysey 
OREGON Streets) (TELEGRAMS, Register) 
*Porrmapoc (Address, Eifion House Port- John W. James 


madoc) 


Punta ARENAS, Ship and Engineer Surveyor | J. Dickson 
CHILI (Address, Apostadero Naval) J (TELEGRAMS, Maestranza) 


*QUEBEC Shipand Engineer Surveyor J. 8. Blackett 
* QUEENSTOWN (Address, 1, King’s Terrace) H. W. Dove 


RANGOON (Address,Lower Poozoondoung) R. P. Taylor 
(TELEGRAMS, Orion) 


Ship and Engineer Surveyor (Bdnand Buchholz 


(Address, Bremerstrasse No. 9) S(TELEGRAMS, Surveyor) 
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JANEIRO (Address,Avenida, Rio Brancoy (TELEGRAMS, Surveyor) 
41; Caixa No. 563) 


(See Buunos AYRES.) 


*R10 DE Shipand Engineer Surveyor fr E. Inman 


*RosaRIO 


*Rorrerpam Ship Surveyors «+ { i . wa 
Shipand Engineer Survey cat F. N. Bernoski 


(Office, Veerhaven, W.Z. 19b.)| J. J. Schoo 
(TELEGRAMS, Lloyd's Register) 


Sr. Jonny, N.B. Shipand Engineer Surveyor C, EB. Dalton 


(TELEGRAMS, Dalton) 


"Sr. JoHN’s, 
> NEL: 


Sr. Pererspure Ship and Engineer Surveyor : 
(Address, Vassili Ostroff, 7 J. D. Eager 
Line House, 26, Lodging 5) 


(Office, Fisheries and Marine\J. Black 
Department, Custom House) (TELEGRAMS, Surveyor) 


(TELEGRAMS, Viko, Eager) 


SanFrancisco, Ship Surveyor... +++ 
CaL. Engineer Surveyor «+: W. H. Stewart 
(Office, 454, California Street) (TELEGRAMS, Mreeboard) 


(Office,403-404,GlobeBuilding, > (TELEGRAMS, Lloyds) 
lst Avenue, Corner Madison St 


SEVILLE Ship and Engineer Surveyor) José Pina 


(Office, Larafia, 12) (TELEGRAMS, Pina) 


*SHANGHAT Ship and Engineer Surve yor H. Li. Fletcher 


(Address, 13, Nanking Road) { (TELEGRAMS, Register) 


SearrLE, WAsu. Ship and Engineer Surveyor Vi ames Fowler 


*SHEFFIELD Ship and Engineer Surveyor) J. B. A. Common 
5 Inspector of Forgings .\J. Pringle 
(Office, Orchard Craik: 
Church Street) 
*Siveaporé = Shipand Engineer Surveyor H. Gilby 
(Office, 6A, Flint Street) (TELEGRAMS ) 
SoURABAYA Ship and Engineer Surveyor B. N. Powell 
(TELEGRAMS, Powell) 
*SouUTH- Shipand Engineer Surveyors { R. Elliott, B.Sc., 
AMPTON (Office, 20, Canute Road) M. Inst. ©. E. 
J. Houston 
Ship Surveyor... ... ... G. O. Herbert 
STETTIN Ship and Engineer Surveyor) Emil Herzberg 
(Office, Bollwerk 1.) (TELEGRAMS, Herzbery, 
bleydsrar venor) 
SrockHoLm Ship fal Enginees Surveyor 1 Albert Isakson 
E (Address, Drottsgaérden 138, ? (TELEGRAMS, Lloyd's Register) 
Katarinavigen) 
¥F. R. Noton 
vol alien Surveyor 


/T. 5. ‘Teathaid 
| R. M. McLaren 
W. A. Grier 
W. A. Brydon 
(J.T. Findlay 
Ship and Engineer Suronporss W. Butler 
'L. C. Davis 
Inspector of Forgings  ... M. Robertson 


*SUNDERLAND Ship Surveyors 
(Office, 55, Fawcett Street) 


71, FexchurcH STREET, LONDON, 
Ist July, 1913. 


*SWANSEA Shipand Engineer Surveyors (G. C. Vaux 
(Office, Lancaster Chambers H. C. Forster 
17, Wind Street) VT. Miller 
*SYDNEY, Ship and Engineer Surveyor) A. C. Heron 
N.S.W. (Office, 17, Bridge Street, (TELEGRAMS, Miramar) 
G.P.0. Box No. 333) 
*SYRA (See PIRAUS. ) 
DAT AMETUN OD a ceme cee east Panteee sss, "ede 
'TIENTSIN Ship and Engineer Surveyor |W. Wilson 


(Address, Vigtoria Road) (TELEGRAMS, Dumbarton) 


TARO: Nodio lestaein, eal lask J uce, (ope SU INGA Pah 


Toronto, On. Shipand Engineer Surveyor ’ mt 
(Residing at Barrie, Ont.) Hugh Calderwood 


Bernard J. Ives 
Principal Surveyor 


Ship and Engineer Surveyors | G. D. Ritchie 


“TRIESTE Ship Surveyor... vs 


(Office, Edificio della Camera] A, Fano 
- di Commercio e d’Industria) / (TeLeGRAmMs, Register) 


J. B. Saunders 


(TELEGRAMS, Harbour Master) 


TRINIDAD Aye: 


Vaupararso —- Shipand Engineer Surveyor ) A. F. Smith 
TELEGRAMS, Smith, 
(Address, Casilla, 934) Pacific, Valparatio) 
VANCOUVER Shipand Engineer Surveyor) T. G. Mitchell 


Crry, B.C. (Office, 426, Winch Building, 


> (TELEGRAMS, Register 
Hastings Street; P.O. Box 642)f 


Vancouver, BC.) 


VerA Cruz,  Shipand ms, Grea ad G. Howard 


Mexico. (Office, Naval M ilitaryCollege) | (TELEGRams, 
* VIENNA Shipand Engineer Surveyors 
for Steel Testing duties and 
Inspection of Forgings, &e., 
in Austria-Hungary and\M. Koch 
Upper Silesia ... 6. ss M. Bonivento 
(Address, Starhemberggasee (TELEGRAMS, Surveyor) 
No. 3931, cial 
Vienna, 'Y/?) 
WELLINGTON,N.Z. ... ied 
Ship and Engineer Surve yor A. Walker 
(Office, Bank of New South Wales/ (TetecRams, Bilge) 
Chambers) 
*YoKoHAMA ‘Shipand Engineer Surveyor) J. 8. Cairns 
(Office, 167, Yamashita-cho ; ¢ (TELEGRAMS, Register) 
P.O. Box 48) 
HakopatEe Assistant Shipand) Gosaku Horiuchi 
Engineer Surveyor? (PBUEGRAMS, Horiuchi 
(Address, 43, Ohmachi) se are * ny a 


LLOYD'S REGISTER 


OF 


BRITISH AND FOREIGN SHIPPING, 


RULES AND REGULATIONS. 


Section 1. Tue operations of the Societies of the two Register Books of Shipping formerly 
printed for the use of Merchants, Ship Owners, and Underwriters, having ceased in the year 1834, this 
Society was then established for the purpose of obtaining a faithful and accurate Classification of the 
Mercantile Shipping of the United Kingdom, and of the Foreign Vessels trading thereto, and for the 
government of which the following Rules and Regulations have been from time to time adopted. 


Section 2. A Register Book to be printed annually for the use of Subscribers, containing the 
names of the Ships with other useful information, and the Character assigned, where the vessels are 
classed by the Society ; also the names, &c., of all Ships of 100 tons and upwards unclassed by this 


Society. 


Section 3. Each person subscribing the sum of Three Guineas per annum (or such other sum as 
the General Committee may fix) to be considered a Member of the Society, and entitled for his own 
use to one copy of the Register Book. 


Section 4. The subscription of Marine Insurance Companies, Public Companies or Public 
Establishments, to be Six Guineas per annum, for a single copy of the Register Book, and Three 
Guineas per annum for every additional copy supplied, unless the copies be periodically posted with 
type with additions and corrections throughout the year, in which case the subscription for each copy 
supplied will be Ten Guineas per annum. 


Section 5. In the case of other Subscribers, the subscription to be Three Guineas per annum 
for each copy, unless periodically posted with type with additions and corrections throughout the year, 
in which case the subscription will be Five Guineas per annum for each copy supplied. 


Section 6. For the convenience of Subscribers not resident in London, or whose Register Books 
are not posted, a Supplement, containing the additions to, and corrections made in, the Register Book, 
to be printed fortnightly, in such convenient form as to admit of its transmission by Post, so that such 
parties may be furnished, from time to time, with the latest and most complete information. 
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Section 7. The superintendence of the affairs of the Society to be under the direction of a 
Committee of Merchants, Shipowners, and Underwriters: (twenty-four to be elected in London and 
thirty-six at the principal Outports), and ten Shipbuilders and/or Engineers (to be elected as a 
temporary arrangement for two years by the General Committee). In addition, the Chairman, or, in 
his absence, the Deputy-Chairman of the Corporation of Lloyd’s, and the Chairman, or, in his absence, 
the Deputy-Chairman of the General Shipowners’ Society, for the time being, to be, ex-officio, Members 
of the Committee. 


Any member (except an ex-officio member) who fails to attend any meetings of the Committee 
for a period of six continuous months, without leave of absence, shall cease to be a member, and his 
place shall be filled up in the usual way. 


Norr.—Official intimation to be given in June of each year whether the Chairman or Deputy- 
Chairman of the Corporation of Lloyd’s, and the Chairman or Deputy-Chairman of the General 
Shipowners’ Society, are to be the ex-officio members for the ensuing twelve months. 


Section 8. The General Committee reserve the right of varying or withdrawing the repre- 
sentation of Outports, and of Shipbuilders and Engineers; also the representation of Shipbuilders, 
Engineers, Steel Makers, and Forgemasters on the Technical Sub-Committee hereinafter mentioned, 
as well as the mode of election of members. 


Section 9. Six of the Members elected in London, namely, two of each of the constituent 
parts of the Committee, to go out annually by rotation, but to be eligible to be re-elected. The 
vacancies so arising to be filled up by the election of two Underwriters and one Merchant by the 
Committee of Lloyd’s, and two Shipowners and one Merchant by the Committee of the General 
Shipowners’ Society. 


2. Of the Members elected at the Outports twenty-two to retire at the end of four years, and 
six of the Members elected at Liverpool and the eight Members elected at Glasgow to retire 
annually. The retiring Members are eligible for re-election. 


Section 10. The Committee to appoint Sub-Committees of Classification, to be so regulated 
that each Member of the General Committee may, in rotation, take his turn of duty thereon throughout 
the year. 


Section 11. The Committee to appoint from their own body, annually, a Chairman and Deputy- 
Chairman ; and also a Chairman. or Chairmen of the Sub-Committees of Classification. 


Section 12. The Secretary, Clerks, and Servants of the Society, and the Surveyors, to be 
appointed by and be under the direction of the General Committee. 


Section 18. Special meetings to be convened by order of the Chairman, or Deputy-Chairman, 
or on the requisition of any three Members. 


Section 14. All elections and appointments to be made by ballot, excepting when in the election 
of Chairman, Deputy-Chairman, or Chairman or Chairmen of the Sub-Committees of Classification, 
only one person is nominated for each office. 


Section 15. No Member of the Committee to be permitted to be present on the decision of the 
classification of any ship of which he is the owner, or wherein he is directly, or indirectly interested. 
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Section 16. 1. The Committee to be empowered to make such Bye-laws for their own govern- 
ment and proceedings as they may deem requisite, not being inconsistent with the original Rules and 
Regulations under which the Society was established ; but no new Rule or Bye-law to be introduced, 
or any Rule or Bye-law altered, without special notice being given for that purpose at the Meeting 
of the Committee next preceding that at which such Motion is intended to be made ; such notice to be 
inserted in the sammons convening the meeting. 


2. No new Rule, or alteration in any existing Rule materially affecting the classification of Ships, 
to be applied compulsorily to vessels of which the plans have been submitted and approved before the 
expiration of six months after the date when the change has been adopted. 


Section 17. 1. That fifteen representatives of Shipbuilders, Engineers, Steel Makers, and 
Forgemasters shall be admitted as members of the Technical Sub-Committee on all occasions when 
it is proposed to make alterations in the existing rules, or to frame new rules, for the construction 
of ships or machinery. 


2. That twelve representatives of Shipbuilders and Engineers shall be elected by the following 

bodies, viz. : 

(a) The Institution of Naval Architects, London ; 

(4) The North-East Coast Institution of Engineers and Shipbuilders, Newcastle-on-Tyne ; 

and 

(c) The Institution of Engineers and Shipbuilders in Scotland, Glasgow, 
two shipbuilders and two engineers being elected by each body ; 

That two representatives of Steel Makers be elected by the Iron and Steel Institute, of whom 
one is to represent England and Wales, and the other Scotland ; also 

That one representative of Forgemasters be elected by the English and Scottish Forgemasters’ 
Association. 


3. That the representatives shall be elected for a term of four years, but in the event of any 
vacancy occurring before the expiration of this period a representative may be elected to fill the vacancy 
for the unexpired portion of the term. 


4. That those only who are actually partners in firms, or managers of joint stock companies, 
engaged in Shipbuilding, Engineering, Steelmaking, or the Manufacture of Forgings, shall be eligible 
for election. 


5. That the Chairman of the Committee of Lloyd’s Register of British and Foreign Shipping, for 
the time being, or, in his absence, the Deputy-Chairman ; or, failing him, some other member of the 
General Committee shall preside at the meetings of the Sub-Committee. 


6. That the representatives of Shipbuilders, Engineers, Steel Makers, and Forgemasters shall 
have the same rights and powers as the other members of the Sub-Committee in speaking and voting 
at the meetings of the Sub-Committee at which they are entitled to be present. 


7. That it shall be open to representatives of Shipbuilders, Engineers, Steel Makers, and 
Forgemasters to propose alterations in, or additions to, the Rules for the construction of ships or 


machinery ; and that notice of all such proposals shall be sent in writing to the Secretary. 
A 
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8. That meetings of the Sub-Committee shall be convened as often and at such times as may 
appear necessary to the General Committee, but there shall be at least two meetings in the year, though 
not necessarily one in each six months. 


9. -That every meeting shall ‘be convened by notice from the Secretary at least one: month betore 
the date of meeting ; that the meetings shall, whenever practicable, be arranged for Tuesday afternoons; 
that notice of matters proposed to be brought before the Sub-Committee by members shall be sent to 
the Secretary not less than fourteen days before the meeting, and the Secretary shall, as soon as possible 
thereafter, send to each member an agenda paper. 


10. That the recommendations of the Sub-Committee shall be reported to the General Committee, 
who will refer them for consideration to a Special Meeting of the General Committee, as required by 
Section 16 of the Rules. 


11. That in the event of eight representatives of Shipbuilders, Engineers, Steel Makers, and 
Forgemasters, actually voting together on any question, and nevertheless failing to obtain a majority of 
the Sub-Committee, it shall be open to them to present a minority report to the General Committee. 


12. That the General Committee reserve to themselves the right of varying, adding to, or 
rescinding, at their discretion, any or all of the foregoing Rules. 


Section 18, All Reports of survey to be made in writing by the Surveyors according to the 
form prescribed, aud submitted for the consideration of the General Committee, or of the Sub- 
Committees of Classification ; but the character assigned by the latter to be subject to confirmation by 
the General Committee. 


Section 19. 1. The reports of the Surveyors, and all documents and proceedings relating to the 
classification of ships are to be carefully preserved and to be open to the inspection of the Owners, but 
no other person or persons are to have access to such documents except with the written consent of the 
Owners and under the direction of the Chairman, or Deputy-Chairman. 


2. Copies of the original reports (if the ships be already classed, but not otherwise), so far as 
relates to the dimensions, scantlings, fastenings, and materials, in cases where the correctness of the 
reports in these particulars is certified by the builders, are granted on application. 


Section 20. Foreign ships, and ships built in the British possessions abroad where there is not 
a Surveyor (see also Section 52 of the Rules for Wood Vessels), to be surveyed on their arrival at a 
port to which a Surveyor has been appointed ; but a due regard is to be had to the circumstance of 
such vessels having been exempted from supervision while building, and the Character to be assigned 
to them is to be regulated according to their intrinsic quality and from the best information the 
Committee can obtain. 


Section 21. In every case in which the Character assigned to a ship may be proposed, on survey, 
to be reduced, notice is to be given in writing to the Owner, Master, or Agent, with an intimation that 
it the reduction be objected to, the Committee will be ready to direct a special survey, on the Owner, 
Master, or Agent agreeing to pay the expenses attending the same, provided on the said survey there 
shall appear sufficient ground for the proposed reduction. 
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Section 22. 1. When the Surveyors consider repairs to be requisite, they are respectfully to 
communicate the same in writing to the Owner, Master, or Agent, and if such repairs be not entered 
upon within a reasonable time, a corresponding report is to be made, as soon as possible, to the 
Committee for their decision thereon. 


2. All repairs of Ships or Machinery required at Ports where there is a Surveyor to this Society, 
in order to their obtaining a Character in the Register Book, or to their retaining the Characters 
assigned to them therein, must be carried out under the inspection, and to the satisfaction of the 
Society's Surveyors. Ships or machinery repaired at Ports where there is no Surveyor to this Society 
must be surveyed by one of the Society’s Surveyors at the earliest opportunity. 


Section 23. Parties considering the repairs suggested by the Surveyor to be unnecessary or 
unreasonable may appeal to the Committee, who will direct. a special survey to be held ; but should 
the opinion of the Surveyor be confirmed by the Committee, then the expense of such special survey is 
to be paid by the party appealing. 


Section 24. The Surveyors to the Society not to be permitted (without the especial sanction 
of the Committee) to receive any fee, gratuity, or reward whatsoever for their own use or benefit, for 
any service performed by them in their capacity of Surveyors to this Society, on pain of immediate 
dismissal. 


Section 25. The Surveyors will be directed to attend on Special Surveys of ships or machinery 
while building or under damage or repair, when required by Merchants, Shipowners, or Underwriters ; 
the charge for which is to be regulated according to the nature and extent of the service performed, 
Tn all cases, the application for the assistance of the Surveyors must be made in writing addressed 
to the Secretary. 


Section 26. While the Committee use their best endeavours to ensure that the functions of 
the Society are properly executed, it is to be understood that neither the Committee nor the Society 
are under any circumstances whatever to be held responsible for any inaccuracy in any report or 
certificate issned by the Society or its Surveyors, or in any entry in the Register Book or other 
publication of the Society, or for any error of judgment, default, or negligence of the Surveyors, or 
other Officers or Agents of the Society. 


FUNDS. 


Section 27. The Funds to be under the authority and control of the Committee, and a state- 
ment of the Receipts and Expenditure to be annually printed for the information of the subscribers. 


Section 28, The following Fees to be charged to the Owners of ships prior to their vessels 


being clavsed and registered in the beok :— 


Crassine Fees. 
For First Entry of Class in the Register Book. 


For each Ship under 200 tons ... Ae ced pas “ns aa £1 0 0 
Ditto of 200 and under 500 tons ... Zi DingO 
Ditto of 500 Pe LOOD Lt. a Ont 
Ditto of 1,000 =, 2,000 af ED ee ri an) 
Ditto of 2,000 and upwards ... aT =a os 55 5 0 0 


a2 
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For First Entry of Notification “LMC” in the Register Book. 


For each Ship under 100 nominal HP... fis af mee Er Sie Oia 
Ditto - of 100 and under 300 HP. ... Ae a mt 200 
Ditto of 300 and above : 3 (0e'0 


SPECIAL SURVEYS. 


Section 29. 1. For ships built under the special superintendence of the Surveyors (to entitle 
them to the distinctive mark +) :—1s. per ton for the first 1,000 tons ; 6d. per ton for every ton 
from 1,001 tons to 10,000 tons ; 4d. per ton for every ton from 10,001 tons to 20,000 tons ; and 
2d. per ton for every ton beyond 20,000 tons. No fee to be less than £7 Os. Od. : 


2. For engines and boilers built under the special superintendence of the Surveyors (to entitle 
them to the distinctive mark *# in red) :—three shillings per horse-power for the first 200 horse-power ; 
one shilling for each horse-power from 201 to 1,000; 6d. for each horse-power from 1,001 to 3,000 ; 
and 3d. for each horse-power beyond 3,000. No fee to be less than £8 Os. Od. 


The following rule is to be used for determining the Nominal Horse power of Engines in 
regulating the fees for their survey, viz. :— 
Pp +340 (D?yv8, H 


NHP= 1000 ( 100 oo I 4) where the boiler pressure is below 160 lbs. 


P+590 (D?VS_ H 
=" 7500 ( 100 +i5) here the boiler pressure is 160 lbs. or above. 


If the boilers are fitted with Forced Draught or Induced Draught appliances, then i is to be 


taken instead of i. 


where D = diameter of L.P. Cylinder in inches. 
s = stroke in inches. 
H = heating surface in square feet. 
p = working pressure in Jbs. per square inch. 
The square feet of heating surface represented by u will comprise the surfaces of the tubes, of the 
back tube plate or plates, and of the furnace and combustion chamber plating down to the level of 
the fire bars. 


3. For the survey and testing of each Donkey Boiler, a fee of two guineas will be charged. 


4. No charge will be made for occasional or docking surveys, or for surveying repairs consequent 
on ordinary wear and tear, at ports in the United Kingdom. 


For the survey of damage repairs essential to the continuation of class (whether a special damage 
report be required or not), for surveys with a view to the re-instatement of class, and for the survey of 
alterations in the structure of a vessel, a fee will be charged according to the nature and extent of the 
services performed. 


For all surveys held at Foreign ports a fee will be chargeable according to the nature and extent of 
the services rendered. 


RULES AND REGULATIONS. 


~3 


5. SPECIAL PERIODICAL SURVEYS, Nos. 1, 2, and 3. 


lor the special periodical surveys of Iron and Steel Vessels, when such surveys are held by the Society's 
exclusive Surveyors in the United Kingdom. 


8.8. No. 1. 8.8. No. 2. S.S. No. 3. 

2. 43 2 os. & &. 

For Vessels under 150 tons gross ro 1 10 Sit 
= cA 200 $ es dae 1 10 2 3 10 
ss ie 250 De ari 4: 2 0 2 10 4 0 
+ A 300 A 2 10 3 10 4 10 
- . *a00 2"; ee. 3 0 4 0 5 0 
b ~ fgg"... at es 10 410 6 0 
. a wae Ay - 4 0 5 0 via) 
a > 1,800 ss ay wes 4 10 5 10 8 0 
i - OO. ce 5 0 6 0 9 0 
<3 eM Ee DOO. ¥ rf ae DAO 6 10 10 0 
ke of 3,500 as and above ... 6 0 7 0 10 0 


SPECIAL PERIODICAL SURVEYS OF MACHINERY. 
Held at the Special Surveys, Nos. 1, 2, and 3. 


For each Ship under 50 nominal HP. ... os ae =. Pe £2 0 O 
” ” 75 ” 210 0 
. 100 i 310 0 
» » 150 ” 4 0 0 
” ” 200 ” 4 10 0 
a » 3800 2 ne ae Ha nO) 
= of 300 Pe and above ... 510 0 
SPECIAL ANNUAL SURVEYS OF BOILERS. 
To be held when and after the Boilers are six years old. 

For each Ship having 1 boiler - int cee ys eas £1 0 O 
And for each additional boiler (including the donkey boiler) ... os 010 0 
But the fee in no case to be more than ... a Nee fc er Baie 10 
For survey of donkey boiler of sailing vessels ... wes nee = 1 108 10 


6. For Surveys for Restoration, Continuation, or the character A in Red, und in cases where the 
caulking of ships is superintended and tested by the Surveyors a charge will be made according to the 
nature and extent of the services rendered. 


7. All repairs which may be required on the Surveys above referred to, must be performed under 
the superintendence of the Society’s Surveyors. (See also Section 22.) 


8. In all cases where travelling expenses are incurred by the Surveyors in connection with the 
above services, they are to be defrayed by the parties interested in the same. 


Section 30. The class of a vessel is liable to be withheld, or, if already granted, may be 
withdrawn or expunged from the Register Book in the case of non-payment of any fees or expenses 
chargeable on account of such vessel. 
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Section 31, Certificates of Classification, signed by the Chairman, Deputy-Chairman, or 
Chairman of the Sub-Committee of Classification, and countersigned by the Secretary, will be granted 
on application. 


FREEBOARD. 
Section 32. Fees for the Survey for, and assignment of, Freeboard. 

Vessels “Veosels. 

or Vessels tmder 8007tans Sronay, se. es) ss. eee wes GE LG OD £20 

” ” of 800 tons and under 1,000 tons gross... ... 2 2 0 38 38 0 

% » 1,000%";, Ss 2,000 “a ae ber 3.8 0 a ff OU 

7 rf ZOOS, 7 8,000 e ow owe «84 4 «0 tr 640 

z re 3,000. ,, a 4,000 4 tome Goat Co) gee 8 8 0 

3 - 4,000 ,, and above rap pws,” ace) wove g Ub, telpeel) 1010 0 


Section 33, Rules for Steel Ships, 5s,; if for Wood Ships and Composite Ships, 5s. 


GENERAL REGULATIONS 


RELATING TO THE 


CLASSIFICATION OF STEEL VESSELS. 


1, Classification. 1. Genera/.—Steel vessels built in accordance with the Society’s Rules and 
Regulations, or with alternative arrangements equivalent thereto, will be classed 100A so long as they 
are found, upon carefil annual and periodical survey, to be in a fit and efficient condition for the safe 
conveyance of dry and perishable cargoes. Vessels which do not fully satisfy the requirements for the 
100A class may, if the Committee approve, be classed 90A. 

Deviations from the Rules will be allowed, provided they are submitted to the Committee and 
considered by them to be equivalent to the requirements of the Rules. The Builder is required to obtain 
the Owners’ sanction to such deviations, when the Committee deem it to be necessary. 


2. Classes for Special Trades, —Vessels which are intended for special trades or purposes, and 
which are considered by the Committee to be fit for the contemplated employment, will be classed A 
without a numeral prefixed, provided all the details of the proposed scantlings and arrangements are 
submitted to the Committee and approved by them, and provided the Rules are otherwise complied 
with. To the class A, in such cases, will be affixed notations showing the particular trades or 
purposes for which the vessels are intended, thus :- A “For river purposes only”; A “ For tug 
purposes”; A “ Fishing Smack” ; A “ For channel purposes”; &c. In the cases of vessels intended 
for channel purposes, the particular channel will be detined thus: “ Bristol Channel,” ‘ Irish Channel,” 
“ Knglish Channel,” ‘“* Newhaven—Dieppe,” Kc. 
Vessels built in accordance with the “ Rules for the construction of vessels intended to carry oil in 
bulk,” or that may be classed by the Committee for that purpose, will have the following notation 
inserted under their class in the Register Book—* Carrying petroleum in bulk.” 


3. Vessels classed ‘‘with freeboard.”—In the cases of awning or shelter deck steamers and channel 
steamers, and, in such other cases as the Committee may consider necessary, it is a condition of 
classification that a minimum freeboard shall be submitted to and approved by the Committee. In 
such cases the words “ with freeboard ” will be inserted under the character in the certificates of class 
and in the Register Book, and the freeboard must be marked on the vessel’s sides in the manner shown 
by the diagrams printed at the end of the Rules. 


Whenever the character of a vessel to which a minimum freeboard has been assigned as a condition 
of classification is for any reason withdrawn or expunged from the Register Book, the record of 
freeboard will be omitted on the next reprint of the Register Book, unless the character has been 
previously reinstated. 


2. Submission of Plans.—In all cases in which it is intended to build vessels for classification 
in the Register Book, sketches of midship section and profile, with deck and other plans, showing the 
proposed dimensions, scantlings and arrangements, must in the first place be submitted by the builders 
through the local Surveyors, tor the approval of the Committee. 
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3. Special Survey during Construction.— Vessels intended for classification in the Register 
Book are to be built under the Society’s Special Survey, and vessels so built will be entitled to the 
distinctive mark »F in the Register Book. 


During the progress of construetion, from the laying of the keel to the completion of a vessel, it is 
the duty of the Surveyors to examine the material and workmanship in order to ensure that the 
requirements of the Rules and the approved plans are satisfactorily carried out. The Surveyors are 
required to point out as early as possible anything that is objectionable, or that is not in accordance 
with the Rules or with the plans approved by the Committee for the particular vessel. 


4. Vessels not built under Survey.—The requirements of the Committee in cases in which 
it may afterwards be desired that vessels which have not been built under the Society’s survey should 
be assigned classes in the Register Book are set forth on page 58. 


5. Engines and Boilers. 1. Genera/.—The engines and boilers of steam vessels intended for 
classification, or already classed, in the Register Book, must be constructed under the Society’s Special 
Survey. Appropriate records will be made in the Register Book in red ink, as follows, viz. :— 
FLMC. 6,12 (Lloyd’s Machinery Certificate, June, 1912); KN.E.GB. 6,12 (New Engines and Boilers, 
June, 1912) ; N.E. 6,12; or N.B. 6,12. The requirements relating to the construction and survey 
of engines and boilers, are set forth on pages 71 to 84. 


2. Novel Types, &c.—In cases in which the engines or boilers are of novel description, or in which 
experience has not sufficiently shown the safety of the principle or mode of application involved, the 
words “ Machinery Experimental,” or “ Boiler Experimental,” will be inserted under the class of the 
vessel in the Register Book ; but if, in the opinion of the Committee, the engines or boilers are so far 
inefficient as to imperil the vessel’s safety, no class will be assigned. 


6, Equipment.—The figure 7 placed after the character assigned to a vessel, thus :- 10QA1 will 
denote that the vessel’s equipment is in good and efficient condition and otherwise in accordance with 
the requirements of the Rules. In cases in which the requirements of the Rules as to equipment have 
not been complied with, or in which the equipment is found to be insufficient in quantity or defective 
in quality, a line will be inserted in place of the figure 1, thus — 100A—. 


7. Date of Build.—In all cases of vessels built under special survey, the date of the completion 
of such survey will be taken as the date of build of the vessel, provided the survey be completed within 
six months of the date of launching for vessels not exceeding 10,000 tons gross, nine months for 
vessels above 10,000 tons and not exceeding 20,000 tons gross, and twelve months for vessels 
above 20,000 tons gross. When, however, the special survey is not completed within the period 
allowed, the date of build will be taken as six, nine, or twelve months after the date of launching, as 
the case may be. 


8. Periodical Special Surveys. 1. Genera/.—To entitle steel vessels to retain the characters 
assigned to them in the Register Book, they are required to be subjected to the Periodical Special 
Surveys, designated No. 1, No. 2, and No. 3 (the requirements for which are set forth at pages 13 to 
18). These surveys severally become due, in the cases of vessels classed |Q0A or 90A at 4 years, 
8 years, and 12 years respectively from the date of build, and subsequently at the expiration of like 
periods from the date recorded in the Register Book of the previous Special Survey No. 3. Should a 
vessel at any time be submitted to Special Survey No. 3 before being 12 years old, the Special Surveys 


RULES FOR STEEL SHIPS. 11 


subsequently required will be Nos. 1, 2 and 3, at 4 years, 8 years, and 12 years, respectively from the 
date recorded in the Register Book of such Special Survey No. 3. 


2. Vessels classed for special trades.—Vessels classed A for special purposes are required to be 
subjected to Special Surveys Nos. 1, 2, and 3 (the requirements for which are set forth at pages 13 to 
18), at 3 years, 6 years, and 9 years, respectively, from the date of build, and at the expiration of like 
periods from the date recorded in the Register Book of the previous Special Survey No. 3. 


3. Surveys held in anticipation.—In cases in which it may suit the convenience of the owners, 
the Special Surveys No. 1 and 2 may be held at any time within twelve months previous to the dates 
at which they severally become due, and the Special Survey No. 3 may be held at any time before 
the date at which it becomes due. 


4. Period allowed for completion of surveys.—In cases in which it is inconvenient to owners to 
fulfil all the requirements of either of the Periodical Special Surveys at the prescribed time, part only 
of the survey need be then carried out, provided the remainder of the survey be completed within 
twelve months from the date at which it became due. When a special survey is only partly held, the 
Surveyors must give the owners or their agents written notice of the parts not surveyed, and report 
the facts to the Committee. 


5. Record of Periodical Special Surveys in Register Book.—Vessels which have satisfactorily 
passed any of the Periodical Special Surveys will have notations made against their names in the 
Register Book indicating the survey and the date at which it was held thus :—ssNo.1-12, ssNo.2-12, 
ssNo,3-6,12, 2ndssNo.3-6,12. In cases in which Special Surveys are not completely carried out at 
one time, the date of Special Survey recorded in the Register Book will be the date of the survey at 
which the principal part of the requirements are complied with. 


6. Engines and Boilers.—Particulars of the requirements for, and of the records made in the 
Register Book concerning the periodical survey of the engines and boilers of steam vessels, and of the 
donkey boilers of sailing vessels, are set forth at pages 83 and 84. 


9. Occasional Surveys.—All vessels are subject to Annual, or Occasional, Surveys when 
practicable. The requirements in respect of such surveys are set forth at page 18. 


10. Survey of Repairs.—All repairs of vessels, engines and boilers that may be required at 
ports where there is a Surveyor to the Society, in order that the vessels may retain their characters in 
the Register Book, must be carried out under the inspection and to the satisfaction of the Society’s 
Surveyor. When such repairs are effected at a port where there is no Surveyor to this Society, the 
vessel must be surveyed by one of the Society’s Surveyors at the earliest opportunity. 


When the Surveyors consider repairs to be requisite, they are respectfully to communicate the 
same in writing to the owner, master, or agent; and, if such repairs be not entered upon within a 
reasonable time, a corresponding-report is to be made, as soon as possible, to the Committee for their 
decision thereon. 


11. Notice of Surveys.—Whilst the Society’s Surveyors are required to attend for the purpose 
of holding surveys in their district, the duty of giving notice when the attendance of the Surveyors is 
required to carry out Periodical Special Surveys or to supervise repairs rests with the owners, master, 
or agents. If such notice is not given, and the requisite surveys are not carried out, the characters of 
vessels are liable to be expunged from the Register Book. 
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12. Appeal from Surveyor’s recommendations. — Interested parties considering the 
recommendations of the Society’s Surveyors, as to the construction or repair of a vessel, to be in any 
case unnecessary or unreasonable, are entitled to appeal to the Committee, who will direct a special 
survey to be held ; but should the opinion of the Surveyor be confirmed by the Committee, the expense 
of such special survey is to be paid by the party appealing. 


18. Certificates of Class. 1. General. — Certificates of first entry of classification, and 
certificates of character upon subsequent completed surveys on vessels, engines, and boilers, signed by 
the Chairman, the Deputy-Chairman, or the Chairman of the Sub-Committees of Classification, and 
countersigned by the Secretary, will be granted on application. 

2. Provisional Certificates.—If the hull of a steamer has been built in accordance with the 
Rules, and a satistactory report has been received from the Society’s Surveyors, a provisional certificate 
will be issued, if desired, stating the class to which the vessel will be entitled when the engines and 
boilers have been fitted on board in accordance with the Rules, and the Committee’s requirements 
otherwise complied with. 


14. Reconsideration of Class.—If, upon survey of any vessel, material reduction is found to 
have taken place in the thickness of the plating and angles, the classification of the vessel will be 
reconsidered by the Committee. In every case in which the class assigned to a vessel is proposed to be 
reduced, notice is to be given in writing to the owner, master, or agent, with an intimation that if the 
reduction be objected to, the Committee will be ready to direct a special survey, if the owner, master, 
or agent agrees to pay the expenses attending the same, provided on the said special survey there shall 
appear sufficient ground for the proposed reduction. 


15. Withdrawal of Class. 1. Non-compliance with Rules. —When the Rules as regards 
surveys on the hull, engines or boilers of a steam vessel, or on the hull, masts, spars, or rigging of a 
sailing vessel have not been complied with, so that the vessel is not entitled to retain her class in the 
Register Book, the character will be expunged with a red line, under which the date of such with- 
drawal of class will be recorded. 


2. Reported defects.—When it is found from reported defects in the hull, engines or boilers of 
a steam vessel, or in the hull, masts, spars, or rigging of a sailing vessel, that the vessel is not entitled 
to retain her class in the Register Book, the character will be espn ed with a black line, under which 
the date of such withdrawal of class will be recorded. 


3. Owner's request. —When the class of a vessel is withdrawn from the Register Book by the 
Committee in consequence of a request from the owner, the fact will be indicated by the insertion of 
three dots (...) in column 7 of the Register of steam vessels and column 8 of the Register of 
sailing vessels, 

4. Infringement of conditions as to minimum freeboard.—If any vessel, to which a minimum 
freeboard has been assigned as a condition of classification, proceeds to sea with a less freeboard 
than that approved by the Committee, or if the freeboard mark is placed higher on the vessel’s: 
sides than the position assigned by the Committee, the vessel’s class will be liable to be expunged 
from the Register Book. 
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PERIODICAL SPECIAL SURVEYS 


OF 


STEEL VESSELS. 


SPECIAL SURVEY No. 1. 


i. The vessel is to be placed on blocks of sutticient height in a dry dock or on a slipway ; proper 
stages are to be made ; and the holds aud peaks are to be cleared for examination. 


2. The limber boards and ceiling equal to not less than two strakes fore and aft on each side are 
to be removed, one such strake being taken trom the bilges. Where the ceiling iu the flat of bottom is 
fitted in hatches, the whole of the hatches and one strake of ceiling at the bilges are to be removed. 
At second and subsequent Special Surveys No. 1, additional ceiling is to be lifted at other parts of 
the vessel where deemed necessary by the Surveyor to enable him to satisfy himself as to the condition 


of the vessel. 


3. The coal bunkers of steam vessels are to be cleared for examination, and ceiling is to be 
removed as in the holds. The bilges and limbers in the engine and boiler spaces are to be cleaned out, 
so as to allow of these parts being properly examined. 


4. The framing and both surfaces of outside plating are to be exposed, and cleaned and coated 


where necessary. 


5. In cases in which the inner surface of the bottom plating is coated with cement or asphalt, 
the removal of this coating may be dispensed with provided it be carefully inspected, tested by beating 
or chipping, and found sound and adhering satisfactorily to the steel. 


6. I the vessel has a double bottom, the ceiling is to be removed therefrom and the efficiency of 
the tanks tested by a head of water to the height of the light water-line. Where peak tanks or other 
deep water ballast tanks are fitted, their watertightness is to be tested by a head of water not less than 
5 feet above the crown of the tank. All water ballast tanks are to be cleaned out, to admit of their 
being properly examined inside. 


7. When a deck originally required to be 4 inches thick is worn to 3 inches, 35 inches to 
24 inches, 3 inches to 2) inches, it is to be renewed. If, however, such deck is found on survey to be 
in good condition, the case will, upon application, receive the consideration of the Committee. 
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8. The anchors are to be examined and placed in good condition, and when a vessel is undergoing 
Special Survey No. 1, after having passed Special Survey No. 3, the chain cables are also to be 
ranged for inspection ; any length of chain cable which is found to be reduced in mean diameter 
at its most worn part to the extent indicated on the backs of Tables 30 and 31, is to be renewed; the 
windlass, if of wood, is to be unhung, where necessary, and its wood linings are to be sufficiently stripped 
for examination, unless this requirement was carried out at the previous Periodical Special Survey. 


9. The masts, spars, and general equipment of steam and sailing vessels must be examined and 
found, or placed, in good and efficient condition. At second and subsequent Special Surveys No. 1, the 
mast and bowsprit wedging is to be removed, unless the plating of iron or steel masts and bowsprits is 
doubled in way of the same. 


10. The hatches are to be examined in position at the hatchways, and, if defective, are to be 
renewed or made good. 


11. The steam steering engine and its connections, the steering rods, chains, blocks, rudder 
quadrant, tillers, steering gear, windlass, pumps, sluice valves, watertight doors, and air and sounding 
pipes are to be carefully examined, and the condition of the same is to be stated on the Surveyor’s 
report. The Surveyor must see that doubling plates are fitted under all sounding pipes. 


12. Where holds are insulated for the purpose of carrying frozén or chilled meat, and the vessel in 
way of the insulation was examined by the Society’s Surveyors at the time such insulation was fitted, it 
will be sufficient at the first Special Survey No. 1 if the limbers and hatches are removed and the 
vessel is examined in way of the same. At all subsequent Special Surveys No. 1, in addition to the 
above, sufficient lining is to be removed in each of the chambers to admit of the framing and plating 
being exposed to satisfy the Surveyor of their general condition, subject to such modifications as may be 
accepted by the Committee, upon application in each particular instance. 


13. The engines and boilers of steam vessels and the donkey boilers of sailing vessels must be 
examined and favourably reported on by the Society’s Engineer Surveyors. For Periodical Surveys of 
engines and boilers, see pages 83 and 84. 


SPECIAL SURVEY No. 2. 


1. The vessel is to be placed ‘on blocks of sufficient height in a dry dock or on a slipway, proper 
stages are to be made ; and the holds and peaks are to be cleared for examination. 


2. The limber boards and ceiling equal to not less than three strakes fore and aft on each side are 
to be removed, one such strake being taken from the bilges. Where the ceiling in the flat of bottom is 
fitted in hatches, the whole of the hatches and one strake of ceiling at the bilges are to be removed. 
At second and subsequent Special Surveys No. 2, additional ceiling is to be lifted at other parts of the 


vessel where deemed necessary by the Surveyor to enable him to satisfy himself as to the condition of 
the vessel. 


8. The coal bunkers of steam vessels are to be cleared for examination, and ceiling is to be 
removed as in the holds. The bilges and limbers in the engine and boiler spaces are to be cleaned out, 
so as to allow of these parts being properly examined. 


4. The framing and both surfaces of outside plating are to be exposed, and cleaned and coated 
where unecessary. 
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5. In cases in which the inner surface of the bottom plating is coated with cement or asphalt, the 
removal of this coating may be dispensed with provided it be carefully inspected, tested by beating or 
chipping, and found sound and adhering satisfactorily to the steel. 


6. If the vessel has a double bottom, the ceiling is to be removed therefrom, and the efficiency of 
the tanks tested by a head of water to the height of the light water-line. Where peak tanks or other 
deep water ballast tanks are fitted, their watertightness is to be tested by a head of water not less than 
8 feet above the crown of the tank. All water ballast tanks are to be cleaned out, to admit of their 
being properly examined inside. 


7. When a deck originally required to be 4 inches thick is worn to 3 inches, 33 inches to 23 inches, 
3 inches to 24 inches, it is to be renewed. If, however, such deck is found on survey to be in good 
condition, the case will, upon application, receive the consideration of the Committee. 


8. The chain cables are to be ranged for inspection, and the anchors examined and put in good 
working condition ; any length of chain cable which is found to be reduced in mean diameter at its 
most worn part to the extent indicated on the backs of Tables 30 and 31, is to be renewed. The 
windlass, if of wood, is to be unhung, where necessary, and its wood linings are to be sufficiently 
stripped for examination, unless this requirement was carried out at the previous Periodical Special 
Survey. 

9. The masts, spars, and general equipment of steam and sailing vessels must be examined and 
ound, or placed, in good and efficient condition. At second and subsequent Special Surveys No. 2, 
the mast and bowsprit wedging is to be removed, unless the plating of iron or steel masts and 
bowsprits is doubled in way of the same. 


10. The hatches are to be examined in position at the hatchways, and, if defective, are to be 


renewed or made good. 


11. The steam steering engine and its connections, the steering rods, chains, blocks, rudder 
quadrant, tillers, steering gear, windlass, pumps, sluice valves, water-tight doors, and air and sounding 
pipes are to be carefully examined, and the condition of the same is to be stated on the Surveyor’s 
report. The Surveyor must see that doubling plates are fitted under al] sounding pipes. 


12. Where holds are insulated for the purpose of carrying frozen or chilled meat, and the vessel in 
way of the insulation was examined by the Society’s Surveyors at the time such insulation was fitted, it 
will be sufficient at the first Special Survey No. 2 if the limbers and hatches are removed and the vessel 
is examined in way of the same. At all subsequent Special Surveys No. 2, in addition to the above, 
sufficient lining is to be removed in each of the chambers to admit of the framing and plating being 
exposed to satisfy the Surveyor of their general condition, subject to such modifications as may be 
accepted by the Committee upon application in each particular instance. 


13. The engines and boilers of steam vessels and the donkey boilers of sailing vessels must be 
examined and favourably reported on by the Society’s Engineer Surveyors. For periodical Surveys of 
engines and boilers, see pages 83 and 84. 


SPECIAL SURVEY No. 38. 
To BE HELD BY TWO SURVEYORS, ONE AT LEAST TO BE AN OFFICER OF THE SOCIETY. 


1. The vessel is to be placed on blocks of sufficient height in a dry dock or on a slipway ; proper 
stages are to be made ; and the holds and peaks are to be cleared for examination. 
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2. All close ceiling is to be removed, so that the flat of bottom may be thoroughly examined. The 
whole of the frames, stringers, hooks, floor-plates, keelsons, engine and boiler bearers, ends of beams, 
water-tight bulkheads, rivets and inner surfaces of the outside plating are to be exposed. Where side 
lights are fitted, the condition of the plating in way of the same is to be ascertained. Tn iron and steel 
steam trawlers and other fishing vessels in which close ceiling is fitted at the sides of the holds above 
the bilges, provided a strake of this close ceiling be removed at the upper turn of bilge and another at 
the upper part of the side of the vessel, right fore and aft of the holds on both sides, and the condition 
of the iron or steel work of the shell plating, frames, reverse frames, &c., is found to be satisfactory, the 
removal of the remainder of the close ceiling above the bilges may be dispensed with. Whenever the 
close ceiling of these vessels is renewed, the Surveyor should report upon the condition of the iron or 
steel work in way of same. 


3. The coal bunkers of steam vessels are to be cleared for examination and all ceiling is to be 
removed as in the holds. The bilges and limbers in the engine and boiler spaces are to be cleaned out, 
so as to allow of these parts being properly examined. 


4. All rust is to be cut or beaten off the steel and iron throughout the vessel. The planksheers 
and waterways, if of wood, are to be seraped bright. When the vessel is thus prepared, the Surveyors 
are to satisfy themselves thoroughly as to the condition of the plating. If the Surveyors deem it 
necessary, the thickness of the plating is to be ascertained by drilling holes in parts to be indicated by 
them, and in such cases a detailed statement of the thicknesses is to be included in the Surveyors’ 
report. Any parts that are found defective, or materially less in substance than is reqnired by the 
Rules, are to be removed and replaced with proper materials, equal in substance and quality to that 
used in the original construction of tlre vessel. All the scaled or chipped surfaces of the iron and steel 
are to be recoated. The planksheers, waterways, flat of decks and their fastenings, are also to be 
examined and made good where necessary. Where the deterioration in thickness is widespread, and 
it is not deemed advisable by the owner to renew the material, a detailed report is to be made by the 
Surveyors, and the class of the vessel will be reconsidered by the Committee. 


5. In cases in which the inner surface of the bottom plating is coated with cement or asphalt, the 
removal of this coating may be dispensed with provided it be carefully inspected, tested by heating or 
chipping, and found sound, and adhering satisfactorily to the steel. 


6, If the vessel has a donble bottom, the ceiling is to be removed therefrom and the efficiency of 
the tanks tested by a head of water to the height of the light water-line. Where peak tanks or other 
deep water ballast tanks are fitted; their watertightness is to be tested by a head of water not less than 
8 feet above the crown of the tank. All water ballast tanks are to be cleaned out, to admit of their 
being properly examined inside, 


7. When a deck originally required to be 4 inches thick is worn to 3 inches, 34 inches to 23 inches, 
3 inches to 2} inches, it is to be renewed. If, however, such deck is found on survey to be in good 
condition, the case will, upon application, receive the consideration of the Committee. 


8. The chain cables are to be ranged for inspection, and the anchors examined and put in good 
working condition ; any length of chain cable which is found to be reduced in mean diameter at its 
most worn part to the extent indicated on the backs of Tables 30 and 31, is to be renewed. The 
windlass, if of wood, is to be unhung, where necessary, and its wood linings are to be sufticiently 
stripped for examination, unless this requirement was carried out at the previous Periedical 
Special Survey. 
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9. The masts, spars, and general equipment of steam and sailing vessels must be examined and 
fonnd, or placed, in good and efficient condition. All mast and bowsprit wedging is to be removed, 
whether the plating of iron or steel masts and bowsprits is doubled in way of the same or not. Tron 
or steel masts, howsprits, and yards are to be carefully tested by hammering ; and if the plates are 
considered by the Surveyors to be materially wasted at any part, the thickness is to be ascertained by 
drilling. Tn sailing vessels, the standing rigging is to be lifted and the service and parcelling stripped 
off the nips, bends, and splices for examination ; if, however, the rigging has been recently lifted, 
particulars of the case are to be submitted for the consideration of the Committee. The bobstay pins, 
the deadeyes, and rigging screws to the whole of the standing rigging, also all bolts or pins and 
fittings, are to be carefully examined. 


10. The hatches are to be examined in position at the hatchways, and, if defective, are to be 
renewed or made good. 


11. The steam steering engine and its connections, the steering rods, chains, blocks, rudder 
quadrant, tillers, steering gear, windlass, pumps, sluice valves, watertight doors, and air aud sounding 
pipes are to be carefully examined, and the condition of the same is to be stated on the Surveyors’ 
report, The Surveyors must see that doubling plates are fitted under all sounding pipes. 


12. Where holds are insulated for the purpose of carrying frozen or chilled meat, and the vessel 
in way of the insulation was examined by the Nociety’s Surveyors at the time such insulation was 
fitted, the limbers and hatches are to be lifted, and enough lining is to be removed in each of the 
chambers to admit of the framing and plating being exposed to satisfy the Surveyors of the general 
condition of the same. 


13. The engines and boilers of steam vessels and the donkey boilers of sailing vessels must be 
examined and favourably reported on by the Society's Engineer Surveyors. For Periodical Surveys of 
engines and boilers, see pages 83 and 84. 


Second and subsequent Special Surveys No 3.—Additional Requirements. 


I, The Surveyors are to ascertain whether the scantlings of the vessel are satisfactorily maintained 
in all parts. 


2. In steamers, the inside of the bunkers and the parts in way of the boilers are to receive the 
Surveyors’ particular attention, in view of the special liability of these parts to deterioration. 


3. The outside plating is to be drilled at such parts as the Surveyors may consider necessary to 
satisfy themselves as to its thickness, the number of holes drilled on each side of the vessel being in 
no case less than three in each strake of plating not covered with cement. All paint as well as rust 
is to be entirely removed betore the plates are gauged, and the actual thicknesses at all parts drilled 
are to be correctly ascertained and stated on a sketch which is to accompany the Surveyors’ report. 


4. The plating in way of cement in the bottom need not be drilled, provided the cement be found 
to be adhering satisfactorily to the plating, and the Surveyors consider drilling at this part unnecessary. 


». In cases in which a Second Special Survey No. 3 is held on a vessel before she is 24 years old, 
the drilling of outside plating referred to in paragraph 3 may be postponed until she reaches that age ; 
but, until the requirements as to drilling have been fully complied with, the survey, in such cases, will 
be described in the Register Book as Special Survey No. 3, 
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6. In cases in which the requirements of the Second Special Survey No. 3 are fully complied with 
before a vessel is 24 years old, the fact will be noted in the Register Book. Such notation, however, 
will not exempt a vessel from compliance with the requirements of the survey as regards drilling when 
she is 24 years old, or at the first Special Survey held after that time, unless the drilling has been done 
at the previous Special Survey. 


7. Where holds are insulated for the purpose of carrying frozen or chilled meat, the whole of the 
insulating lining is to be removed. 


ANNUAL OR OCCASIONAL SURVEYS OF STEEL VESSELS, 


At annual, or occasional, surveys vessels should be examined generally, as far as possible. 


When a vessel is placed in dry dock or on a slipway the Society’s Surveyors at the port are to 
avail themselves of the opportunity to examine the bottom of the vessel, and to examine the vessel 
throughout as far as practicable in order to satisfy themselves generally as to her condition. 


Whenever the engines or boilers are taken out, the bearers, with the floor plates, keelsons, rivets, 
etc., under them, are to be surveyed ; and whenever the bottom plating is to be cemented, a survey is 
to be-held prior to the cement being laid. The masts and spars are to be subject to examination by 
the Surveyors when deemed necessary by them on other occasions besides Special Surveys. 


The requirements for the survey of engines and boilers are set forth at pages 83 and 84. 
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RULES FOR THE 
BUILDING OF STEEL VESSELS. 


Section 1. 1. When it is proposed to build ships of steel for classification in the Register 
Book, a sketch of midship section with longitudinal, deck, and other plans showing the details of 
the scantlings and arrangements, must in the first place be submitted through the local Surveyors 
for the approval of the Committee. Such vessels must be built under special survey to the plans 
approved and otherwise in accordance with the following Rules, subject to such modifications as 
may be deemed necessary by the Committee. All important plans should be submitted on 
tracing cloth. 


Section 2. The measurements for regulating the Scantling Numbers are to be taken as 
follows (See Sketch on page 21) : — 

LENGTH. 

1, The Length (L) to be measured from the fore part of the stem to the after part of the stern- 
post on the range of the upper deck beams, except in awning or shelter deck vessels, in which 
cases the length is to be measured on the range of the deck beams next below the awning or 
shelter deck. 


In vessels where the stem forms a cutwater the length (_) is to be measured from the place 
where the upper deck beam line would intersect the fore edge of stem if it were produced in the 
same direction as the part below the cutwater. 


BREADTH. 
2. The Breadth (B) is in all cases to be the greatest moulded breadth of the vessel. 


DEPTH. 

3. The Depth (D) is to be measured at the middle of length, from the top of keel to the top of 
beam at side of uppermost continuous deck, except in awning or shelter deck vessels, where it may 
be taken to the deck next below the awning or shelter deck, provided the height of tween decks 
does not exceed 8 feet. Where the height of ‘tween decks exceeds 8 feet the (D) is to be measured 
from the top of keel to a point 8 feet below the awning or shelter deck. 


In addition, a depth (q) is to be measured vertically at the middle of length, from top of 
ordinary floor at centre, or double bottom at side, to top of the beams of the lowest deck or tier of 
beams at side. By a “tier of beams” is meant a range of beams fitted either at every frame or at 
alternate frames ; or widely spaced beams not more than 24 feet apart in conjunction with a broad 
hold stringer. (See Section 21 for size of hold stringer.) 


SCANTLING NUMBERS. 


4. The scantlings of the various parts of the vessel are to be determined by numbers obtained 
as follows :— 
B + D is to be termed the Transverse Number. 


L. x (B + D) is to be termed the Longitudinal Number. 
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(B + D) regulates the frame spacing and scantlings of floors. (See Tables 2, 3, 4, and 5.) 
and 


considered in association with (q) regulates the scantlings of frames, reversed frames and 
web frames. (See Tables 2,8, and 5.) For the framing and number of side stringers in way 
of a raised quarter deck the depth (d) is to be measured amidships and increased by the 
height of the raised quarter deck. 


L x (B + D) regulates the scantlings of keel, stem, stern-post, side and bottom plating, 
double bottom, side stringers, keelsons, lower deck stringer plates, and lower deck plating. 
(See Tables 1, 6, 7, 8, and 17.) 

and 


considered in association with the proportions of the vessel, regulates the thicknesses of 
side plating and deck plating, of upper, awning or shelter decks and of long erections. 
(See, Table 18.) 


(B) regulates the number of keelsons. (See Section 14.) 
(d) regulates the number of side stringers. (See Tables 2, 3, and 5.) 


The length of amidship beams considered in association with the uumber of rows of 
pillars regulates the scantlings of beams. (See Tables 11, 12, and 13.) 


5. In vessels of exceptional fineness of form, intended for passenger traffic, or to carry a limited 
amount of cargo with a fixed freeboard, a modification in the scantlings may be admitted, subject to all 
particulars being submitted by the Builders, and approved by the Committee, and to the deviations from 
the Rules being sanctioned by the Owner. 


PROPORTIONS. 


6. The depth used in obtaining the proportions of length to depth is to be measured, at the 
middle of the length, trom top of keel to top of beam at side of upper deck, or awning or shelter 
deck, except in way of a “Long” bridge where the depth is to bé taken to the bridge deck. Beyond 
the ends of a “ Long” bridge, and throughout when there is a “ Short” bridge, the depth for proportions 
is to be taken to the upper deck. 


7. The longitudinal strengthenings in relation to the proportions of vessels are to be as shown 
in Table 18. 


8. For all vessels exceeding 14 depths in length, plans showing the proposals tor affording the 
vessels sufficient strength longitudinally must be submitted for the approval of the Committee, and 
all vessels having a length exceeding 13} depths are to have a bridge extending over the midship 
half length of the vessel, or such special compensation for extreme proportions as may be required by 
the Committee. 


9. In all cases where structural additions may be required for a certain portion of the length of a 
vessel, care should be taken to avoid any abrupt termination of the additional strength so obtained, by 
tapering the structural additions beyond these limits, and properly shifting their terminations. 


Sketch Illustrating the Method of obtaining Scantling Numbers 
(as per Section 2). 


Dimensions 380' 0" x 51' 0" x 28' 0" Moulded Depth to Upper Deck. 


ihe 10 - a. » Awning or Shelter Deck, or Bridge Deck. 
Transverse No. (B + D) and d. Longitudinal No. L x (B + D). 
51' + 28' = 79. 380’ x (51' + 28’) = 30,020. 
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22 Sketch of Midship Section giving designation of the various Decks. 


Boat Deck. 


Promenade Deck. 


Upper Bridge Deck. 


Awning, Shelter or 
Bridge Deck. 


Upper Deck. 
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QUALITY AND TESTING OF SHIP STEEL. 

Section 3. 1. Process of Manufacture.—Steel for 
Shipbuilding shall be made by the Open Hearth process, 
acid or basic. 

2. Freedom from Defects.—The finished material shall 
be free from cracks, surface flaws, and lamination. It shall 
also have a workmanlike finish, and must not have been 
hammer-dressed. 

3. Testing and Inspection —The following tests and 
inspections shall be made at the place of manufacture prior 
to despatch ; but, in the event of any of the material proving 
unsatisfactory in the course of being worked into vessels, such 
material shall be rejected, notwithstanding any previous 
certificate of satisfactory testing, and such further tests of 
the material from the same charge may be made as the 
Surveyor may consider desirable. 

4. Tensile Test Pieces—The tensile strength and 
ductility shall be determined from Standard test pieces cut 
lengthwise or crosswise from the rolled material. When 
material is annealed or otherwise treated before despatch, 
the test pieces shall be similarly and simultaneously treated 
with the material before testing. 

Plates :—Wherever practicable the rolled surfaces shall 
be retained on two opposite sides of the test piece. The 
elongation shall be measured on a Standard test piece having 
a gauge length of 8 inches. 

For material more than ‘875 in. in thickness the width 
of the test piece between the gauge points shall not exceed 
15 ins.; for material *875 in. to °375 in. in thickness, 
inclusive, the width shall not exceed 2 ins.; for material less 
than *375 in. in thickness the width shall not be more than 
24 ins. In other respects the test pieces shall conform 
generally to the Standard test piece A. 
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Any straightening of test pieces which may be required 

shall be done cold. 


5. Mechanical Tests and Selection of Test Pieces.— 


Plates and bars for shipbuilding shall comply with the 
following mechanical tests. All test. pieces shall be selected 
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by the Surveyor and tested in his presence, and he shall satisty 
himself that the conditions herein described are fulfilled. 

6. Tensile Tests. Plates :—The tensile breaking strength 
of steel plates, determined from Standard test pieces, shall 
be between the limits of 28 and 32 tons per square inch. 
For plates specially intended for cold flanging and marked 
for identification, the tensile strength shall be between the 
limits of 26 and 80 tons per square inch. In the case of 
material for purposes in which tensile strength is not im- 
portant, the tensile test may be dispensed with and the bend 
test only be made, if so specified by the builders and approved 
by the Committee. The elongation, measured on a Standard 
test piece having a gauge length of 8 ins., shall not be less 
than 20 per cent. for material of °375 in. in thickness and 
upwards, and not less than 16 per cent. for material below 
‘375 in. in thickness. 

Angles, Bulb Angles, Channels, etc. :—The (ensile 
breaking strength of sectional material, such as angles, bulb 
angles, channels, etc., shall be between the limits of 28 and 
33 tons per square inch. In the case of material for purposes 
in which tensile strength is not important, the tensile test 
may be dispensed with and the bend test only be made, if so 
specified by the builders and approved by the Committee. 
The elongation measured on a Standard test piece having a 
gauge length of 8 ins. shall not be less than 20 per cent. for 
material of 375 in. in thickness and upwards, and not, less 
than 16 per cent. for material below °375 in. in thickness. 

Rivet Bars:—The tensile breaking strength of steel 
rivet bars, when required by the Committee to be tested, 
shall be between the limits of 25 and 30 tons per square 
inch of section, with an elongation of not less than 25 per 
cent. of the gauge length of eight times the diameter of 
the test piece, measured on the Standard test piece B, 
or 30 per cent. measured on the Standard test piece C. 
The bars may be tested the full size as rolled. 

TEST PIECE B. 
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When the Surveyor is in constant attendance at the 
Steel Works the following requirements are to be complied 
with :— 

7. Number of Tensile Tests. Plates and Sectional 
Material :—One tensile test for plates or sectional material 
shall be taken from the finished material of each charge. 

When the quantity of the material from one charge 
exceeds 25 tons, a second tensile test will be required; also 
additional tests shall be made for every variation in thickness 
of *15 of an inch in the plates or sectional bars from each 
charge. 

Rivet Bars:—When required by the Committee to be 
tested, one tensile test shall be taken from each charge used 
for rivet bars; but when the weight of the bars, as rolled, 
from one charge exceeds 10 tons, an additional tensile test 
shall be made for each further 10 tons or portion thereof. 

Should a tensile test piece break outside the middle half 
of its gauge length, and the elongation be less than that 
required by the Rules, the test may, at the Maker’s option, 
be discarded and another test be made of the same plate or 
bar. 

8. Bend Tests.—Cold Bends:—Test pieces shall be 
sheared lengthwise or crosswise from plates or bars, and 


- shall not be less than 14 ins. wide, but for small bars the 
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whole section may be used. For rivet bars bend tests are 
not required. 

Temper Bends :—The test pieces shall be similar to 
those used for cold bend tests. For temper bend tests the 
samples shall be heated toa blood red and quenched in water 
at a temperature not exceeding 80 degrees Fahr. The 
colour shall be judged indoors in the shade. 

In all cold bend tests, and in temper bend tests on 
samples 5 in. in thickness and above, the rough edge or 
arris caused by shearing may be removed by filing or 
grinding, and samples 1 in. in thickness*and above may 
have the edges machined, but the test pieces shall receive no 
other preparation. The test pieces shall not be annealed 
unless the material from which they are cut is similarly 
annealed, in which case the test pieces shall be similarly and 
simultaneously treated with the niaterial before testing. 

For both cold and temper bends the test pieces shall 
withstand, without fracture, being doubled over until the 
internal radius is equal to 14 times the thickness of the test 
piece, and the sides are parallel. _ 

For small sectional material these bend tests may be 
made from the flattened bar. 

Bend tests may be made either by pressure or by blows. 

9. Number of Bend Tests.—A cold or temper bend 
test shall be made from each plate or bar as rolled, and these 
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tests shall be in about equal numbers from each charge ; 
but a cold bend test shall be made from all plates which are 
specially marked for cold flanging. 


10. Tests for Manufactured Rivets.—Rivets selected 
by the Surveyor from the bulk shall withstand the following 
tests :— ; 

(a) The rivet shanks are to be bent cold, and 
hammered until the two parts of the shank touch in 
the manner shown in Fig. 1, without fracture on the 
outside of the bend. 

(b) The rivet heads are to be flattened, while 
hot, in the manner shown in Fig. 2, without cracking 
at the edges. The heads are to be flattened until 
their diameter is 25 times the diameter of the shank. 


Fie. 1. 


11. Additional Tests before Rejection —Should any 
of the test pieces first selected by the Surveyor not fulfil the 
test requirements, two further tests may be made from the 
same plate or bar, but should either of these fail, the 
plate or bar from which the test pieces were cut shall be 
rejected. In all such cases further tests shall be made before 
any material from the same charge can be accepted. 


12, Branding.—Every plate and bar shall 
be clearly and distinctly marked by the Maker 
in two places with the Society’s brand, thus :— 
indicating that'the material has complied with 


the Society’s tesis. 


No plates or bars bearing this brand shall be forwarded 
from the Steel Works until the prescribed tests have been 
made by the Surveyor, and the mill sheets have been signed 
by him. All plates and bars shall also be legibly stamped 
in two places with the Maker’s name or trade mark and the 
place where made. They shall also be stamped with 
numbers, or identification marks, by which they can be traced 
to the charge from which the material was made. 


13. Maker’s Certificate-—Before the mill sheets are 
signed by the Surveyor the Maker shall furnish him with a 
certificate guaranteeing that the material has been made by 
the Open Hearth process, and that it has been subjected to, 
and withstood satisfactorily, the tests above described, in the 
presence of the Surveyor. The following form of certificate 
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will be accepted if printed on each mill sheet with the name 
of the firm, and initialled by the Test House Manager :— 


“We hereby certify that the material described 
below has been made by the Open Hearth process, 
and is that which has been satisfactorily tested in 
the presence of the Surveyor in accordance with the 
Rules of Lloyd’s Register.” 


14. Rejected Material.—In the event of 
the material failing, in any case, to withstand 
the prescribed tests, the Surveyor shall see 
that the Society’s brand stamped on the 
plates and bars by the Maker has been 
defaced by punch marks extending beyond 
the brand in the form of a cross, thus :— 
denoting that the material has been rejected. 


15. Facilities for Inspection The Maker shall adopt 
a system of marking the ingots, billets, slabs, plates, bars, 
etc., which will enable all finished material to be traced to 
the original charge, and the Surveyor must be given every 
facility for tracing all plates and bars to their respective 
charges, and for witnessing the required tests. When he is 
satisfied with the material and with the results of the tests, 
he shall be furnished with two copies of the advice notes of 
the material for his signature, one of which is to be 
forwarded by the Manufacturer to the Shipbuilder, and the 
other is to be forwarded by the Surveyor to the Surveyor 
at the port where the vessel is to be built. 


16. Steel not produced where Rolled.—Where steel is 
not produced in the works at which it is rolled, a certificate 
shall be supplied to the Surveyor stating the Open Hearth 
process by which it was made, the name of the Steel Maker 
who supplied it, also the numbers of the charges, for 
reference to the books of the Steel Maker. The number of 
the charge shall be marked on each ingot or billet for the 
purpose of identification, and the finished plates and bars 
shall also be legibly stamped in two places with the maker’s 
name or trade mark and the place where made. They shall 
also be stamped with numbers or identification marks by 
which they can be traced to the charge from which the 
material was made. 


17. Occasional Attendance at Steel Works.—When 
the Society's Surveyor is not in constant attendance at the 
Steel works, the Makers themselves may, with the written 
authority of the Society, comply with all the foregoing 
requirements, and shall furnish the Surveyor with a cer- 
tificate to the effect that the Society’s Rules as to the testing 
of steel have been complied with in the case of the material 
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submitted for approval. ‘The Surveyor shall then make 
check tensile, cold, and temper bend tests from not less than 
one plate or bar in every batch of 50 or less number, provided 
the batch be all from one charge. If more than one charge 
is represented, each charge shall be tested. Additional tests 
shall also be made for every variation in thickness of *15 of 
an inch made from one charge. The test pieces shall be 
selected by the Surveyor from the plates or bars, and not 
from shearings previously detached from them, and when 
marked by the Surveyor for testing they shall be followed, 
as far as practicable, through the different stages of 
preparation until the tests are completed. 

Should the tests be unsatisfactory, the whole of the 
material from the charge shall be rejected, and the Surveyor 
shall see that the Society’s brand is satisfactorily defaced. 


18. General.—Besides the foregoing tests, samples of 
all material may be subjected to additional tests at the 
discretion of the Surveyors. 

19. In cases wherein it may be desired by Owners and 
Builders, consideration will be given by the Committee to 
proposals for the use of steel of other tenacity than is 
provided for in the foregoing Rules. 


QUALITY AND TESTING OF STEEL CASTINGS. 


Section 4. 1. Process of Manufacture.—Steel for 
castings shall be made by the Open Hearth process, Acid or 
Basic, or by such other process as may be approved by the 
Committee. 


2, Annealing.—All steel castings shall be thoroughly 
annealed in a properly constructed annealing furnace, which 
must permit of the whole casting being uniformly raised 
in temperature throughout its whole extent to the necessary 
intensity required for annealing purposes. ‘The casting shall 
be allowed to cool down prior to removal from the annealing 
furnace; and if subsequently heated for any purpose it shall 
again be similarly annealed if required by the Surveyor. 

3. Testing and Inspection.—The following tesis and 
inspections shall be made, preferably at the place of 
manufacture prior to despatch, but in the event of any 
casting proving unsatisfactory in the course of preparation 
or fitting in the ship, such casting shall be rejected, 
notwithstanding any previous certificate of satistactory 
testing. 

4. Tensile and Bend Test pieces.—The tensile strength 
and ductility shall be determined from standard test pieces, 
which are to be prepared from sample pieces cast on the 
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casting. ‘These sample pieces are not to be cut, or partially 
cut from the castings until the annealing of such castings 
has been completed, nor until they have been stamped by 
the Surveyor. ‘The test pieces are to be stamped by the 
Surveyor after the annealing, All test pieces shall be 
selected by the Surveyor and tested in his presence, and he 
shall satisfy himself that the conditions herein described are 
fulfilled. 

5. Number of Tests.—At least one tensile test and one 
cold bend test are to be taken from each casting. In 
castings of complex design, referred to in paragraph 12, at 
least two tensile and two cold bend tests are to be taken. 
Where a casting is made from more than one charge of steel, 
at least four tensile and four cold bend tests are to be taken 
from pieces cast as far apart as possible on the casting, some 
test pieces being taken from as near the top and others from 
as near the bottom of the casting as practicable. 

6. Dimensions of Tensile Test pieces—The tensile 
test pieces are to be turned so as to have a diameter of 
‘564 inch with a gauge length of 2 inches, or a diameter of 
‘798 inch with a gauge length of 3 inches, or a diameter of 
‘977 inch with a gauge length of 3} inches. 

7. Dimensions of Bend Test pieces—The bend test 
pieces are to be machined to a rectangular section 1 inch 
‘wide by { inch thick, with the edges rounded to a radius of 
rath of an inch. They are to be bent over the thinner 
section. The bending may be performed either by pressure 
or blows. : 

8. Tensile Tests. — The tensile breaking strength 
determined from test pieces of standard dimensions is to be 
between the limits of 26 and 35 tons per square inch, with 
an elongation of not less than 20 per cent. measured on the 
standard test piece. 

9. Bend Tests.—The bend test pieces must withstand, 
without fracture, being bent cold through an angle of 120 
degrees, the internal radius of the bend being not greater 

‘than one inch, 

"10. Additional Tests before Rejection.—Should either 
the tensile or bend test, or both, fail, and the Surveyor 
consider the fractured test piece or test pieces, or the results 
obtained therefrom, do not fairly represent the quality of the 
casting, a duplicate of the test or tests which failed shall be 
made if requested by the Maker. In such cases the quality 
of the casting shall be judged by the result of the duplicate 
test or tests and not by the original test or tests which 
failed, 

11. Percussive Tests.—Stern frames cast in one piece 
to be let fall on hard ground (excavations being made to take 
bosses and other projections) after being raised through an 


angle of 45 degrees. Stern frames cast in more than one 
piece, rudders, steering quadrants, crossheads, tillers, etc., 
are to be dropped on hard ground from a height of from 
7 to 10 feet according to the design, shape, and weight of 
the casting. 

12. Castings of Complex Design.— Castings of complex 
design which would be liable to be deformed if submitted to 
the drop or percussive test, may have this test dispensed 
with provided two tensile and two cold bend tests be made 
upon pieces taken from positions as far apart as possible on 
each casting; one tensile and one bend test being taken 
from as near the top,and the others from as near the bottom 
of the casting as practicable. 

13. Hammering Tests.—-After being subjected to the 
percussive test, the casting in each case is to be subsequently 
slung up and well hammered with a sledge hammer not Jess 
in weight than 7 lbs., to satisfy the Surveyors that the 
casting is sound and without flaw. This hammering test is 
also to be applicd to castings of complex design which may 
not have been stibmitted to a percussive test. 

14, Drilling Tests. In the case of large steel 
castings the Surveyors are to supplement the foregoing tests 
by drilling small holes at such parts of the castings as 
experience shows cavities and contraction cracks are most 
likely to occur, and at positions which are to be agreed 
upon between the Surveyor and the Manufacturer, in order 
to determine the soundness or otherwise of the casting. 
These holes are afterwards to be tapped and properly filled 
up with screw plugs. 

15. Branding.—Every casting after it has satisfactorily 
withstood the prescribed tests, shall be clearly and distinctly 
marked by the Society’s Surveyor indicating that the casting 
has complied with the Society’s requirements. 


QUALITY AND TESTING OF INGOT STEEL 
FORGINGS. 

Section 5. 1. Process of Manufacture.—Ingot 
steel for forgings shall be made by the Open Hearth process, 
Acid or Basic, or by such other process as may be approved 
by the Committee. 

The forgings must be sound, they are to be made from 
sound ingots, and must be gradually and uniformly forged. 
The sectional area of the body of the forging (as forged) 
shall not exceed one-fifth of the sectional area of the 
original ingot, and no part of the forging (as forged) shall 
have more than two-thirds of the sectional area of the 
original ingot. 

2. Annealing.—All important ingot steel forgings shall 
be thoroughly annealed in a properly constructed annealing 
furnace, which must permit of the whole forging being 
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uniformly raised in temperature throughout its whole extent 
to the necessary intensity required for annealing purposes. 
If the forging be subsequently heated for any further 
forging it shall again be similarly annealed, if required by 
the Surveyor. 

3. Testing and Inspection. — The following tests 
and inspections shall be made, preferably at the place of 
manufacture prior to despatch, but in the event of any 
forging proving unsatisfactory in the course of preparation, 
or fitting in the ship, such forging shall be rejected notwith- 
standing any previous certificate of satisfactory testing. 


4, Tensile and Bend Test Pieces. — The tensile 
strength and ductility shall be determined from standard 
test pieces, which are to be prepared from sample pieces cut 
lengthwise from the forging, from a part of not less 
sectional dimensions than the body of the forging. Such 
standard test pieces shall be machined from the sample 
pieces without forging down, and the sample pieces shall not 
be detached from the forging until the annealing of such 
forging has been completed. The test pieces are to be 
stamped by the Surveyor after the annealing. All test 
pieces shall be selected by the Surveyor and tested in his 
presence, and he shall satisfy himself that the conditions 
herein described are fulfilled. 


5. Number of Tests.—At least one tensile and one 
cold bend test are to be taken from each forging. Where 
a number of articles are cut from one forging, one tensile 
and one cold bend test from this whole forging will be 
sufficient. 


6. Dimensions of Tensile Test Pieces—The tensile 
test pieces are to be turned so as to have a diameter of 
564 inch with a gauge length of 2 inches, or a diameter 
of ‘798 inch with a gauge length of 3 inches, or a diameter 
of 977 inch with a gauge length of 34 inches. 


7. Dimensions of Bend Test Pieces.—The bend test 
pieces are to be machined to a rectangular section 1 inch 
wide by {inch thick, with the edges rounded to a radius 
of sth of an inch. They are to be bent over the thinner 
section. The bending may be performed either by pressure 
or by blows. 


8. Tensile Tests.—The tensile breaking strength 
determined from test pieces of standard dimensions is to be 
between the limits of 28 and 32 tons per square inch, with 
an elongation on the standard test piece of not less than 
29 per cent. for 28 ton steel, and 25 per cent. for 32 ton 
steel, and in no case must the sum of the tensile breaking 
strength and corresponding elongation be less than 57. 


9. Bend Tests —The bend test pieces must withstand 
without fracture being bent cold through an angle of 
180 degrees, the internal radius of the bend being not 
greater than } inch. 

10. Additional Tests before Rejection.—Should either 
the tensile or bend test, or both, fail, and the Surveyor 
consider the fractured test piece or test pieces, or the 
results obtained therefrom, do not fairly represent the 
quality of the forging, a duplicate of the test or tests which 
failed shall be made if requested by the Maker. In such 
cases the quality of the forging shall be judged by the result 
of the duplicate test or tests and not by the original test or 
tests which failed. 


11. Branding.—Every forging, after it has satisfac- 
torily withstood the prescribed tests, shall be clearly and 
distinctly marked by the Society’s Surveyor indicating that 
the forging has complied with the Society’s requirements. 


12. General.—The requirements as to annealing and 
testing are intended to apply to rudder heads and main 
pieces of rudder upon which arms are shrunk. They are 
not intended to apply to small forgings which during their 
last stage of manufacture are uniformly heated throughout. 


(For List of Steel Manufacturers, see pages 99 to 108.) 


STANDARD SECTIONS. 


Section 6. The Sections of steel materials given in 
the following Rules are, with few exceptions, Standard 
Sections (see pages 109 to 113), and the thicknesses given in 
the Tables for the several Sections are the thicknesses of 
their webs. 


IRON WHERE USED INSTEAD OF STEEL. 


Section ‘7. The rivets, keel, stem, stern-frame, 
rudder, pillars and lining pieces, also the floors, girders and 
top plating of double bottom in boiler space may be of iron 
of the sizes given by the Rules. Deck plating and ordinary 
floors, also the floors, girders, and top plating of double 
bottoms in holds, coal bunker, and other bulkheads, shaft 
tunnels, casings round engines, hatchway coamings, bulwarks 
and deck houses may be of iron 10 per cent. in excess of the 
thicknesses in steel where scantlings for the same are 
provided for in the Rules. No other parts of the vessel are 
to be of iron without the special sanction of the Committee. 
Iron where used is to be of good malleable quality, and 
subjected to tests in the shipyard when considered necessary 
by the Surveyor. 
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WORKMANSHIP. 


Section 8. 1. The Workmanship to be well 
executed, and submitted to the closest inspection, and 
amended where necessary before coating or painting. 


2. It is recommended that the black oxide or “ mill- 
scale” be removed from the surfaces before coating or 
painting, which should be delayed as long as practicable. 


3. Experience has shown that, as regards durability, it 
is highly desirable to place steel vessels in dry dock within 
a reasonably short time after being launched, for the purpose 
of cleaning and re-coating the bottom. 


4. Tt is recommended that when plates are one inch aid 
above in thickness the edges, as well as the butts, be planed 
before the rivet holes are punched. 


KEEL, STEM, STERN AND PROPELLER POSTS. 


Section 9. 1. The keel, stem, stern, and propeller 
posts are to be either scarphed or welded together, and to 
be in size according to Table 1; if scarphed, the length 
of scarphs to be nine times the thickness given in the Table ; 
and the rivet-holes required in the thin ends of them are to 
be drilled after the scarphs are fitted. 


« Where stern-frames are in more than one’ piece, the 
length of the scarphs should not be less than three times 
the width of the stern-posts, and the breadth one and a half 
times the width of the stern-posts, secured by not less than 
four rows of rivets. 

2. Where Flat Plate Keels are adopted, their breadth 
and thickness are to be as given in Table 17, and where such 
keels are used, intercostal keelson plates, or vertical centre- 
plates, must be fitted close down on the keel-plate, and 
connected to it by double angles of the dimensions given in 
Table 6, riveted all fore and aft to the keel-plate and 
keelson. For flat keel angles in double bottoms see Table 8. 


3. The stem at its lower part is to be the same 
moulding as the keel, and attached to it by a scarph of the 
same length as the keel scarph ; it may be gradually reduced 
from the height of the load-line to its head, where it may be 
three-fourths of the sectional area given in Table 1. 


4. The lower portion of the stern-post forming part of 
the keel in sailing vessels, paddle steamers, and twin screw 
steamers having no aperture for propeller, is to extend 
sufficiently forward for the after end of its scarph to be at 
least once and a half the frame space forward of the stern- 
post, and the stern-post may be reduced from the lower part 
of the rudder trunk to its head where it may be three- 
fourths of the sectional area given in Table 1. 


5. The lower portion of the stern-frame adjoining the 
keel in single screw vessels is to be tapered fairly into the 
keel, and to extend sufficiently forward for the after end of 
its scarph to be at least twice and a half the frame space 
forward of the propeller-post ; the rudder-post may be 
reduced from the lower part of the rudder trunk to its head, 
where it may be of the size given for stems in Table 1. 

6. Connection to Transom-plate-——The stern-post is 
to be extended sufficiently above the counter to be connected 
to the whole depth of the transom-plate by two vertical 
angles of the thickness of the transom-plate, which is to be 
fitted close against the stern-post. The transom-plate is to 
be of the thickness of the bottom plating at ends, and its 


“depth not less than six times the thickness of “ stern-frames 


with apertures.” In screw steamers whose longitudinal 
number is above 16,000 the foremost or propeller post 
should extend sufficiently above the arch of the stern- 
frame to be efficiently connected to plating on the beams, 
and to a deep transom-plate. 

7. In single screw steamers above 350 ft. in length the 
after lengths of shell plating are to be connected to the 
portion of the stern-frame below the boss with three rows 
of rivets. 

8. Rudder-braces or gudgeons are to be forged on the 
stern-post, and spaced as given in Table 24. The upper 
eudgeon should be as near as practicable to the rudder 
trunk. The gudgeons are not to be less in depth than 
seven-tenths the diameter of the rudder head, and the 
thickness one-half the diameter of the pintles. 

9. When cast steel stern-frames are fitted they are 
to be tested as described in Section 4. Sketches of the 
proposed castings are to be submitted for the approval of 
the Committee. 

10. Ship forgings which require to be welded may be 
made of specially soft Open Hearth Ingot Steel instead of 
wrought iron, such steel to have a tensile breaking strength 
between the limits of 22 and 26 tons per square inch, with 
an elongation on the standard test piece (Sec. 5, par 6) of 
not less than 8596 for 22 ton steel and 319 for 26 ton 
steel; in no case must the sum of the tensile breaking 
strength and corresponding elongation be less than 57. The 
remaining tests and requirements are to be as prescribed 
by Section 5 for ordinary ingot steel. 


RUDDERS. 
Section 10. 1. For the diameters of rudder heads 
sce Table 22. © 
2. For the scantlings of rudders, coupling bolts, quad- 
rants, tillers, and steering chains, see Tables 23, 24 and 26. 
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3. Forged rudder heads, frames, arms, pintles, 
gudgeons and crossheads, and tillers are to be of the best 
hammered iron or steel, but a mixture of iron and steel 
scrap must not be used for such forgings. For quality and 
testing of Ingot Steel Forgings, see Section 5. 

4. When cast steel rudders, steering quadrants, cross- 
heads, tillers, etc., are fitted they are to be tested as 
described in Section 4. 

5. Ship forgings which require to be welded may be 
made of specially soft Open Hearth Ingot Steel instead of 
wrought iron, such steel to have a tensile breaking strength 
between the limits of 22 and 26 tons per square inch, with 
an elongation on the standard test piece (Sec. 5, par. 6) of 
not less than 359% for 22 ton stel and 319% for 26 ton 
steel; in no case must the sum of the tensile breaking 
strength and corresponding elongation be less than 57. The 
remaining tests and requirements are to be as prescribed 
by Section 5 for ordinary ingot steel. 

6. Couplings.—Where rudder heads are coupled the 
dimensions of the bolts and flanges or palms should not be 
less than required by Table 28, and the width of the 
material outside the bolt holes should not be less than two- 
thirds the diameter of the bolts. The nuts are to be in 
proportion to the size of the bolts, and locking plates, split 
pins, or other efficient means are to be adopted to prevent 
them from turning. A key or feather is to be fitted in 
horizontal and vertical couplings. The thickness of the tips 
of the palms of scarphed couplings is to be +13 of the 
diameter of the head. (See Sketches on page 115.) 

Where the form of the coupling is modified from that 
contemplated by the Tables the strength is to be equivalent 
to that required by the Rules. 

7. Pintles.—The pintles are to be spaced as given in 
Table 24, and the top pintle should be as near as practicable 
to the rudder trunk. The pintles should be at least the full 
length of the gudgeons, and it is recommended they be made 
independent of the frame. 

8. Double Plate Rudders.—The frame and main piece 
of double plate rudders must be efficiently forged and 
stayed at intervals corresponding with the pintles. The 
main piece is to have a straight taper from below the top 
pintle to the heel where it is to be of the size required by 
Table 24. The sectional area at the top pintle is to be not 
less than that of the rudder head. 

9. Single Plate Rudders.—The main piece of single 
plate rudders is to have a straight taper from below the top 
pintle to the heel where it is to be of the size required by 
Table 24. ‘The sectional area at the top pintle is to be not 
less than that of the rudder head. The arms to be fitted 


alternately on opposite sides of the plate. Fillets to arms 
forged or cast on the main piece are not to havea less radius 
than one-fifth the distance between the arms. Where 
arms are shrunk upon and keyed to the main piece, the latter 
is to be increased 10 per cent. in diameter in way of each 
arm to admit of an efficient key-way being cut. This 
increase in thickness is to be uniform all round the main 
piece, and is to extend above and below each arm for a 
distance equal to the increase in diameter, from which 
points it is to be gradually tapered over a similar distance 
into the normal diameter of the main piece. The thickness 
of the key is to be equal to 10 per cent. of the diameter of 
the main piece, and its breadth equal to twice its thickness. 

10. Rivets—The rivet holes in rudder plates and arms 
are to be countersunk and the rivets are to have full heads 
and points. 


FRAMES AND REVERSED FRAMES. 
FRAMES. 

Section 11, 1. The frames to be of the dimensions 
set forth in Tables 2, 3 and 5, and to extend from the keel to 
the gunwale. ‘They are to fit closely to the upper edge of 
the keel ; and the after frames should be sufficiently apart 
transversely to admit of sound riveting and workmanship. 
At the extreme ends of the vessel the lower parts of the 
frames opposite to each other are to be lapped and riveted 
together. In raised quarter-decks, bridges, poops, or fore- 
castles, the frames are to extend to their deck stringers 
respectively. 

2. Heel Bars—When the frames are butted on the 
keel they are to have not less than 3 feet lengths of corres- 
ponding angle bars, fitted back to back, to cover and support 
the butts and be attached to the plating for at least three- 
fourths the vessel’s length amidships. Similar pieces of 
angle bar are to be fitted if the frames are butted elsewhere. 

3. The rivet holes to be punched from the faying 
surfaces of the frames, and they are not to be punched 
at the turn of the bilge until the frames are bent to the 
required shape; the holes in the way of the lands of the 
plating are to be drilled or ‘‘ beared” after the frames are 
faired in place, and the plate edges lined off. 

4, Spacing.—The spacing of the frames from centre to 
centre to range from 20 to 33 inches, according to the size 
of the vessel, and to be as required by Tables 2,8 and5. The 
spacing amidships should not be exceeded around the stern 
of the vessel at the knuckle. In no case is the frame 
spacing to exceed 27 inches between the collision bulkhead 
and one-fifth the vessel’s length from forward unless the 
frames are doubled to the height of the lowest tier of beams, 
and in the peaks the frame spacing is not to exceed 24 inches, 
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When a spacing of frames greater than that provided 
for in the Tables is adopted, the transverse framing, floors, 
inner bottom, beams, outside plating and deck plating, are to 
be proportionately increased. 

5. When the height between deck stringers at the 
sides exceeds 8 feet at any part, additional transverse 
strength at such part must be submitted for approval. 
Where the frames are formed of frames and reversed frames, 
bulb angles, or channel bars without reversed frames, and 
the beams of the lowest tier are widely spaced, the height 
between the widely spaced beams and the deck above is not 
to exceed the depth for framing (qd). Where, however, this 
height exceeds 9 feet, a side stringer, of the same scantlings 
as required to be fitted below is to be fitted midway between 
the widely spaced beams and the deck above, or other 
equivalent strengthening is to be introduced. 


REVERSED ANGLES ON FRAMES. 

6. Reversed angles on floors and frames to be in 
size as per Tables 2, 3 and 5. 

7. Height of Reversed frames.—Where one tier of 
beams, only, is fitted and the depth (qd) is above 7 feet and 
does not exceed 9 feet, the reversed frames are all to extend 
_ to the upper turn of bilge. 

When the depth (qd) is above 9 feet and does not exceed 
11 feet, the reversed frames are to extend to upper turn of 
bilge and side stringer alternately. 

When the depth (d) is above 11 feet and does not 
exceed 13 feet, they are to extend to side stringer and 
upper deck stringer plate alternately. 

When the depth (d) is above 13 feet and does not 
exceed 27 feet, all the reversed frames are to extend to 
the upper deck stringer plate. 

8. Where more than one tier of beams are fitted in 
steamers, and the height of ’tween decks does not exceed 
8 feet the reversed frames are to extend to the upper deck 
stringer plate and deck stringer plate next below alternately. 

Where the height of ’tween decks exceeds 8 feet, or 
where an awning or shelter deck or long bridge is fitted, the 
framing in the ’tween decks or the height to which the 
reversed frames should extend will be specially considered. 

9. When the framing consists of channel bars with 
reversed frames, the latter are to extend to the lower edge of 
the beams at the lowest deck. 

10. Where the beams in the lowest tier are widely 
spaced, the reversed frames are to extend at least tothe deck 
above on all frames. 

11. Overlap of Frames upon Reversed frames.— 
Where the frames and reversed frames are connected with 
§ inch rivets the overlap of frame upon reversed frame is 


to be not less than 2} inches. Where $ inch rivets are 
used the overlap is to be not less than 3 inches, and where 
z inch rivets are used the overlap is to be not less than 
34 inches. 

12. Double reversed angles are to be fitted on every 
floor, extending from bilge to bilge in the engine and boiler 
spaces of steam vessels ; and where the longitudinal number 
is above 11,000, they are to extend sufficiently high to 
admit of the stringer at upper part of bilge being connected 
to them. 

Short double reversed angles are to be fitted on 
all floors in the way of the keelsons, connected by not 
less than three rivets to the floor. 

13. Additional Reversed Frames and Stringers.—In 
vessels where the longitudinal number is above 15,000, 
reversed angles should be fitted to every frame to the height 
of the upper deck, abaft the after peak bulkhead. Where 
such vessels have broad flat counters, a double angle stringer 
should be fitted to the framing in the ’tween decks for a 
reasonable length, connected by plate knees to the transom 
plate; or other additional strengthening applied, as the 
Surveyors may deem necessary. 

14. In top-gallant forecastle of vessels whose longi- 
tudinal number is above 14,000, the alternate reversed 
frames are to extend to the forecastle deck, or other efficient 
means of strengthening the forecastle may be adopted, if 
approved by the Committee, 


FLOOR-PLATES. 

Section 12. 1. The floor-plates to be in size at the 
middle line according to Table 4, excepting in the engine 
space in steam vessels, where they must be ‘04 of an inch 
thicker, and in the boiler space *10 of an inch thicker. 

2. The floor-plates are to be moulded not less than 
one-half their midship depth at a distance of three-quarters 


‘the half breadth of the vessel set out from the middle line on 


the run of the frame, and not less at their extreme ends than 
the moulding of the frames; and they are to extend in a 
fair curve well up the bilges, in no case terminating lower 
at the outside of the frame than a perpendicular height 
above the top of keel of twice the midship depth of the 
floor as fitted. In vessels of unusually fine or full form the 
moulding is to be modified to the approval of the Committee. 

The ends of the floors to maintain the height 
prescribed for one quarter of the vessel’s length amidships. 
They may then be gradually lowered forward and aft until 
the upper edges of the floor-plates are level (this place to be 
determined by the form of the vessel), from which to the ends 
they are to be gradually increased in depth, so as to efficiently 
connect the sides. 
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3. A floor-plate to be fitted and riveted to every frame, 
and to be extended across the middle line, except where a 
vertical centre-plate is adopted, in which case the floor-plates 
are to be efficiently connected to it on each side by double 
vertical angles of the thickness of the centre plate and with 
flanges not less than 24 inches for 2 inch rivets, 3 inches for 
§ inch rivets, and 34 inches for % inch rivets. 


4, When in two lengths.—When floors are made in two 
lengths, the butts are to be riveted in accordance with the 
requirements of Table 21. 


5. Floor-plates to which the bulkheads are attached 
must be deeper than the adjacent floor-plates, to admit of 
the bulkheads being riveted to them above the reversed 
angle bars. 

6. Inthe after peak of steam vessels the floors are to 
extend well above the stern tube, and in vessels of full 
form where the extension of the floor-plate may not be 
practicable, broad cross tie-plates are to be fitted above the 
stern tube, stiffened with angles or flanged on both upper 
and lower edges. Stringer plates are also to be fitted at this 
part connected to the outside plating. The floors and cross- 
tie-plates in the after peak are to be connected to the 
frame angles with rivets spaced not more than five diameters 
apart. 

7. Watercourses are to be formed above the frames 
through all the floor-plates on each side of the middle line, 
also ab the lower turn of the bilges in vessels of full form, as 
well as through the vertical centre-plate, and intercostal 
keelsons, when such keelsons are adopted, so as to allow 
water to reach the pumps freely. 

8. Transom-plates are to be fitted and connected to 
the frames, and to the stern-post, so as to efficiently support 
the counter. (See Section 9, paragraph 6.) 


WEB FRAMES. 


Section 138. 1. Web Frames, six frame spaces 
apart, in conjunction with side stringers in hold and 
intermediate transverse frames, may be fitted, if arranged in 
accordance with Table 5 and with the conditions specified 
below (See Sketches on pages 117 to 119) :— 

The depth (qd) for regulating the scantlings of web 
frames, and the number of the side stringers required to be 
fitted, is to be taken from the top of the floors to the top 
of the beams of the lowest laid deck at side. 

2. Face angles of the size given in Table 5 are to be 
riveted on the inner edge of the web frames and side 
stringers. 


8. The double angles connecting the stringers to the 
web frames and the angles connecting the stringers and web 
frames to the outside plating are to be of the thickness of 
the web frames and with flanges— 

4 inches x 4 inches for 1-inch rivets. 

83 4, x 3} jpoeis ” 

38 ” 
Where the depth of web frame is above 24 inches, the 
web frames are to be attached to the outside plating by 
double angles or by equivalent single angles double riveted. 
Where the transverse number is above 111, the stringer 
plates are to be attached to the outside plating with double 
angles for a length of three frame spaces on each side of the 
bulkheads. 


x 8 ” rt ” 


4, Butt straps of the form shown by Sketches on pages 
117 to 119, are to be fitted at the junction of web frames and 
side stringers, and are to be of the scantlings given in Table 5. 


5. The deck beams are to be attached to the web 
frames at their head by bracket knees of the thickness of 
the web frames flanged on their inner edge. The breadth 
and depth of these knees are to be equal to the depth of the 
web frame, and they are to be measured from the lower 
edge of the beam and the inner edge of the web frame. 
The knees are to be double riveted in each arm. 


6. The side stringers are to be supported by a bracket 
knee plate of the same thickness as the stringers fitted 
midway between the web frames when the depth of web 
frame is above 16 inches and does not exceed 18 inches, 
and where this depth is above 18 inches, the brackets are 
to be fitted to alternate frames. 


7. The length of frame extending above a web frame 
is to be of the same strength as the intermediate frames. 


8. In single deck vessels framed with web frames all 
the reversed frames are to extend to the upper deck stringer 
plate. 


9. Where more than one tier of beams are fitted in 
steamers having web frames and the height of ’tween decks 
does not exceed 8 feet the reversed frames are to extend to 
the upper deck stringer plate and beam stringer plate below, 
alternately. Where the height of *tween decks in such vessels 
exceeds 8 feet or where a long bridge, awning or shelter 
deck is fitted, the height to which the reversed frames should 
extend or the framing in the ’tween decks will be specially 
considered. 
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10. The distance between stringers or between the lowest 
stringer and top of floors at centre in way of single bottoms, 
and top of margin plate in way of double bottoms, is not to 
exceed 8 feet at any part of the vessel. 


KEELSONS. 


Section 14. 1. The scantlings and arrangements 
of keelsons are to be as required by Table 6 and shown by 
Sketches on pages 120 to 122. 


2. When keelsons are formed of vertical plate and 
four angles the broader flanges of the upper angles are to be 
fitted horizontally, and there is to be a rider plate on the top 
of the same thickness as the vertical plate, and one inch 
broader than the sum of the horizontal flanges of the angles. 


3. The bottom angles of keelsons are to be attached 
to the reversed frames and to short double reversed frames 
fitted in way of the keelsons connected by not less than 
three rivets to the floors. When these double reversed frames 
form butt straps for the ordinary reversed frames there should 
be at least three rivets on each side of the butt. 


4, Continuity—It is recommended that keelsons be 
carried fore and aft continuously through the bulkheads, the 
latter being made watertight around them, and, when such 
parts of the ship are necessarily separated the longitudinal 
strength is to be efficiently maintained to the satisfaction of 
the Surveyors. When keelsons, or other longitudinal 
strengthening, are required for a certain portion of the 
length of a vessel, care should be taken to overlap or properly 
shift the ends of the same so as to avoid any abrupt 
termination of strength. 


5, Butt Connections.—All angle and bulb angle bars 
of keelsons are to be in long lengths, properly shifted, and 
wherever butted, to be connected with angles not less than 
2 feet long, fitted in the throat of them, properly riveted 
to each flange. The thickness of the connecting straps is 
not to be less than the thickness of the angle bars they 
connect. The butts of the plates of keelsons are to be 
properly shifted and riveted as required by Table 21. The 
butts of the vertical plates are to be secured with double butt 
straps, each not less than ‘14 of an inch thicker than half the 
thickness of the plates they connect, or the butts may 
be overlapped. 


6. All Middle Line Keelsons are to extend as far 
forward and aft as practicable; the rider plates need not, 
however, extend beyond } the vessel’s length amidships. 


7. Middle Line Keelsons standing upon floors may 
be formed of double bulb angles when the longitudinal 
number does not exceed 4,700, when the longitudinal number 
is above 4,700 and does not exceed 26,000 the keelson is to 
be formed of a vertical plate, four angles and rider plate, and 
when the longitudinal number is above 26,000, a foundation 
plate 18 inches by *50 of an inch is to be fitted on the top 
of the floors. 


8. When Flat Plate Keels are adopted, intercostal or 
centre through plate keelsons must be fitted. 


9, Middle Line Keelsons with Intercostal Plates.— 
The intercostal plates are to be attached to the floors by 
double angles of the thickness of the intercostal plates, and 
with flanges not less than 24 inches for 32-inch rivets 
3 inches for 3-inch rivets, and 34 inches for 3-inch rivets. 


10. Centre Through Plate Keelsons—The centre 
through plate is to be of the thickness given in Table 6, 
and a foundation plate not less than 24 inches in width and 
of the same thickness as the centre through plate is to be 
fitted on the top of the floors, and attached to the centre 
girder by continuous angles, or the centre through plate may 
be extended above the top of the floors, and a foundation 
plate fitted on each side not less than 12 inches in width. 
Where the longitudinal number is above 10,000 and not 
exceeding 17,200, double bulb angles of the size given in 
Table 6 are to be fitted above the foundation plates and 
attached to the centre through plate, and where the longitu- 
dinal number is above 17,200, the centre through plate is 
to extend above the floors to the height given on Table 6, 
and in addition to the foundation plates, four angles of 
keelson size are to be fitted with a rider plate of the 
same thickness as the centre through plate. 


11. Side Keelsons are to be fitted with intercostal 
plates attached to the outside plating by angles of the 
thickness of the intercostal plates, and with flanges not less 
than 24 inches for $-inch rivets, 8 inches for q-inch rivets, 
and 34 inches for 4-inch rivets. 


12. When the breadth of the vessel does not exceed 
27 feet, one side keelson is to be fitted on each side 
extending as far forward and aft as practicable. 


13. Where the breadth is above 27 feet and not exceed- 
ing 50 feet two side keelsons are to be fitted on each side 
extending as far forward and aft as practicable. If these 
keelsons are formed of plate, four angles and rider plate, the 
depth of the vertical plate of the keelson nearest the middle 
line may be gradually reduced beyond three-fourths the 


RULES FOR 


vessel’s length amidships to the breadth of the flanges of the 
lower angles, and the rider plate need not extend beyond the 
three-fourths length. The depth of the vertical plate of 
the outer side keelson may be similarly reduced beyond 
three-fifths the vessel’s length amidships. 

14, When the breadth is above 50 feet and does not 
exceed 54 feet two side keelsons are to be fitted as required 
in the previous paragraph, and in addition a bilge keelson 
formed of double angles and intercostal plates is to be fitted 
on each side extending as far forward and aft as practicable. 


SIDE STRINGERS. 

Section 15. 1. The number of side stringers is 
to be as required by Tables 2 and 8, and their scantlings 
and construction as given in Table 7, and shown by 
the Sketches on page 116. For side stringers in conjunction 
with web frames see Section 13 and Table 5. 

2. The spacing of side stringers at ends of vessels is 
not to exceed that amidships. 

3. The side stringers are to be formed of continuous 
angles fitted on the inside of the frames, or of the reversed 
frames, and when the depth of framing exceeds 3 inches 
by Table 2 and 4 inches by Table 38, intercostal plates 
are to be fitted, attached to the outside plating by 
angles of the thickness of the intercostal plates, and 
with flanges not less than 2} inches for §-inch 
rivets, 3 inches for ?-inch rivets, 3} inches for -inch 
rivets, and 4 inches for 1-inch rivets. The stringer angles 
are to be attached to each reversed frame, or to angle 
lugs on the frames with at least two rivets, and connected 
by brackets to the transverse watertight bulkheads, as 
shown by the Sketch on page 130. 

4, Butt Connections——The butts of side stringers 
are to be properly shifted and the angle bars are to be 
efficiently strapped at the butts with angles not less than 
2 feet in length. The thickness of the angle straps is not 
to be less than the thickness of the angle bars they connect. 
The intercostal plates are to be in long lengths and strapped 
at the butts. (See Sketch on page 130.) 

5. If it should be desired to omit one or more of the 
side stringers required by this section of the Rules a sketch 
is to be submitted showing the compensation proposed for 
such omission. 


DOUBLE BOTTOMS AND WATER BALLAST TANKS. 

Section 16. 1. Scantlings and attachments.— 
The scantlings and attachments of the various parts 
forming the double bottom are to be as required by Tables 
8 and 9. 
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2. Side keelsons and part double bottoms.—Where 
part double bottoms are fitted the side keelsons are to 
extend into, or scarph the double bottom, not less than three 
spaces of frames, and be connected to the longitudinal 
girders where practicable. Where double bottoms are fitted 
in the fore and after holds and not extended through the 
engine and boiler space, care is to be taken to provide 
against an abrupt termination in the longitudinal strength. 
The girders are either to be carried through the engine and 
boiler space, or connected with longitudinal engine and 
boiler bearers, or otherwise arranged to the satisfaction of 
the Surveyor. 


3. A “Well” to be formed in the engine-room.— 
Where a double bottom extends through the engine and 
boiler space, a “well” should be formed between the engine- 
room after bulkhead and the floor immediately before the 
same, for the drainage of water; or open gutter ways of 
sufficient size should be made in the wings, so as to be 
always accessible. 


4. Side girders.—Nide girders in a double bottom are 
to be extended as far forward and aft as accessibility to all 
parts will admit. The girder nearest the middle line is to 
be extended to the collision bulkhead, except where fineness 
of the form of a vessel renders this unnecessary for the 
efficient stiffening of the bottom plating. 


Where the side girders are spaced more than 6 feet 
apart the watertight floors in double bottom are to be 
stiffened by vertical angles, of the size of the frame angle on 
floor, fitted midway between the girders. 


5. Double reversed frames in machinery space.— 
Double reversed angles are to be fitted on every floor in 
engine space, and on each floor in way of boiler bearers. 
They are to extend in all cases from the middle line to 
beyond the girder next outside the engine seating. 


6. Free passage of air between divisions.—It is of 
importance that ample provision should be made for the free 
passage of air from one division to another, so that it may 
readily find its way to the air pipes. This should be done 
by fitting the liners short, setting down the angle bar from 
the inner bottom or top of deep tank wherever necessary, 
and leaving, otherwise, a sufficient number of holes as 
near to the inner bottom as practicable. 

The air pipes should also be sufficient in number and 
size ; and, wherever necessary, one should be fitted at each 
end of each tank on both sides of the vessel. 

7. Tank side brackets and angles.—Bracket plates are 
to be fitted outside the double bottom, riveted to the margin 
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plate and to every frame all fore and aft, and to extend up 
the bilges to the height given in Table 8. The bracket 
plates are to maintain this height throughout the half length 
of vessel amidships and thence to fore end of double bottom ; 
but abaft the half length amidships the ‘height may be 
gradually reduced to the level of the inner bottom at the 
after end of double bottom. 


The breadth of the bracket plate at the ship’s side and 
its rivet attachment to the frame angle must, however, in no 
case be less than its breadth and attachment at the margin 
plate. The angle bars connecting outside bracket knees to 
the margin plate are to be fitted on the same side of the 


bracket plates as the corresponding angles connecting the | 


floor ends or inside brackets to the margin plaice. 


8. Margin plates—The margin plate is to be of the 
depth and thickness required by Tables 8 and 9, and is to 
be efficiently connected to the outside plating and frames of 
the main body of the vessel. The full depth of the margin 
plate is to be maintained throughout the midship three-fifths 
length of the vessel and to the fore part of double bottom, 
but abaft the midship three-fifths length of the vessel the 
depth may be gradually reduced to a depth at the after end 
of 15 per cent. less than the midship depth. — 


When gusset plates or other ties are fitted connecting the 
outside bracket knees to the inner bottom, the horizontal 
flanges of the margin plates are to be of sufficient width to 
admit of the gusset plates being efficiently fitted and riveted 
clear of the landing edge of the inner bottom, and the upper 
surface of the reversed frames on top of the outside bracket 
knees should be fair with the top of the inner bottom. 


9. Manholes and covers.—Manholes, with wrought 
iron or steel covers, must be constructed so as to enable the 
inner surfaces of outside and inner bottom plating, the frames, 
floors, girders, and rivets to be thoroughly examined and 
coated when required, and where the manhole covers are 
attached by bolts to the inner bottom plating, doubling plates 
or rims are to be fitted to receive the fastenings of the covers. 


Where the manhole covers in the double bottoms of 
cargo holds, or their fittings, project above the tank top, 
and the ceiling is omitted, they must be protected by fitting 
an angle coaming around each manhole with a hatch either 
of wood or of steel fitted therein, 


Manholes are not to be cut in the centre girder within 
three-fourths the vessel’s length amidships. The manholes 
in the floor plates, side girders, and inner bottom 
plating are to be no larger and not more numerous than 
necessary to render all parts of the double bottom readily 


accessible. The edges of the manholes should be smooth to 
enable them to be entered with facility. 


10. Workmanship and Testing.—All watertight joints 
are to have the surfaces of steel fitted close to each other and 
caulked, without, as far as practicable, the use of felt, canvas, 
&c. The double bottom is to be caulked and made water- 
tight, and each compartment intended for water ballast is to 
be tested on completion with a head of water to the height 
of the load water line. 

Where deep water ballast tanks are fitted their water- 
tightness is to be tested by a head of water 8 feet above the 
top of the tank, but not less in any case than to the height 
of the load water line. 

A wash plate is to be fitted in the peaks when used 
for water ballast, and the tanks are to be tested by a head of 
water 8 feet above the top of tank, but not less in any case 
than to the height of the load water line. 

11. Alternative arrangements.——Any other plan of 
fitting double. bottoms than those hereafter referred to may 
be adopted, provided in the first instance it receives the 
approval of the Committee. 

12, Peak Tanks.—Attachment where frames and re- 
versed frames are cut at the tops of peak tanks of ordinary 
length :— 


Transverse Number. sis crm ng yell Number 
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Brackets are to be fitted at every frame of the same 
thickness as the frame, and are to be attached to the tank 
top plating by means of single angles of the size required for 
lower deck stringer angles. 

Where only the reversed frames are cut, and not the 
frames, the bracket attachments as above are to be fitted to 
alternate frames. 


CELLULAR Dovuste Borroms wiTH A Fioor PuatTE 
FITTED AT Every FRAME. 

13. Construction—Where double bottoms are con- 
structed with floor plates, lightened with manholes, fitted to 
every frame, and continuous in one length from the middle 
line to the margin plate, intercostal side girders are to be 
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fitted between the centre girder and margin plate, in accord- 
ance with the requirements of Table 8, well connected to 
the floors and to the inner and outer bottom plating. 


14, Additional girders in way of engines.—Additional 
intercostal girders are to be fitted in way of the engine 
seating. 

15, Inner bottom plating.—The inner bottom plating 
is to be continuous and wrought longitudinally. The butts 
to be shifted well clear of each other and the edges to be 
shifted well clear of the girders. 


16. Outside plating.—The outside plating (except flat 
keel plates and garboard strakes) which is entirely within 
the boundary of a double bottom having floors fitted at 
every frame, and which does not exceed °66 of an inch in 
thickness amidships, may be reduced ‘02 of an inch where 
the plating is °52 of an inch in thickness, -04 of an inch 
where the plating is 54 and not more than *64 of an inch in 
thickness, and -02 of an inch where the plating is 66 of 
an inch in thickness, but where the plating exceeds *66 of an 
inch in thickness amidships no reduction will be permitted 
in the outside plating. 


CRLLULAR DouBLE Borroms witH FLOOR PLATES FITTED 
AT ALTERNATE FRAMES. 

17. Construction—Where double bottoms are con- 
structed with floor plates lightened with manholes, fitted to 
alternate frames, side girders are to be fitted in accordance 
with the requirements of Table 8, well connected to the 
floors and to the inner and outer bottom plating. 


In all cases floor plates are to be fitted under the boiler 
bearers, also to every frame in the engine space and from the 
three-fifths length amidships to the collision bulkhead. 


Where the rule length of vessel exceeds 400 feet, and in 
single-deck vessels which exceed 26 feet moulded depth, the 
double bottom is to be constructed throughout with a floor 
plate at every frame and with longitudinal girders as 
required for that system of construction. 


18. Intermediate frames and reversed frames.—Inter- 
mediate frames and reversed frames of the size given in 
Table 8 are to be fitted for stiffening the outside plating 
and tank top, unless the longitudinal girders are more 
closely spaced than required by the Table, or the inner 
bottom plating be increased °04 of an inch in thickness” 
when the intermediate reversed angles may be dispensed 
with. 

19. Bracket plates on intermediate frames.—Bracket 
plates are to be fitted to the centre girder and margin plates 
at the intermediate frames inside the double bottom, and 


where the longitudinal number is above 20,000, the brackets 
are to be of sufficient breadth at the top to take three rivets 
in the vertical flange of the intermediate reversed angles, for 
ths the vessel’s length amidships. 


20. Stiffeners to Side Girders.—Vertical angles are to 
he riveted to the side girders and attached at their ends, by 
not less than two rivets, to the intermediate frames and 
reversed frames. 

21. Inner bottom plating.—The inner bottom plating 
is to be continuous and wrought longitudinally. The butts 
to be shifted-well clear of each other and of the butts of the 
longitudinal girders, and the edges to be shifted well clear of 
the latter. 


Dovuste Borroms FoRMED WITH GIRDERS ON TOP OF 
ORDINARY FLOORS. 

22. Construction—Where double bottoms are fitted 
with longitudinal girders extending on top of ordinary floors 
the girders must be spaced not more than 8 feet apart 
with a continuous angle on the upper and lower edges, and 
in addition to be connected by vertical angles on the floors 
and girders. Side intercostal plates need not be fitted in the 
range of double bottom except where the breadth of the 
vessel exceeds 46 feet. 


23. Accessibility——The height of the tank top above 
the floors to be at least sufficient for easy access and examina- 
tion of the inside of tank. 


24. Floor end brackets.—Bracket plates are to be 
fitted inside and outside the double bottom attaching the 
margin plate to every floor plate and frame. 


ADDITIONAL STRENGTHENING OF THE FORE 
PART OF THE FLAT OF BOTTOM OF STEAMERS 
OF FULL FORM. 

Section 17. 1. Riveting.—Before the three-fifths 
length of a steamer having a tonnage co-efficient of *76 or 
having a full form at the fore part the rivets in the plating 
and frames in way of flat of bottom are to be spaced not 
more than 5} diameters apart. 

2. Side girders——Where a double bottom is constructed 
with a floor at every frame additional intercostal girders are 
to be fitted before the three-fifths length of the vessel, of 
one-half the depth of the centre girder, and extending as 
far forward as practicable. 

Where the double bottom is constructed with floors 
at alternate frames and with the floor plates fitted to every 
frame forward of the three-fifths length, additional girders 
need not be fitted at that part provided the ordinary side 
girders extend as far forward as practicable. 


C 
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3. Where there is no double bottom in the fore part 
of a steamer of full form, additional intercostal side keelsons 
are to be fitted between the three-fifths length and the 
Rule position of the collision bulkhead. 

4. Double Frames.—The frames are to be doubled 
from the three-fifths length forward to the Rule position 
of the collision bulkhead, from margin plate to margin plate 
of double bottoms, or to the turn of bilges where double 
bottoms are not fitted. . 

5. Outside plating.—The three strakesof outside plating 
next the keel are to have the midship thickness maintained 
forward to the Rule position of the collision bulkhead. 

6. In vessels with engines fitted aft, whose longi- 
tudinal number does not exceed 10,000, whether of full form 
or otherwise, the above additional strengthening is to be 
fitted forward of the midship half-length of the vessel and 
extended to the’Rule position of the collision bulkhead ; and 
in place of the double frames referred to in paragraph 4, inter- 
mediate frames of the size required for peak frames by Table 3 
are to be fitted midway between the floors and extended to 
the margin plate of double bottom, or to the turn of the bilges, 
as required by that paragraph, or, if preferred, additional 
intercostals may be fitted in lieu of the intermediate frames 
to the Society’s satisfaction. 


COASTING VESSELS INTENDED TO LOAD OR 
DISCHARGE WHILE LYING ON THE GROUND. 

Section 18. In the case of small coasting vessels 
intended to load or discharge while lying aground, it is 
recommended that the bottoms be additionally strengthened 
in order to withstand the exceptional stresses to which they 
may be subjected. ; 


WATERTIGHT BULKHEADS. 

Section 19. 1. Number of Bulkheads.—Screw 
steamers are to have a watertight bulkhead at each end of 
the engine and boiler space. 

A watertight collision bulkhead is, in addition, to be 
fitted at not less than one-twentieth of the vessel’s length 
abaft the fore part of the stem measured at a point 8 feet 
below the upper deck, and a watertight bulkhead is also to be 
fitted at a reasonable distance from the after end of the vessel. 

The foremost or collision bulkhead is to extend from 
the floor plates to the upper, awning or shelter deck, and its 
water-tightness is to be tested by filling the peak with water 
to the height of the load line. In very large vessels the 
height of this bulkhead will receive the special consideration 
of the Committee. 

2. In steamers above 285 feet and not exceeding 335 
feet in length, an additional watertight bulkhead is to be 


fitted in the main hold about midway between the collision 
and boiler room bulkheads. 

In steamers above 335 feet and not exceeding 405 feet an 
additional watertight bulkhead is to be fitted in the after hold. 


In steamers above 405 feet and not exceeding 470 feet 
seven watertight bulkheads are to be fitted. 

In steamers above 470 feet and not exceeding 540 feet 
eight watertight bulkheads are to be fitted. 

In steamers above 540 feet and not exceeding 610 feet 
nine watertight bulkheads are to be fitted. 

In steamers above 610 feet and not exceeding 680 feet 
ten watertight bulkheads are to be fitted. 


Where the machinery is fitted aft in vessels above 220 
feet and not exceeding 285 feet long, a watertight bulkhead 
is to be fitted about midway between the collision bulkhead and 
the bulkhead at the fore end of the engine and boiler space. 

3. The bulkheads are to extend to the height of the 
upper deck, except in awning or shelter deck vessels, in 
which cases the bulkheads, with the exception of the collision 
bulkhead (see par. 1), may extend to the deck next below 
the awning or shelter deck. In awning or shelter deck 
vessels, or vessels with a continuous superstructure or bridge 
house, a deep web frame or partial bulkhead is to be fitted on 
each side in the ‘tween decks, over each of the watertight 
bulkheads which extend only to the deck next below the 
awning or shelter deck. Partial bulkheads may be dispensed 
with if other efficient strengthening is provided to the 
satisfaction of the Committee. 

4. When a bulkhead is not completed at one pair 
of frames from the floor plate up to its prescribed height 
per rule, but is recessed, stepped, or stopped at an inter- 
mediate part, the watertightness is to be completed with 
collars or chocks forming a “ metal to metal” connection, to 
the exclusion of cement, wood, &c. 

The bulkheads to be connected to the decks and to double 
bottom plating by angles of the sizes given in Table 10, 
and to be extended to the outside plating by a watertight 
sub-division at or near each bulkhead required by Rule. 


5. Plating —The plating of bulkheads to be of 
the thickness prescribed in Table 10, attached to each 
side of the vessel with angles of the sizes given in the 
Table, and strongly riveted to them, also connected to 
the floor plates by a double row of rivets. 


6. Bulkhead liners.—Doubling plates between frames 
and outside plating in way of bulkheads, are to extend 
in one piece from the foreside of the frame before to 
the aftside of the frame abaft the bulkhead frames, or 
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they may be of an approved diamond shape, fitted and 
riveted as shown in Sketch. (See page 130.) These 
doubling plates may be dispensed with, provided the 
transverse watertight bulkheads are connected to the sides 
of the vessel by means of brackets of the dimensions 
shown by the Sketch on page 130, fitted at each side stringer 
and hold stringer. When one or more of the side stringers 
are omitted, and bulkhead liners are also omitted, brackets 
are to be fitted two frame spaces in length on each side 
of the bulkhead, attaching the transverse watertight bulk- 
heads to the outside plating at such places as the side and 
hold stringers, provided for in the Rules, would be situated. 
The brackets are to be 06 of an inch thicker than the 
side stringer intercostal plates which would have been 
required had the side stringer, or stringers, been fitted. 

7. Bulkhead Stiffening—The bulkheads to be sup- 
ported by vertical stiffening of the description and scantlings 
given upon Table 10, and the stiffeners are to be not more 
than 2 feet 6 inches apart. Bracket plates or other efficient 
attachments are to be fitted at the heads and heels of all 
vertical stiffeners except in the upper ’tween decks. (See 
Sketches on pages 126 to 129.) 

8. The engine-room bulkheads are to extend from the 
floor-plates to the upper deck, except in awning or shelter 
deck vessels, in which cases they may extend to the deck 
next below the awning or shelter deck, provided the 
machinery openings be trunked-in to the height of the 
awning or shelter deck. 

The aftermost bulkhead will be required to extend to 
the height of the upper deck, unless a different arrangement 
of bulkheads be approved by the Committee. This bulkhead 
is to be made watertight by a stuffing box where the screw 
shaft passes through, and its watertightness is to be tested 
by the after compartment being filled with water to the 
height of the load line. The bulkhead plating is to be 
doubled or increased in thickness in way of the stuffing box. 

9. Caulking.—All such bulkheads to be caulked and 
made thoroughly watertight, and to be tested by water from 
a hose, if considered necessary by the Surveyors, to ensure 
that they are watertight. 

10. Bulkhead Recess.—When a recess extending above 
the hold beams is formed in the engine room bulkheads the 
bulkhead is to be efficiently connected from side to side by a 
tie or bridle beam at about the height of the hold beams, 
strongly riveted to the plating and fitted with efficient gusset 
plates. 

BEAMS. 

Section 20. 1. It is recommended that the round 

up of the beams of all weather decks should be about one 


quarter of an inch per foot of length of beam, except when 
the longitudinal number exceeds 30,000 and at least half the 
length of the top continuous deck is covered by erections. 


2. Form of Beam Section.—Beams are to be of the 
form and size given in Tables 11, 12 and 18 (see also 
Sketches, pages 109 to 113), or they may be of other 
approved form of equal strength. 

3. The beams of the various decks, or of tiers of 
beams, are to be placed over each other and, as far as 
practicable, to be fitted to the frames which have reversed 
frames extended to the upper deck. 

4, Beams are to be fitted at every frame :— 

(a) At all watertight flats. 

(b) At upper decks of single deck vessels above 
15 feet in depth. 

(c) At unsheathed upper decks when a complete 
steel deck is required by the Rules, also at un- 
sheathed bridge decks, awning or shelter decks. In 
vessels over 450 feet in length the beams of upper, 
awning or shelter decks are to be fitted at every 
frame whether the plating is sheathed or not. 
Upper decks in way of poops, forecastles, and 
bridges of vessels not exceeding 66 feet in breadth 
may have the beams fitted at alternate frames, 
except for one-tenth the vessel’s length within each 
end of the bridge where they are to be fitted at 
every frame. 

(d) Where no wood deck is laid on a steel or 
iron deck (required by the Rules) at sides of 
hatchways including those of engine and boiler 
room openings. 

Elsewhere deck beams must in no case be spaced more 
than two frame spaces apart, and only when the frame 
spacing does not exceed 27 inches. 

5. Rows of Pillars.—The number of rows of pillars is 
to correspond with the requirements of Tables 11 and 12. 
Where the length of the midship beams exceeds 44 ft. not less 
than two rows of pillars are to be fitted, and where the length 
exceeds 60ft. three rows are to be fitted. Where beams are 
at every frame, pillars are to be fitted at alternate beams and 
attached to continuous fore and aft girders under the beams. 
These girders are to be attached to each beam and to the 
bulkheads against which they abut, by short angles. For 
widely spaced pillars and girders at heads of same, see Tables 
15 and 16, and Sketches. 

Where one row of pillars is fitted, the beams at the 
ends of the vessel which do not exceed in length two- 
thirds that of the beam amidships, may be of the-sizes 

c2 
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required by the columns numbered 2 in Tables 11 and 12; 
and beams at ends which do not exceed half the length 
of the beam amidships may be of the sizes required by 
columns 8 in Tables 11 and 12. 

Where two rows of pillars are fitted amidships the 
athwartship distance between the rows is to be about one-third 
the breadth of the vessel amidships; the beams at the ends 
which do not exceed two-thirds the length of the beam 
amidships, may be supported by one row of pillars, and be of 
the sizes required by columns 2, and where the lengths of the 
beams at the ends do not exceed half the midship beam 
length the sizes may be as required by columns 3 if supported 
by one row of pillars. 

Where three rows of pillars are fitted amidships, the 
athwartship distances between the rows of pillars is to be 
about one-fourth the breadth of the vessel amidships, and 
the beams throughout are to be of the sizes required for 
beams amidships by columns 8; but where the lengths of 
the beams at the ends do not exceed three-fourths the length 
of the beam amidships, two rows of pillars may be fitted; and 
where the beams at the ends do not exceed half the midship 
beam length, one row of pillars may be fitted. 

6. If beams of bulb angle section are fitted at alternate 
frames in vessels exceeding 34 feet in breadth, a steel or iron 
deck should be fitted on these beams. 

7. The beams at the ends of hatchways above 12 feet 
in length, where the through beams are fitted to every 
frame are to be equal in size to those required at alternate 
frames for their respective decks; where the through beams 
are fitted at alternate frames no increase in the size of the 
hatch end beams will be required. 

All hatchways above 26 feet. in length are to be 
supported at the corners by pillars or girders, in which case 
no increase is required in the size of the hatch end beams. 

Single angles fitted to hatch end beams are to be 
equivalent to the double angles required by the Rules. 

Half beams in way of hatchways or engine and 
boiler openings may be of the sizes required for beams with 
two rows of pillars, provided the half beams be efficiently 
pillared and attached to the coamings. 

8. Passenger decks——The beams of decks fitted 
exclusively for the accommodation of passengers may be of 
the size given for upper deck beams of the same length 

9. “Strong” beams in the machinery space of 
steamers are to have double angles on their upper and lower 
edges unless cross tie-plating is fitted on them, in which 
case only single angles need be fitted to the upper and lower 
edges of the beams. 

10. When it is intended to suspend cargoes such as 
chilled beef by hanging them to the beams, the beams and 


beam girders should be of such extra strength as may be 
required by the Committee, in order to enable them success- 
fully to resist the additional stresses brought upon them by 
this mode of carrying the cargo. . 
11. Beam knees and bracket knees.—Where plate 
knees are not fitted, beam knees are to be efficiently welded. 
The depth and thickness of welded knees, and the 
depth, breadth, and thickness of bracket knee plates (see 
Sketches, page 131) for beams fitted at every frame are to be 
as required by Table 11, and for beams to alternate frames as 
required by Table 12 for the respective decks, except in the 
following cases where the beam knees are to be as required 
by Tables 11 and 12 for upper deck beams of steamers having 
the same midship length of beam and having one tier of 
beams only :— 
(a) The upper deck beam knees where the beams below 
are widely spaced. 
(b) The beam knees at watertight flats for deep tanks. 
(c) The lowerand orlopdeck beam kneesof sailing vessels. 
12. In the upper deck of large vessels having no 
decks below, the beams at every frame are to have plate 
bracket knees as follows :— 
Where the depth (qd) of the vessel is 
avove 23 ft, ,antsers, 24 ft. the knees are to be 33 x 33 x ‘50ins. 
T, Shas oiggiee Bie 36 x 36 x°52 ,, 
eos aks, me me » 89X89x°'54 ,, 
bo, MEGHAN an 27 95 * a » 42x42x°'54 ,, 
The 42 in. bracket knees are to be stiffened by being flanged 
on the inner edge. 


” ” ” 


13. Beam knees are to measure across the throats not 
less than six-tenths of the depths required for the knees. 

14, Riveting of beam knees.—Not more than two 
holes are to be punched in each beam knee before the beam 
is properly adjusted in its position. 

15. The number and size of the rivets in the beam 
knees, or in both arms of bracket plate knees, are to be 
sufficient to ensure the riveted parts being efficiently closed, 
and in no case to be less than given in the following 
table :— 


E Number Diameter 
DertH oF KNEE. of rivets. of rivets. 
eng Le WICHe. 4 | 2 of an inch, 
| Above 17 and 9 21 ” 5 | 3 9 
5 5 5 ey 
” 21 ” ” 24 ” a i. = ” 
9 9 7 
” 24 ” ” 28 ” 6 8 ” 
29 7 
” 28 ” ” 32 ” 7 8 ” 
” 32 ” ” 36 ” 8 :-} ” 
¢ 7 
” 36 ” ” 40 ” 9 8 ” 
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WIDELY SPACED BEAMS IN HOLD. 


Section 21. 1. A tier of beams in hold, such that 
the depth (qd) (Section 2, paragraph 3) may be taken 
between it and the top of floors to determine the scantlings of 
transverse framing, must have the beams of the size given 
for “strong” hold beams by Table 12, and having a rider 
plate of at least the breadth and thickness of the beam plate. 

These beams are to be fitted not lower than the middle 
of the depth of the hold and are to be spaced not more than 
24 feet apart. They are to have a broad hold stringer 
plate riveted to the beam ends. ‘The breadth and thickness 
of the stringer plate is to be as given below, and it is to 
be attached to the outside plating with double angles 
34" x 34”, and of the thickness of the stringer plate. 

A bulb angle, or equivalent channel, face bar of the size 
given below is to be riveted to the inner edge of the stringer, 
and the stringer is to be supported by brackets at alternate 
frames, See Sketch on page 123. 


DEPTH FROM Tor oF FLoorRs To Top oF 
BEAM OF Lowest LAID DECK a'r SIDE. 


L x (B + D) | Feet. } Feet. Feet. 
| Above Rceaain Above parkedine Above Sete 
| 21 mt 23 | 28 ama 25 | 25 ana 27 
not aaa: ‘a . cs 
— exceeding Taches. | Inches. Inches, 
18200 ana 26400 60 x °56 64x°58 | 68x60 
26400 ,, 34800 64 x °58 68 x60 72 x °62 


Bulb Face Angle 11 x 3} x58 11} x 3h x 60) 12 x 4 x62 
| | 


2. Gusset plates, four frame spaces in length and of a 
breadth equal to one half their length, also of the thickness 
of the stringer plate, are to be fitted connecting the “ strong” 
hold beams to the stringer plate; and brackets are to be fitted 
connecting the stringers to the bulkheads. 


PILLARS. 

Section 22. 1. Pillars are to be of malleable steel 
or iron of the sizes given in Tables 14 and 15, or they 
may be of other approved form of equal strength. The 
number of rows of pillars is to correspond with the require- 
ments of Tables 14 and 15, and Section 20, paragraph 
5. Where the length of the midship beam exceeds 44 feet, 
not less than two rows of pillars are to be fitted, and where 
the length exceeds 60 feet, three rows are to be fitted. 
Where beams are at every frame, pillars are to be fitted at 
alternate beams and attached to continuous fore and aft 
girders under the deck. 

The girders are to be attached to each beam, and to the 
bulkheads against which they abut, by short angles. For 
widely spaced pillars and girders at heads of same, see 
Tables 15 and 16, and Sketches on pages 132 to 141. 


2. Riveting of pillars.—Pillars to beams are to be 
arranged between decks and in the holds so as to form 
continuous ties from the floors to the weather deck beams. 
The heads of pillars are to be fitted close under the beams 
or girders, and the heels are also to be fitted close. 

Where the lengths of pillars do not exceed 18 feet, and 
the diameters do not exceed 4 inches, the ends are to be 
attached by not less than two % inch rivets. Where the 
lengths are above 18 feet and do not exceed 24 feet, or the 
diameters are above 4 inches and do not exceed 5 inches, 
there are to be not less than three rivets in each end of the 
pillars, and where the diameters of the pillars are above 
5 inches, not less than four rivets are to be fitted. 

3. The heels of pillars at inner bottoms are to be fitted 
and riveted to short tee or angle bars. 

4. Deck openings.—Where beams are fitted of the 
scantlings required with two or three complete rows of 
pillars, the row of pillars on each side is to be continued in 
way of all deck openings. 

Where beams are fitted of the scantlings required with 
two rows of pillars, the pillars on each side in way of hatch- 
ways may be spaced four frame spaces apart provided they 
be increased 4 an inch in diameter, and the lower edges of 
the coaming plates be flanged for a breadth of 6 inches. 


5. Pillars under widely spaced hold beams may he 
of the sizes required for pillars of the same length under the 
deck next above the hold beams. 

6. Passenger decks.—If the “ second”’ deck is intended 
exclusively for the accommodation of passengers, the pillars 
between this deck and the floors may be 4 inch less in 
diameter than required by the Tables ; and where the deck 
next below is also intended for passengers exclusively, the 
pillars between this deck and the floors may be } inch less 
than required by the Tables. 

7. Quarter pillars in deep tanks.—A complete row of 
quarter pillars attached to an intercostal girder should be 
fitted on each side of the middle line bulkhead in deep 
tanks. 

8. Additional Pillaring.—The pillars to the coamings 
of hatchways in vessels where only a centre row of pillars is 
fitted are not to exceed four frame spaces apart on each 
side, and hatchways above 26 feet in length are to be 
pillared at the corners in addition. Under deck houses, heel 
of bowsprit, windlass, steam winches and capstans, the beams 
are to be additionally pillared. 

9. Where double pillars are fitted for the purpose of 
securing shifting boards, they are not to be less than three- 
fourths the diameter required for single pillars. 
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10. When it is intended to suspend cargoes such as 
chilled beef by hanging them to the beams, the pillars beneath 
such beams, and the supports under their heels, are to be of 
such extra strength as may be required by the Committee, in 
order to enable the pillars and the framing beneath them 
successfully to resist the additional stresses brought upon 
them by this mode of carrying the cargo. 


11. Pillars on a shaft tunnel.—lIf pillars be fitted on 
a shaft tunnel, the tunnel should be strengthened in way of 
them, by doubling plates, angle bars, and a transverse 
vertical plate, or by other efficient means. 


12. Where a middle line bulkhead is fitted in lieu of a 
row of pillars, it is not to be less than 4%; of an inch in 
thickness if of iron, or ‘30 of an inch if of steel, and 
connected at the bottom and to plating on the beams by 
single angles not less than 34!’ x 38}! x *40". 


The vertical stiffeners are to be spaced not more than 
two frame spaces apart, and below the lowest laid deck they 
are to be of the size required by Table 10 for transverse 
watertight bulkheads, where quarter pillars are fitted the 
size of these stiffeners may be modified subject to the 
approval of the Committee. 


The stiffeners at the ends of hatchways are to be 
bracketed at top and bottom, and the remainder of the 
stiffeners are to be riveted to the beams and attached at 
the bottom by double riveted lugs. 


In the ’tween decks the stiffeners are to be of double 
angles of the size required by Table 10 for ‘tween deck 
stiffeners on transverse watertight bulkheads, or of single 
angles of equivalent size. They are to be spaced not more 
than two frame spaces apart and riveted at their upper ends 
to the deck beams. 


13. The beams in the machinery space are to be 


pillared where practicable. Quarter pillars to these beams — 


may be dispensed with provided they are supported by 
- straight bunker sides or casings not less than ‘30 of an inch 
thick, having stiffeners extending from the lowest complete 
tier of beams to the inner bottom and spaced not more than 
two frame spaces apart. The stiffeners may be one inch less 
in depth than would be required for a middle line bulkhead. 
They are to be attached at their heels to the inner bottom by 
double riveted lugs and riveted at their heads to the beams 
and half-beams. 


PLATING. 


Section 28. 1. Thickness.—The thickness of the 
outside plating as given in Tables 17 and 18, for half the 
vessel’s length amidships, is to be maintained for that length, 


and may thence be gradually reduced to the thickness given 
for the extreme ends. 

In a steamer having a tonnage co-efficient of *76, or 
having a full form at the fore part, the three strakes of 
outside plating next the keel are to have the midship 
thicknesses maintained forward to the collision bulkhead. 


In single screw steamers the plates connected to the 
stern frame, and in twin screw steamers the plates connected 
to the “spectacle frame” and to the stern frame must be of 
the thickness required for the same strakes amidships. 
Plates on the “ spectacle frame” of twin screw steamers, and 
on the boss of single screw steamers which are to be 
furnaced should be supplied of the thickness required for 
propeller boss plates in Table 17. The outside plating is to 
be of increased thickness or doubled in way of hawse pipes. 

2. Shift of butts.—No butts of outside plating in 
adjoining strakes to be nearer each other than two spaces of 
frames; and the butts of the alternate strakes not to be 
under each other, but shifted not less than one frame space. 

3. The butts of the upper, awning or shelter deck 
stringer plates are in all cases to be shifted not less than two 
frame spaces clear of the butts of the sheerstrakes. 

4. The butts of the strakes next to the keel are to be 
shifted clear of the keel butts, or scarphs, and not to be 
nearer each other on opposite sides of the vessel than two 
frame spaces. 

5. Fitting and caulking of butts and edges.—All 
flush butts of plating to be planed and fitted close ; all over- 
lapped butts and edges of the plating to be sheared from 
the faying surfaces, or the “ burr” caused by shearing to be 
carefully chipped off, and all outside edges of seams and 
lapped butts of plating are to be either planed or chipped 
fair. The butts and edges to be carefully caulked. 


6. The sheerstrake to extend sufficiently above the 
upper deck beam ends to take at least two rows of rivets 
vertically in the butts above the upper flange of the gunwale 
angle bar. 

7. Breadths of strakes.—The maximum breadths of 
strakes of outside plating for which the butt riveting 
required by Table 21 is applicable are to be as follows :— 


| Depth (D) of vessel. Pr pecan se eg 
Feet. Inches. 
| Not exceeding 20 | 54 
Above 20 and ,, 49 24 | 60 
re eet ae se 28 66 
wit ts, 72 
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If it is proposed to use wider strakes of plating than 
the foregoing, the riveting of the butts is to be specially 
submitted. 

8. Where it is proposed to cut large openings in the 
topside plating, efficient compensation is to be provided to 
the satisfaction of the Committee. 


BULWARK PLATING AND STANCHIONS. 


9. Steamers. —The stanchions which support the 
bulwarks in steamers are not to be more than 6 feet apart, 
and the stanchions nearest to the ends of a bridge or a long 
poop are not to be more than 5 feet from the bridge or poop 
bulkhead, and to be made additionally strong to the 
satisfaction of the Surveyors. The bulwark plating at these 
parts is to be increased in thickness and supported by 
bracket plates. 


The continuity of strength is to be carefully ensured at 
the break of erections; and gangways, doors, and other 
openings in the bulwark plating are to be kept well clear 
from these breaks. Freeing ports in bulwarks adjacent to 
the extremities of a bridge, or the front of a long poop, are 
to have rounded corners and substantial rims. When 
mooring pipes are fitted in bulwarks the plating in way of 
same must be doubled. 


BUTT-STRAPS AND EDGE LAPS. 


Section 24. 1. The breadth and thickuess of butt- 
straps of outside plating, inner bottom plating, deck stringers, 
plating, floors, keelsons, &c., also the breadths of edge laps of 
the above, and the number of rows of rivets in such butt- 
straps and edge laps, together with the spacing of same, 
are to be as stated in Tables 19, 20, and 21. 


Linina Princes. 


2. The space between the plating and the frames to 
have solid filling or lining pieces of iron or steel in one length, 
closely fitted ; to be of the same breadth as the frames, 
excepting in way of bulkheads, where they are to be fitted 
as stated in Section 19, paragraph 6. 


RIVETING AND RIVETS. 


(See also Tables 19, 20, and 21.) 


Section 25. 1. Workmanship.—The work is to be 
carefully closed with nut and screw bolts before the riveting 
is commenced. Unfair holes are to be properly rimed out 
and re-countersunk if necessary, and not to be cut witha 
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chisel or unduly drifted. The rivets are to be properly 
staved up so as to completely fill the holes, their heads are 
to be “laid up” close, and the points or outer ends are to 
be left full and are not to be below the surface of the plating. 


The Surveyors are to see that the rivet holes are 
properly formed, and the “ burr” caused by punching must 
be removed before the parts are fitted together for riveting. 


The rivet holes are to be regularly and equally spaced 
and carefully punched from the faying surfaces, opposite 
each other in the adjoining parts, laps, lining pieces, butt- 
straps and frames. The rivet holes in frames at the turn 
of the bilge are not to be punched until the frames are bent 
to the required shape ; the holes in way of the lands of the 
plating are to be drilled or “ beared” after the frames are 
faired in place, and the plate edges lined off. 


2. Quality and Testing of Rivets.—Rivets, whether 
of iron or steel, are to be of the best quality, and the 
Surveyors are to test samples of the rivets when delivered in 
the shipyards where they are to be used. 


3. Form of Rivet.—The rivets are to be in diameter as 
required by Tables 19 and 20, and to be increased in 
size under their heads to fill the rivet holes. Those used for 
outside plating are to be of the form shown in Table 20. 


4. Countersinking.—The countersinking of the rivet 
holes is to extend through the whole thickness of the plate 
or angle when the thickness does not exceed 60 of an inch, 
and when the thickness is above ‘60 of an inch, the counter- 
sinking is to extend through nine-tenths the thickness of the 
plate. The size of the countersink is to be in accordance 
with the figured dimensions shown in Table 20. 


5. Arrangement of Rivets.—The size and spacing of 
the rivets in the various parts of the structure are to be in 
accordance with the requirements of Tables 19, 20, and 21. 
The butts of outside plating, and all double and treble 
riveting, except in the keel, stem and sternpost are to be 
chain riveted. The keel, stem and sternpost, the butts of 
outside plating, deck stringers and tie plates on beams, 
keelsons, stringers, and all longitudinal ties, are to be at 
least double riveted in all vessels. The butts of deck plating 
are to be at least double riveted for half the length 
amidships. The butts and edges of the plating of watertight 
bulkheads may be single riveted, except the seam connecting 
the bulkhead plating to floor plate, which must be double 
riveted. 
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6. Number of Rows of Rivets in Seams of Outside 
Plating.—The landing edges of outside plating when above 
“36 of an inch in thickness from the keel to the upper turn of 

ilge, and when aboye *48 of an inch from the upper turn of 
ilge to the gunwale, must be at least double riveted ; below 
these thicknesses the edges may be single riveted. 

Where the side plating is above *84 inch in thickness, 
the seams of the same are to be treble riveted for four-fifths 
the vessel’s length amidships. The edges of the sheerstrakes 
are to be double riveted in all cases; except where the side 
plating is above *84 of an inch in thickness, when they are 
to be treble riveted. 

The thicker of the two plates is to regulate the size 
of the rivets and the requirements as to double riveting. 
When the plating is of a thickness amidships to require 
the edges to be double riveted, the same is to be continued 
all fore and aft. 


In vessels above 480 feet in length, with side plating 
not more than *84 inch in thickness, the landing edges 
are to be treble riveted for one-fourth of the vessel’s length 
in the fore and after bodies for a depth of one-third 
the depth of the vessel, the actual position of this treble 
riveting to depend upon the arrangement of shell plating and 
the special design of the vessel; or other equivalent 
strengthening to be afforded. 


Vessels of from 450 feet to 480 feet in length are 
to be additionally riveted at the before mentioned parts 
proportionately to their length, or to have other equivalent 
strengthening. Each case requiring this additional riveting 
of the seams is to be submitted for the approval of the 
Committee. 


7. Spacing of Rows of Rivets.—The breadth of butt 
straps, butt laps and edge laps are to be in accordance with 
the requirements of Tables 19 and 21. ‘The rivets are not 
to be nearer the butts or edges of the plating, butt straps, 
‘butt laps, or of any angle bar than a space equal to their 
own diameter. 

In edge riveting the space between any two consecutive 
rows of rivets must not be less than once and a half their 
diameter. 

In butt straps the space between any two rows must 
not be less than twice the diameter of the rivets, and in 
butt laps the space between consecutive rows is not to be 
less than two and a half times the diameter of the rivets. 


8. Doubling Plates —When plates have to be doubled 
the butts of these plates and of the doubling plates are to 
have the butt straps double or treble riveted, as may be 


required by Table 21, and in addition, these doubling plates 
are to be well riveted at the edges and middle of the plates 
between the frames, in addition to the rivets which pass 
through the frames, and the middle of the plates are to be 
riveted up before the edges. 


DECKS. 
Woop Decks. 


Section 26. 1. The flat of decks, if of wood, to 
be of good quality, properly seasoned, free from sap and 
objectionable knots ; the thickness to be as follows :— 


At Awning or 


At Upper Shelter Decks, 
Longitudinal Decks. 4 Sal — 
Number 

L x (B + D). Thickness. Thickness. 
Pine. | Teak. | Pine. | Teak. 

shore 1200 canna 2400 oak sy su inches. | inches. | 
» 2400 ,, 8700) 23 2 2} = 
» 8700 ,, 5200| 8 24 2} a 
» 9200 ,, 7000 3} 23 24 2 
» (000e,4,; 8600 3h 3 23 2} 
» 8800 ,, 11800 33 3 23 2} 
4 | 8} 3 24 


» 11800 ,, 82000 


The thickness of a wood deck below an upper deck need 

not exceed 3} inches. 

2, Pitch Pine and Yellow Pine.—Pine planks for 
weather decks should not be laid within a period of from 
four to six mouths (according to their thickness) after being 
cut; and where pitch pine is used for weather decks the 
breadth of the planks should not exceed 5 inches, and the 
period of seasoning should not be less than six months. 


3. Oregon Pine.—Oregon pine of good quality will be 
admitted for decks of vessels, provided it be laid with the 
grain vertical, and the width of planks and period of 
seasoning be as required for pitch pine. 


4, Artificial Seasoning.—The above required periods 
of seasoning will not be necessary in cases where satisfactory 
artificial means of seasoning are adopted. 


5. The Surveyors must ascertain that the requirement 
as to the seasoning has been complied with. 
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6. The deck is to be laid and caulked to the satisfaction 
of the Surveyors. 


7. When gutter waterways are adopted at the upper 
deck, the angle bar forming the inner edge of waterways is 
not to be less in thickness than 

50 where the thickness of the deck is 4 inches. 
“44 ” ” 34 inches. 
“40 3 ss 3 » 8 inches. 


” ” 


8. Margin Planks.—In all cases the margin planks 
of weather decks are to be either of Teak or Greenheart. 


9. Fastenings.—When the deck planks are 6 inches 
in width or under, single fastening will be sufficient ; but 
when they are above 6 inches and not exceeding 8 inches in 
width, there must be two bolts in each plank in every beam, 
one of which may be a short screw bolt; and planks 
exceeding 8 inches in width must be double fastened with 
nut and screw bolts. 


10. The upper deck to be fastened by galvanised 
screw bolts with nuts at the under side of the angle bar of 
the beams and tie-plates. The bolts must be properly sunk, 
with oakum and white lead under their heads, and be 
carefully covered over with turned dowels bedded in white 
lead, marine glue, or other suitable composition. 


Pine decks from 2 inches to 3} inches in thickness are 
to be fastened with bolts } inch in diameter, and where the 
decks are from 35 inches to 4 inches in thickness, by bolts 
2 inch in diameter. Teak decks from 2 inches to 2? inches 
in thickness are to be fastened with bolts }inch in 
diameter, and where the decks are from 3 inches to 3} inches 
in thickness, by bolts $ inch in diameter. 

11. Pads not to be used.—Where diagonal plates are 
fitted on the beams, the deck planks are to be scored over 
the diagonal plates, so as to fit closely on the beams, thereby 
avoiding the use of wood pads. 


STEEL DECKS. 
12. Steel decks are to be fitted as required by 
Tables 17 and 18 of the Rules. 
13. Where the beams at unsheathed iron or steel 
decks required by the Rules are not fitted at every frame 


(see Sec. 20, par. 4), the thickness of the plating is not to be 


ess than required by the following Table :— 


Spacing of beams in inches 42 to 44 46 to 54 


Thickness of plating) Steel... "36 “40 
amidships in inches Iron ... & A 


14. Continuity of Strength.—Where a steel or iron 
deck is required by the Rules care should be taken to 
preserve the continuity of strength at all parts where local 
stiffness is unavoidably introduced. If intercostal girders 
are not adopted for the purpose of supporting the beams 
such girders are to be fitted to prevent local straining between 
the coamings of hatchways, engine and boiler room openings, 
deck houses, &c., at the amidship portion of steel or iron 
bridge, awning or shelter, and upper decks as well as of the 
deck next below an awning or shelter deck. They should be 
efficiently connected to the various coamings and casings by 
laps or brackets, or if not in line with these they should be 
nade to scarph them by a sufficient distance. 


15. Steel Decks for one-half length—Where a steel 
deck is prescribed in Table 18 to be fitted for one-half the 
vessel’s length amidships, it is to be maintained the full 
breadth of the vessel for that length and then tapered 
gradually into the stringer plates for one-eighth the vessel’s 
length at each end. 


16. Wood Sheathing.—If a wood flat be laid over an 
iron or steel upper, awning or shelter deck, the thickness 
should not be less than 3 inches if of pine and 25 inches if 
of teak, and it should be efficiently secured between the 
beams to the deck plating. Steel or iron decks are not 
to be reduced in thickness from that given by Tables 17 and 
18, when sheathed with wood. 


The thickness of a wood flat laid over a steel or iron 
deck below an upper, awning or shelter deck need not exceed 
24 inches. 


17. Caulking.—All decks of steel or iron are to be 
caulked, unless sheathed with a properly caulked wooden 
deck. 


18. Deck openings.—Where large openings are cut in 
deck plating, compensation is to be given for the same. 


Where steel or iron decks are fitted as required by the 
Rules the thickness of the plating must be increased so as to 
efficiently maintain the strength of the deck in way of all 
hatchways and engine and boiler openings, and, in addition, 
doubling plates are to be fitted at the corners of all large 
deck openings, or the deck plating increased in thickness 
equivalent to the doubling plate. 


19. Iron decks will be admitted in lieu of steel decks, 
provided the thickness of the plating be ten per cent. in 
excess of the thickness required by Tables 17 and 18 for steel 
decks. 
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20. Water Testing.—All upper and weather decks of 
new vessels, of whatever material they are constructed, are, 
when complete, to have their watertightness tested by a hose 
in the presence of the Surveyors, who are to state in their 
First Entry Report the results of such tests. 


All gutterways of new vessels are to be tested by being 
flooded with water, where possible, to ensure watertightness, 
and the Surveyors are to state in their First Entry Report 
the results of such tests. 


STRINGERS ON BEAMS. 


Section 27. 1. Stringer plates are to be fitted upon 
the ends of each tier of beams. ‘Those upon the ends of: the 
upper, awning or shelter deck beams to be of the breadth and 
thickness given in Table 18, and those upon the ends of deck 
beams below upper, awning or shelter decks to be as given in 
Table 17. Deck stringer plates are to maintain their midship 
breadth and thickness for one-half the vessel’s length 
amidships ; from thence the breadth and thickness may be 
gradually reduced to those given in Tables 17 and 18 for the 
ends of the vessel. In way of a long bridge the upper deck 
‘stringer plates may be reduced in thickness as shown by 
Table 18. The stringer plates on widely spaced beams in hold 
to be as given in Section 21. 


2. The stringer plates on all deck beams are to be fitted 
home and riveted to the outside plating, all fore and aft, with 
angle bars of the dimensions required by Tables 17 and 18. 
The stringer plates of all decks below the upper, awning or 
shelter decks are to have an additional angle bar of the same 
dimensions fitted inside the reversed frames and extending 
all fore and aft. For stringer angles on widely spaced hold 
beams see Section 21. 


3. When the frames are extended through the upper 
deck stringer plate to form frames for bridges, poops and 
forecastles, there must be a continuous angle bar, of the size 
given in Table 17, wrought on the upper deck stringer plate 
inside the frames. 


4, The upper deck stringer angle bar is in all cases to 
be fitted on the upper side of the stringer plate. 


5. When gutter waterways are fitted to upper decks in 
vessels having poops or forecastles, the angle bars forming 
the ends of the gutters are to be welded, and the gutters to 
be carefully caulked. 


TIE-PLATES ON BEAMS. 


Section 28. 1. Where there are no steel decks laid, 
tie-plates are to be fitted on the beams, extending all fore 
and aft upon each side of the hatchways. Upon deck beams 
below the upper deck, on which no deck is laid, double angle 
bars of the sizes given in Table 17 for beam stringer angles, 
placed at middle line or at each side of the hatchways, will be 
admitted in lieu of plate ties. 


2. The tie-plates are to be of the width and thickness 
given in Tables 17 and 18, for half the vessel’s length 
amidships, tapered at the ends to the same thickness as the 
ends of the stringer plates. They are to be well riveted to 


‘ each other and to the beams and stringers. 


HOOKS AND CRUTCHES AND PANTING 
ARRANGEMENTS. 


Section 29. 1. Spacing of stringers at ends.— 
Stringers, where practicable, are to extend all fore and aft, 
and to be efficiently connected at their ends with plates forming 
hooks and crutches of the same thickness as the floor-plates 
amidships, and those below the hold beams are to be spaced 
about 4 feet apart. In vessels whose longitudinal number is 
above 18.200, an additional hook or crutch should be fitted 
at the ends of the vessel, between each tier of beams, to the 
satisfaction of the Surveyors. 


2. Beams in peaks.—Tiers of beams are to be fitted 
throughout the depth of peaks, the tiers being spaced not 
more than 8 feet apart. 


3. All vessels to have, in addition, provision made to 
prevent panting, by means of an extra tier or tiers of beams, 
also by bracket ‘knees, and stringer plates, fitted abaft the 
collision bulkhead. 


4. Where a vessel has considerable sheer, additional 
transverse strength in the form of beams or otherwise is to 
be provided, having regard to the form of the vessel. 


5. Panting beams and stringers are to be fitted at the 
after end of vessel where considered necessary by the Surveyors. 
Sketches of panting arrangements are in all cases to be 
submitted for approval. The stringer plates fitted below 
the lowest laid deck at the fore part of the vessel to prevent 
panting are to be worked intercostally between the frames, to 
be riveted to the panting beams, to be connected to every 
frame by a bracket knee, and to be attached to the outside 
plating by double angles, or by single angles with flanges 


_sutficiently broad to admit of double riveting. 
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ENGINE AND BOILER SPACE. 


Section 80. 1. Engine and Boiler bearers.—In 
steam vessels care must be taken that the engine and boiler 
bearers are properly constructed, and fitted with efficient 
longitudinal ties. Where the bearers interfere with the 
longitudinal strength of the vessel, they must extend a 
sufficient distance beyond the bulkheads of the engine and 
boiler space to compensate for the same. 


When engines of high power are fitted—Where it 
is intended to fit engines of greater power than in ordinary 
cargo carrying steamers, the engine seating is to be of 
proportionately greater strength, and to be specially adapted 
with this object in view by being connected to the sides of 
the vessel. Other means are, if necessary, to be adopted in 
order to ensure the rigidity and strength necessary to 
withstand the vibration produced in this part of the vessel. 


2. Strengthening in machinery space.—Additional 
strengthening by means of web frames, and “ strong” beams, 
or otherwise is to be provided in the machinery space. Plans 
showing the proposed additional strengthening are to be 
- submitted for approval. 


3. Clearance between bulkheads and boilers.—Coal 
bunker bulkheads are to be kept well clear of the boilers and 
their uptakes. Where the boiler room bulkhead is recessed 
for a donkey boiler, the recess is to be of a size sufficient to 
give space all round the boiler to admit of its being properly 
attended to. 


In order to afford protection against the heat from the 
boiler, the roof of the recess is to be not less than 4 feet 
clear of the top of the boiler, the space between the bunker 
or hold bulkhead plating and the chimney is to be not less 
than 18 inches, and a baffle plate is to be fixed between 
the chimney and the bulkhead ; other efficient means may be 
provided. Wood lining is to be fitted on the hold side of 
the recess plating with an air space between it and the 
plating. 


4. Tie-beams across recess.—When a recess extending 
above the hold beams is formed in the engine room bulkheads, 
the bulkhead is to be efficiently connected from side to side 
by a tie or bridle beam at about the height of the hold 
beams, strongly riveted to the plating and fitted with efficient 
gusset plates, 


5. Protection of deck under donkey boilers.—Where 
vertical donkey boilers are placed on the decks of vessels, the 
deck underneath them is to be protected by being covered 
with firebrick or cement not less than 2 inches in thickness. 
The deck on which fires may be drawn from any donkey 
boiler is also to be protected by firebrick or cement not less 
than 2 inches in thickness. 


6. Shaft tunnel—The plating of shaft tunnels is to be 
of the thickness required in Table 10 for the lower part of 
bulkhead plating ; the top plating in way of the hatchways 
to be not less than ‘10 of an inch thicker than the remaining 
plates, or to be covered with wood not less than 2 inches 
thick. 


The tunnel is to be strengthened with transverse angle 
bars of the size of the lower deck stringer angles spaced not 
more than two frame spaces apart, and 3 feet in way of the 
hatchways. ‘ 


The plating is to be caulked, and the tunnel tested with 
water from a hose to ensure its being watertight. 


The bulkheads and top plating of tunnel recesses to be 
strengthened and supported by similar angles, but spaced the 
same as the vessel’s frames ; the top plating where attached 
to the sides of the vessel to be made watertight with steel 
or iron collars or chocks, to the exclusion of wood or cement. 


The tunnel to be fitted with a watertight sluice door 
on the engine-room bulkhead, capable of being closed from 
the upper deck. 


If a pipe tunnel is led through the forward holds, its 
structure is to be the same as that of a shaft tunnel. 


ENGINE AND BOILER OPENINGS. 


Section 81. 1. Framing of openings.—The 
engine and boiler openings of the weather deck of steam 
vessels are to be properly framed for a height of not less than 
18 inches above the deck, the coaming plates to extend to 
the lower edge of the beams, and iron or steel casings 
connected to the coamings should be fitted to a height of 
about 7 feet above the deck. 


In awning or shelter, and part awning deck vessels 
the height of the casing need not exceed 4 feet 6 inches 
above the deck, provided suitable iron covers be fitted, and 
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the openings have coamings on the top of the casings not less 
than 9 inches in height. 


The thickness of the casings, where exposed, to be not 
less than that required for the side plating of poops, and to 
be efficiently stiffened by vertical angles spaced 30 inches 
apart, connected to the coaming plates. The thickness of 
the coamings to be *06 of an inch more than required for the 
casings. 


Where the casings are enclosed by a bridge, and efficiently 
protected from the force of the sea, a reduction from the 
above thickness might be admitted, provided in such cases 
a plan showing the proposed arrangement be furnished 
for approval. 


2. Trunk casings.—The engine and boiler openings in 
the ’tween decks of all vessels are also to be enclosed by trunk 
casings efficiently stiffened by angle bars 80 inches apart, 
and extending to the weather deck beams, to which they are 
to be secured. 


3. Strong iron doors will be allowed in these trunk 
casings, provided their lower parts are at least 18 inches 
above the deck, and efficient arrangements made for their 
security. 


4, Height of coamings.—When a poop, or bridge, 
covers the engine and boiler space, the coaming of the 
engine and boiler openings should not be less than 2 feet 
above such deck, unless these openings are constructed as 
provided for in the first paragraph of this Section. 


5. The engine and boiler openings should be made as 
small as practicable, and be subdivided by athwartship 
iron divisional bulkheads. The two sides of the casing 
should in all instances be efficiently connected by angle 
beams within them at the wpper part. 


6. Skylights and gratings.—The eugine-room sky- 
lights are to be substantially constructed, and to be 
securely bolted or riveted to the coamings, and where the 
skylight top is not solid, with bull's eyes fitted in the same, 
efficient deadlights must be provided. The grating openings 
over the stokehold must also be protected by plates, fitted 
with hinges, or otherwise in a manner satisfactory to the 
Surveyors. 

7. Plating in way of opening's—Where either of 
the openings exceeds 15 feet, or the combined length 
exceeds 30 feet, the beams in way of the same are to be 
plated over from the stringer to the tie-plates, the plating 
extending two beam spaces beyond the openings, and tapered 


from thence towards the stringer plate for a distance not less 
than the breadth of the plating required to be fitted. 


8. Where large openings are adjacent to each other, 
the intervening space between the openings is to be plated 
over. 


9. Steam Trawlers.—In all steam trawlers the deck 
beams should be wholly plated over in way of the engine 
and boiler casings, and the casings should extend down to 
the underside of the deck beams, and be connected to the 
deck plating with angle bars and to the half beam ends with 
angle lugs. If the casings be not extended down to the 
underside of the beams, they should be attached to the deck 


. plating with angles 44" x4}"x°36," having two rows of 


rivets in each flange. In order to ensure that the scantlings 
and construction of these casings are satisfactory in every 
case, detailed plans of the same should be submitted for 
approval, 


HATCHWAYS. 
(See also Sketches, pages 142 & 148.) 


Section 82. 1. Hatchway Beams.—Beams at the 
ends of hatchways may be fitted with a large single angle bar, 
on the side of the beams clear of the hatchway, of equivalent 
sectional area to the double angles required by Table 13. 
Half beams are to be fitted to alternate frames in way of the 
hatchways where a wood deck is fitted, and to every frame 
under a steel or iron deck, unless a wood flat is laid thereon, 
in which case half beams may be fitted to alternate frames. 


2. Depth of Coamings.—The side coamings are to 
extend to the lower edges of the beams at the ends of the 
hatchways. The end coaming plates are to extend to the 
lower part of the beams at the ends of the hatchways, and be 
riveted to them. 


3. Thickness of Coamings.—The thickness of coamings 
to be as follows :— 


Length of hatchways. eke. | Por 9 | 

Feet. Inches. Inches. 

Not exceeding 12 “36 “36 

Above 12 ana ,, . 16 “40 | "36 
Oe oe ces . 24 ‘44. | 40 

oe a ee ee + 26 “AG “40 

soe) 26 Aes, =) 28 48 “40 

ae it 2Odsagale es i. 30 “50 “40 


RULES FOR STEEL SHIPS. 47 


4. Height of Coamings above Deck.—The minimum 
heights of hatchway coamings above weather decks to be as 
follows, unless otherwise submitted and approved :— 


On awning or shelter decks, and 
bridge decks 
On upper decks (except under awn- 
ing, shelter decks, or long 
bridges), and raised quarter 
decks ake as dee 
On upper decks in wells of well 
deck steamers, and under ton- 
nage openings of — shelter 
decks op at Pip vhs 


18 inches. 


5. Shallow Coamings.—Shallow coamings to hatch- 
ways below the weather deck will be sanctioned, provided 
the total depth of the fore and aft carlings and coamings be 
not less than 16 inches in hatchways of above 10 feet and not 
exceeding 14 feet in length, 18 inches in hatchways of 
above 14 feet and not exceeding 18 feet in length, and 
20 inches in hatchways of above 18 feet and not exceeding 
24 feet inlength ; but in all cases the coamings are to extend 
at least to the lower part of the beams at the ends of the 
hatchways. Hatchway side coamings below upper deck 
to be °04 of an inch thicker than side coamings to upper 
deck hatchways of the same length. 


6. Where square corners are adopted, the angles 
connecting the side and end coaming plates are not to be of 
less thickness than the side coaming plates. 


7. Connection of Coamings to Deck—The coaming 
plates are to be connected to the deck plating or tie plates 
with angles of not less thickness than the side coaming plates, 
welded at the corners of the hatchways. Where a wood deck 
is fitted, the vertical flanges of the angle bars connecting the 
side and end coamings to the deck are to extend half an inch 
above the deck. 


8. Material —All hatchway coamings on weather decks 
and the companions at the fore-end of steamers to be of steel 
or iron. 


9. Half Beams.—Where half beams are fitted to 
alternate frames, they are to be connected to the coaming 
plates with double angles, and half beams fitted to every frame 
may be connected to coaming plates, with single angles of not 
less thickness than the side coamings. There are to be three 
rivets in each flange of the angles connecting coamings tc 
the half beams where the depth of the half beam is 74 inches 
to 94 inches, and four rivets where the depth is 10 inches to 
12 inches. 


10. Where there are no steel or iron decks, plates are 
to be fitted and riveted to the hatchway beams in order that 
the ends of the wood deck may be properly fastened, and side 
coaming plates are to be connected to deck plates of the 
thickness required for tie plates. The fore and aft tie plates 
in way of hatchways above 16 feet and not exceeding 22 feet 
in length are to be double the width of those given in Tables 
17 and 18 for a length extending two spaces of beams beyond 
each end of the hatchway. 


11. Plating in Way of Long Hatchways.—Where the 
length of hatchway is above 22 feet, the beams to upper 
deck (and deck above if fitted) are to be plated in way of 
same, and the plating is to be tapered before and abaft to 
stringer plate. 


Where steel or iron decks are fitted in accordance with 
the Rules, the thickness of the plating must be increased so 
as to efficiently maintain the strength of the deck in way of 
all hatchways and engine and boiler openings, and, in addition, 
doubling plates are to be fitted at the corners of all large 
deck openings, or the deck plating.increased in thickness 
equivalent to the doubling plate. 

12. Web Plates and Shifting Beams.—Hatchways 
of above 10 feet and not exceeding 16 feet in length are to 
have shifting beams formed of plate and four angles, 
3” x 8” x 40”. If the hatchways are not more than 12 feet 
in width, the shifting beam is to be 12” x °40” and if 
above 12 feet and not exceeding 16 feet in width 15” x -40". 

When the length of a hatchway is from 16 feet to 
20 feet, a web plate beam is to be fitted at the middle of the 
length, extending in depth to the lower edges of the coamings. 
If the length is above 20 feet and not exceeding 30 feet, two 
web plate beams are to be fitted. 

Efficient means are to be provided for securing the 
shifting beams and web plates to the coamings. 

The web plate beams are to be stiffened at the upper 
and lower parts with double angles, and the thickness of the 
web plate is to be the same as that of the end coamings. 
Web plate beams in hatchways below the weather deck where 
shallow coamings are fitted are to be of not less thickness 
than the coamings to which they are attached, and to extend 
to the lower edge of the coamings. 

Where shallow coamings are fitted, as described in 
paragraph 5 of this Section, the depth of the web plate at 
middle is to be not less than one and a quarter times the 
depth at ends, and the upper and lower parts of the web 
plate are to be stiffened with double angles. 


13. Fore and Afters.—_Fore and afters are to be fitted 
in hatchways as follows :— 
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The angles on the centre fore‘and afters are not to be 
less than 3”x2}"x"30 inch where the depth of the 
bulb plate does not exceed 9 inches, and not less than 
3x3" x"36 inch where the depth is above 9 inches. 
The double angles on the side fore and afters are not to be 
less than 24'’ x 24'’x°30 inch. The wood fore and afters 


are to be of pitch pine, or other wood of not less hardness 
and strength, free from shakes or other defects; and the 
centre fore and afters are to be cut from the solid wood. 
When wood fore and afters are used iron plates are to be 
fitted to their ends. All fore and afters to be efficiently 
supported at the end coamings and web plate beams with 
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castings or angles having a bearing of not less than 
2 inches; and fore and afters, whether of steel or wood, 
should also be supported by the shifting beams when such 
are fitted in the hatchway. 


14. Hatch covers when fore and afters are fitted.— 
The hatches of all vessels to be solid (or gratings of 
sufficient strength) and not less than 24 inches thick in 
hatchways not exceeding 16 feet in breadth; where this 


breadth of hatchway is exceeded the hatches are not to be 
less than 3 inches in thickness, where fore and afters are 
fitted as described in paragraph 18. Efficient supports 
are to be provided, having at least 13 inches bearing, for 
the ends of the hatches. 

15. Where fore and afters are dispensed with, deep 
transverse web plates are to be fitted in the hatchways as 
given in the following table :— 


ee NN LL LL 


UPPER AND ALL WEATHER DECK HATCHWAYS. 


Spacing of Web Plates 


Spacing of Web Plates 


Above 4 feet and not exceeding 4 feet 6 inches.||Above 4 feet 6 inches and not exceeding 5 feet. 
Breadth 
of Minimum depth below Minimum depth below 
Hatches, and thickness. | Double Angles on || Hatches, and thickness. | Double Angles on 
Hatchway. os Upper and Upper and 
Centre. Ends. Lower Parts. Centre. | Ends. Lower Parts. 
= 
Feet. Inches. Inches. Inches. Inches. Inches. Inches. 

Above 12 onan 14 | 14 x°34 | 11 x°34 3x 3 x *40 16 x°34 | 12 x°34 3x 3 x °40 
ay x 16 | 16 x°34 | 13 x°34 3x 3 x °40 19 x°84 | 14 x°34 3 x 3 x *40 
3+ 26) 3) US lsies4 itexeds Wt Aa ere) 21 x°34 | 16x °384 | T4 x 8 x °40 
» 18 , 20 | 20 x40] 16 x°40 t4 x 3 x °40 23 x°40 | 18 x°40 | 4 x 8 x “40 


HATCHWAYS BELOW THE UPPER DECK. 


avove 12 amine 14 | 18 x-40 18 x40 | 8x 3x ‘40 || 15 x40 18 x40 | 3x 8 x “40 
ee pla yn SUG ELD X40) LS 0 8x 8 x 40 |] 17 x40 | 14 x 40 3 x 38 x ‘40 
gh tae Pie x40 14 x40 | $4 x 3 x °40 || 18 x40 | 15 x40 | t4 x 8 x 40 

20 x44 | 16 x°44 | T4 x 8 x *40 


» 18 4» 20 | 18 x44 | 


15 x°44 |] t4 x 8 x °40 


+4 inch flange fitted horizontally. 


The web plates are to be of the depth and thickness 
given in preceding Table, and are to be stiffened at the 
upper and lower parts by double angles, and alternate 
web plates are to be extended to the top of the wood hatches. 
[f necessary, the web plates are to be increased in depth at 
the ends or are to have bracket plates fitted so as to extend 
to the lower edge of the coaming plates. The web plates 
are to be securely attached to the coamings by double angles 
343 inches and of not less thickness than the web plates, 
or other efficient arrangements for securing the same are to 
be provided. 


Hatch covers when no fore and afters are fitted.— 
Where this arrangement of web plates is adopted the hatches 
are to be solid (or gratings of sufficient strength) and not 
less than 8 inches in thickness, and efficient supports are 
to be provided, having not less than 3 inches bearing, for 
the ends of the hatches at the end coamings. 


16. Additional requirements for large hatchways.— 
Plans of hatchways more than 30 feet in length or 20 feet 
in breadth, showing the scantlings and arrangements of deck 
plating, beams at ends of hatchways, coamings and web 
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plate beams are to be submitted’ for approval, together with 
the additional transverse strengthening proposed in way of 
the same, either by means of web frames, increased depth of 
framing, or by double reversed frames. 


17. Cleats not more than 2 feet apart from centre to 
centre are to be fitted to the coamings for the purpose of 
efficiently securing the tarpaulin covers. The cleats to be 
of strong section. Flat iron bars and suitable wedges or 
other efficient means to be provided for securing the 
tarpaulins. 


18. Wing boards.—In vessels having self-trimming 
hatchways, wing boards are to be fitted for preventing the 
shifting of cargo. 


COAL BUNKER PIPES AND LIDS. 


Section 38. Coal bunker pipes, where practicable, 
are to be formed so as to be at least 12 inches above the 
upper deck, fitted with lids having studs to fit in openings 
made in the pipes, for their security; the pipes to be so 
formed that a tarpaulin may be securely lashed over them. 
Where there are coal bunker hatches in the weather deck 
they must be properly framed with coaming plates of 
suitable height having solid hatches secured by an iron bar 
or other approved fastening. 


MASTHOLES. 


Section 34. In way of mast wedging, where iron 
or steel decks are not fitted, plates are to be riveted to 
the beams of not less thickness than is required for stringer 
plates amidships, and of not less width than three times the 
diameter of the mast. In steamers the mast ring is to be 
of plain angle of not less size than the bulb angle frames 
required in peaks. 


VENTILATORS. 


Section 85. 1. Number and Size.—lIt is recom- 
mended that ventilators, sufficient in number and size, be 
efficiently fitted to upper decks of all vessels. 


2. Ventilator Coamings.—The coamings of weather 
deck ventilators should not be less than 3 feet in height and 
of the following thicknesses :— 

exasting 12 inches in diameter... } of an inch. 
Avove 12inchesama ,, 15 ,, t ce ” 
” 1 » 24 ” ” eo 3 ” 


Where a steel or iron deck is fitted, these coamings are 
to be connected to it with angles yg of an inch thicker than 
the coaming. Where there is no steel or iron deck fitted, 
plates are to be fitted under the wood deck to take the bolt 
fastenings. 


3. Covers.—Means are to be provided for efficiently 
closing the openings when the cowls are wnshipped. 


When scuttles are fitted for ventilation in the topsides 
of vessels, strong covers for them are to be provided; these 
covers to be efficiently fitted, to the approval of the Surveyors. 


4. Compensation for cutting side scuttles.—Where 
scuttles are fitted in the sheerstrake within three-fifths of the 
vessel’s length amidships, compensation is to be given either 
by an extra thickness in the sheerstrake, doubling plate in 
way of the scuttles, or else by the introduction of strong 
angle bars over them. 


PORTS AND SCUPPERS. 


Section 36. 1. All vessels must be fitted with a 
sufficient number of freeing ports and scuppers, to readily 
discharge any large quantity of water from the upper deck. 
The ports and flaps, where such are adopted, are to be hung 
by strong hinges with yellow metal pins, and the scuppers 
formed in the vertical flange of the upper deck stringer angle 
bar, which is to be increased in depth so as to enclose the 
scuppers; or any other equally efficient plan may be adopted. 


2. Where the bulwark plating and main rail are cut 
through to form a gangway or cargo port, the bulwark stays 
at each end of the port should be of increased strength, to the 
satisfaction of the Surveyors. 


3. A sufficient number of scuppers, with proper pipes 
attached to them, are to be fitted in all ‘tween decks below 
upper deck to convey water or leakage to the bilges. 

4. In “Well deck” vessels, the freeing port area in the 
“ Well” should be in accordance with the following Table :— 


Length of Bulwarks 
in “ Well,” in feet. 


Freeing Port Area on each 
side, in square feet. 


30 ws tee on 9°5 
35 Bd ms aes 10°0 
40 ae a at 10°5 
45 <a ote ny 11°0 
50 Ar Bie s. 11°5 
5D a Tey di 12°0 
60 a8 Sf oy 12°5 


65 and above, one square foot to each 5-it. length 
of bulwarks, 
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WINDLASS AND HAWSE-PIPES. 


Section 37. 1. The windlass is to be of suitable 
size for the cable, and to be efficiently secured. 


2. The hawse-pipes must be of sufficient size and 
thickness, and the outside flange of proper form to admit of 
an easy lead for the cable to the windlass or capstan. 


CHAIN PLATES. 


Section 38. The chain plates to be in proportion 
to the size of the vessel, and riveted efficiently to the 
outside plating (not bulwark plating), the sheerstrake being 
preferable. 


PUMPING ARRANGEMENTS. 


Section 39. 1. In steam vessels the pumping 
arrangements according to the division of holds, &e., are 
to be as follows :— 


2. Holds with double bottoms.—In the double bottom 
of each compartment of the holds and of the engine and boiler 
space, a steam pump suction is to be fitted at the middle 
line, and one on each side to clear the tanks of water when 
the vessel has a heavy list. 


Where there is considerable rise of floor towards the 
ends of vessels, the middle line suction only will be required. 
A steam pump suction and a hand pump are also to be fitted 
to each bilge in each hold where there is no well. 


Where there is a well, one or three steam pump suctions 
are to be fitted in the same according as there is considerable 
or little rise of floor, and hand pumps are to be fitted at the 


bilges. 


3. Holds without double bottoms.—Where there is 
considerable rise of floor, one steam pump suction and one 
hand pump are to be fitted in each hold. Where there is 
little rise of floor, two or three steam pump suctions and at 
least one hand pump are to be fitted to each hold. 


4. Engine and boiler space.—Where a double bottom 
extends the whole length of the engine and boiler space, two 
steam pump suctions are to be fitted to the bilge on each 
side. Where there is a well, one steam pump suction should 
be fitted in each bilge and one in the well. Where there is 
no double bottom in the machinery space, centre and wing 
steam pump suctions should be fitted. 
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The rose box, or strum, of the bilge injection is to be 
fitted where easily accessible. The main engine bilge pump 
and the donkey pump are to be arranged to draw from all 
compartments, and the donkey pump is to have also a 
separate bilge suction in the engine room, which can be used 
at the same time as the main engine bilge pumps are 
drawing from any other part of the vessel. 


5. Fore and After Peaks.—If the peaks are fitted as 
water ballast tanks, a separate steam pump suction is to be 
led to each. If not used for water ballast, an efficient pump 
is to be fitted in the fore peak. If the after peak is used as 
a ballast tank, no sluice valve or cock is to be fitted to the 
after bulkhead ; but if it is not so used, and if no pump is 
fitted in it, a sluice valve or cock is to be fitted to the after 
bulkhead, to allow water to reach the pumps when required. 


6. Tunnel.—The tunnel well is to be fitted with a 
steam pump suction. 


7. All Hand Pumps are to be capable of being worked 
from the upper or main decks or above the Load Water Line, 
the bottoms of the pump chambers are not to be more 
than 24 feet above the suction rose, and the pumps are to be 
tested by the Surveyors to ensure that water can be pumped 
from the limbers. The sizes of the hand pumps are to be 
not less than those given in the following Table :— 


Hand Pumps in Holds. 
r Upper Deck. = 
Tonnage under Upper Deck : Tiihabor 
Diameter of Tail 
of Barrel. Pi 
ipe. 
Inches, Inches. 
In vessels not exceeding — 500 tons z| 2 
Above 500 tons but not 
rxyceedi 1 . 
exceeding 1,000. ,, 1} | 2} 
A AUN ey 2,000 4, 5 24 
» 2,000 tons... ees tne 54 oe 


In lieu of band pumps in each compartment, an 
approved fly wheel pump may be fitted if it is connected to 
the steam pump bilge suction pipes of these compartments. 


The hand pumps may be dispensed with in vessels which 
have two independent boiler rooms, or a donkey boiler above 
the bulkhead deck, and steam pumps (workable from either 
source of steam) in two separate compartments, connected to 
the suctions. 


D 
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8. No Sluice Valve or Cock is to be fitted to the 
collision bulkhead. 


9, No Sluice Valves or Cocks are to be fitted to the 
engine room or other watertight bulkheads’ unless they are 
arranged so as to be at all times accessible. 


10. When Sluice Valves are fitted, they are to be so 
arranged as to be controlled above the Load Water Line, 


and the rods are to be boxed in to prevent injury. 


11. Sounding Pipes are to be fitted on each side of 


holds and ballast tanks, and a doubling plate is to be fitted 


under each. 


12. Air Pipes are to be fitted to each ballast tank as 
required. 


13. All Cocks and Valves in connection with bilge and 
ballast suction pipes are to be fitted in places where they are 
at all times accessible. 


14. All Bilge Suction Pipes are to be fitted with strum 
boxes or strainers, so constructed that they can be cleared 
without breaking the joints of the suction pipes. The total 
area of the perforations in the strainers should be not less 
than double that of the cross section of the suction pipe. 


15. The filling pipes for deep tanks which can be 
used for either cargo or ballast must be controlled by valves 
placed in an accessible position, and so arranged that when 
the tank is being used for cargo it will be impossible to fill 
it with water. This result is to be obtained by taking out a 
short bend or wedge piece and fitting blank flanges in its 
place, or in some other way to be submitted to and approved 
by the Committee. 


16. The Pipes for bilge or ballast suctions are to be 
fitted with flanged joints in convenient lengths, so that they 
may be easily disconnected for clearing. In the case of cast 
iron suction pipes, which are not also used as tank filling 
pipes, or which cannot be subjected to sea pressure, spigot 
and faucet joints made with india-rubber rings fitted over 
the spigots might be adopted, except in the case of bilge 
suction pipes passing through ballast tanks, which should be 
fitted with flanged joints. 


17. The Suction Pipes to fore and after peaks, and to 
the tunnel well, should not be less than 2} inches inside 


diameter, except in vessels not exceeding 500 tons under 
deck, in which case they may be made 2 inches. 


18. The Bilge Injection should not be less than two- 
thirds of the diameter of the sea inlet to the circulating 
pump. 


19, The inside diameter of other bilge suction pipes 
should not be less than given in the following Table :— 


: 28g | 
ay sad Bed 
SE uate Meech 3 ag 
| Seg | FS Pe 
age | ges no 
BSI uot =B sa 
2 38 © o & Oa 
Bang | ag Ho 
my 2ro ag as 
TONNAGE UNDER Upper DECK. | Og5 | “58 | “¢ 
feo | aoa] 2s | 
380 | s38| se | 
aoe | 838 | ga 
oe Bes in| 
pemsaaa.| Oe | 
F ae B | 
2B Boe | #8 | 
| Ra | BSE | BS 
. Inches. | Inches. | Inches, 
In vessels not exceeding 500 tons) 2 2 2 
Above 500 tons but not 
exceeding 1,000 ,, | 24 2 Bi bal 


eS ENIO atg ” e el TAGDD tg 


sy 1,500: 99» 2,000. - 54) £8 23 | 24 | 
Pe eH oe Soo Sys 21 
,, 3,000 tons... a Reel aaa $1 23 


In cases where more than one suction to any one com- 
partment are connected to the pumps by a single pipe, this 
pipe should be not less than the size required for the centre 
suction. 


COCKS, VALVES, AND SOIL PIPES. 


Section 40. 1. All head and stern pumps if fitted 
are to be provided with sea-cocks fitted to the outside 
plating to the satisfaction of the Surveyors, and in places 
where they are at all times accessible. 


2, Storm Valves.—Where soil or scupper pipes are 
attached to the outside plating below or near the Load Water 
Line, storm valves are to be fitted in substantial metal castings 
other than cast iron. The lower length of pipe should be of 
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galyanized iron or steel of substantial thickness, not less 
than standard steam pipe quality and thickness, or if of lead 
it must be efficiently cased with zinc. Where passing through 
cargo or bunker spaces the pipes are to be protected by a 
substantial casing, but wood casing is not to be used in coal 
bunkers. 


CEMENT. 


Section 41. 1. The frames and plating of the 
bottom of all vessels to the upper parts of the bilges to be 
thickly and efficiently covered with Portland or other 
approved cement, which may be mixed with sand or other 
suitable substance. Care to be taken to have a proper 
thickness of cement at its termination, and to keep the 
watercourses clear all fore and aft. The whole to be to the 
satisfaction of the Surveyors. 


2. Where asphalt, enamel cement, or similar com- 
positions are to be used, the same must be sanctioned by the 
Owners, and samples are to be submitted for the approval of 
the Committee. 


The condition of such compositions is to be ascertained 
by the Soviety’s Surveyors biennially, and vessels coated with 
compositions as above described will be distinguished with a 
record of ‘ Asp.” in the Register Book. 


CEILING. 


Section 42. 1. Close Ceiling. All vessels to be 
closely ceiled from the main keelson to the upper part of the 
bilges, the ceiling to be secured in such a mamner as to be 
easily removed. 


2. The ceiling on the floors of vessels not having 
double bottoms should be made in hatches where practicable, 
of convenient sizes, and when not so arranged to be fastened 
to the reversed angle bars or frames in such a manner as to be 
removed when required for the purpose of survey, or for 
cleaning and painting. 


3. The ceiling on the double bottom of a cargo 
hold may be omitted, except under the hatchways and 
over the limbers at the bilges. If the ceiling is omitted 
under hatchways the tank top plating is to be increased 
‘08 inch in thickness in way of the hatchways. Where 
the manhole covers in the double bottoms of cargo holds, or 
their fittings, project above the tank top, and the ceiling is 
omitted, they must be protected by fitting an angle coaming 
around each manhole with a hatch either of wood or of steel 
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fitted therein. Where the plating is protected with wood 
ceiling it should be 23 inches thick and laid on battens 14 
inches thick, to admit of drainage water passing to the 
wells, or the ceiling may be laid on the top of the inner 
bottom embedded in a substantial covering such as Stockholm 


‘tar and cement. The ceiling on double bottoms to be re- 


moved when the tanks are required by the Rules to be tested. 


4, Thickness.—The wood ceiling is to be 2 inches 
thick in vessels having a longitudinal number not exceeding 
5,200. In all larger vessels the ceiling is to be 24 inches in 
thickness. 


5. Cargo battens to be fitted from the upper part of 
the bilges upwards, including the ‘tween decks of all types 
of vessels, and in permanently enclosed spaces in bridges, 
poops and other deck erections. In spaces exclusively 
intended for carrying coal, cargo battens may be dispensed 
with. 


6. Vessels carrying Cargoes not liable to injury 
through cargo battens not being fitted—Vessels 
exclusively engaged in carrying coal, ore, wood, pig iron, 
pitch, coke, case oil, china clay, or nitrate of soda, need not 
have cargo battens fitted, but in each such case the certificate 
of classification will have the following words written on it, 
viz. :—“ Subject to the vessel being engaged exclusively in 
carrying coal, ore, wood, pig iron, pitch, coke, case oil, china 
clay, or nitrate of soda, while without cargo battens.” 


STEERING GEAR. 
(See also Table 25.) 


Section 48. 1. Rudder Stops.—Suitable stops for 
the rudder should be securely fastened to the deck in way of 
the tiller or quadrant tiller. Where a suitable brake is fitted 
to the tiller or quadrant tiller, or where the steering quad- 
rant is geared direct on to the steam steering engine, the 
deck stops may be dispensed with. The stops of the steam 
steering engines should be fitted at a smaller angle of helm 
than the rudder stops, so as to prevent excessive strains 
consequent on a rudder being forced against its stops. 


2. Spare Tiller.—Vessels which have not two inde- 
pendent steering gears are to have spare tiller and gear 
ready for use when required. 


3. Independent Means of Steering —Where combined 
hand and steam steering gear is adopted, and in which both 
gears depend upon the efficiency of a keyed quadrant or 
tiller, independent means of steering must be provided. 

d 2 
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Steamers above 250 feet in length are to be fitted with 
two independent steering gears, one of which must be a 
steam or other mechanical steering gear, and it is recom- 
mended that the two controlling wheels of the mechanical 
gear should be placed one at the gear and the other one on 
the navigating bridge. 


4. Protection of Steering Gear.—In steamers above 
250 feet in length, not having full poops or awning or 
shelter decks, the after steering wheel and gear are to be 
protected by a substantially constructed iron or steel deck 
house or hood. 


5. Springs or buffers are to be fitted to all steam 
steering gears of steamers. 


6. Steering Chains or Rods.—The diameters of steer- 
ing chains or rods are to be as given in Table 25 for the 
yarious diameters of rudder heads and the corresponding 
radii of quadrant tillers. Where the radius of quadrant or 
length of tiller adopted differs from that given in the Table, 
the diameter of steering chain is to he calculated from the 
following formula :— 


D>. 
ar== "38 R 


where d = diameter of chain in inches ; 


D =diameter of rudder head in inches according to 
Table for rudder heads. 


R=radius of quadrant or length of tiller at the 
centre of the chain in inches. 


7. Leads of Steering Chains.—Care should be taken 
that the leads of the steering chains are made as direct as 
possible, sharp nips or bends being avoided. 


8. The diameters at the centre of the chain of leading 
block sheaves are not to be less than sixteen times that of 
_the steering chains, and the pins of the sheaves are not to be 
less than twice the diameter of the chains. 


AWNING OR SHELTER DECK VESSELS AND 
VESSELS WITH PART AWNING DECKS. 


Section 44. 1. In an awning or shelter deck vessel 
the transverse number is to be obtained from measurements 
taken to the deck next below the awning or shelter deck, 
provided the distance between these decks does not exceed 
8 feet. Where the height of ’tween decks exceeds 8 feet 
the measurement is to be taken to a point 8 feet below 
the awning or shelter deck. 


2. Freeboard a condition of Class.—It is a condition 
on which an awning or shelter deck, or part awning deck 
vessel is classed in the Society’s Register Book that the 
freeboard assigned shall be marked on the vessel’s sides as 
hereafter described.* The freeboard will also be inserted 
in the certificate of class and recorded in the Register 
Book. If the vessel proceed to sea with a less 
freeboard than that approved by the Committee, or if the 
freeboard mark be placed higher than the position assigned 
by the Committee, the vessel will be liable to have her class 
expunged from the Register Book. 


3. Forfeiture of Class.—In all such cases, if the vessel 
has for any reason forfeited her class, the freeboard assigned 
as a condition of classification will be omitted in reprinting 
the Register Book, unless the class be previously reinstated. 


4, Notation in Register Book.—Vessels to which this 
Section applies as regards an entire awning or shelter deck 
will be noted in the Register Book thus :—“ Awng. dk.” 
“ Shelter dk.” Those having a part awning deck will be 
noted “ pt. Awng. dk.” 


5. Deck Erections on Awning or Shelter Deck.— 
When it is intended to fit erections on an awning or shelter 
deck, plans are to be submitted for the consideration of the 
Committee, showing the additional strengthening proposed to 
be fitted. Where a superstructure intended for passenger 
accommodation is to be built upon another superstructure, 
the deck beams above such accommodation are to be plated 
over in way of same. 


6. Scantlings and Riveting.—The scantlings of the 
awning or shelter deck plating, side plating and stringer 
plates are to be as required by Table 18. The attachments 
and riveting ‘of the butts, edges, &c., of the awning or shelter 
deck stringer and plating, sheerstrake and side plating are to 
be as required by Tables 19, 20, and 21, at an upper deck. 
The awning or shelter deck stringer angles are to be of the 
size given in Table 18 for upper deck stringer angles. 


7. Framing.—All the frames are to extend to the 
awning or shelter deck stringer plate, and they are to be 
of the sizes given in Tables 2, 3, and 5, but in no case are 
they to be less than 35" x 3" x °80 inch. 
frames are to extend to the height required by Section 11. 


The reverse 


8, Bulkheads and Casings.—The collision bulkhead 
is in all cases to extend to the awning or shelter, or part- 
awning deck, the remaining bulkheads may stop at the deck 


* See Notes of Freeboard requirements printed at end of Rules. 


RULES FOR STEEL SHIPS. 55 


next below, but a deep web frame or partial bulkhead is to be 
fitted on each side in the ’tween decks in continuation of each 
watertight bulkhead fitted below. Engine and boiler room 
hatchways on the deck next below awning or shelter, or part 
awning decks, to be enclosed by steel or iron trunk bulkheads 
efficiently strengthened, and extended from that deck to the 
awning or shelter or part-awning deck. (See Section 31, 
paragraphs 1 and 2.) 


9. “Upper” Deck—The deck below an awning or 
shelter deck, or part-awning deck, is to be laid and caulked. 
Coamings and hatches are to be fitted as to a weather deck, 
but the height of the coamings may be as required at the 
deck below an upper deck. (See Section 32.) 


10. Deck Stringer to deck below awning or shelter 
deck.—This deck stringer plate is to be fitted and connected 
to the outside plating by angle bars between the frames of 
the size given in Table 17 for upper deck stringer angles in 
way of erections, and in addition, an inner stringer angle 
bar of the same size, passing continuously fore and aft, 
must be fitted inside the frames. The space between this 
angle bar and the outside plating all fore and aft, to be 
filled in and made watertight. 


POOPS, BRIDGES, AND FORECASTLES. 


Section 45. 1. “Short” Deck Erections.—In poops 
and forecastles, also in bridges not exceeding the lengths 
provided for in Table 17, the side plating, deck stringer 
plates and angles, tie plates and deck plating are to be of the 
scantlings required by that Table. The seams of the side 
plating may be single riveted except at the ends of the 
bridge, where they are to be double riveted for a length of 
about 20 feet. Where the bridge side plating is above “48 
inch in thickness the seams are to be double riveted 
throughout the bridge. The butts of the side plating 
should be not less than double riveted. 


2. “Long” Bridges.—W here the length of bridge exceeds 
that provided for in Table 17 the scantlings of the bridge 
side plating, deck plating and stringer plates and angles are 
to beas required by Table 18, The attachments and riveting 
of the butts, edges, &c., of the bridge deck stringer 
and plating, sheerstrake and side plating are to be as 
required by Tables 19, 20, and 21. Where the seams of 
the side plating may not be required to be double riveted 
throughout, they must be double riveted for a length of 
about 20 feet at the ends of the bridge. 


3. Framing.—-All frames are to extend to the poop, 
bridge, or forecastle stringer plate. Partial bulkheads are to 
be fitted in bridges in way of large deck houses, also in 
continuation of watertight bulkheads fitted below, and at 
such other places as may be considered necessary by the 
Surveyor. 


4, Reversed Frames in Forecastles.—In top-gallant 
forecastles of vessels whose longitudinal number is above 
14,000, the alternate reversed frames are to extend to 
the forecastle deck, or other efficient means of strengthening 
the forecastle may be adopted if approved by the Committee 


5. Beams and Pillars.—The poop, bridge, and forecastle 
beams are to be of the sizes given in Table 12, and placed at 
every alternate frame. Where an iron or steel bridge deck is 
fitted, the beams are to be of thesizes given in Table 11, and 
placed at every frame unless the iron or steel deck is sheathed 
with wood, in which case the beams may be placed at 
alternate frames, except in vessels over 450 feet in length, 
when the beams are to be fitted at every frame whether the 
plating is sheathed or not. (For diameter of pillars, see 
Tables 14 and 15.) 


6. Upper Deck Stringer Plate——The upper deck 
stringer plate in way of the deck erections is to be fitted and 
connected to the sheerstrake by angle bars between the 
frames, of the size given in Table 17, and in addition an 
inner stringer angle bar of the same size passing con- 
tinuously fore and aft must be fitted inside the frames. The 
space between this angle bar and the sheerstrake to be filled 
in and made watertight. 


7. Wood Decks.—The wood decks of these erections are 
to be as stated in Section 26. 


8. Strengthening at ends of Bridges and long Poops. 
—The upper deck sheerstrake is to be doubled its full 
breadth with plates not less than 20 feet in length and the 
stringer plate doubled or increased in thickness at the ends of 
abridge. This additional strengthening is also required at 
the fore end of a poop or after end of a forecastle which 
exceeds one-fourth of the vessel’s length. The oulwark 
plating at these parts is to be increased in thickness and 
supported by bracket plates; the freeing ports should have 
rounded corners and substantial rims, and the nearest 
stanchions to the ends of bridge or front of a long poop are 
not to be more than 5 feet from bridge or poop bulkhead and 
to be of additional strength, to the satisfaction of the 
Surveyors. 
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9, Superstructures.— Where a superstructure intended 
for passenger accommodation is to be built upon another 
superstructure, the deck beams above such accommodation 
are to be plated over in way of the same, 

10. Vessel’s Proportions.—All vessels having a length 
exceeding 134 depths to the upper deck are to have a 
bridge extending over the midship half length of the vessel 
or such special compensation for extreme proportions as may 
be required by the Committee. 

11. Poop and Bridge Bulkheads.—Bulkheads at the 
fore end of all bridges and poops are to be of the thickness 
required for the side plating of short bridges, but need not 


exceed *40 of an inch in thickness, with coaming plates , 


‘04 of an inch thicker than the bulkheads. Those erections 
extending over the engine and boiler or other deck openings, 
are to have the bulkheads stiffened with bulb angles of the 
sizes stated in subjoined Table. 


| | 
Breadth Size of Bulb Breadth of | Size of Bulb 
of Ship. | Angle Stiffeners. Ship. Angle Stiffeners. 
Feet. Inches. Feet. Inches. 
24 5 x 3 x °40 46 74 x 84 x °56 
30 "6x8 x ‘44 50 8 x 34 x64 
36 7x 3 x ‘50 54 84 x 34 x64 
42 7x 8x ‘56 || 58 and above} 9 x 34 x64 


The stiffeners are to be spaced 30 inches apart, and 
connected both to the coaming plates and to the deck 
plating, or to an athwartship plate on the beams both below 
and above, with a bracket plate to each end of the bulb 
stiffener. Bulkheads at the fore end of poops not extending 
over engine and boiler, or other deck openings, to be 
stiffened with plain angles of the size required for frames 
in the fore and after peaks, spaced 30 inches apart. The 
“bulkheads at the ends of all poops, bridges, and forecastles 
are to be placed over a deck beam. 


12. Deck Erections on Small Vessels.—Where it is 
proposed to fit a poop, bridge, or top-gallant forecastle to a 
vessel whose moulded depth does not exceed 15 feet, plans 
showing the proposed additional transverse strengthening 
are to be submitted for the consideration of the Committee. 


RAISED QUARTER-DECKS. 
(See also Sketches on page 144.) 
Section 46, 1. Framing and Side Stringers.— 


The scantlings and arrangements of framing and side stringers 


in the way of a raised quarter-deck must be in accordance 
with the Rules for the increased depth of vessel, having 
regard to the position of the lowest tier of beams, as described 
in Section 2, paragraph 4. 


2. Side Plating and Deck Stringers.—The scantlings of 
raised quarter-deck stringer, sheerstrake and strake below are 
to be as required by the Rules for a vessel of the depth and 
proportions to the raised quarter-deck. 


3. Beams.—The size of beams of raised quarter-deck 
to be regulated as prescribed in Tables 11, 12, and 13. 


4. Strengthening at Break.—The upper deck sheer- 
strake is to be extended for a reasonable distance abaft the 
break and to be doubled or increased in thickness in way of 
the same; except in the case of a raised quarter-deck 
connected to a long bridge, when the raised quarter-deck 
sheerstrake is to be doubled or increased in thickness at the 
break. he bulwark plates of the raised quarter-deck 
adjoining the bridge side plating are to be increased in 
thickness and the upper deck sheerstrake is to be doubled at 
the front of the bridge. 


5. Butt Connections——The butts of the deck stringers 
and side plating throughout are to be arranged clear of each 
other and in way of the break the butts of the raised quarter- 
deck sheerstrake and two strakes of plating below the same 
are to be at least treble riveted. The upper deck stringer 
plate is to extend abaft the break about seven frame spaces, 
and the raised quarter-deck stringer plate about four frame 
spaces before the break, and the stringer plates below the 
upper deck are to have a shift of about 16 feet overlap ; the 
bridge stringer also is to extend abaft the break. 


6. Break Bulkhead.—The front or break bulkhead of 
the raised quarter-deck is to be of the thickness of the side 
plating required by Table 17 for short bridges. It is to be 
connected to the raised quarter-deck side plating by double 
angles, and is to be efficiently stiffened. An athwartship 
plate is also to be fitted, which will receive the deck ends, 
and be supported by bracket plates when it is not riveted to 
a beam. When the longitudinal number exceeds 15,000, or 
the vessel is over 13} depths to length at upper deck, the 
break bulkhead is to be not less than four frame spaces abadt 
the after end of the engine room opening. 


7. Overlap of Decks. —In vessels requiring by Table 18 
a steel deck or part steel deck, the upper deck plating is to 
scarph the raised quarter-deck for a length of two to three 
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frame spaces, according to the size and proportions of the 
vessel, and the raised quarter-deck side plating is also to be 
doubled at this part for a length of from 18 feet to 20 feet. 
There are to be from four to five diaphragm plates fitted, of 
the thickness of the upper deck plating, connecting the two 
decks. They are to be attached to the decks and bulkhead 
hy double angles, and stiffened by an angle on the after edges, 
also they are to be associated with web plates not less than 
15 inches deep, fitted on the fore side of the bulkhead in the 
way of the same, and efficiently bracketed to the upper and 
bridge deck plating. 


Where the longitudinal number is above 18,200 and 
does not exceed 19,500, the main and raised quarter-decks 
are to be scarphed four frame spaces, and where the longi- 
tudinal number is above 19,500, five frame spaces. The 
webs on the fore side of the break bulkhead are to be not 
less than 18 inches deep. In such vessels the raised quarter- 
deck side plating is to be doubled, commencing at one-fourth 
the length of the vessel from the stern and extending to 
8 feet beyond the break of the raised quarter-deck. 


Vessels which from their size and proportions do not 
require the decks to be scarphed, are to have from four to 
five bracket knees fitted on each side of the break bulkhead, 
the thickness of which is not to be less than that of the 
upper deck plating. 


SAILING VESSELS. 


Section 4'7.—The foregoing requirements for steamers 
are also applicable to sailing vessels except as regards the 
following particulars :— 


1. All the reversed frames are to extend to the upper 
deck in sailing vessels having more than one tier of beams. 


2. Sailing vessels above 20 ft. and not exceeding 33 ft. 
moulded depth are to have at least one tier of beams, spaced 
not more than two frame spaces apart, below the upper deck. 


3. Sailing vessels above 22 ft. and not exceeding 27 ft. 
moulded depth are to have a deep web frame, of the 
breadth and thickness of the stringer plate at second deck, 
fitted in way of each mast and connected to the outside 


plating with double angles. ‘These web frames are to extend’ 


to the upper deck stringer plate. 


4. Where the moulded depth is above 27 ft. and does 
not exceed 38 ft., instead of the deep web frames prescribed 
in the preceding paragraph, partial bulkheads, as shown by 
the Sketch on page 145, are to be fitted in way of each mast. 


5. Where a system of web frames as required by 
Section 13 is adopted, the web frames are to extend in all 
cases to the upper deck. Where the moulded depth is above 
22 ft. and does not exceed 27 ft., the web frames in way of 
the rigging of each mast are to be spaced not more than 
4 frame spaces apart. Where, however, the moulded depth 
exceeds 27 feet, partial bulkheads are to be fitted as required 
by paragraph 4 of this section, when the web frames in way 
of the rigging may be of the ordinary spacing. 

6. Panting Arrangements.—The stringer plates on all 
tiers of panting beams are to be of the breadth and thickness 
required by Table 17 for the second deck stringer plates at 
ends, and are to extend abaft the collision bulkhead for a 
length of not less than one-fourth the midship breadth of 
the vessel, attached to the outside plating and efficiently 
supported by brackets at alternate frames. 

Sketches of panting arrangements are in all cases to be 
submitted for approval. . 

In sailing vessels above 20 ft. moulded depth panting 
beams and stringers are to be fitted at the after end. 


7. Where the length of the midship beam does not 
exceed 30 feet, the upper and lower deck beams are to be 
3 inch deeper than given in Tables 11 and 12 for upper deck 
beams of the same length in steamers where one tier of 
beams only is fitted; and where the length is above 
30 feet, the upper, lower and orlop deck beams are to be 
one inch deeper than given in the Tables. The depths 
of the beam knees are to be correspondingly incréased. 


8. Where plate knees are not fitted the beam knees are 
to be “ turned.” 


9. Outside Plating. — The outside or overlapping 
strakes of plating for one quarter the length at the fore end 
should be reduced not more than 06 of an inch from the 
midship thickness. Where the longitudinal number does not 
exceed 11,000 the sheerstrake is to be increased *06 of an 
inch in thickness, and where the longitudinal number is 
above 11,000 it is to be increased ‘10 of an inch in thickness, 
in each case for #ths the vessel’s length amidships. In 
addition, when the longitudinal number is above 13,000, 
three strakes of plating at the bilges are to be increased -06 
of an inch in thickness throughout. When the longitudinal 
number is above 17,000, the strake of plating in way of 
the beams to second deck is to be increased °06 of an inch 
in thickness for one-half the vessel’s length amidships. 


10. In sailing vessels only the foremost or collision 
bulkhead will be required, and it is to be placed at not 
less than one-half the vessel’s midship breadth abaft the 
fore part of the stem at the lower deck. 
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11. Diagonal tie plates are to be fitted on the beams 
of all sailing vessels in way of the masts at the deck on which 
they are wedged; and, in addition, where the longitudinal 
number is above 11,000 diagonal, tie plates are to be fitted 
all fore and aft on the upper deck. Where diagonal 
tie plates cross each other, or the fore and aft tie plates 
between the beams, and a deck is to be laid thereon, one 
set of tie plates must be set down in way of the crossing, so 
as to leave one thickness only projecting above the beams. 
The diagonal tie plates are to be of the width and thickness 
given in Tables 17 and 18. They are to be well riveted 
to each other and to the beams and stringers. 


12. Bulwark Stanchions.—The stanchions which 
support the bulwarks are not to be more than 5 ft. apart. 
Where stanchions are fitted on the butt straps of the 
bulwark plating, the straps are to be sufficiently broad to 
receive the spur in the middle of the stanchion, and the 
bulwark plating is to be doubled or fitted with vertical 
straps in way of the intermediate stanchions. The heel 
of each stanchion is to be attached by not less than 
four % in. bolts, tapped through the stringer plate and 
secured with a nut and grommet. Their size may be 
from 12 in. to 2 in. in diameter, regulated by the length 
of the stanchicn and the size of the vessel) Other forms 
of stanchion may be adopted, provided they be submitted 
for approval. 


13. The mast rings in sailing vessels are to be formed 
of bulb angle of the size required by the Tables for frames 
in fore and after peaks. 


14. The chain plates, rigging, &c., are to be in 
accordance with the requirements of Table 28. 


15. Hand pumps only are required to be fitted to 
sailing vessels, and they are uot to be of less size than 


required by Section 39, paragraph 7. 


VESSELS NOT BUILT. UNDER SURVEY. 


Section 48. 1. In cases of vessels not surveyed 
while building, for which a character may be required, 
application must be made to the Committee in writing, and 
such drawings, with scantlings of the vessel marked thereon, 
as may be obtainable, should be furnished, also particulars 
of the testing of the steel used in the construction of 
the vessel. The Committee will then direct a special 
examination to be made by two Surveyors of the Society 
(one of whom shall be an exclusive officer), for which 


purpose the vessel is to be placed on high blocks in a dry 
dock or on ways; the hold to be cleared and proper stages 
made ; the rivets and plating of keel, and flat of bottom, 
thoroughly examined ; the close ceiling in the hold to be 
removed where deemed necessary, but in no case less than 
required for Special Survey No. 2. The coal bunkers of 
steam vessels to be cleared; the whole of the frames, 
stringers, hooks, floor-plates, keelsons, engine and boiler 
bearers, ends of beams, water-tight bulkheads, rivets, and 
inner surface of the plating exposed to view ; all oxidation 
to be removed by being cut or beaten off the several parts 
above named, also from the outside plating, rivets, keel, 
stem, stern-post, and rudder. , 


In cases where the inner surface of the bottom plating 
is coated with cement or asphalt, if the coating be carefully 
inspected, and tested by beating or chipping and found sound 
and adhering satisfactorily to the steel, its removal may be 
dispensed with, provided that upon the removal of a portion, 
the plating, ‘frames, and rivets under it be found in 
satisfactory condition. 


2. When the vessel is so prepared, the Surveyors are to 
ascertain the scantlings of the various parts, and verify the 
particulars given on the drawings furnished, drilling the 
shell plating where deemed necessary for this purpose. A 
few rivets are to be removed from various parts to ascertain 
their quality and the character of the countersinking and 
workmanship. A full report is to be made on a first entry 
report form for the information of the Committee, who will 
then assign the vessel such character as the facts may appear 
to them to warrant. 


3. In addition to the above, if the age of the vessel be 
ten years or upwards, the requirements of the Special Survey 
No. 3 are to be complied with. The periodical surveys are 
subsequently to be held as in the case of vessels built under 
survey. 


4. In steain vessels the Engines and Boilers are to be 
opened out for Survey, at least to the extent required for 
the Special Surveys Nos. 1, 2, and 8. The Screw Shaft is 
to be drawn and examined. ‘The arrangements of sea cocks, 
bilge suctions, valves, &c., are to be made to conform to the 
requirements of the Rules, and the working pressure of the 
boilers is to be determined from their actual scantlings in 
accordance with the Rules for the construction of boilers, 
and particulars should be furnished respecting the testing of 
the steel. 
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RULES FOR THE BURNING AND CARRYING 
OF OIL FUEL. 


Section 49. 1. In vessels fitted for burning oil 
fuel, and having the Society’s classification, the following 
records will be made in the Register Book :—‘ Fitted 
for oil fuel F.P. above 150° F.” in cases in which approval 
has been given for the use of high flash point oil only; 
and “Fitted for low flash oil fuel,” in cases in which the 
approval covers the use of oil with low flash point. 

2. The following arrangements are applicable only to 
the case of oil fuel, the flash point of which, as determined 
by Abel’s close test, does not fall below 150° Fahrenheit. 
For oil fuel with a lower flash point the arrangements must 
be submitted for special consideration. 

3. Oil fuel, the flash point of which by Abel’s close 
test does not fall below 150° Fahrenheit, may be carried in 
ordinary cellular double bottoms either under engines or 
boilers or under ordinary cargo holds, also in peak tanks or 
in deep tanks or in oil bunkers specially constructed for the 
purpose. 

4, Cellular double bottoms when fitted for oil fuel are 
to have oil-tight centre line divisions and the lengths of 
these compartments are to be submitted for approval. 

5. Peak tanks, deep tanks, bunkers specially con- 
structed for oil fuel, and settling and other service tanks 
must be fitted with bulkhead sub-divisions or wash plates 
to the Committee’s satisfaction and be strengthened so as 
to efficiently withstand the stresses brought upon them 
when only partly filled and in a seaway. The riveting of 
these spaces is to be as required by the Rules in the cases 
of vessels carrying petroleum in bulk and the scantlings and 
arrangements must be to the Committee’s satisfaction. 

6. All compartments intended for carrying oil fuel must 
be tested by a head of water extending to the highest point 
of the filling pipes or 12 feet above the load line or 12 feet 
above the highest point of the compartment, whichever of 
these is the greatest. 

7. Each compartment must be fitted with an air pipe 
to be always open, discharging above the upper deck. — It 
is recommended that all double bottom compartments used 
for oil fuel should have suitable holes and doors of approved 
design fitted in the outer bottom plating. 

§. Efficient means must be provided by wells or gutter- 
ways, and sparring or lining, to prevent any leakage from 
any of the oil fuel compartments from coming into contact 
with cargo or coal, and to ensure that any such leakage shall 
have free drainage into the limbers or wells. 


9. If double bottoms under holds are used for carrying 
oil fuel, the ceiling must be laid on transverse battens, 
leaving at least 2 inches air space between the ceiling and 
tank top, and permitting free drainage from the tank top 
into the limbers. 

10. The pumping arrangements of the oil fuel compart- 
ments must be absolutely distinct from those of other parts 
of the vessel, and must be submitted for approval. 

11. If it is intended to carry sometimes oil fuel and 
sometimes water ballast in any of the compartments, the 
valves or cocks connecting the suction pipes to these 
compartments with the ballast donkey pump and those 
connecting them with the oil fuel pump must be so arranged 
that the oil may be pumped from any one compartment 
by the oil fuel pump at the same time as the ballast donkey 
is being used on any other compartment. 

12. All oil fuel suction pipes should have valves or 
cocks fitted at the bulkheads where they enter the stoke- 
hold, capable of being worked both from the stokehold 
and from the deck. Valves or cocks similarly worked are 
to be fitted to all pipes leading from the settling or 
service tanks. 

13. Oil fuel pipes should, where practicable, be placed 
above the stokehold and engine room plates, and where 
they are always visible. 

14. No wood fittings or bearers are to be fitted in the 
stokehold spaces. 

15. Where oil fuel compartments are at the sides of, or 
above, or below the boilers, special insulation is to be fitted 
where necessary to protect them from the heat of the boilers, 
smoke boxes, casings, &c. 

16. Water service pipes and hoses are to be fitted so 
that the stokehold plates can at any time be flushed with 
sea water into the bilges. 

17. If the oil fuel is sprayed by steam, means are to 
be provided to make up for the fresh water used for 
this purpose. 

18. If the oil fuel is heated by a steam coil the 
condensed water should not be taken directly to the con- 
densers, but should be led into a tank or an open funnel 
mouth and thence led to the hot well or feed tank. 


EQUIPMENT. 


Section 50. 1. All vessels having masts, spars, 
rigging, and sails shall be required to have them maintained 


in good order. 
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2. Every ship is to be provided with anchors, cables, 
&c., of approved quality, tested at a public machine recog- 
nised by the Committee, in number and length as set forth 
in Tables 30 and 81. 


8. Toentitle vessels classed A “ For Channel Purposes” 
to the Figure 1, the equipment of Anchors and Chain Cables, 
&e,, should be as required by Table 31, with the exception 
that not more than two bower anchors and one stream anchor 
need be supplied. The first bower anchor should be of the 
full weight required by the Table, and the second bower may 
be 15 per cent. lighter. This rule, however, applies only to 
vessels intended for short passages. 

4. In vessels classed “ For Channel Purposes” which 
are intended for longer voyages, such as the Queenboro’- 
Flushing, the Channel Islands, or the Irish Sea service, the 
equipment must be in accordance with the requirements of 
Table 31. 

5. In the cases of foreign owned vessels classed with 
the Figure 1, in which the chains and anchors, or part of 
the same, have been tested under the inspection of the 
Society’s Surveyors at Proving Establishments out of the 
United Kingdom recognised by the Committee, and test 
certificates of the same are furnished, duly signed by the 
' Society’s Surveyors and the Secretary, the vessel will have 
recorded in the Register Book the notation A.&C.P., A.P. or 
o.P. as the case may be. Where, however, the anchors or 
cable for foreign owned vessels are manufactured abroad 
and test certificates are furnished setting forth that they 
have been tested at a Government machine, or at a machine 
under the control of a municipal body ora similar responsible 
body, but not under the inspection of a Surveyor to the 
Society, the record of A.&c.P., &e. will not be made in the 
Register Book, though such certificates will be accepted, as 
complying with the requirements of the Rules, for assigning 
the Figure 1, provided the remaining requirements of Tables 
30 and 81 be complied with. 

6. A certificate of all chains and anchors having been 
tested, and of the strain applied to them, must be produced 
before the ship is classed with the Figure 1. 

7. Equipment Number.—The equipment as regards 
anchors, chains, warps, &c., is to be regulated by the 
number produced by the sum of the measurements in feet of 
the greatest. moulded breadth of the vessel and the depth 
from the upper part of the keel to the top of the upper deck 
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beams at side at the middle of the length, multiplied by the 
length of the vessel. In awning or shelter deck or part 
awning deck vessels, the measurement of depth defined above 
is to be taken to the deck next below the awning or shelter 
deck, provided the height between the decks does not exceed 
8 feet. If the ’tween deck height exceeds 8 feet the 
measurement is to be taken to a point 8 feet below the 
awning or shelter deck. In turret deck vessels it is to be 
taken to the normal beam line at base of turret. 

For a vessel having erections on deck the number 
obtained by the previous paragraph is to be increased as 
follows :— 

For a raised quarter deck, add the product of 
the height and length in feet of the erection. 

For an awning or shelter deck, part awning deck, 
poop, bridge or forecastle, add three-fourths the 
product of the height and length in feet of such 
erections, 8 feet being taken as the maximum height 
for awning or shelter deck, or part awning deck 
erections. 

For deck houses or other erections not extending 
to the side, but exceeding either in length or 
breadth half the rule breadth of the vessel, add 
one-half the product of the height and length of such 
srections. 

Where erections are fitted upon erections the 
equipment number is to be correspondingly increased. 

8. The equipment for Sailing and Steam Trawlers 
and Tugs is to be as given on back of Tables 30 and 31. 

9, All vessels not exceeding 150 tons to be provided 
with one good boat; and every vessel above 150 tons to 
have a suitable number. The Surveyors are to be par- 
ticular in examining and reporting the condition of the 
boats of all vessels. 

10, Anchor Cranes and Boats’ Davits to be in accord- 


“ance with Table 29. 


11. The efficient state and condition of the whole of a 
vessel's equipment will be designated by the Figure 1 placed 
after the character assigned to the vessel; and in cases in 
which the equipment is found insufficient in quantity or 
defective in quality,a dash thus—, will be inserted in place 
of the Figure 1. In cases where the Figure 1 is expunged 
on account of deficiencies in the anchors or chains, the record 
of Lloyd’s A.£0.P. or 4.#0.P. will also be expunged. 


~ By order of the Committee, 


ANDREW SCOTT, 
Secretary. 


RULES FOR THE CONSTRUCTION OF VESSELS 
TO CARRY OIL 


GENERAL. 


Section 51. 1. The scantlings, arrangements and 
equipment, also the Rules for Special and other surveys and 
all requirements relating to vessels intended for the carriage 
of oil in bulk are to be as prescribed by the Society’s “ Rules 
for the construction of Steel Vessels,” except where 
otherwise specified by the following Rules and Tables. 


2. Submission of Plans.—In addition to the usual 
sketches of Midship Section, profile and deck plans, sketches 
are to be submitted showing the arrangement of oil tanks 
and cofferdams, the stiffening proposed for the transverse 
and longitudinal bulkheads, the construction of the tunnel 
and the bracket attachments at the ends of beams, stringers, 
webs, bulkhead stiffeners, &c. 


3. Length of Oil Compartments.—The oil compart- 
ments are not to exceed from 24 feet to 28 feet in length. 


4. Expansion trunks are to be fitted over the oil com- 
partments of sufficient capacity to admit of the expansion or 
contraction of the oil due to changes of temperature. They 
are to be so arranged that the surface of the oil will not fall 
below the sides of the trunks when the vessel is rolling or 
pitching in a seaway. Where the breadth of the expansion 
trunk exceeds sixty per cent. of the breadth of the vessel, 
or the height of the trunk exceeds eight feet above the 
top of the oil compartments, the proposal must be 
specially submitted for the Committee’s consideration, and if 
approved, the scantlings in way of the oil compartments 
must be increased, and any structural arrangements adopted 
as may be considered desirable. 


5. Cofferdams are to be fitted at the fore and after ends 
of the space intended for the oil cargo, and where the 
machinery is fitted amidships cofferdams are also to be fitted 
at each end of the machinery space in order that the oil 
cargo may be isolated from the holds and from the engine 
and boiler spaces. ‘The cofferdams are to be not less than 
two frame spaces in length and are to extend from the keel 
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to the top of the continuous expansion trunk for the full 
breadth of the vessel. 


6. The number of watertight bulkheads extending to 
the upper deck is to be as required by Section 19. 


7. Deck Erections.—In vessels having the machinery 
aft, a poop must be fitted of sufficient length to cover the 
machinery space. Where the engines are fitted amidships, 
the bridge is to be of sufficient length to overlap the ends of 
the middle line bulkhead in the oil compartments. 


8. Cement.—Portland Cement may be dispensed with 
in compartments intended for carrying oil in bulk. 


9. Testing —Each oil compartment is to be filled 
separately with water and tested by pressure before the vessel 
is launched, or while in dry dock. The pressure is to be 
obtained by means of a head of water eight feet above the 
highest point of the expansion trunk. Cofferdams are to be 
tested by being filled with water to the top of the hatchway. 


10. Electric light is to be fitted throughout on the 
double wire system. 


WORKMANSHIP. 


Section 52. 1. Owing to the penetrating character 
of the oil and the stresses to which oil vessels are subjected, 
due to the cargo being carried directly upon the outside 
plating of the vessel, it is of primary importance that the 
workmanship throughout be of the highest character. 


2, The butts of plating to be planed and fitted close ; 
the edges of the plating to be sheared from the faying sur- 
faces, or the “ burr” caused by shearing to be carefully chipped 
off, and all ontside edges of plating are to be either planed or 
chipped fair. The butts and edges to be carefully caulked. 


3. The riveting is to be of the most efficient character 
and the points of the rivets left full or convex. Special care 
is to be taken in the punching and countersinking of the 
holes and the fitting together of the various parts. Where 
any unfairness exists in the holes they are to be rimered, not 
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drifted, and larger rivets used in the rimered holes. The 
“burr” caused by punching, and all drillings and rimerings 
must be removed before the different parts are screwed 
Where the heads of the rivets are 
not laid up close to the plating or angle bars, or where rivets 


together for riveting. 


when tested are found unsatisfactory they are to be removed, 
not caulked. All oil-tight joints are to have the surfaces of 
steel plates fitted close to each other and caulked, without, as 
far as practicable, the use of canvas, &e. 

4. In oil-tight work all angles are to be welded at 
the corners and neither mitred nor overlapped. 


5. The angles attaching bracket plates to the bulk- 


heads are to extend along the bulkhead six inches beyond the | 


points of the bracket plates. The bracket plates and angles 
are to be kept sufficiently clear of the bulkhead boundary 
bars to admit of the latter being efficiently caulked. 

6. Where the boundary bars of oil-tight bulkheads 


consist of double angles, both flanges of each bar are to be 
caulked. 


FLAT KEEL AND VERTICAL KEEL PLATES. 


Section 58. 1. Flat plate keels are to be of the 
dimensions given in Table 17. The vertical keel plate 
forming the lowest strake of the middle line bulkhead is to 
be of sufficient breadth to admit of the seam at upper edge 
being above the upper end of the brackets attaching the 
floor plates to the bulkhead, and its thickness is to be 10 
of an inch more than the thickness required by Table 33 for 
floor plates. 

2. Keel Angles.—The angles connecting the vertical 
keel plates to the flat keel plates, are to be of the dimensions 
given in Table 34. 


FRAMES AND REVERSED FRAMES. 


Section 54. 1. The dimensions and spacing of the 
frames and reversed frames are to be as given in Table 82. 


2. Bulb angle frames will not be required to extend to 
the middle line, provided they be carried down round the 
bilge and be scarphed to angle frames fitted at the lower 
edges of the floor plates. The scarphs are to be in length 
not less than six times the depth of the bulb angle frames 
and the butts are to be shifted on adjacent floors not less 
than the length of the scarph. In these cases the angle 


frames are to be of the same thickness as the floors, and 
their flanges of the breadth required for the fore and aft 
flanges of frames by Table 32. The angle and bulb angle 
frames are to be fitted on opposite sides of the floor plates. 


3. When bulb angle frames are extended to the middle 
line they are to have a lap of not less than 44 inches with 
the floor plates. 

4, In all cases the frames are to be cut in way of the 
deck forming the top of the tanks. 


5. The frames in the ’tween decks may be of angles 
‘06 of an inch thicker than required by Table 32, in which 
case the reversed frames may be dispensed with, and they 
must be bracketed to the tank deck stringer at heel and to 
the beams above. 


6. The brackets at the heels of the ’tween deck frames 
are to be of the same thickness as the frames, and are to be 
attached to the tank deck by double or single angles as 
required by Table 36 for the attachment of bulkheads to 
tank deck. ‘The brackets are to measure along each edge 
not less than five times the depth of the standing flange of 
the frames to which they are to be double riveted. 


7. Web Frames in ’tween decks.—Web frames or 
partial bulkheads of the dimensions given in Table 82 are to 
be fitted in the ’tween decks in line with the bulkheads and 
web frames fitted below. They are to be stiffened at their 
inner edges by angle bars, or the plates may be flanged. 


8. Reversed Frames on Floors.—A reversed frame is 
to be fitted at the upper edge of each floor plate, of the 
dimensions required for double angles at face of web frames 


by Table 82. 


9. Height of Reversed Frames.—Where the inter- 
mediate frames are formed of frames and reversed frames 
riveted together, all reversed frames are to extend to the deck 
at the top of the oil compartments. 


FLOOR PLATES. 


Section 55. 1. The floor plates are to be of the 
dimensions given in Table 33, and are to extend in one 
length from the middle line bulkhead to the bilge. 

2. Height of Floor Ends.—The floors may be either 
turned up at the bilge to a vertical height of not less than 
twice the midship depth of floor above top of keel throughout 
the oil compartments, or bracket plates of the thickness of 
the floors may be fitted at the bilge extending to the same 
height. 
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3. Moulding of Floor Plate——The brackets at bilge 
are to be attached to the floor plates by means of a double 
riveted overlap not less in length inside the frame than the 
midship depth of floor; and the depth of the floor plate at 
three-fourths the half moulded breadth of vessel from middle 
line, or at the inner end of the bracket, is to be not less than 
three-fourths the depth of floor amidships. The upper edge 
of the floor is, however, at no part to fall below the level of 
the upper edge of the floor at middle line. The rivet 
attachment of the bracket to the frame bar is not to be less 
than that to the floor. 


4. Bracket plates are to be fitted attaching the floor 
plates to the middle line bulkhead. They are to be of the 
thickness of the floors, and are to measure along each edge 
clear of the attachments not less than the midship depth of 
floor plate. The brackets are to be attached to the floors by 
double riveted overlaps, and the floors and brackets are to be 
attached to the middle line bulkhead on one side by double 
attachment angles, and on the opposite side by double angles 
consisting of the vertical stiffener on middle line bulkhead 
and a short attachment angle extending from the keel to 
beyond the point of the bracket. 


5. The floor brackets both at middle line and bilge are 
to be stiffened at their inner edges by angle bars, or the 
bracket plates may be flanged. 


6. The floor plates at the transverse bulkheads are 
to be increased to twice the Table depth and their thickness 
is to be as required by Table 38, but in no case less than 
that of the bulkhead plating to which they are attached. 


7. The floor plates to which web frames are attached 
are to be at no part less in depth than the depth of the 
web frames. 


SIDE AND BILGE KEELSONS. 


Section 56. 1. Intercostal keelsons are to be of 
the scantlings given in Table 34. The intercostal plates 
are to be closely fitted between the floor plates and attached 
to the outside plating by angles of the size required by 
Table 32, these angles are to be double for a length of three 
frame spaces on each side of the bulkheads. 


2. Number of Keelsons.—T'wo intercostal keelsons are 
to be fitted on each side where the moulded breadth of vessel 
amidships does not exceed 50 feet, and three where the 
breadth is above 50 feet and does not exceed 64 feet. Where 
three keelsons are required each is to be fitted with a vertical 
plate of three-fourths the depth given in Table 34. 


3. Attachment of Keelsons to Bulkheads.—The 
keelsons are to be cut at the transverse bulkheads, to which 
they are to be attached, by brackets of the thickness of the 
floor plates measuring not less than two frame spaces in 
length along each edge from the bulkhead and top of floor. 
They are to be connected to the bulkhead on one side by 
double attachment angles, and on the other side by the 
vertical stiffeners or webs on the bulkheads, with an 
additional attachment angle in the way of the brackets, see 
Sketch on page 148. 


4. The keelson brackets are to be stiffened at their 
inner edges by angle bars, or the plates may be flanged. 

5. Where it may be desired to modify the arrangements 
of floors and keelsons, alternative proposals are to be 
submitted for approval. 


WEB FRAMES AND SIDE STRINGERS. 


Section 5'7. 1. Web frames and side stringers are 
to be fitted throughout the oil compartments and machinery 
space, and are to be as given in Table 32. The web frames 
are to be spaced not more than four frame spaces apart, and 
the side stringers as required by the Table. 


2. The web frames are to be attached to the floors by 
treble riveted overlaps, and their heads are to be attached to 
strong beams and brackets at the tank deck ; they are to 
be continuous from the floors to the top of the oil com- 
partments, the stringers being fitted intercostally. 


3. Face angles of the dimensions given in Table 82 are 
to be fitted at the inner edges of the web frames and stringer 
plates. Those on the web frames are to extend along the 
upper edges of the floor plates to within the outer keelson, 
The face angles on the stringer plates are to be connected 
across the face of the webs by buttstraps of the dimensions 
given in Table 32. 


4, Attachments.—The stringer plates are to be closely 
fitted between the web frames. The double angles connecting 
the stringers to the web frames, and the angles connecting the 
stringers and web frames to the outside plating, are to be 
of the size required by Table 32. Where the depth 
of web frames is above 24 inches, the web frames are to 
be attached to the outside plating by double angles, or by 
equivalent single angles double riveted. The stringer plates 
are to be attached to the outside plating by double angles for 
a length of three frame spaces on each side of the bulkheads. 


5. Brackets under stringers.—Where the side stringers 
are above 16 inches in depth they are to be supported 
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by bracket plates fitted midway between the web frames, 
efficiently riveted to the frames and connected to the stringer 
plates by single attachment angles. 


6. Brackets to bulkheads.—The stringers are to be 
attached to the transverse bulkheads by large bracket knee 
plates of the thickness of the stringer plates, extending fore 
and aft for a distance of three frame spaces from the bulk- 
head, or inner edge of horizontal girder, and transversely for 
two frame spaces from the inner edge of the stringer plate. 
The brackets are to be attached to the stringer plates by 
double riveted overlaps and to the bulkheads, on one side by 
double attachment angles, and on the opposite side by a 


double riveted overlap to the horizontal stiffener on the , 


bulkhead ; an additional attachment angle is to be fitted 
connecting the horizontal stiffener to the bulkhead in way of 
the brackets. (See Sketch on page 150.) 


7. The brackets attaching the stringer plates to the 
bulkheads are to be stiffened at their inner edges by angle 
bars, or the bracket plates may be flanged. 


TRANSVERSE BULKHEADS TO OIL 
COMPARTMENTS. 


Section 58. 1. The transverse oil-tight bulkheads 
are to be of the thickness given in Table 35, and are to 
extend to the top of the expansion trunk. 


2. Boundary angles.—The bulkheads are to be attached 
to the outside plating, to the tank deck and to the sides and 
top of the expansion trunk by angles of the dimensions 
given in Table 36. 


3. Bulkhead liners are to be fitted to the outer strakes 
of outside plating of sufficient length to take one row of 
rivets clear of the bulkhead frames, these rivets are to be 
closely spaced to admit of the ends of the liners being 
efficiently caulked. 


4, Bulkhead stiffeners—The bulkheads are to be 
supported by means of vertical bulb angle stiffeners and 
web plates and horizontal girders, of the dimensions given in 
Table 35. (See also Sketches on page 148.) 


5. The vertical bulb angle stiffeners are to be 
spaced as required by Table 35, and their ends are to be kept 
sufficiently clear of the bulkhead boundary angles to admit 
of these being caulked. 


6. The heels of the stiffeners are to be attached to the 
outside plating by bracket plates two frame spaces in 
length, and of a height equal to once and a half the depth of 


the floors measured from the outside plating, the floor plate 
adjacent to the bulkhead being dispensed with to admit of 
the brackets being fitted as described. The brackets are to 
be attached to the floor plates and outside plating by single 
attachment angles, and are to be of the thickness required 
by Table 83 for floor plates amidships. They are to be 
stiffened along their upper edges by angle bars, or the plates 
may be flanged. 


7. The heads of the bulb angle stiffeners are to be 
attached to the under side of the tank deck plating, or to a 
shelf plate in way of expansion trunk by bracket plates one 
frame space in length and in depth. 


8. Vertical web plates of the dimensions required by 
Table 35 are to be fitted, extending from the keelson 
brackets to the tank deck, or top of the expansion trunk. 
Two web plates are to be fitted on each side of the middle 
line where the breadth does not exceed 50 feet, and three on 
each side where the breadth is above 50 feet and not 
exceeding 64 feet. The webs are to be attached to the bulk- 
heads by single attachment angles. Double angles are to 
be fitted attaching the heads of the webs to the tank deck 
plating, or shelf plate. The heels of the webs are to be 
attached to the keelson brackets as shown by Sketch on 
page 148. The inner edges of the web plates are to be 
stiffened by angle bars or the plates may be flanged. 


9. Horizontal girders in number and dimensions as 
giveri in Table 85 are to be fitted in line with the side 
stringers and extending from the middle line bulkhead to the 
sides of the vessel. Where plate girders are fitted they are 
to be connected to the transverse bulkheads by single 
attachment angles. The ends of the girders are to be 
attached to the sides of the vessel by means of the side 
stringer brackets and to the middle line bulkhead by brackets 


’ of the thickness of the side stringer plates, extending fore 


and aft and athwartships for a distance of two frame spaces 
and arranged as shown in Sketch on page 150. The inner 
edges of the brackets are to be stiffened by angle bars, or the 
bracket plates may be flanged. 


10. The vertical web plates and horizontal girders are 
to be supported by brackets to prevent them from tripping. 


11. In the expansion trunk the transverse bulkhead 
is to be stiffened by vertical angles as required by Table 35, 
bracketed at head and heel. 


12. It is recommended the bulkhead plating be fitted 
vertically with the edges of the plating between the vertical 
stiffeners. 
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COFFERDAMS. 


Section 59. 1. The cofferdam bulkheads are to 
be of the same thickness, and are to be attached to the 
outside plating, decks, &c., as required for the transverse 
bulkheads to the oil compartments. 


2. Bulkhead stiffening—The bulkheads are to be 
stiffened by bulb angles of the same size and spacing as 
required for the bulkheads in the oil compartments. The 
two bulkheads forming a cofferdam are to be tied together 
at each of the vertical stiffeners by a series of plate stays 
efficiently riveted to the vertical stiffeners, and flanged 
on the upper and lower edges, as shown in Sketches on 
pages 146 and 147. 


3. The keelsons and side stringers are to be continued 
in the cofferdams by plates of the same thickness as the floor 
plates and extending to the inner ends of the keelson and 
stringer brackets. The plates are to be connected to the 
outside plating by double angles, and to the cofferdam 
bulkheads by the vertical stiffeners and doubling angles, the 
inner edges of the plates are to be stiffened by angle bars, or 
the plates may be flanged. 


4. The vertical bulb angle stiffeners are to be 
bracketed at their ends as required at the other transverse 
bulkheads. Where cofferdams do not exceed two frame 
spaces in length the floor in the cofferdam may be dispensed 
with provided the lower ends of the stiffeners be connected 
by fore and aft plates of the depth and thickness of the floor 
plates amidships. The beam at the upper part of the 
cofferdam may also be dispensed with, provided the upper 
ends of the stiffeners be connected by fore and aft plates 
similar to those at the lower ends, but of three-fourths the 
depth. These connecting plates at the upper and lower ends 
of the stiffeners are to have angle bars on their inner edges 
or the plates may be flanged ; they are to be connected to 
the deck and outside plating by single attachment angles. 


MIDDLE LINE BULKHEAD. 


Section 60. 1. Throughout the oil compartments 
and cofferdams an oil-tight middle line bulkhead of the thick- 
ness required by Table 35 is to be fitted extending from the 
keel to the top of the expansion trunk. Beyond the coffer- 
dams arrangements are to be made to avoid an abrupt 
termination of the strength by the fitting of large webs, 
brackets, ete. 


2. Boundary Angles.—The middle line and transverse 
bulkheads are to be attached to each other by double angles 
3h" x 3h" for 2” rivets, and 4" x 4"' for Z"' rivets, and of 
the same thickness as required for the double frame angles 
at sides of vessel. The middle line bulkhead is to be attached 
to the plating at top of expansion trunk by double angles of 
the same size as those at the top of transverse bulkheads. 


3. Bulkhead stiffeners. — The bulkhead is to be 
supported by means of vertical bulb angle stiffeners and 
web plates and horizontal girders, of the dimensions given in 
Table 35. (See also Sketches on page 149.) 

4. The Vertical bulb angle stiffeners are to be spaced 
the same as the frames, and their lower ends are to be kept 
sufficiently clear of the keel angles to admit of these being 
caulked ; they are to be attached to the floors and 
brackets by two rows of rivets. An additional attachment 
angle is to be fitted connecting the stiffener to the bulkhead 
in way of the floor plate and bracket. The stiffeners are to be 
attached at their heads to the bracket knees of beams crossing 
the expansion trunk at the tank deck, or be bracketed to a 
shelf plate fitted at the same height. Where a tunnel is 
fitted throngh the after oil compartments the v-rtical 
stiffeners are to be efficiently bracketed to the top of the 
tunnel. 


5. Vertical web plates of the same thickness as the 
plating at lower part of bulkhead are to be fitted opposite the 
web frames at the sides of the vessel. Their depth at the 
heel is not to be less than that of the floors at middle line, 
and at the head not less than two-thirds that at the 
heel. The lower ends of the web plates are to be overlapped 
and double riveted to the floor plates and further attached 
by brackets of the same thickness and breadth as the web, 
double riveted to both the floor and the web. The inner 
edges of the brackets are to be stiffened by angle bars, or the 
plates may be flanged. The web plates are to be attached 
at the head, either by a double riveted lap and bracket to the 
strong beams crossing the trunk at the tank deck, or by double 
angles to a shelf plate fitted at the same height. The inner 
edges of the web plates are to be stiffened by angle bars, or 
the plates may be flanged. The webs are to be connected to 
the bulkheads by single attachment angles. 


6. Where the vertical stiffeners and webs are fitted 
extending continuously from the keel to the top of the 
expansion trunk, the shelf plate at tank deck may be dis- 
pensed with on that side of the bulkhead. 

7. Horizontal girders in number and dimensions as 
given in Table 35 are to be fitted in line with the horizontal 
girders on the transverse bulkheads, Where plate girders 
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are fitted they are to be attached to the middle line bulk- 
heads by single attachment angles. The ends of the girders 
are to be attached to the transverse bulkheads by brackets 
of the thickness of the side stringer plates extending fore 
and aft and athwartships for a distance of two frame spaces 
as shown in Sketch on page 150. The brackets are to be 
connected to the girders on one side of the transverse 
bulkhead by double riveted overlaps, and on the opposite 
side to the bulkhead plating by double attachment angles, 
or large single angle double riveted. The inner edges of the 
brackets are to be stiffened by angle bars or the bracket 
plates may be flanged. 


8. The vertical web plates and horizontal girders are 


to be supported by brackets to prevent them from tripping. 


9. In the expansion trunk the middle line bulkhead 
is to be stiffened by vertical angles as required by Table 35 
spaced the same as the frames and bracketed at head and 
heel, and by web plates fitted in line with those below. 


BEAMS. 


Section 61. 1. The deck beams are to be fitted at 
every frame at tank deck and decks above, also at top of 
expansion trunk. Their scantlings are to be regulated by 
the requirements of Table 11. 


2. “Strong” beams of the dimensions required by 
Table 12 for “strong” hold beams, or equivalent thereto, are 
to be fitted at the heads of all web frames in the oil 
compartments extending from the middle line bulkhead to 
the sides of the vessel. 


3. The strong beams are to be overlapped and well 
riveted to the web frames at the sides of the vessel, and the 
two are to be additionally connected by brackets of the 
same thickness as the web frames, the inner edges of the 
brackets being stiffened by angle bars, or the plates may be 
flanged. The breadth and depth of these knees are to be 
‘equal to the depth of the web frame, and they are to be 
measured from the lower edge of the beam and the inner 
edge of the web frame. The knees are to be double riveted 
in each arm. 


4. The strong beams are to be connected to the middle 
line bulkhead by brackets similar to those at the sides 
of the vessel. On the one side of the bulkhead the 
brackets are to be connected to the vertical web plates 
by double riveted overlaps, and on the opposite side 
to the bulkhead plating by double attachment angles. 
The inner edges of the brackets are to be stiffened by angle 
bars, or the bracket plates may be flanged. 


5. Where it may be desired to dispense with any of the 
strong beams in way of the expansion trunk on account of 
their interfering with the arrangement of hatchways leading 
to the oil compartments, plans showing the arrangements 
proposed with a view to providing equivalent strength are to 
be submitted for approval. 


6. Shelf Plates—One beam on each side of the 
transverse bulkheads is to be extended to the middle line 
bulkhead and to be attached thereto in the same way as at 
the sides of the vessel. The spaces between the transverse 
bulkheads and these adjacent beams are to be plated over in 
the expansion trunk. 


7. The remainder of the beams are to extend within the 
sides of the expansion trunk sufficiently to admit of their ends 
being connected to the vertical stiffeners on the sides of the 
trunk by means of bracket plates of a breadth and depth 
equal to three times the depth of the beam. Any other 
efficient arrangement for obtaining the attachment at this 
part may be submitted for approval. 


8. The beams of decks above the tank deck are to be 
cut at the sides of the expansion trunk and connected to the 
same by bracket plates, of the dimensions of beam knee 
brackets, and single attachment angles. 


9. The beams at the top of expansion trunks are to be 
of upper deck size, efficiently bracketed at their ends to 
the sides of the expansion trunk and middle line bulk- 
head with plates of the dimensions of beam knee brackets. 


PILLARS. 


Section 62. 1. Quarter pillars formed of double 
channel bars. of the dimensions required by Table 15 are 
to be fitted at each strong beam in the oil compartment. 
The quarter pillars are to be fitted practically in line with 
the sides of the continuous expansion trunk. 


2. Where the trunk is not continuous, girders of the 
dimensions required by Table 16 are to be fitted under the 
tank deck at the heads of the pillars. Intercostal girders 
are also to be fitted to the decks above. 


3. The pillars are to be attached at their heads to the 
beams or girders by large gusset plates; the lower ends of 
the pillars are to extend down and be well riveted to the 
floor plates and further attached by transverse gusset plates, 
double riveted, to the upper edges of the floors. The gusset 
plates are to be of the same thickness as the floor plates, 
their depth three times and their breadth five times the 
breadth of the channel-bars. 
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OUTSIDE PLATING. 


Section 68. 1. The thickness of the outside plating 
is to be as required by Tables 17 and 18. 


2. The butts of outside plating are, so far as practicable, 
to be kept clear of the frame spaces adjacent to the oil tight 
bulkheads, and the plate edges are not to be joggled. 


DECK PLATING AND STRINGERS. 


Section 64. 1. The decks of vessels intended to 
carry oil in bulk are to be of steel of not less thickness than 
required by Tables 17 and 18, and in no case less than 
°30 of an inch. The thickness of tank deck plating and top 
of expansion trunk is not to be less than required by the 
following Table :— 


Longitudinal Number. aay 
inches. 

Not exceeding 16,400 “30 

Above 16,400 and ,, . 20,100 *B2 

» 20,100 A si 24,300 “34 

» 24,800 s a 27,100 “36 
3 2275100 FB, “, 29,900 38 

» 29,900 be = 39,700 eel 

a ot hid = % 43,900 42 

» 48,900 9 *i 48,100 “44 

» 48,100 bt - 50,000 “46 


2. The steel deck forming the top of the oil tanks is to 
be fitted continuously over the oil compartments and through 
the cofferdams. 


3. The stringer angles at tank decks are to be of the 
dimensions given in Table 36 for single frames to bulk- 
heads, but in no case less than required by Table 18. 


4. Shelf plates, one frame space in breadth and of the 
thickness of the tank deck plating, are to be fitted inside the 
expansion trunks along each side of the middle line and 
transverse bulkheads at the height of the tank deck, and 
additional cross tie plating supported by beams is to be fitted 
to the satisfaction of the Committee. A single angle of the 
size required for lower deck stringer angles is to be fitted 


along the inner edges of the shelf plates on the middle line 
bulkhead or the plates may be flanged. 


5. All hatchways and deck openings are to have 
rounded corners and the deck plating is to be increased in 
thickness in way of the openings. 


EXPANSION TRUNKS. 


Section 65. 1. The plating forming the sides of the 
expansion trunks is to be of the thickness required by 
Table 36. It is to be stiffened by vertical angles, spaced the 
same as the frames, fitted inside the trunk and bracketed to 
the beams at head and heel. Vertical web plates, flanged on 
the inner edges and attached to the trunk plating by single 
attachment angles, are to be fitted opposite the web frames at 
the sides of the vessel. The vertical stiffeners and web 
plates are to be of the dimensions given in Table 36. 


2. The side plating of the trunks is to be attached 
to the tank deck plating by angles of the dimensions given 
in Table 36 for single angles attaching bulkheads to tank 
deck. The trunk side plating is to be attached to the upper 
deck plating, or top of expansion trunk, by single attachment 
angles. 


3. Where expansion trunks are continuous, the sides of 
the same are to be carried through all cofferdams except the 
forward one, and also through the after one when the 
engines are fitted amidships. 


4. Where the expansion trunks are not continuous, the 
plating and stiffening of the ends of the short trunks are to 
be at the sides as required by Table 36 and the corners of 
the trunks are to be of rounded form. 


5. Small hatchways in the top of expansion trunks 
are to be fitted with hinged plate covers capable of being 
made oil tight. A 6 inch screw plug is to be fitted in the 
cover to each tank, also a gas cock to admit of the 
release of gas from the tanks without opening the covers. 

6. Where large cargo hatchways are fitted in the top 
of expansion trunks, sketches of the oil tight-covers proposed 
to be fitted, also of the arrangements of strong beams and cross 
tie plating at the tank deck in way of the hatchways, are to 
be submitted for approval. 


SUMMER TANKS. 


Section 66. In cases where “summer tanks” 
are fitted in the ’tween decks they are to be constructed and 
tested as required for the ordinary oil compartments and 
efficient arrangements are to be made for the expansion of 


the oil. 
E 
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ENGINE AND BOILER SPACE. 
Section 67. 1. The scantlings and arrangements 
of web frames and side stringers in the machinery space are 
to be similar to those in the oil compartments. 


2, The sides of continuous expansion trunks are to 
be carried through the machinery space to form the casings 
of theengineand boiler openings ; or to beefficiently overlapped 
with the same. The coaming plates of the casings are to 
extend below the deck at least twice the depth of the strong 
beams and to be fitted with double angles at the lower 
edge. They are to be incorporated with the deep web plates 
or large brackets at the bulkheads. The through beams in 


the machinery space are to be cut at the coamings and, 


attached to the same by gusset plates and brackets. 


3. Where a double bottom is fitted in the machinery 
space, care is to be taken to provide against an abrupt termi- 
nation of the longitudinal strength at the bulkheads, by the 
fitting of webs, or large brackets, in way of the keelsons. 


TUNNEL. 


Section 68. 1. When enginesare situated amidships, 
a shaft tunnel is to be fitted through the after oil compart- 
ments. It is to be entirely separated from the engine room 
by means of a cofferdam. 


2. There is to be a trunkway at each end, leading from 
the upper deck to the tunnel, to afford means of readily 
entering and leaving the same. The trunkway at the 
forward end is to be abaft the cofferdam. 


3. Construction.—The tunnel is to be cireular in form 
and constructed of plating *06 of an inch thicker than 
required by Table 33 for floor plates amidships. It is to be 
attached to the middle line bulkhead above and below and to 
the transverse bulkheads by double angles of the size required 
for the angles attaching middle line and transverse bulkheads 
‘(Section 60, paragraph 2). A stiffening angle of the size 
required by Table 86 for single frames to bulkheads is to 
be fitted round the outside of the tunnel in way of 
each web plate on middle line bulkhead. These angles are 
to be efficiently bracketed to the middle line bulkhead at 
upper part of tunnel and to the middle line bulkhead 
and floors at lower part. Efficient plate bearers are also 
to be fitted under the tunnel in way of the tunnel stools. 
Where horizontal girders on the transverse bulkheads are cut 
by the tunnel, their ends are to be connected to the tunnel 
plating by large plate brackets as to the middle line 
bulkhead. 


RIVETING. 


Section 69. 1. The riveting is to be of the most 
efficient character and the points of the rivets left full or 
convex. Special care is to be taken in the punching and 
countersinking of the holes and the fitting together of the 
various parts. Where any unfairness exists in the holes they 
are to be rimered, not drifted, and larger rivets used in the 
rimered holes. The “burr” caused by punching, and all 
drillings and rimerings must be removed before the different 
parts are screwed together for riveting. Where the heads 
of the rivets are not laid up close to the plating or angle 
bars, or where rivets when tested are found unsatisfactory 
they are to be removed, not caulked. All oil tight joints 
are to have the surfaces of steel plates fitted close to each 
other and caulked, without, as far as practicable, the use of 
canvas, &e, 

2. The butts of flat keel plates are to be double strapped 
and treble riveted, the butts of the vertical keel plates 
over-lapped and treble riveted, and the flanges of the flat 
keel angles double reel riveted where six inches in breadth. 


3. The seams and butts of the plating of the middle 
line and transverse bulkheads of the oil compartments, 
cofferdams and expansion trunks are to be double chain 
riveted ; the flanges of single bulkhead frames are also to be 
double reel riveted. 


4. The seams of outside plating in way of the oil 
compartments are not to be less than double chain riveted 
with an additional pair of rivets in each frame space beyond 
the number required by Table 20. In vessels above 450 feet 
and not exceeding 475 feet in length three seams of outside 
plating on each side between the bilge and tank deck are to 
be treble riveted between the peak bulkheads, in vessels 
above 475 feet and not exceeding 500 feet four seams, and 
in vessels above 500 feet and not exceeding 550 feet all the 
seams from the bilge to the tank deck are to be treble riveted. 


5. The butts of outside plating in way of the oil 
compartments are not to be less than treble riveted and are 
to be either overlapped or double strapped. All vessels 
above 380 feet in length are to have double straps fitted 
to the butts of the sheerstrake. In vessels above 380 feet 
and not exceeding 400 feet in length double straps are to be 
fitted to the butts of the plating forming the flat of the 
bottom, in vessels above 400 feet and not exceeding 450 feet 
double straps are to be fitted to the butts of the bottom and 
bilge plating, and in vessels above 450 feet and not exceeding 
550 fect in length double straps are to be fitted to the butts 
of all outside plating for three-fourths the vessel’s length 
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amidships. As an alternative arrangement to the double 
butt straps required above, quintuple riveted overlapped 
butts may be adopted, provided the butt attachments and 
riveting be in no case less than is required by Table 21, 
and the rivets be spaced as shown in paragraph 10 of this 
Section. 

6. The butts of the deck stringer plates are to be not 
less than treble riveted and must be overlapped or double 
strapped. Where the stringer plates are *60 of an inch and 
do not exceed *70 of an inch in thickness, the butts are to 
be overlapped and quadruple riveted, and where the plates 
exceed ‘70 of an inch in thickness, double straps are to be 
fitted to the butts or they may be overlapped and quintuple 
riveted, provided the butt attachments and riveting be in 
no case less than is required by Table 21, and the rivets 
be spaced as shown in paragraph 10 of this Section. 
The flanges of the tank deck stringer angles and the angles 
attaching the sides of the expansion trunk to the tank deck 
are to be double reel riveted. 


7. The seams and butts of the deck plating forming 
the top of the oil compartments are not to be less than double 
chain riveted. When the deck plating is above 48 of an 
inch or more in thickness the butts of the same are to be 
treble riveted. 


8. The seams and butts of the plating forming sides 
and top of expansion trunk are to be not less than double 
chain riveted. 

9. The seams and butts of tunnel plating are to be 
double chain riveted, and the flanges of the tunnel stiffeners 
are to be double riveted to the tunnel plating, web plates 
and brackets. 

10. Spacing of rivets.—The rivets in the various parts 
are to be spaced as follows, viz. :— . 

In butts of flat and vertical keel plates, 
butts of outside plating and deck stringer 


33 diam. } plates, seams and butts of tank deck plating 


C. to, \ and middle line and transverse bulkheads, 
| sides and top of expansion trunk and tunnel 
| plating. 

4 diam. Tn quadruple riveted overlapped butts of 

C. to C. \ outside plating and deck stringer plates. 

4), diam. In quintuple riveted overlapped butts 

C. to C. \ of outside plating and deck stringer plates, 


: bulkheads, tank deck stringer angles and 
0 ook angles at upper and lower corners of expansion 
trunks, bracket knee plate attachments to floor 


) 
\ 
In flat keel angles, boundary bars of 
.\ plates, side stringers, and bulkhead stiffeners. 


In frames, reversed frames, floors, keelsons, 

face angles on web frames and side stringers, 

) bulkhead stiffeners, web plates and girders, 

expansion trunk stiffeners, tunnel stiffeners and 

deck plating and top of expansion trunk to 
beams. 


6 diam. 


C. to C. 


11. Wherever the frames, beams or .stiffeners to bulk- 
heads and expansion trunks cross the seams or butts of 
the plating, two rivets are to be fitted through the plating 
and bars. 


12. Attachment Angles. ‘he breadths of the flanges 
of attachment angles are to be as follows :— 
for 3 inch and 4 inch rivets 3 inches. 
for } inch soa “io oo Bhiaiay 
for 1 inch rivets... ee bie A 5 
the angles are to be of the mean thickness of the plates they 
attach. 


PUMPING ARRANGEMENTS. 


Section 70. 1. Oil pumps fitted for the purpose of 
filling or discharging the oil compartments are to be kept 
entirely separate from the pumps fitted for filling or clearing 
the water ballast compartments of water. 


2. The water ballast pipes are not to pass through 
the oil compartments, nor the pipes for the oil through any 
water ballast spaces. A separate ballast pump is to be 
fitted forward of the oil compartments for the purpose of 
filling and clearing the forward ballast tanks. 


3. Oil pump rooms are to be enclosed by watertight 
bulkheads and have no direct communication with the 
machinery space. 

4, The limber holes in the floors and intercostals in 
the oil compartments are to be so arranged in the vicinity of 
the pumps as to admit of a sufficient flow of oil to the pump 
suctions. 

5. Efficient arrangements are to be provided for clearing 
the tunnel and *tween deck spaces of water. 

6. Sounding pipes are to be fitted in the cofferdams. 


VENTILATION. 


Section 71. 1. lt is of the greatest importance in 
oil carrying vessels that the internal arrangements should be 
such that the compartments can be readily cleared of gas, 
and efficient means are to be provided for clearing the 
dangerous gases from the tanks by the injection of steam 
or by the adoption of some efficient system of artificial 
ventilation. 
e2 
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2, Ventilators are to be fitted to the pump rooms, 
cofferdams, ‘tween decks, deck erections and ‘other enclosed 
spaces, to allow of the free escape of all gases from these 
parts. 

3. The tunnel is to be efficiently ventilated by large 
ventilators placed on the upper part of the trunks at 
the ends of the tunnel. 


ELECTRIC LIGHTING. 


Section 72. 1. The single wire system must not be 
adopted for any part of the installation in vessels carrying 
petroleum. 

2. Switches and cut-outs must not be fitted in places 
liable to the accumulation of petroleum vapour or gas, and 
all lamps in places where it is possible for gas to accumulate 
must be made with an outer glass globe made airtight. All 
wires in such places are to be lead covered, or the insulation 
of the cables employed is to be of such a nature as not to be 
affected by petroleum. 
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3. No joints of cables, switches, or cut-outs, should be 
fitted in the pump rooms, but the wires for each lamp 
therein should be carried to the lamp from a distributing 
junction box placed outside the pump room or companion. 


PERIODICAL SURVEYS. 


Section 78. 1. Preparation of Tanks.——When 
vessels classed for carrying oil in bulk are undergoing special 
survey, the tanks are to be cleaned out and thoroughly 
cleared of gas to admit of their being properly examined, and 
every precaution is to be taken to ensure safety during 
inspection. 

2, Testing —Each oil compartment and cofferdam is 
to be tested by being filled with water to the top of the 
hatchway in the expansion trunk or cofferdam. 


By order of the Committee, 


ANDREW SCOTT, 
Secretary. 
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RULES 


FOR THE 


SURVEY AND CONSTRUCTION OF ENGINES AND BOILERS OF 
STEAM VESSELS. 


Section 1. In steam vessels, the machinery and 
boilers are to be inspected throughout construction, the 
boilers tested by hydraulic pressure, and the machinery 
tested under steam by the Society’s Engineer-Surveyors, who 
will furnish a report to the Committee describing them in 
the manner shown in form No. 4. If found satisfactory, 
the Committee will thereupon grant a certificate, and insert 
in the Register Book the notification, “LMC” im red 
(i.e. “* LLoyD’s MACHINERY CERTIFICATE”), indicating that 
the machinery and boilers are certified to be in good order 
and safe working condition. 


SPECIAL SURVEY OF NEW ENGINES OR BOILERS 


’ Section 2. 1. In steam vessels built under Special 
Survey, the Machinery and Boilers must also be constructed 
under Special Survey. 


2. In cases of machinery or new boilers being built 
under Special Survey, the distinguishing mark »F will be 
noted in red, thus : “>KLMC,” or “*KNE & B,” or “>+KNB.” 


3. In order to facilitate this inspection, the plans of 
the machinery and boilers are to be examined, and from them 
the working pressure fixed. 


4. The Surveyors are to examine the materials and 
workmanship from the commencement of the work until the 
final test of the machinery under steam ; any defects, &c., to 
be pointed out as early as possible. 


5. The Surveyors may also, if desired, compare the 
work as it progresses with the requirements of the 
specification agreed upon by the parties concerned, and 
certify to the conditions thereof, as far as can be seen, being 
satisfactorily complied with. 


BOILERS. 


Section 8. 1. The Surveyors will be guided in 
fixing the working pressure by the tables and formule 
annexed. (See Section 11.) 


2. Any novelty in the construction of the machinery or 
boilers to be reported to the Committee. 


3. The boilers, together with the machinery, to be 
inspected at different stages of construction. 


All the holes in steel boilers should be drilled, but if 
they be punched the plates are to be afterwards annealed. 


All plates that are dished or flanged, or in any way 
heated in the fire for working, except those that are 
subjected to a compressive stress only, are to be annealed 
after the operations are completed. 

No steel stays are to be welded. 

Unless otherwise specified, the Rules for the con- 
struction of iron boilers will apply equally to boilers made of 
steel. 

4. The boilers to be tested by hydraulic pressure, in 
the presence of the Engineer-Surveyor, to twice the working 
pressure, and carefully gauged while under test. 

5. Two safety valves to be fitted to each boiler, and 
loaded to the working pressure in the presence of the 
Surveyor. In the case of boilers of greater working pressure 
than 60 Ibs. per square inch, the safety valves may be loaded 
to 5 lbs. above the working pressure. If common valves are 
used their combined areas to be at least half a square inch 
to each square foot of grate surface. If improved valves are 
used they are to be tested under steam in the presence of the 
Surveyor; the accumulation in no case to exceed 10 per 
cent. of the working pressure 


6. An approved safety valve also to be fitted to the 
super-heater. 
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7. In winch boilers one safety valve will be allowed, 
provided its area be not less than half a square inch per 
square foot of grate surface. 

8. Each valve to be arranged so that no extra load 
can be added when steam is up, and to be fitted with easing 
gear which must lift the valve itself. All safety-valve 
spindles to extend through the covers and be fitted with 
sockets and cross handles, allowing them to be lifted and 
turned round in their seats. and their efficiency tested at any 


time. 
9. Stop-valves to be fitted so that each boiler can be 


worked separately, 

10. Each boiler to be fitted with a separate steam 
gauge, to accurately indicate the pressure. 

11. Each boiler to be fitted with a blow-off cock 
independent of that on the ‘vessel’s outside plating. 

12. The machinery and boilers are to be securely fixed 
to the vessel to the satisfaction of the Surveyor. 


QUALITY AND TESTING OF BOILER STEEL. 


Section 4. 1. When steelis used in the construction 
of boilers intended for vessels classed or proposed for 
classification in the Society’s Register Book, the boilers shall 
be constructed in accordance with the requirements of the 
Rules, and the following conditions be fulfilled :— 

2. Process of Manufacture——Steel for Marine Boilers 
shall be made by the Open Hearth process, Acid or Basic. 

3. Freedom from Defects.—The finished material shall 
be free from cracks, surface flaws, and lamination. It shall 
also have a workmanlike finish, and must not have been 
hammer-dressed. 

4, Testing and Inspection.—The following tests and 
inspections shall be made at the place of manufacture prior 
to despatch ; but, in the event of any of the material proving 
unsatisfactory in the course of being worked into boilers, 
such material shall be rejected, notwithstanding any previous 
certificate of satisfactory testing, and such further tests of 
the material from the same charge may be made as the 
Surveyor may consider desirable. 

5. Tensile Test Pieces.—The tensile strength and 
ductility shall be determined from Standard test pieces cut 
lengthwise or crosswise from the rolled material. When 
material is annealed or otherwise treated before despatch, 
the test pieces shall be similarly and simultaneously treated 
with the material before testing. — 

Plates, Angles, and Tee Bars :—Wherever practicable 
the rolled surfaces shall be retained on two opposite sides of 
the test piece. The elongation shall be measured on a 
Standard test piece having a gauge length of 8 inches. 


For material more than *875 in. m thickness the width 
of the test piece between the gauge points shall not exceed 
14 ins. ; for material *875 in. to °375 in. in thickness, 
inclusive, the width shall not exceed 2 ins. ; for material less 
than °375 in. in thickness the width shall not be more than 
24 ins. In other respects the test pieces shall conform 
generally to the Standard test piece A. 


TEST PIECE A. 


=1}". 
23". 


*875":—Maximum width 


875":—Maximum width 
2". 
For Thicknesses under 


allowed 
*375":—Maximum width 


For Thicknesses °375" to 


For Thicknesses over 


allowed 
allowed 


re a 
i<-- 8 GAUGE LENGTH.-->; | i 
<-Parallel for a length of not less than 9in.->! ! 

' } 


ben iS eee See TOTAL LENGTH ABOUT 18’. -----------» 


Round Bars :—Round bars may be tested either full 
size as rolled, or turned down when the diameter is 
considerable. The test piece shall have a gauge length of 
not less than 8 times its diameter, and a sectional area of not 
less than } square inch. When enlarged ends are used the 
length of the parallel portion shall not be less than 9 times 


the reduced diameter, see Standard test piece B. 


TEST PIECE B. 


\@---------- GAUGE, LENGTH.- -- - == +-- === > 


1 
(c- -~Parallel for a length of not less than 8 times the diamcter..-->) 


<--=-With enlarged ends :—Parallel for a length of not less than 9 times----> 
the reduced diameter. 


Where bars are above one inch diameter, and are 


tested full size as rolled, or have been turned down and the 
resulting test piece is above one inch diameter, a gauge 
length of 4 times the diameter may be used if preferred by 
the Manufacturer, in which case an increased elongation will 
When enlarged 


be required, as specified in paragraph 7. 
ends are used, the length of the parallel portion shall be not 
less than 4} times the reduced diameter, see Standard test 
piece C. 

TEST PIECE C. (BRITISH STANDARD TEST PIECE F.) 


K— —~——-—-—- GAUGE LENGTH. — ———-—-—» | 
& — Parallel fora length of not less than 4 times the diameter. — + | 


1 

i 

| 

k - With enlarged ends ;—Parallel for a length of not less than 44 times — 51 
the reduced diameter. ‘ 
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Any straightening of test pieces which may be required 
shall be done cold. 

6. Mechanical Tests and Selection of Test Pieces.— 
Plates and bars for boilers shall comply with the following 
mechanical tests. All test pieces shall be selected by the 
Surveyor and tested in his presence, and he shall satisfy 
himself that the conditions herein described are fulfilled. 

7. Tensile Tests. Plates:—The tensile breaking 
strength of steel plates for shells and girders, determined 
from Standard test pieces, shall be between the limits of 28 
and $2 tons per square inch. For plates intended for flanging 
or welding, and for combustion chambers and furnaces, the 
tensile breaking strength shall be between the limits of 26 
and 30 tons per square inch. In the case of material for 
purposes in which tensile strength is not important, the 
tensile test may be dispensed with and the bend test only be 
made, if so specified by the builders and approved by the 
Committee. The elongation, measured on a Standard test 
piece having a gauge length of 8 ins., shall not be less than 
20 per cent. for material of °375 in. in thickness and 
upwards required to have a tensile breaking strength of 28 
to 2 tons per square inch; and not less than 23 per cent. 
for material of *375 in. in thickness and upwards required to 
have a tensile breaking strength of 26 to 30 tons per square 
inch. 

Stay, Angle and Tee Bars:—The tensile breaking- 
strength of longitudinal stays and angle and tee bars shall be 
between the limits of 28 and 32 tons per square inch, with 
an elongation of not less than 20 per cent. of the gauge 
length measured on the Standard test piece A or B, or 
24 per cent. measured on the Standard test piece C. For 
bars for combustion chamber stays the tensile breaking 
strength shall be between 26 and 30 tons per square inch, 
with an elongation of not less than 23 per cent. of the gauge 
length measured on the Standard test piece B, or 28 per 
cent. measured on the Standard test piece C. 

For material under °375 in. in thickness the elongation 
may be not more than 3 per cent. below the above-named 
elongations. 

Rivet Bars:—The tensile breaking strength of rivet 
bars shall be between the limits of 26 and 30 tons per square 
inch of section, with an elongation of not less than 25 per 
cent. of the gauge length measured on the Standard test 
piece B, or 30 per cent. measured on the Standard test 
piece C. ‘The bars may be tested the full size as rolled. 

8. Number of Tensile Tests. Plates.—One tensile test 
shal! be taken from each plate as rolled. For plates exceeding 
24 tons in weight one tensile test shall be taken from each end. 


Angle, Tee, Rivet and Stay Bars :—At least two tensile 
tests for angle bars, tee bars, rivet bars, and stay bars shall 
be taken from each charge; but when the number of the bars, 
as rolled, from one charge exceeds 15, an additional tensile 
test shall be made for each further batch of 15 bars or 
portion thereof. In round bars of 1} inch diameter and 
under, the number shall be 50 in place of 15. 


Should a tensile test piece break outside the middle half 
of its gauge length, and the elongation be less than that 
required by the Rules the test may, at the Maker’s option, be 
discarded and another test be made of the same plate or bar. 


9. Bend Tests. Cold Bends :—Test pieces shall be 
sheared lengthwise or crosswise from plates or bars, and shall 
not be less than 14 ins. wide, but for small bars the whole 
section may be used. For rivet bars bend tests are not 
required. 

Temper Bends :—The test pieces shall be similar to 
those used for cold bend tests. For temper bend tests the 
samples shall be heated to a blood red and quenched in water 
at a temperature not exceeding 80 degrees Fahr. The colour 
shall be judged indoors in the shade. 


In all cold bend tests, and in temper bend tests on 
samples ‘5 in. in thickness and above, the rough edge or arris 
caused by shearing may be removed by filing or grinding, 
and samples 1 in. in thickness and above may have the edges 
machined, but the test pieces shall receive no other pre- 
paration. The test pieces shall not be annealed unless the 
material from. which they are cut is similarly annealed, in 
which case the test pieces shall be similarly and simultaneously 
treated with the material before testing. 

For both cold and temper bends the test piece shall 
withstand, without fracture, being doubled over until the 
internal radius is equal to 14 times the thickness of the test 
piece, and the sides are parallel. 

For small sectional material these bend tests may be 
made from the flattened bar. 


Bend tests may be made either by pressure or by blows. 


10. Number of Bend Tests. Plates:—One cold or 
temper bend test shall be taken from each plate as rolled. 
For plates exceeding 24 tons in weight one bend test shall be 
taken from each end—one bend test to be temper and the 
other cold. 

Angle Bars :—A cold or a temper bend test shall be 
made from each angle bar rolled. 


Stay Bars :—A cold and temper bend test shall be made 
from every 15 stay bars as rolled from each charge. 


an 
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11. Tests for Manufactured Rivets.—Rivets selected 
by the Surveyor from the bulk shall withstand the following 


tests :— 
(a) The rivet shanks are to be bent cold, and 


hammered until the two parts’of the shank touch in the 
manner shown in Fig. 1, without fracture on the outside 
of the bend. 

(¥) The rivet heads are to be flattened, while hot, 
in the manner shown in Fig. 2, without cracking at the 
edges. The heads are to be flattened until their diameter 
is 2} times the diameter of the shank. 


Fia. 2. 

12. Additional Tests before Rejection—Should any 
of the test pieces first selected by the Surveyor not fulfil the 
test requirements, two further tests may be made from the 
same plate or bar, but should either of these fail, the plate or 
bar from which the test pieces were cut shall be rejected. In 
all such cases further tests shall be made before any material 
from the same charge can be accepted. 

13. Branding.—Every plate and bar shall 
be clearly and distinctly marked by the Maker in 
two places wlth the Society’s brand, thus :— 
indicating that the material has complied with 
the Society's tests. 

No plates or bars bearing this brand shall be forwarded 
from the Steel Works until the prescribed tests have been 
made by the Surveyor, and the mill sheets have been signed 
by him. All plates and bars shall also be legibly stamped in 
two places with the Maker’s name or trade mark, and the 
place where made. They’ shall also be stamped with numbers 
or identification marks by which they can be traced to the 
charge from which the material was made. 

14, Maker’s Certificate-—Before the mill sheets are 
signed by the Surveyor, the Maker shall furnish him with a 
certificate guaranteeing that the material has been made by 
the Open Hearth process, and that it has been subjected to, 
and has withstood satisfactorily, the tests above described in 
the presence of the Surveyor. The following form of certificate 
will be accepted if printed on each mill sheet with the name 
of the firm, and initialled by the Test House Manager :— 

“We hereby certify that the material described 
below has been made by the Open Hearth process, and 


is that which has been satisfactorily tested in the 

presence of the Surveyor in accordance with the Rules 

of Lloyd’s Register.” 

15. Defacing of Rejected Material.—tIn the event of 
the material failing, in any case, to withstand the prescribed 


tests, the Surveyor shall see that the Society’s ® 
brand stamped on the plates and bars by the ) 
Maker has been defaced by punch marks@ @ ag 
extending beyond the brand in the form of 

a cross, thus :— @ 


denoting that the material has been rejected. 


16. Facilities for Inspection—The Maker shall adopt 
a system of marking the ingots, billets, slabs, plates, bars, &e., 
which will enable all finished material to be traced to the original 
charge, and the Surveyor must be given every facility for 
tracing all plates and bars to their respective charges, and for 
When he is satisfied with the 
material and with the results of the tests, he shall be fur- 
nished with two copies of the advice notes of the material for 


witnessing the required tests. 


his signature, one of which is to be forwarded by the Manu- 
facturer to the Boiler Maker, and the other is to be forwarded 
by the Surveyor to the Surveyors at the port where the boiler 
is to be built. 


17. Steel not produced where Rolled—Where steel is 
not produced in the works at which it is rolled, a certificate 
shall. be supplied to the Surveyor, stating the Open Hearth 
process by which it was made, the name of the Steel Maker 
who supplied it, also the numbers of the charges for reference 
to the books of the Steel Maker. The number of the charge 
shall be marked on each ingot or billet for the purpose of 
identification, and the finished plates and bars shall also be 
legibly stamped in two places with the Maker’s name or trade 
mark, and the place where made. They shall also be stamped 
with numbers or identification marks by which they can be 
traced to the charge from which the material was made. 

18. General.—Besides the foregoing tests, samples of 
all material may be subjected to additional tests at the dis- 
cretion of the Surveyors. 

19. In cases wherein it may be desired by Owners and 
Builders, consideration will be given by the Committee to 
proposals for the use of steel of other tenacity than is provided 
for in the foregoing Rules. 


QUALITY AND TESTING OF STEEL CASTINGS. 


Section 5. 1. Process of Manufacture.—Steel for 
castings shall be made by the Open Hearth process, Acid or 
Basic, or by such other process as may be approved by the 
Committee. 
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2. Annealing.—All steel castings shall be thoroughly 
annealed in a properly constructed annealing furnace, which 
must permit of the whole casting being uniformly raised in 
temperature throughout its whole extent to the necessary 
intensity required for annealing purposes. The casting shall 
be allowed to cool down prior to removal from the annealing 
furnace ; and if subsequently heated for any purpose it shall 
again be similarly annealed if required by the Surveyor. 

3. Testing and Inspection.—The following tests and 
inspections shall be made, preferably at the place of manu- 
facture prior to despatch, but in the event of any casting 
proving unsatisfactory in the course of preparation or erection, 
such casting shall be rejected notwithstanding any previous 
certificate of satisfactory testing. 

4, Tensile and Bend Test Pieces.—The tensile strength 
and ductility shall be determined from standard test pieces, 
which are to be prepared from sample pieces cast on the 
casting. These sample pieces are not to be cut or partially 
cut from the castings until the annealing of such castings has 
been completed, nor until they have been stamped by the 
Surveyor. The test pieces are to be stamped by the Surveyor 
after the annealing. All test pieces shall be selected by the 
Surveyor and tested in his presence, and he shall satisfy him- 
self that the conditions herein described are fulfilled. 

5. Number of Tests.—At least one tensile test and one 
cold bend test are to be taken from each casting. In castings 
of complex design, referred to in paragraph 12, at least two 
tensile and two cold bend tests are to be taken. Where a 
casting is made from more than one charge of steel, at least 
four tensile and four cold bend tests are to be taken from 
pieces cast as far apart as possible on the casting, some test 
pieces being taken from as near the top, and others from as 
near the bottom of the casting as practicable. 

6. Dimensions of Tensile Test Pieces—The tensile 
test pieces are to be turned so as to have a diameter of *564 
inch with a gauge length of 2 inches, or a diameter of 798 
inch with a gauge length of 3 inches, or a diameter of *977 
inch with a gauge length of 34 inches. 

7. Dimensions of Bend Test Pieces.—The bend test 
pieces are to be machined to a rectangular section 1 inch wide 
by ? inch thick, with the edges rounded to a radius of th 
of aninch. They are to be bent over the thinner section. The 
bending may be performed either by pressure or by blows. 

8. Tensile Tests.—The tensile breaking strength deter- 
mined from test pieces of standard dimensions is to be 
between the limits of 26 and 35 tons per square inch with an 
elongation of not less than 20 per cent. measured on the 
standard test piece. 


9. Bend Tests.—The bend test pieces must withstand 
without fracture being bent cold through an angle of 120 
degrees, the internal radius of the bend being not greater 
than one inch. 


10, Additional Tests before Rejection.—Should either 
the tensile or bend test or both fail and the Surveyor con- 
sider the fractured test piece or test pieces, or the results 
obtained therefrom, do not fairly represent the quality of the 
casting, a duplicate of the test or tests which failed shall be 
made if requested by the Maker. In such cases the quality 
of the casting shall be judged by the result of the duplicate 
test or tests and not by the original test or tests which failed. 


11. Percussive Tests.—The castings are to be dropped 
on hard ground from a height of from 7 to 10 feet, accord- 
ing to the design, shape, and weight of the casting. 


12. Castings of Complex Design.—Castings of complex 
design which would be liable to be deformed if submitted to 
the drop or percussive test, may have this test dispensed with 
provided two tensile and two cold bend tests be made upon 
pieces taken from positions as far apart as possible on each 
casting ; one tensile and one bend test being taken from as 
near the top and the others from as near the bottom of the 
casting as practicable. 

13. Hammering Tests.—After being subjected to the 
percussive test, the casting in each case is to be subsequently 
slung up and well hammered with a sledge hammer not less 
in weight than 7 lbs., to satisfy the Surveyors that the cast- 
ing is sound and without flaw. This hammering test is also 
to be applied to castings of complex design which may not 
have been submitted to a percussive test. 

14. When the castings are to be used for purposes for 
which cast iron is ordinarily employed they need not be sub- 
mitted to tensile and bend tests, but they must be submitted 
to the drop and hammering tests specified in paragraphs 11 
and 13. 

15. Branding.—Every casting after it has satisfactorily 
withstood the prescribed tests, shall be clearly and distinctly 
marked by the Society’s Surveyor indicating that the casting 
has complied with the Society’s requirements, 


QUALITY AND TESTING OF INGOT STEEL 
FORGINGS. 


Section 6. 1. Process of Manufacture.—Ingot 
steel for forgings shall be made by the Open Hearth process, 
Acid or Basic, or by such other process as may be approved 
by the Committee. 
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The forgings must be sound, they are to be made from 
sound ingots, and for all important forgings such as crank 
and propeller shafts, connecting rods, piston rods, the forgings 
must be gradually and uniformly forged. The sectional area 
of the body of the forging (as forged) shall not exceed one- 
fifth of the sectional area of the original ingot, and no.part 
of the forging (as forged) shall have more than two-thirds of 
the sectional area of the original ingot. 


2. Annealing.—All important ingot steel forgings shall 
be thoroughly annealed in a properly constructed annealing 
furnace, which must permit of the whole forging being 
uniformly raised in temperature throughout its whole extent 
to the necessary intensity required for annealing purposes. 
If the forging be subsequently heated for any further forging 
it shall again be similarly annealed, if required by the 
Surveyor. 

3. Testing and Inspection.—The following tests and 
inspections shall be made, preferably at the place of manu- 
facture prior to despatch, but in the event of any forging 
proving unsatisfactory in the course of preparation or 
erection, such forging shall be rejected notwithstanding 
any previous certificate of satisfactory testing. 


4. Tensile and Bend Test Pieces.—The tensile strength 
+ and ductility shall be determined from standard test pieces 
which are to be prepared from sample pieces cut lengthwise 
from the forging from a part of not less sectional dimensions 
than the body of the forging. Such standard test pieces 
shall be machined from the sample pieces without forging 
down, and the sample pieces shall not be detached from the 
forging until the annealing of such forging has been com- 
pleted. The test pieces are to be stamped by the Surveyor 
after the annealing. All test pieces shall be selected by the 
Surveyor and tested in his presence, and he shall satisfy 
himself that the conditions herein described.are fulfilled. 


5. Number of Tests.—At least one tensile and one cold 
bend test are to be taken from each forging. Where a 
number of articles are cut from one forging, one tensile and 
one cold bend test from this whole forging will be sufficient. 


6. Dimensions of Tensile Test Pieces.—The tensile 
test pieces are to be turned so as to have a diameter of *564 
inch with a gauge length of 2 inches, or a diameter of *798 
inch with a gauge length of 3 inches, or a diameter of 
‘977 inch with a gauge length of 34 inches. 

7. Dimensions of Bend Test Pieces.—The bend test 
pieces are to be machined to a rectangular section 1 inch 
wide by } inch thick, with the edges rounded to a radius of 
rsth of an inch. ‘hey are to be bent over the thinner 


section. The bending may be performed either by pressure 
or by blows. 


8. Tensile Tests.—The tensile breaking strength deter- 
mined from test pieces of standard dimensions is to be 
between the limits of 28 and 32 tons per square inch with an 
elongation on the standard test piece of not less than 29 per 
cent. for 28 ton steel, and 25 per cent. for 32 ton steel, and 
in no case must the sum of the tensile breaking strength and 
corresponding elongation be less than 57. 


9. Bend Tests.—The bend test pieces must withstand 
without fracture being bent cold through an angle of 180 
degrees, the internal radius of the bend being not greater 
than } inch. 


10, Additional Tests before Rejection Should either 
the tensile or bend test, or both, fail, and the Surveyor con- 
sider the fractured test piece or test pieces, or the results 
obtained therefrom, do not fairly represent the quality of the 
forging, a duplicate of the test or tests which failed shall be 
made if requested by the maker. In such cases the quality 
of the forging shall be judged by the result of the duplicate 
test or tests and not by the original test or tests which failed. 


11. Branding.—Every forging after it has satisfactorily 
withstood the prescribed tests, shall be clearly and distinctly 
marked by the Society’s Surveyor indicating that the forging 
has complied with the Society’s requirements. 


12. General.—The requirements as to annealing and 
testing are intended to apply to shafts of all descriptions, also 
to connecting rods and piston rods which require to be made 
in several heats. They are not intended to apply to small 
forgings which during their last stage of manufacture are 
uniformly heated throughout. 


ENGINES. 


Section 7. 1. The engines are to be fitted with two 
feed-pumps, each capable of supplying the boilers; the 
pumps, etc., to be so arranged that either can be overhauled 
whilst the other is at work. 

2. The engines are to be fitted with two bilge pumps, 
which are to be so arranged that either can be overhauled 
whilst the other is at work. 

3. In engines of 70 H.P. and under, and in engines 
of steam fishing vessels, one feed pump and one bilge pump 
will be deemed sufficient, provided they are of adequate 
capacity. 

The main feed pumps may be worked by independent 
engines provided they are fitted with automatic regulators 


RULES FOR ENGINES AND BOILERS. 72 


for controlling their speed. If only one such pump is fitted 
for the main feed, the auxiliary feed pump required by 
paragraph 6 should also be fitted with an automatic speed 
regulator. 

4, A bilge injection, or a bilge suction to the cireu- 
lating pump, is to be fitted. 


5. The engine bilge pumps are to be fitted capable of 
pumping from each compartment of the vessel, the peaks 
excepted. All bilge suction pipes are to be fitted with strum 
boxes or strainers, so constructed that they can be cleared 
without breaking the joints of the suction pipes. The total 
area of the perforations in the strainers should be not less 
than double that of the cross section of the suction pipe. 
The mud boxes and roses in engine room are to be placed 
where they are easily accessible, and to the satisfaction of the 
Surveyor. 

6. A steam pump is to be provided capable of sup- 
plying the boilers with water; this pump to be provided 
with suctions to the hotwell and also to the sea. A steam 
pump is to be so fitted as to pump from each compartment, 
to deliver water on deck, and if no hand pump is fitted in 
engine room it must be fitted to be worked by hand. In 
small vessels in which only one steam pump is fitted, it must 
comply with all the requirements. 


7. In all steam pipes provision is to be made for 
expansion and contraction to take place without unduly 
straining the pipes, and all main steam pipes are to be tested 
by hydraulic pressure to twice the working pressure, in the 
presence of the Engineer Surveyor. 


8. All discharge-pipes to be, if possible, carried above 
the deep load-line, and to have discharge valves fitted on 
the plating of the vessel in an accessible position. 


9. No pipes are to be carried through the bunkers 
without being properly protected. 


10. Bilge suction-pipes to be arranged to pump direct 
from each compartment, the roses to be fixed in places where 
they can be easily accessible. 


SHAFTS. 


Section 8. 1. All shafts are to be turned all over 
and are to be examined when rough turned and when 
finished. In the case of screw shafts scrap steel is not to 
be used, and in no case is a mixture of scrap iron and scrap 
steel to be employed. It is recommended that screw shafts 
be made of ingot steel or forged from blooms made from 
rolled iron bar of good fibrous quality. 


2. Gauges of an approved description for testing the 
truth of the crank shafts are to be supplied with all new 
engines, and adjusted in the presence of the Surveyor. 


3. The length of the stern bush is to be at least four 
diameters of the shaft. It is recommended that the shaft 
liner should be continuous the whole length of the stern 
tube, and that the after end should be tapered in thickness 
and made watertight in the propeller boss. If the liner is 
made in two pieces the joint should be burned. If the liner 
does not fit tightly at the part between the bearings in the 
stern tube, the space between the shaft and the liner should 
be charged or “ forced” with a plastic material insoluble in 
water and non-corrosive. If two liners are used, it is 
recommended that they be tapered in thickness at the ends, 
and that the shaft should be lapped or protected between the 
liners. In this case, and also if no liners are used, the 
diameter of the shaft should be ziths of that required for a 
shaft with a continuous liner. 


4. For dimensions of shafts, see the formula in 
Section 18. 


Cocks, Pipes, AND SEA CONNECTIONS. 


Section 9. 1. With a view to insuring better control 
over cocks, valves, and pipes connecting the engines and 
boilers with the sea, they are to be fixed as follows, in all new 
vessels and vessels having new engines or boilers :— 


2. All sea-cocks to be fitted on the plating of the 
vessel above the level of the stoke-hold and engine-room 
platforms, or attached to Kingston valves of a height 
sufficient to lift them up to the level of these platforms. 


3. The bolts securing all cocks or sea connections to 
the plating of the vessel are to be tapped into the plating of 
the vessel or fitted with countersunk heads. 


4. The blow-off cocks on the plating of the vessel are 
to be fitted with spigots passing through the plating, and a 
brass or gun-metal ring on the outside. The cocks are to be 
so constructed that the key or spanner can only be taken off 
when the cock is shut. 


5. Cocks and valves connecting all suction pipes to be 
fixed above the stoke-hold and engine-room platforms. 


6. The arrangements of pumps, bilge injections, 
suction and delivery pipes, is to be such as will not permit of 
water being run from the sea into the vessel by an act of 
carelessness or neglect. Any defective arrangement to be 
reported to the Committee. 
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SpaRE GEAR. 


Section 10. The articles of spare gear mentioned 
in the following list will be required to be carried in all 
steam vessels classed in the Society’s Register Book, viz. :— 


2 connecting rod or piston rod top-end bolts and 
nuts. 

2 connecting rod bottom-end bolts and nuts. 

2 main bearing bolts. 

1 set of coupling bolts. 

1 set of feed and bilge pump valves. 

1 set of piston springs (where common springs are 
used). 

A quantity of assorted bolts and nuts. 

Iron of various sizes. 


In addition to the foregoing the following articles are 
recommended to be carried with.a view to expedite repairs 
and lessen delay in distant ports, viz. :— 


Crank shaft. 
Propeller shaft. 
Propeller, or a full set of blades. 
Stern bush, or lignum vite lining for bush. 
1 pair of connecting rod brasses. 
1 pair of cross head brasses. 
1 set of link brasses. 
1 eccentric strap complete. 
Air pump rod. 
‘ireulating pump rod. 
H. P. valve spindle. 
L. P. valve spindle. 
1 set of check valves. 
6 cylinder cover bolts. 
6 junk ring bolts. 
4 valve chest cover bolts. 
2 dozen boiler tubes. 
3 dozen condenser tubes. 
1 cylinder escape valve and spring. 
1 set of safety valve springs. 


RULES FOR DETERMINING THE WORKING 
PRESSURE TO BE ALLOWED IN NEW BOILERS. 


CYLINDRICAL SHELLS OF IRON BOILERS. 


Section 11. The strength of circular shells of iron 
boilers to be calculated from the strength of the longitudinal 
joints by the following formula :— 

CxTxB 
D 


= working pressure. 


OF SHIPPING. 


where © = co-efficient as per following table, 
T = thickness of plate in inches, 
D = mean diameter of shell in inches, 
B =percentage of strength of joint found as 
follows—the least percentage to be taken. 


we —d 
For plate at joint B = bape x 100. 
For rivets at joint B = nx 2 x 100 with iron rivets 
px T 
in iron plates with punched holes. 


veigeenia anita 
me eS 
in iron plates with drilled holes. 


90 with iron rivets 


(In case of rivets being in double shear, 1°75a is to be 
used instead of a.) 
where p = pitch of rivets. 
d = diameter of rivets. 
a = sectional area of rivets. 


n = number of rows of rivets. 


Mem.—In any case where the strength of the longitudinal 
joint is satisfactorily shown by experiment to be greater than 
given by this formula the actual strength may be taken in 
the calenlation. 


TABLE OF CO-EFFICIENTS. 


IRON BOILERS. 


iFor Plates|, 
For Plates *L inch ‘Por Plates) 
Description of Longitudinal d-inch | thick and | above | 
Joint. thick and] “ apove | inch 


| under. | 4 inch thick. 


¥ ad OR “| 


Lap Joint, Punched Holes so] 


Lap Joint, Drilled Holes ....... 170 180 190 

Double Butt Strap Joint, =a 
Punched Holes cist +70 180 ay | 

Double Butt Strap Joint. ‘ 9 | 
Drilled Holes ........:.+- {| odo et [i 


Note.—The inside butt strap to be at least ? of the strength of the 
longitudinal joint. 


CYLINDRICAL SHELLS OF STEEL BOILERS. 


Section 12. The strength of cylindrical shells of 
steel boilers is to be calculated from the following formula :— 


EG ee Pe = 
D 


working pressure in Ibs. per square inch. 
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where D = mean diameter of shell in inches. 
T = thickness of plate in sixteenths of an inch. 


C = 22 when the longitudinal seams are fitted 
with double butt straps of equal width. 


C = 21°25 when they are fitted with double butt 
straps of unequal width, only covering on 
one side the reduced section of plate at 
the outer lines of rivets. 


C = 20°5 when the longitudinal seams are lap 
joints. 


If the minimum tensile strength of shell 
plates is other than 28 tons per square 
inch, these values of © should be corres- 
pondingly modified. 

B =the least percentage of strength of longi- 


tudinal joint found as follows :— 


For plate at joint B = = d x 100 


- oe n xX a : 
For rivets at joint B = px t x 85 where steel rivets 
are used. 
mexican fe ; : 
B= px t x 70 where iron rivets 
are used. 


where p = pitch of rivets in inches. 
t = thickness of plate in inches. 
d = diameter of rivet holes in inches. 


n = number of rivets used per pitch in the 
longitudinal joint. 


a = sectional area of rivet in square inches. 


(In case of rivets in double shear 1°75a is to be used 
instead of a.) 


Note.—The inside butt strap to be at least } of the strength 
of the longitudinal joint. 


Nore.—For the shell plates of superheaters or steam 
chests enclosed in the uptakes or exposed to the direct action 


of the flame, the co-efficients should be 3 of those given in 
the preceding tables. 
Proper deductions are to be made for openings in shell. 
All manholes in circular shells to be stiffened with com- 


pensating rings. 


The shell plates under domes in boilers so fitted to be 
stayed from the top of the dome or otherwise stiffened. 


Stays. 


Section 18. 1. The strength of stays supporting 
flat surfaces is to be calculated from the smallest part of the 
stay or fastening, and the strain upon them is not to exceed 
the following limits, namely :— 


2. Iron Stays.—For stays not exceeding 14 inches 
smallest diameter, and for all stays which are welded 
6,000 Ibs. per square inch ; for unwelded stays above 14 inches 
smallest diameter, 7,500 Ibs. per square inch. 


3. Steel Stays——For screw stays not exceeding 
1} inches smallest diameter, 8,000 lbs. per square inch ; for 
screw stays above 1} inches smallest diameter, 9,000 Ibs. per 
square inch. For other stays not exceeding 14 inches 
smallest diameter, 9,000 Ibs. per square inch, and for stays 
exceeding 14 inches smallest diameter, 10,400 lbs. per square 
inch. No steel stays are to be welded. 


4. Stay Tubes.—The stress is not to exceed 7,500 lbs. 
per square inch. 


Fiat PLATES. 


Section 14. 1. The strength of flat plates supported 
by stays is to be taken from the following formula :— 


Cx T° 


-52-~ = working pressure in lbs. per square inch ; 
where T = thickness of plate in sixteenths of an inch, 


P?= square of pitch in inches. If the pitch in 
rows is not equal to that between the 
rows, then the mean of the squares of the 
two pitches is to be taken, 


C = 90 for iron or steel plates & thick and 
under, fitted with screw stays with 
riveted heads, 


C = 100 for iron or steel plates above 45 thick 
fitted with screw stays with riveted heads, 

C = 110 for iron or steel plates 4 thick and 
under, fitted with stays and nuts, 


C = 120 for iron plates above % thick, and for 
steel plates above % and under au thick, 
fitted with screw stays and nuts, 
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C = 135 for steel plates * thick and above, 
fitted with screw stays and nuts, 


C = 140 for iron plates fitted with stays with 
double nuts, ' 


C = 150 for iron plates fitted with stays with 
double nuts and washers outside the 
plates, of at least 4 of the pitch in 
diameter and 4 the thickness of the 
plates, 


C = 160 for iron plates fitted with stays with 
double nuts and washers riveted to the 
outside of the plates, of at least 3 of the 
pitch in diameter and } the thickness of 
the plates, 


C = 175 for iron plates fitted with stays with 
double nuts and washers riveted to the 
outside of the plates, when the washers 
are at least 3 of the pitch in diameter and 
of the same thickness as the plates. 


For iron plates fitted with stays with double nuts and 
doubling strips riveted to the outside of the plates, of the 
same thickness as the plates, and of a width equal to } the 
distance between the rows of stays, © may be taken as 
175, if P is taken to be the distance between the rows, and 
190 when P is taken to be the pitch between the stays in 
the rows. 

For steel plates, other than those for combustion 
chambers, the values of © may be increased as follows :— 


C = 140 increased to 175, 


IEA) citys 185, 
100%! ~;, 200, 
HGS; 220, 
TIM: %y 240. 


2. If flat plates are strengthened with doubling plates 
securely riveted to them, having a thickness of not less than 


» 


3 of that of the plates, the strength to be taken from 
Cx (T +35) 
P? 
where t = thickness of doubling plates in sixteenths, 

and ©, T and P are as above. 


= working pressure in Ibs. per square inch : 


Nore.—In the case of front plates of boilers in the 
steam space, these numbers should be reduced 20 per cent., 
unless the plates are guarded from the direct action of the 
heat. . 


3. For steel tube plates in the nest of tubes the 
strength to be taken from 


140 x T? 

~~ p? 

where T = the thickness of the plates in sixteenths 
of an inch, 


= working pressure in lbs. per square inch ; 


P = the mean pitch of stay tubes from centre 
to centre. 


For the wide water spaces between the nests of tubes 
the strength to be taken from 


2 . . 
~~! = working pressure in lbs. per square inch ; 


where P = the horizontal distance from centre to 

centre of the bounding rows of tubes, and 

C = 120 where the stay tubes are pitched with 
two plain tubes between them and are 
not fitted with nuts outside the plates, 

C = 130 if they are fitted with nuts outside the 
plates, 

C = 140 if each alternate tube is a stay tube not 
fitted with nuts, 

C = 150 if they are fitted with nuts outside the 
plates, 

C = 160 if every tube in these rows is a stay 
tube and not fitted with nuts, 

C = 170 if every tube in these rows is a stay 
tube and each alternate stay tube is fitted 
with nuts outside the plates. 


4. The thickness of tube plates of Combustion 
Chambers in cases where the pressure on the top of the 
chambers is borne by these plates is not to be less than that 
given by the following rule :— 

T=ExXWxD 
1750 x (D — d) 
where P = working pressure in lbs. per square inch. 
W = width of Combustion Chamber between 
plates in inches. 
D = horizontal pitch of tubes in inches. 
d = inside diameter of plain tubes in inches. 
T = thickness of tube plates in sixteenths of 
an inch. 
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GIRDERS. 


Section 15. The strength of girders supporting 
the tops of combustion chambers and other flat surfaces to 
be taken from the following formula :— 

a p ~ SE on working pressure in lbs. per square inch ; 
where L, = width between tube plates, or tube plate 
and back plate of chamber, 
P = pitch of stays in girders, 
D = distance from centre to centre of girders, 
d = depth of girder at centre, 
T = thickness of girder at centre. All these 
dimensions to be taken in inches. 


Wrought Iron. 


6,000, if there is one stay to each girder. 
9,000, if there are two or three stays to each girder. 
C= 10,000, if there are four or five stays to each girder. 
[se if there are six or seven stays to each girder. 
10,800, if there are eight stays or above to each girder. 


Wrought Steel. 


7,110, if there is one stay to each girder. 
10,660, if there are two or three stays to each girder. 
C=/11,850, if there are four or five stays to each girder. 
jie, if there are six or seven stays to each girder. 
(12,800, if there are eight stays or above to each girder. 


If the minimum tensile strength of girder plates is 
other than 28 tons per square inch, these values of © should 
be correspondingly modified. 


CIRCULAR FURNACES. 


Section 16. 1. The strength of plain furnaces to 
resist collapsing to be calculated as follows :— 


Where the length of the plain cylindrical part of the 
furnace exceeds 120 times the thickness of the plate, the 
working pressure is to be calculated by the following 
formula :— 

1,075,200 x T? _ 
Te oe 


working pressure in lbs. per square inch ; 


Where the length of the plain cylindrical part of the 
furnace is less than 120 times the thickness of the plate, the 


working pressure is to be calculated by the following 
formula :— 


working pressure in lbs. per square inch, 
where D = outside diameter of furnace in inches, 

T = thickness of plates in inches, 

L. = length of plain cylindrical part in inches, 
measured from the centres of the rivets 
connecting the furnaces to the flanges of 
the end and tube plates, or from the 
commencement of the curvature of the 
flanges of the furnace where it is flanged 
or fitted with Adamson rings. 


2. In the furnaces referred to below the formule 
given are applicable if the steel used has a tensile strength 
of not less than 26 nor more than 30 tons per square inch. 
If the material of furnaces has a less tensile strength than 
26 tons per square inch, then for each ton per square inch 
which the minimum tensile strength falls below 26, the 
co-efficient is to be correspondingly decreased by =',th part. 


3. The strength of corrugated furnaces made on 
Fox’s, Morison’s, Deighton’s, or Beardmore’s plan, to be 
calculated from 

1,259 x (T—2) _ 
ee 


working pressure in lbs. per square inch. 


4. The strength of spirally corrugated furnaces is to be 
calculated from the following formula :— 
912 x (T—2) _ 


working pressure in lbs. per square inch ; 
where T = thickness of plate in sixteenths of an inch, 
and [— = outside diameter of corrugated furnaces, in 
inches. 


5. The strength of the Improved Purves’ furnaces 
with ribs 9 inches apart, and of Brown’s Cambered furnaces 
with ribs either 8 inches or 9 inches apart, to be calculated 
from the following formula :— 


1,160 x (T—2) _ 
D 
working pressure in lbs. per square inch. 
where T = thickness of plate in sixteenths of an inch, 
and D = smallest outside diameter of furnaces, in 


inches. 
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6. The strength of the Leeds Forge bulb furnace is to 
be calculated from the following formula :— 


1,259 x (T—2) _ 


working pressure in Ibs. per square inch ; 
where 'T = thickness of plate in sixteenths of an inch, 
and J) = smallest outside diameter in inches. 


7. The strength of Holmes’ patent furnaces, in which 
the corrugations are not more than 16 inches apart from 
centre to centre, and not less than 2 inches high, to be 
calculated from the following formula :— 


945 x (‘T—2) _ 


working pressure in Ibs. per square inch ; 
where 'l = thickness of plain portions of furnace in 
sixteenths of an inch, 
and D = outside diameter of plain parts of the furnace 
in inches. 


DoNnKEY BOILERS. 


Section 17. The iron used in the construction of 
the fire boxes, uptakes, and water tubes of donkey boilers 
shall be of good quality, and to the satisfaction of the 
Surveyors, who may in any cases where they deem it 
advisable apply the following tests :— 


Thickness of 


To Bend cold through an angle of a | 


Plates. With the Grain. Across the Grain. 
Vs 80° 45° 
rs 70° BD° 
16 Hho 25° 
8. 40° 20° 


The material to stand bending of to an angle of 90 
degrees, over a radius not greater than 14 times the thickness 
DS fe) 2 
of the plates. 


RULES FOR DETERMINING SIZES OF SHAFTS. 


Section 18. 1. The diameters of intermediate shafts 
are to be not less than those given by the following 
formula :— 

For Compound Engines with two cranks at right angles— 


Diameter of intermediate shaft in inches = 


(04 A + 006 D + 02 §) x a P 


For Triple expansion engines with three cranks at equal 
angles— 


Diameter of intermediate shaft in inches= 


3 

(038 A + 009 B + 002 D + 0165 S) x P 

For Quadruple expansion engines with two cranks at right 
angles— 


Diameter of intermediate shaft in inches= 


ea 
(0384 A+°011B +'004C +'0014D +016 §) x A/ P 


For Quadruple expansion engines with three cranks— 
Diameter of intermediate shaft in inches= 


Bigs sa 
(028 A +°014 B +:006 C +0017 D +015 §) x \/ P 
For Quadruple expansion engines with four cranks— 
Diameter of intermediate shaft in inches= 


(033 A+°01B +0046 +0013 D + °0155 S) x ix P 
where A = diameter of High Pressure Cylinder in 

inches, 

B = diameter of first Intermediate Cylinder in 
inches, 

C = diameter of second Intermediate Cylinder 
in inches, 

D = diameter of Low Pressure Cylinder in inches, 

S = Stroke of Pistons in inches, 

P = Boiler pressure above atmosphere in lbs. 
per square inch. 


2. The diameter of crank shaft, and of thrust shaft 
under the collars, to be at least a ths of that of the inter- 
mediate shaft. The diameter of thrust shaft may be tapered 
off at each end to the same size as that of the intermediate 
shaft. 


3. The diameter of the screw shaft to be equal to the 
diameter of intermediate shaft (found as above) multiplied 
rs 03 P : ‘ a 
by (-63 + T ), but in no case to be less than 1:07 'T, 

where P is the diameter of propeller, and 
T the diameter of intermediate shaft, both in inches. 


This size of screw shaft is intended to apply to shafts 
fitted with continuous liners the whole length of the stern 
tube, as provided for in Section 8, paragraph 3. If no liners 
are used or if two separate liners are used, the diameter of 


the shaft should be sths that given above. 


The diameter of screw shaft is to be tapered off at the 
forward end to the size of the crank shaft. 
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4. Nors.—The Rules are intended to apply to Two 
Cylinder Compound Engines, in which the ratio of areas of 
Low and High Pressure Cylinders does not exceed 4°5 to 1; 
to Triple Expansion Engines in which it does not exceed 
9 to 1; to Quadruple Expansion Engines in which it does 
not exceed 12 to 1; and in all cases, as regards the stroke, 
in which the length of stroke is not less than one half the 
diameter or greater than the diameter of the Low Pressure 
Cylinder. Engines of extreme proportions beyond these 
limits being specially submitted to be dealt with on their 
merits. 


PERIODICAL SURVEYS. (Sve N.B.) 


Section 19. 1. The machinery and boilers of all 
steam ships and the donkey boilers of sailing vessels are to be 
surveyed annually if practicable, and in addition are to be 
submitted to a Special Survey upon the occasions of the 
vessels undergoing the Special periodical Surveys Nos. 1, 2, 
and 3, prescribed in the Rules, unless the machinery and 
boilers have been specially surveyed within a period of twelve 
months. 


2. At these Special Surveys, and on other occasions if 
deemed necessary by the Surveyors, the propeller, stern-bush, 
sea connections, and their fastenings, are to be examined 
while the vessel is in dry dock. 


3. The stern shaft is to be examined annually and 
drawn at intervals of not more than two years.* 


4. The cylinders, pistons, slide valves, crank and 
tunnel shafts, and pumps are to be examined, and if necessary 
the condenser is to be examined and tested. 


5. The arrangements of cocks, pipes, bilge-suctions, 
roses, &e., are to be examined. 


6. The boilers and superheaters are to be examined 
internally and externally, and if deemed necessary by the 
Surveyors, both boilers and superheaters are to be drilled or 
tested by hydraulic pressure ; the safe working pressure is to 
be determined by their actual condition. 


7. The safety valves are to be examined and set to the 
safe working pressure. 


* On the application of owners, the Committee will be prepared 
to give consideration to the circumstances of any special case, 


8. If satisfactory, these Surveys will be recorded in the 
Register Book thus :—‘* LMC6,12” in red or “ B&MS6,12” 
in red. 


9.“ LMC” (Luoyp’s MAacHINERY CERTIFICATE) 
denotes that the machinery and boilers are fitted in accordance 
with the Rules ; and when followed by a date, indicates that 
they were found at that time to be in good condition. “MS” 
with a date denotes that the engines at that time were found 
upon inspection to be in good condition. “BS” with a date 
denotes that the boilers were found upon inspection at that 
time to be in good condition. 


10. “B&MS” (BorneRS AND MacuInery SuRVEYED), 
with a date, denotes that the boilers and machinery, though 
not fitted strictly in accordance with the Rules, were found 
upon inspection at that time to be in good condition. 


11. In the event of either the machinery or boilers 
appearing to be impaired to such an extent as to render it 
desirable that either or both be specially surveyed within 
the periods prescribed above, a Certificate for either 
machinery or boilers for a limited period will be granted 
according to the nature of the case. 


BOILERS. 


12. The boilers of all steam ships and the donkey boilers 
of sailing vessels are to be specially surveyed when six years 
old, and subsequently they are to be specially surveyed 
annually. 


13. At these surveys the boilers and superheaters are 
to be examined internally and externally, and if deemed 
necessary by the Surveyors, both boilers and superheaters 
are to be drilled or tested by hydraulic pressure ; the safe 
working pressure is to be determined by their actual 
condition. 


14. The safety valves are to be examined and set to the 
safe working pressure. 


15. If satisfactory these surveys will be recorded in the 
Register Book thus :—* BS6,12” an red in the case of steam 
vessels, and “‘ DBS6,12” in red in the case of sailing vessels. 


F 
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16. “BS” (Boilers Surveyed) or “DBS” (Donkey 
Boiler Surveyed), with a date, denotes that the boilers were 
found upon inspection at that time to be in good condition. 


17. In the event of the boilers appearing-to be impaired 
to such an extent as to render it desirable that they be 
specially surveyed within the periods prescribed above, 
a Certificate for a limited period will be granted according 
to the nature of the case. — 


71, Fencyuncy Street, Lonpon, F.C. 
11th May, 1911. 


N.B.—In reference to the Rules above quoted, and in 
order to prevent the disappointment arising from Ships losing 
their Characters from want of survey, it is hereby intimated 
that the duty of giving Noticy or PERiIopicAL SURVEYS 
required by the Rules, or when repairs are necessary in 
consequence of damage, or from other causes, rests with the 
Owners, Masters, or Agents. 


By order of the Committee, 


ANDREW SCOTT, 


Secretary. 
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RULES FOR THE SURVEY OF INTERNAL COMBUSTION ENGINES 
FOR MARINE PURPOSES. 


GENERAL. 


Section 1. In vessels propelled by Internal Com- 
bustion Engines, the Rules as regards Machinery will be the 
same as those relating to steam engines so far as regards 
the testing of material used in their construction and the 
fitting of sea connections, discharge pipes, shafting, stern 
tubes and propellers. 


CONSTRUCTION. 


Section 2. 1. The following points should be 
observed in connection with the design of the engines. 


2. The shaft bearings, connecting rod brasses, the valve 
gear, the inlet and exhaust valves must be easily accessible. 


3. The reversing gear and clutch must be strongly 
constructed and easily accessible for examination and 
adjustment. 


4. In engines of above 60 B.H.P. which are not 
reversible and which are manceuyred by clutch, a governor 
or other arrangement must be fitted to prevent racing of the 
engine when declutched. 


5. Efficient positive means of lubrication (preferably 
sight feed) must be fitted to each part requiring continuous 
lubrication. 


6. If the engines are of the closed-in type, they must 
be so fitted that the contained lubricating oil can be drained 
when necessary; and in wood vessels an easily drained metal 
or metal-lined tray must be fitted to prevent leakage of 
either fuel oil or of lubricating oil from saturating the wood 
work. 


7. Carburettors, where petrol is used, and vaporisers, 
where paraffin is used, should be so designed that when the 
engine is stopped the fuel supply is automatically shut off. 
If an overflow is provided in the carburettor or vaporiser, 
a gauze covered tray with means of draining it must be fitted 
to prevent the fuel from flowing into the bilges. 


Strong metallic gauze diaphragms should be fitted 
either between the carburettor (or vaporiser) and cylinders 
or at the air inlets. 


&. If the ignition is electric, either by magneto or by 
coil and accumulator, all electric leads must be well insulated 
and suitably protected from mechanical injury. The leads 
should be kept remote from petrol pipes, and should 
not be placed where they may be brought into contact 
with oil. 


The Commutator must be enclosed; and the sparking 
coils must not be placed where they can be exposed to 
explosive vapours. 


9. No exposed spark gap should be fitted. 


10. In paraffin and heavy oil engines where lamps are 
used for ignition or for vaporising, these lamps should be 
fixed by some suitable bracket, and the flame enclosed when 
in use. 


11. The circulating pump sea suction is to have a cock 
or valve on the vessel’s skin placed on the turn of the bilge 
in an easily accessible position, and the circulating pipe is to 
be provided with an efficient strainer inside the vessel. The 
discharge overboard is to be fitted with a cock or valve on 
the vessel’s skin if it is situated under or near the load line 
of the vessel. 


12. A bilge pump worked by the engines or an inde- 
pendent power-driven bilge pump is to be fitted, to draw 
from each part of the vessel. In open launches this bilge 
pump may be omitted provided suitable hand pumps are 
fitted. 


13. The cylinders are to be tested by hydraulic pressure 
to twice the working pressure to which they will be subjected. 
The water jackets of the cylinders to 50lbs. per square inch, 
and the exhaust pipes and silencer to 100lbs. per square 


inch. 
tS 
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14. The exhaust pipes and silencer should be efficiently 
water cooled or lagged to prevent damage by heat, and if the 
exhaust is led overboard near the water-line, means must be 
arranged to prevent water from being syphoned back to the 
engine. 


15. The machinery must be tried under full working 
conditions, the report stating the approximate speed of vessel, 
the aumber of revolutions of the engines at full power, both 
ahead and astern, and the lowest number of revolutions of 
the engines which can be maintained for manoeuvring pur- 


poses. 


RULES FOR DETERMINING SIZES OF SHAFTS. 


Section 3. The crank, intermediate, and other shafts 
if of ordinary mild steel are to be of not less diameters than 
as given in the following table. When special steel is used, 
the sizes are to be submitted for consideration. 


1, For Petrol or Paraffin Engines for smooth water 
services :— 


Diameter of crank hap ee 
shaft in inches 2G re D’S 
where D = diameter of cylinder in inches, 
S = stroke of piston in inches. 


, Bearing Two cranks 
ro S a so) 
Four Stroke Cycle. bila aga between between the 


Cycle. 


each crank. bearings. 


For-1, 2,8, or 4 Cyls..| 1‘or- 2 Oyls| “CG =:34 | © =°38 


; hr vas Sol C= "35 © ="40 
os BI; en Gi—se C =425 
; Ares cope Ci 4 G =49 


For open sea service add ‘02 to ©. 


Diameter of inter- 3 > ——_—— 
mediate and screw >= © / D? S(n + 3) 


shafts in inches. 
where D = diameter of cylinder in inches, 
S = stroke of piston in inches, 


n = number of cylinders. 


For open sea services— 
C = ‘165 


For smooth water services— 

C ='155 for intermediate 
shafts. 

C ='170 for screw shafts 
fitted with continuous 
liners. 

C ='180 for screw shafts 
fitted with separate | 


C = "180 


C = "140 


liners or with no liners. | 


In engines of two-stroke cycle, 1 is to be taken as twice 
the number of cylinders. 


2. When ordinary deep thrust collars are used the 
diameter of the shaft between the collars is to be at least 
21 ths of that of the intermediate shaft. 


3. In the cases of Diesel and other Engines in which 
very high initial pressures are employed, particulars should 
be submitted for special consideration. 


FUEL TANKS AND CONNECTIONS. 


Section 4. 1. Separate fuel tanks are to be tested 
with all fittings, to a head of at least 15 feet of water. If 
pressure feed tanks are employed, they are to be tested to 
twice the working pressure which will come on them but at 
least to a head of 15 feet of water. If the tanks are made of 
iron or steel they should be galvanized. 


2. Strong and readily removable metallic gauze dia- 
phragms should be fitted at all openings on_ petrol 
tanks, 


3. Parattin or heavy oil tanks, not used under pressure, 
are to be fitted with air pipes leading above deck. Pressure- 
feed tanks and tanks containing petrol, should be provided 
with escape valves discharging into pipes leading to the 
atmosphere above deck. ‘The upper ends of all air pipes are 
to be turned down and pipes above 1 inch diameter are to be 
provided with gauze diaphragms at the end. 


4, No glass gauges are to be fitted to fuel tanks 
containing either petrol, paraffin or heavy oil. 


5. Filling pipes are to be carried through the deck so 
that the gas displaced from the tanks has free escape to 
the atmosphere. 
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6. Separate fuel tanks should be provided with metal- 
lined trays to prevent any possible leakage from them flowing 
into the bilges, or saturating woodwork. Arrangements 
are to be provided for emptying the tanks and draining the 
trays beneath them. For petrol tanks the trays must 
have drains leading overboard where possible or they should 
be gauze covered trays with means for draining them. 


7. All fuel pipes are to be of annealed seamless copper 
with flexible bends. Their joints are to be conical, metal to 
metal. A cock or valve is to be fitted at each end of the 
pipe conveying the fuel from the tank to the carburettor or 
vaporiser. The fuel pipes should be led in positions where 
they are protected from mechanical injury and can_ be 
exposed to view throughout their whole length. 


8. The engine room, and the compartment in which 
the fuel tanks are situated, are to be efficiently ventilated. 
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9. An approved fire extinguishing apparatus must be 
supplied. 


PERIODICAL SURVEYS. 


Section 5. 1. The machinery is to be submitted to 
survey annually. At these surveys the cylinders, pistons, 
connecting rods, crank and other shafts, inlet and exhaust 
valves and gear, clutches, reversing gear, propeller, sea 
connections, and pumps are to be examined. The electric 
ignition is to be examined and the electric leads tested. The 
fuel tanks and all connections are to be examined, and if 
deemed necessary by the Surveyor, to be tested to the same 
pressure as required when new. If practicable, the engines 
should be tested under working conditions. 


2. The screw shaft is to be drawn at intervals of not 
more than two years. 


By order of the Committee, 


ANDREW SCOTT, 
Secretary. 
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USE OF ELECTRIC LIGHT ON BOARD VESSELS. 


LEADS OR CIRCUITS. 

1. The copper used in all wires or cables should have a 
conductivity of not less than that of the Engineering 
Standards Committee’s standard, and the wires must be 
protected by tinning from the sulphur compounds present in 
the insulating material. 

2. The sectional area of the copper wires in the cables 
should be in proportion to the current carried, and should 
not be less than as given in Table I, which is in accordance 
with the rules of the Institution of Electrical Engineers as 
revised in April, 1911. 


x ee Taste. Reid Fes 
: | | Seen nr eeeraare | 
| Ng otwires | NeHonal Pearrent™) Nojof wires | Sctlomal current 
| S.W.G. orin area of | per- 8.W.G.orin |,’ of per- 
Bigs s Sarinetes, Eerperes| | inches, |fq inshes | ampates. | 
|. (8/25 | 0009; 87] 19/17 046 | 70. | 
iE su ‘0011 4°5 || 7/097" -050 74 | 
“(sig | 0018, 88) 19/058" 05074 
| 418 | 0018 72) 19/16 060-88 
3/22 0018; = 7°2 || 19/15 075 | 97 
7/25 | °0022| 86] 19/14 094 | 118 
3/21 | 0024) = 9°5|, 19/088" “100 | 118 
1/17 "0025 9°8| 37/16 "117 | 180 
7/24 0026-104) 19/13 125 | 184 
3/20 | 0080, 120) 37/15 150 | 152 
7/23 °| ‘0031, 124) 19/101" “150 | 152 
1/16 | -0082} 129 | 87/14 182 | 172 
3/19 | °0087! 148) 37/083", *200 184 
1/15 0041, 163) 87/13 250 | 214 | 
7/22 0042; 17°0)| 37/12 300 | 240 
14 0050/19 | 87/112" 350 | 264 
3/18 | 0053; 20 | 61/18 . “400 | 288 
7/21 0055. 21 | 61,099" "| 450°) 810 
7/20 0070| 24 | 61/12 ‘B00 | B82 
7/19 ‘0086-28 61/108", °550 | 857 
7/18 0125 B4 61/112" 600 B84 
7/17 017.) 40). «61/118"") 650 410 
19/20 ‘019 43 91/098" 700 434 
7/16 “022 46 | 91/101" -750 461 
19 


7/15 028 58 || °91/°118" | 
19/18 08489 27 
7/14 085 60 


| Sm i. L 


1°000 595 
101” 1:000 595 


I" 
! I 
19 = 028 47 | 91/108" 800 | 488 
7/068" -025 50 || 91/'112"| -900 | 540 
/ 

ah 


The above sizes 3 provide security against undesirable rise of 
temperature. For long leads larger wires will be required to 
prevent undue drop of voltage. 


8. Except for wiring fittings the sectional area of any 
copper conductor must not be less than that of No. 18 
8.W.G. All copper conductors having a greater sectional 
area than No. 14 8.W.G. must be stranded. 


4. The insulating material must be either vulcanized 
rubber of the best quality or it must be equally durable. 


5. The insulation must be such that when the cables 
have been immersed in water for 24 hours it will, while still 
immersed, withstand 1,000 volts for half-an-hour between 
the conductors and the water. 


6. The insulation resistance should not be less than 
600 megohms per statute mile at 60° F. after the cables 
have been immersed in water for 24 hours, the test being 
made after one minute’s electrification at not less than 500 
volts and while the cable is still immersed. 


JOINTS. 


7. Joints in branches, or of branches with leads of 
small circuits, must be made in properly constructed water- 
tight junction boxes, or should have the copper wires 
thoroughly soldered and the insulation carefully carried out, 
all the joints being made watertight. Conductors of larger 
7/18 S.W.G. must be soldered to proper 
lugs for connection. Joints in flow and return wires should 
not be made opposite one another. All joints should be in 
accessible positions, none being made in bunkers, cargo 


sectional area than 


spaces, or spaces which may at any time be used for 
carrying cargo, stores, or baggage. 


8. For soldering wires, the fluxes used must not con- 


’ tain acid or other corrosive substances. 


9. Where practicable, the leads should be placed where 
they can always be accessible; if they are laid in wood 
battens the covers should be screwed on, not nailed, and 
care should be taken that the casings are so arranged that 
water will not lodge in them, Cables which are properly 
covered with protective metal sheathing, or which are 
protected by galvanized wire armouring, may be un- 
They should, however, be secured by screwed 
All sharp bends in cables should be 


encased, 
clips, not by staples. 
avoided. 


10. All cables which are liable to be exposed to the 
weather or moisture should be lead covered, or be other- 


wise specially protected. Where great heat is experienced, 
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no wood casing should be used, but the cables should be 
protected by iron casings, or if they are not exposed to 
mechanical injury, they may be armoured with galvanized 
wire and fastened to decks or bulkheads with screwed clips 
spaced not more than 12 inches apart. 

11. If cables are led through cargo spaces, coal bunkers, 
or spaces which may at any time be used for carrying cargo, 
stores, or baggage, or which are not at all times accessible, 
they should be strongly protected against damage, preferably 
by iron casings. If they are led through metal tubes, these 
must be strongly secured, and should be fitted so that water 
cannot lodge in them. 

Armoured cables may be used without casings or tubes 
provided they are strongly secured to the under side of decks 
or to bulkheads by screwed clips and provided they are 
armoured in conformity with the standard of the Engineering 
Standards Committee, as shown in Table [I. 


12. Where cables pass through beams, bulkheads, or 
other iron work, they should be led through special fittings 
of sheet lead, hard wood, or vulcanized fibre to prevent their 
being chafed, and where they pass through decks they 
should be led through metal tubes lined with wood or 
vulcanized fibre, and securely fastened to the decks, stand- 
ing at such a height above the deck level that water cannot 
stand above them. Where cables pass through watertight 
bulkheads the fittings must be made efficiently watertight. 

13. In vessels having spaces allotted alternately for 
passengers and cargo, the lamp fittings in these spaces 
should be removable, and the terminals so arranged that 
they can be properly covered up with strong metal covers, 
or the whole of the fittings should be similarly provided 


TaBLE II. 
Diameter of Cable - os ie we — | 
to be Armoured | Single Wire Double Wire | Metal Tape | 
measured over lead) Armouring. Armouring. Armouring. 
covering. 
l - ‘ ree: | Thickness of 
Above. Up toand Size of Size of Galvanized| Metal Tape, 
lincluding| Galvanized Wire. |Wire in each layer.) two layers to 
a be used. 
inch. | inch. inch. sS.W.G. inch. sS.W.G. | inch. 
= | 50 | 072 No. 15 | Obb No. 27 —_ 
“BO ‘75 | 092 No. 18 | ‘072 No. 15 | “O38 
‘75 | 1°00 | "104 No. 12 | 080 No.14| 04 
1:00 | 1:25 | 116 No. 11 | -092 No. 18 “O4 
| 
1°25 1°50 | :128 No. 10 | 104 No. 12 | “O4 
150 | 1:75 | 144 No. 9 | 116 No.11| “04 
1°75 2°00 | °160 No. 8 | *128 No. 10 | “Od 
2°00 — “06 


with strong metal covers. The main switches and fuses 
should be outside these spaces, or if placed inside, they 
should be in strong iron boxes provided with iron covers, 
or otherwise securely arranged to prevent the fittings being 
tampered with. 

DISTRIBUTION. 

14. The main switchboard should, if possible, be fitted 
in the dynamo room, to which all the main circuits through- 
out the ship should be brought, a switch and fuse being 
fitted thereon for each circuit. The distribution boards for 
further sub-division of the current should be placed in 
conveniently accessible positions, and each such switchboard 
should be similarly fitted with a separate switch and fuse 
for each sub-circeuit. Fuses should be fitted to each lamp 
circuit where these are made with reduced size of wire. If 
vessels are wired on the double-wire system fuses should 
be fitted to each cable of each circuit. 

15. In cases where electric lights are used for the 
mast-head light and side lights, the switches controlling 
these lights should be placed in a position where they can 
be controlled by the Officer of the watch, or other responsible 
person, and cannot be tampered with by other members of 
the crew, or by passengers, &c. 

16. The switchboards should be of slate or other 
incombustible non-conducting and moisture proof material. 
The switches should be on the quick break principle, and 
should be so constructed that they must be either full “on” 
or completely “off,” that is, they must not be able to remain 
in an intermediate position. They should have ample 
rubbing surfaces and their conductivity should not be less 
than that of the wires connected to them, and they must be 
incapable of forming a permanent arc when breaking 
circuit. 

17. Fuses should be fitted to each main or auxiliary 
cireuit, on the switchboards, as near as possible to the 
switches of these circuits. If the switchboard is not fitted 
near the dynamo, or if more than one dynamo may be used 
on any one circuit, then fuses should also be fitted to the 
main cable as near as possible to each of the dynamo 
terminals. 

18. All fuses should be fitted in easily accessible places, 
and as near as possible to the commencement of the cables 
or wires they protect. They should be mounted on slate or 
other incombustible bases and be arranged so that the fused 
metal may not be a source of danger, and where they are 
fitted with covers these should be incombustible, 

19. All fuses should be of easily fusible and non- 
oxidizable metal, and should be so proportioned as to melt 
with a current 100 per cent. in excess of that which the 
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cables they protect are capable of carrying as shown in 
Table [. The terminals must be so spaced apart or screened 
that an arc cannot be maintained when the fuse is blown. 
Separate single fuses and not ‘ double-pole ” fuses must be 
used on circuits where the pressure exceeds 125 volts. 


20. The fuses for each cable should be made of standard 
dimensions, so that a large fuse cannot be used for a small 
cable by mistake; or, if wire fuses are used, permanent 
instructions should be fitted on or near each switchboard 
giving particulars of the proper size of fuse for each circuit. 


21. In shaft passages and in damp places, all lamp 
switches and fuses should be of strong watertight patterns, 


or should be placed in watertight boxes having hinged or, 


portable watertight covers. No switches or fuses are to be 
placed in bunkers. 


22. There should be no joints in the cables leading 
from the dynamo to the main switchboard, nor in those 
leading from the main to auxiliary switchboards, nor should 
branches to single lamps be taken off these cables. 


23. A voltmeter should be supplied with each installa- 
tion. If more than one dynamo is fitted neither being 
capable of the whole of the output, an ampére meter should 
be supplied with each dynamo, unless each dynamo is 
protected by extra sensitive fuses. 


JOINTS WITH HULL. 


24. In vessels fitted on the single-wire system, all the 
joints with the hull should be placed in accessible positions. 
Those for single lamps or for small cables should be made 
with brass screws not less than three-eighths of an inch in 
diameter, carefully tapped into the iron or steel, having 
white brass washers, between the wires and the vessel, or the 
wires should be soldered to brass-faced washers. For larger 
cables above 7/18 S.W.G. and for the pole of dynamo the cable 
wires should be properly sweated into brass or copper shoes, 
which should be bolted to the vessel. The iron or steel 
where contact is made should be filed bright, and the area 
of contact should not be less than eight times the section of 
the copper of the cable. 


IN VESSELS CARRYING PETROLEUM. 


25. The single wire system must not be adopted for 
any part of the installation. Switches and fuses must not 
be fitted in places liable to the accumulation of petroleum 
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vapour or gas, and all lamps in places where it is possible 
for gas to accumulate must, with their holders, be enclosed in 
air-tight fittings of thick glass. All wires in such places are 
to be lead covered, or the insulation of the cables employed is 
to be of such a nature as not to be affected by petroleum. 
No joints of cables, switches, or fuses should be fitted in the 
pump room, but the wires for each lamp therein should be 
carried to the lamp from a distributing junction box placed 
outside the pump room or companion. 


The following paragraphs referring to the effect of the 
Electric Light installations upon the Compasses are 
issued as suggestions, not as Rules. 


POSITION OF DYNAMOS AND OF ELECTRIC 
MOTORS. 


26. The position and type of Dynamos and Electric 
Motors should be such that the compasses will not be 
affected. 


CABLES. 


27. In vessels fitted with continuous current dynamos, 
and wired on the single-wire system, no single cable should 
be carried within 30 feet of any compass, and cables con- 
veying heavy currents should be fixed at still greater distance. 
If it is necessary to fix any cables within this distance, then 
for all parts of the vessel lighted from this cable the con- 
centric or double-wire system should be adopted, the return 
wire being carried as near the flow as possible in the vicinity 
of the compasses. 


ADJUSTMENT OF COMPASSES. 

28. The compasses should be adjusted with the dynamo 
not working, after which the vessel’s head should be put 
upon the different courses, with the dynamo running at full 
speed, and on each course the indications of the compass 
should be noted with the dynamo running with open circuit 
and with all possible combinations of the current switched 
“on” and “off” all circuits passing near the compasses. 
These indications should be compared with those obtained 
with the dynamo stopped, and any serious deflections of the 
compasses remedied before the vessel sails. 


By order of the Committee, 
ANDREW SCOTT, 


Secretary. 
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REFRIGERATING MACHINERY AND APPLIANCES. 


On the application of the owners of vessels fitted for carrying 
refrigerated cargoes, the Committee will authorize 
their Surveyors to survey the refrigerating machinery 
and appliances, and in those cases where the following 
conditions are complied with and a satisfactory report 
is received from the Surveyor, certificates of these 
Surveys will be issued and the notation R.M.C. 
(in red) (i.e. Refrigerating Machinery Certificate) 
will be made against the vessel’s name in the Society’s 
Register Book, and in the special list of vessels fitted 
with refrigerating appliances. In cases in which the 

refrigerating machinery and appliances are constructed 
under the special survey of the Society’s Surveyors 
and to their entire satisfaction, the notation >k R.M.C. 
(in red) will be made in the Register Book. The 
name of the maker and description and number of 
the refrigerating machines, whether single or duplex, 
and the refrigerating power of the machines will be 
recorded in the special list in the Register Book, as 
will also the number and capacity of insulated cargo 
chambers and the nature of the insulation and the 
method employed for cooling the holds. 


1. The insulation must be sound and in good order 
and of efficient construction. The details of construction 
showing the amount and nature of the insulating material 
employed in the various parts are to be reported to the 
Committee. 

Bilge suction and sounding pipes and ballast tank air 
and sounding pipes, passing through insulated spaces, should 
be well insulated to prevent their being frozen up. No 
sluice valves, scuppers or drain pipes are to be fitted which 
will permit drainage from spaces outside of the insulated 
chambers into the bilges of the insulated holds. 


It is recommended that the wood-work of the insula- 
tion over tunnel tops be fastened with screws to facilitate 
the examination of this part, and that extra strong battens 
of American Elm be fitted upon it under the hatches. 
Insulated removable portions are to be arranged in the 


bulkhead insulation, where required, to give easy access to 
sluice valves and bilge suction roses. The bottoms, sides 
and coamings of all insulated hatches and limbers should be 
painted to prevent decay, 


Thermometer tube flanges and covers should be 
arranged so that water does not run down and freeze in 


them when taking the temperature. 


Cargo battens should be provided for the floor or deck 
and the sides of the chambers previous to loading the home- 
ward cargo. Those for the sides of the chambers should 
be fastened, and should be at least 1} inches in depth and 
2 inches wide, one batten being placed over each frame or 
ground, the others being intermediately arranged. The 
battens for the floor and decks should be at least 2" x 2". 


Where the brine system of refrigerating is employed, 
the brine circulating pipes and tanks should not be gal- 
vanized on the inside. 


In cases where internally galvanized tanks and cooling 
pipes have been fitted, the brine cooling and return tanks, 
if closed, should be provided with two ventilating pipes 
communicating with the atmosphere. If the tanks are not 
closed, the cooling room should be efficiently ventilated. 


2. The refrigerating machinery is to be of approved 
construction and of sufficient power to maintain the neces- 
sary low temperature in the cargo chambers in tropical 
climates when running 18 hours per day. For cargo capaci- 
ties of above 70,000 cubic feet the machinery is: to be either 
duplex or in duplicate. 


3. A sufficient amount of spare gear is to be supplied 
and stowed where it is readily accessible. 


No spare gear will, however, be required in cases where 
two complete sets of refrigerating machines are fitted each 
being of sufficient power to maintain the necessary low 
temperature in the cargo chambers in tropical climates when 
running 18 hours per day, provided all the working parts of 
these machines are interchangeable. 
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When two similar machines are fitted, each connected 
to different cargo compartments, one set of spare gear 
suitable for either machine will suffice. 


1 piston for H.P. steam cylinder. 
1 piston, complete, for air compressor; and 1 for air 


Where one single dry air machine is fitted to each com- 


partment, the following will be required :— 


1 crank shaft with eccentric sheaves, complete, or one 
half shaft if the halves are interchangeable. 

1 piston rod and nuts for steam and air cylinders. 

1 set of piston rod and connecting rod brasses. 

1 piston, complete, for each steam and air cylinder. 

1 cylinder cover for each pattern used in steam and 
air cylinders. 

1 air pump bucket and rod. 

1 circulating pump bucket and rod. 

1 pair main bearing brasses, complete. 

Main and cut-off valves for each steam cylinder. 

Balance springs and rings for steam and air slide 
valves. 

False valve face for each pattern fitted in steam 
cylinders, with screws. 

1 eccentric rod for each pattern used. 

1 eccentric strap for each pattern used. 

1 slide valve spindle and nuts for steam and air 
cylinders, for each pattern used. 

2 main bearing bolts. 

1 set of connecting rod and piston rod bolts. 

Full set of air valves and seats for air compressor. 

1 set of inlet and outlet valves, and 1 set valve faces 
(if fitted) for air expansion cylinder with screws. 

1 set of valves for air, circulating and feed pumps. 

1 set of escape valve springs. 

50 suction springs. 

50 delivery springs. 

50 buffer springs. 

6 tubes and 24 ferrules for condenser. 

6 tubes for cooler. 

6 tubes for air drying chamber. 

Assorted bolts, studs and nuts. 

1 set of lead lined nuts for air expansion cylinder 
cover. 

A quantity of packings and joint rings. 


Where one duplex or two single dry air machines are 


fitted to each compartment the; following will be required :— 


‘L-crank shaft with eccentric sheaves complete, or one 
half shaft if the halves are interchangeable. 

1 piston rod and nuts for steam and air cylinders. 

1 set of connecting rod and crosshead brasses. 


expansion cylinder. 

1 set of piston springs for each steam cylinder. 

1 cylinder cover for each pattern used in air com- 
pression and expansion cylinders. 

1 air pump bucket and rod. 

1 circulating pump bucket and rod. 

Main and cut-off slide valves and spindles with nuts 
complete for H.P. steam cylinder. 

Balance springs and rings for steam and air slide 
valves. 

1 H.P. steam cylinder valve and valve face with 
screws. 

1 eccentric sheave, strap, and rod for each pattern 
used. 

1 slide valve spindle and nuts for steam and air 
cylinders for each pattern used. 

2 main bearing bolts. 

1 sét of connecting rod and piston rod bolts. 

Half set of air valves and seats for air compressor. 

1 inlet and 1 outlet valve, and half set of valve faces 
(if fitted) for air expansion cylinder, with screws. 

1 set of valves for air, circulating, and feed pumps. 

1 set of escape valve springs. 

20 suction springs. 

40 delivery springs. 

40 buffer springs. 

6 tubes and 24 ferrules for condenser, 

6 tubes for cooler and 6 for air drying chamber. 

Assorted bolts, studs and nuts. 

} set of lead lined nuts for air expansion cylinder cover. 

A quantity of packings and joint rings. 


Where one single ammonia or carbonic anhydride 
compression machine is fitted :— 


1 crank shaft with eccentric sheaves, complete, or one 
half shaft if the halves are interchangeable. 
Piston and rods complete with nuts for each steam 
cylinder and gas compressor. 

1 air pump bucket and rod. 

1 circulating pump bucket and rod. 

1 pair main bearing brasses, complete. 

1 set of connecting rod and crosshead brasses. 

Main and cut-off valves for steam cylinders. 

1 valve spindle for each pattern used and nuts 
complete. 

1 eccentric strap and rod for each pattern used. 

1 brine pump complete. 
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1 cover for each pattern used. 

2 main bearing bolts. 

1 set of connecting rod and piston rod bolts. 

1 set compressor suction and delivery valves with 
springs and boxes, complete. 

1 set of valves for air, circulating, feed, and brine 
pumps. 

Crank shaft for fan engine. 

1 steam piston and rod, etc., for fan engine, complete. 

1 pair of connecting rod brasses for fan engines, with 
bolts, etc., complete. 

1 set of blocks for making all leather packings used. 

6 tubes and 24 ferrules for condenser. 

Lengths and bends of piping of each size used, 
together with flanges, couplings, and screwing 
apparatus for effecting repairs. 

1 gas regulating valve. 

1 distributing and 1 collecting piece with multiple 
branches for coils for each pattern used. If 
these pieces are made of forged steel no spare 
pieces are required. 

Sundry valves, cocks, flanges, and fittings. 

Assorted bolts, studs, and nuts. 

Quantity of leather packings and joint rings. 


For ammonia and carbonic anhydride compression 
machines, the following spare gear will be required, where 
one duplex or two single machines are fitted to each 
compartment :— 


1 crank shaft, or one half shaft if the halves are 
interchangeable. 

1 steam piston rod and nut for each pattern used. 

1 piston for H.P. steam cylinder, with springs, 
complete. 

1 set of piston rings for each steam cylinder. 

1 set of piston rings for each size of compressor. 

1 compressor piston rod and nuts, complete, for each 
pattern used. 

1 air pump bucket and rod. 

1 circulating pump bucket and rod. 

Main and cut-off slide valves for H.P. steam cylinder. 

Main and cut-off valve spindles and nuts for H.P. 
steam cylinder. 

1 eccentric sheave, strap, and rod, for each pattern 
used. 

1 brine pump complete. 

\ 1 cover for each end of gas compressor, except where 

screwed plugs are used. ; 
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2 main bearing bolts. 

1 set of connecting rod and piston rod bolts. 

5 set compressor suction and 1 delivery valve with 
springs and box, complete. 

1 set of valves for air, circulating, feed, and brine 
pumps. 

1 steam piston and rod, etc., for fan engine, 
complete. 

1 pair of connecting rod brasses for fan engines, with 
bolts, etc., complete. 

1 set of blocks and leather for making all leather 
packings used. 

6 tubes and 24 ferrules for condenser. 

Lengths and bends of piping of each size used, 
together with flanges, couplings, and screwing 
apparatus for effecting repairs. 

1 gas regulating valve. 

1 distributing and 1 collecting piece with multiple 
branches for coils for each pattern used. If 
these pieces are made of forged steel no spare 
pieces are required. 

Sundry valves, cocks, flanges and fittings. 

Assorted bolts, studs and nuts. 

A quantity of joint rings. 


i whe 


In cases where an independent circulating water pump 
is used, and its work cannot be performed by the main or 
auxiliary engines, a duplicate pump complete should be 
fitted. 


In cases where an independent circulating water pump 
is used, and its work can be performed by the main or 
auxiliary engines, a pump bucket and rod should be carried 
and 4 set of valves for water end. 


In cases where an independent surface condenser with 
air, circulating and feed pumps combined is fitted, and its 
work cannot be performed by the main engines :— 


1 crank shaft with eccentric sheaves complete. 

1 piston and rod complete for each pattern used. 

1 eccentric strap and rod complete for each pattern 
used, 

1 slide valve and spindle complete for each pattern 
used. 

1 pump bucket and rod complete for each pattern 
used. 

1 set of connecting rod and piston rod bolts and nuts. 

| set of valves for air, circulating, and feed pumps. 

6 condenser tubes and 12 ferrules. 
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In cases where an independent surface condenser with 
air, circulating, and feed pumps combined is fitted, and its 
work can be performed by the main engines :— 


1 pump bucket and rod complete for each pattern 
used. 4 

1 set of connecting rod and piston rod bolts and nuts 

4, set of valves for air, circulating, and feed pumps. 

6 condenser tubes and 12 ferrules. 


Periodical Surveys. 


4. In the cases of vessels engaged on voyages of more 
than three months’ duration, a complete examination, as 
detailed in par. 9, is required every voyage. If this 
examination is made at other than the loading port a further 
examination is required at the loading port. (See par. 11.) 


5. In the cases of vessels engaged on voyages of more 
than two and not more than three months’ duration, a com- 
plete examination as above detailed is required at each 
alternate voyage, but at the intermediate voyage a modified 
examination as described in par. 10 will be sufficient, but 
the survey at loading port provided for in par. 11 should be 
held every voyage. 


6. In vessels engaged on shorter oversea voyages, the 
above examinations are to be held at least every three months, 
alternate examinations being as provided for in pars. 9 and 
10, but the survey at loading port provided for in par. 11 
should be held every voyage. 


In the cases of vessels engaged on voyages of only a few 
days’ duration, the complete examinations are to be held at 
least every three months, alternate examinations being as 
provided for in pars. 9 and 10, but the examination of 
insulation, ete., provided for in par. 11, instead of being 
held every voyage need only be held at intervals of four or 
six weeks, as may be approved in each special case. 

7. /fin any case only part of the requisite exam- 
inations is held, the certificate will be endorsed with a 
statement of what is required to complete the survey. 


8. The date following the record R.M.C. in red indi- 
cates the date of the last examination of the Refrigerating 
Machinery and appliances as above mentioned. 


When the periodical Surveys provided for in pars. 4, 5 
and 6 are not held, the record R.M.C, will be expunged. 


9. The complete periodical Survey required in par. 4 
will consist of the following :— 


The insulation throughout the holds is to be carefully 
examined and tested for dryness and fullness by sounding 
with a hammer and by boring. The test holes are to be 
afterwards efficiently closed. Special attention is to be paid 
to the spaces under the snow boxes, trunks and hatches where 
dampness may accumulate, to the sides under stringers and 
under decks and to the tunnel tops. All limber hatches are 
to be removed, the limbers cleared, and the suction pipes and 
roses, sluices and sounding pipes are to be examined. Hatches, 
air trunk-ways and thermometer tubes with their connections 
and fastenings are to be examined, and where trunk-ways 
pass through watertight bulkheads, the watertight doors 
are to be examined and worked. 


The trunk-ways should be as airtight as practicable 
and their fastenings should be secure. 


The steam pipes, water pipes and connections, the crank 
shaft and bearings, connecting rods, steam and air cylinders, 
pistons, slides and valves, compressors and pistons, com- 
pressor rods and glands, surface condenser and air or gas 
coolers, circulating, air, feed and bilge pumps, are to be care- 
fully examined and the condensers and coolers tested if 
deemed necessary. 


The auxiliary machinery, where fitted, is also to be 
examined. 


The spare gear is to be examined. 


In dry air machines special attention is to be given to 
the condition of the air expansion cylinders, their pistons 
and valves. In other machines special attention is to be 
given to the condition of the compressors, including the 
pistons, rods and glands, and to the expansion valve. 


The refrigerator coils and their connections and the 
brine pipes and tanks, where fitted, are to be carefully 
examined and tested if deemed necessary. 


Where the brine may escape to the bilges, the cement is 
to be examined. 


The machinery is’ to be examined under working con- 
ditions, and tested on the snow box or refrigerators, the time 
and fall of temperature being noted. 


It is recommended that the examination of the 
machinery under working conditions should be made upon 
the vessel’s arrival at a home port, before the cargo is fully 
discharged. Where brine pipes are fitted they should be 


examined when under frosted conditions. 


RULES FOR REFRIGERATING 


10. The examination required at alternate voyages in 
pars. 5 and 6 will consist of the following :— 


The Insulation and Trunkways are to be surveyed in 
the same manner as is required for the complete examination 
detailed above. (See par. 9.) 


Provided the machinery when tested under working 
conditions is found to be satisfactory, the following parts 
only will be required to be examined at this Survey, viz. :— 

Steam valves, air pump and circulating pump. 

Crank shafts and bearings. 

Air and other compressors and valves. 

Expansion cylinder and valves in dry air machines. 

Condenser water spaces. 

Sea injection valves to be opened whenever the 
vessel is in dry dock. 

Brine pipes in holds under frosted conditions. 


The spare gear. 


11. If the machinery and insulation have been sur- 
veyed and passed at a home port, the further survey 
required at a loading port will consist of an inspection to 
ascertain that the dunnage battens are in good order and 
that no damage has been sustained to the insulation prior 
to the loading of the refrigerated cargo, and also of a test of 
the refrigerating machinery under working conditions, the 
temperature in the hold being noted. 


If the vessel loads at more than one port, one survey 
only at a loading port will be required, provided it includes 
the examination of all insulated spaces. 

If there is no Surveyor to the Society available at the 
loading ports, or if there is not one obtainable from a port 
within a reasonable distance, this survey may be held at the 


71, Fexcuurcu Street, Lonpon, E.C. 


15th December, 1910. 
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port where the outward cargo is discharged. If there is no 
Surveyor to the Society at either of these ports, the 
Committee will accept the report of a survey held by a 
Surveyor appointed by Lloyd’s Agent; or (in any case 
where there is no Lloyd’s Agent) the report of a survey 
by a reliable Surveyor, if available; or (if no such Surveyor 
is available) a report signed by two competent Engineers of 
the vessel. 


Fees. - 


12. The following are the charges that will be made 
for carrying out the above examination in the cases of 
classed vessels :— 


During Subsequent. 


é q Surveys 
Construction. | every Voyage. 


Big |e ai tas 


For installations under 80,000 cubic 
feet total capacity ne 225 (GO) ee Se it 
For installations under 120,000 cubic | 
feet total capacity ae ores. 1 | 

For installations above 120,000 cubic 
feet total capacity e eT Oe a | 5 0 0 

| 


As regards Unclassed Vessels the fees for the first survey 
of Refrigerating Machinery and Appliances will be double 
the amounts in column No. 1 when the survey is held during 
construction, and double the amounts in column No. 2 when 
it is held after the Installation has been fitted. Fees for 
subsequent surveys will be charged in accordance with column 
No. 2 as printed. 


By order of the Committee, 


ANDREW SCOTT, 


Secrelary. 
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EXTRACTS FROM THE RULES 


OF THE LATE 


UNDERWRITERS REGISTRY FOR [RON VESSELS (FOR 1884-85) 


(NOW UNITED WITH LLOYDS REGISTER OF SHIPPING), 


SHOWING THE CONDITIONS OF CLASSIFICATION, 


&c. 


REVISION OF CERTIFICATE OR SUSPENSION 
OF CLASS. 


The certificate of class will remain good so long as the 
vessel, under periodical survey, is found worthy of it. In 
case of defects reported by the Surveyors not being made good, 
the class of the vessel will be revised or suspended by the 
Committee. 


REFERENCE IN CASE OF COMPLAINT. 


Any dispute shall be referred to three Shipbuilders or 
Engineers, one to be chosen by the Shipowner, one to be 
chosen by this Committee, and a third. to act as umpire, to 
be chosen by the other two, 


SURVEY FEES. 


For surveying vessels periodically to 
ascertain condition, first visit  ... Gael 
For each sueceeding visit, when more 
than one visit is necessary Pp a ae 
For special surveys special charges will be made, subject 
to the control of the Committee. 


PERIODICAL SURVEYS. 


A thorough survey will be required once in every four 
years for vessels with an Aji*or an A1* certificate; and 
once in every three years for vessels with an Al, Al, A 
or an A certificate. When vessels are abroad at the time 


they become-due for survey, they must be examined on their 
return to the United Kingdom. ‘The Surveyors are at all 
times to have free access to examine vessels holding a class 
in this Registry. 


Vessels due for Periodical Survey which leave the United 
Kingdom without being duly surveyed and passed by the 
Surveyors to this Registry will have their class suspended 
until such survey has been properly made. Notice of 
Suspension of Class will be given in the first Supplement 
issued after the sailing of the vessel. 


Vessels remaining abroad for two years after they become 
due for Periodical Survey will have their Class suspended 
until they have been re-surveyed. 


First Survey. 


The vessel to be placed in dry dock. 
be cleaned, but should not be recoated before survey.) 


(The bottom may 
While 
in dry dock the rudder, rudder pins and gudgeons, and the 
whole of the bottom outside, are to be thoroughly examined, 
and in steamers the connections of the sea-cocks and openings 
in the bottom are to be examined, to see that they are in an 
efficient condition. 


The holds, and, in steamers, the bunkers also, are to be 
cleared, the loose ceiling in the flat of bottom is to be lifted, 
and the Surveyor is to satisfy himself that the bottom inside 
is in good order, and that the cement is in good condition 
and satisfactorily adhering to the iron. 
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He is also to examine the decks, beam ends, and the 
sides of holds and ‘tween decks, all fore and aft. In steamers 
the bilges and limbers under engines and boilers are to be 
cleaned out, so as to allow these parts to be examined by the 
Surveyor. In water-ballast steamers the tanks are to be 
examined externally and, if the Surveyor deems it necessary, 
they are to be tested under the pressure due to the ballast- 
trim water-line, and sufficient ceiling removed to enable the 
Surveyor to satisfy himself of their tightness. In all cases 
the tanks are to be emptied, and examined inside. In all 
vessels any repairs that nay be needed are to be done, and 
the vessel cleaned and painted as may be necessary. 


Second Survey. 


The vessel to be submitted to the same survey as before 
described for ‘“ First Survey,” with the following addi- 
tions :— 


A strake of ceiling must be lifted in the bilges 
to allow an examination of the condition of the iron 
surfaces there and of the cement. 


The windlass must be unhung when the main 
piece is of wood; and the chain cables must be 
ranged out for examination. In steamers the water 
ballast tanks must be tested under the pressure due 
to ballast-trim water-line. 


Third Survey. 


The vessel to be submitted to the same survey as before 
described for “ First Survey,” with the following addi- 


tions :— 


The whole of the close ceiling must be removed, 
and all the cement exposed and examined. The 
vessel must be cleaned and scaled, and, if the 
Surveyor deems it necessary, the plating and other 
parts must be drilled as he may direct, to ascertain 
the thickness. In steamers the water ballast tanks 
must be tested under the pressure due to ballast-trim 
water-line. 


Fourth Survey. 


The vessel to be submitted to the same survey as before 
described for “ First Survey,” with the following addi- 
tions :— 

The windlass, if the main piece is of wood, must 
be unhung, and the chain cables ranged out for 
examination. In steamers the water ballast tanks 


must be tested under the pressure due to the ballast- 
trim water-line. 


Fifth Survey. 


The vessel must be submitted to the same survey as 
before described for ‘‘ Second Survey.” 


Sixth Survey or Special Survey. 


The vessel must be submitted to the same survey as 
before described for “ Third Survey,” with the following. 
additions :— 


The actual condition and thickness of all the 
scantlings must be ascertained, the shell plating being 
drilled on at least three vertical lines in each strake, 
viz., forward, amidships, and aft, and elsewhere, at 
the discretion of the Surveyor, as he may direct. 


A report of the vessel’s condition and scantlings 
is to be submitted to the Committee, and such part 
or parts as they may direct are to be renewed, or 
otherwise strengthened. 


After a vessel has passed her sixth survey, and been 
approved by the Committee she must be submitted to the 
same series of surveys, commencing with the “ First Survey,” 
and at the same periodical intervals as before. 


In steamers, whenever the engines or boilers are 
removed, a survey is to be held on the vessel’s bottom in 
way thereof, and such repairs as are necessary must be 
effected before the engines or boilers are replaced. 

The preceding rules for periodical surveys are not to 
limit the Surveyor’s discretion, if, in his judgment, it is 
necessary to make a more complete examination at any 
time: and, before completing the report, the Surveyor must, 
at every periodical survey, satisfy himself that the vessel and 
her equipment are in a good and efficient condition. 


The “Third Survey ” must be complied with before the 
expiration of thirteen years from the date of launch for 
vessels with an A1* or A1* certificate, ten years for vessels 
with an Al or Ai certificate, and nine years for vessels with 
an Aor A certificate; and the “Sixth Survey” before the 
expiration of twenty-six years from the date of launch for 
vessels with an A1* or A1* certificate, twenty years for 
vessels with an Alor A1 certificate, and eighteen years for 
vessels with an A or A certificate. 
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Section 29.—The equipment of Anchors and © 


(NOW UNITED WITH LLOYD'S REGISTER OF SHIPPING). 


EQUIPMENT FOR STEAM VESSELS. 


erections above upper deck. 


hain Cables and Hawsers to be in accordance with TaBue 14 for Steam Vessels (see below). . 


Anchors and Chains to be tested to Admiralty proof. 


Anchors, with either Iron or Wood Stocks. Stud-chain Cables. 
VESSELS Weight. 
TONNAGE. Number. Proved to 
See Section 29. Beyer eee | rod end ae a) arid Length. 
Bowers. Stream.|Kedges. by te, er | 8°-| Kedge. - 

Tons. Tons. | Owt. Tons. Owt. | Owt. Owt. Inches. Tons. Fathoms. 
200, LOOT ee 1 aan 3 EO bos | ee 32 1 S1 120 
150 ,, 188] 2 1 1 4 | 64 i | oe 43 | «11-9 150 
188 ,, 225 2 1 1 54 76 2 1 la 13°8 165 
205 ,, 268) 2 | 1 | 1 6 g2 | 22| 13 1s | 15:8 | 165 
268 ,, 3001 2 | 1 | 1 73 | 95 | 23] 14 1 18 165 
300 ,, 375| 38 | 1 1 gi | 104 |.8 | 14] -- | He | 20 | 165 
375 ,, 450] 38 H's 10 | 120 | 43] 23] 1 12, | 228 | 195 
450 ,, 525] 8 1 | 2 | 12 | 189 | 5 | 24] 12] Ive | 254 | 195 
525 ,, 600] 3 1 2 133 | 152 | 6 3 Het tye 1853 210 
600 ,, 675°] 8 | 2 153 | 167 | 6h| 34| 19] Ive | 31 210 
675 ,, 750] 8 1 2 | 168| 180 | 7 | 83) 12] bis | 34 240 
750 ,, 900] 3 1 ze gx) 29D | of 4 fT 2 ly, | 87:2 | 240 
900 ,, 1050] 3 1 2 At e216 9 | 4h) 2h] 1% | 405 240 
1050, 1200 3 | 1 | 2 | 23h] 285 |10 | 5 | 29] lis | 44 270 
1200 1850] 8 | 1 | 2 | 25%] 25:2 | 10$) SE) 22] 145 | 475 270 
1850” 1500] 8 | 1 | 2 | 27g | 269 [11 | Sk] 28) Ite | 512 270 
1500 18004 8 | 1 | 2 | 80 | 286 |12 | 6 | 8 | 14% | 551 270 
1800 > 2100| 3 | 1 | 2 | 82 | 801 [18 | 6) |) 32) Ne | 591 270 

2100, 2400] 8 | 1 | 2 | 34 | 316 | 183 | GF] 3e] Lie | 638 270 

2400 ,, 2700] 3 On ae 363 | 334 |14 | 7 3h | 143 | 67°6 270 

2700, 3000/ 3 | 1 | 2 | 38 | 345 | 145] 72) 83] 2 72 270 
3000» 3450] 8 | 1 | 2 | 40 | 85:7 | 15 | 7h | BE] 2re | 76°6 270 
gasp’, 8000] 8 | 1 | 2 | 41 | 870 | 16.) 8 | 4b] 2x | 818 300 
3900 ,, 4500 | 4 1 | 2 | 43 | 880 | 175 | 83 | 41] 23, | 86-1 300 
4500, 5250) 4 | 1 | 2 | 45 | 892 |19 | 94) 42] 2x | 921 330 
5250 ,, 6000 4 1 2 47 f 41 Sie \el0: ey so 245 96 330 


A reduction of 15 per cent. will be allowed in the weight of the Third and Fourth Bower. 


Stream Chain. 


Hawsers and Warps. 


The tonnage regulating equipment is to be the gross register tonnage under upper deck, with the addition of three-tenths of the tonnage of 


TABLE No. 14.—ANCHORS, CHAINS, AND HAWSERS FOR STEAM VESSELS. 


Tow 
Rope. 


| 


Hawsers.| Warps.|Length| 


> VESSELS 
TONNAGE. 


See Section 29. 


I dt apt at td a a pt tn 
IEA OO Cr|dke Sa) ]49 TOS CrIto Cw|t9 T]* HI! HIS IS 


ho she oh 


Inches. 


54 


bol 


ne 


WOMDMDANINAAIM 
nl 


10 


_ 
_ 
CODD DMDBDNUNAABNKIrni-;: 


Inches. | Inches. Fath. Tons. Tons. 
3h | 90 | 100 ,t3!, 150 
= 90} 150, 188 
ei 90 | 188, 225| = 
4 90 | 225, 263) © 
Su 90 263 ,, 300 
5} | 90 300 ,, 375 
633) 90 875 ,, 450 
6} 90 | 450 ,, 525 
vary 90 525 ,, 600 
la 90 600 ,, 675 
8 90 | 675 .,, 750 
8 90 750 ,, 900 
9 1 | 901 900 ,, 1050 
vi i 90 | 1050 ,, 1200 
9} 90 | 1200 ,, 1350 


a a 


STEEL MANUFACTURERS. 99 


LLOYD'S REGISTER OF BRITISH AND FOREIGN SHIPPING, 


STEEL MANUFACTURERS. 


The following firms having applied to have the steel produced by them tested by a Surveyor to this Society and their mede 
of procedure reported upon, their applications have been complied with and the Surveyors’ reports found satisfactory by the 
Committee. 


Firms In THE Unitep Kryqapom. 


Acme Steel and Foundry Co., Shettleston, near Glasgow. (Steel castings.) 
Allan, Edgar, & Co., Lim., Imperial Steel Works, Tinsley, Sheffield. (Steel castings.) 
Armstrong (Sir W. G.), Whitworth & Co., Lim., Elswick, Northumberland, and Openshaw, Manchester. (S/eel castings.) 
Baird, Archibald, & Son, Lim., Hamilton, near Glasgow. (Steel castings.) 
Barrow Hematite Steel Co., Lim., Barrow-in-Furness. 
Beardmore, William, & Co., Lim., Steel Works, Rolling Mills and Foundry, Parkhead, Glasgow; and Steel Works 
and Rolling Mills, Mossend, Lanarkshire. 
Bell Bros., Lim., Port Clarence, Middlesbro’-on-Tees. 
Bessemer, H., & Co., Lim., Bessemer Works, Sheffield, Yorkshire; and Bolton, Lancashire. 
Beyer, Peacock & Co., Lim., Gorton Foundry, Manchester. (Steel castings.) 
Blackett, Hutton & Co., Cleveland Steel and Iron Works, Guisborough, Yorkshire. (Steel castings.) 
Blaydon Iron Works (The), Blaydon-on-Tyne. (Steel castings.) 
Bolckow, Vaughan & Co., Lim., Middlesbro’-on-Tees. 
British Mannesmann Tube Co., Lim., Landore, 8. Wales. ( Weldless rolled or drawn steel hollow pillars and davits.) 
Brown, John, & Co., Lim., Sheffield. 
Brymbo (The) Steel & Ingot Iron Works, near Wrexham, Denbighshire. (For bars only.) 
Butterley Co., Lim., Codnor Park, near Alfreton, Derbyshire. 
Caledonian Steel Castings Co., Helen Street, Govan, Glasgow. 
Cammell Laird & Co., Lim., Sheffield. 
Cargo Fleet Iron Co., Lim., Cargo Fleet Iron Works, near Middlesbro’-on-'Tees. 
Carntyne Steel Castings Co., Moorpark, Renfrew. (Steel castings.) 
Clydebridge Steel Co., Lim., Steel Works and Rolling Mills, Cambuslang, near Glasgow. 
Coltness Iron Co., Lim., Melting Furnace and Foundry, Newmains, Lanarkshire. 
Colville, David, & Sons, Lim., Steel Works and Rolling Mills (Dalzell Steel and Iron Works), Motherwell, Lanarkshire. 
Consett Iron Co., Lim., Blackhill, Durham. 
Darlington Forge Co., Lim., Darlington, co. Durham. (Steel castings.) 
Dorman, Long & Co., Lim., Middlesbro’-on-Tees, and Port Clarence, co. Durham. 
Dudley’s (The Earl of) Round Oak Iron and Steel Works, Lim., Brierley Hill, Staffordshire (Sections and Bars.) 
Dunlop, J., & Co. (1900), Lim., Steel Works and Rolling Mills, Calderbank, Lanarkshire. 
Firth, Thomas, & Sons, Lim., Norfolk Works, Sheffield. 
Frogingham Iron & Steel Co., Lim., Frodingham, near Doncaster, Yorkshire. (Sections and Bars.) 
Glasgow Iron & Steel Co., Lim., Steel Works and Rolling Mills at Wishaw, Lanarkshire. 
Glengarnock Iron and Steel Co., Lim., Glengarnock, Ayrshire. (Sections and Bars.) 
Guest, Keen & Nettlefolds, Lim., 
Dowlais (Glamorgan) and Cardiff. (Plates and Bars.) 
Castle Works, Tydu, near Newport, Mon. (Rivet and Stay bars.) 
London Works, near Birmingham. (Rive/ bars only.) 
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Hadfield’s Steel Foundry Cc., Lim., Sheffield. (Steel castings.) 

Hardie & Gordon, Melting Furnaces and Foundry, Levenbank Foundry, Dalreoch, Dumbarton. 

Jackson, P. R., & Co., Lim., Salford Rolling Mills, Manchester. 

Jessop, W., & Sons, Lim., Brightside Works, Sheffield. 

Jopling, E., & Sons, Pallion, Sunderland. (Steel castings.) 

Lanarkshire Steel Co., Lim., Motherwell, Lanarkshire. (Sections and Bars.) 

Lancashire & Yorkshire Railway Co., Horwich, Lancashire. (Steel castings.) 

Leeds Forge Co., Lim., Leeds. 

Lloyd, F. H., & Co., Lim., James Bridge, near Wednesbury, Staffordshire. (Steel castings.) 

Lumb, James, & Sons, Lim., Elland, Yorkshire. (S/eel castings.) 

Monks, Hall & Co., Lim., Warrington. (Rolling Mills for bars.) 

Motherwell Iron & Steel Co., Lim., Motherwell, Lanarkshire. (Rolling mills for angles, and round and flat bars.) 

National Steel Foundry, Lim., (The), Kirkland Works, Leven, Fifeshire. (Steel castings.) 

Newport Rolling Mills, Lim., Middlesbro’-on-'lees. 

Osborn, 8., & Co., Clyde Stee! & Iron Works, Sheftield. (Steel castings.) 

Palmers Shipbuilding & Iron Co., Lim., Jarrow-on-Tyne. 

Park Gate Iron & Steel Co., Lim., Rotherham, Yorkshire. 

Patent Shaft & Axletree Co., Lim., Wednesbury, Staffordshire. 

Pather Iron & Steel Co., Lim., Wishaw, Lanarkshire. (Rolling Mills.) 

Port Talbot Steel Co., Lim., Port Talbot, South Wales. 

Raine & Co., Lim., Delta Iron & Steel Works, Derwenthaugh, Neweastle-on-Tyne. (Rivef bars only.) 

Rennie’s Steel Casting Co., Maukinfauld Road, Tolleross, Glasgow. (Steel castings.) 

Renton & Fisher, Lim., Hopetoun Steel Works, Bathgate. (Steel castings.) 

Richmond Iron & Steel Co., Richmond Iron Works, Stockton-on-Tees. (Rolling Mills for Stay and Rivet bars.) 

Robinson, ©. W., & Co., Forth Bridge Steel Works, Polmont Station, Stirlingshire. (Steel castings.) 

Rogerson, John, & Co., Lim., Wolsingham, co. Durham. (Steel castings.) 

Shaw, W., & Co., Middlesbro’-on-Tees. (Steel castings.) 

Shelton Iron, Steel & Coal Co., Lim., Stoke-on-Trent. 

Skinningrove Iron Co., Lim. (The), Skinningrove, Carlin How, R.S.0., Yorks. (Steel ingots only.) 

Smith & McLean, Lim., Rolling Mills at Mossend and Gartcosh, Lanarkshire. 

South Durham Steel & Tron Co., Lim., Stockton-on-Tees and West Hartlepool. 

Spencer, John, & Sons, Lim., Newburn Steel Works, Newcastle-on-Tyne. 

Springfield Steel Co., Lim., Melting Furnace and Foundry, 777, London Road, Glasgow. 

Steel Company of Scotland, Lim., Steel Works, Rolling Mills and Foundry at Newton, Glasgow; and Steel Works and 
Rolling Mills at Blochairn, Glaszow. 

Steel, Peech & Tozer, Lim., Sheffield. (Rtve/ and Stay bars.) 

Stewarts & Lloyds, Lim. (Clydesdale Steel and Iron Works), Steel Works and Rolling Mills, Mossend, Lanarkshire. 

43 + » Sun Foundry, Coatbridge, Lanarkshire. (,Sfeel castings.) 

Stockton Steel Foundry Co., Lim., Stockton-on-Tees. (Steel castings.) 

Summerson, Thomas, & Sons, Lim., Darlington, co. Durham. (Small steel castings.) 

Swalwell Steel Works, co. Durham. (Steel castings.) 

Taylor Bros., Leeds, 

Towler, William, & Co., Lim., Globe Foundry, Leeds. (Small steel castings.) 

Tyzack, Samuel, & Co., Lim., Monkwearmouth Iron & Steel Works, Sunderland. (Sections and Bare.) . 

Vickers, Lim., River Don Works, Sheffield ; and Barrow-in-Furness. 

Waverley Iron & Steel Co., Lim., Coatbridge, Lanarkshire. (Steel angles and bars.) 

Weardale Steel, Coal & Coke Co., Lim., Spennymoor, co. Durham. 

Wigan Coal & Iron Co., Lim., Wigan, Lancashire. (Sections and Bars.) 

Willans & Robinson, Lim., Queen’s Ferry, Flintshire. (Steel ingots.) 
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FOREIGN FIRMS. 


ALPHABETICALLY ARRANGED. 


In the following list the name of each works is followed by the place of residence of the Surveyor giving attendance thereat. 


Aceiaierie Italiane, Bolzaneto, Italy. (GENoA.) 

Aciéries de Grenelle (E. Plichon), 56, Rue Lourmel, Paris. 
(Steel castings.) (HAVRE.) 

Aciéries de la Louviére (Gustave Boél), La Louvieére, 
Belgium. (Sections and rivet bars, and steel castings.) 
(ANTWERP. ) 

Aciéries de Maromme (E. Breton), Maromme (Seine 
Inférieure), France. (.Sfeel castings.) (HAvVRB.) 

Actien-Gesellschaft Charlottenhiitte, Niederschelden (Kreis 
Siegen), Germany. (Steel plates and ingots.) (DUSSELDORF. ) 

Actien-Gesellschaft der Dillinger Hiittenwerke, Dillingen- 
Saar (Rheinpreussen), Germany. (DtissELDORF.) 

Aktiebolaget Bofors-Gullspaing, Bofors, Sweden. (Melting 
Furnaces and Foundry at Bofors.) (GOTHENBURG.) 

Aktiengesellschaft der Eisen-und Stahlwerke, vormals Georg 
Fischer, Schaffhausen, Switzerland. (Steel castings.) 
(DUSSELDORF. ) 

Aktiengesellschaft der Sosnowicer Réhrenwalzwerke und 
Eisenwerke, Sosnowice, Russian Poland. (Plates, bars 
and sections ; seamless and welded tubes.) (VIENNA.) 

Aktiengesellschaft Lauchhammer, Lauchhammer, Germany. 
(Steel Foundry at Gréditz.) (Steel castings.) (DUSSELDORF. ) 

Alan Wood Iron & Steel Company, Conshohocken and Ivy 
Rock, Pa. U.S.A. (Blooms, billets and thin plates.) 
(PHILADELPHIA.) 

Althaus, Pletsch & Co., Attendorn, Westphalia, Germany. 
(Rolling Mills.) (Dt&ssELDORF.) 

American Bridge Co., Pencoyd Iron Works, Pencoyd, Pa., 
U.S.A. (Sections, angles and bars.) (PHILADELPHIA.) 
American Tron & Steel Manufacturing Co., Lebanon, Pa., 
U.S.A. (Rolling Mills for bars only.) (BALTIMoRE.) 
American Iron & Steel Manufacturing Co., Reading, Pa., 

USA. (Rolling Mills for bars only.) (PHTLADELPHIA.) 

American Steel Foundries, Chester, Pa., U.S.A. (Steel 
castings.) (PHILADELPHTA.) 

Annener Gussstahlwerk, Annen, Westphalia, Germany. (Sfee/ 
castings.) (DUSSELDORF.) 

Ansaldo, Gio., Armstrong & Co., Fonderie & Acciaieric, 
Cornigliano Ligure, Italy. (Steel castings.) (GRNOA.) 
Atlas-Werke Aktiengesellschaft, Bremen. 

(BREMEN. ) 

Avesta Jernverks Aktiebolag, Avesta, Sweden. (Sroocx- 
HOLM.) 

Baldt Steel Co., New Castle, Delaware, U.S.A. (Steel 
castings.) (PHILADELPHIA.) 

Bergische Stahl-Industrie, Remscheid, Germany. (Steel 
ingots and castings.) (DUsSELDORF.)° 

Bethlehem Steel Co., South Bethlehem, Philadelphia. 
(PHILADELPHIA.) 

Bismarckhiitte (Bismarckhiitte & Falvahiitte), Bismarck- 
hiitte, Oberschlesien, Germany. (Also steel castings, and 
weldless rolled or drawn steel hollow pillars and davits.) 
(VIENNA.) 


(Steel castings.) 


Bjorneborgs Jernverks Aktiebolag, Bjérneborg, Sweden. 
(Melting Furnaces and Forge.) (GOTHENBURG.) 

Blechwalzwerk Schulz Knaudt Actien Gesellschaft. (Steel 
Works at Angerort, Germany; Rolling Mills at Essen.) 
(DUssELDORF.) 

Bleckmann, John E., Miirzzuschlag, Austria. 
(VIENNA.) 

Blohm & Voss, Hamburg, Germany. (Steel castings.) 
(HAMBURG.) 

Bochumer Verein fiir Bergbau & Gussstahlfabrication, 
Bochum, Germany. (Steel castings.) (DtssELDORF.) 
Béhler, Gebr., & Oo., Aktiengesellschaft, Vienna. (Works 
at Kapfenberg, Styria.) (Steel castings.) (VIENNA.) 
Borsig, A. (Berg und Hiitten-Verwaltung), Borsigwerk, 

Oberschlesien, Germany. (Also Steel castings.) (VIENNA.) 

Bremerhiitte Actien Gesellschaft, Weidenau, Siegen, 
Germany. (Steel Works at Geisweid. Rolling Miils at 
Weidenau.) (Steel plates and ingots.) (Dt€SSELDORF.) 

Brylgon Steel Casting Works, New Castle, Delaware, U.S.A. 
(Steel castings.) (PHILADELPHIA.) 

Burmeister & Wain’s Maskin-og Skibsbyggeri, Aktieselskabet, 
Copenhagen. (Steel ingots, forgings and castings.) 
(COPENHAGEN. ) 

Cambria Steel Co., Johnstown, Pa., U.S.A. (PIrrsBuRG.) 

Canadian Steel Foundries, Lim., Longue Pointe, Montreal. 
(Steel castings.) MONTREAL.) 

Carbon Steel Co., Pittsburg, Pa., U.S.A. (PITTsBuRG.) 

Carnegie Steel Co. (Lim.), Pittsburg, Pa., U.S.A. (including 
the National Steel Co., and the American Steel Hoop 
Co.) (PrrrsBuRG.) 

Central Iron & Steel Co., Harrisburg, Pa., U.S.A. 
(Rolling Mills.) (Bautmore.) 

Christiania Staalverk, Christiania. (Steel castings.) 
(CHRISTIANIA. ) 

Compagnie des Forges de Chatillon, Commentry et Neuves- 
Maisons, France. (MARSEILLES. ) 

Compagnie des Hauts-Fourneaux, Forges et Aciéries de la 
Marine et d’Homecourt, St. Chamond, France. (Mar- 
SEILLES. ) 

Compagnie des Mines, Fonderies & Forges d’Alais, Tamaris 
Works, Alais, France. (Bars and Sections.) (MArR- 
SEILLES. ) 

Compagnie Générale des Aciers, Société Anonyme, Thy-le- 
Chateau, Belgium. (Steel castings.) (ANTWERP.) 

Crucible Steel Company of America, Park Works, Pittsburg, 
Pa., U.S.A. (PITTSBURG.) 

Deutsch Luxemburgische Bergwerks-und Hiitten-Actien 
Gesellschaft, Abteilung Dortmunder Union, Dortmund, 
Germany. (Also Steel castings.) (DUSSELDORF.) 

Dorémienx Fils & Cie, St. Amand (Nord), France. 
(Rolling Mills.) (DUNKIRK.) 


(Steel bars.) 


H 
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Diisseldorfer Eisen-und Draht-Industrie, Diisseldorf-Oberbilk, 
Germany. (DUsSSELDORF.) 

Hisen- und Stahlwerk Hoesch, Dortmund, Germany. 
(DtsseLDorF. ) 

Fisen- und Stahlwerk “ Mark” G.m.b.H., Wengern-Ruhr, 
Germany. (Steel castings.) (DtSsELDORF.) 

Eisenbahn-Bedarfs Actien (Gesellschaft, Friedenshiitte 
Oberschlesien, Germany. (VIENNA.) 

Risenhiitte Holstein Actiengesellschaft, Rendsburg, Ger- 
many. (HAMBURG.) 

Hisenwerk Kraft, Abteilung Niederrheinische Hiitte, 
Duisburg-Hochfeld, Germany. (DisseLDoRF.) 

Eisenwerk Kraft, Abteilung Niederrheinische  Hiitte, 
Oberbilker Blechwalzwerk, Diisseldorf-Oberbilk, Germany. 
(Rolling Mills.) (DUSSELDORF. ) 

Erie Forge Co., Erie, Pa. U.S.A. 
forgings.) (OLEVELAND, O.) 


(Steel ingots and 


Fabrique de Fer de Maubeuge, Louvroil (Nord), France. 
(DuUNKIRK.) © 

Fagersta Bruks Aktiebolag, Fagersta, Sweden. (Steel blooms 
and billets.) (STOCKHOLM.) 

Federal Steel Co., Chester, Pa., U.S.A. 
(PHILADELPHIA.) 

Ferriera di Bolzaneto, near Genoa. (For plates up to + in. 
thickness.) (GENOA.) 

Ferriere di Voltri, Voltri, Italy. (Small Sections, angles and 
bars.) (GENOA.) : 

Fonderia Milanese di Acciaio, Milan. 
(GENOA.) 

Fonderies, Forges et Aciéries de St. Etienne, St. Etienne, 
France. (MARSEILUES.) 

Fonderies d’Acier du Midi, Marseilles. (Steel castings.) 
(MARSEILLES. ) 

Forges de Clabecq, Clabecq, Belgium. 
(ANTWERP. ) 

Forges de la Loire et du Midi (Messrs. Marrel Freres), 
Rive de Gier, France. (MARSEILLES.) 

Forges & Laminoirs de |’Alliance, Marchienne au Pont, 
Belgium. (Rolling Mills.) (ANTWERP.) 

Forges et Laminoits de St. Victor, Société Anonyme, 
Marchienne au Pont, Belgium. (Steel bars.) (ANTWERP.) 

- Ganz & Co., Ratibor, Silesia, Germany. (Steel castings.) 
(VIENNA.) 

Geisweider Hisenwerke Actien. Gesellschaft, Geisweid (Kreis 
Siegen), Germany. (DtissELDoRF.) 

Gelsenkirchener Bergwerks Actien Gesellschaft, Abteilung 
Aachener Hiitten Verein, Rothe Erde, Aachen, Germany. 
(DUSSELDORF. ) 

Gelsenkirchener Gussstahl und Eisenwerke, vormals 
Munscheid & Co., Gelsenkirchen, Germany. (Steel 
castings.) (DUSSELDORF.) 

Georgs-Marien Bergwerks-und Htitten-Verein, Osnabriick, 
Germany. (Steel castings.) (DtssELDORF.) 


Gewerkschaft Deutscher Kaiser, Hamborn-Bruckhausen 
am Rhein, Germany. (DUssELDorr.) 


(Steel castings.) 


(Steel castings.) 


(Rolling Mills.) 


Gewerkschaft Grillo, Funke & Co., Gelsenkirchen Schalke, 
Westphalia, Germany. (DUssELDORF.) 

Glasgow Iron Co., Pottstown, Pa. (Rolling Mills for 
plates.) (PHILADELPHIA.) 

Grafenberger Walzwerk, Diisseldorf-Grafenberg, Germany. 
(Rolling Mills.) (DUssELDORF.) 

Gruson (Otto) & Co., Magdeburg-Buckau, Germany. (Steel 
castings.) (DUSSELDORF. ) 

Gussstahl-Werk Witten, Witten a/d Ruhr, Germany. 
(DtsseLporr.) 

Gutehoffnungshiitte, Oberhausen, Rheinland, Germany. 
(Also Steel castings.) (DUSSELDORF.) 

Hagener Gussstahlwerke Actien Gesellschaft, Hagen, West- 
phalia, Germany. (Steel castings.). (DUSSELDORF.) 

Hahnsche Werke Actien Gesellschaft, Grossenbaum, near 
Duisburg, Germany. (Broad flats and ingots.) (DUsseL- 
DORF.) 

Haniel & Lueg, Diisseldorf-Grafenberg, Germany. (Steel 
castings.) (DUSSELDORF.) 

Hauts-Fourneaux, Fonderies Forges & Laminoirs de 
Meurthe & Moselle (Mr. Fould-Dupont), Usines de 
Pompey, France. (DUssELDORF.) 

Henschel & Sohn, Abteilung Henrichshiitte, near 
Hattingen a/d Ruhr, Germany. (DtssELDoRF.) 

Holtzer, Jacob, & Co., Aciéries d’Unieux, Unieux (Loire), 
France. (Steel castings.) (MARSEILLES.) 

Hoopes & Townsend Co., Philadelphia, Pa., U.S.A. (Rolling 
Mills for bars at Fort Washington, Pa.)  (PHtma- 
DELPHIA.) 

Howaldtswerke, Kiel, Germany. (Steelcastings.) (HAMBURG. ) 

Illinois Steel Co., Chicago, U.S.A. (Pirrspure.) 

Imperial Steel Works (The), Yawata, Japan. (NAGASAKI.) 

Jaeger, G. & J., G.m.b.H., Elberfeld, Germany. (Steel 
castings.) (DUSSELDORF.) 

Japan Steel Works, Lim. (The), Muroran, Japan. (Steel 
ingots, forgings and castings.) (HAKODATE.) 
Jones & Laughlin, Jim., Pittsburg, Pa., 

(PITTSBURG.) 

Kawasaki Dockyard Co., Lim.,, Shiri-ike-mura, Hiogo, 
Japan. (Steel castings.) (KOBE.) 

Kobe Steel Works, Lim., Kobe, Japan. 
and Forgings.) (KoBR.) 

Kohlswa Jernverks Aktiebolag. (Melting Furnaces, Foundry 
and Forge at Koblswa, Sweden.) (StockHorM.) 

Krainische Industrie-Gesellschaft, Assling-Hiitte, Carniole, 
Austria. (VIENNA.) 

Krupp, Fried., Actien Gesellschaft, Stahlwerk Annen, 
Annen, Westphalia, Germany. (Steel castings.) (Dtssrt- 
DORF.) 

Krupp, Fried., Actien Gesellschaft, Essen, (Germany. 
(Also Steel castings.) (DUSSELDORF.) 

Krupp, Fried., Actien Gesellschaft, Grnsonwerk, Magdeburg, 
Germany. (Steel castings.) (IDUssELDORF.) 

Krupp, Fried., Actien Gesellschaft—Friedrich Alfred Hiitte, 
Rheinhausen — Friemersheim, Germany. (Bars and 
Sections only.) (DtssELDorF. ) 


U.S.A. 


(Steel castings 
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Lackawanna Steel Oo., Buffalo, N.Y., U.S.A. (Prrrspure. 

Lindener Eisen- & Stahlwerke Aktien-Gesellschaft, Hannover- 
Linden, Germany. (Steel castings.) (DtssELDORP.) 

Luken’s Iron and Steel Company, Coatesville, Pennsylvania, 
U.S.A. (PHILADELPHIA.) 

Magyar Kiralyi Allamvasutak Gepgyaranak. (Rolling Mills 
at Zolyom-Brezo; Rolling Mills and Steel Foundry at 
Diosgyor, Hungary.) (VIENNA.) 

Malleable Iron Fittings Co., Branford, Conn. — Steel 
castings.) (NEw York.) 

Mannesmaunréhrenwerke, Abteilung Saarbriicker G@uss- 
stahlwerke, Saarbriicken - Burbach, Germany. (Steel 
castings.) (DitsseLporr.) 

Mannesmannréhrenwerke, Diisseldorf, Remscheid und Bous, 
Germany. (Weldless rolled or drawn steel hollow pillars 
and davits.) (DUssuLporF.) 

Michaelsen, Hermann, Hisen-und Stahl-Giesserei, Erdmann- 
strasse, 23, Altona-Ottensen, Germany. (Steel castings.) 
(HamBure. ) 

Midvale Steel Co., Philadelphia, Pa., U.S.A. (PHILADEL- 
PHIA.) 

Mitsu Bishi Dockyard & Engine Works, Nagasaki, Japan. 
(Steel castings.) (NAGASAKI.) 

Motala Verkstads Nya Aktiebolag, Motala Verkstad, 
Sweden. (JMelting Furnaces, Rolling Mills and Forge.) 
(GOTHENBURG. ) 

New Jersey Steel Co., Rahway, New Jersey, U.S.A. (Steel 
castings.) (New York.) 

Nicopol-Marioopol Mining & Metallurgical Co., Sartana, 
South Russia. (OpzEssa.) 

Nova Scotia Steel & Coal Co., Lim. (Steel Works at North 
Sydney, 0.B., and Rolling Mills at New Glasgow, N.S.) 
(Bars and Sections only.) (Haurrax, N.S.) 

Oberbilker Stahlwerk Actien Gesellschaft, Diisseldorf- 
Oberbilk, Germany. (DUssELDORP.) 

Oberschlesische Eisen-Industrie Actien Gesellschaft, Bail- 
donhiitte, near Kattowitz, Germany. (VIENNA.) 

Oesterreichisch-Alpine Montangesellschaft, Donawitz, near 
Leoben, Styria, Austria. (VIENNA.) 

Oesterreichisch-Alpine Montangesellschaft, Neuberg, Styria, 
Austria. (VIENNA.) 

Oesterreichisch-Alpine Montangesellschaft, Zeltweg, Styria, 
Austria, (VIENNA.) 

Oesterreichische Berg und Hiittenwerks Gesellschaft, Teschen, 
Silesia. (VIENNA.) 

Oliver Iron & Steel Co., Pittsburg, Pa., U.S.A. (Rolling 
Mills for bars.) (PrrrsBuRG.) 

Otis Steel Co. (The), Cleveland, Ohio, U.S.A. (Séeel plates.) 
(CLEVELAND.) 

Penn Steel Casting & Machine Co., Chester, Pa., U.S.A. 
(Steel castings.) ( PHILADELPHIA.) 

Pennsylvania Steel Co., Steelton, near Harrisburg, Pa. 
(BALTIMORE. ) 

“ Phoenix” Actien Gesellschaft fiir Bergbau-und Hiitten 
Betrieb, Ruhrort, Germany. (DtssELporr.) 

Phoenix” Actien Gesellschaft fiir Bergbau-und Hiitten 
Betrieb, Abteilung Diisseldorfer Réhren und Hisen-Walz- 
werke, Diisseldorf-Oberbilk, Germany. (Dt'sseLporF.) 


‘Phoenix’ Actien Gesellschaft fiir Bergbau-und Hiitten 
Betrieb, Abteilung Hoerder Verein, Hoerde, Westphalia, 
sermany. (Also Steel castings.) (DUsSELDORP.) 

Phoenix Iron Works, Pheenixville, Pa., U.S.A. (PHILA- 
DELPHIA.) 

Pittsburg Steel Foundry, Glassport Pa... U.S.A. (Steel 
castings and Ingots.) (PITTSBURG.) 

Poldihiitte Tiegelgussstahlfabrik, Kladno, near Prague. 
( VIENNA.) 

Prager Hisen Industrie Gesellschaft und Béhmische Montan 
Gesellschaft, Kladno, near Prague. (VIENNA.) 

Press und Walzwerk <Actien Gesellschaft, Diisseldorf- 
Reisholz, Germany. (DUssELDORF.) 

Rheinische Stahlwerke, Ruhrort, Germany. (DtsseELDORF.) 

Rheinische Stahlwerke, Abteilung Duisburger Eisen-und 
Stahlwerke, Duisburg, Germany. (DUsseLDoRP.) 

Rimamurany-Salgo-Tarjaner isenwerks Actien-Gesell- 
schaft, Budapest. (Steel Works in Ozd, Hungary.) 
( VIENNA.) 

Rombacher Hiittenwerke, Rombach (Lothringen), Germany. 
(Bars and Sections only.) (DUSSELDORF.) 

Sandvikens Jernverks Aktiebolag, Sandviken, Sweden. (Sfeed 
ingots, forgings, and steel tubes.) (StOCKHOLM.) 

Schichau, F., Elbing, West Prussia, Germany. (Steel 
castings.) (DANZIG.) 

Schneider & Co., Creusot. (MARSEILLES. ) 

Skodawerke Actien Gesellschaft, Pilsen, Bohemia. (Steel 
castings.) (VIENNA.) 

Sociedad Altos Hornos de Vizcaya, Bilbao. (BILBAO.) 

Sociedad Anonima Fabrica de San Francisco del Desierto, 
Bilbao. (B1LBAO.) 

Sociedad Metalurgica Duro-Felguera, La Felguera, Asturias, 
Spain. (BILBao.) 

Societa degli Alti Forni, Fonderie ed Acciaierie di Terni. 
Works at Terni. (NAPLES.) 

Societa Ligure Metallurgica, Lim., Sestri Ponente, Italy. 
(GENOA.) 

Societa Siderurgica di Savona (late Tardy & Benech), 
Savona. (GENOA.) 

Société Anonyme Boulonneries & Laminoirs Gilson, La 
Croyére (Bois d’Haine), Belgium. (Rolling Mills for 
Sections.) (ANTWERP.) 

Société Anonyme d’Athus-Grivegnée, Grivegnée, near Liége, 
Belgium. (Bars, Sections, and Thin Plates.) (ANTWERP.) 

Société Anonyme d’Escaut & Meuse, Anzin (Nord), France. 
(DUNKIRK. ) 

Société Anonyme d’Espérance, Longdoz, Liege. 
Mills.) (ANTWERP.) 

Société Anonyme de la Fabrique de Fer de Charleroi, 
Belgium. (Rolling Mills.) (ANTWERP.) 

Société Anonyme des Aciéries d’Angleur, Renory & Tilleur- 
lez-Liége, Belgium. (ANTWERP.) 

Société Anonyme des Aciéries & Fonderies d’Art de Haine 
St. Pierre et Métallurgique Lilloise, Haine St. Pierre, 
Belgium. (Steel castings.) (ANTWERP); and Lesquin- 
lez-Lille (Nord), France. (Steel castings.) (DUNKIRK.) 


(Rolling 
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Société Anonyme des Aciéries & Forges de Firminy, 
Firminy (Loire), France. (Steel castings.) (MARSEILLES. ) 


Société Anonyme des Aciéries Nantaises, Nantes. (See! 
castings.) (NANTES.) 


Société Anonyme des Fonderies et Aciéries de Hirson, 
Hirson, France. (Steel castings.) (HAvVRE.) 


Société Anonyme des Forges de la Providence, Hautmont 
(Nord), France. (DUNKIRK.) 


Société Anonyme des Forges de Vireux-Molhain, Vireux- 
Molhain, Ardennes, France. (Bars and Sections only.) 
(ANTWERP. ) 


Société Anonyme des Forges et Aciéries de Huta Bankowa, 
Dombrowa, Russian Poland. (Steel plates, sections and 
castings.) (VIENNA.) 


Société Anonyme des Forges et Fonderies de Montataire,: 


Montataire, France. (HAVRE.) 


Société Anonyme des Forges et Laminoirs de Baume, Haine 
St. Pierre, Belgium. (Rolling Mills for Bars and 
Sections.) (ANTWERP.) 


Société Anonyme des Forges et Toleries Liégeoises, Jupille- 
lez-Liége. (ANTWERP.) 

Société Anonyme des Hants-Fourneaux, Fonderies & 
Forges de Franche-Comté, Besangon (Doubs), France. 
(MARSEILLES. ) 

Société Anonyme des Hauts-Fourneaux Forges et Aciéries 
de Denain & d’Anzin, Denain (Nord), France. (DUNKIRK.) 


Société Anonyme des Téleries de Louvroil (Nord), France. 
(DUNKIRK.) 


Société Anonyme des Usines du Phenix, Chatelineau, 
Belgium. (Rolling Mills.) (ANTWERP.) 

Société Anonyme Usines & Aciéries Leonard-Giot, Marchi- 
enne-au-Pont, Belgium. (Sleel castings.) (ANTWERP.) 


Société des Aciéries de Longwy, Mont St. Martin (Meurthe 
& Moselle), France. (DtsseLporr.) 


Société Francaise des Aciéries de l'Union, Hautmont (Nord), 
France. (Steel castings.) (DUNKIRK.) 


Société Francaise pour la Fabrication des Tubes, Louvroil 
(Nord), France, (Steel ingots and steel tubes.) (DUNKIRK.) 

Société John OCockeriil, Seraing, near Liége, Belgium. 
(ANTWERP.) 

’ Stahlwerk Krieger Actien Gesellschaft, Diisseldorf-Ober- 

kassel, Germany. (Steel castings.) (DUsSELDORF.) 


Stahlwerk Oeking, Actien Gesellschaft, Diisseldorf-Lieren- 
feld, Germany. (Steel castings.) (DUSSELDORF.) 


Scteirische Gussstahlwerke Danner & Co., Indenburg, Styria. 
(Steel castings.) (VTENNA.) ‘ 


Stora Kopparbergs Bergslags Aktiebolag, Falun, Sweden. 
(Steel Works at Domnarfvet.) (Sections of all sizes and 
plates up to % in. thick.) (STOCKHOLM.) 

Strémmens Verksted, near Christiania. (Steel castings.) 
(CHRISTIANIA. ) 

Strémsniis Jernverks Aktiebolag, Degerfors, Sweden. 
(Melting Furnaces and Rolling Mills.) (GOTHENBURG.) 

Sumitomo Steel Works, Osaka, Japan. (Steel castings.) 
(KXoBB.) 

Surahammars Bruks Aktiebolag, Surahammar, Sweden. 
(Forge and Rolling Mills.) (STocKHoLM.) 


Ternitzer Stahl und Eisenwerk, Ternitz, Austria. (Stee! 
bars and castings.) (VIENNA.) 

Thyssen & Co., Miilheim, a/d. Ruhr, Germany. (DUsski- 
DORF.) ‘ 

Tidewater Steel Company, Chester, Pennsylvania, U.S.A. 
(PHILADELPHIA. ) 

‘Yorgauer Stahlwerk Actien Gesellschaft, Torgau, Saxony. 
(Steel castings.) (DUSSELDORF. ) 

‘T'remont Nail Co. (The), West Wareham, Mass., U.S.A. 
(Steel ingots and forging billets.) (BOsTon.) 


Ungarische Berg-und Hiittenwerke und Domiinen der priv. 
dsterr.-ung.  Staats-Eisenbahn-Gesellschaft, Budapest. 
(Steel Works in Resicza.) (VIENNA.) 


Usines & Aciéries Allard, Société Anonyme, Mont-sur- 
Marchienne, near Charleroi, Belgium. (Sveel castings.) 
(ANTWERP. ) 

Usines de Court St. Etienne (Emile Henricot), Belgium. 
(Steel castings.) (ANTWERP.) 

Usines Métallurgiques de Hainaut, Couillet and La Louviere, 
Belgium. (ANTWERP.) 

Usines Métallurgiques de la Basse Loire, Trignac, near 
St. Nazaire. (NANTES.) 

Vereinigte Hiittenwerke Burbach-Eich-Dudelingen, Abteil- 
ung Burbach, Saarbriicken-Burbach, Germany, (DUssEL- 
DORF.) ; 

Vereinigte Kénigs- & Laurahiitte Act. Ges., fiir Bergbau 
& Hiittenbetrieb, Konigshiitte & Laurahtitte, Ober- 
schlesien, Germany. (VIENNA.) 

Vereinigte Stahlwerke van der Zypen und Wissener Eisen- 
hiitten Actien Gesellschaft, Kéln-Deutz, Germany. (Bars 
and Sections.) (DUssELDORP.) 

Wendel & Gie., les Petits-Fils de F°* de, Hayingen, 
Lothringen, Germany. (DUsSELDORF.) 

Westfilische Stahlwerke, Bochum, Germany. (Steel Foundry 
and Rolling Mills.) (DUsseLDORF.) 

Witkowitzer Bergbau & Eisenhiitten Gewerkschaft, Wit- 
kowitz, Mihren. (VIENNA.) 

Worth Bros. Steel Works, Coatesville, Pa. (PHILADELPHIA. ) 
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FOREIGN FIRMS. 
ARRANGED ACCORDING TO SURVEYING DISTRICTS. 


ANTWERP. 

Aciéries de la Louviére (Gustave Boél), La Louviere, 
Belgium, (Sections and Rivet bars, and Steel 
castings.) 

Compagnie Générale des Aciers Société Anonyme, Thy- 
le-Chateau, Belgium. (Steel castings.) 

Forges de Clabecq, Brussels, Belgium, (Rolling 
Mills.) 

Forges & Laminoirs de l’Alliance, Marchienne-au-Pont, 
Belgium. (Rolling Mills.) 

Forges & Laminoirs de St. Victor, Société Anonyme, 
Marchienne-au-Pont, Belgium. (S/eel bars.) 

Société Anonyme Boulonneries & Laminoirs Gilson, La 
Croyére (Bois d’Haine), Belgium. (Rolling Mills for 
Sections.) 

Société Anonyme d’Athus-Grivegnée, Grivegnée, near 
Liége, Belgium. (Bars, Sections, and Thin Plates.) 

Société Anonyme d’Espérance, Longdoz, Liege. 
(Rolling Mills.) 

Société Anonyme de la Fabrique de Fer de Charleroi, 
Belgium. (Rolling Mills.) 

Société Anonyme des Aciéries d’Angleur, Renory & 
Tilleur-lez-Liege, Belgium. 

Société Anonyme des Aciéries & Fonderies d’Art de 
Haine St. Pierre et Métallurgique Lilloise, Haine St. 
Pierre, Belgium. (Steel castings.) 

Société Anonyme des Forges de Vireux-Molhain, 
Vireux-Molhain, Ardennes, France. (Sars and 
Sections only.) 

Socicté Anonyme des Forges et Laminoirs de Baume, 
Haine St. Pierre, Belgium. (Rolling Mills for Bars 
and Sections.) : 

Socicté Anonyme des Forges et Toéleries Liegeoises, 
Jupille-lez-Liege, Belgium. 

Société Anonyme des Usines du Phénix, Chatelineau, 
Belgium. (Rolling Afilis.) 

Société Anonyme Usines & Aciéries Leonard-Giot, 
Marchienne-au-Pont, Belgium. (Steel castings.) 

Société John Cockerill, Seraing, near Liege. 

Usines & Aciéries Allard, Société Anonyme, Mont-sur- 
Marchienne, near Charleroi, Belgium. (Steel castings.) 

Usines de Court St. Etienne (Emile Henricot), Belgium. 
(Steel castings.) 

Usines Meétallurgiques de Hainaut, Couillet and La 
Louyiere, Belgium. 


BALTIMORE, MD. 


American Iron & Steel Manufacturing Co., Lebanon, 
Pa., U.S.A. (Rolling Mills for bars only.) 


Central Iron & Steel Co., Harrisburg, Pa., U.S.A. 
(Rolling Mills.) 


Pennsylvania Steel Co., Steelton, Harrisburg, Pa., U.S.A. 


BILBAO. 
Sociedad Altos Hornos de Vizcaya, Bilbao. 
Sociedad Anonima Fabrica de San Francisco del Desierto, 
Bilbao. 
Sociedad Metalurgica Duro-Felguera, La Felguera, 
Asturias, Spain. 
BOSTON. 
The Tremont Nail Co., West Wareham, Mass., U.S.A. 
(Steel ingots and forging billets.) 
BREMEN. 
Atlas- Werke Aktiengesellschaft, Bremen. (Steel castings. ) 
CHRISTIANIA. 
Christiania Staalveerk. (Steel castings.) 
Strémmens Verksted, near Christiania. (Steel castings.) 


CLEVELAND, O. 
Erie Forge Co., Brie, Pa., U.S.A. (Steel ingots and 
forgings.) 
Otis Steel Co. (The), Cleveland, Ohio, U.S.A. (S/eel 
plates.) 


COPENHAGEN. 
Burmeister & Wain’s Maskin-og Skibsbyggeri, Aktie- 
selskabet, Copenhagen. (Steel ingots, forgings and 
castings.) 


DANZIG. : 
Schichau, F°., Elbing, West Prussia. (Steel castings.) 


DUNKIRK. 

Dorémieux Fils & Cie., St. Amand (Nord), France. 
(Rolling Mills.) 

Fabrique de Fer de Maubeuge, Louvroil (Nord), France. 

Société Anonyme d’Escaut & Meuse, Anzin (Nord), 
France. 

Société Anonyme des Aciéries & Fonderies d’Art de 
Haine St. Pierre et Métallurgique Lilloise, Lesquin- 
lez-Lille (Nord), France. (Steel castings.) 

Société Anonyme des Forges de la Providence, 
Hautmont (Nord), France. 

Société Anonyme des Hauts-Fourneaux Forges et 
Aciéries de Denain & d’Anzin, Denain (Nord), 
France. 

Société Anonyme des Toleries de Louvroil (Nord), 
France. 

Société Frangaise des Aciéries de l'Union, Hautmont 
(Nord), France. (Steel castings.) 

Société Francaise pour la Fabrication des Tubes, 
Louvroil (Nord), France. (Steel ingots and steel tubes.) 


DUSSELDORF. 
Actien-Gesellschaft Charlottenhiitte, Niederschelden 
(Kreis Siegen), Germany. (Steel plates and ingots.) 
Actien-Gesellschaft der Dillinger  Hiittenwerke, 
Dillingen-Saar (Rheinpreussen), Germany. 
(| Continued. 
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D U SSELDORF—continued. 


Aktiengesellschaft der Hisen-und Stahlwerke, vormals 
Georg Fischer, Schaffhausen, Switzerland. (Stee/ 
castings.) é' : 

Aktiengesellschaft | Lauchhammer, . Lauchhammer, 
Germany. (Steel Foundry at Groditz.) (Steel castings.) 

Althaus, Pletsch & Co., Attendorn, Westphalia, 
Germany. (Rolling Mills.) 

Annener Gussstahlwerk, Annen, Westphalia, Germany. 
(Steel castings.) — 

Bergische Stah]-Industrie, Remscheid, Germany. (,S/eel 
ingots and castings.) 

Blechwalzwerk Schulz Knaudt Actien Gesellschaft, 
(Steel Works at Angerort, Germany; Rolling Mills 
at Essen.) 


Bochumer Verein fiir Bergbau & Gussstahlfabrica- * 


tion, Bochum, Germany. (ASfeel castings.) 

Bremerhiitte Actien Gesellschaft, Weidenau, Siegen, 
Germany. _ (Steel Works at Geisweid. Rolling 
Mills at Weidenau.) (Steel plates and ingots.) 

Deutsch Luxemburgische Bergwerks-und Hutitten- 
Actien Gesellschaft, Abteilung Dortmunder Union, 
Dortmund, Germany. (Also Steel castings.) 

Diisseldorfer Hisen-und Draht-Industrie, Dvtisseldorf- 
Oberbilk, Germany. 

Hisen- und Stahlwerk Hoesch, Dortmund, Germany. 

Hisen- und Stahlwerk “ Mark” G.m.b.H., Wengern- 
Ruhr, Germany. (Steel castings.) 

Hisenwerk Kraft, Abteilung Niederrheinische Hiitte, 
Duisburg-Hochfeld, Germany. 

Kisenwerk Kraft, Abteilung Niederrheinische Hiitte, 
Oberbilker Blechwalzwerke, Diisseldorf-Oberbilk, 
Germany. (Rolling Mills.) 

Geisweider Hisenwerke Actien Gesellschaft, Geisweid 
(Kreis Siegen), Germany. 

Gelsenkirchener Bergwerks  Actien Gesellschaft, 
Abteilung Aachener Hiitten Verein, Rothe Erde, 
Aachen, Germany. 

Gelsenkirchener Gussstahl und Hisenwerke, vormals 
Munscheid & Co., Gelsenkirchen; Germany. (Steel 
castings.) 

Georgs-Marien Bergwerks- und Hiitten-Verein, Osna- 
briick, Germany. (Steel castings.) 

Gewerkschaft Deutscher Kaiser, 
hausen-am Rhein, Germany. 

Gewerkschaft Grillo, Funke & Co., Gelsenkirchen- 
Schalke, Westphalia, Germany. 

Grafenberger Walzwerk, Diisseldorf - Grafenberg, 
Germany. (Rolling Mills.) 

Gruson (Otto) & Co., Magdeburg-Buckau, Germany. 
(Steel castings.) 

Gussstahl-Werk Witten, Witten a/d Ruhr, Germany. 

Gutehoffnungshiitte, Oberhausen, Rheinland, Germany. 
(Also Steel castiigs.) 

Hagener Gussstahlwerke Actien Gesellschaft, Hagen, 
Westphalia, Germany. (Stfee/ castings.) 

{ Continued, 
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Hahnsche Werke Actien Gesellschaft, Grossenbaum, 
near Duisburg, Germany. (Broad flats and ingots.) 

Haniel & Lueg, Diisseldorf-Grafenberg, Germany. 
(Steel castings.) 

Hauts-Fourneaux, Fonderies, Forges & Laminoirs de 
Meurthe & Moselle (Mr. Fould-Dupont), Usines 
de Pompey, France. 

Henschel & Sohn, Abteilung Henrichshiitte, near 
Hattingen a/d Ruhr, Germany. 

Jaeger, G. & J., G.m.b.H., Elberfeld, Germany. (Steel 
castings.) 

Krupp, Fried., Actien Gesellschaft, Stahlwerk Annen, 
Annen, Westfalen, Germany. (Sfeel castings.) 

Krupp, Fried., Actien Gesellschaft, Hssen, Germany. 
(Also Steel castings.) 

Krupp, Fried., Actien Gesellschaft, Grusonwerk, 
Magdeburg, Germany. (Steel castings.) 

Krupp, Fried., Actien Gesellschaft—Friedrich Alfred 
Hiitte, Rheinhausen — Friemersheim, Germany. 
(Bars and Sections only.) 

Lindener Hisen- & Stahlwerke Aktien- Gesellschaft, 
Hannover-Linden, Germany. (Steel castings.) 

Mannesmaunrohrenwerke, Abteilung — Saarbriicker 
Gussstahlwerke, Saarbriicken-Burbach, Germany. 
(Steel castings.) 

Mannesmannrihrenwerke, Diisseldorf, Remscheid und 
Bous, Germany. (Weldless rolled or drawn Steel 
hollow jnllars and davits.) 

Oberbilker Stahlwerk Actien Gesellschaft, Diisseldorf- 
Oberbilk, Germany. 

“Phoenix” Actien Gesellschaft ftir Bergbau-und 
Hiitten Betrieb, Ruhrort, Germany. 

“Phoenix”? Actien Gesellschaft fiir Bergbau-und 
Hiitten Betrieb, Abteilung Diisseldorfer Rébren und 
Eisen-Walzwerke, Diisseldorf-Oberbilk, Germany. 

“Phoenix” Actien Gesellschaft fiir Bergbau-und 
Hiitten Betrieb, Abteilung Hoerder Verein, Hoerde, 
Westphalia, Germany. (Also Steel castings.) 

Press und Walzwerk Actien Gesellschaft, Diisseldorf- 
Reisholz, Germany. 

Rheinische Stahlwerke, Ruhrort, Germany. 

Rheinische Stahlwerke, Abteilung Duisburger Eisen 
und Stahlwerke, Duisburg, Germany. 

Rombacher Hiittenwerke, Rombach (Lothringen), 
Germany. (Sars and Sections only.) 

Société des Aciéries de Longwy, Mont St. Martin 
(Meurthe & Moselle), France. 

Stahlwerk Krieger Actien Gesellschaft Diisseldorf- 
Oberkassel, Germany. (Steel castings.) 

Stahlwerk Oeking Actien Gesellschaft, Diisseldorf- 
Lierenfeld, Germany. (Sfeel castings.) 

Thyssen & Co., Miilheim, a.d. Rubr, Germany. 

Torgauer Stablwerk Actien Gesellschaft, Torgau, 
Saxony. (S/eel castings.) 

[ Continued, 
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Vereinigte Hiittenwerke Burbach-Eich-Dudelingen, 
Abteilung Burbach, Saarbriicken-Burbach, Germany. 

Vereinigte Stahlwerke van der Zypen und Wissener 
Risenhiitten Actien Gesellschaft, Kéln- Deutz, 
Germany. (Bars and Sections.) 

Wendel & Cie., les Petits-Fils de F°* de Hayingen, 
Lothringen, Germany. 

Westfilische Stahlwerke, Bochum, Westphalia, Germany. 
(Steel Foundry and Rolling Mills.) 


GENOA. 

Acciaierie Italiane, Bolzaneto, Italy. 

Ansaldo, Gio., Armstrong & Co., Fonderie & Acciaierie, 
Cornigliano Ligure, Italy. (Steel castings.) 

Ferriera di Bolzaneto, near Genoa. (or plates up to 
tin. thickness.) 

Ferriere di Voltri, Voltri, Italy. (Small Sections, 
angles and bars.) 

Fonderia Milanese di Acciaio, Milan. (Sfeel castings.) 

Societa Ligure Metallurgica, Lim., Sestri Ponente, 
Italy. 

Societa Siderurgica di Savona (late Tardy & Benech), 
Savona. 


GOTHENBURG. 

Aktiebolaget Bofors-Gullsping, Bofors, Sweden. (Jelting 
Furnaces and Foundry at Bofors.) 

Bjorneborgs Jernverks Aktiebolag, Bjérneborg, Sweden. 
(Melting Furnaces and Forge.) 

Strémsnis Jernverks Aktiebolag, Degerfors, Sweden. 
(Melting Furnaces and Rolling Mills.) 

Motala Verkstads Nya Aktiebolag, Motala Verkstad, 
Sweden. (Melting Furnaces, Rolling Mills and 
Forge.) 


HAKODATE. 

The Japan Steel Works, Lim., Muroran, Japan. (Steel 

ingots, forgings and castings.) 
HALIFAX, N.S, 

Nova Scotia Steel & Coal Co., Lim. (Steel Works at 
North Sydney, O.B., and Rolling Mills at New 
Glasgow, N.S.) (Bars and Sections only.) 

HAMBURG. 

Blohm & Voss. (Steel castings.) 

Hisenhiitte Holstein Actiengesellschaft, Rendsburg, 
Germany. 

Howaldtswerke, Kiel. (Steel castings.) 

Michaelsen, Hermann, Hisen-und Stahl-Giesserei, Erd- 
roannstrasse, 23, Altona-Ottensen. (Steel castings.) 

HAVRE. 

Aciéries de Grenelle (E. Plichon), 56, Rue Lourmel, 
Paris. (Steel castings.) 

Aciéries de Maromme (EB. Breton), Maromme (Seine 
Inférieure), France. (S/eel castings.) 

Société Anonyme des Fonderies et Aciéries de Hirson, 
Hirson, France. (Steel castings.) 

Société Anonyme des Forges et Fonderies de Montataire, 
Montataire, France, 


KOBE. 
Kawasaki Dockyard Co., Lim., Shiri-ike-mura, Hiogo, 
Japan. (Steel castings.) 
Kobe Steel Works, Lim., Kobe, Japan. 
and Forgings.) 
Sumitomo Steel Works, Osaka, Japan. (Steel castings.) 


MARSEILLES. 
Compagnie des Forges de Chatillon, Commentry et 
Neuves-Maisons, France. 


(Steel castings 


Compagnie des Hauts-Fourneaux, Forges et Aciéries 
de la Marine et d’ Homecourt, St. Chamond, France. 


Compagnie des Mines, Fonderies & Forges d’Alais, 
Tamaris Works, Alais, France. (Bars and Sections.) 

Fonderies, Forges et Aciéries de St. Etienne, St. 
Etienne, France. 

Fonderies d’Acier du Midi, Marseilles. (Steel castings.) 

Forges de la Loire et du Midi (Messrs. Marrel Freres), 
Rive de Gier, France. 


Holtzer, Jacob, & Cie., Aciéries d’Unieux, Unieux 
(Loire), France. (Sfeel castings.) 

Schneider & Co., Creusot. 

Société Anonyme des Aciéries & Forges de Firminy, 
Firminy (Loire), France. (Steel castings.) 

Société Anonyme des Hauts-Fourneaux, Fonderies & 
Forges de Franche-Comté, Besancon (Doubs), 
France. 


MONTREAL. 


The Canadian Steel Foundries, Lim., Longue Pointe, 
Montreal. (Steel castings.) 


NAGASAKI. 
Mitsu Bishi Dockyard & Engine Works, Nagasaki, 
Japan. (Steel castings.) 


The Imperial Steel Works, Yawata, Japan. 


NANTES. 
Société Anonyme des Aciéries Nantaises, Nantes. (Svee/ 
castings.) 
Usines Métallurgiques de la Basse Loire, Trignac, near 
St. Nazaire. 


NAPLES. 
Societa degli Alti Forni, Fonderie ed Acciaierie di 
Terni. Works at Terni. 


NEW YORK. 
Malleable Iron Fittings Co., Branford, Conn., U.S.A. 
(Steel castings.) 
New Jersey Steel Co., Rahway, N.J., U.S.A.  (Sieel 
castings.) 


ODESSA. 
Nicopol-Marioopol Mining & Metallurgical Co., Sartana, 
South Russia. 
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PHILADELPHIA, PA. 


Alan Wood Iron & Steel Company, Conshohocken and 
Ivy Rock, Pa., U.S.A. (Blooms, billets and thin plates.) 

American Bridge Co., Pencoyd Iron Works, Pencoyd, 
Pa., U.S.A. (Sections, angles and bars.) 

American Iron & Steel Manufacturing Co., Reading, 
Pa., U.S.A. (Rolling Mills for bars only.) 

American Steel Foundries, Chester, Pa., U.S.A. (Steel 
castings.) 

Baldt Steel Co., New Castle, Delaware. (Steel castings.) 

Bethlehem Steel Co., South Bethlehem, Philadelphia, 
Pa., U.S.A. 

Brylgon Steel Casting Works, New Castle, Delaware, 
ULS.A. (Steel castings.) 

Federal Steel Co., Chester, Pa., U.S.A. (Steel castings.) 

Glasgow Iron Co.. Pottstown, Pa., U.S.A. (Rolling 
Mills for plates.) 

Hoopes & Townsend Co., Philadelphia, Pa., U.S.A. 
(Rolling Mills for bars at Fort Washington, Pa.) 
Luken’s Iron & Steel Company, Coatesville, Pa., U.S.A. 

Midvale Steel Co., Philadelphia, Pa., U.S.A. 

Penn Steel Casting & Machine Oo., Chester, Pa., U.S.A. 
(Steel castings.) 

Pheenix lron Works, Pheenixville, Pa., U.S.A. 

Tidewater Steel Company, Chester, Pa., U.S.A. 

Worth Bros. Steel Works, Coatesville, Pa., U.S.A. 


PITTSBURG, PA. 


Cambria Steel Co., Johnstown, Pa., U.S.A. 

Carbon Steel Co., Pittsburg, Pa., U.S.A. 

Carnegie Steel Co., Lim., Pittsburg, Pa., U.S.A. 
(including the National Steel Co., and the American 
Steel Hoop Co.). 

Crucible Steel Company of America, Park Works, 
Pittsburg, Pa., U.S.A. 

Illinois Steel Co., Chicago, U.S.A. 

Jones & Laughlin, Lim., Pittsburg, Pa., U.S.A. 

Lackawanna Steel Co., Buffalo, N.Y., U.S.A. 

Oliver Tron & Steel Co., Pittsburg, Pa., U.S.A. 

Pittsburg Steel Foundry, Glassport, ~ Pa., U.S.A. 
(Castings and Ingots.) 


. STOCKHOLM. 


Avesta Jernverks Aktiebolag, Avesta, Sweden. 

Fagersta Bruks Aktiebolag, Fagersta, Sweden. — (Sfee/ 
blooms and. billets.) 

Kohlswa Jernverks Aktiebolag. (JJel/ing Furnaces, 
Foundry and Forge at Kohlswa, Sweden.) 

Sandvikens Jernverks Aktiebolag, Sandviken, Sweden. 
(Steel ingots, forgings, and steel tubes.) 

Stora Kopparbergs Bergslags Aktiebolag, Falun, 
Sweden. (Steel Works at Domnarfvet.) (Sections of 
all sizes and plates up to } ins, thick.) 

Surahammars Bruks Aktiebolag, Surahammar, Sweden. 
(Forge and Rolling Mills.) 


(Revised, June, 1913.) 


VIENNA. 


Aktiengesellschaft der Sosnowicer Roéhrenwalzwerke 
und Eisenwerke, Sosnowice, Russian Poland. 
(Plates, bars and sections; seamless and welded 
tubes.) 

Bismarckhiitte (Bismarckhiitte & Falvahiitte), Bis- 
marckhiitte, Oberschlesien, Germany. (Also steel 
castings, and welaless rolled or drawn steel hollow 
pillars and davits.) 

Bleckmann, John E., Miirzzuschlag, Austria. (Stee/ 
bars.) 

Béhler, Gebr., & Oo., Aktiengesellschaft, Vienna. 
(Works at Kapfenberg, Styria.) (Steel castings.) 

Borsig, A. (Berg und Hiitten-Verwaltung), Borsigwerk, 
Oberschlesien, Germany. (Also Steel castings.) 

Eisenbahn-Bedarfs Actien Gesellschaft, Friedenshiitte 
Oberschlesien, Germany. 

Ganz & Co., Ratibor, Silesia, Germany. (Steel castings.) 

Krainische Industrie- Gesellschaft, Assling - Hiitte, 
Carniole, Austria. 

Magyar Kiralyi Allamvasutak Gepgyaranak. (Rolling 
Millis at Zolyom-Brezo ; Rolling Mills and Steel 
Foundry at Diosgyor, Hungary.) 

Oberschlesische Eisen-Industrie Actien Gesellschaft, 
Baildonhiitte, near Kattowitz, Germany. 

Oesterreichisch-Alpine Montangesellschaft, Donawitz, 
near Leoben, Styria, Austria. 

Oesterreichische-Alpine Montangesellschaft, Neuberg, 
Styria, Austria. 

Oesterreichisch-Alpine Montangesellschaft, Zeltweg, 
Styria, Austria. 

Oesterreichische Berg und Hiittenwerks Gesellschaft, 
Teschen, Silesia. 

Poldihiitte Tiegelgussstahlfabrik, Kladno, near Prague. 

Prager Eisen Industrie Gesellschaft und Béhmische 
Montan Gesellschaft, Kladrio, near Prague. 

Rimamurany - Salgo - Tarjaner Eisenwerks Actien- 
Gesellschaft, Budapest. (Steel Works in Ozd, 
Hungary.) 

Skodawerke - Actien Gesellschaft, Pilsen, Bohemia. 
(Steel castings.) 

Société Anonyme des Forges et Aciéries de Huta 
Bankowa, Dombrowa, Russian Poland.  (.S/ee/ plates, 
sections and castings.) 

Steirische Gussstahlwerke Danner & Co., Ludenburg, 
Styria. (Steel castings.) 

ernitzer Stahl und Hisenwerk, Ternitz, Austria. 
(Steel bars and castings.) 

Ungarische Berg-und Hiittenwerke und Domiinen per 
priv. dsterr.-tng. Staats - Eisenbabn - Gesellschaft, 
Budapest. (Steel Works in Resicza.) 

Vereinigte Kénigs- & Laurahiitte Act. Ges., fir Bergbau 
&  Hiittenbetrieb, Kdénigshiitte & Laurahiitte, 
Oberschlesien, Germany. 


Witkowitzer Bergbau & Eisenhititten Gewerkschaft, 


Witkowitz, Mihren, 
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EQUAL ANGLES. 


STANDARD SECTIONS. 
UNEQUAL ANGLES. 


(NoOTE:—The Section marked thus * is additional to the British Standard Sections.) 


Thickness at 


os Correct Standard Profile. | mini. | Maxi- — 
a re i | thick | thick- 
e rh Mien | See nes, | ness | Boot | ‘Tee 
t t t r, rs 
Inches. tiak | ees. | Anal ee ees 
ieee 125 = 250 125 300 175 125 
1}x1} | 125 | — | -250 | -125 | -800 | -200 | 150 
15x14 | 125 | — | -250 | -125 | -850 | -200 | 150 
1ax1g | 175 | — | 800 | -175 | -375 | -225 | -150 
2 x2 175 _— “300 175 “400 250 | °175 
otx21 | 175 | — | 800 | “175 | -450 | -250 | -175 
24 x 24 250) 375 500 200 500 275 | °200 
23 x 23 250 | °875 500 225 525 275 200 
> x3 250 B75 500 50 525 “300 200 
34 x 34 300 | 425 | 500 75. | 575 | "825 | 225 
4 x4 300 425 500 300 625 350 250 
44x43 | 375 | — | °500 | °325 | 650 | -400 | 275 
ae et) 375 — | °500 50 700 425 “B00 
6 x6 450 ae | 625 425 775 475 325 
x7 500 _— 675 475 *850 550 | °875 
8 x8 550 — ‘750 550 950 600 425 
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Size. Correct Smnaara Profile, Mini- | Maxi- Radii. 
mum mum 
el Mean. ae thickness|thickness| Root, Toe 
A xB rolled. rolled. 
t t t r rs 
i ‘Inches. Inch. Inch. Inch. Inch, Inch. Inch. Inch. 
1}x1 “125 — "250 "125 *300 "175 "125 
| 14x11} "125 a "250 "125 325 200 | °150 
13x 14 175 — “300 "150 "B50 *225 "150 
2 xi1t “175 — “300 175 1 ¥05) 225 "150 
24x2 “175 — *300 175 “450 250 fis 
3x2 “250 | °375 “500 200 “500 275 "200 
ere 250 | °875 | *500 | °225 | *525 | *275 | °200 
3h x 24 °250 | °375 “500 "250 wy 4s: *300 | -200 
| 34x38 250 | °375 “500 250 550 325 S95 
4 x2h "250 *375 “500 250 DDO 325 B45) 
4 x3 “300 "425 *D00 275 "DID: 325 “220 
4 x3} “300 "425 500 275 “600 | °350 "250 
4. x3 “B00 425 “500 "275 “600 "BDO *250 
4} x 3h “300 425 | °500 | °800 | °625 | “850 | °250 
5 <3 *300 425 “00 “B00 625 “30 250 
5 x34 375 _ “HOO "B25 *625 *375 250 
5 x4 | 875 | — | °500 | °825 | °650 | “400 | “275 
54 x3 yi —_ “00 "825 625 375 250 
54 x 34 "8750 — “DOO Bala *650 “400 276 
Go xs "375 — “500 "520 “650 “400 275 
6 x3} 375 — *D00 350 O75 “400 295 
6 x4 *375 _— *D00 "350 “700 "425 “300 
*64 x3 “370 —_— *D00 B50 ‘700 | °425 “300 
64 x 33 375 — 500 350 ‘700 425 *300 
6h x45 — | 550 | — | 400 | 750 | -450 | -325 
7 x3} — | 525 | — | -875 | °725 | °425 | -300 
7 x4 _ *5d0 —_— “400 “750 "450 *325 
les 3 _ "DTD — ‘400 “750 "475 "S25 
8 x4 — "625 —_ "425 G10 "475 *BZ5 
9 x4 —_— “650 — “450 "825 “DOO *350 
10 x4 —_— 675 — *475 "850 “DDO 375 
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BRITISH STANDARD SECTIONS. 


BULB ANGLES. 


(NOTE :—The Section marked thus * is additional to the British Standard Sections.) 


SS B 


Thickness at 
Correct Standard Web thickness. 
Size. Profile. | Radii. 
tas Fine Masinattla| Minimum | 

AxB t, ty rolled. rolled. r, 1 r, " rs 
Inches. Tnch. Inch. Inch. Inch. Inch, Inch. Inch. Inch. 
5 x3 325 525 B25 “B50 "250 | “600 “B50 “B00 
54 x3 B50 D500 350 B75 *250 650 375 325 
6 x3 375 “D75 B75 400 275 675 “400 B25 
6 x8} “375 ‘75 875 400 275 675 “400 325 
64 x3 375 “O75 B75 “425 1275 ‘700 425 B50 
6} x 3h 400 600 ‘400 | *425 275 700 425 "350 
(hoes “400 "600 “400 “450 "300 ‘750 "450 "B75 
7 x8} 425 625 “425 “450 *300 “750 “450 375 
7x8 "425 625 “425 “475 825 | 800 ‘475 “400 
7h x 34 "425 "+625 "425 475 "B25 "800 ‘475 “400 
8 x3 “425 "625 *425 “HOO 325 "825 “500 400 
8 x 3h “450 “650 450 “BOO 1825 "825 “500 400 
84x38 450 *650 “450 *525 +350 850 525 "425 
8} x 34 “475 675 “475 “525 “350 "850 ‘25 425 
9x8 ‘475 675 “475 “D50 *B50 “900 550 *450 
9 x84 “475 “675 475 *HdO *B50 “900 550 “450 
94 x 84 “500 “700 “DOO “DDO 375 “950 *D50 475 
10 x 3} "525 725 525 *D75 “400 "975 ‘DTD “500 
*104 x 3$ 525 725 525 ‘D75 “400 ‘975 75 “500 
11 x8} *D50 “750 550 625 425 |. 1:050 "625 525 
*114 x 34 “B75 775 *D75 *650 “450 1'100 *650 “550 
12 x3} ‘575 775 “675 *675 “450 1°125 "675 “550 
12 x4 *600 800 *600 675 “450 1°125 “675 “550 


_ Where the thickness of Bulb Angle is greater than the Standard thickness, the fi 
thickness; generally 


ange and web will not be of the same 
for each ‘05 inch increase in the thickness of the web the thickness of the flange will be increased ‘025 inch. 


BRITISH 


BULB TEES. 


STANDARD SECTIONS. 


| eile es 
cad 
wt 75! 
ms 
Thickness at Web 
Standard proaié: thickness. 
Size, -— - — Radii. 
Web. Flange. 
Maximum | Minimum 
= —e- rolled. rolled. | ——— 
vk ova is t t, ad r ae ut ”, 
Inches. Inch. Inch. Inch. Inch. Inch. Inch. Inch. Inch, Inch. 
7xd "425 “425 500 “350 “450 “600 200 | “800 *B00 
8x 54 “450 “450 "525 STD “DOO 675 225 “900 325 
9x 54 “475 “500 5D0 +400 ‘575 ‘750 250 1:000 375 
10x6 *500 “550 ‘575 “425 *625 825 ‘275 1100 “400 
Lx 64 “550 *600 625 “475 ‘675 “900 *B00 1:200 “450 
12 x 64 575 *650 *650 “500 *725 “975 325 1°300 “475 


The standard thickness of flange of Bulb Tees is to be measured at a distance half way between the extreme edges 


of the flanges and the nearer side of the web. 
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(NoTE:—The Section marked thus * is additional to the British Standard Sections.) 


BRITISH STANDARD SECTIONS. 


BULB PLATES. 


Z BARS. 


Size. eS Web thickness, Radii, 


Thickness ’ 
Size. i ete Thickness, Radii. 
Profile. 
| 
~|Maximum | Minimum) 
A’ t rolled. rolled. d r 1, 
Inches. Inch. Inch. Inch. ; Inch. Inch, ACh: 
*h "250 B50 “200 B50 DDO *200 
, | 
6 “300 ‘400 | ‘250 “400 ‘700 | *250 
7 *B50 “450 275 =| +450 “800 “B00 
oo 
8 | 400 525 | *825 “500 ‘900 "B25 
| | 
9 "450 575 |. 850 | 575 | 1:000 | "375 
| 
10 “500 625 | °875 | -625 | 1:100 | “400 
| 
11 550 ‘700 "425 *675 1°200 "450 
12 *600 °725 1°300 475 


Yo - Web. Flanges. | Root. Toe. 
Maximum | Minimum 
— ——_——|—— — rolled, rolled, |———————_ |______ 
Ax Be 6 t t, a ‘ 
Inches, Inch. Inoh, Inch. Inch, Inch, Inch, 
5x8 x8 “B50 “450 DDO “350 "B75 250 
6 x 34 x 34 *375 "475 ‘DTD 375 425 *B00 


7x 34 x 33 “400 “500 600 “400 450 “300 


8x 34x Bh | 425 ‘25 "625 425 450 "325 
9x 34x34 | 450 “550 650 | ‘450 | °475 “350 
10x 3}x 34 | 475 ‘75 “675 "475 500 | 350 


When the thickness of Zed bar is greater than the Standard thickness, the increase 
in thickness of flanges and web will not be the same ; generally, for each 05 inch increase 
in the thickness of the web, the flange will be increased *025 inch. 


——+-— 


BRITISH STANDARD SECTIONS. 


CHANNELS. 


(NOTE ;—The Sections marked thus * are additional to the British Standard Sections.) 


Thickness at Correct 


| Size. Standard Profile. | Web thickness.* Radii. 
uae ee Se ee eee 
| Web and Flanges. (Web. Flange. Macxtinwn Mitton | Root.' Toe. 
- — :Tolled, rolled. ——— 

| AxcBoas t, os | r 
ae er ee Inch, Inch. Inch. Inch. Inch. 
| 6 x8 x8 “B75 475 =| 575 ‘875 “475 “B25 
6 x3hx3} ‘B75 475 | °575 | -875 | :475 "325 
7x8 x8 375 ‘475 575 =| «= 875 “475 "825 
7 x3hx3h | -400 | ‘500 | -600 | . -400 “500 “350 
| *7kx3 x8 | 400 | 500 |  -600 400 “500 | 850 
*7 x 34 x Bh 400 | — *500 600 «400-500 |S “3850 
*8 x3 x3 400 “500 “600 400 “500 "350 
8 x3}x3$ 425 | “525 625 | «425 «| «585 | «S875 
8 x4 x4 | 450 | °550 650s 450 “550 375 
| "8hx8 x8 | 425 “525 “625 «|. °425 525 | «| 875 
*8h x 34 x 34 “450 “550 650 “450 550 | *875 
9 x8kx3$ | °450 “550 650 “450 550 | «= 375 
9x4 x4 | °475 “D75 675 "475 "575 “400 
| "91x38 x3} 450 ‘550 “650 450 “550 875 
| 10 x3hx 3} “475 ‘b7D 675 «| «475 |S °5 75 “400 
| 10 x4 x4 “475 ‘D75 675 “475 =| 575 “400 
| *103 x 34 x 3h “475 "D75 675 «| «475 | *5TS 400 
11 x34x 3} “475 575 «| | °675—| 475 | BTS “400 
| 11 x4 x4 500 "600 ‘700, = 500 | “600 “425 
| *114 x 3h x 3h “500 “600 ‘700 = 500-600 "425 
12 x 34x 3h “500 “600 ‘700 | = *500 “600 425 
12 x4 x4 "525 "625 "725 | "525 "625 “425 
*15 x4 x4 525 625 725 | “B25 "625 425 


The Standard thickness of flanges of Channel bar is to be measured at distances half-way between the extreme edges 


of the flanges and the nearer side of the web. 


The web of Channel bars can vary in thickness between the limits shown in the Table, but the thickness of flange 


remains constant. 
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SINGLE PLATE RUDDER AND STERN FRAME. 


SP 
= 
SINGLE PLATE RUDDER. ARM AT EACH PINTLE N hen STERN FRAME SHOWING SCARPHS WHEN THE 
AND KEY TO MAIN PIECE. i ae STERN FRAME IS IN MORE THAN ONE PIECE, 
(Section 10 and Tables 22, 23 and 24.) Be (Section 9 and Table 1.) 


COUPLINGS OF RUDDER HEADS. 


Horizontal Coupling of Rudder Head. Vertical Coupling of Rudder Head. 
(Section 10 and Table 28.) (Section 10 and Table 28.) 
Rudder Head 9} inches diameter. Rudder Head 9} inches diameter. 


Section through A.B. 


Scarphed Coupling of Rudder Head. 
(Section 10 and Table 23.) 


Rudder Head 94 inches diameter. 


oe = 2 ~ 
a; ne cee 
—_— J _ 


Above 21 feet and not exceeding 27 feet.— 


CL @ @ ‘g SeTqeL pue GT uworz00g) 


'SHAONIYLS ACIS AO LNAWSONVYYV 


9IL 
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ARRANGEMENT OF WEB FRAMES AND SIDE STRINGERS. 
(Section 13 and Table 5.) 


Section at Intermediate 
Section at Web Frame. Frame with Bracket 
under Side Stringer. 


Butt Strap of Side Stringer Face 
Angle at Web Frames, where the 
transverse number does not exceed 69. 


i Seeawes © 


[je 2 oo 


Above 14 feet and not exceeding 16 feet. 


tek je 


Web Frame 
Bracket under 
Side Stringer 

Web Frame 


118 ARRANGEMENT OF WEB FRAMES AND SIDE STRINGERS. 


(Section 13 and Table 5.) 
Section at Intermediate 


Section at Web Frame. Frame with Brackets 
under Side Stringers. 


Butt Strap of Side Stringer Face‘Angle | 
at Web Frames where the transverse | 
number does not exceed 69. —— 


Above 16 feet ana not exceeding 24 feet. 


Elevation showing Web Frames and Intermediate Frames. 


——— 


Web Frame 
Bracket urder | 
Side Stringer 
Bracket under 
Side Stringer. 

Web Frame 


ARRANGEMENT OF WEB FRAMES AND SIDE STRINGERS. 119 
(Section 18 and Table 5.) 


Section at Intermediate 
Frame, with Braokets 
Section at Web Frame, under Side Stringers. 


| 
po i! 
I 
I; 
_ = —> 
! 
! 
4 
i 
3) | 
i 
i 


~ rH 
Butt Strap of Side Stringer Face Angle na \ i 
at Web Frame where the transverse | 
number is above 69 and not ex- aie 
ceeding 1117, Ni il 
i} 


Elevation showing Web Frames and Intermediate Frames. 


Above 24 feet and not exceeding 27 feet. 
es 
i} 
i] 
i 
! 


os oes Ss 5 a 
o& x~ooD x © @ oo 
=& sese ssue = 
re Roe IPE 

nn ~~ 


| 
| 
| 
| 
| 
| 
| 
{ 
! 
| 
i] 
| 
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MIDDLE LINE KEELSONS. . 


(Section 14 and Table 6.) 


ORDINARY KEELSON STANDING UPON . KEELSON WITH INTERCOSTAL KEELSON WITH INTERCOSTAL PLATE | 
FLOORS, WITH BAR KEEL. PLATE AND BAR KEEL. AND FLAT PLATE KEEL. | 

Above 1200 and not exceeding 4700. Above 1200 and not exceeding 4700. Above 1200 and not exceeding 4700. | 

‘ 


Above 4700 and not exceeding 12,400. 
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MIDDLE LINE KEELSONS. SIDE KEELSONS. 
(Section 14 and Table 6.) (Section 14 and Table 6.) 
KEELSON WITH CENTRE THROUGH KEELSON WITH CENTRE THROUGH 
PLATE AND BAR KEEL. PLATE AND FLAT PLATE KEEL. 
Above 1200 and not exceeding 10,000. Above 1200 and not exceeding 10,000. Above 1200 and not exceeding 17,200. 


Above 10,000 and not exceeding 17,200. Above 17,200 and not exceeding 21,000. 


Above 17,200 and not exceeding 36,000, Above 17,200 and not exceeding 36,000. Above 21,000 and not exceeding 36,000. 


122 
SIDE AND BILGE KEELSONS, 
(Section 14 and Table 6.) 


Breadth of Vesse! not exceeding 27 feet. 


! 


Breadth of Vessel above 27 feat and not exceeding 50 feet.—Longitudinal Number not exoeeding 17,200. 


Breadth of Vessel above 27 feet and not exceeding 50 feet.—Longitudinal Number above 17,200 and not exceeding 21,000. 


Breadth of Vessel above 50 feet and not exceeding 54 feet.—Longitudinal Number above 21,000 and not exceeding 36,000. 


WIDELY SPACED BEAMS IN HOLD. 
(Section 21 and Table 12.) 


SKETCH SHOWING BROAD HOLD STRINGER, FACE BAR, BRACKETS SUPPORTING STRINGER, 
“STRONG” HOLD BEAMS AND GUSSET PLATE. 


SECTION. 


PLAN OF BROAD HOLD STRINGER. 


SECTION OF 
“STRONG” BEAM. 
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DEPTH (d) 
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CELLULAR DOUBLE BOTTOMS. 


(Seotion 16 and Tables 8 & 9.) 


FLOOR AT EVERY FRAME. 


eerie SEP el ses veneer Not exceeding 36 feet Breadth of Inner Bottom, ee 
50 4, yy Vessel, 


” 


y 


Floors. 


Intercostal Side Be be 


Girder. 


Saree fl A eer me 


Margin Plate. 7 Tank Side Brackets. 


CELLULAR DOUBLE BOTTOMS. 


(Section 16 and Tables 8 & 9.) 


FLOORS AT ALTERNATE FRAMES. 


Above 28 eet and not exceeding 36 feet Breadth of Inner Bottom. 


[a 84 yy pe oo ” 50 ” y, Vessel. ¥. ea: 


INTERMEDIATE FRAME AND REVERSED 
FRAME AND BRACKETS. 


Bracket. 


VerticalStifeners on 
Side Girders at 
Intermediate Frame 


PLAN. 


Bracket. Bracket. 


Tank Side Brackets. 


J i] 
Bracket. | Intermediate Bracket. 
‘Reversed Frame, eS 


abated ‘mei a aa = Silky eas eB Sed — maik 
- Se ee ee ee 
i 


WATERTIGHT BULKHEAD. 


ARRANGEMENT OF BULB ANGLE STIFFENERS SPACED 30 INCHES APART AND 
BRACKETED AT HEAD AND HEEL. 


(Section 19 and Table 10.) 
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WATERTIGHT BULKHEAD. 


FLANGED PLATE STIFFENERS AND 
HORIZONTAL TIE BARS WITH BULB ANGLE STIFFENERS. 


INTERCOSTAL PLATE. 
(Section 19 and Table 10.) 


(Section 19 and Table 10.) 


—Depth above 24 ft. and not exceeding 26 ft. — 
——— - - - ———_ --- - — —Depth above 24 ft. and not exceeding 26 ft.— - --- 


‘ 
1 
! 


. WATERTIGHT BULKHEAD. 


ARRANGEMENT OF VERTICAL STIFFENERS SPACED 30 INCHES APART IN HOLD AND ’TWEEN DECKS. 
(Section 19 and Table 10.) 


ee a eR ee re SS ==5 
\ 


WATERTIGHT BULKHEAD. 


FLANGED PLATE STIFFENERS AND STIFFENERS IN HOLD AND ’TWEEN 
HORIZONTAL TIE BAR WITH DECKS, 
INTERCOSTAL PLATE IN HOLD. betrcde paenent 

(Section 19 and Table 10.) Nog oli send 


\<—Above 8ft. and notexceeding 9ft.—>} 


] 
| 


Above 16ft. and not exceeding 18 ft, 


l< 


Above 82 ft. and not exceeding 34 ft.— 


Above 17 ft. and not exceeding 18 ft. 
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DIAMOND SHAPED BULKHEAD LINER. 


(Section 19, paragraph 6.) 


SIDE STRINGER BRACKETS AT WATERTIGHT BULKHEADS. 


(Section 15, par. 8 and Section 19, par. 6.) 


Bure Aneie fRAMES — — — —&e — — — Frame ano Reverse frame 


sol =e Rersaes=e = 2 2 ee Sea | 
aie J 
w“ 
Sy SECTION OF SIDE STRINGERS 
= = ~ SINGLE ANGLE ee 
ae, Ny Pas 
= = Boe 
~ & 
ce . 
aed 
* ‘\ 
f 
ry oe ‘ 


Brackets ‘06 of an inch thicker than the Side Stringer Intercosta/ Plate. 


BRACKET PLATE BEAM KNEES. 
(Section 20 and Tables 11 & 12.) 


BEAMS AT ALTERNATE FRAMES. 


D = Depth. B= Breadth. L = Lap, which is not to be less than six times the diameter of rivets. 


Nore :—Where the depth of the bulb plate below the angles is not sufficient to allow of an overlap 
of six times the diameter of the rivets, the knee plates are to be extended to the upper edge of the beams. 
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SOME METHODS OF ATTACHING THE WIDELY SPACED PILLARS 


(Section 22 and Table 15.) 


ATTACHMENT AT HEAD OF A a 
TUBULAR PILLAR. ELEVATION, 


ATTACHMENT AT HEELS. 


se 


* 


ATTACHMENT AT HEAD OF A 
PILLAR FORMED OF DOUBLE 


ELEVATION. 
CHANNELS AND FACE PLATES, 


Ir 


ATTACHMENT AT HEELS. 


ATTACHMENT AT HEAD OF A 
TUBULAR PILLAR, ELEVATION. 


AT HEADS AND HEELS. 


ATTACHMENT AT HEAD OF A 
PILLAR FORMED OF FOUR ANGLES. ELEVATION, 


ATTACHMENT AT HEELS. 


1 
2. 


3. 


Pillars and girders of other form will be admitted provided the same are of equivalent strength to those given in Tables 15 and 16. 


Where no seating is fitted, widely spaced hold pillars are to be stepped when practicable at an intersection of floors and intercostals ; 


but in cases wherein this cannot be done, intercostal brackets are to be fitted on each side of the floors beneath the 
pillars. 


For Scantlings of widely spaced Pillars, and Girders at heads of same, see Tables 15 and 16. 
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SOME METHODS OF ATfACHING THE WIDELY SPACED PILLARS AT HEADS AND HEELS. 


(Section 22 and Table 15.) 


| 
| 
| 
| 
| 
| 
| 
| 


ATTACHMENT AT HEAD OF A 
TUBULAR PILLAR. ELEVATION. 


ATTACHMENT AT HEAD_OF A 
TUBULAR PILLAR. BLEVATION, | 


ATTAOHMENT AT HEELS. 


| ATTACHMENT AT HEAD OF A 
PILLAR FORMED OF FOUR ANGLES. ELEVATION. 


ATTACHMENT AT HEELS. 


ATTACHMENT AT HEELS 
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--2nd' DECK. 
N 


WIDELY SPACED PILLARS. 


METHOD OF ESTIMATING NUMBERS FOR REGULATING SIZES OF PILLARS. (Section 22 and Table 15.) 


! 
(So Bate how Ree = S = SPAN. aoe eae oe er Beane > 


‘ 26 ft. centre to centre. 


fe a ee fon ns a S= SPAN. nee = 
UPPER DECK. 20 ft. centre to centre. 


SxBx«H 
Pillars —_——_— = —— = 44. 
100 100 


20: x 17 x 18 


METHOD OF ESTIMATING NUMBERS FOR REGULATING SIZES OF PILLARS. 


UPPER DECK. 


| 
| 
| 
! 
\ 
{ 
~ VESSEL WHERE TWo Rows ~ | 
| 
| 
{ 
| 
| 


UPPER DECK. 


WIDELY SPACED PILLARS. 


(Section 22 and Table 15.) 


Te 
xe 
hy 


B = 17 ft. 
ONE-THIRD BREADTH OF 


OF PILLARS ARE FITTED. 


- ——+— LENGTH OF PILLAR, —- —- — — 


| 

| 

B = 17 tt. | ; 

ONE-THIRD BREADTH OF VESSEL 

WHERE TWO ROWS OF PILLARS” 2 
ARE FITTED, ° 

1] 

: & 
} 4 

| 


185 


136 


WIDELY SPACED PILLARS. 


METHOD OF ESTIMATING NUMBERS FOR REGULATING SIZES OF PILLARS. 
(Section 22 and Table 15.) 


me ; az S = SPAN. on agate a 
' 
' 


26 ft. centre to centre. 
AWNING OR SHELTER OR BRIDGE DECK. 


pe er pn eed Ee ery ea ro re eed 


UPPER DECK. 
—o peat tee! 
\ 


and..DEOK. 


26 x 17 x 18 _ 79 for Hold Pillars 
100 
Pillars SxBxH _ 26 x 17 x 10 _ 44 for Lower “I'ween Deck Pillars. 
100 =a 100 
26 x 17 x 5 


i 


508 22 for Upper “I'ween Deck Pillars. 


WIDELY SPACED PILLARS. 


METHOD OF ESTIMATING NUMBERS FOR REGULATING SIZES OF PILLARS. 
(Section 22 and Table 15.) 


eee ie 


AWNING OR SHELTER T& : 
OR BRIDGE DECK, i! é 


= ! 


if & 
i & 
, € 
ao 
- 
; " 
D 2nd DEOK. | rt 
5) St 
ela 
| Pa —4 
sede aie ec, \'| 
\ | | \J 
| ' 
I ' 
! aan 
1 ‘ | 
i ' < 
1 
' B = 178. vs 
= I 
“> ONE-THIRD BREADTH OF ” = 
\ VESSEL WHERE TWO ROWS | i) 
| OF PILLARS ARB FITTED, ' a 
1 i o 
\ z% 
\ 
| 
| 
t 
1 
1 
b 
t 
' 
1 


138 GIRDERS AT HEADS OF WIDELY SPACED PILLARS. 


METHOD OF ESTIMATING NUMBERS FOR REGULATING SCANTLINGS OF GIRDERS. 
(Section 22 and Table 16.) 


a oe S = SPAN. te 
UPPER DEOK. 26 ft. centre to centre. 1 
| 
F tcc i. 
. S?x*BxH 26° x 17 x 5 
Girders — —@ ———_-_ «=. =_ 4-. 
100 100 
UPPER DECK, 


Geen S = span. = eel 


20 ft. centre to centre. 


Girders S¢x BxH — 20 x17 x13 _ 884. 


100 7 100 


GIRDERS AT HEADS OF WIDELY SPACED PILLARS, 


METHOD OF ESTIMATING NUMBERS FOR REGULATING SCANTLINGS OF GIRDERS. 
(Section 22 and Table 16.) 


— 4 - Jt 
Wakes 


' 
resi 
! ! 
1 ’ 
' ' 
1 ' 
1 ' 

1 
Be 
fat 


B = 17tt. 
ONE-THIRD BREADTH OF VESSEL 


eth, oe eet! ah 


| 
i} 
| 
| 
| 
| 
| 
' 
| 
(© ~ wHERE TWo ROWS OF PILLARS 
! 
| 
' 
' 
| 
| 


ARE FITTED. 
cA 
rol 
toe 
el 
; it 
] eles 
1 
| a 
’ 1 3 j- | 
] pena ——] 
goa nal neers at See ff 
\ * 
ue = fe ha 


UPPER DECK. 


2nd DECK. 


B =17 ft. 


ONE-THIRD BREADTH OF 
VESSEL WHERE TWO ROWS 
o¥ PILLARS ARE FITTED. 


~-------y%-- -----> 
| 


(- 
' 
‘ 
{ 
t-- 


ia cs er ae 5 


— 
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GIRDERS AT HEADS OF WIDELY SPACED PILLARS. 


METHOD OF ESTIMATING NUMBERS FOR REGULATING SCANTLINGS OF GIRDERS. 
(Section 22 and Table 16.) 


lee S = SPAN. 
AWNING OR SHELTER OR 26 ft. centre to centre. € 


BRIDGE DECK. ik : —— ay 


e 
1 
' 
' 
' 
' 
' 
' 
' 
‘ 
= 


ae: es 


2nd DECK, 


26? x 17 x 8 _ g19 for 2nd Deck. 


100 
2 26° 5 
Girders Sox Boum ne Ox TT SO eee er a Upper Deck. 
va 100 a 100 


a6" x 17x: 5 


100 574 for Awning or Shelter Deck or Bridge Deck. 
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GIRDERS AT HEADS OF WIDELY SPACED PILLARS. 


METHOD OF ESTIMATING NUMBERS FOR REGULATING SCANTLINGS OF GIRDERS. 
(Section 22 and Table 16.) 


AWNING OR SHELTER OR Ie 
BRIDGE DECK. a 


UPPER DEOK. \ 
pate an a 
Ser + 
\ ee 
] 1! 
| By 
1 
| 14 
i} fei 
veal 
2nd DEOK. fad 
SEG Sees 3 7] r= 
1 
ae? 
-- 4 | 
1 
ie 
: 
be J | 
\ 
| 
I 


' 

| 

| 

} 

| 

| 

{ 

B = 17tt. 

— ONE-THIRD BREADTH OF ~——> 
| VESSEL WHERE TWO ROWS OF | 
\ PILLARS ARE FITTED. : 
| 

! 

' 

| 

1 

1 

| 

| 

| 


x 
' 
1 
i} 
! 
4 
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HATCHWAYS. 
(Section 32.) 


WEB PLATE BEAMS WITH FORE AND AFTERS. 


WeaTHER Deck HATcHWays. HarcHWAYS BELOW THE WEATHER DECK. 


Elevation at Side, 


Elevations at Side. 


HATCHWAYS., 


(Section 32.) 


WEB PLATE BEAMS WITHOUT FORE AND AFTERS. 


WEATHER Deck HATOHWAYsS. 


Elevation at Side. 


HaTCHWAYS BELOW THE WEATHER DECK. 


Elevation at Side. 


-.~~- Above 16 and not exceeding 18 feet ----~- — 
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STRENGTHENING AT BREAK OF RAISED QUARTER DECK. 


(Section 46, paragraphs 4, 5, 6 and 7.) 


Paragraph 6.—Where the Longitudinal number exceeds 15,000 or the Vessel is over 134 depths to length, Bridge Deck. 
at upper deok, the break bulkhead is to be not less than four frame spaces abaft the after end of the -- 


Engine room opening. 


Be te AS LE AE SARE TS 


Decks 2 to 3 
frame spaces. 


Bridge Deok. 


‘ Paragraph 7.—Where the Longitudinal number is above 18,200 and not exceeding 19,500, &e. 


iY SD a a A oT, SM 


Scarph of Decks 
4 frame spaces. ;+— 


See 
Paragraph 6. 


Bridge Deck. 


Paragraph 7,—Where the Longitudinal Number is above 19.500, &c. 


Scarph of Decks 


See 
5 frame spaces. Paragraph 6. 
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PARTIAL BULKHEAD IN SAILING VESSELS. 


WHERE THE MOULDED DEPTH IS ABOVE 27 FEET AND NOT EXCEEDING 33 FEET. 


(Section 47, paragraph 4.) 


‘ld 88 Fuspecoxe you puke *y LZ eAoge jy3deg papjnow 


Double 
riveted seam. 
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VESSELS INTENDED TO CARRY OIL IN BULK. 


COFFERDAM BULKHEADS. 


ARRANGEMENT OF STIFFENING INSIDE COFFERDAMS. 


(Section 59.) 


| 


—— 
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VESSELS INTENDED TO CARRY OIL IN BULK. 


COFFERDAM BULKHEADS. 
ARRANGEMENT OF STIFFENING INSIDE COFFERDAMS ARRANGEMENT OF STIFFENING INSIDE 
IN WAY OF KEELSONS. | COFFERDAMS CLEAR OF KEELSONS. 
(Section 59.) | (Section 59.) 
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VESSELS INTENDED TO CARRY OIL IN BULK. 


ee i ee 8 eee 


TRANSVERSE BULKHEAD. 
(Section 58 and Table 35.) 


Bulb Angle Stiffeners. Web Plate Stiffeners. 
(Par. 5.) (Par. 8.) 


a= 


— 
\ 
! 


a4 


i 
f | 
| ! 
| 


| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
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VESSELS INTENDED TO CARRY OIL IN BULK. 


MIDDLE LINE BULKHEAD. 
(Section 60 and Table 35.) 


Bulb Angle Stiffeners. Web Plate Stiffeners. 
(Par. 5.) 


(Par. 4.) 
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VESSELS INTENDED TO CARRY _ OIL IN BULK. 


Brackets in way of ends of Horizontal Girders at junction of Transverse and Middle 
| Bulkheads. 


(Section 58, par. 9, and Section 60, par. 7.) 


Brackets attaching Side Stringers to Transverse Bulkheads. 
(Section 57, par. 6, and Section 58, par. 9.) 


| 1504 
VESSELS INTENDED TO CARRY OIL _IN BULK. 


ARRANGEMENT OF REELED RIVETING IN FLAT KEEL ANGLES, SINGLE BULKHEAD FRAMES, &c. 


ANGLES 5” x 5". 
Rivets spaced 5 diameters centre to centre. 


, Planed off for caulking. ai > exntreto contre : 


2" Rivets. 


Planed off for ‘enieane ie centre to centre. “4 


|] ©. © © 6 @-} 
o- ® 


ANGLES 6” x 6". 


5 diameters 4 
centre to centre. 


1” Rivets. 


1}"" Rivets. 


1}" Rivets. 


7 ae. : on » 1 
AIO) oust Sr iA 


) pacmIDNA 33% TAABOMA aMryavie sara THOR dia 


TABLES 
SCANTLINGS AND EQUIPMENT 


STEEL VESSELS. 
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KEELS, STEMS, and STERNPOSTS. TABLE Ll. 
STERN- STERN FRAMES STERN- STERN FRAMES 
LONGITUDINAL POSTS WITH LONGITUDINAL POSTS WITH 
NUMBER. KEELS, | STEMS. | WITHOUT APERTURES. NUMBER. KEELS STEMS. WITHOUT APERTURES. 
L x (B+D). APER- = L x (B+D). APER- 
TURES. |} Propeller Rudder TURES. Propeller Rudder 
Post. Post. Post. Post. 
not Inches. Inches. Inches. Inches. Inches. not Inches. Inches. Inches. Inches. Inches. 
Above exceedin Above exceeding 
2100 = 270016 x 141511351 x 1451x245 x23 116300 = 17500] 93 x 23] 82x 23] 84x 28] 8h x 53) 73x 53 


2700 ,, 3350161 x 145} x 1454 x 145} x 2354 x 23 [17500 ,, 1890010 x23] 9 x28] 9 x28) 9 x 53) 8 x 53 
3350 ,, 4000163 x 14153 x 1353 x 1153 x 235} x23 418900 ,, 2050010 x 2319 x29 x29 x 6|8 x 6 
4000 ,, 4650168 x 12153 x 1353x1353 x3 53x31} 120500 ,, 22300]103 x 23] 94x 23] 93x 23] 9x 6 | 8Ex 6 


9 
91x 63) 8x 6} 
24300 ,, 2650011 x 23110 x 2310 x 230 x 64 


4650 , 53007 x16 x136 x16 x3153x33{ [22300 ,, 24300110} x 23] 93 x 23] 92 x 23 


5300 ,, 5950/77 x13i6 x13I6 x1316 x 335} x3} 


5950 , 660017} x 13164 x 18164 x 13161 x 33.53 x33] f26500 , 289001 x 2710 x 2910 x 270 x 7 


9 

9 
6600 , 725017} x 1463 x13]64 x 17)64 x4 53x4] fes900 , 31500113 x 2710 x 23{10 x3 flo x 739 x 73 
7950 , 790071 x1zfer x riley x 161x445 x43! 31500 , 34300115 x3 Loy x 2305 x3 froyx 739 x 7 
7900 ,, 8550171x2 l6tx 12161.x2 [61 x 4353 x44 [84300 , 3730012 x3 [103 x23H03x3sLO}x 8) 9 x 8 
8550 ,, 920017} x 2863 x 12163 x 24163 «436 x44 87300 , 405001 — 103x220} x33{10}x 84 9 x 8} 
9200 , 9850173 x 263 x2 lor x 2H 63x 436 x41 [40500 , 43900) — [11 x2zf1 x3yhd x 8} 93x 8} 
9850 ,. 10500173 x 21163 x2 [oz x 2163x436 x43} [3900 , 47500) — fi x3 fll x3g1 x 9 | 93x 9 
10500 , 11150173 x 23163 x 21163 x 2e63x5 6 x5] [47500 , 51300 — ur xaifta x31 x 93] 93x 9} 
11150 , 118008 x27 x2il7 x27 x5 64x5| 51300 , 55300) — [r13x3yt14x3s]l1px 9310 x94 
11800 , 1250083 x 22173 x 2471 x 2874 x5 (64x5| [55300 , 59700 — [11g x 3,114 x3gh1gx10 10 x10 
12500 , 1330083 x 23173 x 24174 x 21171 x 5164 x54] [59700 , 64500, — fi13x 3114x3312 x10 103 x 10 
13300 , 1420083 x 24173 x 21{73 x 24l74 x 5463 x54] [64500 , 69700, — |12 x3i[12 x312 x 103/103 x 103 
14200 , 1520084 x 22173 x 28I73 x 22\74. x 5463 x 5H [69700 , 753001 — [12 x32 x3z{12)x10311 x 103 
15200 ,, 1630019 x2a8 x28 x28 x537 x53) (75300 , 810001 — 12 x3ihe x4 fl2px11 1 x1 


The sectional area of the sole piece of stern frame is to be increased 15 per cent. beyond the sectional area of the propeller post. 


The thickness of the sides of the boss of the propeller post is to be not less than three-fifths that required by the Table for the 
propeller post. 


i ee powered single screw vessels the dimensions of the stern frame will require to be increased to the satisfaction of the 
ommittee. 
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FRAMES with SINGLE REVERSED FRAMES. TABLE &, 


(See Continuation.) 


DEPTH d AT MIDDLE OF LENGTH FROM TOP OF FLOORS AT CENTRE IN WAY OF 
TRANSVERSE 5 SINGLE BOTTOMS, AND FROM TOP OF MARGIN PLATE IN WAY OF DOUBLE BOTTOMS, 
TO TOP OF LOWEST TIER OF BEAMS AT SIDE. See SKETCH ON PAGE 21, 


FRAME | FRAMING IN a A hl wa Prven aa 
aoene: SPACING. PEAKS. Feet. Feet. Feet. Feet. Feet. | Feet, 
: not not not not not not 
B a D Above exceeding | Above exceeding | Above exceeding | Above exceeding | Above exceeding | Above exceeding 
7 and 8 8 and 9 9 and 10 10 «4 jl 11 sm 12 | JQ and 13 
<— — — — — ONE SIDE STRINGER. — -——> 
i Peat. a ation: : Tokea) psi et inches. : ties [ inches. matics: | } atten” inches. 
9/91 ose 1 bien. a 1 y .94/91h ly .94{ 
Above patainy Frames .. .. ‘| 21 x 24 x +22 24 x 24 x 22 29 x 23 x 22 23 x E } x 24 23 x 2 x 24 
| 96 O. | 
98 ot 95 | 20° | mevereea trames..| 24 x 24 x -22|24 x 24 X +22 21 x2) x -22|24 x 24 x -22/24 x 24 X -24| 
Depth of framing. .| 2 } 2 1 24 24 24 
fumes. Oa x BE x 122/23 xB x +22 2h xh x 24/2} x25 x 24/2 x 2} x 24/8 x 2h x -24 
25 , 27 | 20 | reverses trames..| 24 x 24 x +22/24 x 24 X -22/24 x 24 X -22 2) x 2) x 24/91 x 2b x 24/25 x 25 x +24 | 
Depth of framing... 24 24 23 24 28 | 3. 
Wem. 1. 1 DHX DEX 24194 X 2h x 24 94 x2 x 24/3 X25X -24/8 x2hx-24/8 x2hx-24/8 x8 x -24 
| ¢ ¢ S 9 
27 ,, 29 | 203 | neversea trames... 24 x 24 x +22 | 24 x 91 x .92|91 x 21 x -24|24 x 24 x 24/25 x 24 x -24 | ah x 2h x 24/24 x 23 x -24 
Depth of framing. | 24 24 24 8 3 8 | 3 
Frames .. .. .{ 24 X 24 X -24| 24 x Qh x 24/8 x2hx 24/38 X2bx 24/8 xX2hX 24/8 XB X-24/8 XB X 26 
29 ,, B1 | 204 | neverseatrames..) 24x 24 X +24] 24 X By X +24 a1 x 91 x -24| 24 x 94 x 24/24 x 2 x +24 25 x 25 x +24 24 x 24 x +26 
Depth of framing..| 24 24 : 3 3 3 3 3 
Frames... lB X2EX 24/8 X25 xX 24/8 x2hx -24|8 xQbx 24/8 XB X-24/3 XB X-26/8 XB x28 
31 ,, 33 | 21 | Reversed frames..| 24 X 24 X -24 21 x21 x 24/24 x 2b x +24) 25 x 25 x -24 oi x oh x -24| 24 x 24 x -26| 25 x 23 x -28 
Depth of framing.. 3 3 3 3 3 3 3 


Frames “lg xQhx-24|3 xQhx-24/8 x2hbx-24/8 xB x -24/3 XB X +263 
38, 35 | 21 | meversea trames..| 24 x 2) X -24 25 X ak x 24/24 x 2b x -24| 2) x 23 x -24 2h x 2h x -26|2 } 1 
’ | pepth of framing.. 3 3 3 3 3 3 8 


. Frames iB xghx-26/3 x2}x-26|8 x8 x-24/8 xB x-26/8 XB X-28/B XB x28 3X8 Xx -28 

35 ,, 37 | 214 | neversea trames..| 94 x 24 x +26) 2 X 2h x +26 ai x ah x -24/ 294 x 25 x -26 ai x Qh x -28| 24 x 2b x -28/3 x 2} x +28 
Depth of framing.. 3 3 8 8 3 3 g 

yams... AB x8 26/8 XB xX -26/8 xB X-26/8 x8 X+28/8 XB x+28/3 X38 x -28 34x38 X -28 

37 ,, 39 | 214 | reversea trames..| 24 x 24 x +26) 2) x 2 x +26 2h x 9h x -26|24 x 24 x -28| 2) x 25 x -28/3 x 24 x -28/38 x25 x -28 
Depthof framing.. 38 3 8 B} 8 3 34 

yume . . 18 x8 X-26/8 x3 X-26/8 X8 X-28/8 XB X-28/8 XB X-28 33x38 x-28/82 x3 x-2 

39 ,, 42 | 22 | reversed trames..| 24 x 24 x -26| 24 x 23 X +26 24 x 2h x 28/94 x 2h x 28/3 x23 x 28/3 x24 x -28)38 x8 X-2 
Depth of framing. 3 | 3 3 3 3 34 | 8 


Frames 18 X38 X-28/3 x8 xX-28)}8 X38 X:28/3 xX 
42 ,, 45 | 22 | reversed trames../ 2) X 2} X +28) 25 X 21 x -28/94 x 25 x -28/3 x 2 
Depth of framing... 3 3 3 3 34 3h 4 
Frames .. «- | 85 x 80/35 x3 x 30 34 x8 x 80/35 x3 x -30 34x83 xX -30/4 x3 x -30\4 x3 xX -30 
45 ,, 48 |: 224 | noversea trames../ 24 x 24 x -30| 24 x 23 X -80| 25 x 24 x -80/3 x 25x -30/8 x3 x -30/3 x8 x-80\38 x8 x-80 
Depth of framing..| | 34 3h 34 34 34 4 4 


Frames... ./ 8X8 X 30/358 Xx -B0/85 XB xX -BOl/4 xB x -80)4 x8 x -B0|4 XB x-B2\4 x8 X°3 

48 ,, 51 | 22) | reversoatames..|3 X24 Xx -B0/3 X25 +30/8 X38 X-30/8 X38 x -30/8 x3 X-30/8 xB Xx 82/384 x8 x -83 
Depth of framing... 84 34 34 4 4 4 4g 

yume. . j85x8 x-80/35x8 X-80/4 x8 X-BO/4 xB x-B0/4 xB x-B2/4 XB x -B2/4 XB X “BB 

51, 54 | 28 | meverseatrames..|8 x8 X-B0/3 x8 X-30/8 x38 X-80/38$x3 Xx -30 3h x38 X-82/8) x38 x-82/4 x8 x -82 
a Depth of framing... 34 34 4 43 | 44 44 5 

mums. . 4 x8 x-30/4 x8 x-80/4 x8 x-80/4 x8 X-32/4 x8 X-82\4 XB X-B4/4 x8 xX “84 

54, 57 23 Reversed frames...3 X38 X-30/3 X3 X °30 34X38 x-80/85 X38 x -32/4 x3 x -B2)4 XB x “Bd 4x3 xX -B4 
ee Depth of framing.. 4 | i> 4h 43 5 5 | 53 

Frames... 14X83 X-830/43 x8 80/45 x8 x 82/45 x8 x 32\4h x3 x-84/4}x3 x -34/45 X38 x -36 

57 ,, 60 | 28 | meversoatrames...8 X38 X-B0/3 XB X-80/8 x8 Xx -82/8$x8 x -B2/8ZxB Xx -B4/4 XB X-B4)4 XB X 36 


| Depth of framing.. 4 4h : ] 5x 
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FRAMES with SINGLE REVERSED FRAMES. fea natinuatia 


| TABLE Y. 
DEPTH (d) AT MIDDLE OF LENGTH FROM TOP OF FLOORS AT CENTRE IN WAY OF SINGLE BOTTOMS, 
TRANSVERSE AND FROM TOP OF MARGIN PLATE IN WAY OF DOUBLE BOTTOMS, TO TOP OF LOWEST TIER OF 
BEAMS AT SIDE, See SKETCH ON PAGE 21, 
FRAME 
NUMBER. 
| SPACING. Feet. Feet. Feet. Feet. Feet. Feet. Feet, 
not not not not not not not 
B + D Above exceeding | Above exceeding Above exceeding Above exceeding Above exceeding Above exceeding Above exceeding 
13 ana 14 14 ana 15 15 ana 16 16 and 17 17 ona 18 18 ona 19 19 ana 20 
| MALO, < =< “TWO SIDE STRINGERS—— oe e888 ee. 
STRINGER. 
Feet, “tnohes, a inches. > inches. inches. inches. inches. inches. 
Above exoseding Frames... - | | 
23 ana 25 20 Reversed frames .. | 
Depth of framing.. 
| je | Frames ‘* : wae a ; F a é 
Be ag cad: 20 Reversed frames.. 
| Depth of framing. . 
Frames 7 Fon 7 
27 ~«, 29 203 Reversed frames .. 
Depth of framing.. 
Frames ae of! 3° x3 x 28 | 
29° ,, $2 204 Reversed frames... 25 x a4 ped 28 | 
Depth of framing.. é ~ 
Frames 18 x3 x 28/3 x3 xX -28 a : ‘ 
oll eS 21 Reversed frames .. 24 x 24 x 28/3 x 24 xX +28 
| Depth of framing... 3 4 
| Frames .. -- «-|3 X38 X +28 33x 3 X +38 34x38 <eoe 
Gy Eee ab 21 Reversed frames ..| 3 x 24 x -28 3 x 24 x -28/3 x38 xX-28 
Depth of framing.. 3 33 34 
| Frames .. .. 34 x3 xX -28 3h x 30 x 28 4 X83 X--298/4 x3 x-30 
| 35 ,, 87 | 214 | Reverseatrames../3 x 24x -28/3 x3 X-28/8 X38 X-28/3 x8 x -30 
Depth of framing.. 33 3h A 4 
Frames... 3X8 X-28/4 X38 X-28/4 X8 X-30/4 x8 x-30/4 X8 x -82 
87 ,, 39 | 214 | Reverseatrames../3 x3 x -28/3 xB X-28/3 XB X-80/35 x3 x -B0/4 X3 xX -B2 
Depth of framing.. 34 4 4 44 5 
Frames... «4X3 X-28/4 XB x-B0/4 XB X-B0/4 xB x-B2/4 XB x -B4/4 XB X +36 
39 ,, 42 | 22 | Reversoatrames../3 x3 x-28'3 X38 x-30/85 3 X-30/4 x3 x -32/45x8 x 34 44X83 xX +36 
Depth of framing.. 4 | 4 44 5 54 | 53 
ieee eae eee meet = eer z= ere eeen pee) SE 
Frames... 4 XB X-B0/4 XB X-B0/4 XB X-B2/4 XB xX -B4/4 XB X36 45 XB X +36 
42 , 45 | 22 | Reverseatrames...3 x3 x-30/35x3 x-30/4 XB x -B2/4bx3 x -B4/45X3 x -B6)49X3 X +36) 
Depth of framing.. 4 rl b 5 5} 54 6 
Fane. -|4 XB x-BOld XB X-g2/4 xB Xx -B4ld xB x-Bo/4hx3 x-B6/4EXB Xx -38 
, 45, 48.| 22) | Reverseatrames...31 x3 x -30 4 x3 x -82/44XB x -B4/4b XB x -BEl4EXB X-BEl4EXS x 38 
Depth of framing.. 4 , 5 5} 5} 6 6 
Frames... «14 XB X-32 4 XB X-B4l4 XB X-36/45xB x -B6/45x3 x -88/45 xB x -38 
48 4 51 | 22) | Reversoatrames...4 x 3 x 32/45 x3 x-B4/4b x3 x -36/45 x3 X-B6/49 X38 X-B8/5 XB Xx +38 
Depth of framing. | 54 5} 6 6 63 
Frames .. .. Ge sea. RTT Pl x3 xX +36 43 x 8 X +36 4x3 X +38 43x 8 X +38 4x 8 x -40 
51 ,, 54 | 23 | Reverseatrames...4l xg x -34 45x38 X-86/45X8 X-36/45X3 x -38/5 XB X-38/5 X38 x -40 
j Depth of framing.. 54 | 54 6 6 64 63 
Frames... 14 X3 X-36/4bX3 x-B6/4b x3 x -88/45 x8 x -88/45 xB x -40/5 XB x -40 
54 ,, 57 | 28 | Reversedtrames.. 41 x3 x -86 45x38 X-86/45 X38 X-38/5 XB x-88/5 x8 x-40)5 xB x -40 
Depth of framing. 54 6 6 6s 64 7 
| Frames .. .. -/44x3 x-36/45X3 X-88/45X8 X-88(45X3 X-40/5 x3 x -40)5 
ve a (60 232 Reversed frames.. 44 x3 x -36/44 x8 X-88/5 <8 X-38/5 x38 x-40|/5 x3 X-40)5 
| Depth of framing.. 6 6 


TRANSVERSE 


NUMBER. 


B+D 


FRAME 
SPACING. 
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FRAMES with SINGLE REVERSED FRAMES. 


DEPTH (d) AT MIDDLE OF LENGTH FROM TOP OF FLOORS AT CENTRE IN WAY OF SINGLE BOTTOMS, 
PLATE IN WAY OF DOUBLE BOTTOMS, TO TOP OF LOWEST TIER OF 
SKETCH ON PAGE 21, 


AND FROM TOP OF MARGIN 


Feet. 


Above 


exceeding 


20 ma 21° 


not 


BEAMS AT SIDE. 


See 


Feet. 


Above 


21 


not 
exceeding 


and 22 


Feet. 


Above 


22 


and 


not 
exceeding 


23 


Feet. 


not 
Above 


23 od 24 


exceeding 


Feet. 


Above 


24 


and 


25 


not 
exceeding | Above 


TABEE oo. 


(See Continuation.) 


Feet. 
not 
exceeding | Above 


25 ona 26 26 


Feet. 


not 


exceeding 


and 27 


TWO SIDE 
STRINGERS, 


Feet. 


n 
exceeling 


and 95 


Above 


23 


inches 


20 


Frames o 
Reversed frames... 
Depth of framing.. 


25 


20 


Frames 
Reversed frames .. 
Depth of framing.. 


inches. 


-THREE SIDE 


STRINGERS. — 


> 


inches. 


inches. 


inches. 


27 


Frames os 
Reversed frames .. 
Depth of framing.. 


29 


Frames 
Reversed frames.. 
Depth of framing.. 


inches. 


31 


21 


21 


Frames 
Reversed frames... 
Depthiof framing... 


Frames 
Reversed frames .. 
Depth of framing.. 


22 


Frames 
Reversed frames .. 
Depth of framing... 


Frames 
Reversed frames.. 
Depth of framing.. 


Frames 
Reversed frames.. 
Depthiof framing.. 


Frames 
Reversed frames... 
Depth of framing... 


23 


23 


Frames 
Reversed frames .. 
Depth of framing.. 


Frames 
Reversed frames .. 
Depth of framing.. 


Frames 
Reversed frames .. 
Depth of framing... 


Frames 
Reversed frames... 
Depth of framing. . 


Frames 
Reversed frames... 
Depth of framing.. 


5 x8 
54 x 


51x38 
54 x8 
8 


42/5 x8 
42/558 


5 


2 


bE XB xX -44/53 x8 


73 


8 


5b x3 


5} x8 
8 


8 


64 x 3h x -48 | 
64 x 84 x -48| 
9} 
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FRAMES with SINGLE REVERSED FRAMES. 


DEPTH 


TABLE fe: 


(See Continuation.) 


(d) AT MIDDLE OF LENGTH FROM TOP OF FLOORS AT CENTRE IN WAY OF 
SINGLE BOTTOMS, AND FROM TOP OF MARGIN PLATE IN WAY OF DOUBLE BOTTOMS, 


TO TOP OF LOWEST TIER OF BEAMS AT SIDE. See SKETCH ON PAGE 21. 


8 


TRANSVERSE 
FRAME FRAMING IN 
NUMBER. 
SPACING + PEAKS. Feet, Feet. 
not not 
B -} D Above exceeding | Above exceeding | 
7 and 8 and 9 


Feet. 
not 
exceeding 


and 10) 


Above 
9 


Feet. 
ot 
Above exceeding 


10 ana 11 


Feet. 
not. 
exceeding 


and 1 2 


Above 


11 


Feet. 
not. 
exceeding 


13 


Above 


12 


and 


<—- 


ee eek eee eo Cae 


dS fo FT My aed clic Lema amcneset ir~ ater 


inches. 


Feet inches, inches, inches. inches. inones. inches. inches. 

fro oe Frames 44x83 x -82/4bx3 x -32/44x3 x-32/44 x3 x-B4/45 x3 x 34/44 x3 x 86/45 X83 x -B6 
60 ana 63 | 234 | Reverseatrames..|3 X83 Xx -32/8 xB x-32/8hx 3 x-32/8bx3B x-B4/4 xB x-B4/4 xB x -86/45x3 x -86 

Depth of framing.. 4 h 4 L D 5 54 5 5 6 

Frames 5 x8 xX-B215 x8 x-32/5 x8 x-34/5 x8 x-34/5 X38 X-365 xB x-36/5 XB x -38 
63 ,, 66 | 24 | Reverseatrames..3 X83 X 32/8 x8 x-B2/8 x8 x-84/385x3 x-B4/8h x8 x -36/4 xB xX -B6/4 XB X +38 

Depth of framing... 5 5 5 5 : 5} 1 6 6 

Frames J5 x8 x-B4/5 x8 x-84/5 xB X-34/5 X38 X-36/5 XB x-36]5 x 35x -38/5 x 3d x -38 
6655, 769 24 Reversed frames..|3 %* 38 X-34/3 X83 X +34 34 X83 X 34 34 X38 X°36)/4 X38 X-386]4 xX 34 x +38 4 x 33 x +38 

Depth of framing.. 5 5 4 52 6 6 64 

von | y X By Xx -B4) 54 x BE x B65 x Bh x -B6| 5g x BE X 86/5 X By X -BB) HY X By X -BB | 5y X By x “40 
69, 72 | 24% | Reverseatrames..|8 x8 X-34/3 xx -36/3 x 8x -36/34 x 34 x -36/3} x 34 x 88/4 x BEX +38/4 x By x -40 

Depth of framing.. 53 ae 54 ae 53 6 6 64 _s CC 

ponies 53 x8hx 84, 54 x 33 x -36| 54 x 34 x -38| 54 x 34 x 88/54 x 84 x -40| 5p X 3g Xx “40 
72, 75 | 24% | Reverseatrames..|8 x 84 X +34 ah x 3h x -36/34 x 34 x 38/4 x 34x -B8/4 x Bh x 40/45 x 3} x +40 

Depth of framing.. 5 b 9 6 6 63 6 7 af i 

—. shxaix-36) (54x 38hx -38/54 x34 x -38/54 x 32 x 40/54 x 84 x -40| 5g X 3D X +42 
Tbs, 2878 25 Reversed frames... 3 X 34 X 36 34 x 34 X+38)/4 xX 34 xX -38)4 xX 34 x -40 45 x 33 x -40 43 * By x +42 

Depth of framing.. 54 a 6 64 6 4 7 7 

eames 6 x 3b x +36 6 x3hx-38/6 x3hx-40/6 x 84x -40/6 xX Bb -42/6 xX 3p xX 42 
78 ,, 81 | 254 | Reverseatrames..|3 x 34 X 36 33 x 3h x 38/34 x 34x -40/4 x3bx-40/4 x8) x -42| 45 x 89 x -42 

Depth of framing. 6 a 64 64 i i 72 

easton 6 x3hx-38| ~|6 x3bx-40l6 x3hx-40/6 x3hx 42/6 x 8px 42/6 X83 x -44 
81 2 84 26 Reversed frames..|38 XX 34 xX 88 34 x 84 x 40/4 X 33 x -40}/4 xX 34 x -42 44 x 33 x 42 43 x By x +44 

Depth of framing. 6 bd 64 7 7 7% 7 

wast on 64 x 84 x 38 : 7 64 x 34 x -40 64 x 3) x -42 64 x 33 x +42 64 x 34 x -44 64x 34 x +44 
84, 87 | 264 | Reverseatrames..|3 x 34 x +38 ah x 3h x 40/34 x 34x 42/4 x 8b 42/4 x Bd x 44/49 x BD X 44 

Depth of framing.. 1 te 7 vi 74 1% 8 

Piativg Jekx3hx-4o] s« HX BE x -42/ 64 x BE x -42/ 64 x BE x -44/ 64 x Bd x -44| 6D X BD X -46 
Ot 4,2 690 27 Reversed frames..|38 34 x 40 34 x 34 X-42/4 xX 34 xX -42/4 xX 33 xX 44 4 x 33 x 44 43 5 3p x +46 

Depth of framing.. 65 se Vi 74 4 8 8 a 

Frames |7 x84 x -40 7 x3bx-44/7 x3hx-44/7 xBbx-46/7 x35 x-46|7 x84 x -48 
90, 93 | 273 | meversea trames..|8 x 84 x -40 gh x3hx-44|4 x3hx-44]4 x 34x -46/45 x 84x -46/5 x BD X 48 

Depth of framing.. {4 e fi L 8 8 83 83 

Frames 7 xBhx-42) [7 x Bbx-46/7 xBbx 46/7 xBhx -48/7 x 8hx 48/7 x Bf x -48 
98, 96 | 28 | meverseatrames...3 x 84 X +42 4 x3hx 46/4) x Bh x 46/5 x Bh X 48/5} x BY x +48] 52 X By X “48 

Depth of framing. 7 a 8 8h 8h 9 9 

yrames .. .. .|7 X85 X -42 17 xBghx-48}7 x Bh x 48/7 x 85x 48/7 x 84x -48/7 x Bg x 48 
96 ,, 99 | 282 | neversea trames..|34 x 34 x -42 5 x 34x 48/55 x 8h x 48/6 x 8hx -48/6 x By x 48) 63 X Bp x “48 

Depth of framing.. 74 83 9 9 b 94 10 

Fraties |7 x 84 x +44 7 xBhx 48/7 x3) x 48/7 x By x +48) 62 X BQ X -48 
99). 102 29 Reversed frames .. 33 x 34 x +44 ** The broad flange of the 6s x 33 xX -48/7 xX 34 x 48/7 xX 33 xX 48/8 xX 3d x +48 

Depthofframing..| 7 I | reversed frame is to be 10 105 105 Bt 

Frames 7 x34%-44| fitted in a fore and aft {64x 34x -48|6} x 34 x 48/6) x 83 x -50|7 x 3d x 50 
102 ,, 105 294 Reversed frames..|4 34 x +44) direction. 8 x 34 x 48/8 x 33 x -48/8 xX 34 x 50/8 xX 34 x +50 

Depth of framing.. 8 la 11 11 114 


+ The spacing of the frames in the peaks is not to exceed 24 inches where wider spacing is allowed amidships; and from the collision bulkhead to one-fifth the 
yessel’s length from stem the spacing is not to exceed 27 inches unless the frames are doubled to the height of the lowest tier of beams. 
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FRAMES with SINGLE REVERSED FRAMES. 


TABLE 2, 


(See Continuation.) 


TRANSVERSE 


FRAME 
NUMBER, 


SPACING.+ 
Bit. BD 


Feet. inches. 


not 
exceeding! 


63 


Above 


60 ana 233 


24 


24 


- 25 


26 


27 


28 


29 


+ The spacing of the 
vessel's length from stem 


DEPTH (d) AT MIDDLE OF LENGTH FROM TOP OF FLOORS AT CENTRE IN WAY OF SINGLE BOTTOMS, 
AND FROM TOP OF MARGIN PLATE IN WAY OF DOUBLE BOTTOMS, TO TOP OF LOWEST TIER oF 
BEAMS AT SIDE. See SKETCH ON PAGE 21. 
Feet. Feet. Feet. Feet. Feet. Feet. Feet. 
not not not not not not 
Above exceeding Above exceeding Above exceeding Above exceeding Above exceeding Above exceeding Above exceeding 
13 sa 14 -| 14 ana 15 15 oma 16 16 sa 17 17 «a 18 18 and 19 19 ana 20 
ONE SIDE * 
_—— ——. ——. — —— — ——- — —— —-TWO SIDE STRIN fal —_ _ — 
STRINGER. s aoe ced 


the spacing is not to exceed 27 inches 


frames in the peaks is not to exceed 24 inches where wider spacing is allowed amidships ; 


inches. inches. inches. inches. inches. inches 
Wiiies j4h x8 x -88/44x8 x -B8/43 x8 x-40/5 xB xX -40/5 x8 x-42/5 x8 x +42 
moversea trames..|44 X 8 x -B8/5 x8 X-88/5 x8 x-40/5 x8 X-40/5 XB X42 bE x8 x -42 
Depth of framing.. 6 65 64 i 7 3 
Frames ‘15 X38 X 3815 x8 x 40/5 X38 xX-40/5 X38 X x 84 x -42 
reversed frames 4X8 X-88/45x8 x -40/5 x8 X-40/5 XB x 42/59 x 3g x 42 By X By X -42 
Depth of framing.. 6} 63 7 7 73 . 1% 
yume. . (5 XBbX 40/5 XBEX 40/5 X BEX 42/5 XBR x 42/5 x 84x -44/5 x 8h x -44 
neversedtrames..44 X 84 x -40/5 x8hx-40/5 x 8h X -42/ 53 x 3h x -42|54 x 84 x -44| 5g X BE X -44 
Depth of framing... 63 | 7 7 7 5 7s 74 
ames... 155 X BE X 40/54 x BE x 42/55 x 8h x 42/59 X Bh X 44 54 xX 8h Xx -44/ 54 X By x 44 
Reversed trames..|44 X 34 x 40/44 x 8h x 42/5 X85 -42/5 xX 84 x -44| 55 x 84 x -44) 5g X Bh X +44 
Depth of framing.. 7 ¥f 74 7s 8 8 
Frames... .{ DEX BEX -42/ 55x Bd x 42/53 X BX “44 BL x 84 xX -44| 5d x 84 Xx -44| 55 X By X -46 
Reversed frames..|44 x 84x -42/5 xBhX-42/5 X Bh X -44/5 x 3h x -44| 5 x 84 x -44| 5g X BE X +46 
Depth of framing.. 7 74 74 8 8 8 
Woda 54 x 3 x -42/54 x 8) x -44| 5p X By X “44 bE x 84 x -46| 54 x 8h x -46| 5d X By X “46 
|| Reversed trames"| 5 X 33 X 42/5 X gh x -44| 54 x Bh x -44| 5g X By X 46/55 xX 35 x 46/6 X 3d x -46 
Depth of framing.. 74 ‘ 74 8 8 8 84 f 
7m 6 xXBbx-ddi6 xBhx-44/6 xX BEX 46/6 X39 x -46/6 X35 x “46/6 x 84 Xx +48 
Reversed frames... 44 X 84x -44/5 xBhx-44|5 x 3d x -46| 59 X By X -46 54 x 8h. 46/6 x By x +48 
Depth of framing.. 7 8 | 8 84 83 84 
woaikies 6 x3hx-44/6 x3bx-46/6 x 34x 46/6 x 3y x 48/6 x 84 x 48/6 x 84 x -48 
Reversed frames..|5 X8hX-44/5 x 8h -46/55 X BEX 46/6 X 8X 48/6 X 34 x -48| 6} x 85 Xx -48 
Depth of framing.. 8 8 8h 85 8} 9 
yrme .. .. | 64 x 85 x -46| 64 x 84 X -46| 6) X 3d x -48 64 x 34 x -48| 64 x Bh X -48| OF X BE X 48 
Reversed frames..| 44 X 84 x -46/5 X84 x -46/53 X By X 48/6 x 3g x 48/6 x 34 x -48| 64 X By X -48 
Depth of framing.. 8 8h 8 b 9 9 9 4 
Frames. . .| 6 X Bb x +46 | 6S X BE X -48 | 64 X BR X -48 64 x 84 x -48| 64 xX 34 X -48| 6} X By X “48 
neversed trames.|5 X 85X-46/54 x 84 x -48(6 x 3) X 48/6) x By X -48 64 x 84 x -48|7 x85 x -48 
Depth of framing.. 8h 8 L 9 93 95 10 
yams. . A? X84X 48/7 X 85x -48|7 X35 X -4817 x 3h x -48/7 x 8d x -48| 6g X Bg Xx -48 
Reversed frames..|5 X 84 x -48/54 x 8hx -48/6 x 8p X -48/ 63 x 34 x -48/7 x3} -48/8 x 85 x -48 
Depth of framing..| - 8h 9 94 10 105 11 
yame . . 17 X34 x -48/7 xB}X -48|7 x By X -48|6} x By x -48 6h x 34 x 50/7 x 8h x -50 
noversedframes.|6 X 84x 48/64 x 85x -48/7 x3} X-48/8 x35 x -48/8 x 84 x -50|8 x 8h x -50 
Depth of framing... gh 10 103 11 11 11 
yume. .|7 X84 x -48| 65 x 3} x -48| 6 X 83 X “50/7 x 8hx-50|7 x 8h x -52/7 x By x -52 
neverned trames..|7° X 84x -48/8 x 84% -48/8 X33 x -50/8 x 84x 50/8 x85 x-52/8 x4 xX +52 
Depth of framing. 103 11 11 114 114 114 
a 6h x 3h x 52/7 x3$x-50/7 x3) x 52|7 x 3hx -52|/8 x 8h x -52/8 x By x “54 
Maversed frames..|8 x 84 X +5218: x 84 X -50/8 x hx -52|8 x4 x -52/8 x 3p x -52/8 x 84 x -54 
Depth of framing... 11 113 114 114 124 123 
yume. . 7 X8$X +5217 X85 52/8 XB} x 52/8 x 84x +54/8 x 8h Xx -54 
neversed frames.|8 X85 X-52|8 X4 X-b2/8 x38} x -52/8 x 84x -54/8 x4 xX +54 
Depth of framing... 114 113 124 124 124 


and from the collision bulkhead to one-fifth the 


unless the frames are doubled to the height of the lowest tier of beams. 
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TABLE & 
(Concluded.) 


FRAMES with SINGLE REVERSED FRAMES. 


DEPTH (d) AT MIDDLE OF LENGTH FROM TOP OF FLOORS AT CENTRE IN WAY OF SINGLE BOTTOMS, 
TRANSVERSE | AND FROM TOP OF MARGIN PLATE IN WAY OF BOUBLE BOTTOMS, TO TOP OF LOWEST TIER OF 
| | BEAMS AT SIDE. See SKETCH ON PAGE 21. 


FRAME | 
SE SPACING.+ i Ton Feet. ah Feet. Feet, Feet. Feet. Feet, 
B+D Above exceoding| Above exoeeding| Above exceeding) Kirst aneve. , cnaaatelina|\nkeve | ‘exnattangl cows See 
| 20 ma 21 | 21 oma 22 | 22 oa 23 | 23 ma 24 | 24 ond 25 | 25 md 26 | 26 ana 27 
aunidaee le. = = THREE (‘SIDE STRINGER 
: Feet, | ‘inohes i ; inches. sf inches, inches, inches. inches. inches. inguee: 
Ses cides |premes .. .. | DE X83 x-44/54x8 x -46/54x 33x -46/6 x3} x -48/ 63 x 84 x -48| 64 x Bh x -48 
GO ma 68| 234 | Reversed trames..|55 x3 X -44 5h x3 x-4616 x 85x -46/65 x 84x 48/7 x 3h x 48/8 x BEX 48 
Depth of framing... 8 84 9 10 11 
Frames .. .. .| 55 X 34 X “44/54 X84 x -46/6 X34x -48/64 x 8h x -48/7 x 34 x 48/64 x 84 x -50|7 x BD X “52 
63 ,, 66| 24 | Reverseatrames..| 54x 8h x -44/54x Bh x -46/6 x 3h x 48/6} x 3h X 48/7 XBhX 48/8 X BEX 50/8 X Bz X -B2 
Depth of framing.. 8 8 8t 9} 10 4 11 11 4 
ss Frames .. .. .. 55 X 84 X 46/54 x84 x -46/6 x 34x -48/64 x 84 x 48/64 x 83 x 48/7 x 3X -50|7 xX Bp X -52 
66 ,, 69) 24 | Reverseatrames..| 54x 34x 46.6 x 8h x 46/65 x 85x 48/7 XB¥X-48/8 x BX 48/8 XBZX 50/8 x4 X52 
Depth of framing.. 8 84 9 10 11 1 14 11 3 
a Frames .. .. «| DEX 35 X 46/6 X34 X 48/64 x35 x -48/7 x 33x -48/6h x 35x -50/7 x 384% -52/8 x Bh x -52 
69, 72, 244. | Reverscatrames...6 x 34x -46/6 x84 x 48/64 x 84x 48/7 x 3h x+48/8 x 32x 50/8 XB X 52/8 XB) X -52 
pee seee os 8h 95 103 11 113 123 
7 Frames .. .. .|6 X85X-48/6 x85 x -48/64 x 84 x -48|64.x 84 x 48/7 x 84x -50/7 X85 Xx -52/8 xX 8g X -54 
72 ,, 75| 244. | Reversed trames...6 x 34x -48/64x 34x -48|7 x 85x -48/8 x 8}X-48/8 x 3bX-50/8 x4 X-52/8 x Bg x “54 


2 
Depth of framing... 84 9 10 11 114 114 124 


eases tie os he J 9 ol a eee n 2 2 ‘2 
Frames 16 x34 x -48/62 x 34x -48/7 x84x 48/63 x34 -50/7 x 3hx-52/8 x 34x -52/8 x By X +54 
2 2 2 2 2 2 2 2 
75 ,, 78| 25 | Reversed frames... 6} x 84 x -48/ 6h x 84 x -48/7 X8EX-48/8 X35X-50/8 x 3ByX-52|/8 x 35x 52/8 X4 X54 
| Peeeeitrarting. 9 i. 9s 103 11 q 114 124 | 125 
|wrames .. .. «(64 X 34 x 48/63 x 34 x 48/64 x B34 x -48/7 x 34x 50/7 x 84x 52/8 x Bh X-54/8 X BQ X -56 
78 ,, 81| 254 | Reversed trames...64 x 35 Xx -48)7 x 34x -48/8 XBZX 48/8 X35 -50/8 x4 X-52/8 X8RX-54/8 X4 X56 
Depth of framing.. 94 10 11 ate 1g 114 124 124 
| Frames 64 x 84 x 48/7 x 34x 48/65 x 34x 50/7 x 3h -52|8 x35 -52/8 x 85x 54/8 X BQ X “54 
81 ,, 84| 26 | Reversedtrames..|7 x 34 xX -48/7 x 34 X -48/8 x 84x -50/8 x3$x-52/8 x3hx%-52/8 x4 x-54/9 X4 X-54 
Penthies ening 10 105 11 Wee Dip « 123 123 13 
Frames .. .. «7 X 84 X-48/64 x 84x -48/7 X 384% -50/7 «3h x -52/8 x 85x -54/8 XB4X +5618 X By X -56 
84, 87| 264 | Reversedtrames...7 x 34x 48/8 x 8h x 48/8 X3)%-50/8 x4 X-52/8 xXByX 54/8 x4 X-56/9 X4 X “56 
Depth of framing..| 103 11 114 113 124 124 134 
Frome... | OFX 35x 48/65 x 8h x -50/7 xBbx-52/8 x Bh x -52|8 x BEX -54/8 x B4X -54/8 XB} X “54 
87 , 90) 27 | Reversodtrames../§ x 34x -48/8 X3¥X-50/8 X32 X+52/8 x85 -52/8 x4 x -54/9 x4 X-54/10 X4 X “54 
Depth of framing.. 11 11 11 4 124 124 134 143 
i | prams... .|7 XBhX-D0/7 xX B84X-52/8 xB4x-52/8 xBhx-b4/Q x3hx 54/8 x 34x -54/8 x BEX -58 
90 ,, 93) 27) | Reversed frames..§ x 85 Xx -50/8 X Bh X-52\8 X35X-52/8 x4 X-D4/9 x4 XK -54/10 X4 x -54/10 X4 X “58 
| Depth of framing... 114 114 123 12} 134 144 144 
= Frames |? x8hx-52.8 x3hx-b2/8 x3bx-54/8 x3dbx-b4lg xabx-54| = 
93 ,, 96, 28 | Reverseatrames...8 X4 X-b2|/8 X8%X-D2/8 x4 X-54/9 X4 X +5410 x4 X “54 
Depth of framing... 113 "123 ~ 123 133 144 
| |prames .. .. 8 X8$%-54/8 x85 X-D4/8 x Bb X “54 id _4 
96 ,, 99) 28h Reversed frames..| 8 x 34 x 5418 X4 X-541/9 X4 X-54 
Depth of framing.. 124 124 134 
= Lacs © I eileen 2A : 
99 5 102 | 29 Reversed frames .. 


Depth of framing.. 


Frames « 
102 ,, 105 293 Reversed frames.. 
Depth of framing.. 


+ The spacing of the frames in the peaks is not to exceed 24 inches where wider spacing is allowed amidships; and from the collision bulkhead to one-fifth the 
yessel’s length from stem the spacing is not to exceed 27 inches unless the frames are doubled to the height of the lowest tier of beams. 
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Feet. 


23 and 25 


r ” 
eis and 


a 


not 
Above exceeding 


Spacing 
of 

Frames. 
* 


FRAMES formed of SINGLE ANGLES or BULB ANGLES. 


FRAMES IN 
PEAKS. 


Feet. 
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TABLE ©, 


(See Continuation. ) 


DEPTH (d) 


not 


Above 


7 ant 8 


exceeding 


AT MIDDLE OF LENGTH FROM TOP OF FLOORS AT CENTRE IN WAY OF SINGLE BOTTOMS, 


AND FROM TOP OF MARGIN PLATE IN WAY OF DOUBLE BOTTOMS, TO TOP OF LOWEST 
AT SIDE, See SKETCH ON PAGE 21. 


Feet. 


nol 
Above exceeding 


8 aa 9 


TIER OF BEAMS, 


Feet. 
Above 
9 anda 


exceeding 


10 


Feet, 
not 
Above exceeding 


10 ana 11 


Feet. 
not 
exceeding 


and 12 


Above 


11 


inches. 


inches. 


3h x 2h x -24 


33 x 23 x -26 


4 x2h x -26 


inches. inches. inches inches. inches. 
8h x2bx-24| 3h x 2) x -26 4 x2) x +26 4 x2) x -28 
8h. x24x-26| 4 x 25x -26 4 x 2h x -28 4 x2hx -30 
4 x2hx-26| 4 x2h x -28 4 x2} x -30 4 x2h x -82 


29 -,, 


Biles; 


” 


ANGLES. 


4 x2 x -30 


4 x2b-x -28 


5y X38 X-88 6 X38 X38 
6 X38 X-38 6 x8 x-40 
6 x3 x-40 6} x3 x -40 
65x38 x -40 cea at ae, 


57 ,, 60| 23} fs by X83 X-86| 54 x8 x -36 
| 
| 
| 
60 , 68| 284| | |54x8 x-88| 54 x8 x -38 
| 
: | 
63 , 66) 24 | 3 |6 x8 x-88/ 6 x38 x-38 
3 
—| b 
7 
66 ,, 69] 24 | 16 x8 x-40/6 x8 x-40 
. | |. 
l | 
| | 
69 ,, 72| 243) v |6}x38)x -40| 64 x 3h x -42 


64 X 84 x -42 


es 


7 x38} x -42 


7 x8} x -44 


* The spacing of the frames in the peaks is not to exceed 24 inches where wider spacing is allowed amidships. 


FRAMES formed of SINGLE ANGLES, BULB ANGLES or CHANNELS. 
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TABLE 3, 


(See Continuation. ) 


a 


| | DEPTH (d) AT MIDDLE OF LENGTH FROM TOP OF FLOORS AT CENTRE IN WAY OF SINGLE BOTTOMS, AND 
FROM TOP OF MARGIN PLATE IN WAY OF DOUBLE BOTTOMS, TO TOP OF LOWEST TIER OF BEAMS, AT SIDE, 
TRANSVERSE | SPACING See SKETCH ON PAGE 21. 
NUMBER. OF 
FRAMES. * Feet Feet. Feet. Feet. Feet. 
B + D not not not not f 
Above exceeding Above exceeding Above exceeding Above exceeding Above exceeding 
12 ma 13 18 ma 14 14 ona 15 15 oma 16 16 «a 17 
GoD a, Se antl ge ONE SIDE STRINGER.- — >\< — = TWO SIDE STRINGERS. 
Feet, a ona inches. inches inches. inches. 
Above exceeding A 
23 sma 25 | 20 | 
a8 SF 80 
27, 29 | 203 eB AB? 
29, 81| 204 | 44 x3 x +32 44x83 xX +84 
- E 
HR 
a1 88 | 81 5 44x38 x +84 43x38 X +84 45X38 X -36 
88 , 85) 21 45x38 X -B4 43x83 xX -86 5 X8 X86 5 xB x -38 
35 , 87 | 21$ 43x38 x -36 5 x3 X-B6 5 x3 xX-B8 5 X8 X-84 
87, 89 213 5 x8 X-B6 5 x3 X-38 | 5 X38 X34 5 X38 X-36 
SUr one ea cae Vv 5 x8 x-38 5 X83 X-84 5 X83 X-36 5} X3 xX +36 
42 ,, 45 | 22 A 5 X38 x :B4 5 X8 X-B6 54 X83 X +36 6 X38 X-38 
45 , 48 | 223 5 X83 X-36 5A x3 xX -36 6 X3 X-38 6X3 x40 
48 ,, 51 | 225 5X3 X -38 6 X38 X38 6X3 x -40 62 x3 x -42 
51 j, 54) 28 6 X38 Xx -38 6yX3 x -40 64x38 x -42 7 X83 xX-42 
G2 linn OE HM ASE 64 x3 x -40 64 x3 x -42 Ge 84D 7X8 xX-44 
ee 4 
| - 
Z 
57 , 60] 235 < 6x3 x +42 7 x8 x-42 TB. Minas TXB. X-4d 
7 
60 , 68] 285 | 7 MB ag 7X8 x-44 7EX3 xX -44 7X8 X46 
| 
68 , 66 | 24 | 7X8 X-d4 74x8 x -44 74x83 x -46 8 XB x -46 
66 6 1 1 1 1 1 1 74 X 84 X Bd X 42 
” 9 24 7g X By X +44 Tz X 35 X °46 8 X 3g X 46 8 X 85 X +48 gh x 3h x -48 
| — 
1 1 a5 1 in a 
ik Ie Ae a ete ‘eet 74 x 84x 84 x -42| 75 X 8g X By X “44 
69 ,, 72 | 244 yv 74 x 34 x -46 8 x3) x -46 8 xX 3x +48 gh x 3h x -48 8h x 3h x -50 


* The spacing of the frames in the peaks is not to exceed 24 inches where wider spacing is allowed amidships. 
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FRAMES formed of BULB ANGLES or CHANNELS. J ABLE 3 
(See Continuation.) 


LL 


DEPTH (d) AT MIDDLE OF LENGTH, FROM TOP OF FLOORS AT CENTRE IN WAY OF SINGLE BOTTOMS, AND 
FROM TOP OF MARGIN PLATE IN WAY OF DOUBLE BOTTOMS, TO TOP OF LOWEST TIER OF BEAMS, AT SIDE. 
TRANSVERSE SPACING : See SKETCH ON PAGE 21. 
NUMBER. OF , 
FRAMES.,*: Feet. Feet. Feet. Feet. Feet. 
B © D ; Above aang Above ecsoeiitg Above escent Above denuntie Above ee 
17 ma 18 . 18 ma 19 19 ona 20 20 ana 21 21 ma 22 
<<  — — —. — — 1 2 a RINGERS— a -> hal 
en. 
ins no inches. inches. inches. inches. inches. inches 
Above exceeding 
23 ana 25 20 
25 27 20 
27 29 | 20} 
29 31 | 203 
31 33 21 
33 85 | 21 
35 37 | 214 
37 39 | 213 A 6 X8 X-38 
| 
42 | 22 . 6x3 x -40- 6h x3 x42 
| 
45.| 22 | 64 x8 x -42 7X8 xX-42 7X8 X-44 
| 
48 | oad | 7 x3 x42 7 x3 x-44 whx3 x-44 7x3 x -46 
| 
1 a 1 1 
51 | 224 8 7 x8. x-44 7ExX3 X-44 74X38 xX -46 8 X38 X-46 8 X38 X-48 
4 en ahr 
= 
23 B 74x83 X-44 74X38 X-46 8 X38 x -46 8 X38 X-48 85 x3 x48 
ae 
23 eo 74X38 X46 8 X38 X-46 8 X83 X-48 8h x3 x -48 8h x3 x -50 
23D 8X3 x -46 8 X38 x-48 gh x3 x48 gh x3 x -50 9 x3 x-50 
v 
235 8 X38 x-48 8} x3 x -48 84 XB X-50 9 x8 x -50 9 X8 Xx-52 
ee el — a 
hs A 7k xghx3hx-42) 7h x3hx34 x -42| TExabx3hx-44| 8 xBhx BEX -44| 8 X 3D XBR X -46 
2 ? 8h x 3h x -48 83 x 33 x -48 84 x 3h x -50 9 X34 X -50 9 x8) x -52 
aereapeed 3 : 2 al a 
ae Be 7h x3hx3hx-44| 7h xBhx34 x -44| 8 xabx3hx-44| 8 x 3hX 3X -46| 8} X Bh X Bz X -46 
ha 8} x 34 x -50 8h X By X “50 9 x 3h x -50 9 x38} x -52 94 x 85 X -52 
‘BR | — 
oii 8 x3hx3hx-44| 8 x3hxahx-44| 8 x3hx3}x-46| 8h x35 x34 Xx -46| 8) x 3h x 8} X -48 
= V 9 x3h%x -50 9 x 3h x -50 9 x 3h x -52 9} x 84 x -52 94 x 34 X -b4 


* The spacing of the frames in the peaks is not to exceed 24 inches where wider spacing is allowed amidships. 
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FRAMES formed of BULB ANGLES or CHANNELS. 


TABLE 3. 


(See Continuation.) 


TRANSVERSE SPACING 
NUMBER, OF 
B+D FRAMES. * 
‘Feet. ve inches. 
Above exceeding 
23 ona 25 20 
S6or ear 20 
27, 29 | 204 
29 , 81 | 204 
Bl a 88 21 
83 ,, 35 21 
35 , 37 | 214 
87, 39 ale 
839 ,, 42 22 
42.., 45 | 22 
45, 48 | 225 
48 , 51 | 224 
51 ,, 54 23 
54 ,, 57 23 
57 ,, 60 | 28% 
60 ,, 68 | 283 
63 ,, 66 24 
66 ,, 69 24 
G8) on TY 244 


DEPTH (d) 


AT MIDDLE OF LENGTH FROM TOP OF FLOORS AT CENTRE IN 


WAY OF SINGLE BOTTOMS, AND 


FROM TOP OF MARGIN PLATE IN WAY OF DOUBLE BOTTOMS, TO TOP OF LOWEST TIER OF BEAMS, AT SIDE. 
See SKETCH ON PAGE 21. 


-——-—-—> 


Pe ___ CHANNELS OR 
BULB ANGLES. 


en ren mene 


8 X By X By X +46 


94 X 84 X +52 


8h x 34 x 34 x -48 


93 x 34 x 34 X -48 


Feet. Feet. Feet. Feet. Feet. 
not not not not not 
Above exceeding Above exceeding Above exceeding Above exceeding Above exceeding 
22 and 23 23 sna 24 24 and 25 25 ama 26 26 ona 27 
< = eas TURE SIR STRINGaRs. = SSS SSS SS 
inches. inches. inches. inches 
4 9 x3 x-50 
inl 
o 
A ET AT TS 
4 | ee 
fQ 1 1 1 
4 83 X 385 X 35 X 46 
B 9 X8 X-32 he ibe 


9 x8} x -52 94 x 84 X +54 10 x3} x -56 
gh x34 x3hx-46| 9 x8bx3}x-48/10 x 3h x 35x -48|11 x 3g x BY X -48 


10 Xx 84 X -54 


1034 x 384 X +56 


1l x 83x -58 


— 


94 X 84 x 84 X +48 
10 X 84 X +56 


103 x 84 X 84 X +48 
103 x 35 X -58 


11 x383x 384 x -50 
11 x8} x -60 


9 x3} x 3} x -48 
10 x8} x -54 


10 xX 84 x 84 x -48 
103 x 34 X -56 


11 x84 x 34 x -48 
11 x35 x -58 


114 x 83 x 384 x -50 
114 x 34 X -60 


114 x 34 x 84 X -52 
114 x 84 X +62 


12 x 84 xX 84 X -52 
12 x84 x -62 


94 x 34 x 34 x -48 
10 x83 x -56 


103 x 8) x 83 x -48 
103 x 34 x -58 


11 x33 x 3} x -50 
11 x34 x -60 


114 x 33 x 34 x -52 


114 x 3} x -62 


12 x38} x 8} x -56 
12 xX 8p X -66 


EE SE SS 
* The spacing of the frames in the peaks is not to exceed 24 inches where wider spacing is allowed amidships. 
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FRAMES formed of BULB ANGLES, CHANNELS, or CHANNELS 


TRANSVERSE Spacing 
NUMBER. of FRAMES 1N 
J PEAKS. 
BueIDi |e 
sear inches. inches. 
Above exceeding, i 
72 ma 75) 244| A | 6g X 3y X “40 
25 6} x 3} x -42 
253 7 x8) x -42 
26 7 °x38) x -44 
263 74 x 3h x -44 
27 74 x 34 x -46 
274 8 x38} x -46 
lama lia 
B r 
28 B18 x85 x -48 
4 
eS 
1|-R 1 1 
a8h| ® | 85 x 85 x -48 
| 
29 | | |8%x 8p x -50 
293 9 x3} x -50 
30 | 9 x8} x +52], 
30} 9} x 33 x -52 
| 31 gh x 34 x -b4 
314 | 10 x84 x -b4 
32 10 x 3g X -56 
323 10} x 34 x 56 
33 | | |10} x 3g x -58 


CHANNELS WITH REVERSED FRAMES EX- 
TENDING TO THE LOWER EDGE OF THE 


<-——-CHANNELS OR BULB ANGLES.-—~—-> 


BULB ANGLES. 


* The spacing of the frames in the peaks is not to exce 
vessel’s length from the stem the spacing is not to exceed 27 i 


DEPTH 


WITH REVERSED FRAMES. 


Feet, 
not 
Above exceeding 


8 ana 9 


TABLE 3. 


(See Continuation. ) 


(d) AT MIDDLE OF LENGTH, FROM TOP OF FLOORS AT CENTRE IN WAY OF 
SINGLE BOTTOMS, AND FROM TOP OF MARGIN PLATE 
TO TOP OF LOWEST TIER OF BEAMS, AT SIDE, 


IN WAY 


OF DOUBLE BOTTOMS, 


Feet. 
not 
exceediug 


10 


Above 


9 and 


BEAMS OF THE LOWEST DECK. 


ONE SIDE 


See SKETCH ON PAGE 21. 
Feet. Feet. 
not not 
Above exceeding Above exceeding 
10 ama 1] 1] ma 12 


STRINGER. — 


inches. 


7 x8} x -42 


7 x3hx -44 


inches. 


7 x8)x -44 


inches. 


74 x 3h x -44 


inches. 


74 x 3h x -46 


74 x 34 x +44 


74 x 84 x -46 


8 x3} x -46 


74x 34x +44 


74 x 84 Xx -46 


74 x 33 x -46 


8 x 3h x -46 


8 x 34x -46 


8 x34 x -46 


8 x 3h x -48 


74 x 84 x 84 x -44 
84 x 34 x -50 


8 x35 x 48 
74 x 84 x 3h Xx -42 
84 x 34 x -48 


8 x 3x -48 


8 x8} x -48 


7h x 84 x 3h X +42 
84 x 3} x +48 


74 x 84 x By X -42 
84 x 34 x -48 


74 x 8h x 8h x -44 
8h x 34 Xx -50 


73 x 84 x 8h x -44 
83 x 34 x -50 


8 x3hx3h x -44 
9 x3hx -50 


8 x38hx3hx -44 
9 x 3y x -50 


8 x 8h x 84x -46 
9 x8dX -52 


8h x 33 x 34 X -46 
94 x 34 X -52 


8 x 3x 8h x -46 
9 x3} x -52 


83 x 3h x 35 x -46 
94 x 34 Xx -52 


83 x 84 x 84 x -48 
94 x 84 x -54 


9 x3} x 3} x -48 
10 x 34 x +54 


84 x 84 x 33 x -48 
94 x 33 x -54 


9 x34 x 33 x -48 
10 x 8% x -54 


94 x 84 x 84 x -48 | 
10 xX 3y x -56 


94 x 33 x 8} x +48 
10 x 384 x -56 


10 x33 x 34 x -48 
103 x 34 x -56 


103 x 33 x 34 x -48 
105 x 384 x +58 


104 x 34 x 34 X +48 
104 x 34 x -58 


11 x38} x 84 x -48 
11 x3} x -58 
8 x3hx 38h x -46 
33 x 34 x -46 


11 x33x 3} x -48 
11 x33 x -58 
8 x38hX 34 x 46) 

3hx3hx-46 | 


11 x33 x 34 x -50 

11 x3} x -60 

84 x 34 X Bd X +46 
34 x 3h X +46 


9 x3hx 3h x-46| 
By X By X +46 


9 x34 x 3} x -46 
34 x 34 x -46 


gh x 3h x 83 x +46 
34 x 34 x -46 


94 x 84 x 84 x -48 
34 x 34 x -48 


94 x 34 x 34 x -48 | 
34 X By Xx +48 


10 x 3h x 3} x -48 
_ BE xX By x -48 


9 x4 X4 X-+52| 9 X4 X4 X-52)10 X4 X4 X-50 
4 x 84x -52 4 x84 x -52 4 x38} X-50 
10 x4 x4 x-52/10 x4 x4 x-52\)11 x3}x 3h x -50 
4 x8}x -52 4 x8}x -52 4 x3} x -50 
11 X4 x4 X-52/11 X4 X4 X-52)11 x4 x4 X-54 
4 X85 X52 4 x8} x -52 4 X4 X-b4 
11 x4 X4 X-54/11 x4 X4 X-54/12 x4 X4 X°54 
4. xX4 X-5d 4 x4 x-54 | 4 K4 X-54 


ed 24 inches where wider spacing is allowed amidships; and from the collision bulkhead to one-fifth the 
nches unless the frames are doubled to the height of the lowest tier of beams. 
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FRAMES formed of BULB ANGLES, CHANNELS, or CHANNELS 
WITH REVERSED FRAMES. 


DEPTH (4d) 


See SKETCH ON PAGE 21. 


TABLE $3. 


(See Continuation. ) 


AT MIDDLE OF LENGTH, FROM TOP OF FLOORS AT CENTRE IN WAY OF SINGLE BOTTOMS, AND 
FROM TOP OF MARGIN PLATE IN WAY OF DOUBLE BOTTOMS, TO TOP OF LOWEST TIER OF BEAMS, AT SIDE. 


”? 


TRANSVERSE SPACING 
.". on ve . Feet, Feet. Feet. Feet. Feet. 
FRAMES. * : : eet. ; . 
B ah D Above sates fo Above Peter? Above eneettly Above atte Above ounitg 
12 ana 13 13 ana 14 14 ana 15 15 oma 16 16 aa 17 
<<. So ONE SIDE STRINGER. >|<— TWO SIDE STRINGERS,— ——— ————— > 
Feet. inches. in ae, : inches. inches. inches. inches. 
re ae 4 i 8 x 3! xe 46 8 x 31 x 48 74 x 34 x 34 x 42 74 x 34 x 34 x “44 8 x 34 x 33 x “44 
and 2 . eS . 
3 8 bl - 84 x 34 x -48 84 x 8b x -50 9 x3} x -50 
— < 
fel ] 1 1 1 1 1 1 af 1 1 
74x34 x 3h x -42| 74 x 84 x 84 x -44 x 34 x 3hx -44| 8 x 84x 8h x -46 
75, 78 25 B 8 x 3h x -48 ted lke Bed De dh 8 a5 e3 pM J 
. 8h x 3} x -48 84 x 34 x -50 9 x38hx +50 9 x3} x -52 
78. 811 254 74x 3h x 34x -42| 7) x3bx3hx-44| 8 x8hx 3b x-44| 8 x84 x35 x -46| 89 X By X BX -46 
% ‘4 \ 84 x 3 x -48 8} x 34 x -50 9 x 38h x -50 9 x3hx -52 9} x 34 x +52 
= es ——— -* 
i ate 7a x3hx3hx-44) 8 x3bx3ahx-44| 8 x8hx 3x -46| 85x84 x 8h x 46) 83 X 83 Xx 33 X -48 
. 83 x 34 x -50 9 x38 x -50 9 x33 x -52 94 x 84 x -52 94 x 34 x -54 
of ol pex g x3kx3hx-44) 8 x3hx3hx-46) 8h x3hx 8) x -46| 85 x 8h x 35x -48) 9 X35 X By X -48 
2 a 9 x8hx-50 | 9 x8hx-52 93 x 84 x -52 94 x 34 x +54 10 x33 x -54 
= a = : 
A 
ie Pat se 8 g x3kx3hx-46) 84 x3hx3hx-46| 8h x3hx38hx -48| 9 x 85x 35x -48] 95 x Bf x BY X 48 
a 4 9 x8} x -52 94 x 34 x +52 93 x 34 x +54 10 x3}x -54 10 X34 X +56 
Q 
8 7 
i=) 
a oe. eek S gi x 3h-x 3h x -48| 83 x34x 35x -48) 9 x85x 3h x -48| 95x35 x 3h x 48/10 Xx Bd x 34 X -48 
2 - 8 94 x 84 x +54 934 x 33 x -54 10 x3} x -54 10 x3} x -56 103 x 33 x -56 
n 
4 
a 
i "aa es & 9 x3bx3hx-4g 95x34x3hx-48/10 x 3h 34x -48| 10} x 8h x 3h x -48/11 x8 x 8) x -48 
a B 10 x34 x -54 10 x 84x -56 103 x 34 x +56 103 x 34 X +58 11 x38} x -58 
| CLIN 
ap Py | | 10 x 34x 3h x -48| 103 x 33 x 33 x -48/11 x 35x85 x-48/11 x3} x 34 x -50| 119 X 3} X 35 X +50 
» 2 : 104 x 34 x -56 104 x 34 x -58 ll x3hx -58 11 x3} x -60 114 x 3h x -60 
Seer eee | 1 x3bx3)hx-48/11 x3) x34 x -50| 115 x 383 x 8h x -50| 114 x 85 x 84 x 52] 9 X33 Xx BY x 46 
‘: l 11 x33 x -58 11 x33 x -60 113 x 33 x -60 113 x 33 x -62 34 x 84 x -46 
ee Ce fi Vv} 41d x 33 x 3h x -50| 115 x 34 x 84 x -52[ 9 x8hx34x-46| 94 x 8h x 35x -46| 94 x 84 x 85 x -48 
‘“ ee 113 x3hx-60 | 113x383} x -62 Bh x3hx-46 | Bex 3EX46 | 8d x BF Xx 48 
ae he | Ro 9 X85x384x-46| 93x 85x 33x -46| 95 x 3bx 34x 48/10 x 34 x 34 x -48| 105 x Bg X Bd X -48 
: a ge yj | SeX8yX-46 | By X BE X +46 By X By X +48 84x 3hx-48 | 84 x 85 x +48 
ibe = ait || BOL Hae gi x 34 x 84x -48/10 x35 x 85 x 48/105 x 85 x 84 x -48/11 x 34x38) x -48/11 x Bd Xx 83 X -50 
. - Be. | akx3hx-48 | 8hx3hx-48 3h x 3h x -48 _ By X By X +48 By X BE X +50 
Toe Bef (10) x3hx3hx 48 11 x 34x 34x -48/11 x34 x 3h x -50/ 11} x 34 x 84 x -50| 115 x 84 x 84 x -52 
‘i f ES | 3) 3X 48 _ 84 X85x48 | 85 x 8b x -50 34 x 34 x -50 34 x 84 Xx +52 
He ~ 4) 3a ge |10 x4 x4 x-52/11 x4 X4 X-50/11 x4 x4 x-52/11 X4 X4 X-D4/11 X4 X4 X-56 
= WES 4 x8hx-52 | 4 x84x-50 4 x38hx -52 4 x4 X-54 4X4 X +56 
Bes |il x4 x4 x-52/11 x4 x4 X-b4/11 x4 X4 X-56/12 x4 X4 X “54 
118 ,, 122 | 82 aan ; 
apa 4 x8} x -52 4X4 X-B4 4X4 X+56 4X4 X +54 
HH 
BAB 11 x4 X4 X-56/12 x4 x4 X-54 
22 823 | Ba" 
ele ee z ae g 4X4 X-56 4X4 X+54 
BAB 
126 ,, 130 | 38 


a aun WOUIIC TT OCPEUREE WELT PONE lay PEENET-F TE CS 
*The spacing of the frames in the peaks is not to exceed 24 inches where wider spacing is allowed amidships; and from the collision bulkhead to one-fifth th 
vessel’s length from the stem the spacing is not to exceed 27 inches unless the frames are doubled to the height of the lowest tier of beams, 


FRAMES formed of BULB ANGLES, CHANNELS, 
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WITH REVERSED FRAMES. 


DEPTH 


(a) 


Above 


17 


exceeding 


18 


and 


TRANSVERSE | SPACING 
NUMBER, OF 
FRAMES, * Feet, Feet. 
B + D not not 


Above 


18 and 


exceeding 


19 


AT MIDDLE OF LENGTH, FROM TOP OF FLOORS AT CENTRE IN 
FROM TOP OF MARGIN PLATE IN WAY OF DOUDLE BOTTOMS, TO TOP OF LOWEST TIER OF BEAMS, AT SIDE. 
PAGE 21, 


See SKETCH ON 


Feet. 


not 
exceeding 


and 20 


Above 


19 


— ——- —TwO SIDE 


inches, 
8 x 34x 3h x -46 
9 x3} x 52 


STRINGERS.— 


or CHANNELS 


Feet, 


not 
Above exceeding 


20 ma 21 


WAY OF SINGLE BOTTOMS, AND 


TABLE. 3. 


(See Continuation.) 


Feet, 


not 
exceeding 


22 


Above 


21 


and 


inches. 
8h x 34 x 3d x -46 
94 x 3h X +52 


inches. 
83 x 34 x 3h x +48 
94 x 84 x +54 


83 x 3} x 83 x -46 
94 x 34 X -52 


84 x 3h x 3h x -48 
94 x 34 Xx +54 


9 x3 x 3h x -48 
10 x3} x -54 


THREE SIDE 
STRINGERS, 


inches. 
9 x3}x3} x -48 
10 x3) x -54 


94 x 3} x 3 X +48 
10 Xx 38h X +56 


8h x 8.x 3h x +48 
94 X 84x “54 


9 x38} x 84 x -48 
10 x 34 x +54 


94 x 34 x 34 x +48 
10 x34 xX +56 


10 x3} x 34 x -48 
103 x 35 X +56 


9 x384%x 3} x -48 
10° X 84 x -54 


94 x 34 x 3} x -48 
10 x3} x +56 


10 x8} x 34 x -48 


104 x 34 X -56 


105 x 34 x 34 x -48 
104 x 33 x -58 


93 x 34 X 34 X +48 
10 x33 X -56 


10 x33 x 34 x -48 
103° x 85 X +56 


103 x 83 x 3h X +48 
104 x 34 x -58 


11 x38} x 3} x -48 
11 x38} -58 


10 x34 x 84 x -48 


103 x 34 x -56 


103 x 34 X 84 X +48 
104 x 35 x -58 


11 x 33x34 x -48 
1l x 38% X +58 


11 x8} x 84 Xx -50 
11 x8} x -60 


11 x3}x 3} x -48 
11 x33 x -58 


11 x3} x34 x -50 
11 x35 x -60 


Feet. sy inches. inches. 
Above exceeding i: 1 ‘ 
72 ma 75 | 24} Pa Xie X 44 
; 9 x3) x +50 
| 8 x3ix31 x -46 
75 5) 78° |" 25 : et Cae 
te | 
| 1 | 1 
85 X 85 X 85 X +46 
78 3) Bi 254 | lh ait ae 
| oy x 3a x +5 
5B gi x 3h x 3h x -48 
By Ce *Se 26 g JAX. alt tates 
| 95 x 39 xX 54 
ae Q 
B 1 1 
a 9 x8hx3dx -48 
ele 265 Fe 19 ah cath 
fo} 2 
5 1 1 1 
95 X 35 X Ba X 48 
87 4 "00 27 z aad 
Hl 3g X -56 
Oo 
; 10} x 34 x 34 x -48 
Be ea 27% ial age ie 
2 z 
11 x33x 34 x -50 
oe aes e 11 oe a 
2 


96 


99 | 28 
? Ps 114 x 3} x +62 
102 | 29 94 x 3h x 8h x -46 
: e 9 3} x 3d x -46 
A . 
105 99} a 10 x 84 x 34 x -48 | 
a 2 ES ah x 3h x -48 
n = = eS 
a 11 x 84 x 34 x -48 
Beh a Aa 3h x 34 x -48 
< : eet — 
in| sop | BB | AEEX BE x 8h x 50 
hte 8a X 38y X *50 
& a — _ 
wal sr | og [22 8h x 8b x 52) 
: oe 8h x 8hx 52 |. 
sg} sik |u|}? 4 x4: x OM 
s mt Ee 4x4 X-§4 
» 122 32 2% 
Pa: 
26 | so} | 4. 
nl hd 
& 


114 x 34 x 84 x +52 


114 x 384 x 34 x +50 
114 x 34 x -60 


9 x 34x34 x -46 
34 x 3d x -46 


114 x 33 x 34 X +52 
114 x 3} x -62 


114 x 84 X 34 X +50 
11} x 35 X -60 


9 x34 x 3h x -46 
34 x 384 Xx +46 


94 x 33 x 3 x -46 
3 x 3) x -46 


94 X 84 X By X -48 
3y X By X +48 


10 x3}x 3h x -48 
3d X 34 X 48 


94 x 34 x 34 x -48 
84x 3hx +48 | 


103 x 3} x 3} x -48 
3h x 3h x -48 


103 x 34 x 84 x +48 
By X By X +48 


y1 x3hx 3) x -48 
33 x 84 x -48 


11 x3hx 3h x -50) 
85.x35x-50 | 


11 x3}x 8} x -50 
34 x 84 X +50 


‘lid x 8} x 33 Xx +50 
34 X 34 X -50 


114 x 34 x 33 x -52| 
1 


113 x 3h x 33 x +52 
114 x 35 X -62 


93 x 34 x 34 x -46 
34 x 34 x -46 


10 x3} x 33 x -48 
34 x 84 Xx -48 


11 x38} x 384 x -48 
34 x 84 x -48 


114 x 84 x 84 X +50 
33 x 34 Xx -50 
12 x38}%x 8} x -52 
33 x 3h x -52 


114 x 34 x 84 Xx -52 
34 X By X -52 


12 x3hx3hx -b2 
34 x 35 X 52 


12 xB} x9} x56, 
By X 8} X 56 


12 x3h x3} x -56 
34 x 84 x -56 


* The spacing of the frames in the peaks is not to exceed 24 inches where wider spacing is allowed amidships ; 


vessel's length from the stem the spacing is not to exceed 27 inches unless the frames are doubled to 


and from the collision bulkhead to one-fifth the 
the height of the lowest tier of beams. 


FRAMES formed of BULB ANGLES, CHANNELS, or CHANNELS 
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WITH REVERSED FRAMES. 


See SKETCH ON PAGE 21. 


TABLE 3. 
(Concluded. ) 


DEPTH (d) AT MIDDLE OF LENGTH FROM TOP OF FLOORS AT CENTRE IN WAY OF SINGLE BOTTOMS, AND 
FROM TOP OF MARGIN PLATE IN WAY OF DOUBLE BOTTOMS, TO TOP OF LOWEST TIER OF BEAMS, AT SIDE. 


TRANSVERSE SPACING | 
NUMBER. OF == 
Feet. Feet. «© Feet. Feet. Feet. 
|FRAMES. * not nol 
B + D Above ccsecaing Above geaning Above tenting Above exoceding Above Pa & 
22 ama 23 23 ma 24 24 ona 25 25 and 26 26 and 27 
<- — THREE SIDE STRINGERS. - = ss: a > 
a not tnohes. alee inches +s inne ines) ) = “noes : ey inches. 
mer ae gil A |10 x34x3hx-48/11 x3 x 3x -48| 115 x 8} x 83 x 50/12 x 83 x Bb x +52 94 x 34 x 84 x +48 
Sos 103 x 34 X +56 11 x33 x -58 11} x 33 x -60 12 x38} x -62 34 x 34 x -48 
75 a8. | 95 | 10} x 3h x 3h x 48/11 x 8 x 33 x -50 | 11} x 8} x 84 X +52/12 x 8 x By x +56] 10 x By X BE X 48 
4s : | 105 x 34 x -58 11 X35 x -60 114 x 34 x -62 12 x33 x -66 33 x 84 Xx -48 
xcreetel | | ————> : : . 
78. 81 | 254 ay [11 X33 X 3px 48 114 x 34 x 34. x 50/12 x 3h x 34x -52| 93 X 83 X 84 X -48 10g x By X BY x “48 
, ae 11 x3}%x -58 114 x 34 x -60 12 x33 x -62 34 x 3h x -48 3} x 85 X +48 
yA 
= = a a eee x = 
eae) oe 48 |i1 x3} x 3h x -50| 11) x Bf Xx 8p x -b2|12 x 3} x BEX 56/10 Xx 3B x 89 x -48 | 11 x 8h x 83 x +48 
oon at 11 x38$x-60 | 114x384 x -62 12 x 3h x -66 34 X By X 48 3y X 34 X -48 
—. 2 =: OD ee ere 
g4 ar |b eek | 13x3hxghx-50] 9 x3}x3hx-46| 95x 35x 3h x -48| 103 x 33 x By X 48/11 X 83 x Bb x 50 
. : | 114 x 33 x -60 33 x 38) x -46 34 x 84 x +48 34 X 384 X -48 33 x 34 x -50 
a ; - = a i 
at au | 4 ; |1dx3hx3hx 52] 9b x 83 x 8h x 46/10 x 33 x 3h x 48/11 x 84. x 83 x -48| 114 x 34 x 83 x -50 
5 Vv 113 x 3h x -62 33 x 3h x -46 3h x 34 Xx -48 34 X 3g X 48 3y X 34 X -50 
90 93 | ork 93 x 34 x 3hx-46/10 x85X3}X-48/11 xX 8h x 35 X -48 11} X 85 X 83 x 50 12 x 3 x 84 x -52 
- A i 3d x 84 x -46 34 x 3h x -48 3d x 34 x -48 3h x3hx-50 | 85x85 x -52 
| 10 x3hx3hx-48/11 x3bx 3h x -48|113 x 34x 3h x 50/12 x34 x 34 Xx +52 
93 ,, 96 98 | py ae Eat] 2 2 2, 2 2 
| 34 x 34 x -48 34 x 84 X -48 34 x 34 Xx -50 3h x 83 x -52 
7 a g | 4 
96, 99 | 282 Fu |11 x 35x 3h x -48| 11} x 3h x 8) Xx -50|12 x 8} x 8B X “52 
seal oe: 3h x 3h x -48 34 x 3h x -50 84 x 8h x -52 
=> a5 awe 2 7 
aw 
99 , 102 | 99 a 11} x 83 x 34 x 50/12 x3} x 84 x -52 
Hea 34 x 33 x -50 34 x 34 x -52 
dq 
1 Be |12 xsgxabx-52) ‘ o 
102 , 105 | 293 | 36 Bey 
(a0 oe Xx Os X -b2 
| —____— aA —____+__+_ _ ~ — - 
ag 
105 ,, 108 | 30 Br) 
a 4 
ad Bg == 7 : . 
108 , 111 | 303 ce 
” ouyg a 
—_—________ a ae eS oe = 2 Sexes ER te 
111 ,, 124 | 81 Ba 
s 7. rf = a ; 
114 ,, 118 | 313 z9 
ES 2 
o 
116. 123 | 93 | 
122, 126 | s2h : 
as Vv 
126 ,, 180 | 38 


*The spacing of the frames in the peaks is not to exceed 24 inches where wider spacing is allowed amidships ; and from the collision bulkhead to one-fifth 
the vessel’s length from the stem the spacing is not to exceed 27 inches unless the frames are doubled to the height of the lowest tier of beams. . 


Luoyp’s RegisteR OF BrrrisH AND FOREIGN Suippinc, Lonpon.—13th June, 1912. 
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FLOOR PLATES IN VESSELS WITH SINGLE BOTTOMS. 


169 


TABLE 4. 


suse | ae | mee mare | sen |e 
ooo ae penta nate eee ts Biag oo aos ae er tt 
| stamps, | of Yee, | Bane | oer | 
D3 ou D4 , | 22 | +29 48 ov 49°] 19 36°82 
24, 25 H 94 | 24 a, 50| 20 | 36 | 32. 
ae aa le | 24 50, 51 | 20 | 38 | 34— 
96, o7| of | 24 | -24 “bi, 62| 21 | 38 | “34 
o7 , 28| 10 | -24 | -24 52, 63 | 22 | 38 | 34 
98, 29 | 10 26. 94 53, b4| 22 | 40 34 
299, 30] 103 | 26 | -24— 54, 55 | 23 40 | 34 
30, 31 | 1 96 | 24. 5, 56| 24 | 40 | 34. 
a. 321 i | 26. | 34 56, 58 | 24 | 42 | °36 
32, 33] 1s | 28 | 26 58, 60| 25 | 42 | .-36 
33, 4] 12 | 28 | -26 60 , 62 | 26 4 36 
34,35 | 123 | 28 | 26 | | 62, 64] 26 | -44 | 36 
35, 36] 13 99 | 26 64, 66 | 27 | -44 36 
36, 37] 13 | 30 | 26 | | 6, 6 | 28 | 44 |. 86 
37, 38 | 134 | 30 26 68, 70| 2 | 46 | 38 
ge, so | 14 | 30 | 26 70, 72| 299 | -46 38 
39, 40] 14, | 30 26 72. 74| 30 | -46 38 
40, 40 | 143 | 32 | -28 74, 76 | 30 48 38 
41, 49) 15 32-88 76, 78 | 31 | 48 38 
2, 43] 154 | 32 | -98 78, 80 | 32 48 38 
43, 441 16 32-98 go, 82 | 32 50 | 40 
ie ey ee en ha mk Sea ial al = ue 
45, 46) 17 | 34 | 30 a4, 96 | 34 | 50 | 40 
46 2 47 4 1g |" ga |” RH 86, 88| 35 | 80 | 40 
47, 48 | 18 3689 | 


* In the engine space of steam vessels the floors are to be °04 of an inch thicker, 


‘10 of an inch thicker than required by the Table. 
L.oyb’s REGISTER OF British AND ForricN Suipprnc, Lonpon—I1th May, 1911, 


and in the boiler space 


WEB FRAMES and STRINGERS. ass panaaation) 


DEPTH (d) AT MIDDLE OF LENGTH FROM TOP OF FLOORS AT CENTRE IN WAY OF SINGLE BOTTOMS, AND FROM 
TO 


Above inches. inches. | inches. | inches. | inches. inches. inches. | inches. inches. inches. inches. _ inches. inches. 


48 ona “Si 14x ‘3014 x 3214 x 34.14 x 3615 x ‘36 


P OF MARGIN PLATE os WAY OF DOUBLE BOTTOMS, TO TOP OF BEAMS AT SIDE OF LOWEST LAID DECK. } 5 

TRANSVERSE ~~ Feet. S Feet. 1 ’ Feet. Feet. | Feet. Feet. | “Feet. | | Feet. oi 
NUMBER, [Abor red on nd |Abov A5. and |Aboy Ge nd |Abov: 17: nd [dete Above] Q and |AvoveD() and |Abov 21 na |Above2 2 and |Abo rede ees 2 1d |Abo Oe na |Abov 26s na} @ 

no not exceeding | not exceeding | not e ding | not exceeding | not exceeding | not exceeding | not e ng | not exceeding | not not exceeding | not exceeding xceeding a a 

“1 16 — 18. 19 20 21 22 | 23 4 is 2 26 “Oo dee 

—— as ee = = — = ~ — —— —_ - 

ONE SIDE STRINGER. 4 sosnnnerenennnnae TWO SIDE STRINGERS. > |< THREE SIDE STRINGERS. > . eI 

ins. 

0 


wy TABLE 5. 
| 


4 x 32 14 x 3414 x ‘3615 x 3616 x 3616 x ‘38 


60 


5714 x s41ax 36,15 x 3616 x ‘3616 x ‘3817 x ‘3818 x 38 aoe 


14x 3615 x: 36.16 x 36.16 x 3817 x 3818 x 38.18 x 4019 x 4020 x 42 


6315 x 36.16 x "3616 x 3817 x “3818 x 3818 x -40|19 x 4020 x 4021 x 4222 x 4424 x Ad 


66)16 x 36 16 x 38.17 x 3818 x 38118 x ‘40/19 x 40/20 x “4021 x ‘40/22 x °42/23 x 44/24 x -46/26 x 4627 x 48132 


” 


17 x38 18 x 3818 x 4019 x 4020 x 40.20 x 42.21 x A222 AAPA x A495 x 4626 x 48.28 x48} 34 


18 x 3818 x ‘40.19 x 4020 x ‘4020 x *42/21 x 42.22 x 42/28 x 44/24 x -46)26 x 4627 x “48 28 x “50/34 


18 x 4019 x ‘40/20 x 40:20 x -42/21 x 42/22 x ‘42/98 x 4224 x 44125 x 46/26 x 48.28 x 48 29x x 50} 34 


19 x :4020 x -4020 x °42/21 x -42/22 x 4222 2 x 44:93 x 44/24 x 46/26 x 46/27 x 48/28 x “50 30 x ‘DOF 


8i|19 x +4020 x 4020 x 4221 x 4292 x 4222 x Ad93 x 44.94 x 4495 x 46.26 x 48:98 x 48.29 x “5030 x 52-36. 


20 x 42/21 x "42122 x 49/99 x 44123 x “44194 x 44.25 x “44.26 x 46127 x “48/98 x 5030 x 5031 x 52) 38. 


21 x 42) 22 x Be x 44/93 x 44/24 x 4424 x 46/25 x 4626 x 48/28 x ‘48/29 x 50:30 x 5232 x ‘52]-38 


D9 x 4292 x44 23 x “44.24 x 4424 x 4625 x 46.26 x “46.27 x "4828 x 5030 x -50B1 x “5232 x “541-40 


2x 44.23 x 4424 x 4424 x 46125 x 46126 x -46/26 x -48'27 x 48/28 x °50)30 x 50/31 x 5232 x 5434 x 541-40 


94 x 4625 x 46 26 x 4626 x 48.27 x 4828 x 4829 x 48:30 x “5031 x 5232 x 5434 x 5435 x 56 


99)25 x X 46.26 x 46.26 x 4827 4828 x “4828 x “5029 x 5030x5031 x B2B2 x DAB x “54.35 x 5636 x? 


27 x A828 x 48.28 x “50.29 x "5030 x 5030 x 5231 x “5282 x “543A x 5135 x 5636 x I8B8 XD vt 


28 x 50.29 x ‘5030 x -5030 x 5231 x 5232 x 5233 x “B2BU x 5435 x 5636 x 5838 x “5839 x6 
Losk9 x 


105 ,, 30 x °5030 x 5231 x 5282 x 5232 x “54 33 x “5434 x 54.35 x 56.36 x 58.38 x 5839 x 6040 x: 


231 x 5232 x 5232 x 5433 x 5434 x 5434 x 3635 x "56.36 x “5838 x “5839 x “6040 x "6242 x 62 


, 114132 x 5232x 54.33% 5434x 484 x “5635 x: 5636 x °5637 x ‘56. 38 x: 5839 x 6040 x 6242 x 62 


114 ,, 11883 x 5434 x 5434 x ‘5635 x 5636 x 56.36 x 58 37 x 58 38 > x 58 39. x “6040 x 6242 x 62 


» 122)84 x 5635 x ‘56 36 x 5636 x ‘5837 x “58 38 > x 58 38 x *60 39 x “60 40 x 62.42 x 62 


122 , 126186 x “5636 x “5837 x “5838 x “5838 x 6039 x “6040 x “6041 x “6042 x 62 


6. 130187 x “5838 x 5838 x 6039 x -6039 x 62.40 x °6241 x "6242 x -62 
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INTERMEDIATE FRAMES, FACE ANGLES, &c. 


TABLE 5, 
(Concluded. ) 


*% BUTT STRAPS FOR STRINGER 
seater 2 u Deneastons, | __Birets 
B+D. |g seks (es Oe ieee Ee 

& Frames. Reversed Frames. ; ; fasie <a oak eee [dat a | 2 Z ERE 563 
“iB ou “Sipaiby x3 x 303 x2x20 “Bh x8 x805 x3 x-49142 6-46 10 | 2 
51, 54123 4x3 x-303 x3 x-30 3 x3 x: 825 ae: ey 
bd x303 x3 x30 B x8 x45 x3 x5a,|, (48! , 
Bee x8 x°303 x8 x-305}x3 x36 B x3 x365 x33x5A, 4/41, 

60, 63344 x3 x-323 x3 xB255x3 x38 BL x3 x-365 x84x-54, |, [50l , 
63, 66245 x3 x-323 x3 x-326 x3 x38 BEx3 x-386 x34x-54, 4 |» | » 
66, 69045 x3 x-343 x3 x-346 x3 x40 BExB x 406 xB5x 56 , ri 62| , 
69 , 5434x343 xB x 3464 x 34x 40 By x3} x-406}x 34x 59/4817, | 12 
72, 5} xB} x 3434 x 3 x B4l64 x 3h x40 3) x34 x-426}x3hx-60 , |, 54) , 
76. x BEX 3634x3 x 3664 x BE x 42 BLx3}x'447 x33x-6O, 4 4 |» 
78 , x 34x °363Ex3 x-367 x3hx-42 BEX} x 467 x3)x-62 sb ABEL» aul 
81, 8 x BEX 38BEx3 x-38I7 x3hx 44 BX Bh X 487 «34x64 | la] o | 
84, 8 X34 xBB3hx3 x °B8I74 xB} x44 Bt x 34x 507 «32x66, | » (581 , 
are on’ 1x B}Xx 403} x3 x 40/73 x 33 x 46 bux 34x 527 x34x 68 es Be 
90, 98737 x3}x-4035x3 x408 x3hx46 nl erie is f 54.8 60, 
oa, 4 XB} x-4234x3 x428 x3hx487 x3ExBhx42 x3Ex 54 SR TONDEL 
96, 99psil7 x34x-4233x3hx 498) x34x 4874 xBhx3x4 x3ixo6 ~(|, |, 62 
99, xB} x44 BE x BEX 448) x BEX BOT} BE xB} x44 34x58 Ly || 
x34 x4 x 3x 4419 » xBYX 508 BES el ad ES ‘= byte: » 

x BEX 464 x3}x-469 x3}X-528 x3ExBhx-46U x4 x60 eet 

; 04 x8hx BIBLXBEXBEXx 46 x4 x62 |, 68! 5 

9 xB) x FAB] xB] x Bb ASHE x4 x 64 60)12| ,, | 14 

* From the collision bulkhead to one-fifth 9 x4 x4 x east Mee ee ih 2 

of the frames f not te ckaed BT techs 1OX4 x4 x BOMEX 4} x68 , 70 


when wider spacing is allowed amidships. 


10x4 “a x BOMEX 44 x: 70 
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MIDDLE LINE KEELSONS in VESSELS with SINGLE BOTTOMS. 


MIDDLE LINE KEELSONS. 


KEELSON ANGLES. 


LONGITUDINAL 


TABLE 6. 


(See Continuation. ) 


Ordinary Keelsons standing | _ 


sie with a peck Plates. 


Keelsons ¥ ieee Centre Through Plate. sek 


Thickness of centre. 


34000. 


36000|7 x33x-50 -40 


NUMBER. ; upon floors.3k pus Daneel AL Plate. | through plate and 
For 1 length Ege —— ——__— woe 4 lengeh looes bi For | Thick- Double Angles. = pices 
Lx (B + D) 8 en seas rok ness a Amidships. Ends. pies |B aa 1 length | At Ends. 
S inches inches. 7 inches. | inehes.| inches. | inches. —nehes. —|"iishes | ~Tnehess— 
exceeding : Double Bulb “Angles. Double Angles. | 
1400]3 x3 x:24|-24] 64x83 x°38| 38] 38 x3 x30 “30 | 26 | 26 
170013 x3 x-24/24| 7 x8 x40 40] 35x38 x30) 30 | 26-26 | & 
900013 x3 x-24/24| 7x3 x42) 42] 33 x3 x2: "32 | 28 | 26 | 
9400/38 x3 x°24/-24| 8 xB x44) 44] 34x35 x32 | 32 | 28 | 26 
980013 x3 x:26)26 | 8 x3ix-46/-46 | 3$x3hx 34 | 34 | 30 | °26 
390013 x3 x -26\26 1 8 x3hx 48/48 | 4 x3}x34| 34 | 30 [26] 3 x 3x26) 30 
3700/3 x3 x 28/28 | 8bx3hx-48 48] 4 x3hx 36 36 | 30 | 26 
420013 x3 x°28|-28) 9 x3hx 48/48 | 4)x3)x 36/36 | “32 | 28 
—470013 x3 x:30/30 | 9 x3} x50 50 | 4hx3} x 38/38 | 32-28 
hast —< = rere tain Prey | Double Bal anaes YX en 
520013 x8 x-30/°30| 11 x42 34] 53x38 x'36/ 36 | 32-28 
5200. 6800|3}x3 x-30/30| 11 x44 [38] 5)x3 x88/38 | 34 30 
5800. 6400133 xB x-32/32| 12 x44 | B38] 5}x3 x40 40 34 [8 
6400, 7000|34x3 x°32|32| 12 x46 |38| 6 x [40 | 34 |30 | 8hx 3x-32| 34 — 
7000 , 7600}33x3 x‘34|34] 13 x46 | °38 )|-40 |. 36 | °3: 
7600 ,, 8200/4 x3. x‘34|34| 13 x48 |-40 “40 | 36 | 
8900 , 8800|4 x3 x-34|34| 14 x48 [40] 7)x3 x-42|-42 | 36 [32 
$800 , 940014 x3 x-36/34] 14 x50 (40| 8 x3 x44/44 38 | 34] 
9400 ,, 10000}4 x3 x°36/ "34 15 x50 | 40| 8 x3hx-46/-46 | 38 | 34 
10000 ,, 10600}42x3 x36) 34 15 x52 |-42] 8 x3hx-48/-48 | 38 | 34 
10600 ,, 11200] 43 x 3} x ‘36 | 34 16 x52 |-42 | 83x33x°48/-48 | 40 | -36 
11200 ,, 11800} 44 x34 x ‘36 | 34 16 x54 |44/.9 x3ix-48/-48 | 40 | 36 a 
11800 ,. 12400]5 x3}x:36/°34 | 17 x54 | 44] 9 x3)x°50 68 ‘40 | 36 13 x40} “40 ‘36. 
ate,Four Angles & Rider] Plate. 
12400 ,, 18000]5 x3} x ‘38 | ‘36 LF. x DG. | 46 10 x56 | °46 | 42 | °38) 7 x3 x40; -42 ‘38 
13000 ,, 13600]5 x3}x 40) 36 18x56 |46| 11 x56 |-46| 42 |-38] 73x38 x:42| 42 | -38 
13600 , 14200|5 x3}x-40|36] 18 x58 |48| 11 x8 [48 | 42 |-38) 8 x3 x44) 42 | 38 
14200, 14800|5}x3}x-40 36] 19 xd8 48] 12 x8 (48) 44 |38) 8 x3hx46) 44 38° 
14800 ,, ed ES x34x°40|-36 | 19 x60 |50] 12 x:60 | ‘50° ‘44 |-38 | 8 x33x-48/ -44 | 38 
15400, 16000}5}x3}x 42/36] 20 x60 |50] 13 x60 (0) 44 (B8| 8hx3)x 48) 44 38 
16000 ., 16600 6 x3ix42/36 | 20 x 62 “9 x3hx-48) 46 | 40 
16600 ,, 17200|6 x3}x-42/36 | 21 x62 46 |-40| 9 x3}x°50) -46 | -40 
17200 , 18000]6 x3}x-44/38| 21 x-64 i ye <p 
18000, 19000|6 x3}x 44/38] 22 x64 
19000 ,, 20000] 6 x 84x ‘44/38 | 22 x ‘66 | 
20000 ,, 21000] 63 ¥x3hx. 44/38] 23 x66 |56| 16 x66 |56| 48 |40; 13 | 4 
21000 ,, 22000] 6} x 34x44) 38 | 23 x68 
22000 ., 24000]61x3}x-46 38 | 24 x68 5 
24000 ,, 2600016} x33}x°46/-38 | 24 x 70 |6 
late, Four Angles, | 
26000 ,, 28000| 6} x33 x48 “38 ether 
28000 » 30000|6}x3ix 48/38 | 26 x70 60] 
30000 ,, 32000 0161 x3Lx: 50°40) 26 x72 6 | 62 42" 
35000°7 » 34000] 63x3}x°50|40 |] 27 x72 | 6 


28 x72 


KEEL ANGLES and SIDE 
KEELSONS in VESSELS with SINGLE BOTTOMS. 
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SIDE KEELSONS. 


12400 


4x4 x48 


~B X3hx'30| % 


LONGITUDINAL re 
PLATE ANGLES. 
NUMBER. Thickness 
es a For 4 length a” Intercostal 
L x (B+ D) For } length | Thickness asninietee. mnas, | Pint 
Amidships. at Ends. 
ra cats —*“Tnehes. inches. eS ge inches. inches. 
1200 m 140013 x3 x‘24| :24 8 x8 x‘24| 24 | 22 — 
1400, 1700|8 x8 x -24|.24 | 3 x3 x-24| 24 | 22 
1700, 200013 x8 x-24| 24 | 3 x3 x24| 24 | 24 if 
2000 ,, 2400/38 x3 x24) 24 | 8 x3 x'24| “24 24 
2400 , 2800 |3 x3 x26, 26 | 3 x3 x:26| 26 | 26 : 
9800, 320013 x3 x26| 26 | 3 x3 x‘26| 26 26 
3200, 3700/3 x3 x28| 28 | 3 x8 x28] 28 | 26 _ 
3700, 4200|3 x3 x:28| 28 | 3 x3 x28) 28 | °28 
4200 ,, 4700}3 x3 x30) 30 | 3 x3.x°30/ 30 | -28— 
4700 , 5200]3 x3 x°32| °32 3 x3 x:‘30| °30 28 
5200, 5800 13ix3hx°32| 32 | 3hx8 x°30| 30 | 30 
5800 , 6400 }3ix34x34| 34 | 33x38 x32] 32 | 30 _ 
6400, 7000 |34x3hx'34| 34 | 38)x3 x°32] 32 | 30 
7000 ,, 7600 |3ix34x°36| 36 | 35x83 x‘34| 34 | 82 
7600 , 8200 |31x34x'38| “38 | 4 x3 x°34| 34 | 32 _ 
8200 ,, 8800 |34x3ix-40| 40 | 4 x8 x34] “34 | 32 
8800 , 9400 13ix3bx-42| 40 | 4 x3 x36) 34 | ‘34 
9400 ,, 10000 |34x34x-42| 40 | 4 x3 x'36| 34 | 34 
10000 , 10600 |3}x32x-44| -42 | 4$x3 x36) 34 | 34 
10600 , 11200 }3ix3ix-46| 44 | 4)x3}x°36| 34 | 36 
11200 ,, 11800 }3ix8ix-48| 46 | 4)x3hx 36] 34 | 36 
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12400 , 13000 ]4 x4 x-48]} 46 | 5 x3$x'38| 36 | 38 
13000 , 13000 |4 x4 x48] 46 | 5 x3}x-40) 36 | 38 
13600 ,, 14200 ]4 x4 x-48| 46 | 5 x3hx 40) 36 | 38 _ 
14200 ., 14800 |4 x4 x-‘50/ 46 | 53x3hx40) 36 | 33, 
14800 ,, 15400 |4 x4 x50} 46 | 5}x3}x 40) 36 | 38 
15400 ,, 16000 }4 x4 x‘50| 46 | 5}x3hx'42| 36 | °38 
16000, 16600 |4 x4 x52} 48 | 6 x3}x-42| 36 | 40 
“16600 , 17200 |4 x4 x52] 48 | 6 x3}x-42) 36 | 40 
ae ee Bae ; Speers ———"Pouble Bulb|Angles. | 
17200 , 18000]4 x4 x52} 48 | 7 x3}x-42) 40 | 40 
18000 ,, 19000 |4 x4 x-54| 50 | 8 x3hx-46) 44 | 40 _ 
19000, 20000 |4 x4 x‘54| 50 | 9 x3}x50| 46 | “40 
20000 , 21000 |4 x4 x‘56| 52 |10 x3hx-54) 48 | 40 
ns a ia, SGiilk damien <a Pla Four Angles & der Plate. | ae 
21000 , 22000|4 x4 x°56| 52 ‘40 | :42 
22000 ,, 2400014 x4 x°58| ‘54 ‘42 | :42 
94000 , 26000 |4 x4 x58) 54 | 13° 44) 42 
26000 ,, 28000 |44x4}x-58| -54 ‘46 | ‘42 
28000 ,, 30000 [44 x4!}x 60} 54 48 | “42 
30000 ,, 32000 |44x42x-60| 54 60 | 50 | 42 
32000 ,, 34000 [45x 43x 60) 54 — oe yee 
34000 ,, 36000 |4}x4}x-60| “54 _ | 54 | 44 


TABLE 6 ° 
(Concluded.) 


* Where flat plate keels are adopted intercostal 


plates or centre through plates must be fitted. 


** Where a centre through plate keelson is 
adopted foundation plates must be fitted of the 
thickness of the centre through plate, and extending 


not less than 12 inches on each side of the middle line. 


+ The thickness of rider plates is to be as 
required for the vertical plates, and the width is to 
be one inch greater than the sum of the wide flanges 


of the angles. 


+t The foundation plate is to be 18 x “50 inches. 


auc ; jae me 
on} hae tober auth nti A= ee 
nbs ay DR: Pity ere a eh 
8 eee See > 
‘ Ail tomy Clea ‘ : ' ; 


inn: aja ee | 


7 muece. 


ss 
iyo vy: 


SIDE STRINGERS. TABLE 7. 

NUMBER. SIDE STRINGER STRINGER TRE sinh arcemnieiel STRINGER 
ANGLES, enw ANGLES, pleas 

L x (B + D) PLATES. L x (B+ D) PLATES. 

; a inches. inches. An inches. inches. 
1200 = 2000 3 x3 x ‘24 29 15400 .« 16000 | 5}x384x 42 38 
2000 , 2400 | 8x3x-24 | 24 | 16000 , 16600 | 6 x3}x -42 38 
2400 , 2800 | 3x3 x26 | 24 16600 , 17200 | 6 x3}x-42 | 40 
9800 , 3200 | 3 x3 x 26 | 96 17200 , 20000 | 6 x3}x 44 40 
3200 , 3700 | 3 x3 x 28 26 20000 , 22000 | 6}x34x “44 40 
3700 , 4200 | 8 x3 x -28 28 22000 , 26000 | 6}x34x 46 42 
4000 , 4700 | 8 x3 x30 28 26000 , 30000 | 6}x3Lx -48 49 
4700 , 5200 | 3 x3 x 30 30 30000 , 32000 | 6}x34x -50 49 
5200 , 5800 | 34x3 x30 | 30 32000 , 34000 | 6}x3}x °50 44 
“5800 , 6400 | B}x3B x32 | 30 34000 ,, 38000 | 7 x3}x 50 | “44 
6400 , 7000 | 3)x3x 32 | 32 38000 , 42000 | 7 x34x -52 44 
7000 , 7600 | 31x83 x34 | 82 42000 , 45000 | 7 x3}x -52 46 
7600 , 8200 | 4 x3 x ‘34 39 45000 , 51000 | 7 x3}x ‘64 46 
3200 , 8800 | 4x3 xB | 34 51000 ,, 54000 | 7 x4 x °S4 46 
3800 , 10000 | 4x3 x36 | 34 54000 , 57000 | 7 x4 x 56 ‘46 
10000 , 10600  44x3 x 36 34 57000 , 60000 | 7 x4 x “56 -48 
10600 , 11200 | 43x3}x-36 | 34 60000 , 63000 | 7 x4 x ‘58 -48 
11200 , 11800 | 4)x3}x 36 | 36 63000 ,, 66000 | 7 x4 x 60 -48 
11800 , 12400 | 5 x3}x 36 | 36 66000 , 70000 | 7 x4 x ‘62 -48 
12400 , 13000 | 5 x3hx 38 | 36 70000, 74000 | 8 x4 x 62 -48 
13000 , 13600 | 5 x3}x -40 36 74000 , 78000 | 8 x4 x64 | 60 
13600 , 14200 | 5 x3}x-40 | 38 73000 , 82000 | 8 x4 x ‘66 50 

14200 , 15400 | 5}x3}x -40 38 


Intercostal plates attached to the outside plating are to be fitted to the side stringers, where the depth of framing 
exceeds 8 inches by Table 2, and 4 inches by Table 3. 


The number of side stringers to be as required by Tables 2 and 3. 
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CENTRE GIRDER IN 
CELLULAR BOTTOM. 


Thickness. 
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TABLE 8. 


DOUBLE BOTTOMS. ; 
(See Continuation.) 

FLOOR PLATES IN 
CELLULAR BOTTOM, } Heignt 
AND BRACKETS. of Tank 


SID£ GIRDERS. MARGIN PLATE. INNER BOTTOM PLATING. 


Middle Line Strake 
Thickness. Thickness. Side except in Boiler space. 


i chickneas: Thickness. 


ee 44) — i ce cc So i  » 
x Fie) Lede berate ed ered EET tere BL a In | Half) In daseoed for “Ey rt ar eRe n |space in 
£2) AG mou, Foes EEG Seta ane ete nm ‘Swe Die: | i es — ait | Souci 

rut soeine 750030 |°36 30 | 46 38-38 381-30 BO 40 [28 28 38 30 “34-30-28 |-28 (B29 | 44 
7300 My 31 |-38 | °32 48 1-28-28 -38]-32 -32 |-42 |-30 |-30 40] 5 [31 -36 | -32 | -30 | -28 | 34 | 46 
9000 ,, 10500]32 -40 34°50 [30 30 -40]-34 34-44 30 | 30-40 32 | -38 | -32 |-30 | -28 | 34 | 46 
10500 ,, 12000]33 | -40 °34 50 [30°30 -40]-34 34-44 1-30 30-40 33-38 |-32 |-30 | -28 | 34 | -46 
12000 ,, 14000134 -42 36 52 13030 -40]-36 36-46 | 32 32-42 34-40 | -34 | -32 | -30 | 36 | 48 
14000 ,, 16000]35 -44 36-54 132 32 -42]-36 36 46 |-32 | 32 42 35 40 34 32. 30 |'38 | “48 
16000 ,, 18000]36 -46 38 ‘56 [32 32 -42]:38 38 48 [34 | 34-44 36 42 36 34-30 | 40 | “50. 
18000 ,, 20000]87 -46 38-56 }3434 -44]-40 40-50 [34 34 44] 19 137 44 36 36 3242 | 52 
20000 ,, 22000]38 | -48 38 -58 [34/34 -44]-40 40 |-50 1-34 34 44] 20 [38 -44 36 36 32 [44°52 
22000 ,, 24000]39 -48 38-58 $3434 -44]-42 -42 52 |-36 34 46 | 21 [39-44 36 36 32 44°52 
24000 ,, 26500]40 -48 38 58 [36 42 | -42 |-52 |-36 |-34 |-46 | 22 |40/-46 -38 |-38 | -34 |-46 | 54 
26500 ,, 29000]41 -50 40-60 136 -34-46]-44 44 52 [38 36-48 | 23 [41 48 40 |-38 |-34 |-46 |-54 
29000 ,, 31500]42 -50 -40 60 [38 36 -48]-46 -46 56 [-40 36 50 | 24 142 50 40-40 34 48°56 
31500 ,, 34000] 43 -50 40 | 60 |-40 36 -50]-48 48 58 ]-40 36-50 | 25 [43 50 40 40° 36 48-56 
34000 ,, 36800] 44 52 -42  -60 [40 36 50]-48 48 58 ]-40 36 50 | 26 [44 52 42 40 36 50°56 
36800 ,, 39600]45 54-44-62 140 36 -50]-50 “50 58 |-42 38 52] 27 [45 52 42 40 36 50 56° 
39600 ,, 42600]46 56 46 -62 |42 38 -52|-50 50 58 [-42 38 52] 28 146 54 “44-42 38 52-58. 
42600 ,, 45600]47 58 “46-64 1-42 38 -52]-52 52 58] -44 40 54] 29 [47 54 44 42 38 52 | 58 
45600 , 48600]48 60 48-64 [44-40 54] -52 5258 ]-46 40 54 | 30 148 /-56 | -46 | -44 | -40 | -54 |-60° 
48600 ,, 5180049 62 -48 66 [46 40 54]-54 54 60 ]-46 40 54] 31 [49 58 46 46 | -40 | 56 “62° 
51800 ,, 55000}50 64-50 -68 146° “40 -54 56 |-56 | 60 |-48 | -42 | 54] 32 150/-58 |-46 | -48 | -42 | -58 | -62 
55000 ,, 58400]51 66 50-70 $48 +42 54-58 58 621-48 42 54] 33 [51 60 46 |-48 | -42 |-58 | -64 
58400 , 61800|52 68 52 -72 $48 -42-54|-60 “58 641-50 42 54] 34 [52 “GO -46 50 -44 60 “64 
61800 ,, 65400/53 -70 -54 | -74 [50 -42 54-62 -58 |-66 1-50 42 54] 35 [52 62 -48 52 44-62-66 
65400 ,, 69000]54 -72 56 -76 150-42 54] -64 60 68 1-52 42 56] 36 [53 64 50 52 “44 62-66. 
69000 ,, 72800]55 74 “58-78 152-42 -56]-66 62 -70]-52 -42 -56| 37 153 66 52 54 44 64-66 
72800 ,, 76700|56 -78 60 82 [52-42 -56]-68 64-72 |-54 44-58 | 38 [54 68 “54 “54 44 64-68 
76700 ,, 81000|57 -82 -62 -86 [54 -44.-58]-72 -66 |-76 [54 44-58 | 39 154)-70 58-56 | -46 | -66 | -70 


Number of SIDE GIRDERS in CELLULAR DOUBLE BOTTOMS. 


The number of Girders to be in accordance with the 
alternative breadth requiring the greater number. 


FLOOR PLATES AT EVERY FRAME. 


FLOOR PLATES AT ALTERNATE FRAMES. 


The number of Girders to.be in accordance with the 


Number of 
alternative breadth requiring the greater number. 


Side Girders 


Number of 
Side Girders 


Rule Breadth of Vessel. 


~ Feet. E Feet, 

miseutiig 50 

Above 5() and 6? 
j 74 | 


Breadth of Inner Bottom 


Amidships. 
Feet. I 
Not. 
ceeding 
Above 36 and 
, 48 
+ 


on each side 
exclusive of 


Margin Plate. 


Rule Breadth of Vessel. 


Breadth of Inner Bottom 
Amidships. 


on each side 
exclusive of 
Margin Plate. 


Feet. : 5 Feet. Feet. Feet. | 
peony Oo: oats ng 28 
Avove 34 and 50 Above DR and 36 
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DOUBLE BOTTOMS. 


TABLE 8. 
(Concluded. ) 


DIMENSIONS OF ANGLE BARS (a). 


ee eas | Frames and Reversed | | 
a Angles connecting Angles at topof Centre| Angles connecting | Cellular Bottom, Side | Vertical Angles [Intermediate Frames. linversea Peatoel 
LxX(B+D). | Garecrence | Stas. | Saedide rinsing. | Vertical stgres on; | and'Bide Giruers, | Se¥04 06 alternate | gvmafs Wicors ane 
| Centre Girder and neta | Frames. 
| Margin Plate. | | | 
ins, ins. ins. | ins ins ins. | ins. ins, ins, | ins in ins,| ins. ins, ~—s ins. | ins. sims, ins.| ins. ins, ins. 
xanewiion 7500) 3$X34x'36 38 x3 _x'34_ 3 x3 x30) 3 x3 x'28) 2}x2}x 28 | 34x38 x30, 3x24 ‘26 
7500 = 9000] 34x3}x 40/8 x3 x86) 3 x3 x82) 3 x3 x°80_ 4X24 x 30 34x8 x:32 3 x2hx-28 
9000 , 10500] 3}x3}x-44 3 x3 x38 3}x3hx-34 3 xB x30 23x2}x-30 4 x8 x82 3 xx 2B 
10500 ., 12000] 34x3}x-46 3 x3 x38 Bhx BEX x ‘34 Ej x3 x 30 DEXDEX 30 4 x3 x‘34) 3 x3 x-30 
12000 , 14000| 4 x4 x-48 3 x3 x40 8)x3Ex36 8 xB x39 ate x 32 44x38 x84) 3 x3 x30 
14000 ., 16000} 4 x4 x°50. 38 x3 x40 34X3}x'36 3 x3 x 32 | 24x32 4 x3 xX 36 34x38 x ‘32 
16000 , 18000] 4 x4 x°52\3 x3 x42 3)x34x'38 3 x3 x°34 + x3 x34 5 x3 x -36| 8hx8 x 82 
18000 . : 20000] 4 x4 x ‘54 31 x 81x 44 | 31 x 3h x 40) 33 X33, X'°34 3 x3 x34) 5 x 83 x 38 | 34x38. x34 
20000 ,, 22000] 4 x4. x°56. BE x3} x ‘44 34x3hx-40 3434x363 x3 x34, 5 x34x-40/ 4 x3 x36 
22000 , 24000] 4 x4 x58 34x34x-44/ 31x31x-42) BExB1x 36 3 x3 x36 5 x3}x-42) 4 x3 x38 
24000 ,, 26500] 4 x4 x: 58 34x 3hx 46 3) x3)x-42 3) x3}x36 3 x3 x36 54 x8x 42) 4 x3 x40 
26500 ,, 29000| 44x 4}x-58 3}x3}x 48 34x3bx-44 84x3}x 88 3 x8 x38 _5}x3}x 44 4Ex8 x42 
29000 ,, 31500] 43 x4}x-60 35x3hx-50 33 x3}x-46 BLxBix40 3 x3 x40 5}x31x-46 42x31x-44 
31500 ,, 34000] 43x 43x 60. BEX 34x 50| 4 x4 x-48| 82x83x:40| 3 x3 x40) 53x83 -48| 45x38} x 46 
34000 ,, 36800] 44x 41x60 3}xB4x'52 4 x4 x48 3hx3}x42 3 xB x40 a Lee 
36800 ,, 39600 AE xAL 60| 33x 33x 52] 4 x4 x-50| 85x3}x-44| 3 x3 x-42| oe = 
39600 ,, 42600] 5 x5 x-60| 34x3}x-54| 4 x4 x-50| 84x3}x-44) 3 x3 x-42| = — 
42600 ,, 45600] 5 x5 x: 62 84x 8}x°54| 4 x4 x°52| 84x84x 46/38 x8 x44] — | 
45600 ,, 48600] 5 x5 x-62 34x33x-56 4 x4 x-b2 Bhx3}x48 3B x3 x46 —- | — 
48600 » 51800] 5 x5 x62) 33x3}x 58) 4 x4 x54) 83X35 x" 50) 3 x3 x 46 | — — 
51800 ,, 55000} 5 x5 x: 64 BExB4x D8 4 x4 x-66| 3ExB4xX 52) BExB}x 48) — 
55000 , 58400] 5 x5 x-66| 33x84x-60| 4 x4 x°58) 82x83x-54| 33x33x48;  — =| — 
58400 ,, 61800| 5 x5 x68 3}x3}x-60| 4 x4 x-60| 33x82x°54) 81x3hx50)  — — 
61800 ,, 65400] 5 x5 x70 3)x3}x-62 4 x4 x62) 3hx3}x 56) 8Ex8Ix50  — | — 
65400 ,, 69000] 5 x5 x-72 84x34x-64 4 x4 x64 4 x4 x56 34x 3}x 52 — ~ 
69000 ,, 72800] 5 x5 x74 4 x4 x66 4 x4 x66 4 x4 x58 3}x3}x°52 = ~ 
72800 ,, 76700] 5 x5 x-76\ 4 x4 x68 4 x4 x: 68 4 x4 x‘60| 3hx8ix'64,  — | 
76700 ,, 81000] 5 x5 x80 4 x4 x72) 4 x4 -x°72) 4 x4 x60} 34x 3h x64 _ | — 


(a) Sdhnees d pti in boiler space eect those attached to outside ee and covered with cement) to be ‘10 of an inch thicker than given in the 
above Table 

In all cases where flanged plates are adopted as a substitute for fitting angles on the edges of floors, brackets, intercostal plates, &c., the faying 
surface should not be less than the breadth of the flange of the angle required by the rule. 

Where floors and intercostal plates are flanged on their lower edges as a substitute for fitting attachment angles to the outside plating, such plates 
are to be 02 of an inch thicker than that given in the Table. 

All angles (except margin angles) may be reduced in thickness as follows :— 


Thickness for half length amtdship ..| Above'4.() otuveding" DO | Above" () ekeveding"OO | Abore'G() ekeceding’O | Above" 70) excceting’ OO 
Reduction at ends ‘02 ‘04. ‘06 08 


The margin angles where ‘60 and above in thickness may be reduced at the ends of the vessel to the same extent as the margin plates to which 
they are attached. 

The floors are to be attached to the centre girder by double angles throughout the engine and boiler spaces in all cases, and where the transverse 
number is 66 or above, they are to be attached by double angles for one-half the vessel’s length amidships. 

Where double bottoms are constructed with girders on top of ordinary floors, the frames and reversed frames on the floors are to be of the same 
thickness as the floor plates to which they are attached, and the breadth of flanges to be as required for frames and reversed frames on floors 
in cellular bottoms. 
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Depth of MARGIN PLATE OF DOUBLE BOTTOMS AND ATTACHMENTS of side TABLE 9, 
framing and tank side brackets to margin plate and inner bottom plating. 


TRANSVERSE 


NUMBER. 


Above ih 


DEPTH (d) AT MIDDLE OF LENGTH FRO 


snore 10 


eet. 


and not 
exceeding 


10_ 


Attachment outside 


Depth of 


eet. 


and not 
exceeding 


13° 


Attachment outside 


Feet. 


Ab 1 3 and not 
oa exceeding 


16 


Depth of | 


(See Continuation.) 


Feet, 


and not 
exceeding 


M TOP OF MARGIN PLATE TO TOP OF LOWEST TIER OF BEAMS AT SIDE. 


Above 16 


19 


Depth of 


Gussets to 


Not exceeding 


20 


Single angle. 


21 


Single angle. 


21 


Single angle. 


22 


Depth of Attachment outside Attachment outside 
Margin Margin Plate. (a) Margin Margin Plate. (a) Margin Margin Plate. (@) Margin Margin Plate. (a) 
B+D. Plate = Plate — Plate ——— ~ 05 a Plate oe 
(exclusive Angle Gussets to | (exclusive Angle Gussets to | (exclusive Angle Gussets to | (exclusive Angle 
of flange).| Attachment. |Floor Brackets] 9! 1@nge).| Attachment. |Floor Brackets. of flange).| Attachment. |Floor Brackets Of flange).| Attachment. |Floor Brackets, 
Feet. inches. inches. inches. inches, 


fore and aft. 


” 


) 


” Every frame. 


>) 


” 


Every frame. 


| Every frame. 


» 


” 


| ” 


”? 


” 


99 


2 9) 


” 


” 


and ” Py) ” Z 
> — 22 ” —-= 23 » | — 94 Single angle. 
€ 
” ra 23 ” ot 24 ” ha 25 ” 
Double angles 
from collision 
94 aa 2 5 _* 2 5 bulkhead to | Every fifth 
” aed =A » ” one-fourth frame. 
vessel's length 
‘ from stem, 
” ray 25 ” 2 25 ” a 26 ” 
Double angles 
from collision 
95 i. 26 bulkhead to 2 a7 
” ad ” one-fourth ” 
vessel's length 
from stem. 
Double angles F 
from collision 
ort 26 bulkhead to 3 27 Every fifth 98 Every fourth 
” one-fourth ” frame. ” frame. 
vessel’s length 
from stem, 
Double angles Double angles 
5 ene ey 9 Every fifth 8 ¢ from collision 
ea oO 
26 one-fourth 7 27 ” frame. 2 ” ” 29 | bulkhead to 
- > after end of 
vessel's length engine room. 
from stem. 
eee i eae ee Ee ee 
from collision 
Every fourth ‘ poe Every third 
” ” 29 ” frame. 30 ph ees na ” 31 »” frame. 
engine room. 
Doukia ghaive 
Every fourth LO Oto 
” frame 30 eter A ” 31 ” ” 32 ” 
engine room, 
pe —— f 
rom collision Every third - 
bukhead to 31 32 BS 
after end of ” ” ” ” frame, ” 
engine room. F 
, Every third 
” ” 3 2 ” frame, 33 ” ” 34 » 
ina Every third Every second 
” frame. 33 ” ” 34 ” ” 35 ” frame. 
Every second ip 
” ” 34 ” ” 35 5) frame. 36 ” »” 
Every second | Double angles 
” ” 35 3 frame. 36 ” ” 37 fore and aft. ” 
me Every second 4 ¢ Double angles | 
” frame. 36 ” ” 37 fore and aft. ” 38 ” ” 
Double angles yas. 2 
” ” 37 fore and aft. ” 38 | ” ” 39 Every frame, 
Double angles 
» 38 ” ” 39 | ” » 40 ” 
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Depths of MARGIN PLATE OF DOUBLE BOTTOMS AND ATTACHMENTS of side 
framing and tank side brackets to margin plate and inner bottom plating. 


DEPTH (d) AT MIDDLE OF LENGTH FROM TOP OF MARGIN PLATE TO TOP OF LOWEST TIER OF BEAMS AT SIDE. 


TABLE 9 : 
(Concluded.) 


— 
CONNECTION OF FLOORS AND 


Feet. Feet. Feet. 
TRANGYERSS eee QQ srdvot OB D5 and not O7 OUTSIDE BRACKETS TO 
Above 19 exceeding 22 Above 22 exceeding Above Ze) exceoding 4 MARGIN PLATES 
NUMBER. ——— Pee = lh alae — : os : 
Attachment outside Attachment outside ttachment outside Numb t 
Depth of | Margin Plate. (a) eee Margin Plate. («) yt tal Margin Plate. («) Rivets in Diaaiet 
B+ D. oe 7 Plate =| Plate { = Depth of ‘each flange he 2 
ate | ep G Ratko Margin Plate. | of vertical of Rivets. 
(exclusive | Angle Gussets to (exclusive Angle Gussets to (exclusive ngle_ | ussets 
of flange).| Attachment. Floor Brackets of flange). | Attachment, Floor Brackets.J of flange). | Attachment. Floor Brackets, angles. 
i Feet. eae Sixctinns _ x inches, 12 inches, inches. eee 
| and not ims 3 
Not exceeding 45 —_ — — —— — | — aay —— peas 19 xeceting 24 vd 4 
not 
Ab seding 3 
ove exeeedin, = —- ee = — ee — | — ? 28 6 4 
45 and 48 we | | ie 
} | J aS 
eed ie = = = = hse a cera ees , 30 6 i 
» 9 | 3 5 = 7 
Le eee |-—--- 7 
5 coves ae ae = | ane = — <u tr 8 
51, 54) — | | : 
Double angles ” 40 8 7 
Tien "| Beery our | 
; 2 khead to very four — pot } —_— aes == a 
54. ” 57 26 one-fourth frame. 0 ” 44 9 8 
vessel's length | 
from stem, 
| — — — — 
27 ” | ” | than required above. 
pens hie Rodble pias | 
rom collision rom collisio ‘ 
98 | bullhead to | A 29 | bulkhead to | Evgry third Sf = 
after end of | after end of fora t : 
engine room. engine room. | (a) If it is desired to dispense 
| . 
| i with the double angles, other 
efficient methods of connection 
29 ‘ es 30 . ” —_— =e may be submitted for approval. 
| | In high powered vessels, 
| when the Committee may con- 
; | be sider it necessary, the gusset 
Ev hir | Every second Double angles) py iny py ? 
30 ” yo Arana ie ” frame, 32 [fore and att. | Bvery frame. plates are to be fitted on every 
frame in way of the machinery 
space, or a continuous plate 
31 a 4 32 ” » Se aes may be fitted in lieu of gusset 
| a plates. 
| 
oc | v . 
32 hae 8 33 2 4 34 és _ The breadth of the mar- 
| | gin plate may be gradually 
2 | reduced abaft the three-fifths 
99 | 34 | Double angles 35 length amidships towards the 
5 ” | ” fore and att. | ” | 7 after end of the tank where it 
—— | may be 15 per cent. less than 
| : the midship depth. 
34. veer second 35 | ; 36 Y 
” ES y | All web frames are to be 
| —— = 3 attached to the margin plate 
35 & | » 36 » |pebcon tees S20 7 » by double angles. Where web 
SO | f rd ~ . 
rames are above 15 inches 
=) Double angles | ; 
36 fore and aft. | ” 37 ” ” 38 ” in depth, they are also to be 
37 38 | 39 attached to the inner bottom 
” | ” s ” ” 7 plating by gusset plates or 
‘ here the web frames 
| Every frame. 39 40 angles. W : 
38 » lib 3 a i are above 17 inches and not 
39 | 40 “ 41 : exceeding 20 inches in depth, 
b pene eens clea an addivional gusset is to be 
40 + a 41 3 | 5 — — fitted to the frame midway 
between the webs; where above 
41 42 — — 20 inches and not exceeding 26 
” | ” ” | ” : A 
inches in depth, gussets are to 
42 ” | » 43 ” | ” a = be fitted at every alternate 
43 frame; and where above 26 
» » rs a ee a. 7s ne inches in depth, a gusset is to 
44 an mack a& be fitted at every frame. 
ee | i i Luoyp’s REGISTER OF 
<i ot —= = =e —_ a a BRITISH AND FOoREIGN 
———_—_—— Surpprne, LONDON. 
a — —- — — —_ —_— — 11th May, 1911. 
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Thickness of PLATING and dimensions of VERTICAL STIFFENING TABLE 10. 


for WATERTIGHT BULKHEADS. (See Continuation. ) 
DEPTH OF BULK- 
nip at ainors | Taoxmass | | Anonns APnAOEING RODIERADS | ee tee 
ge a face p= Aree bent pre recta ee st | ‘TWEEN DECKS FOR LOWER ’TWEEN DECK STIFFENERS. 
FLOORS OR DOUBLE ; atl 
BOTTOM; ALSO TO a ir | es 
eet. eet, eet. 
‘any nrrrorent | A¢ or | At | "outstae Plating | Sinele Anties to | as aed ge eee 
"TWEEN DECKS, FOR | °F Pou e pper and Double Bottom, | Outside Plating and Wak wz dneinl | * a 
LOWER ‘TWEEN | Bottom. | Deck, | ®4Single Angles | Dobie Bottom. | | TASER en Sia. 2 9 sow 
_DECK STIFFENERS. | _ io : | 
Feet. Inches. Inches. | ~ Inches. an SS ae Inches. ; iF Sar a = ae ~ Inches. as | Inches. 3 i Inches. 
Not exceeding 8 +26 26 | = BE xX Bh x -40 | Angie. eo BX 24 x +80 | 
| 
er a Ak aT — | $$$] —___—_—_|— - -— 
8 oa 10 26 26. | —= 3h x 34 % +4Q | Ambler ve ee ee} 34 x 24 x -80|-4 xX 24 x +80 
TOS 1D Ser = 26 26 | — 33 x 33 x -40 | Auplonye raves tr ete eet ay] 
aa hin | . Bs oa aoe : = 
12 te ee +28 "26 | — 4X4 X-40| Angle. ee ee 34 x3 X36 
law ata L6 *B0 26 |3 x38 x-30|/4 x4 x SAD WAMBO cs sul a ae 
16, «18 “30 "26 | By x By x “30 43 x 4} x +42 | angie... 
— -_— —— | a aaa - Pi — — 
| le or Bulb Angle.. .. .. 
18, 20 32 8 |stxshx-s2|4hx4bx-44| eeeeenm 
aie = Flanged Plate 
20 hd 22 39 28 3h x 3h x +32 4 4h x +46 Angie or Bulb Angle 
at ts 8 os. oS i ¥ .& ae ea a at i Flanged Plate 
22 - 24 34 30) 3h x 3 x +8415 XB x -46 | Angle or Bulb Angle.. .. ../ 
“a : one meee ty ws : Flanged Plate ae os 
| a | oe. - = 
24 z 26 | “34 30 34 = 34x 3415 x5 x 48 Angle or Bulb Angle 
uj dl 4 i | Flanged Plate 
} | Bulb Angle rene $3 
260nr 2s 36 30 | 3hx3hx 8 se Saki | gle .. | | 
iiss : ; = a 6% » oy Flanged Plate... .| 6x3 6x38 7X3 
st ' | BE XS X-BBl6 XS X-40| 6EXB x -40 
28 30 | :36 30 |4 x4 X> bye Sie more ae ee 
7 j 3 <A) Os f a2 Flanged Plate .. .. .. «| 6x 3 6X3 7X3 ae 
fc 1 Lae 5kx3 x-40'6 X83 X-40| 6X83 x -40 
30 32 “38 “30 hen Se uhenae 3815 x5 x 54 Bulb Angle .. .. .. « «| OF 
. | Flanged Plate .. .. .. -.| 6X3 6 X 3 7X3 
Ben : P =] os —_ = a 
| 5: <i 40) 7 X83 xX 4 
qa ~gi 40 30 |4 x4 x-4015 x5 X-B6 BulbAngle .. .. .. -. «| 09 X 8 40|6 X8 2 40 0 
in) Me nk es ps Od om Flanged Plate... ws 6x38 6x8 7x3 
Se wes ins SS: ee aS az ; Sn TS FRCS Ge ach } 
Bulb Angle’ .. .. « » «| Bo X8 X°40/6 X83 &X “40 7 X38 xX 40 
34 36 “4 es | x ere i xX x 5 ad 
Be bt 0 a | : init 6 56 Flanged Plate .. .. «=| 6x8 (es 8x3 g 
h..) pepadete oo nad ORS ROCA REBORN OPT LS Maa 
é +42. . 49 - | | 2 
ea oR a2 80/4 x4 42/6 x6 x-58 | Flanged Plate .. .. .. + 6x3 7x3 8x38 
fit ag: bf ign) j 7 ‘ ee aa "Bulb Angle .. a «Ge 3° x “40. 6h x 3 x40 7 x 3° x +42 
vies 1 Sa 4 ta be 2 | = 
ER eA | 42 30 | 45X45 X%+44/6 X6 X°60| minceaPiate .. .. “ vier 7x3 8x38 
Gee Pec fos Swap te de al ingle erence pse: vs wd 6k x3 xX-40/7 xX 3 x -40 “7lxg x +44 
f 5 < A | gl xi. RO | 2 ‘ P} 
£00) 42 44 30 | 49 X 49% 46/6 <6 X62) mangea Plate . 1... 7x3 8x38 9x3 
= eo <fucaae = _ a = a. : xt. ops aut a eee ee 
| BulbAngle .. .. .. .. «|6Lx3 x-4017 x8 X-40] Wx3 x-44 
‘ he ; 1 1 on ; 69 | 49 
AD vy) 44 | 44 30 45 Xx 4p X 46/6 x6 x -62 Flanged Plate .. .. .. «| ie 8x3 9x8 
| See. ledulb Angieiee ook | 7 x 3 x 40. 74x38 x +42 RULxXS x -44 
. |e 4 ee : ; ae 5 2 
44 ,, 46 2B vue #0. | 45X45 X-48)6 x6 x -64 Flanged Plate .. .. .. « 1x3 8 x8 9X8 
pup ange nw a AT XS X40/7E XS Xd | 8 KB XH 
46 , 48 | 46 80 [4h x4}x-48)6 x6 x-64| Channel . \7 x8x8x-40 
Flanged Plate .. .. « +. 1x8 8x8 9x38 
: — | path angle... .  [TQXB X-42|8 XB X44] BEXB x 46 
48, 50 | -46 30 | 43x 45x 50/6 x6 X-64| Channel 74x3x8x -40 
| | | Flanged Plate .. .. .. =A 71x38 8x38 9x8 


For Footnotes see page 184. 
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TABLE 10. 


(See Continuation. ) 


VERTICAL STIFFENING for WATERTIGHT BULKHEADS. 


DEPTH OF BULK- 
HEAD AT MIDDLE DEPTH AT CENTRE FROM LOWEST DECK TO TOP OF FLOORS OR INNER BOTTOM PLATING; ALSO 


LINE FROM UPPER y ‘ 
DECK TO TOP OF HEIGHT OF ‘TWEEN DECKS FOR LOWER 'TWEEN DECK STIFFENERS. 


FLOORS OR DOUBLE ‘ ~- Ee = ee eee — — 


fearee ee nay | Feet. aA Feet. es | Feet. a | Feet. be Feet. a 
rene a ae ace Above exceeding Above exceeding | Above exceeding Above exceeding Above exceeding 
LOWER ‘TWEEN 10 ana Yl 1] «ad 12° | 12 an 13 18 ana 44 - 14 ana 15 
DECK STIFFENERS. = 
or a =. aa i" ‘Inches. |" _- Inches. i | Inches. | Inches. Inches. 
10 ana 12 Angle. 2 ee | 4 XB XBO | 44 XB X-B4 | 
i a NAMB: dese el 5 X8 xX-36 | 53X38 X-40 
Angleor Bulb Apgie.. ... .- Sigh x3 x +40 aay tr | ‘ | 54 X38 X +36 
Angle or Bulb Angle... .. .. «| 54 x 3 x -40 54 x 3 X +38 
Bulbangle .. .. .. . . | BEXB XB8 | 54X8 X40 | 6 XB X-40 | 6 XB x-40 
Flanged Plate .. .. .. .. 4 6X3 | 7X3 7X3 7X8 
Bulbangie... .. .. «| SEXB X40 | 6 XB X-40 6 x8 x-40 | 6x38 x-40 7 x8 x-42 
Flanged Plate .. ww. we 6x3 7x8. | ria | 7X3 : 8x3 
Shine 2. a tb OxXR aD PROS R40 | BRKE Ka) | WO RR eee 7X8 x-44 
Flanged Plate... «. ee TxD 7X38 TS 8x3 9x3 Al 
Saiikagis Saw. = | Ome. 0 | EEO Ko | FY Re Moe | OP Rae 74X38 x +46 
Flanged Plate... .. 0. we 7X3 Toes 8x3 9x38 _ 9x3 
Sivas. wa. | 6X8 X40 | 7 XB xaP | 7 xB KUL | TEX x 4dE 8 XB x +46 
Ohannebiend® imbas + een ae fod | 7X8 X38 X-40 
Flanged Plate .. .. .. se 7x3 8x3 9x3 | 9x3 10 x 3 
Sokamor ew. Lk ROL. ee See Wx3 x-44 | 8 XB X44 gh xB x +46 
ihiwnal bce dg. ik aeese 74x38 X38 x-40 
Mlanged Plater... 7.0. ve 7x3 8x3 | 9x3 | 108 10 x 33 
| wuange... . .  -| 2X8 X42 | 7HXB x-4d | B XB x-dd | 8EXB X48 9 X38 X-46 
SIGUE ee aces ray es . | |74 x8 x3 xX -40 8 X38 X3 X40 
| Flanged Plato. .. 1... os, 8x38 9x3 10x38 10 x 34 11 x 33 
biltints 0 «4 tM eres $x3 x-44 | 8 XB X46 | 8h x3 x -46 9 x3 x-50 
hantaliece bresc cen wcikesw <3} Tae ee el (72X38 6.8. x A018) SBR oe 
Flanged Plate .. 6. we we 8x3 9x3 10x83 10 x 34 unless 34 
Bhs. ke vi Meee Soe ee RS Seed 8hx3 x-46 | 9 x8 x-46 9 x8 x-50 
Ghanmally oesd ees 74x38 x8 x*-40/8 XB XB X40.) 8 X88 X38 x44 
PianeGd Piste lw oa. Pewiver oo. aee 9x3 10 x 3 10 x 8h | 11x 3h 12x 33 
Bubangle .. . = | TEXS X44 | 8 XB X-46 | BFXB X-46 | 9 XB X-5O 94 x 33 x -50 
Ghannsekns wuts tts i SAR eae hy) ieee x3 xX-40)/8 X38 X38 x-44| 84X38 X38 x -46 
Flanged Plate... .. .. «+ + 9x3 10x3 | 10 x 33 | aie 34 Tox 33 
| Subansie . «| TXB X46 | SEX x46 | 9 XB X46 | 9 XB x -5D 9y X BS X +52 
| Ohamnel ee es (7k x8x3x-40/8 x8 XB X-40/8 x8 XB x-44| 84 X BBX BQ x -46 
| Flanged Plate .. eciepke 9x3 | 10X3 | 11x 34 | 11 x 33 ly 12x 34 
I pOKOMANGIET =. asl es seh es) os “4x8 x46 | 8Ex8 De 46 | 9 x38 x-50 | Og x 89 X +2 10 x Bd x 52 
Gharnelan @iuae oe ce 2. iss TH TAME 40 | 8 Seer Sc. 8 X 4 | BE X BY X BE X “46 | 9 x 83 x 84 x +46 
Flanged Plate .. .. .. + «| 10x38 10 x 3h 11x 34 12x 33 To xr 
(Gide . a ok | & Ree ee, 1d ie se 9 x8 x-52 | 9} x 8h x 52 10 x3) x +54 
Ohannel . ee eT XBXBX 40/8 XBXBX-40/8 XB XB X “46 | 84 X 84 x Bh x -46| 95 x 83 x 33 x -46 
Flanged Plate .. .. ss 103 10 x 3} 11 x 84 12 x 34 12x4 
Bubanglo.. . . . . «| 8FXB X46 | 9 XB xX-46 | OF xBEx-5O | 10 x Bh x “52 10 x 34 x -56 
Gnanneles et Gauuer sscec: 7) xB xX8x-40 8 ge ee x46 9 ee te “46 94 x 34 x 34 x -48 
Flanged: Plate 6.0 ss ob. tee 10xX3 (10X38 Dy ora 12 x 33 13x 4 | 
i eee ok | OO ee ee eee x 80 | AEE | 10 x3}x +54 103 x 33 x -56 
| Chanel ws se lB KX BXBX-40/8 X HK 8 x 2dd | Bh KB x3 x -46)93 x34 x 3h x -46/10 x3} x 85 x -48 
Flanged Plate .. .. + os 10 x8 10 x 33 11x 3S 12 x 33 12x4 
Pinna woe ok ee ee 94 x 33 x “50 10 x33 x -52 | 10 x 3d x -56 105 x 34 x +58 
Ghammel ow es BOX BXBX 40 ob AEKSX: 46 9 x Bf x 8h x -46 | 9} x Bh x 8} x 48 |105 x 35 x 33 x -48 
Flanged Plate .. .. .. .. 10x83 | LO x 34 ll x 34 12 x 33 12x4 


For Footnotes see page 184. 


| 16a TABLE 10. 
VERTICAL STIFFENING for WATERTIGHT BULKHEADS. (00 Continuation.) 


Fe ee en ee ee eee | 


DEPTH OF BULK- DEPTH AT CENTRE FROM LOWEST DECK TO TOP OF FLOORS OR INNER BOTTOM PLATING. 
LINE FROM UPPER e z i F 
DECK TO TOP OF Above Bertie Above re Above bee oxoveding Above Hom aes eatiine 
wo oor beh 1h aaa 16 16 ana 17 17 «ana 18 18 ana 19 
pene Feet, not ; Inches, Inches. Inches. Inches. 
Me neon thi thaw ts (eg ee Orne eee 55> X38 x -40 
14 wt 16 : 
‘ ; Wlarged Blateian<e ices os yet) 
is a él ae woth XB R40 7 x8 x-40 
1 » 18 Flanged Plate.. .. .. .. so wl 8x3 9X3 
Bal Aisle sc ates. e oe 7 X38 X -46 
18 , 20 Flanged Plate. .. 0. 6. we 9x3 
BuIA ie ak we sm al 4 mee 
20he g-mee , § ES 
Flanged Plate,. .. «2 +. «+ S405 
eT eee eee 74x38 x -46 8 x3 x -46 8$x3 x -46 
22, 24 ATE A CORES Bg Re! 7 x8 x8 x-40 74x38 x8 x-40 
Paes ep Gt a 9x8 ae 1X 3 10 x 3h , 
Bulb Bogle ane yews You net 8 XB x46 83X33 xX +46 9 XB xX +46 9 x3 x-50 
94° < 086 Gane aceinct Are eas Als Aone Keg (AO) 4x8 x8 x-40 Be Bes Bx 240 & x 8 hk 8 hae 
; FlangedPlate.. 22 i. 2. «2s 10x3 10 x 33 11 Xx 34 11x 34 
mess Ge. ala ol) a Bh SCAB 9 x8 x-46 9 xB X-b0 95 X BS x +50 
26, 28 aS oa ee ol TAK MS ED 8 x38 x8 x-40 8 X38 x8 x-44 84 x8 XB X-46 
. ; die sapmime ie ate iv ate sot 10 x 34 11 xX 34 i lg bee 34 12 x 33 
i RRPiag Ss) sa, ns 9 x8 X-46 9 x8 x-50 94 x 34 X +50 94 X 8d X -52 
28, 30 Chamel .. 2  - | 8 XB XB X -40 8 x8-xX8 x-44 84 x8 XB x -46 84 x 34 x 84 X -46 
Flanged Plate.. .. «6. ws 11 x 34 11x 3h 12x 33 12x 4 
Pal Arwish ag wets. a boi =e 9 x8 X-50 94 x 84 Xx +50 94 x 8h X +52 10 x 3y x “52 
30, «82 Channel. ws | 8 XB XB X44 8x3 xB x +46 84 x 34 x 33 x -46 9 x33 x 3h x -46 
Flanged Plate.. .. .. .. «2 11x 3h 12 x 34 12x4 12x 4 
‘ _| Bulbange .. . . . .. | 94 X 83 X -50 94 x 8d x +52 10 x3} x -52 10 X33 X “54 
Rewer ps4! eta at Seca ee Mere, 84 x3 X38 x-46 84 x 34 x 33 x -46 9 x 34 x 33 a 93 x 34 x 34 x +46 
Flanged Plate.. .. .: .. .. « 12 x 34 12x 4 2x4 18 x 4 
Saly AtgIe ay yee oe 94 x 3h x +52 10 x 35x -52 10 x83 x 54 103 x 35 X 56 
34, 36 Channel :. .. . ery 8h x 3b x 33 nde 9 x 84 x 83 x 46 94 x 34 x 3h x -46 10 x 83 x 3h x 48 
F hore is om Z me as 12x 34 12x4 13x 4 138 x4 
Bubhwiey we mrs. +). | AO KBE X SB 10 x84 x -54 10} x BE X -56 104 x 34 x -60 
BGs ADS Ghamnel 2 |G x 83 x 3d x -46 93 x 3h x 8h x +46 10 x 84 x 34 x -48 103 x 84 x 34 x “50 
Flanged Plate.. .. .. «+ +. + 12x 4 13x 4 13x4 14x 4 
Pulp ATGIb SA pores lve les 10 x 38d x +54 10} x 34 x -56 104 x 33 x -60 11 x38}x -60 
Fee () (SIGE ene eseioeara ma daere 94 x3hx3hx-46 | 10 x8hx3hx-48 | 103 x85 x 85x -50 | 11 X 34 x 35 x -50 
: a Flanged Plate... ee son 12x 4 18 x 4 18 x 4 re pe EES F 
[ee aaa 10 x 84x -56 104 x Bb x +58 11 x3dx -60 113 x 34 x -60 
40 , 42 Chantel 2. feu en hgte cms ae 94 x 3h x 33 x +48 104 x 34 x 3h x -48 Thi 34 x 34 x HO 113 x 33 x 34 x +50 
Flanged Plato ..... .. «. «. 12x4 13x4 14% 2 14 xX 4 
1 Spr ries Me 7 So “104 x 33 x 60 11 x 34 x -60 11} X 3y Xx -60 
4o ee Ae Ohannel . . ..  «. «| 10 X84X85X-48 | 105 x8$x35%X-50 | 11 x 34 x 34h.x -50 | 115 x 34 x 8} x -50 
Flanged Plate .. .. .. . . 13 x4 13x 4 14x4 15 x4 
BulbAngle .. .. .. . .. «| 105X385 x -58 11 x3} x -60 114 X 34 x -60 12 x 3} X -60 
44, 46 | oma... . .| 10) x8hxahx-48 | 11 x3hx3ahx-50 | 1px 3}x8}x-50 | 12 x8} x 3} x 50 
Flanged Plate... .. .. « 13x 4 4x4 14x4 Lb xX 4 
Vnkithe cara i ks 11 x 3h X +58 a ee ns 3h x -60 as ae 3y x -60 12 x 34 X -66 
46 , 48 MIMD. tot eens oe kok ele x 83 x 3h x -48 114 x 3} x 85 x -50 | 12 x 34 x 34 x +50 12 x 8h x 84 x +56 
Flanged Plate. .. .. .. .. 3x4 14x 4 15 x4 15 xX 4 
| Bulbdnge «4... 5.) 21. x 8d ver ana | 114 x 33 x60 | 12 x35x-60 | 12 x3} X -66 
48, 50 | Commer... | 41 xBhxghx-5o | 1dx3hx3ahx-so | 12 x38bx3hx-bo | 12 x8} x 8) x -56 


| Flanged Plate 13x4 14 x 4 15 x 4 15 xX 4 


For Footnotes see page 184. 
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VERTICAL STIFFENING for WATERTIGHT BULKHEADS. ‘ABLE 1G: 


(See Continuation. ) 


DEPTH AT CENTRE FROM LOWEST DECK TO TOP OF FLOORS OR INNER BOTTOM PLATING. 
DEPTH OF BULK- 
HEAD AT MIDDLE —— = - —_ 
LINE FROM UPPER | 
DECK TO TOP OF | Feet. Feet. Feet. Feet. 
FLOORS OR DOUBLE Above Sonning Above ceeting Above exoveding Above exceeding 
BOTTOM. 19 «ma 20 20 aa 21 21 ma 22 22 mi 23 
Feet. o i; Tnehes. Inches. Inches. Inches. 
Abor exceed: od 
18. a 20 BulpAngle, i. c, sx 3s A 7x X 8 xX -46 
Flanged Plate .. .. 2. o « 10 X38 
Bulb Angle eae BOs: 8 X38 xX +46 83 x3 x -46 
20 . 2 oe ae heh ere 7X8 X8 X-40 74x8 x8 Xx-40 
Flanged Plate .. .. «2 .. 10 X 3h 11 x 31 
Bulb Angle .. .. Leet — i : 9 xB x50 
BD ES aoe. feet OS CUP fea Ges aye § ee tye sane 8 X38 X83 xX 44 
Flanged Piste. se oo | 12 Xx 3} 
Buy ANG cs oss ve oe ie 9} x 34 x -50 
24. 626 ORABNOD Sau, tg. for. se eee a 84 Pad He eh pe Le : 
Fl 1 ety Ae piernien pas g 1 
anged Plate i 12 Xx By 
Bulb Angle wow. 0. ues 93 X By X +52 10 x 83 Xx +52 10 x38} x +54 
207 es Gnannel, 2; 6s fe sve dap wg oe 84 x 34 x 34 xX -46 9 x 33 x 33 X -46 93 x 34 x 33 x -46 
Flanged Plate .. .. .. .. «. 2x4 12x 4 18 x4 
Bubange....... | 10 X85 -B2 “10 x3hx -54 104 x 3h x -56 105 x 33 x -60 
28 , 80 Ohannel .. .. . | 9 XBHX BS X -46 ob x3hx3hx-46 | 10 x3bx3$x-48 | 105 x 83x 3d x +50 
Wianeed. Plate, (4.0, sigle cote 12x4 13 x4 18 x 4 14 x4 
Bulb Angle... .. .. «| 10 X85 X -54 103 x 384 X -56 103 x 84 x -60 11 x8} x -60 
30, 92 | Chama... | 9b xBbxahx-46 | 10 x85x84x-48 | 10x 3p% 39x50 | U1 x 84 x 84 x -50 
Flanged Plate .. .. .. .. 13 x4 18 x4 14x 4 15 x4 
Bulb Angle... .. .. .. | 105X845 x -56 103 x 34 X +60 11 X38} x -60 113 X 83 x +60 
32, «34 chanel... 10 XBhX34x-48 | 10) x 85x BEX -50 | 11 x BZ x By X -50 113 x 34 x 33 x +50 
; phenct <see 5) oe ge erie 13 x4 ju ft 14 xX 4 15 x 4 
BalpAnmley cs... ciduslees one 103 x 34 xX -60 11 xX 34 X 60 114 x 33 X 60 sD) 3s 35 x 60 
34, «36 Gnamnel ws. | 105 XBR xX 3hx-50 | WT xBhx3bx-50 | 115 x 38Fx8Rx-50 | 1 x 34 x 84 Xx +50 
Flaviged Plate... 2. is <. > 14 x 4 4x4 15xX4 16x4 
Bulb Angle... .. «| 11 x84 X +60 114 x 3 x -60 12 x 84 x -60 12 X By X “64 
B60 si 4 88 Chawnedenta cay cee iveres bel el Leet 33 x 34 XK +50 = 113 x 35 * 33 X +50 12 xX 33 x 33 xX +50 12 xX 34 x 33 x 54 
a _ eae rate fran ays 14 x4 15 xX 4 15 x 4 16 x5 
Bulb Angle... .. 114 x 33 x -60 12 x84 x -60 12 x8} x -64 
38, 40 Channel. | 1 x Bh x BEX -5O | 12 x85xBEX-50 | 12 x8hx3hx-54 | 12 x4 x4 X54 
Flanged Plate .. .. « : a 4x4 15 x4 16x4 16x5 
AIH AMBION): «re dfagys er 12 x33 x -60 | 12 x 34x -64 
40 ,, 42 Channel... ss «| 12 X84X85X-5O | 12 x8¥xBEx-54 | 12 X4 X4 X54 | 12 X4 X4 X60 
Flanged Plate ae 1bx4 | 15 x4 16x4 16 x5 
Bulb Angle | 12 x34 x -60 12 x3} x -66 
42 . 44 CHANNEL eye derek ivewa, crane ne tae 33 x 34 x +50 120% 33 x 33 x+56 | 12 x4 x4 X-56 
Flanged Plate .. .. .. .. « 1x4 16 x 4 16 X 4 
Bulb Angle .. .. a hemos 42 x 34 x 66 ; 5 ae “se whol te X i 
i>. 46 GhRGNeley coc cose seh cael EO! ope 34 x 34 She 1 10 oa ocd SHG 
Flanged Plate .. «. 6 we 15 x4 16 xX 4 
CHORE) ve ce pie se ee as el ID Oa KA x “56 4 : 
46, «48 | Flanged Plate .. .. .. w «| 16 x4 
ee 


For Footnotes see page 184, 
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VERTICAL STIFFENING for WATERTIGHT BULKHEADS. 


DEPTH OF BULK- 
HEAD AT MIDDLE 


tT 


ABLE 1O. 


(Concluded, ) 


DEPTH AT CENTRE FROM LOWEST DECK TO TOP OF FLOORS OR INNER BOTTOM PLATING. 


LINE FROM UPPER 
DECK TO TOP OF 
FLOORS OR DOUBLE 
BOTTOM. 


Feet. 
not 
exceeding 


24 


and 


Inches. 
9} x 3} x -50 
84x38 x8 x +46 
12 x4 


Bulb Angle 
Channel 
Flanged Plate 


Bulb Angle 
GHanNNeL sys se es we! oe ke 
Flanged Plate | 


Inches, 


10 x 84 xX +54 
94 x 33 x 34 x -46 
18 x 4 


Inches. 


105 x 34 x -56 
10 X 8} X By X +48 
4x4 


Inches. 


Bulb Angle 
Channel 
Flanged Plate 


11 x 33 x -58 
11 x 83 x 83 x -48 
15 x4 


ll x3} x -60 
11 x38} x 83x -50 
15 x 4 


Bulb Angle .. 
Channel 
Flanged Plate 


113 x 34 x -60 
115 x 33 x 3} x -50 
15 X 4 


Bulb Angle 
Channel 
Flanged Plate 


12 x 35 x -60 
12 x 83 x 83 x -50 
16 x 4 


12 x 34 x 64 
12 x 84 x 83 x -54 
16 x4 


12 x3} x -60 
12 x3}x 3 x -50 
16 x4 


Bulb Angle 
Channe 
Flanged Plate 


12 x By X -64 
12 x 84 x 84 Xx -54 
16 x4 


12xX4 X4 X54 
16 X5 


‘Bulb Angle 
Channel 
Flanged Plate 


12 x38}x -64 
x 84 x 34 x 54 
16S 


12x4 X4 X54 
16 X5 


12xX4 x4 X -60 
16 X5 


12x4 x4 xX-60 
16 xX 5 


1X4 RETO 
16 X6 


Channel 
Flanged Plate 


X4 X4 
16 X5 


12X4 x4 X-60 
16 X5 


12x4 X4 X-70 
16 X6 


Channel 
Flanged Plate 


x4 X4 
16 X 5 


Bracket plates or other efficient attachments are to be fitted at the heads and heels of 
all vertical stiffeners, except in the upper ‘tween decks. For stiffeners in upper tween decks 
see small Table. 


Where the stiffeners ure stopped at a wood deck the beam spaces adjacent to the bulkhead 
are to be plated over to form an efficient semi-box beam, to which the brackets on the 
stiffeners are to be attached. 


In Small Vessels where it may be desired to fit stiffeners without brackets, the stiffeners 
are to be increased in size beyond the dimensions given in the Table. 

The stiffeners are to be spaced 30 inches apart, centre to centre, except on the collision 
bulkhead. 

On the Collision Bulkhead the vertical stiffeners are to be spaced 24 inches apart, and 
horizontal stiffeners of bulbangle, one inch deeper than required for bulb angle frames in peaks, 


%* VERTICAL STIFFENERS TO WATERTIGHT BULKHEADS 


IN UPPER ’TWEEN DECKS, 


HEIGHT OF 


‘TWEEN DECKS. 


| Feet. 


ale a | 
not | 


Above exceeding | 


Feet. 
Above 


and 


Feet. 


not not 
exceeding | Above 


10 


exceeding 


Not exceeding 8 


8 ana 9 9 
are to be fitted on the opposite side of the bulkhead, spaced 4 feet apart, and attached to the = 4 


sides of the ship by efficient brackets. 


Inches. 


34x3x 30/4 X3xX-B4 45 x3x-34] 5 


Inches, 


X 3X -34 | 


Inches. Inches, 

Where flanged plate stiffeners are 12 inches or more in depth, horizontal tie bars with 
intercostal plates spaced not more than 10 feet apart are to be fitted as shown in sketches on 
pages 127 and 129. The tie bars to be of the dimensions required for side stringer angles and aid 
the intercostal plates of the same thickness as the bylkhead plating. 


FLANGED { B 
The Bulkhead Plating is to maintain the thickness required by the Table, at floor or tank ett 

top from the bottom of the bulkhead to one-half the height to the lowest laid deck, from ee 

whence it may be gradually reduced to the thickness required at upper deck, but in vessels 

having ‘tween decks the thickness of the plating in the upper ‘tween decks need not exceed ‘26 

of an inch, in the second tween decks ‘30 of an inch, and in the third ‘tween decks ‘34 of an inch. 
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BEAMS fitted TO EVERY FRAME, with a Steel or Iron Deck. TABLE 11. 


(See Continuation.) 


BEAMS AT UPPER DECKS IN STEAMERS WHERE MORE THAN 
ONE TIER OF BEAMS ARE FITTED, AT AWNING OR 
SHELTER DECKS AND AT FORECASTLE DECKS, AND 


UPPER DECK BEAMS IN STEAMERS WHERE ONE TIER 
OF BEAMS ONLY IS FITTED; 
FOR SAILING VESSELS, see Footnote (a). * * 
See also Sec. 47, Par. 7. 


LENGTH BRIDGE DECKS EXCEEDING ONE-TENTH THE VESSEL’S LENGTH 


AND POOP DECKS COVERING ENGINE AND BOILER OPENINGS * #* 


OF BEAM 


BEAMS AMIDSHIPS. (b) 


{(For Beams at ends see Footnote, Table 13,) 2 
tea BPS SSE EES _ —| fore and aft. 


BEAMS AMIDSHIPS. (0) Beam Knees 
(For Beams at ends sez Footnote, Table 13.) fore and aft. 


| Beam Knees 


AMIDSHIPS. 


See also Sec. 2 8 he 
20, Pars. 10 See Sec. 20, 
With one row | With two rows | With three rows . a With one row With two rows With three rows | Par. 10. 
of Pillars. of Pillars. | of Pillars. & 11, of Pillars. of Pillars. of Pillars. | 
Angles. Angles. Angles. Angles. Angles. Angles. 
ins. ins. ins. | ins. ins. ins. | ins. ins. ins. | ins. ins. ins. ins. ins. ins. ins. ins. ins. ins. ins, ins. ins. 


18 |3}x2}x:30| 38} x 24x°80/3 x2}x'30|11 x30] 
20 |4 x23x°‘30|3}x23x ‘30/3 x23 x°30|12x 30 

2 4 x3 x'30/4 x2}x°30 33x 23 x °30| 13 x 30 
22, 24 [44x38 x'30)4 x3 x'30/4 x23x 30) 14x °30 

4, 26 15 x3 x:30\4}x3 x'30/4 x3 x30/ 15x30 
{5 x3 x34)5 x3 x30 45x3 x30 16x30 
) [5Ex3 x°34/5 x3 x-34/5 x3 x-30/17x 34 
Bulb Angles. _ : 7a ee 
BEXB x°34/5}x3 x 34/5 x3 x34) 18x34 
6 x3 X36 5EXB XBL 5x3 x B4 19x 40 
63x3 x '38)6 x3 x36 55x3_x 40 20x40 
7 x3 x40 6 x3_ x40 5] x3 X°B4 21x 40 
74x38 x-42\ 6x3 x42 54x38 x-40/ 22x 42 


8 x3 x'46,7 x3 x'42\6 x3 x40 23x 46 


4x3 x'30/4 x3 x30! 3 
5 x38 x'30/4 x3 x'30) 4 
5 x8 x°34/4)x3 x30] 4 
x" t 
x" t 


30 11x30 | 
30 12x30 | 
12x 30 


Ww) 


BEx3 x-34/5 x8 x30 30 13x30 

4x3 x-4015 x3 x34 30 | 13x ‘34 
bEX3 x 34 54X3 x34 4hxB x30 14x34 
B4x3 x40 53x3 x40) 5 x3 x30 15x40 
ie 


wo 


x |K | KIKIX 
bo 

bol Rol— to tl 

Pee | oe Seas O6 
PSU) 
=, 


| 


4x3 x34; 54x3 x30) 16x -40 


7 x3 x-40/5}x3 x40] 5$x3 x34) 17x -40 
74x38 x°42)6 x3 x-40|_ 53x3 x40) 18x40 | 


6Lx3 x-40| 5}x38 x '34/ 19x40 
‘7 x3 x-40| 5}x3 x40) 20x40 
7 x3 x42! 6 x3 x-40|21x-42 
7x3 x‘42) 64x3 x-40/ 22x42 
8 x38 x‘42| 7 x38 x:40/23x-42 
18 x3 x46! 7 x3 x-42/24x-46 
182x383 x°46| 7x3 x-42|25x-46 
8h x3hx 48] 8 x3 x42) 26x48 
~ ASS x38) x-46127 «-48 
—8ix3 x 46/28 x 50 
“Bh x BEX 48 | 29 x 50 
9 x3)x°48)| 30x ‘50 
9 x34x 50) 31 x -50 
91x 31x50 32x50 
94x33 x ‘54 | 33 x 54 
10 x34x°54 34x54 
10 x3}x ‘58/35 x ‘58 
103 x 34 x ‘58 | 36 x 58 


8)x3_ x46 7x3 x42 6ExB_x 40) 24x50 


8 x3 x-44/7 x8 x40 25x50 


84X38 x46/7 x3 x44 2 
{83x38 x50)73x3 x44 27x '50 


(q@) In sailing vessels where the length of the midship beam does not exceed 30 feet, the upper and lower deck beams are to be } inch deeper than given in 
the Table for upper deck beams of the same length, and where the length is above 30 feet, the upper, lower and orlop deck beams are to be 1 inch 
deeper than given in the Table for upper deck beams of the same length. 


(B) The beams at the ends of hatchways may be of the same size as the remainder of the beams, provided they be supported at the hatch corners by pillars 
or girders. 


* %* Where the height between decks exceeds 8 feet 6 inches the size of beams is to be increased. 
See footnotes on Table 13. 


* 
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BEAMS fitted TO EVERY FRAME, with a Steel or Iron Deck. TABLE Ld, 


(Concluded. ) 
ALL TIERS OF BEAMS (IN STEAMERS) BELOW UPPER DECKS BEAMS AT BRIDGE DECKS LESS THAN ONE-TENTH THE 
esa NOT FITTED EXCLUSIVELY FOR THE ACCOMMODATION OF VESSEL'S LENGTH, AND POOP DECKS NOT COVERING 
PASSENGERS. f 3 ENGINE AND BOILER OPENINGS. 
OF BEAM 
BEAMS AMIDSHIPS. (b) 
AMIDSHTPS. (For Beams at ends see Footnote, Table 13.) ae Se eae 1 2 3 — ae 
4 2 3 See Sec. 20, With one row | With two rows With three rows oh 7 Pa 
With one row With two rows | With three rows Par. 10. of Pillars. of Pillars. of Pillars. Par. 10. 
of Pillars. of Pillars. | __—sot Pillars. 
Above = SO ins. Tks i 5 a 3 | 5 an? Ki » t ins. a i, ate. see ins. sea aye. ins ins aA 
aber » ins, ins, 
Ts) ou se th bP || 
> 7) eae hens Be od 
22. 24 | 3 X25x'28|3 x24x°28| 3 x24x'24| 8x°28 
24, 26 15) ‘B0).-5. Se oB0 2 eB 33 x 23 x ‘28 | 33 x24 x‘:28| 3 x2bx-26! 9x-28 
26, 28 [54x38 x‘34); 5 x3 x'30| 4 x2kx% 34 X 24 x ‘20/33 x 2x30! 3 x21 x-28! 9x-30 
28 ,, 30 15: ‘40| 5 x38 x34) 4 x3 x% 4 x23~x ‘30/33 x 24x °30| 3 x24x:‘30|10x°30 
ty Angles. | | . 
30 , 32 153x383 x:34| 53x38 x34) 4x3 x% 4 x3 x°30/4 x2}x°'30| 33x 23x30) 11x -30 
32 , 34 [53x3 x36 Dae O OG! E>x3 x'380/4 x3 x30) 33 x 2}x 30) 11 x °30 
| ulb Angles. miter We Tes Pe Ea 
384 , 386 (6 x3 x36) 53x38 xK'B4| OFXx3 xX: 15 x3 x'380)4 x3 x30) 4 x24x°30/12x 30 
36, 388 64x38 x38] 54x38 x40! 54x38 x 0/5 x8 x'34/4}x3 x30) 4 x2}x-30/ 12x30 
poe 4 40: x 40) | BEX8 x 5x3 x'34/5 x3 x-34| 4 x8 x-80/13x ‘34 
= =~ Bulb Angles. ‘| “Bulb angiess | area a =e cry 
40, 214 ee OeX3 X% 0}52x3 x" *34)52x3 x34) 43x3 x°30) 14x34 
22, 44 3X3 X° 5Ex8 _X 40 0yX3 X'40| 5 X3 X 30/15 x -40 
a fi Bulb Angles ee ee 
44, 46 | | 7 x8 x-42| x" BEXB x34) 54x38 x 80/16 x -40 
46, 48 x38 x42) ELS: 5}x3 x40 5) x8 x34) 17x 40 
4, DO]. | eR x 42| me 6 x3 x-40)_53x3 x40) 18x40 
Z “hun ig | 
50, 52 8 X38 x46) 7 x3 x4 6hx3 x40) 5)x3"x'34) 19x40 
Lee ne | 8x3 x46 ? 7 x3 x‘40) 5$x3 x'40/ 20x40 
54, 96 83x33 x48 x JT x3 x42) 6 x3 x40) 21x 42 
56, 58 9 x32 x48 x4 TyxX3 X42) 6x3 x40) 22 x 42 
epS--g-60- 9 x3}x°'50| ac: 8 x3 x-42| 7 x3 x-40/23x-42 
60, 62 Dx 7 xB x42 24x46 
62, 64 13X38 X42 25x46 
64, 66] 8 x3 x42 | 26 x 48 
66, 68 _8 x3 x 46/27 x "48 
68. 70 81 x3 x46 28x50 
(ey 7 83 x 34 x 48 | 29 x 50 


Fite wont Pr a es x 34 x 58 | 35: | 9 x3}x-48 30x50 
ie ae Piet s BR 36x58 | |9 «8a. x 50/81 X50 


ore 105 x BE x62 87 x 62 | 9F x 84x50 | 82 x 50 
KS 422-00 LT x BEX: 62. 38 x “62 | | 9F x35 x54) 33 x 54 


(@) The beams at the ends of hatchways may be of the same size as the remainder of the beams, provided they be supported at the hatch corners by 
pillars or girders. 
The beams of decks fitted exclusively for the accommodation of passengers and of all tiers in peaks may be of the size given for upper deck beams 
where more than one tier of beams are fitted. 


Beams at the ends of decks below the upper deck less than two-fifths the length of the midship beam may be of the size given for upper deck 
beams at the ends of the vessel. 


#* * Where the height between decks exceeds 8 feet 6 inches the size of beams is to be increased. 
See footnotes on Table 13. 
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BEAMS fitted TO ALTERNATE FRAMES where no steel or 


iron 


deck 


is fitted. 


UPPER DECK BEAMS IN STEAMERS WHERE ONE TIER 


OF BEAMS ONLY 


Is FITTED; 


FOR SAILING VESSELS, sce Footnote (a) 


TABLE 
(See Contin 


ph 2A 


uation. ) 


BEAMS at UPPER DECKS IN STEAMERS WHERE MORE THAN ONE 
TIER OF BEAMS ARE FITTED, at AWNING OR SHELTER DECKS AND 
at FORECASTLE DECKS and BRIDGE DECKS EXCEEDING ONE-TENTH 
THE VESSEL’S LENGTH AND POOP DECKS COVERING ENGINE and 


LENGTH OF See also Seo. 47, Par. 7. 1 ee BOILER OPENINGS. +3 

BEAM BEAMS AMIDSHIPS. (0) ap ee BEAMS AMIDSHIPS. (B) maar Knees 
AMIDSHIPS. (For Beams at ends, sce Footnote, Table 13.) _| fore and aft. a Tr cape Footnote, Table 18,)_ arene 

With one row Me With two rows of | With three rows of ane . 1 Sirsits sske vow ot, 1. Wik pee newnot | With three rows of ee 4 (2 

Pillars. | Pillars. Pillars. | iars. | a Pere es 

EE Ad TE Tal bat ak: coe nn fk ee in| eos. |S ime. | a ee | ins. ge es gS 

16 m 18 1x3 x'34/44x3 x°30/4 x3 x‘30|12x°30 | 
is, 20 |5 x3 x 34/5 x3 x B4/4}x3 x34 13x30 ina ome | 

30, 22 [x3 x40 54x38 x-40/5 x3 x-40/15x°30[53x3 x 345 x3 x34 4hx3 x34) 14x30 
92, 94 |5¥xBhx 44 5}x3}x-40 5}x3 x40) 16x -30]5} x3} x40 5}x3 x34 4Ex3 x84 14x °30 
o4 , 26 | 6x30 |6 xBhx-44/5}x3}x-44/18x 30] 6x26 54x34 x40 5 xB x84) 15x30 
06, 28 | 6x34 | “6x D6 (6hxB}x-44/19x-34] 6x30 5EX3EXx 44 54 x3 x34) 15x30 
28, 30 | 7x34 6x30 6x26 |21x-34| 6x34 | 6x26 5x3 x-40/ 16x34 
7x40 | 7x30. | 6x80 (22x40) 7x30 | 6x30 |5}x3hx-44/17x°34 
rex-40 | 7x34 | 6x84 [24x40] 7x34 | 6x-34 |[6}x3}x-44| 18x34 
8x44 7x40 7x30 |25x-44] 7x40 7x30 6x26 | 19x-40 
9x 44 8 x 40 | 7x34 (27x44) 8x40 | 7x34 | 6x30 | 20x40 
9x50 8x44 7x40 28x50] 8x44 7x40 6xB4 21x44 
10°50 9x44 8x40 |30x50] 9x44 8 x40 7x30 |22x-44 
10x54 | 9x50 8x44 [31x54] 10x44 8x44 7x34 [23x50 

~ | 10x44 | 9x44 [83x54 ; 9x40 | 7x40 | 24x50 

"10x50 9x50 34x54 | 9x44 | 8x40 |25x 54 

“| 10x54 | 10x44 /86x 54 10x44 | 8x44 [26x54 

| 10x50. 37x54 10x50. 9x40 (27x54 

oar) | 2S 10x84 | 9x 44 | 28 x 54 

1x50 Khe 29 x ‘54 

| eee 10x44 80x54 
me Micon Ok. |. ba LO mee eee 

‘Faia Ee ee 10x54 32x ‘54 

RS. eee | ta 11x50 |33x-54 

ae Sore <a 11x54 | 34x54 


(ee) In sailing vessels where the length of the midship beam do 
Table for upper deck beams of the same length; and where the length is above 30 feet, the upper, lower, and 


deeper than given in the Tables for upper deck beams of the same length. 


(DB) Single angles fitted to hatch end beams are to be equivalent to the double angles required by the Rules. 


* * Where the height between decks exceeds & feet 6 inches, the size of beams is to be increased. 


See: footnotes on Table 18 


es not exceed 30 feet, the upper and lower deck beams are to be } inch deeper than given in the 
orlop deck beams are to be 1 inch 
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BEAMS fitted TO ALTERNATE FRAMES where no steel or TABLE ie. 
iron deck is fitted. (Concluded.) 


ALL TIERS OF BEAMS (IN STEAMERS) BELOW BEAMS at BRIDGE DECKS LESS THAN ONE TENTH THE 


UPPER DECKS NOT FITTED EXCLUSIVELY FOR VESSEL'S LENGTH, and POOP DECKS NOT COVERING “STRONG” HOLD BEAMS (e) 
LENGTH OF; THE ACCOMMODATION OF PASSENGERS.+ 2 ENGINE and BOILER OPENINGS. 
BEAM : = <— = a [an 
BEAMS AMIDSHIPS. (6) Raum ness 
AMIDSHIPS.| (For Beams at ends see Footnote, Table 13.) . | eee Double Angles ee 
1 ; 9 i = “3 —| fore andaft ' il 24 3 fore and aft. 8 fore and aft. 
| 7 Plate. on top and 
2p h f Ww 
With one | with two | with three rows | S# See. 20: wit heeiee pening dy uta ec rows of| cee sec. 20. pottom edges. | Se Seo. 20. 
row of rows of | | Par. 10. ars. TB. ATS. . 10. Par. 10. 
Pillans: | eeiitarss | ee CEA (ey ae ae) eee ~~ a mR. = ad 
| | Angles. Angles. Angles. Angles. 
texf ins. ins, |ins. ins.| ins. ins. ins. | ins. ins. | ins. ins. ims, | ins, ins. ins. ins. ins. ins. | ims. ins. Jins. ins.| ins. ins. ins. 


| 4b x3 x3044x3 x'304 x3 x-3011x 30 


Bulb Plate. 


26 7x "30, 6 x 305} x 34 x 44/17 x 34H4 x3 x 3442x383 x 344 x3 x 8411 x30) 7 x 343 x3 x30 


28 7x34 6 x 34/64 x 34 x 4418 x 345 x3 x -34i4bx3 x 8444 x3 x ‘84/12 x 30) 74x 343 x3 x34 
‘ Bulb Plate. - i Tr bp ee roa 


7x°30| 6x:26 19x-401bEx3 x°345 x8 x‘34'4bx3 x 3412 x30) 8 x-4083x3 x34 
x3 x34 
x4 x34 


7x34 6x°30 20x 4054x3 x4054x3 x-B44bx3 x-3413x ‘30 8}x 40 
7x40 6x34 21x 4454x382 x 4451x383 x405 x3 x'3414x 3019 x44 


Bulb Plate. 


36 9x -44|:8x 40) 7x-30 (22x44) 6x°30 (5hx33x 44153 x3 x ‘34/15 x 30] 94x 444 x4 x40 


Bulb Plate. 


4 
t 
4 
3810 x 44) 8x44, 7x34 23x D0) 6x34 6x26 |54x3 x-4016x ‘3410 x 504 x4 x44 
5 + 
4 
5 


40|10 x-50, 9x-40) 7x40 [224x501 7x34 6x°34 |54x33x°4418 x ‘B40 x ‘544 x4 x44 : 


shox-54 9x44) 8x40 25x] 7x40 | 7x80 =| 6x26 19x-401 x-54i4 x4 x44 
4411 x 5410x448 x44 26x D4] 8 x “40 7x 34 6x30 20x-40H1}x 545 x4 x-4430x° 
10x°50| 9x40 27x°54 7x40. 6x°34. 21x-402 x 545 x4 x44 
10x‘54) 9x44 (28x54) 8 x 40 7x30 22x-44112 x-605 x4 x44 
11x50 9x50 29x54 8x44. | 7x34 23x 44112 x-606 x4 x°50 
11x54) 10x-44 30x54 9x40 7x40 24x B03 x 606 x4 x‘50B4x:° 
12x50) 10x‘50 31x -d4l 9x 44 8x40 25x ‘54113 x-606}x4 x50 
12x54) 10x‘54 32x 9x50 8x44 26x -d4I13 x 606} x 43 x 5036 x° 
11x‘50 33x54! es 9x40 27x BAB x 6063 x 4} x 5487 x: 
11x‘54 34x54 9x44 28x-b4f14 x 606} 44 x 54 
12x‘50 35x54 | 9x50 29x-54ll4 x +6016} x 43 x “54 
12x54 36x54 10x44 30x ‘54114 x -6463 x 42 x 6040 x: 
12x60 37x60 | 10x50 31x-d4|15 x 646} x44 x 60 


T The beams of decks fitted exclusively for the accommodation of passengers and of all tiers in peaks may be of the size given for upper deck beams where 
more than one tier of beams are fitted. 


Beams at the ends of decks below the upper deck, less than two-fifths the length of the midship beam, may be of the size given for upper deck beams at the 
ends of the vessel. 


+ Where the height between decks exceeds 8 feet 6 inches the size of beams is to be increased. 

(®) Single angles fitted to hatch end beams are to be equivalent to the double angles required by the Rules. 

(e) These beams are to be formed of a plate with double angle bars on the upper and lower edges. The beam plates and angle bars are to be of the sizes given 
above, and the broad flanges of the angle bars are to be fitted horizontally. Semi-box beams may be adopted in lieu thereof, formed of bulb plate 
and single angle bars of the sizes given for upper deck beams, kneed to two consecutive frames with a covering plate of the thickness of the angles. 

Strong beams in the machinery space are to have double angles on their upper and lower edges, unless cross tie plating is fitted on them, in which 
case only single angles need be fitted to the upper and lower edges. 
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BEAMS OF BULB PLATE, AS 


ANGLES. 
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TABLE 18. 


EQUIVALENT BEAMS fitted TO ALTERNATE FRAMES. 


DOUBLE 


| EQUIVALENT BULB TEE OR BULB 
ANGLE BEAMS WHERE NO STEEL 
\) OR IRON DECK IS FITTED. 


EQUIVALENT BULB PLATE AND DOUBLE ANGLES, BULB TEE, CHANNEL OR BULB 
ANGLE BEAMS WHERE A STEEL OR IRON DECK IS FITTED. 


EQUIVALENT BEAMS 
fitted TO EVERY FRAME. 


| 
BEAMS OF BULB | 


ANGLE, AS PER 
TABLE 11. 


EQUIVALENT CHANNEL 
BEAMS FITTED TO EVERY 
FRAME, WITH A STEEL OR 
TRON DECK. 


J 


Bulb Angles. 
ins. 


ins. ins. 


8 x8 x42 
8 x3 x46 


i 


Channel Beams. 
ins. ins. 


ins. ins. 


i" x3 x3 x38 


84x3 x46 


4x33 x ‘48 


74 x 84x 84 x 42 


9 x3}x ‘48 


8 x3hx3h x42 


9 x3}x°50 


8 x33} x33 x 


93x 34x °50 


81x 34x 34x 4 


94 x 34x ‘54 
10 x3}x ‘54 


103 x 33x 58 


10 x3} x58) 


83 x 3x 33 x °48 
9 x3}x3}x-48 
9 x34x3hx 50 
10 x 84x 3EX 50 


103 x3}x 62 


104 x33 x3} x: ‘52 


11 x 38Ex 62 x 62) 


nal x 3h x 3x ‘52 


Seta ad on oe a; i] sfomaon ] 

ulb Plate.| Double Angles. aba Tee Beams. Bulb Angles.* Bulb Plate. Double Angles. Bib Tee Beaminle Channel Beams. Bulb Angles. 

ns. ins. ins. ins. ins. || ins. ins. ins. | ins. ins. ins. |ins. ins.| ins. ins. ins. | ins. ins. ins. | ins. ins. ins. ins. | ins. ins. ins. 
6 x 26/23 x 2} x 24) 63x3 x40 . 

6x 3023 x Qh x 2d \Oex3 x44] z 6 x38 x°40 
6x B42Lx 25x30; | 2 XB X44) 6x 2625x2524 ee : 6Ex3 x40 
7x 303 x2bx30| «(| XS X46 Ox BUAxXBx a 7 x3 x42 
7x ‘343 x24x°30) 7x5 x34) 74x83 x50 OX R421 x24 x : ae ; 74xX3 x42 
7x 403 x3 x30) 7x5 x40) 8X3 x50] 7x 303 x 24x30) ig 7m 8 x3 x42 
8x 403 x3 x30) 8x5}x'40 9 x3hx 50) 7x 343 x24 x 30, 7x5 x 34-7 x8 x3 x-40| 8 x3 x46 
8x ‘443 x3 x 34, 8x5hx44 7x 403 x3 x30, 7x5 x-40| 72x38 x38 x40] 84x3 x46 
9x 4033x383 x34 9x53x-40) “8x ‘363 x3 x‘30| 8x5} x 36 7ExB x3 x 42 “8LXx3 x 48 
9x ‘4433 x3 x 34, 9x5} x 44 ~| 8x 403 x3 x-30| 8x51 x40) 74x31 x84 x 44] 84X33 x °50 
9x 50B4 x 3h x34] 9x53 x 50 “8x 443 x3 x84] 8x5) x44 8 x3Ex3bx 44 9 x34 x°50 
10 x 44331 x 34x ‘34/10 x6 x “44 9x 403Ex3 x ‘34 9x5)x-40 81x 3} x3) x 46) 9} x 3) x2 
10x 5033 x 3hx 34/10x6 x50) ; “| 9x :4418bx3 x:34| 9x54 x -44) 81x 34x31 x50) 93 x35 x ‘56 
10 x 54/3} x 31 x ‘40/10 x 6 x 54. : : 9 x ‘50184 x 32 x ‘34! 9x 53 x 50 9 x31x31x 48/10 x3} x ‘56 
11x 503} x33 x 4011 x 61x x 50) 10 x 44/33 x 3h x °3410x6 x'4410 x3} x3} x ‘48103 x 3} x ‘56 
11 x 54/31% 31 x 40/11 x 63 x 54) 10x *5034 x3} x °3410x6 x-50103 x84x34x 4811 x31 x ‘56 
12x 5034 x34 x "44/12 x6}x'50 LOX ‘b434x3)x 4010X6 x ‘D411 x3bx34x ‘5211 x3}x 62 
12x 5431x81x 44 12x63xK54 sf 508} X83. x 4011 X63 x “50113 x33 x35 Xx ‘D214 x 34 x 62 
12 x 6033 x34 x 44/12x63x°60, SLL 431 x 81 x ‘4011 x 6} x 5412 x4 x4 x°5212 x4 x62 


Where one row of pillars is fitted, the beams at the ends of a vessel which | 


do not exceed in length two-thirds that of the beam amidships, may be 
of the size required by the columns numbered 2 in Tables 11 and 12; and 
beams at ends which do not exceed half the length of the beam amidships 
may be of the size required by columns 3 in Tables 11 and 12. 


Where two rows of pillars are fitted amidships, the athwartship distance between 


the rows is to be about one-third the breadth of the vessel amidships; and 
the beams at the ends which do not exceed two-thirds the length of the beam 
amidships, may be supported by one row of pillars, and be of the size 
required by columns 2, and where the lengths of the beams at the ends do 
not exceed half the midship beam length the size may be as required by 
columns 3, if supported by one row of pillars. 


Where three rows of pillars are fitted amidships, the athwartship distances 


between the rows of pillars is to be about one-fourth the breadth of the 
vessel amidships, and the beams throughout are to be of the size required 
for beams amidships by columns 8; but where the lengths of the beams 
do not exceed three-fourths the length of the beam amidships, two rows of 
pillars may be fitted ; and where the beams at the ends do not exceed half 
the midship beam length, one row of pillars may be fitted. 
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Diameters of SOLID PILLARS fitted TWO FRAME SPACES APART. TABLE 14. 


(See Continuation.) 


PILLARS TO BEAMS OF SECOND DECK. 


PILLARS TO BEAMS OF UPPER DECK. 


LENGTH Three rows of Pillars. 


One row of Pillars. tar, wo rows of Pillars. 


One row of Pillars. | Two rows of Pillars. Three rows of Pillars. 


LENGTHS OF BEAMS AMIDSHIPS IN FEET. LENGTHS OF BEAMS AMIDSHIPS IN FEET. 


596367717579 2 


ins.| ins.| ins.! ins.) ins.| ins.) ins, ins. ins, ins. ins. ins. ins, ins. ins,| ins.) ins.]] ins. ins.) ins. ins.| ins.| ins. ins, 
$253 3435383) 24 53 343} 391 31 3234 33)81 323} 38 33 3g 


Isy30393¢4 444 


coon 44475155 


ly Fe : . lt 
a ins.) ins, ins.) Ins. ins. ins ins.| ins.| ins.) ins. 


$2} 29129 24125 291252321 3 


3 3 (41293) sppisi sts 


PILLARS TO AWNING, SHELTER, pecs FORECASTLE, AND POOP 
DE MS. 


324,242 


EQUIVALENT PILLARS. 


Solid Pillars, as per inches. inches. enti: inches, __ inches. / inches, | i. | inches, inches. | inches. | — inches. Wee 36 
Table 14, Diameter. 24 21 | 23 25 AY 25 25 25 3 | 3% 34 | 33 | 33 | 
Equivalent Hollow ; | | | | | 

Pillars. —Diameter| 23 $523 x re) 8 x 143 X 8/34 X 85/34 X 185}3$ X 54 X 1g/4d X Volt Xt 43 Xe X 5 53 X16 


and Thickness.* 


Solid Pillars, as per| inches. inches. | inches, inches. inches. inches. | inches, inches. | inches. | inches. inches, inches. inches. 
if ‘ Or | ‘ ~ | | ‘ | a) > > - 
Table 14. Diameter. 32 37 4 4} 4} | 4} 2) of | _ 5s 53 ail 6 64 = 63 64 


Equivalent Hollow], | | | | 
Pillars, | Diameteri0$ X 1%3|6 X 1'6)6 X ye \O4 X 1°6|02 X X 563 x a5\7 x 395'7 X ERI7E X TGI7E X 188 X 1888 X 14182 x 139 X 1 
and ‘Thickness. | | | 


The hollow pillars required by the above Table are to have solid welded heads and heels. 
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Diameters of SOLID PILLARS fitted TWO FRAME SPACES APART. 


PILLARS TO BEAMS OF THIRD DECK. 


TaBLe 14. 


(Concluded. ) 


PILLARS TO BEAMS OF FOURTH DECK. 


Tc rakeee, CEE Gass tee | Tires sows oF Pulaw “Two rows of | Taree rows of Pillars Three rows of 
OF ~ ee oe ay mn = ewe pr 
. _|85|39] 44/47 51/55 /59|55 59 63/67 71| 75 791 5155) 59 55 59 63 | 67|71| 75 79 le7i71\75 
8, wofa-a [apa 4 ap lagfog a ay ay ay ap 5 flay ay 4p) ay ay 4p 4g 49 5 52) 5 5 
wo, 12]4y 43]4 4) 45 43/494 44/43/4948 /5 54 43415 [4y\4y 49/5 5 53/53 (65353164 
wy. ul ala 4) 4h 4g 5 4, 44315 5 5b sulle 5 53/43 43.5 53 52 53. 5453 
14, 16| | 4p ay 4x] [ox]ay at)o 54 04 54 54lf5y 94 08]5 |oy/54 54/51) 53 [6 [px5n6 
16, 18| [4 4g 5 (54/54) 4; 5 5p 54 5453.6 l]5y 54 53)54 54 5) 53 53.6 Ct\6 6 6 
18 , 20 +5 |52|54]53] 54/54 54/53 536 64 |]53 5y6 04152 52.6 6 | 64 6x loioy6y 
20 , 22 sp lozlog|6 [54/53 /52/6 16 |ezlezlie |6 lor|szle (6 6} 6} 6 6163 
2, 24] | 53/6 ler i5g 53 6 6} 6} 63 63 cea eee = 
a, 26| | | | |e lerles[e lo lexlescsicei7/ | | | | | | | | | Wid 
a6, 28| | | | | | | Pesleslegleslesi7 iva! | | ales ae 
ee file | lobe sl le ae 
30 , 32 aay | ime | 


FIFTH 


PILLARS TO 
BEAMS OF 
DECK. 


Pillars under widely spaced hold beams may be of the size required for pillars of the same length under the deck next above. 


If the second deck is intended exclusively for the accommodation of passengers, the pillars between this deck and the floors may be a quarter of 
diameter than is required by the Table, and where the third deck is also intended for passengers exclusively, the pillars between this deck and the floors may be half 


an inch less in diameter than required by the Table. 


#* Pillars made of approved weldless rolled or drawn steel 
tubes will be admitted of the diameter required by the Table 
for Hollow Pillars provided the thicknesses be as given upon 
this Table and that the steel of which the pillars are made 
has a tensile strength of not less than 35 tons per square inch 
with an elongation of not less than 10 per cent. in a length of 


8 inches. 


Thickness required re 
by Table.* 


16 


of approved weld- 
less drawn 
hollow 


Equivalent thickness) 


39 


steel 
illars, | 
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WIDELY SPACED PILLARS. 


LENGTH AND FORM OF PILLAR. 


Above 6 feet and not exceeding 8 feet. 


TABLE 15. 


(For above 10 feet, see continuation.) 


Above 8 feet and not exceeding 10 feet. 


NUMBERS.* a a eS Saf. = 
SxBxH TUBULAR. oe erie ae rere FOUR ANGLES. | TUBULAR. | atc ge a ening FOUR ANGLES. 
100 | 
O a ata) Ee “F 
j guisiae Gann Plates. ae a a | Oy 

i ieve Lainie inches. | inches. inches. inches. inches. inches. inches. inches. 

11 om 13 | 6-x-40\ 6 x38 x8 x:38 6 x40 6 x8 x3 x-40 

13, 16 | 6}x-40 6 x3 x38 x-40 | 1x40 6 x3hx81x°-40 

16, 19] 7 x40 6 x3bx3hx 40 | 7 x40 7 x3}x3hx-40 

19, 22 | 74x-40.7 x3}x3ix 40). | 74x40, 7 x34x34x 48 4 x4 x4 

22, 25 | 8 x-40\ 7 x3kx8kx-40 | 8 x‘40| 74x83 x 3} x48 4 x4 x 
25, «629 | 8 x44) 74x3hx31x 40 [4 x4 x40) 8 x44) 74x31x34x ‘50 4 x4 x4 

29, 33 | 9 x44) 73x38} x3bx°52 ‘4ix 42x40, 9 x44 8 x4 x4 x 46 43x44 x 40 

33, 37 10 x44) 8 x4 x4 x46 5 x5 x-40)10 x44 8 x4 x4 x 54 5 x5 x40 

37, 42 {10 x50) 8 x4 x4 x56 5. x5 x: x50, 8 x4 x4 x62 BIx5 xr 

42, 47 |11 x50 8 x4 x4 x64 }9 XO X'D x50 9 x4 x4 x 62 15 X95 xl 
| 47, 52 12 x50 9 x4 x4 x62 5 x5 x‘b412 x50 9 x4 x4 x66 B x5 x5 

52, ° 58 112 x54 9 x4 x4 x‘66 be X 6 x6 x54) 83x3)x3}x 4610x405 x5 x60 

Go- 4.4). 64 113: x54 93 X 33 X 33 x 48 10x °42)6 x6 x5 x54 91x3hx3hx 4811x426 x6 x°5 

64, 71 {13 x-60/10 x34x 34x48 11x 42/6 x6 x’ x 60 10 x 3} x 3} x 48 11 x 42/6 x6 x54 
—71~«4, «78 [14 x6011 x3}x3hx-48 111x466 x6 x6 x60 11 x3}x3}x 48 11x46 6 x6 x-60 

78, 86 |15 x-6011 x3}x3}x 4812x506 x6 x60 11 x3}x3}x "4812x506 x6 x6 

86, 94 [16 x-6011 x3}x3}x 5012x566 x6 x-70/16 x60 11 x3}x3hx-50 12x 566 x6 x°70 
Lea? as 102 J17 x 60,11 x3}x3)x°50)12x 607 x7 x-60)17 x°60,.11 x3}x3}x'50 12x 607 x7 x°6 
102, 110 18 x-60 113 x33x 33x50 13x60 7 x7 x-6418 x-60 11} x3}x 34x50 138x607 x7 x6 
110, 118 |18 x-6412 x34x34x-50 138x707 x7 x-70)18 x:6412 x3}x3}x ‘50 13x-707 x7 x°70 
“118, «126 [18 x-70 12 x BE x 8} x ‘50/13 ‘747 x7 x-7H18 x-70,12 x3}x3}x 50 13x°747 x7 x74 
126°, 184 [18 x-74 (7 x7 x:80)18 x-74 | 7 x7 x80 


1. *§ is the fore and aft distance in feet from centre of span to centre of span. 


B is one-third the breadth of vessel in feet at the deck at the head of the pillars, where two rows of pillars are fitted, and one-fourth the 


breadth where three rows are fitted. 


H is the sum of the heights of the several ‘tween decks in feet from top of beam to top of beam above the pillars with an addition of 6 feet for 


the upper, awning or shelter deck, bridge, poop or forecastle deck. 


In the case of a deck fitted exclusively for the accommodation of passengers, the height of *tween decks may be taken as being 5 feet. 


2. For methods of obtaining the numbers regulating the size of the pillars, see Sketches on pages 134 to 137. 


3. The rivets in the angles or channels forming pillars are to be spaced not more than 7 diameters apart centre to centre, and when the flanges 


are 5 inches in width or above, zigzag riveting is to be adopted. 
4 The rivets in the seams of built tubular pillars are to be spaced not more than 5 diameters apart. 


5. Pillars of other form will be admitted provided they are of equivalent strength to those given in the Table. 


6. Where no seating is fitted, widely spaced hold pillars are to be stepped where practicable at an intersection of floors and intercostals ; but in cases 


where this cannot be done, intercostal brackets are to be fitted on each side of the floors beneath the pillars. 
7. For some methods of attaching the pillars at heads and heels, see Sketches on pages 132 and 133. 
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WIDELY SPACED PILLARS. TABLE 15. 


(For above 14 feet, see continuation.) 


LENGTH AND FORM OF PILLAR. 


Above 10 feet and not exceeding 12 feet. Above 12 feet and not exceeding 14 feet. 


NUMBERS.* _ 
Sx BXH TUBULAR. DOUBLE CHANNELS AND | Four aeuss, | rusuzaR, DOUBLE CHANNELS AND FOUR ANGLES. 
100 | 
zr + | O ns “F 
os “onanneis, | lates, /omaite | gnannet. i i 
inches. inches. | inches. | inches. inches. inches. inches. inches. 
11 3x40) 6 x3$x3}x'40 7 x‘40| 74x34%x 33 x °42) 4 x4 x40 
iis 7 x40 7 x34x3}x-40 74x40 74X34 34x 46 4 x4 x4 
15 G3 £x'40 7 x3}x38}x 48 8 x'40| 74x383x 33x 48 4 x4 x: 
ies 8 x40 74x3}x3) x48 4 x4 x44) 8)x-40 8 x4 x4 x46 44x 43x -40 
a a4 81x40 8 x4 x4 x46 44 x44x°40) 84x44 8 x4 x4 x54 43x 43x 4 
20 cs | 8x -44 8 x4 x4 x46 “4b x 4bx: 9 x44, 8 x4 x4 x62 2 xd <4 
20 Ls 8 x4 x4 x54 [6 x6 9 x4 x4 x62 ‘5X5 xX: 
33 8 x4 x4 x62) 5 x5 x-44/10 x50 9 x4 x4 x66 5 x5 xb 
1 87 9 x4 x4 x62) 3 x5 ~B)XBEx3hx 4 9x405 x5 x5 
2. 9 x4 x4 x 66 5 x5 50 8}x3}x3)x 4610x405 x5 x60 
a7 is | 84x32 3}x 46 10x40 5 x5 x54 91 x34x 34x48 10x 42/6 
B24 93 x 34 x 34 x 48) 10x-42.6 x6 x ‘5410 x3}x3)x-48 11x -42/6 
eee 10 x3}x3}x-48 11x 426 x6 x60 11 x3}x3}x-48 11x46 6 
64, 11 x3}x33x°48 11x-466 x6 x 60 11 x3}x3}x 4812x5016 x6 x6 
a tx 11 x3}x3}x 4812x506 x6 x60 11 X34x 34x50 12x 56.6 x6 x°7 
7D 3 11 x BE x 34x 50 12x 56 6 x6 x 60 11 x 34x 34x 50 12x 60 7 
86, 11 x3}x3}x°50 12x 607 x7 x 60 114. x3} x 34x ‘50 13x 60 7 
ati, i x 60) 11} x 3} x 3} x “50| 18 x 60) x60 12 x3}x 34x50 13x-707 x7 x°70 
111 Y.iewe 18 x‘6012 x3}x3x ‘50 13x °70|7 x7 x 64, 12 x3}x34x°50) 13x -74)-7 
110 43 x 64 | 8 8 
re. x ‘70 8 8 
x 74 8 


1, * § is the fore and aft distance in feet from centre of span to centre of span. 


B is one-third the breadth of vessel in feet at the deck at the head of the pillars, where two rows of pillars are fitted, and one-fourth the breadth 
where three rows are fitted. 


H is the sum of the heights of the several tween decks in feet from top of beam to top of beam above the pillars with an addition of 5 feet for 
the upper, awning or shelter deck, bridge, poop or forecastle deck. 


In the case of a deck fitted exclusively for the accommodation of passengers, the height of ‘tween decks may be taken as being 5 feet. 
2. For methods of obtaining the numbers regulating the size of the pillars, see Sketches on pages 134 to 137. 


8. The rivets in the angles or channels forming pillars are to be spaced not more than 7 diameters apart centre to centre, and when the flanges are 
5 inches in width or above, zigzag riveting is to be adopted. 


4. The rivets in the seams of built tubular pillars are to be spaced not more than 5 diameters apart. 
5 Pillars of other form will be admitted provided they are of equivalent strength to those given in the Table. 


6. Where no seating is fitted, widely spaced hold pillars are to be stepped where practicable at an intersection of floors and intercostals; but in cases 
where this cannot be done, intercostal brackets are to be fitted on each side of the floors beneath the pillars. 


7. For some methods of attaching the pillars at heads and heels, see Sketches on pages 132 and 133. 
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WIDELY SPACED PILLARS. TABLE 15. 


(For above 18 feet, see continuation.) 


LENGTH AND FORM OF PILLAR. 


Above 14 feet and not exceeding 16 feet. 


Above 16 feet and not exceeding 18 feet. 
NUMBERS. = =e 2: = — _ = 


Sx Bx H 
100 


DOUBLE CHANNELS AND 
FACE PLATES. | 


O EO} FE 1 O 


| DOUBLE CHANNELS AND 
TUBULAR. | FACE PLATES. 


LO 1) 36 


TUBULAR. . FOUR ANGLES. | FOUR ANGLES. 


SO, aansh. | Ca il vee. eee | Plates. 

inches. we inehes. a | inches. | inches. ‘inches, ica mde iantien! o oi inches. | . inches: 

7 x‘40| 74 x33x33 x 48) 4 x4 x44 72x40, 8 x4 x4 x46 44 x 44 x 40 
74x40, 74x34x34 x 48 4 x4 x44) 8 x40 8 x4 x4 x54 1x4 x 44 
8 x40 x4 x4 x°46) | 43 x 43 x “40 34x40 8 x4 x4 x62 5xb x4 
8ix 40) 8 x4 x4 x54 41x 44x44] 9 x40 9 x4 x4 x62 15 x5 x40 
9 x40 x4 x4 x62) x5 x40) 9 x44, 9 x4 x4 x66) 5 x5 x44 


9 x44 9 x4 x4 x62 | 10 x44 84x3hx3}x-44 9x40 


x4 x4 x66 


5 
5 xd x ‘4 
x 44 5 x5 x60}10 x50 8x3}x3)x-46 9x40 
x 50) 84 x34 x 3h x “46 9x°405 x5°xd4 11 x50 9 x3bx 33x48 10x40 
x 50} 9 x 34x 34x48 10x 405 x5 x 60112 x50) 9}x34x3}x-48 10 x 42! 
: 
6 
6 
6 
6 


CO; CO} CO} CO} CO 


x 
| x 
x50 10 x3}x3}x'48 10x°42.6 x6 x°50j)12 x ‘54 10 x 8b x 3} x48 11 x 42 
12 xb 103} x 34 x 3} x 48) 11x °42)6 x6 x ‘54/13 x ‘5411 x3}x 35x 48 11 x 46) 
x b4 11 x34 x3} x48 11x46 x6 x°60)14 x-54)11 x3}x3}x 48) 12x ‘50 
3 | 
x 
x 
x 
x 


x ‘5411 x3}x3}x 48) 12x ‘506 x6 x-6414 x-6011 x3}x3}x 50 12x ‘56 
x6 ‘60/11 x33x 33x ‘50 12 x “60! 
x7 60) 114 x 3} x 3 x ‘50 13 x *60) 
x7 12 x34x3}x ‘50 13x70 
12 x34x3bx°5013x°74.7 x7 x°74 


x60 11 x34x34x ‘50 12x56 
15 x60 11 x 33x 34x50 12x60 
16 x-60 113x3}x34x°50 13 x ‘60 
17 x-6012 x3}x3}x ‘50 13x-70 


NUN] NI] Op] Od] Ca] Od] Oo] Or) Ot] Or 
x ; 
oO 
x 
for) 
i=) 


18 x60 12 x8}x3}x°50 13x74 7 x7 x80 
x 64 Lee pas ‘7 x7 x84 
x ‘70, | | 8 x8 x°8 


x 74, 


1. * & is the fore and aft distance in feet from centre of span to centre of span. 


B is one-third the breadth of vessel in feet at the deck at the head of the pillars, where two rows of pillars are fitted, and one-fourth the breadth 
where three rows are fitted. 


H is the sum of the heights of the several tween decks in feet from top of beam to top of beam above the pillars with an addition of 5 feet for 
the upper, awning or shelter deck, bridge, poop or forecastle deck. 


In the case of a deck fitted exclusively for the accommodation of passengers, the height of ‘tween decks may be taken as being 5 feet. 
2. For methods of obtaining the numbers reguiating the size of the pillars, see Sketches on pages 134 to 137. 


8. The rivets in the angles or channels forming pillars are to be spaced not more than 7 diameters apart centre to centre, and when the flanges are 
5 inches in width or above, zigzag riveting is to be adopted. 


4. The rivets in the seams of built tubular pillars are to be spaced not more than 5 diameters apart. 
5. Pillars of other form will be admitted provided they are of equivalent strength to those given in the Table. 


6. Where no seating is fitted, widely spaced hold pillars are to be stepped where practicable at an intersection of floors and intercostals ; but in cases 
where this cannot be done, intercostal brackets are to be fitted on each side of the floors beneath the pillars. 


7, For some methods of attaching the pillars at heads and heels, see Sketches on pages 132 and 133. 
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WIDELY SPACED PILLARS. TABLE 15. 


(For above 22 feet, see continuation. } 


LENGTH AND FORM OF PILLAR. 


Above 18 feet and not exceeding 20 feet. Above 20 feet and not exceeding 22 feet. 


NUMBERS,* : = : 

S x Bo H TUBULAR. DOUBLE CHASEELA A Pe | FOUR ANGLES. | TUBULAR. | nO ee FOUR ANGLES. 
O ae + |O I + 
guste channels. | Patan ouside SSC tumaet,| Pints 

Above inches. inches. | inches. | ches. inches. | inches. inches. inches. 

11 a 8 x40 8 x4 x4 x54 (44x 44x40) 84x °40, 8 x4 x4 x62) 4} x 43 x -44 

13 yx 40 8 x4 x4 x62 4yx4yx 44] 9 x40 9 x4 x4 x62 5 x5 x-40 

asia 9 x40 9 x4 x4 x62 5 x5 x40] 9 x44 9 x4 x4 x66 5 x5 x44 

10. 4 9 x44 9 x4 x4 x66 ‘5 x5 x-4410 x40 84x34x34x'44 9x-405 x5 x50 

Wo x40 84x3bx3bx-44 9x405 x5 x'50}10 x40 84x3$x3}x 4610x405 x5 x5 

25 x44 84x Bhx3}x 4610x405 x5 x DA10 x44 9 x3Ex3}x 4610x405 xd x Od 

0 = vo x 50} 9 X34 x34 x46 10x -40 5 x5 x60110 x50 9 x34x3Ex-46 10x'405 x5 x60 

33, 11 x‘50) 91x 3hx 33x48 10x 426 x6 x 5011 x50 9$x3hx3x 48 10x 4216 x6 x “50 

Si vie x 50 10 x3}x3}x 48 11x 42 6 x6 x‘d4412 x50 10 x 34x34 x 48) 11x -42)6 x6 x54 

49, 47 [12 xB411 x3}x3}x48 11x 466 x6 x-60)12 x54 11 x3}x3}x 4811x466 x6 x60 

a 52 [18 x-54 11 x 34 x 3} x 48 12 x ‘50/6 x6 13 x54 11 x 3h x 33 x °48)12x 50.6 x6 x64 

52, 58 118 x6011 x3$x3hx 5012x566 x6 x°70/13 x60 11 x3}x3}x ‘5012x566 x6 x70 

58, x60 11 x34x3Ex 50 12x 607 x7 x°60)14 x60 11 x3}x3}x ‘5012x607 x7 x-60 

64 x 60 1143 x 3} x 34x ‘50 13x60 7 x7 x 60 113 x 3} x 3} x ‘50 13x °60'7 x7 x64 

71 x 60 12 x 31x 34x ‘50 13x-70 7 x7 x°‘70)16 x 60 12 x 84 x 33x 50 13x°70 7 oe Ee a 

78 x 60 12 x 3} x BE x 50 13x74 7 xT ported? x60 12 x 31x 34x 50/18 x°74)7 x7 x°74 

86 x 60,12 x4 x4 x-60/13x°-74,7 x7 x 60\12 x4 x4 x°60,18x°74)7 x7 x80 

va x 6412 x4 x4 K-70 138x747 x7 x‘84/18 x-6412 x4 x4 x-7013x-747 x7 x84 

102, x70 12 x4 x4 x72 114x808 x8 x 80/18 x-7012 x4 x4 x-72 14x'808 x8 x-80 
10, x74 8 x 8418 x74 a 8 x8 x84 
Piistie | | | | a 
“pe, 1B rae eR 


1. * § is the fore and aft distance in feet from centre of span to centre of span. 


B is one-third the breadth of vessel in feet at the deck at the head of the pillars where two rows of pillars are fitted, and one-fourth the breadth 
where three rows are fitted. 


H is the sum of the heights of the several ‘tween decks in feet from top of beam to top of beam above the pillars with an addition of 5 feet for 
the upper, awning or shelter deck, bridge, poop or forecastle deck. 


In the case of a deck fitted exclusively for the accommodation of passengers, the height of ‘tween decks may be taken as being 5 feet. 
2. For methods of obtaining the numbers regulating the size of the pillars, see Sketches on pages 134 to 137. 


3. The rivets in the angles or channels forming pillars are to be spaced not more than 7 diameters apart centre to centre, and when the flanges are 
5 inches in width or above, zigzag riveting is to be adopted. 


4, The rivets in the seams of built tubular pillars are to be spaced not more than 5 diameters apart. 
5, Pillars of other form will be admitted provided they are of equivalent strength to those given in the Table. 


6. Where no seating is fitted, widely spaced hold pillars are to be stepped where practicable at an intersection of floors and intercostals ; but in cases 
where this cannot be done, intercostal brackets are to be fitted on each side of the floors beneath the pillats. 


7. For some methods of attaching the pillars at heads and heels, see Sketches on pages 132 and 133. 
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WIDELY SPACED PILLARS. raBLe LD. 


(For above 26 feet, see continuation. ) 


LENGTH AND FORM OF PILLAR. 

Above 22 feet and not exceeding 24 feet. | Above 24 feet and not exceeding 26 feet. 
NUMBERS.* aes —— —_ = ae 
DOUBLE CHANNELS AND 


DOUBLE CHANNELS AND 


SxBxH TUBULAR. ae wii “FOUR ANGLES.| TUBULAR. | ee ee | FOUR ANGLES. 
100 Ihsere 
| | 
O iL . - | OO) L + 
ee. Channels. Pistes. | pipacees, | Channels. Plates. 
sere ‘eioaling inches. | —— “inolies. Lye | ORE ix aches. inchat™ J Tinohen. “4 es inches. | inches. inches. 
11 = 13 9x40} 9 x4 x4 x62) 5x5 x44] 9x44 9 x4 x4 x66 5x5x ‘5 
tc ae Bl 9x44) 9 x4 x4 x66 5x5x:44/10x-40 84x3)x3}x'449 x40 5x5x'5 


16, 19  |10x40 83x3}x3}x-44 9x405x5x 5010x449 x3}x3}x 46 10x40 5x 5x5: 


19, 22 [10x40 8}x3}x3}x-44 10x40 5x5x 5010x449 x 34x 381 x46 10x40 5x5 x ‘5: 
2a». aU 10x44. 84x33 x3) x -46 10x 40 5x5x 54410 x50) 9 X35x35x 46 10x40 5x5 x°" 


2 , 29  |10x:50 9 x3bx3}x-46 10x40 5x5x‘6 10x50 93x3}x3}x 48 10x42 6x6x" 


BB. ‘11x50 9} x34x3}x 48 10x42 6x6x 50/11 x50 10 x3}x3}x 48 11x 42 6x6x5 


Sf lena 12 x ‘50 10} x8} XB} x 48 11 x42 6x 6x54 12 x ‘50 11 x 34x 34x48 11x -46 6x6x: 


37, 42 \12x-d4 11 x34x3}x 48 11x46 6x6 x 6012x5411 x3}x3hx 48 11x50 6x 6x: 


uo SDE ay 13x54 11 x8}x 34x48 12x50 6x 6x 64] 13x54 11 X3}X3}x 48 12x50 6x6x" 


AT 5, Oe 13x60 11 x34x31x°50 12x ‘56 6x6 x ‘70113 x 60 11 x 34 x 3h x ‘50 12x56 6x6x: 


52, BS |14x-60 11 x34x34x 50 


12x60 7x7 x60 14x60 11 x3}x3}x 50 12x 60 7x7 x “6 
58 , 64 . |15x-60)11)x3}x3}x ‘50 13x -60/7x7x 6 


15 x ‘60 114 x 3} x 3} x 50 13 x 60 7x7 x: 
64, 71 (16x-6012 x3bx3}x-50 13x-707x7x7 


16 x ‘60 12 x 35 x 84 x50 13 x °70 7x7x°‘70 
(3 ea 17x60 12 x34x 33x50 13x74. 7x7x°7 
7 (ERG 18x60 12 x4 x4 x60 13x74 7x7x°8 


18x60 12 x4 x4 x-60 13x-747x7x°8 
18x ‘6412 x4 x4 x70 13x°747x7x ‘84 
94, 102 |18x:7012 x4 x4 x:72 14x'80 8x8x°8 | 
102, 110 |18x-74 | 8x8x'8 | 


17x60 12 x3}x3}x°5013x°74 7x7x ‘7 
86, 94 18x ‘64.12 x4 x4 x-7013x‘747x7x8 
18x ‘7012 x4 x4 x°72 14x80 8x8x°80 


1. * S is the fore and aft distance in feet from centre of span to centre of span. 
B is one-third the breadth of vessel in feet at the deck at the head of the pillars, where two rows of pillars are fitted, and one-fourth the breadth 
where three rows are fitted. 
H is the sum of the heights of the several ‘tween decks in feet from top of beam to top of beam above the pillars with an addition of 5 feet for 
the upper, awning or shelter deck, bridge, poop or forecastle deck. 
In the case of a deck fitted exclusively for the accommodation of passengers, the height of *tween decks may be taken as being 5 feet. 


2, For methods of obtaining the numbers regulating the size of the pillars, see Sketches on pages 134 to 137. 


_ 3, The rivets in the angles or channels forming pillars are to be spaced not more than 7 
inches in width or above, zigzag riveting is to be adopted. 


diameters apart centre to centre, and when the flanges are 


{. The rivets in the seams of built tubular pillars are to be spaced not more than 5 diameters apart. 
5. Pillars of other form will be admitted provided they are of equivalent strength to those given in the Table. 


6. Where no seating is fitted, widely spaced hold pillars are to be steppped where practicable at an intersection of floors and intercostals ; but in cases 
where this cannot be done, intercostal brackets are to be fitted on each side of the floors beneath the pillars. 


7. For some methods of attaching the pillars at heads and heels see Sketches on pages 132 and 133, 


hove 26 fast and not t exceoding 28 feet. 
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WIDELY SPACED PILLARS. 


“hei gee 


LENGTH AND FORM OF PILLAR. 


(Concluded. ) 


Taine 28 feet bid not Speceang 30 feet. 


NUMBERS. * = = = _ 
SxBxH TUBULAR. | DounEE omaNwzrs ane FOUR ANGLES.| TUBULAR. DOUBLE OHANNEIS aa FOUR ANGLES. 
100 | | 
Os eae Sere ee hic r + 
“outsiae er ee. : Casita dete 

hee etiag inches. | inches | inches inches. inches. | inches. inches. inches. 
11) aa : 10x 44 9 x3}x3}x 46 10x ‘40 5x5x ‘5410 x ‘50 93 x 34 x 33. x 48) 10 x °42)6x6x°5 
13 16 10x44, 9 x 34 x 34 x 46 10 x 40 5x5 x°5 10x°50 93x31x34x-48 11x40, 6x6 x -50 
ik a’ 19° 10x50) 9 x BEX 84x 46) 10x ‘40 5X5 x 60) 11 x ‘4410 x 34x 34x :48 11x42 6x6x°5 
ld’ Lee ae 10X50) 94x B}x 84x48 11x 40 6x 6x 50] 11 x44 10} x 3}x 34 x48 11 x 42 6x 6x5 
92. 25~——«d A x 44} 10 x 34x 34x 48 11 x 42 6x6 x54] 11 x 50 1 x 34x 34x :48 11x -46 6x 6x60 
25 29 111 x-50|10} x 3h x3}x 48 11x46 6x6 x 5411x5011 x34 3hx 48 11x 46, 6x6x 6 
28” fiw tee 12 x 50} 11 x 34x 34x48 11x 46 6x 6x 60)12 x50 11 x3}x33x°48 12 x °50 6 x 6 x 64 
ac. By 12x ‘50/11 x3}x3}x-48 11x -46 6x6 x 60112 x 54 11 x34x 3x 48 12x 50 6x6 x “64 
37... 42 (12x 54/11 x34x33x-48 12x 50 6x6 x 64] 13x54 11 x3}x3) x 48) 12x 56 6x6 x°70 
a, -4f 13 x 54) 11 x 3h x 34x ‘48 is ‘56, 6x6x°7 13 x 60 11 x 34 x 34 x '50) 12 x -60) 7 x 7 x ‘60 
"rte ake 13x 60111 x34x34x°50 12x 60 7x7 x 60) 14x 60 11} x33 x 3} x 50/13 x 60 7x7 x ‘64 
52, 58 |14x-60/114x3$x3x 50 12x ‘70 7x7 x 64] 15x 60/12 x3}x 33x50) 13x-70 7x7 x°70 
58, 64 15 x °60)12 x3}x3}x°'50 13 x°-70°7 x 7 x70) 16 x 60 12 x 34x 33 x ‘50 13x74 7X7X°‘7 
64 71 16x -60)12 x31x3}x ‘50 13x ‘74 7x7 x “7: 17x 6012 x4 x4 x-60/13x-74 7x7x°80 
ie ss 78 17x °60)12 x4 x4 x 60 13x °74 7x7 x °80 18 x 60 12 x4 x4 x70) 1S X72 S XB KET 

18 x ‘60 | 


1. § is the fore and aft distance in feet from centre of span to centre of span. 
B is one-third the breadth of vessel in feet at the deck at the head of the pillars, where two rows of pillars are fitted, and one-fourth the breadth 
where three rows are fitted. 
H is the sum of the heights of the several ‘tween decks in feet from top of beam to top of beam above the pillars with an addition of 5 
the upper, awning or shelter deck, bridge, poop or forecastle deck. 
In the case of a deck fitted exclusively for the accommodation of passengers, the height of ‘tween decks may be taken as being 5 feet. 
2. For methods of obtaining the numbers regulating the size of the pillars, see Sketches on pages 134 to 137. 
diameters apart centre to centre, and when the flanges are 


feet for 


_ 3, The rivets in the angles or channels forming pillars are to be spaced not more than 7 
5 inches in width or above, zigzag riveting is to be adopted. 


4. The rivets in the seams of built tubular pillars are to be spaced not more than 5 diameters apart. 
. Pillars of other form will be admitted provided they are of equivalent strength to those given in the Table. 


6. Where no seating is fitted, widely spaced hold pillars are to be stepped where practicable at an intersection of floors and intercostals ; but in cases 
where this cannot be done, intercostal brackets are to be fitted on each side of the floors beneath the pillars. 


7. For some methods of attaching the pillars at heads and heels, see Sketches on pages 132 and 133. 
Luoyp’s Register oF BrRiTisH AND FoREIGN SuHripprne, Lonpon, E.C.—Jl1th May, 1911, 
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GIRDERS AT HEADS OF WIDELY SPACED PILLARS. TABLE 16. 


(See Continuation. ) 


Q : DEPTH OF BEAMS. 
NUMBERS. a 5 inches. 6 inches. 
Ss? 5 ox i . : ‘ SIZE OF GIRDERS. 7 
i Double Channels. Double Angles. Double Channels. Double Angles. 
150 «= “180 | ‘34 ia 6 x4 x44 ore 6 x4 x40 
im; ao =, | 6 x4 x50 vow 6 x4 x44 
210 , 250 | We Pe DROS © C= Ook a Ox Be EE ST Be ORL 6 x4 x50 
7 x3yx3hx40 | 6 x4 x64 | 7x3 x3 x38 | 6 x4 x54 
~ 7ExBhxBEx-42 64x 44x 60 7 x3ix3hx-40 | 6 x4 x64 
8 xBhx3hx46 | 6hx4dx-64 [| 72x3x34x-42 6x4} x-60 
9 x3hx3hx-46 | 6 x6 x64 8 x34x3ix-46 | 6hx4bx-64 
9 x3}x3}x'60 | 6 x6 x‘74 9 x3}x3ix46 6 x6 x64 | 
10 x3}x3x60 | 7x7 x70 | 9 x3hx3}x60 6 x6 x-74 
11 x3}x3kx60 | 7 x7 x'80 10 x3ix33x'60 7x7 x70 


11 x3}x38}x‘60 7 x7 x:80 


12 x38x38hx60 | 


900 ,, 990 
990. ,, 1090 
1090 ,, 1200 
1200 ,, 1320 
1320 ,, 1450 

1450 ,, 1590 
~ 1590 ,, 1740 
1740 , 1900 | ‘54 


1900 , 2070 | 54 


1.* § is the fore and aft spacing of the pillars in feet from centre to centre. 

B is one-third the breadth of vessel in feet at the deck when two rows of pillars are fitted, and one-fourth the breadth when three rows are fitted. 

H is the height of the ‘tween decks next above the girder, measured in feet from top of beam to top of beam, where the pillars in the ‘tween decks are 
spaced the same as those below. In the case of decks fitted exclusively for the accommodation of passengers, and for upper, awning or shelter, bridge, poop or 
forecastle deck, H| is to be taken as 5 feet. 

Where the pillars above a deck are not placed over those below, H is to be the sum of the heights of the several tween decks in feet above the 
girder, with the addition of 5 feet for upper, awning or shelter deck, bridge, poop or forecastle deck. 

2. For methods of obtaining the numbers regulating the scantlings for girders, see Sketches on pages 138 to 141. 

3. The girders are to consist of double channels or double angles, intercostal plate and rider plate, of the scantlings given in the Table. (See Sketches on pages 
132 and 133.) 

4. The intercostal plates and channels or angles are to be fitted in long lengths and efficiently strapped or lapped at the butts to the Surveyor’s satisfaction. 

5. The channels are to be attached by two rivets to the lower flanges of the beams, or, in the case of angle or bulb angle beams to short angle lugs fitted to 
the beams, and where double angles are fitted in lieu of channels the intercostal plates are to be attached to the beams by angle lugs extending to the bottom of the 
girder and beams alternately where beams are fitted at every frame and to the bottom of the girder at every beam where beams are fitted at alternate frames. 
(See Sketch on page 133.) 

6. The girders are to be efficiently bracketed to the bulkheads with plates three times the depth of the channels forming girders, measured from the upper 
edges of the channels and of the same thickness as the channels. The angle attaching the intercostal plate to the deck plating and intercostal plates to beams is 
to be of the same thickness as the plate, this angle is to.be 3 ins. x 3 ins. where the rivets in the intercostal plates are required to be { in. in diameter, and 
34 ins. x 34 ins, where they are jin.indiameter. The channels and double angles to be zigzag riveted and the rivets spaced not more than 7 diameters apart, and 
those in the flanges of the intercostal angle not more than 5 diameters apart, centre to centre. 

7. Girders of other form will be admitted provided they are of equivalent strength te-those given in the Table. 
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GIRDERS AT HEADS OF WIDELY spacep pictars. TABLE 16. 


(See Continuation.) 


DEPTH 


OF BEAMS. 


aoa u 7 inches. 8 inches. 
a ad ii SIZE OF areas 
- Double Channels. Rider Plate. Double Angles. Double Channels. Rider Plate. | Double Angles. 
Above inches. inches. | inches. inches. inches. inches. 
150 an | 
30, 2 Th deed ed es 
910, 2 i Lee eee in ha 
250 , 2s ‘iin oo '6 x4 x50 | TE ek cpl 6 Seine ae 
290 , 3: “7 x3 x3 x38 re xd xoa | © —-|4 it ba | 6 x4 x50 
CSO. 40 | 7 x8ix3)x-40 6 x4 x64 | 7 x3 xB x38 | 6 x4 xb4 
~ 380 , 480 74 x34 x 84x 42 [6hx43x60 | 7 x33x3hx'40| =| 6 x4 x64] 
~ 430 , 480 8 x3Lx3E x46 | 6hx4x-64 | 74x34x3x'42| ~~ |: 64x 43x60 
490, 6 9 x3Lx3Lx 46 [6 x6 x64 | 8 x3kx3hx-46/ | 64x 4h x 64 
ie ae: 9 x3hx 34x 60 (6 x6 x74 | 9 x3bx3hx 46 | 6 x6 x64 
600, 10 x3}x3}x60 | 7x7 x70) 9 x3}x3hx-60 
670 Jil x34x 34x60 "7 x7 x'80 | 10 x8kx3}x-60_ rt 
740, 12 x3}x 33x60 [| 11 «84x 3}x-60 Pe 
820, 2 x4x4x64| #|  £«| 12 xBbxBhxr60) 
~ 900, 990 12 x8}x3}x60 8x60) | 12 x4 x4 x 64 in 
~~ 990, 1090 — 12 x34x3}x°70  8x-°70| | 12 x3kx3hx-60 | 8x60 
1090... 1200 . Ty Spee | 12 x84x34x-70 | 8x-70_ 
1200 ,, 1320 ae Pe 4 12 x4 x4 x-70) 9x°70_ 
1320 ,, 1450. Co hae | | 12 x4 x4 x72 |10x-74 
1450 ,, 1590. j SEL | "iwi ee De oe Clk ae Pe 
1590 ., 1740 
(4). 400 | Bae ba 2 ee ee 
~ 1900 ., 2070 | - 


1.* § is the fore and aft spacing of the pillars in feet from centre to centre. 
B is one-third the breadth of veseel in feet at the deck when two rows of pillars are fitted, and one-fourth the breadth when three rows are fitted. 


H_ is the height of the ‘tween decks next above the girder, measured in feet from top of beam to top of beam, where the pillars in the ‘tween decks are 
spaced the same as those below In the case of decks fitted exclusively for the accommodation of passengers, and for upper, awning or shelter, bridge, poop or 
forecastle deck, H is to be taken as 5 feet. 

Where the pillars above a deck are not placed over those below, H is to be the sum of the heights of the several ‘tween decks in feet above the 
girder, with the addition of 5 feet for upper, awning or shelter deck, bridge, poop or forecastle deck. 

2. For methods of obtaining the numbers regulating the scantlings for girders, see Sketches on pages 138 to 141. 

3. The girders are to consist of double channels or double angles, intercostal plate and rider plate, of the scantlings given in the Table. 
132 and 133.) 

4, The intercostal plates and channels or angles are to be fitted in long lengths and efficiently strapped or lapped at the butts to the Surveyor’s satisfaction. 

5. The channels are to be attached by two rivets to the lower flanges of the beams, or in the case of angle or bulb angle beams to short angle lugs fitted to 
the beams, and where double angles are fitted in lieu of channels the intercostal plates are to be attached to the beams by angle lugs extending to the bottom of the 
girder and beams alternately where beams are fitted at every frame and to the bottom of the girder at every beam where beams are fitted at alternate frames. 
(See Sketch on page 133.) 

6. The girders are to be efficiently bracketed to the bulkheads with plates three times the depth of the channels forming girders, measured from the upper 
edges of the channels and of the same thickness as the channels. The angle attaching the intercostal plate to the deck plating and intercostal plates to beams is 
to be of the same thickness as the plate, this angle is to be 3 ins. x 3 ins. where the rivets in the intercostal plates are required to be # in. in diameter, and 
34 ins. x 3} ins. where they are jin diameter. The channels and double angles to be zigzag riveted and the rivets spaced not more than 7 diameters apart, and 
those in the flanges of the intercostal angle not more than 5 diameters apart, centre to centre. 

7. Girders of other form will be admitted provided they are of equivalent strength to those given in the Table. 


(See Sketches on pages 


R 
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GIRDERS AT HEADS OF WIDELY SPACED PILLARS. [ABLE 16. 


(See Continuation. ) 


DEPTH OF BEAMS. 


9 inches. 10 inches. 


NUMBERS. 


SIZE OF GIRDERS. 


| 
Double Channels. | Rider Plate. | Double Angles. Double Channels. Rider Plate. Double Angles. 
| 
inches, inches. inches. 


Above exceeding 


150 = 180 


inches. inches. inches. 


6 x4 x40. 

ek SORE | 6 x4 x°50 [6 x4 x44 

“7 x8 x3 x38 l6x4xb4[ ot 6 x4 x50 

7 x34x3}x 40 Tie x4 x4). 7 X38 xB x38 [> | 6 x4 x54 

7EXBEXBEX-42 || 64 x4}-x°60 7 x3Lx34x-40 a) 6 eee 

8 x34x3}x°46 6yx4yx-64| 7axdyxdyx46 |. | 63x43x-60 

9 x3}xB8Ex-46 | | 6 x6 x64 8 x3BEx34x46 “64x43 x 64 

9 x3}x34x ‘60 | 6 x6 x74| 9 x3hx3Ex46 | | 6 x6 x64 

; 10 x33x3}x°60_ 7 x7 x70) 9 x3kx33x60 |  ~—'|: 6 x6 x°74 
, 900 11 x3}x3yx60 7 x7 x80 | 10 x3}x3}x 60 ; 7 x7 x70 
) . 990 | 50 [12 x3}x3}x-60 | ooh  OMLL RGADCOR MO fe ou? nek 8D 

4090 | 50 |12 x4 x4 x64) | 142 x34x3bx 60 

, 1200 | 50 x31 x34 x 60 8x60) 4 2x4 x4 x64) it . ' 


8 x 60 


— 


ot 


. 1890 
1320 ., 


1450 ., 1590 


1590 ,, 1740 
1740 ., 1900 


1900 .. 2070 


x3Ex3kx°70  8x°70) 
x4 x4 x:70 | 9x°70) 
x4 x4 x72 10x74, 


— 
W) TW) |W) WD 


e 


on} 


42 x4 x4 x‘70 | 9x70 


12 x4 x4 x72 |10x°‘74 | 


i 
WwW 


1% § is the fore and aft spacing of the pillars in feet from centre to centre. 

B is one-third the breadth of vessel in feet at the deck when two rows of pillars are fitted, and one-fourth the breadth when three rows are fitted. 

H is the height of the ‘tween decks next above the girder, measured in feet from top of beam to top of beam, where the pillars in the ‘tween decks are 
spaced the same as those below. In the case of decks fitted exclusively for the accommodation of passengers, and for upper, awning or shelter, bridge, poop or 
forecastle deck, H is to be taken as 5 feet. 

Where the pillars above a deck are not placed over those below, H is to be the sum of the heights of the several tween decks in feet above the 
girder, with the addition of 5 feet for upper, awning or shelter deck, bridge, poop or forecastle deck. 

2. For methods of obtaining the numbers regulating the scantlings for girders, see Sketches on pages 138 to 141. 

: The girders are to consist of double channels or double angles, intercostal plate and rider plate, of the scantlings given in the Table. (Sve Sketches on pages 
132 and 133.) 

4. The intercostal plates and channels or angles are to be fitted in long lengths and efficiently strapped or lapped at the butts to the Surveyor’s satisfaction. 

5. The channels are to be attached by two rivets to the lower flanges of the beams, or, in the case of angle or bulb angle beams to short angle lugs fitted to 
the beams, and where double angles are fitted in lieu of channels the intercostal plates are to be attached to the beams by angle lugs extending to the bottom of the 
girder and beams alternately where beams are fitted at every frame and to the bottom of the girder at every beam where beams are fitted at alternate frames. 
(See Sketch on page 133.) 

6. The girders are to be efficiently bracketed to the bulkheads with plates three times the depth of the channels forming girders, measured from the upper 
edges of the channels and of the same thickness as the channels. The angle attaching the intercostal plate to the deck plating and intercostal plates to beams is 
to be of the same thickness as the plate, this angle is to be 3 ins. X 3 ins. where the rivets in the intercostal plates are required to be 4 in. in diameter, and 
3} ins X 34 ins. where they are j in. in diameter. The channels and double angles to be zigzag riveted and the rivets spaced not more than 7 diameters apart, and 
those in the flanges of the intercostal angle not more than 5 diameters apart, centre to centre. 

7. Girders of other form will be admitted provided they are of equivalent strength to those given in the Table. 
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GIRDERS AT HEADS OF WIDELY SPACED PILLARS. TABLE 16. 
(Concluded. ) 


3g DEPTH OF BEAMS. 
re ——$—— 
NUMBERS. 5 be : . 

23 11 inches. 12 inches. 
Ae 
nl ™ _ = 

5. eB) eo sate 

os gs SIZE OF GIRDERS. 
100 aS we |) a eel es ee _ = es = 

am 
A Double Channels. | Rider Plate. Double Angles. Double Channels. Rider Plate. Double Angles. 

Above axtaae inches. inches. inches, inches, inches, inches. 


150 me “180 
180 , 210 


250. 290 
290 .. 330 


or 
x 
aS 
x 
a 
fem) 


x4 x40 
x4 x44 
4 OO 
44 | 7 x3ix3}x-40 6 x4 x64] 7 x3 x 3x°38 x4 x54 
‘44 | 74x3kx3Ex-46— 61 x4ix-60 | 7 x34}x3bx°40 x4 x64 
‘44 | 8 x34x3hx-46 63 x 43 x 64 1x 34x Bh x42 64x44 x 60° 
50 | 9 x3$x3}x-46 6 x6 x64 | 8 x3bx3hx-46 61 x4) x 64 

9 x31x33x ‘46 x6 x64 


50 | 9 x8Ex34x-60 6 
+O |10 x34x33 x°60 | T Ge TO 9 x34x3} x ‘60 x6 x74 
me hy 10 x3}x3Ex 60 x7 x°70 


50 |11 x3ix34x-60 

50 [12 x3}x3x-60 11 x3)x 34x60 x7 x°80 

50 |12 x4 x4 x-64 12 x3ix34 x60 2 

50 [12 x3bx3ix-60 | 8x°60 12 x4 x4 x64 

54 112 x34x34x°70 | 8x°70 12 x31x31x-60 | 8x60 

54 |12 x4 x4 x-70 | 9x:70 12 x31x31x:70 | 8x-°70 

‘4 12 x4 x4 x72 (1x74 : 12 x4 x4 x72 |10x°70 
12 x4 x4 x-72 |11x-82 


rt ne 


| O21 oo 
x 
rs 
x 
or 
So 


e ae SR 


480. 540 


x 
a 
x 
on) 
i 
o>| o>] o| a] o 


NI) NI} O32] 


1090 ,, 1200 


1320 ., 1450 
1450 . 1590 


1590 .. 1740 
1740 ., 1900 


1900 ., 2070 


1.* S is the fore and aft spacing of the pillars in feet from centre to centre. 

B is one-third the breadth of vessel in feet at the deck when two rows of pillars are fitted, and one-fourth the breadth when three rows are fitted. 

H_ is the height of the tween decks next above the girder, measured in feet from top of beam to top of beam, where the pillars in the *tween decks are 
spaced the same as those below. In the case of decks fitted exclusively for the accommodation of passengers, and for upper, awning or shelter, bridge, poop or 
forecastle deck, H is to be taken as 5 feet. : 

Where the pillars above a deck are not placed over those below, H is to be the sum of the heights of the several ‘tween decks in feet above the 
girder, with the addition of 5 feet for upper, awning or shelter deck, bridge, poop or forecastle deck. 

2. For methods of obtaining the numbers regulating the scantlings for girders, see Sketches on pages 138 to 141. 

3. The girders are to consist of double channels or double angles, intercostal plate and rider plate, of the scantlings given in the Table. (See Sketches on pages 
132 and 133.) 

4. The intercostal plates and channels or angles are to be fitted in long lengths and efficiently strapped or lapped at the butts to the Surveyor’s satisfaction. 

5. The channels are to be attached by two rivets to the lower flanges of the beams, or, in the case of angle or bulb angle beams to short angle lugs fitted to 
the beams, and where double angles are fitted in lieu of channels the intercostal plates are to be attached to the beams by angle lugs extending to the bottom of the 
virder and beams alternately where beams are fitted at every frame and to the bottom of the girder at every beam where beams are fitted at alternate frames. 
(See Sketch on page 133.) 

6. The girders are to be efficiently bracketed to the bulkheads with plates three times the depth of the channels forming girders, measured from the upper 
edges of the channels and of the same thickness as the channels. The angle attaching the intercostal plate to the deck plating and intercostal plates to beams is 
to be of the same thickness as the plate, this angle is to be 3 ins. x 3 ins. where the rivets in the intercostal plates are required to be ¢ in. in diameter, and 
34 ins. x 3} ins. where they are jin. in diameter. The channels and double angles to be zigzag riveted and the rivets spaced not more than 7 diameters apart, and 
those in the flanges of the intercostal angle not more than 5 diameters apart, centre to centre. 

7. Girders of other form will be admitted provided they are of equivalent strength to those given in the Table. 
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LONGITUDINAL 


NUMBER. 


Lx(B+D). 


1350 os 


not 
exceeding 


150 


_ 1750 | 


~ 3000 


~ 3700 


2500 
2750 


3350 


4050 
4400 


— 4800 | 
5200 


5650 
6100 


~ 10300 ,, 
~ 11000 ,, 
| 11800, 


12600, 1: 


~ 13600 , 
14600 
15800 ,, 
17000 ,, 
~~ 18200 , 
19500 ,, 


15800 
17000 
18200 
19500 
20800 
22200 
23600 
25000 
26400 
27800 
29200 


BREADTH 
OF FLAT 
KEEL 
PLATE 
AND 
GAR- 
BOARD 
STRAKES. 


inches. 


30 


dl 


OUTSIDE PLATING, 


FLAT KEEL PLATE. 


Thickness 


throughout 
Thickness if Doubled 
for for 3 length |- 
3 length Amidships, 
. also thick- 
Amidships ness at Ends 
without if Keel Plate 
is fitted 
Doubling. without 
Doubling. 
inches. inches. 


286-71 3780 


38| 32 
‘40 | .°34 


b 8 
44 : 
ae ” 
46 © 38 
48 | 40 


‘50 | 42 
"02 


44d 
56 ‘46 
- 58 bb 
60-48 


be to 
64 a 
66 "52 
68 — 
4 ea bb 7 | 
‘72 a 
74 1) ebb 
(ae : 
rf Tee tee ia: 
80. | 

"82 
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THICKNESS OF 
GARBOARD STRAKE 
WITH BAR KEEL. 


E For At 
= length 
Amidships. sae 
inches. inches. 


28 4 
30 | 26 
32 | 28 
34 | 80 
36 39 
38. | 34 


40 | "36 


TABLE 17. 


(See Continuation. 


THICKNESS OF OUTSIDE PLATING. 


From Flat Keel Plate or 
From Upper Turn of Bilge 


Garboard Strake to Upper 
bee to Strake below Sheerstrake. Propeller 
Turn of Bilge. 
a Boss 
For For 
3 length AS 3 length At Plates. 
Amidships Ends. Amidships. Ends. 
inches. inches. inches. inches. inches. 
"24 "24 24 “24 24 
” ” | ” 


OUTSIDE PLATING. TABLE 17. 


(See Continuation.) 


FLAT KEEL PLATE, 


BREADTS THICKNESS OF THICKNESS OF OUTSIDE PLATING. 
OF FLAT Thickness GARBOARD STRAKE - — | eee ee ee 
LONGITUDINAL. . throughout WITH BAR KEEL. 3 
NUMBER. PLATE = for tor; length sa} " ry to Strake below Sheerstrake. 
AND Zlength | Amidships, | Tam'of Bilge 
R GAR- Amidships ome For At Y Bons 
Lx(B+D). BOARD without ifKeel Plate J iength ; For Ay re aOx ae 
STRAKES, Doubling. | Ja ntted Amidships. =U ITE g length ae ar te 
BoRpliiw, Amidships. “nes: | Am{dships. one 
SS EE 
hoon Stina inches. inches. inches. inches. inches. inches. | inches, inches. inches. inches. 
: ‘ | ’ | 
29200 awa 30600 46 ‘96. |. ‘68 ‘66 ‘56 62 ‘46 ‘60 “44 72 
30600 . 32000 | 47 98 | 70 3 r ; a 62 
32000 ,, 33400 ; ict Oe 68 58 64 48 c 74 
33400. 34800} . | 1-02 72 7% ioe meme! 5 64 46 9 
= . | — | Z | = P 
34800 , 36200 | 48 | 104 : 70 60 7. rn Panera - 76 
Brn Seay; 2 a = | ; a 
36200 ,, 37600 4 1-06 74 F ~~ L a 


” | ” 

37600 ,, 39000 i" 106007 oc 76 ie ‘62 68 BO | 4:66 a 78 
39000 ,, 40400 49 | 1:10 ‘ M . ee a Fe nen coe 
40400 ., 41800 s i am yf (one | ‘68 “48? | fo aes, 
41800 ,, 43200 i 114 | 80 | ae Bae ies 
43200 ,, 44600 50 (G1 te eee 2 tl eo ae | ee | Memes 
44600 ,, 46000 f 118 | ‘82 i | PRs i (VE te oS 
~ 46000 ,, 47400 L ic os re (| MERE I ye 84 
47400 ,, 48800 51 84 ia a E x 72... ae | eee 
48800 ,, 50200 a ee 76. |) "04 ‘86 
60200 .,, 51600 |, | 86 || Meee 
51600 ,, 53000 52 = 
53000 ,, 54400 | 88) 


ws I» | oe fe) ene 


” s 2 = 
34400 , 55800 |, - 80 56 76 | 52 | 90 
“55800 ,, . 57200 53 OL | 90 ; eT heen | ee 
57200 , 58600 |, i | 82 5 | eS RU 
58600 , 60000 |, 92 | ‘ Sr Si: il oe ss | 
~ 60000, 61400 | 54 ae | 4 RObSS VE iMe | es 
61400 ., 62800 i 94 | oe ee eee a 
62800 .. 64200 i : | ae ei ee 
64200 ,, 65600 | 55 | -96 | ad SS Mee Rete 
65600 ,, 67000 i A int | 88 | “60 820 | 56 | 98 
67000 ,, 68400 I | +98 - > % > 
68400 ., 69800 | 56 — ‘90 Ba eS 1:00 
69800 .. 71200 if foo! Wi : 3 Me i be mes! 
71200 ,, 72600 rs |, mae ei 92 62 a see Ek 
72600 ., 74000 57 1-02 A i, SE Se Me: 
74000 ,, 75400 i re ee ae | ‘94 CN ee ee i ee 
75400 ,. 76800 ‘ 1:04 , » "88 penn eet 
76800 ,. 78200 | 58 z ) 96 1 ee ee IE 
78200 ,, 79600 a ee. | | Sa ae SOE eS 
ST, .ciae |. uf ea | ud st), Mil i MT ‘60 | 1-08 
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LOWER DECKS. TABLE 17. 


(See Continuation.) 


DECKS BELOW 3RD DECK 
(2ND DECK IN AWNING OR 
SHELTER DECK VESSELS). 


DECK STRINGER ANGLES 
AT ALL LOWER DECKS, 


2ND DECK 3RD DECK 


(UPPER DECK IN AWNING | (2ND DECK IN AWNING OR 
OR SHELTER DECK SHELTER DECK VESSELS). 


LONGITUDINAL VESSELS). * 7 WAY OF ERECTIONS. 
NUMBER. errr | vs ve : Stringer for Tie Plates Stringer for Tie Plates | 
Puewtier- |e tata toe pet eae For } length At 
Amidships, Amidships. Amidships. Amidships. Amidships. Amidships. Amidships. nds. 
| 

1250 m 1500 24 x 2h x ‘22 | 22 
Inttey 100K c; ‘oul (eas ianad iif TT a 
1750 ,, 2000) | a eee wn. 
2000 ,, 2250 ; i mie Mi. Joes 
Pa.) cook, || ie Ss her Lh. Sea 
2500, 2/00); a | ~ Pee Wie» (feaeo 
2750 ,, 3000] a “f | ie Wk 2 atte 
3000 ,, 3350 nt ¢ ee | yn _128.| 728 
1 3350 9 3700 ie i. ~y . ae | 7 ” ” ” | ” 
~ 3700, 4050; Ss ne Teme tS 
~ 4050, 4400 Ty eae axS: ih s 
~ 4400, 4800) =| iad ; Tree eS 
1 0) ich Ome 
~ 5200, 5650 : a: aon aya oe 
5650 ,, 6100 IC nie n  pemeee 

; 6100 ” 6600 me PS 3 pt TC eee | | a 7 "i ~~ ” ” ey) ”? 
6600 ,, 7100 ec: ee . Wes dle > 
OR | aaa * Ta” S 
oc seks al Sa | Win Velie 
8200, 8900) i pra mea as SOR see» 
8900 ,  9600|40x°34) 9x34] Fi Mine a noe 
9600 , 10800|, »|» .» eb: anes § (0 Lee n» » » | » 
10300 ,, 11000}41x°36| 10 x-36- PT = » _» 36 | _, 
COS C0) re e iin Ueeie 
Pipers | ono as. ] nan » _» _»_|'36 
12600 ,, 13600)", 38] 11 x:38° oa 33X32 X33), 
iota: 14000\%, oy |, ib Sia dniies 
Mom. ; lnsweias Be » »  _» | » 
15800 ,, 17000], -40| 12 x-40 | 43 x-38 | 12 x38 rahe win eis 
17000 ) 18200 2) ” Cat. ru ‘en » | ” »” i | i the _ » » 
finmwe, lopuoiee |. 4% |44 oo, |» a oa no» 
19000, 2080), aelisx 42), ., 113 1 | icin Teele » 
Somer ct | fb el, ret |) Seo. ee i Mae ee bls 
po 2 a) be | er a sine eo pls 
93600, 200001, 44/14x44|, . 114 ~~, -. on Teds > 
_ 25000 » 26400 » : » |» : » ” ” 2 ry 3 2 9) __jp__|__» 
"26400 ,, 27800|46 |,  » |46x42|,, 42 » _»_| "42 
27800 , 29200), -46/15x46/, , |15 , {te Set pe be) eae 

) 
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LOWER DECKS. TABLE 17. 


(See Continuation.) 


wren BETS wsine | ano, mabe ove on | up bxox ix, Amma On| SEAGER | pit] ain wow Soca 
wie aia ia On ESSELS) : | «qupup pucx [ (UPPER |!" aya oy @aCTIONS. 
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In a vessel requiring two steel decks the thickness of the stringers and deck plating of the 2nd deck may in way of a “ long” bridge be as required 
for a 3rd deck, but in no case is the deck plating to be less than ‘36 of an inch in thickness. 
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“SHORT” ERECTIONS. TABLE Le. 


(See Continuation.) 


“SHORT” ERECTIONS. 
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“SHORT” ERECTIONS. 
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AND Foreian Suippina, Lonpon.—18th June, 1912. 
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TOPSIDE PLATING, DECK and STRINGER PLATES at UPPER, 18 
AWNING or SHELTER DECKS, and “LONG” BRIDGES. TAGE 


(See Continuation.) 
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The topside scantlings and decks before and abaft a bridge are to be determined by the vessel’s proportions taken to the upper deck, These scantlings 
are to be maintained throughout the length of a “short” bridge, and are to be extended within the ends of a “long” bridge for a distance equal to one-third 
the breadth of the vessel. 


The upper deck stringer angles in the above Table may be gradually reduced at the ends of the vessel to the size given in Table 17 for upper deck 
stringer angles at ends in way of erections, 
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TOPSIDE PLATING, DECK and STRINGER PLATES at UPPER 
AWNING or SHELTER DECKS, and “LONG” BRIDGES. 


TABLE 18. 


(See Continuation.) 
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The topside scantlings and decks before and abaft a bridge are to be determined by the yessel’s proportions taken to the upper deck. These scantlings 
are to be maintained throughout the length of a “short” bridge, and are to be extended within the ends of a “long” bridge for a distance equal to one-third 
the breadth of the vessel. 


The upper deck stringer angles in the above Table may be gradually reduced at the ends of the vessel to the size given in Table 17 for upper deck 
stringer angles at ends in way of erections. 
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TOPSIDE PLATING, DECK and STRINGER PLATES at UPPER, 1904.69 
AWNING or SHELTER DECKS, and “LONG” BRIDGES. TA . 


(See Continuation.) 


PROPORTIONS OF LENGTH TO DEPTH. 
LONGITUDINAL = = - 


~ and not 9 -. 19 and not g 
NUMBER. Above 1] exceeding 12. Above 12 exceeding 13. 


| | | 
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The topside scantlings and decks before and abaft a bridge are to be determined by the vessel’s proportions taken to the upper deck. These scantlings 
are to be maintained throughout the length of a “short” bridge, and are to be extended within the ends of a “long” bridge for a distance equal to one-third 
the breadth of the vessel. 


The upper deck stringer angles in the above Table may be gradually reduced at the ends of the vessel to the size given in Table 17 for upper deck 
stringer angles at ends in way of erections. 
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TOPSIDE PLATING, DECK and STRINGER PLATES at UPPER, 18 
AWNING or SHELTER DECKS, and “LONG” BRIDGES. AGBEE 


(See Continuation.) 


PROPORTIONS OF LENGTH TO DEPTH. 
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The topside scantlings and decks before and abaft a bridge are to be determined by the vessel’s proportions taken to the upper deck. These scantlings 
are to be maintained throughout the length of a “short” bridge, and are to be extended within the ends of a “long” bridge for a distance equal to one-third 
the breadth of the vessel. 

The upper deck stringer angles in the above Table may be gradually reduced at the ends of the vessel to the size given in Table 17 for upper deck 


stringer angles at ends in way of erections, 
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TOPSIDE PLATING, DECK and STRINGER PLATES at UPPER, 


AWNING or SHELTER DECKS, and “LONG” BRIDGES. 


LONGITUDINAL 


NUMBER. 


Lx(B+D). 


PROPORTIONS OF LENGTH TO DEPTH. 


~ 10600 
11400, 


“12200, 


13100, 


14100, 


15200, 


~ 16400, 
17600 ,, 
18800 ,, 
20100 

~ 21500 

22900 
24300 
25700 
27100 — 
28500 ,, 


15200 
16400 
17600 
18800 
20100 
21500 


27100 


28500 


29900 


Sheerstrake 
for q length 
amidships. 


Strake below 
Sheerstrake 


for i length 


_amidanipe. 


inches. 
"24 


” 


and not 
Avove 13 exceeding 


Stringer Angle 
for 1 length 
amidships. 


inches. 


| 3x 8 x32 


14. 


Stringer Plate 
for 3 length 
amidships. 


inches. 


26 


Tie Plates and 
Deck Plating 
for 3 length 

a Smaiieetpe. | 


inches. 


| 55 x ‘62 


53 x 60 
ae 

56 
57 x ‘64 | 
58 


” ss 


THICKNESS OF 
UPPER DECK 
UNDER “LONG” 
BRIDGES. 


Stringer 
Plate. | 


inches. 


) 


” 
‘26 


cm pl’ 30deck 


32 
“34 
36 
38 


‘40 


“42 


Tie Plates B 
and Deck 
Plating. 


inches. 


"22 


=r | 


THICK- 
NESS OF 
SHEER- 
STRAKE 

AND 
STRAKE 
ELOW AT 

ENDS. 


inches. 


24 


TABLE 18. 


(See Continuation.) 


STRINGERS 
AT ENDS 
OF UPPER, 
AWNING OR 
SHELTER 
DECKS, ALSO 
THICKNESS OF 
TIE PLATES 
AT ENDS. 


inches. 


10 x "22 


i ve 


15 x°3 


— 2) _ - 
"24 


up 8 
12 


” 
” 
13 x: 
” 
” 
14 a: 
x” 


9 


The topside scantlings and decks before and abaft a bridge are to be determined by the vessel's proportions taken to the upper deck. These scantlings 
are to be maintained throughout the length of a “short” bridge, and are to be extended within the ends of a “long” bridge for a distance equal to one-third 
the breadth of the vessel. 


The upper deck stringer angles in the above Table may be gradually reduced at the ends of the vessel to the size given in Table 17 for upper deck 
stringer angles at ends in way of erections, 
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TOPSIDE PLATING, DECK and STRINGER PLATES at UPPER, 
AWNING or SHELTER DECKS, and “LONG” BRIDGES. 


fi 9 Ties 


PROPORTIONS OF LENGTH TO DEPTH. 


THICKNESS OF 


1-12 


LONGITUDINAL 
NUMBER. 
Lx(B+D). 

Above Pan 
29900 ana 31300 
81300 32700 
32700 34100 
34100 35500 
35500, 36900 
36900 38300 
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41100 42500 
“42500 =... 43900 
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45300... 46700 
46700 48100 
48100 49500 | 
49500... 50900 
50900... 52300 
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63700, 55100 
55100,» 556500 
56500 57900 | 
57900 ., 59300 
59300 60700 
60700 ., 62100 
62100 ,, 63500 
63500 ., 64900 
64900 66300 
66300 ., 67700 
67700 ,, 69100 
69100, 70500 
70500, 71900 
~ 71900 73300 
73300 ,, 74700 
74700 76100 
76100 77500 
77500 78900 
78900, 80300 
~ 80300 ~ 81700 


The topside scantlings and decks before and abaft a bridge are to be determined by the vessel’s 
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Above 13 exceeding 14. 
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UPPER DECK 


UNDER “LONG” 


BRIDGES, 
Deck Plating [~~ 
for Z length Stringer Deck 
amidships. Plates. Plating. 
inches, inches, inches, 


"44 


“46 " 
5) ” 
” 5) 
” ? 
ye Dee 
+ BO 
99 
DO a 
- _ 
= . 
“52 e 
iN 52 
” ” 
“54. : 
” ? 
56 . 
sh ) 
58 54 
” 9 
‘60 . 
62 ms 
64. - 
66 D6 
” y) 
‘68 q 
‘70 ” 
n 58 
12 
“14 i 
e ‘60 
ay) 
78 4 
6? 
“80 


‘48 


ate 
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are to be maintained throughout the length of a “short” bridge, and are to be extended within the ends of a “long 
the breadth of the vessel. 


The upper deck stringer angles in the above Table may be gradually reduced at the ends of the 


stringer angles at ends in way of erections. 
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TABLE 18. 


proportions iowa to the upper deck. 
” bridge for a distance equal to one-third 


(Concluded. ) 
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These scantlings 


vessel to the size given in Table 17 for wpper deck 
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Diameters and spacing of RIVETS and breadths of 
BUTT STRAPS, BUTT LAPS, and EDGE LAPS. 


inches. | inches. 

Above 

ickNess ODP DADES e.e «0s se 22 “34 

pee in a ace ry 

34.| -48 

Diameter of RIveTS ... «-- «| § | @ 

neers mael temmenaieeedl emtenteeed 
Breadth of QuaDRUPLE riveted Burr 

Srraps in inches ad 3), ie ete 

Breadth of TrepiE riveted Burr 14! 

Srraps in inches Dean rciies cont cag 4 


Breadth of Dousie riveted Burr 
Srraps in inches EE Nas val 


Breadth of Sine@ue riveted Burr 
SrraPs in inches 


Breadth of QUADRUPLE riveted Burr 
Lars in inches ... 


Breadth of TREBLE riveted Burt 
Laps in inches 


Breadth of Dovus LE riveted Burr 
Laps in inches 


Breadth of SineLe riveted Burr 
Laps in inches 


eee eee eee eee 


Breadth of TREBLE riveted Epar , 


Laps in inches ... 


Breadth of Dousur riveted Ener 
Laps in inches 


Breadth of Sin@L_e riveted EncGr 
TOGA INGHESH locetigsst oval ll-oct 


In + Butts of Outside Plating, and all 
Beam (any re Plates (except quadruple 
riveted butt laps) 4 


34 diam. 
c. to c. 


In Edges of Outside kee 3 (forward | 
and aft) erage le Riveted Butt Lapsand | 
Double Butt Straps; Butts of’ Deck | 
Plating, Butts of Margin Plates, Girders, 
Tie Plates, and’ Floor Plates; also Butts 
and EdgesofInner Bottom Plating ... | 


In Gunwale Angle Bars, Margin Plate 
\ Angles, Quintuple Riyeted Butt Laps, 


jdiam. ) pq ; 
« ges and Butts of Bulkhead Plating, 
c. toc | Angles connecting Side Stringers to Web 
Frames and Edges of Deck Plating 
{ In Flat Keel Angles, Vertical Angles 
5 diam { connecting Floors and Centre Girder. | 
ce. t06 Bulkhead Frames where caulked, Butts 


and Edges of Mast Plates, Floors and 
cross ties in after pea = wht) gee 


MAXIMUM SPACING FROM CENTRE TO CENTRE. 


diam { In Deck Plating to Beams where single 
le, to ¢ flange beams are fitted at alternate frames 
| 

( _In *Frames, Reversed Frames, Floors 
Keelsons, Beam Angles, Deck and Hold 

Stringer Angles, Face Angles on Web 

} Frames and Side Stringers, Buikhead 

7 diam. Stifleners, Longitudinal Angles on con- 
c. to ¢. tinuous Girders, Vertical Angles connect- 


ing Fioors and Side Girders, and 


Deck 
Plating to 


beams except where single 
flange beams are fitted at aiternste 
frames... . <a nue aoe wee 


| 


ne 


inches. 
Above 
"48 


and not 


exceeding 


"66 


inches. | inches. 
Above Above 
66 88 
and not | and not 
exceeding|exceeding 
"88 1:14 
1 
1| 
—— = 


25 | 281 
19 214 


81) 94 
6 | 6 


inches. 
Above 


> | 58 
ff Wes 


Oa am i 


TABLE 19. 


HICKNESS OF BUTT STRAPS, 


BUTT STRAPS. 


THICKNESS OF BUTT STRAPS, 


} Double. Double. 


|Strapwhich| Strap on 

is Counter-| opposite 
sunk for | side of 
Rivets. Plate. 


|Strapwhich| Strap on 
lis Counter-| opposite 
Plates. sunk for side of 
Rivets. Plate. 


inches. 


of Single. Single. 


inches. - finches. inches. inches. 
. | = e 


+ In butts connected by single butt straps alternate rivets may be omitted 
in the back row of treble riveting when the longitudinal number is 16,000 and 
under ; when above this number, the rivets in the back row are not to be more 
than 5 to 5} diameters apart from centre to centre. All overlapped butts are to 
have complete rows of rivets. 


* The rivets attaching the outside plating to the frames are to be spaced not 
more than 6 diameters apart from centre to centre where the depth of framing is 
above 11 inches, and throughout the vessel where the rule frame spacing is 
above 26 inches. Where the framing consists of channel bars with reversed 
frames the rivets attaching the outside plating to the frames are to be spaced not 
more than 54 diameters apart from centre to centre. 


Where the framing is in accordance with the requirements of Table 2, the 
rivets attaching the reversed frames to the frames are to be spaced the same as 
the rivets through the frames and outside plating. 


In deep water ballast tanks and in fore and after peak tanks, the rivets 
through the frames and outside plating are to be spaced not more than 54 diameters 
apart from centre to centre. 


Before the three-fifths lengths of a steamer having a tonnage co-efficient of 
76 or having a full form at the fore part, the rivets in the frames and plating 
forming the flat of the bottdm are to be spaced not more than 5} diameters apart 
from centre to centre. 


of an inch larger in diameter in the Stem, Stern Frame, and 
d these exceed 1} inches in diameter, and to be spaced 5 
diameters apart from centre to centre. In single screw steamers above 350 feet 
in length, the after lengths of shell plating are to be connected to the portion of 
the stern frame below the boss with three rows of rivets. 

For diameter and spacing of rivets in Rudders, see Table 24. 


Rivets to be } 
Keel, but in no case nee 
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TaBLE 2O. 


NUMBER of RIVETS IN EDGES of Plating between Frames Amidships, 
excluding Rivets in Frames. 
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SIZE OF COUNTERSINK FOR RIVETS IN OUTSIDE PLATING. 
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The countersink is to extend through the whole thickness of 
the plate when not more than ‘60 of an inch in thickness ; when ‘60 of 
an inch or above, the countersink is to extend through nine-tenths 
the thickness of the plate. 
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FORM OF RIVET TO BE USED IN 
OUTSIDE PLATING, 


ek Coe 


The tapered neck of Rivet to be 
of suitable length in relation to 
the thickness of plate in which 
it is intended to be used. 


In single riveted seams one frame 
rivet is to be fitted through the land- 
ing edges at each frame. In double 
riveted seams one frame rivet is to be 
fitted through the landing edges at 
each frame, except where the frames 
or the edges of the outside plating are 
joggled when two rivets are to be 
fitted. In treble riveted seams two 
frame rivets (the upper and lower) 
are to be fitted through the landing 
edges at each frame. 


Where the fore and aft flange of 
the frame does not exceed 3 inches, 
the rivets attaching the outside plating 
thereto should not exceed } inch in 
diameter, and where it is 34 inches 
wide, they should not exceed 1 inch in 
diameter. 


There are to be at least four rivets 
in each flange of the angle bars 
between the frames, which connect 
the stringer plates and intercostal 
plates to the outside plating, where 
the frames are spaced not more than 
26 inches apart ; where the spacing is 
above 26 inches and does not exceed 
30 inches there are to be five rivets 
in each flange; and where the spacing 
is above 80 inches and not more than 
33 inches there are to be six rivets in 
each flange. 


The rivets in the beam knees are 
to be in number and size as required 
by Section 20, paragraph 15, 


The rivets in the vertical angles 
connecting floors and outside brackets 
to margin plates are to be in number 
and size as required by Table 9. 


The rivets in the connecting straps 
for web frames and side stringers 
are to be in number and size as 
required by Table 5. 
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RIVETING of BUTTS and EDGES. rapce 2. 
THICKNESS OF PLATES. 
ee east a ee. Thorn 1 COAbove”~—SC|CU Above. o"i)~ Chore. | “Above Above “Above j Above Above Above “1 
22 36 38 42 48 54 76 84 94 1:04 | 
andnot | andnot and not and not and not and not and not and not and not and not and not and not 
exceeding exceeding exceeding exceeding exceeding exceeding exceeding exceeding exceeding exceeding | exceeding exceeding 
; : ; ; : . : : 94 | 1:04 1:20 
ey gi epee | Double straps | Double straps | Double straps 
a Double. | Double. | Treble. Treble. Treble. Treble. | Quadruple. | Quadruple. | Quadruple. | trepie riveted. | treble riveted.| treble riveted. 
hogy apes ‘ J — adruple. | Quadrupl a 
b ” Treble. » ” ” ” Treble. » | ” | apron Qnatrnne ” 
c ” Double. | Double. ” 9 ” ” Treble. ” | ” ” Quadruple. 
pt Lees se i = eae 5 See na eer a 
d ” ” ” ” ” ” | ” Quadruple. ” ” ” 
e ” ” ” Double. ” ” | ” ” | PP] ” ” 
7 —. —| $$$ —_—— | — | ——____—_|___- ——_|———_ -- . | _ _ = 
f Single. Single. Single. ” Double. ” ” ” ” . 
9g ” Double. | Double. ” ” Double. | Double. Double. Double. Double. Double. 
eee | $$$ — | $$ —$—$_ —_| —_—_ =) {ean eS | $$ | —$__$—_ fae a == x 
h ” Single. Single. Single. ” ” | ” ” ” | Treble. | Treble. 
d ” ” ” ” Single. ” ” ” ” | tear 
k ” ” ” Double. Double. ” ” ” ” : | 7 
U ” ” ” Single. ” ” ” ” | 


The requirements as to attachments are to be regulated by the 


thicker of the plates connected. 


The edge attachments all fore and aft of outside plating and 


middle line strake of inner bottom plating are to be regulated by the 
thickness of the plating amidships. 


Where the breadth of any strake of outside plating exceeds the 


limits given in the following Table, additional riveting is to be 
provided at the butts in excess of that required by the thickness of the 
plates. 


Butts of side plating of “short” deck erections should be not: less 


than double riveted. 


As an alternative arrangement to the treble riveted double buttstraps 


required by the above Table, quintuple riveted overlapped butts may be 
adopted, except for strakes which are doubled. 


a. Butts of sheerstrake, strake below and stringer plates, of the upper- 


most deck, whether upper, awning or shelter deck or “long” 
bridge, for half the vessel’s length amidships. 

Where the sheerstrake is doubled, single butt straps treble 
riveted are to be fitted to the butts of the sheerstrake and doubling 
plate, of the same thickness as the plates connected. 


Butts of outside plating from keel to upper turn of bilge for half the 


vessel’s length amidships. . 


Butts of boss plates. 
Butts of centre girder plates in double bottoms. 
Butts of floor plates and web frame plates. 


b. Butts of flat keel pas for half the vessel’s length amidships. 


Where the flat keel plates are doubled, single butt straps 
treble riveted are to be fitted to the butts of the keel plate and 
doubling plate, of the same thickness as the plates connected. 


c. Butts of flat keel plates at ends of vessel. 
d. Butts of outside plating from upper turn of bilge to strake below 


sheerstrake. 


Butts of outside plating from keel to upper turn of bilge at ends of 


vessel. 


Butts of sheerstrake, strake below and stringer plates of upper and 


awning or shelter decks at ends of vessel. 


Butts of beam stringer plates of 2nd decks and decks or tiers of 


beams below. 


Butts of tie plates. 
Butts of margin plates and middle line strake of double bottoms 


for half the vessel’s length amidships. 


Butts of vertical keelson plates, rider plates, and foundation plates. 


MAXIMUM BREADTH 
DEPTH (D) OF VESSEL. OF STRAKE FOR 
RULE RIVETING. 


Feet. Inches. 
Not exceeding 20 54 
Above20aa ,,  ,, 24 60 


e. Butts of deck plates for half the vessel’s length amidships. 
Butts of inner bottom plating for half the vessel’s length amidships. 
Butts of side girders in double bottoms. 
Butts of margin plates and middle line strake of double bottoms at 
ends of vessel. 


f. Butts of deck plates at ends of vessel. 


Butts of inner bottom plating at ends of double bottoms. 
g. Edges of outside plating from keel to upper turn of bilge. 
Joining seams of stringer plates where the stringer is fitted in two 


breadths. 
h. Edges of outside plating from upper turn of bilge to strake below 
sheerstrake. 


The edges of sheerstrakes are to be double riveted except 
where the thickness of the side plating is above *84 of an inate 
when they are to be treble riveted. 

In vessels exceeding 480 feet in length and where the thickness 
of the side plating is not more than ‘84 inch, the landing edges 
are to be treble riveted for one-fourth of the vessel’s length in 
the fore and after bodies for a depth of one-third the depth of the 
vessel, the actual position of this treble riveting to depend upon 
the arrangement of shell plating and the special design of the 
vessel, or other equivalent strengthening to be afforded. Vessels 
of from 450 feet to 480 feet in length are to be additionally riveted 
at the before mentioned parts proportionately to their length, or 
to have other equivalent strengthening. Each case requiring 
this additional riveting of the seams is to be submitted for the 
approval of the Committee. Where the thickness of the side 
plating is above °84 inch, the edges are to be treble riveted for 
four-fifths of the vessel’s length amidships. 

i. Edges of deck plates. 

k. Edges of middle line strake of inner bottom plating. 

l. Edges of inner bottom plating except middle line strake. 
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DIAMETERS OF RUDDER HEADS. TABLE Die. 


| SPEED OF VESSEL IN KNOTS PER HOUR. sill 
| 


AxD* | x5. 10/10 me 15119 oo 1 14 we T8116 me 18 18 - 559 90) a BD 
| DIAMETER OF RUDDER HEAD IN INCHES. 
22 = 38 | 23 3 31 31 | 4 44 5 
i A a, SS a 2 Ss 1a WOR ts RG 
a, 40 | 3 3 34 4 | 4 5 |B 
eee |. ee ae 33 4 4) 5 | ob 6 
47", Sabo Sf| ae) oe 43 5} 5s | 6h 
rere at ae ieee Sa 5 Sb | ae 
te 78 ik 2a See 53 6 | 68 
73.88. | At 43 ae a ee cae: 
838, 94 43 5 5h 6 63 7 74 
eae we: 5} 58 61 63 7 73 
105 5, 7 Ta aS rT ae ee ae es ee: 
17) Ey bi |. 58 61 63 | 7h 7 8} 
130, 144 BB a eo ee ae 84 
144, 160 6 Tr Bea 74 81 | 9 
ee ee ee eee 7 1 8 } gh 
i ee ae 63 Te 1? 7k eae a ae 94 
192 , 209 63 7 epee 8h 1 10 
oy... er Te) ee 8} 83 4 10} 
227, 246 74 aft Udi Gilad os 9 3 103 
246, 268 Ce: Bika: 83 91 | 10 103 
ee ee es ee a ae ie 104 11 
eee ee ee Oe eee jie 10 | 103 114 
33, 890 | 8 | 9 | of | 10 | 10h | 10h | 123 
390 ,, 445 oa | ae 10-103 in 12 tee 
445, 505 a a a a ee 13 id; 
505 , 570 | 10 ie 4-10-11 124 13} | 144 
570, 640 103 11 abl PT ae ia 144 154 
640 ,, 720 11 11} i) O18 12° :| 1b 2) 36 
T 720.1800 4 like + 18 123 13} | 144 | 154 16} 
800, 890 12. |. 1a 13 14 1b: — | SB etre 
890, 980 | 123 | 18 | 13% | 14% ae ee 
— 980, 1080 13 13h | 14, | 154 | 162 | 173 | 183 
1060 1180 9] 18h.) 14 |p.) oie. | a Rt a on 
—1180~«, «+1290 | 14 | 143 15} 16k |. JA | OF 
1290 , 1400 14} 15 16 17 ff 38 19 20 


* A is the total rudder area abaft the centre line of the pintles in square feet, and D is the distance in feet 
of its centre of gravity abaft the centre line of the pintles. 


** The diameters of rudder heads of sailing vessels are to be as required for vessels with a speed not exceeding 
10 knots per hour. 
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TABLE EAS i 


COUPLINGS of RUDDER HEADS. 


pr | eHZONTAL | VERTTOAL COUPLING. SCARPHED COUPLING. f 
arm | conn, ek aie ov barker, aan { 
RUDDER |~ yo, 1... | SOO | SC LENGTH | —— 
arna | geal | ormais | wim ot |"ofmete | OF) semetam [| tanta 
TABLE 92) Gentroof | Ce'vianges,| | of Flanges: Total. | "Rowe | 
cit) saemee 1 eee ean Mean i eed cae 
6 be | 1g | SR | Ge i) bt oy 4 ee ee oe ae 
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6s | 6 | a2 | 144 | a2 | ten | 1140] 18 | 6 | 9 | oh 
62) 6b) | aad tor | te faz, | 1a OR ied a eee ee 
7 ey | ae %F aoe FP ie lo agd 4 198) oh) eee 
fel. 6 19. | Web | a T ast | 188 a S040] fe eee eet 
Pee See aoa SR eek me 
7a] 74 | Bh | tre | ek | aon | 193 ob atk lg too oe 
8 7. | 8 ) 18 |e | 30) 14 Maoh (eee ae 
ae we ae ee ee Sea Te 
9 81 | a2 | 90 | 93 | pep | 152 | os 8) 7 [eT Be 
9 | 82 | 95 | aia | op | ose | 168 | 26 | 7 | 2 | oe 
10 o | ge), Sh. | oe | ee) | Ive ub oe © lee ee 
Op. |.. 95°] ep) BE |= oe T Seu ase WE agte eR Tee ee cay 
117) 40?" | BS) oe Ro | eae gig oe ashe ee ect ae 
11} | 10}-] 8h. k Bpurle ge | oeH |) Bor ii Bert) IB ea ot 
12 ea0g" | BT p77 1 Be] Sod lk oe. Pe gue ae ee ee 
19} 1) -11¢ ) ge | op igen agi |) ee ae Ree OD een 
ig | 113 | 33 | 29 | 33 | 323 | 26 | 86 | 9 | 8 | 384 
13} | 12: | 3g | 30 | 38 | 332 | a7 | 37a | 9 | 8 | 3g 
14 | 192 | 33 | 313 | -a¢ | 85 | 28 | 89 | 9 |B | Be 
14; | 18 | 3, | sox | sz | sex | ao | 4o | 9 | 8 | Be 
15, | 133 | 4. |. sph. a | s7m aso | ail 8 ee 


* The diameter of bolts in horizontal couplings is to be measured at the coupling surfaces. 


* * The diameter of bolts in vertical and scarphed couplings is to be the minimum diameter clear of 
the screw threads, and the diameter at bottom of threads is not to be less than Zths that given in the Table. 


} The thickness of the tip of the palms of scarphed couplings is to be ‘13 of the diameter of the head. 
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RUDDERS. TABLE 24. 


(See Continuation.) 


DOUBLE PLATE RUDDERS. (/) SINGLE PLATE RUDDERS. 


ee Dia- Arm at each Pintle Keyed to Mainpiece. 
BA ee ae § ies Section Minimum ate, Section ot 
bun Pintion; of * | dimensions Rarpione ba Mainpiece | emntote 
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RUDDERS. +taBLE 24. 


(Concluded.) 
SINGLE PLATE RUDDERS. 
Diameter 
of Riek Arms at and between Rudder Pintles. 
Rudder ‘eal = a j = = nan 7 Diameter of 
Head ot Keyed to Mainplece. | Forged to Mainplece. Rivets spaced : ; 
as per Pintles. Maximum 4} diameters (a) The figures in this 
| Depth and Thickness apart 
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STEERING CHAINS, RODS, QUADRANTS, and TILLERS. TABLE ea 2 


Diamete Dia- BOSS OF FORGED IRON QUADRANTS AND TILLERS. CAST STEEL QUADRANT TILLERS. 
igre i it QUADRANT. Sizes of Arms at two Diameters of Rudder head from Centre of Rudder head. (®) 
deiereteg Quadrant. | rear Depth. Outside | own ARM. | TWO ARMS. THREE | FOUR ARMS. | TWO ARMS. TWO ARMS. | THREE ARMS, 
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11k | 7 4413 (2 | 113 | 203 | 12 x7 | 10 x5} 8x5 | 8 x41| 123x221 | 3 | 12kx 8) Tit x 2h 
2 [8 Of1g |2 412 | 23 123 x75 | 103 x5} | 9 x5 | 8x44 18 x28) BF | 138 x34 | 12 x28 
12, ]8 OF 123| 223 | 13 x7 | 11 x5E | 9FX5 | 88 x44 1385x238 | 3h | 18)x 34 | 124x238 
ih ee Sar 13 | 233 | 13} x7 11: x53 |10 x5 | 9 x4 | 14 x23 | 32 14 x3} | 13 x23 
133 | 8 0 13}| 243 14 x8 |11}x6 |10 x5i| 9 x43) 14x38 | 33 | 144 x32 | 183x838 
14 18 0 ‘14 | 254 | 143 x8 “12 x6 |10ix51| 93x48/ 15 x3 | 32 “15 x32) 14 x8 
144|/8 0} 143/26} | 15 x8} | 12}x64 |10}x5}, 9hx5 | 1b}x3p 4 | 15yx4 | 14px3y 
15 |8 0 15 | 27 | 153x8) | 123x621 |11 x53/10 x5 | 16 x3} | 4 16 x4 | 15 x8 


__(@) Where the radius of quadrant or length of tiller adopted, 
differs from that given in the Table, the diameter of steering chain is 
to be calculated from the following formula :— 


i. Ds, 
d= 28 / R 


where d=diameter of chain in inches ; 


(b) The sizes of arms at ends may be reduced to three-fourths of 
the dimensions given in the Table, and where a quadrant tiller is 
not keyed to the rudder head, the arms of the same may be of 
these reduced dimensions throughout their lengths. 

The diameters at the centre of the chain of leading block sheaves 
are not to be less than sixteen times that of the steering chains 
and the pins of the sheaves are to be not less than twice the 


D=diameter of rudder head in inches according to Table for diameter of the chains. 


rudder heads. 
R=radius of quadrant or length of tiller at centre of the chain 
in inches. 
The steering rods to be one-fourth larger in diameter than the chain, or 
of the corresponding diameter given in the Table for the chain required. 


Luoyp’s Ruecgister oF BririsH AND ForEigN SHIPPING, 
Lonpon.—17th June, 1909. 
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MASTS and BOWSPRITS of SAILING VESSELS TABLE 26 
and FULL-RIGGED STEAM VESSELS. 


IRON AND STEEL MASTS. 
EXTREME PARTNERS, _ HEEL. ; Sola’ os HEAD, nine aise. 3 * i 5 ’ onzxs. , 
ere cif adie is pee tocas iB | rears ; a tee ba 3c pry ey Sizes of Angle Bar. 
ENTE | cecal | meant | HP than. | Bion’ | 9 | Seon} muon | -%-|anee. | sea | xem. stect. fim |st| tron, | tol 
48 16 ts | vo 13 | ae | vo 1338) ve | fo | 11 | as | a’ see eee V6/20 32 1x2} X 16 34 xX J 20 
a ol 17 V6 20 133 ve ; 20 14 ' 20 11} 6 20 dacs be $3 ; 16 20/02 2 x3 x 63h } x3 x 20 
3 4 18) 20 14 Ye vo 15 vs | 20 12 16 20 p Nae ce V6 20/83 X38 X Me 3hX3 X v0 | 
= o7 19 1's 20 15 16 20 15} Ys 24 12} 16 20 re wy 16 Sot x3 xX ro4 x3 x 20 
= \|60)20| + | af (16 | a8 | of (LER as | af | 1841 ve | af Ly we histo x8 xaed x8 xa 
3 63:21 ts | go (163) v5 | ofo 173) Be | oo | 14 | Fe | tee ve ie vot X3 Xye4 x3 X 20 
a 66/22) 85 | go lies ts | 20 183} a5 | 14} te | 20 cee cee Tei2o 43 x3 x 74x 8 X 30 
S 69/23 Ye | go [18 | v5 | oo 19 | Ps | ao | 153) xs | of te vee Te pote X3 xX q545X3 xX z% 
7224 ve | 20 19 | ¥5 | x 20° ts | zo | 16 | vs | 2 LS ee ve elo dd X 8 x 545 x8 X 20 
(7525 Ye | go |L93| v5 | vo (21 | as | oo | 163) a | a’ tee he tPsl3815 x3 x5 x3 X go 
B 78/26) vf | fo (20 | as | slo [213] v5 | o'o | 178 as | to | ce fle} XB xy x8 x48 
“| (81/27) fe | fo (21 | as | vf’ |224) xe | so | 18 | a% | wo we hee P30 9 X8EX 65 x3EX 4 
i | |84)28 ts | #5 22 | ss | vo [23 | a5 | so 183 fs | zo | 33 X3x 1's | 34 X3x so SEI x BEX 7515 a 31x 48 
g ) 87/29] a8 | ato 22) as | vfs 24 | a's | alo 194 hs | fo |4 X3xvo/4 x3xaoPWOEX4 xT95Exd XH 
s 90/30) 385 | so 23 | a's | so 125 | ae | a's | 20 | a | vo [4 x3x/4 xBx Po OIG x4 x186 x4 xd 
g 9331 ws | 48 24] ae | ok 26 Y's 20 203 fs | so eX3X 16 4x3x go Hage x4 xP x4 x 
e _ 9632 Pe'| 28 (25 | re | afo |263| ye | a's | 21 | Ys | go (5 X3X%e)5 X38X%oTHRI6 x4 X86 x4 x34 
IRON AND STEEL BOWSPRITS 
BED. HEEL. | CAP. | BED. HEEL, CAP. 
HR es pe | Sizes of Angle Bar. He = ie Be nan Sizes of Angle Bar. 
eae |g (TRRRSS| _ frw'en'ss gj [Th kn'ss 2e8 j hrh’kn’ss F ‘Th’kn'ss g(Thkn’ss 
as) aot! ao 8°} £4 tel @ | 
Irn,| Stl. pea oo {rn.| Stl Iron, | Steel. hae Stl. Irn. Stl. Irn. Stl.) Tron. | Steel. 
a az. ia ins. “eg ins. saa ins. | ins.| ins. ins. | ins. Ft. indies lines an SA ins,| ins. a ‘eet fas’ ine. — 
14 16},,%, so 14 Po|a%o| 12 | yela23 x2 x ¢ al24 x 2 Xoo] 21 | 253 11% 20 21 ate go| 173 r%e\z'0 33 x38 x 1" BB4xX3 Xs 
“15° 173 P3|3%| 15 |,°5|8|. 124 Pals '24 x2 x 1°5|24 x2 xX | 22 3 18 fat xo| rf 1,8 old x3 x an x3 X oo 
16 | 19 | Plato} 16 |%\s%0| 18 | .8 x2 xB x2 Xs 3 ran x BEX od XB) x ah 
17 20 | ,%\s'0| 17 e\z0| 14 lifal B [BX Bex re3 X2 Xs% | slit x3hX rgi4 x SEX sb 
18 214 iso 18 fsz0 15 | 20 3 x 23 x 63 x 2} X oto - Joh x BEX; X 1643 x 33 X fo 
19 | 23 | fels'o| 19|,felsfo| 16 |,%s|s'53 x3 x 3 x3 Xs islafo 43 X BE X 4414} x BE xo 
20 244) 7, ay] 20 | %sls'o 163 | sfo% ‘xB x 43)x3 x gh 6.| 544 x 34 x 343 x 31x 2 


FOOTNOTE.—The length for regulating the scantlings of the mast to be taken, in all cases, from the cap to the top of the keelson. 
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RULES FOR THE CONSTRUCTION OF IRON AND STEEL MASTS, 
BOWSPRITS, AND YARDS. 
(Tables 26 and 27.) 


1. If Iron be used in the construction of masts, bowsprits, and yards, it is to be of good malleable quality quite free from surface or 
other defects, and to stand a tensile strain of 20 tons to the square inch and the following bending tests when cold without fracture: — 


ee 


To BEND COLD THROUGH 2. The plates to be bent over a slab, the corner of which should be rounded with a radius 
peas AN ANGLE OF of half an inch. 
ov Pratzs|..... |... 3. If Steel be adopted it is to be of the quality required for ship plates and subjected to 
| With the Across the ° 
, . the same tests. 
Grain. Grain. 
4, Lower Masts.—The plating to be of the thickness, and the plates arranged as in the 
5 | 9K Table. The seams to be double riveted ; in masts not exceeding 84 feet in length, the edges may 
16 25 | 5 be single riveted provided angle bars be fitted to the satisfaction of the Committee. The 
8 30° 11° butts below the mast partners in masts, and those inside the wedging of bowsprits, might be 
Ah. double riveted, the remainder should be treble riveted. 
aye 1h 1S? 
16 : 5. The buttstraps in all cases should be ;'; of an inch thicker than the plates they connect 
3 47° 15° in iron masts; in steel masts the buttstraps should be ,'5 of an inch thicker than the plates in 
: double riveted butts and 2, thicker in treble riveted butts. The buttstraps would be better to 
5 (he 56? IS be fitted on the outside of the masts and bowsprit. 
16 | 
1's 65° 20° 6. The mast and bowsprit plates should be doubled all round in way of the wedging, or 
otherwise efficiently strengthened ; where masts are wedged at the lower deck, the doubling 
3 70° 20° should extend from below the lower deck to above the upper deck. 


7. The heels of all masts and their steps should be efficiently strengthened. The cheeks 
of masts should be stiffened by angles or cope iron on their foremost edges; or by some other approved plan. 


8. Where two plates in the round are adopted instead of three the iron is to be of such superior quality as to admit of its being 
bent to the required form, without being unduly heated and without fracture, and in all such cases the masts should be additionally 
stiffened by 3 angles as provided for in the Tables. 


9. All masts of above 84 feet in length, to be fitted with angles properly shifted and extending the whole length of the mast. 
If the plates be arranged as described in the Tables, there should be an angle bar fitted to each plate in the round, of the size given 
in the Table. 


10. All bowsprits exceeding 28 inches in diameter should have a vertical diaphragm plate extending from within the wedging 
to the gammoning, connected by continuous single angle bars to the upper and lower parts of the bowsprit, and two additional angle 
bars of the size given in the Table; and bowsprits 28 inches in diameter and under, to have an angle bar at the centre of each plate 
extending the whole length of the bowsprit. 


11. The diameter of the lower masts at the cap to be in no case less than that of the topmast at this place, or of the lower 
topsail yard. 
12. The attention of the Surveyors is to be specially directed to the fittings connected with the masts and rigging, in order to 


ensure the workmanship, material, and sizes of the same being efficient. 


13. The mizenmasts for barques may be reduced one-fifth in diameter from that given in the Table, and the plating to be not less 
than the thickness corresponding to the diameters. 


14. Where a Steamer is intended to be fitted with masts or a bowsprit for auxiliary purposes, they may be one-eighth less in 
diameter than prescribed by Table; and when a mast of a steamer is to carry fore and aft sail only, the diameter may be one-fifth 
less than given in the Table. The seams of these masts may be single riveted. 


15, When pole masts are fitted, the length of the lower mast, in determining the diameter and thickness of plating, should be 
taken from the heel to the cap band, so as to include the head, as in an ordinary mast; and in sailing vessels these masts to be 
additionally strengthened by angles from below the lower yard to the topmast cap, or compensating strength furnished. The cheek 
plates in pole masts may be of the same thickness as the mast plates at the hounds. 


16, The eye-bolts, hoops, cleats and bands, are to be of the best description of wrought iron, 


17. Any deviations from these Rules and Tables must be submitted for the consideration of the Committee, 
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TABLE a 


YARDS and TOPMASTS of SAILING VESSELS and FULL-RIGGED STEAM VESSELS. 


YARDS. TOPMASTS. 

ae: ee | ee, aed. Second Quarter. | Third Quarter. ee Heel. pretended Head. 
Zobel F ‘enaaasaaa 4 ade g aS. 8 Arion g RRs, penehh. § | mntokness. | § | Thickness.| § | Thickness. 

2 ~ ll Se 2 © © o © - oS 

E | Iron. | Steel. : Iron. | Steel. 3 Iron. | Steel. : Iron. | Steel. E ly a 3 Iron. | Steel. | 4 Tron. | Steel. 4 Fis) lame 
wk | Ins. a Ins, : Ins. Ins. Ins. Ins. Ins. Ins. Ins. Ins. Ins. Ins. Ins. Ins, Feet. Ins. Ins. Ins, Ins. Ins. Ins. Ins, Ins. 
82} 8 elas] 7h] as] Pe | TE] as] as) 8 | ae] ate] 4 | Pe] Poff 82 [12 | ve | wo | 108) ve | as) 9 | oe 
36 9 ts ts 84 ts 76 81 iG is 3 1's +5 +) 16 Te 34 12} 3 30 11 1s to 94 Ps vs 
40 | 10 velar} 98 la | ae | 9 | ae | ae | Zl te fats) 5 [ae | asf] 86 [13 | ate | st} DDR] te | Po | 10 | vs | a 
df tli ys +s 103 16 5 10 Ts 1s 81 16 +e 4 Ys vs 38 14 ts 20 12} vs Po 10} 1s 
48 | 12 | st, | fy {112 | ats | fy | 108] as | ts) 9 [as fats| 6 [as | el] 40 [143| ve | ao [13 | ae] Poll | ve 
52 13 a 25 12 16 20 113 Gs a) 93 16 6 63 Vs Ys 42 15 Ye ay 13} is #0 11} Ys 
56 | 14 ve | sf (138 vty | Po | 128 ats | a [103] at | ats | 7 | te | Pe f] 44/16 | as | fo 14 fats | fo [12 | ats 
60 | 15 | ty | xfs (148 | ate | af 184] ae foto [11E| ate | P| 7H] Ps | asf 46 [165] ae | of J 143 | ts | as | 128] ate 
64 16 3 20 158 Ys x0 143 Te 20 12 6 20 8 | 1s +5 48 17 ts 20 15 iG oo 13 ps 

| "s ~—s | = a 

68 | 17 | we | fy | 163| 8s | af | 154) a8 | fo [122] ate | sto | 8] se | ws |] 50 ]18 | ste | fo [16 | she | sf | 134} a 
72 | 18 | ate| sto [178 | | to [26E |e |afo 188 fae | ato] © | ee | te 82 [18K] ae | Fo [264] fo |e [24 | of] 
76 | 19 | ay | are 185 | | ao (O78 | Pe | afe [148] ve ro | 98) ate Late 54 [19 [ate |e [17 | Pe | to | 144 | Pe 
80 | 20 | a8 | ato [193] Ys | ato [18 | fe | ato {5 | ate | xo (10 || wef 56 [20 |e | zo [18 | te] ate [15 |e 
84 | 21 | ate | fy [208 | ae | go 119 | aP5 | af [158 | ae | af | 103) a4 | st ff 58 | 203] ats | Fo | 188) a8 | ats [15%] as 
88 | 22 | x | ay |214| a | sto | 192] as | sf | 163 | a | ahs | 11 | ats | fo |] 60 ]21 | a | oo J 19 | ws | af | 16 | ae 
92 | 23 | a5 | ao | 222] a5 | ao | 208 | a8 | so [172] ao | oo | 113) ae | oo 62 |22 | x85 | wo | 20 | Ws | oo | 163 | 15 
96 | 24 |e | ate (288 | ey | ato | 2081 ae aio [18 [ate lat (12 | ee late | 64123 [ate | te 22 | ate | at [17 | a 
i ee 


The diameter of the topmasts at the lower cap, sheave hole, and topmast 


Topmasts.—The plating should be of the thickness given in the Table. 
The seams of topmasts may be single riveted; the butts should be treble 
riveted, and their straps ;; of an inch thicker in iron topmasts, and ;4 thicker 
in steel than the plates they connect. There should be doubling plates in 
the way of the lower mast cap. Topmasts should be efficiently strengthened 
in the way of the fid holes, and in the way of sheave holes where such are cut, 
by the doubling plates, iron hoops, or by other approved methods. 

Topmasts above 38 feet in length and not exceeding 46 feet, to have two 
stiffening angles 3” x2"x,%," fitted as nearly as practicable at the fore and 
after parts of the mast. 

Where the length is above 46 feet and not exceeding 66 feet, the angles 
to be 34” x3}" x 4%". 

When the length of the topmasts exceeds 46 feet, efficient cheek plates are 
to be fitted to the same. 


cap, to be in no case less than that of the yards at these places. 

Lower Yards.—the plating should be of the thickness given in the Table. 
The seams of yards may be single riveted; their butts should be treble riveted, 
and connected by being overlapped, or by efficient butt straps. The plates 
should be doubled at the centre, and the doubling plates should extend beyond 
the truss hoops. 

Where iron or steel masts and yards are to be constructed otherwise 
than in accordance with the Tables, plans and particulars of the same must be 
submitted for the approval of the Committee. 

Where Steamers are intended to be fitted with topmasts for auxiliary 
purposes, they might be one-eighth less in diameter than prescribed by Table. 
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SIZES and TESTS for the STEEL WIRE STANDING RIGGING, &c., Q 
of SAILING SHIPS. TABLE re ‘ 


(See Continuation.) 


| Tons. | Tons. Tons. Tons. | Tons. | Tons. Tons 
Abore Above { Abore Above | Abore Abore Abore 
REGISTER TONNAGE UNDER DECK. | 8000 2600 2300 2000 ~=i800 1600 1400 
| and notexceeding | and not exceeding andnotexceeding and notexceeding |andnotexceading| and not exceeding. |and not exceeding 
| 8500 3000 2600 2300 2000 1800 
a 5 Xi ij | Abov = ~ Above Above q ‘thew PSy ; : Raey a Abore 
| 20000 
LONGITUDINAL NUMBER. | pene Pr topcase |andnotexceeding ee ici hasaee oop a Bae 
27200 | 24200 21900 | 20000 | 18400 | 17000 15600 
Seanad = _ | —_——|~ 1 ee BEA x | = ee 
| Si oe Size. \ © le Si le | Si .. Si i. 
| Mo scones. | a ae No. inctes, | N° inches Pas doctors: | MO) Sete 34 inohes 
Fore & Mary Shrouds... or xi 1s »|6 53/6 5416 5 |6 42/6 48/6 41/6 43 
ime i — and 2 cap— land 2 cap and cap and cap and cap and cap —|and cap 
Ms , Chain plates... 4% i e 23 25 | 4 23 21 24 2 
= ,», Dead-eyes *p teens sia ~~ — | — — 12x7 11} x 6} 11x6 
: » Lanyards (hemp) sa ih. a —}; — | — — 6 53 5} 
Rigging Screws, Diameter at bottom 91 91 | 9 1 1 : 
a is of thread , 4 “8 8 8 + 4 
- , Rigging Screws, Diameter of Pins 2 1} 13 $ 13 1} 1} 
7 ,», Topmast backstays po OFS BPR G PF 46/93 421 Bars a 
2 - Top-gallant backstays |2 44/2 43)2 33|2 33)2 33/2 31/2 3 
F ,, Lower stays 2 5/2 5412 56 12 4412 4821/2 44/2 4&2 
i » Lopmast stays ... Boe O82 Ore) b P2428 12 aa ee) Ae a 
¥ ,, Top-gallant stays . igs fs 4} 41 32 3 34 3} 3 
Mizen Shrouds ... uate sa T ate |S 44/5 48/5 41 4/5 4.\6 Sti b 3 
and cap———land cap and cap and cap and cap and cap and cap 
»  Topmast backstays  ... he she aa $-i3 4618 44/3 4b 13 | 33/3 33 
,  Top-gallant backstays ... es. ik dep eo iste | FRR UD BS Pek 2a) 254) 2s Ba a BF 
ae atenceal cereale 
\; “Lower'stays” ... os aan oh -/ 2 4461/2 4812 44/2 44/2 4 |2 33/2 3 
,  Topmast stays ... ne es ot «eal A pee Eg Be ADD dD def OB Bee Re 
A Top-gallant stays Es eee | tas 3} 34 By pas 23 24 4 
Bosstay Bar... vas ‘he = 7 an 4 41 4 ot 33 38 34 
jo 2 th Dee eet Aa ee | Saeed 31 Ce ere Q7 22 | 25 23 
_-— 1h - aa + z % q | = Fron = 
» Chain ... hie tees es 21, 2a5 2 143 14 143 142 
Bowsprit Shrouds (Chain)... ee va of 2), 1b) 2 1412 12 12 1-12 2 12 Ff 


Size (inches) 


| 52) 52|5 | 42] 43] 43 | 42 | ag 


41] 41] 4 | 8f 33 | 39 3} 
| | 


Breaking ‘Test (tons) ... 


| 


- = |- 
| 58 | 53) 48 | 44 | 42 | 40 | 38/36 | 34 | 32 80 | 28 | 26 | 24 | 22 
34 | 3| 25 | 29 | 25 | 22 | 23 | 22] 2, | 2] 1g | 1g] 1g) 14] 18] 12 


Size (inches) 


— |- |. ! 


174 16 | 1431 18} 12/11/10] 9| 8| 7| 6| 53 5| 4| 33 8 


Breaking Test (tons) ... 


SIZES and TESTS for the STEEL WIRE STANDING RIGGING, &c., Rene 28 
of SAILING SHIPS. 


Concluded.) 
| Tons. Tons. | Tons, Tons. Tons. Tons. Tons. Tons. 
Above Above | Above | Above Above Above | Above Above 
REGISTER TONNAGE UNDER DECK. 1200 | 1000 | 800 | ‘700 600 500 400 300 
| and not exceeding |andnotexceeding, and not exceeding |and notexceeding|and notexceeding|and not exceeding |and not exceeding |and not exceeding 
1400 1200 1000 800 700 “600 
| Above Above Above | Above ino Above Above Above 
| 12800 | 0 1000) 0 | 0 6 4900 
LONGITUDINAL NUMBER. and not exceeding aig 4 ee and Le ts PER dere! Pee ae ee Leese’ and not exceedin; 
14200 12800 11400 10000 9000 8000 7100 6200 
| Mo. asches, | 80 eenem| © tremens | 2 tnotes, | 30> B55, No. inehes,| 0 taohes, | No. toches. 
Fore & Marin Shrouds... ts wid (6 4416 4 |5 388)5 84/5 3115 8 |4 23) 4 2) 
5, —|and cap and cap jand cap - ‘and cap -——|and cap aT aS ea) 
. y oChsin Plate“ G.. | od ole 1i | 1a 13 13 in Li 
= ,, Dead-eyes gee Ua -| 10}x6) 10x6) 93x53} 9x53} 8x5) 8x5) 73x43) 7x4 
. ,, Lanyards (hemp) ae a §1 5 Sl 4} -Ad-| 4 33 4 
Rigging Screws, Diameter at Li Lb L 1 13 1 : 1h 
” " bottom of thread 8 8 2 2 8 4 8 8 
be , Rigging Screws, Diameter of Pins 13 13 13 13 1i 1} 1 | 
- ,, Topmast backstays  ... wool BAL SB) de [2 88D Bin BE ee ee 
, Top-gallant backstays ... | 2 22/2 2812 23 23 2} 24 2 1} 
- ., Lower stays... Ja wal Ox SE) Book | BS oBE SAL | 2 BE 2 oy) 2) ee ieee ee 
- ,, Topmast stays ... as (2 44/2 4 |2 32/2 33 31 3 23 23 
: | as 
sd ,, Top-gallant stays “a ame 23 23 24 23 24 2h 2 ; 
MizeEn Shrouds ... oes ee a ~/5 3415 8 |5 2615 2} 23|4 24|)3 23/3 2} 
and cap =e 
,  TLopmast backstays  ... wen wool OS  3E4 3-3 2,|2 23|2 28 24 23 21 
.  Top-gallant backstays ... v3 | 2 2/2 2 1Z 13 13 1} 13 1} 
» Lower stays ... ee ne ole oFle, o at 23 28 24 23 + 
,  Topmast stays ... wan — soul oe abe 3 24 24 28 24 23 + 
a Top-gallant stays cin vs ee 21 2 13 13 1% 1} 13 li 
Bopstay Bar... ee Sia a ee 31 3 21 21 2 2 2 2 
7.) bm coe nis Swe Sate 24 at 13 $ 1} 13 13 1} 
\ S 5 4 2 
7, hain ... ee nae pers an 148 14, 1,5 .m 1+ 1,4 14 13; 
ae Toe E ‘ ‘ 10 9 9 
Bowsprit Shrouds (Chain)... ta vee 2 112 Pe 13 13 i 12 ys is 
BRE eee eee ee ee ee 


1.—The above requirements are intended to apply to vessels in which the dimensions of the masts and yards are such as would not be 
deemed unusual for vessels of the respective tonnages; where these dimensions are extreme, or in other exceptional cases where deviations from 
the above sizes are required, rigging plans showing the sizes and arrangements of the several parts should be submitted for the approval 
of the Committee. 

2.—Where four masts are adopted instead of three, the tonnage of the vessel may be reduced one-fifth, and where five masts are adopted, 
one fourth, in obtaining the sizes of Rigging, &c., from the above table. 

3.—Where pole masts are adopted in vessels requiring one cap shroud only, an additional cap shroud is to be fitted, when the number 
of lower shrouds may be correspondingly reduced. 

4,—Where double top-gallant yards are to be adopted, a topmast cap backstay should be fitted in addition. 

5.—The steel wire ropes to be guaranteed to withstand the breaking stress given in the Table, and no hemp is to be used in the strands, 
a hemp core only to be fitted. 

6.—A short length of each of the wires composing the rigging will be required, after being galvanized, to withstand a tensile stress 
equivalent to that set forth in the Table, and the aggregate strength of the wires must not be less than 10 per cent. in excess of that stress. 

7.—Each wire will be required to be capable of being twisted around itself not less than eight times, and of being untwisted and 
straightened without breaking. 


8.—Where it is proposed to adopt iron wire rigging the sizes proposed and the guaranteed tests should be submitted for the consideration 
of the Committee. 
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ANCHOR CRANES. 


The dimensions of the principal parts of ANCHOR 


€----=,------ 


CRANES to be in accordance with the following 


rales 


WEIGHT OF 
ANCHOR 
INCLUDING 


SPREAD OF CRANE IN FEET. 


DIAMETER OF MAIN POST AT DECK IN INCHES 


6 64 63 8 63 ‘a 
61 Se eal Fe ee, 71 
ie ie he 3 a) ee 
Oe es ae aie Bel ea 
Tae}. ¥4 RIC So ae ae 
8 Si | 83 83 19 E- jsb OLS 
8 | 8h 83 9 oF | OR 
1 8: | 9 ep apie tis Ot 
Se) TR ye ey 3 


CORRESPONDING DIMENSIONS OF MAIN POST, TIE RODS AND 


Diameter of Main Post at deck] 6 | 63 | 7 3|8 | 8/9 | 9} 
Tie Rod ay vey woe] 1 | 1% | 2. | 24 | 2% | 23 | 23 | 28 
Jib (Diameter at middle) ...) 3) | 34 | 31.| 33 |4 | 44) 44 | 43 


If two Tie rods are fitted, the diameter of each to be 3th that of the single rod required. 


BOATS’ DAVITS. 


In the cases of Boats and Davits of ordinary proportions the diameter of the 
davits in inches should be one-fifth of the length of the boats in feet, but in cases 
where the height and spread of the davits or the dimensions of the boats are not of 
ordinary proportions, the diameter of the davits in inches should be found from the 
formula :— 


: = 
LxBxD/H 
pala ai tne (temee Y -| 
n/ 40 ( 3 a ) 


where L, B and D are the dimensions of the boat, H the height of the davit 


above its uppermost point of support, and 8 the spread of the davit, each of these 
dimensions being in feet. 


Luoyp’s REGISTER OF BRITISH AND FoREIGN SHIPPING, LonDON.—/7¢th June, 1909, 


TABLE 29. 


Boat and anchor davits made 
of approved weldless rolled or drawn 
steel tubes will be admitted, pro- 
vided the scantlings be as required 
by the following table of equivalent 
sizes and that the steel of which the 
davits are made has a_ tensile 
strength of not less than 35 tons 
per square inch with an elongation 
of not less than 10 per cent. in a 
length of 8 inches. The davits are 
to have solid heels and are to be 
efficiently strengthened in way of the 
heads and deck supports. 


TABLE OF EQUIVALENT 
SIZES. 


Diameter and thick- 
ness of approved 
weldless drawn 
steel hollow boat 
or anchor davits. 


Diameter at deck of 


solid davits or of 
main posts of anchor 
cranes. 


TABLES 30 & 31. 
EQUIPMENT 


SAILING VESSELS AND STHEAMERS. 


234 


CHAINS AND ANCHORS FOR SAILING VESSELS. TABLE 30. 

(See Continuation.) 

Minimum Weights of Anchors, ex. Stock; Sizes, Lengths and Weights of Chains, and the Proof Strain to which 

they are to be tested per Chain Cables and Anchor Acts. Also sizes and Lengths of Towlines, Hawsers 
and Warps. ‘The Anchors and the links of the Chains to be of unexceptionable form and proportions. 


Bats ANCHORS. CHAIN CABLES, HAWSERS, &c. 
Equipment —~ - _——_—— sexs ene = a anaes 


BOWER ANCHORS. 
(b) (a) 


Numbers tor TONNAGE 


TREAM AND KEDGE ANCHORS. 
(b) (a) =t. 


| Letters for Equipment as 
inserted in Register Book, 


IRON AND STEEL LESS CREW NUMBER STUD-CHAIN CABLES (e) (f) (h). 
a ~ SPACE. one. sata _ cacosiia ed eat | See ee 

See Note (a). i es nae i /§ Weight Tost tive prea, Test. *& | Kedge. |Test. *] Length. hagunem istry on™ mime Weight 
Above shea | bag 9 Owts. i | Owts. | Owts. Tons- tae Toss Pathan, Inches. | Tons. | Tons. ‘owes are Ibs. 
1600 « 2100 2/1/1] 83] 538) 7] 3| — | 4 | —] 120) Hh 85 123 | 29 0 14 
2100 ,, 2500 a\1\1| 44| 642| 831 12] 348] 3 | — 120 | 42 | 104 | 154 | 34/2) 7 
2500 ,, 3000] ¢ 9\1\1| 6°} 7%5| 10] 12] 348] $ | —]185| He] 11s | 17%) 45/3) 38 
3000 ,, 3400] alii] 63| 8 | ial 13] Bag] ¢| — 165 ia 133 | 20g | 64|1/11 
3400 ,, 3900 a\1/1] 64| 843/13] 2 | 438} 1 | —]165| 4 | 15;%| 23,%| 74/1/26 
3900 ,, 4300]. alata va! o,| 14s 23] 44g |—| 15/1 | 18 | 27 | 84|0417 
“4300 ,, 4800] . 3 111] 81/10y,| 233) 23/5 | 12/343] 165 1), 20,8, 30, 95/1) 9 
4800 ,, 5300 3}1|1| 10 |12 281) 83) 6,%| 18 [4s] 195 1% 223 | 3441261) 0 
5300 ,, 5900 3 1\1| 12 1347 341] 4 | 6, 2_|4H8 195 1%, 253 38 141 0 16 
5900 ,, 6500 [3/1/1] 183/15, | 383) 43) 72%,]23]5 | 210 | 14, | 28; 42) 168/00 
6500 ,, 7100 3/1/1| 1652/1634! 433) 54| 733/23 /5 | 210/19, | 81 | 46} |185|2 12 
7100 ,, 7700 3/1/11 17 |18,8,| 483] 54] 74§| 23 | 5% | 240 | 1 | 84 | 51 |232|0)21 
3/1/1| 19 1932) 54] 6S 838/81 | 533] 240 Aye 87) | 55g 2540 19 
8400 ,, 9200 3/1/1| 21 |2143| 60] 72! 9,%,| 33 |548| 240 | 1,8, | 40,%,, 58,%, 276/214 
9200 ,, 10100 700 ,, 800/3 1/1] 283 2339) 67] 8 102%,/4 |6%,] 270 1% 43,°,| 61,4| 3386/0 0 
10100 ,, 11100 800 ,, 90013 /111| 255 25,%, 723] 83 1032/4} |633| 270 119 47\% 66,%| 359/11 9 
11100 ,, 12300 900 ,, 1000/3 1/1] 273 | 2638 79 | 8} 1035/43 [635] 270 1 | 511 | 712 |387|3| 4 
12300 ,, 13600 1000 ,, 1200]3/1/1]80 2833 853! 93/1133 43 | 7% 970 | 112 | 55} | 771 |416/3) 0 
73600 ,, 15100| s [1200 ,, 1400/3 1/1]82 30g, 91710} 128,| 6} [753] 270 148 59, 823 4472 3 
1400 ,, 1600/3 1|1|84 (3132 97 {103 1238) 5} |7}5] 270 144 63) 88y, 478 1 18 
16800 ,, 18600] w_ 3/1] 1] 864 335%, [104 | 114) 13,%| 5} | 733 270 | 148 | 674%) 94%] 511 | 1) 14 
18600 ,, 20500] v 3/1/1188 3449 1083/11} 137,|53/8 | 270 2 | 72 100,%,538 3 0 
20500 ,, 22700 3\1/1]40 | 3538 114 |12 11333) 6 |8y,| 270 | 2, | 76,4107, 573/2 14 
22700 ,, 25200 1/1] 42 | 37,2, 11931133! 15,%,| 63 |9 | 300 | 2%, | 864 120%,,717 2 0 
25200 ,, 27900] y — ‘1/1/45 | 39y, 12811163 | 1643] 74 | 933] 300 | 2, | 964 1848 |800/3 14 
1/1/48 | 41,2, 137 |1'7 | 18.%| 84 1033] 300 2,5 | 101} 142) 844 | 1 0| 


N.B.—For Notes to the above Table, see pages 238 and 289. 
For Equipment of Trawlers and Tugs, see page 238. 
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CHAINS AND ANCHORS FOR SAILING VESSELS. ere 30. 
(Concluded.) 


Minimum Weights of Anchors, ex. Stock; Sizes, Lengths and Weights of Chains, and the Proof Strain to which 
they are to be tested per Chain Cables and Anchors Acts. Also Sizes and Lengths of Towlines, Hawsers 
and Warps. The Anchors, and the links of the Chains to be of unexceptionable form and proportions. 


inet. CHAIN CABLES, HAWSERS, &c. 

i EY TONNAGE STREAM, CHAIN OR STEEL WIRE (e) (g). Tien OWLINE: Ente OR STEEL WIN ei! 
ang ial He er - ‘ORAIN, <-> *3 | srr wing ay | emer, | STEEL wie. AND WARPS 
EEE : | stud tine, | Short time, [| bene: 

1600 2100] a | 50™ 75| 45|/ | 5/1) of 5/3} of —| —] 7%) 5 | 3 | — 
9100, 250015 | 5, 100] 45/ «| 6/2] 0) 7/1} of —| —| 75 | Bele ayia 
2500 , 3000] c | 100,, 125] 45) | 6|2/ 0} 7;1| oJ —| — | 7 | Bee B= 
3000, 3400/@ | 185, 190| 451 ~,| 6/2) of 7/1| of —| —]| 7 | 6 |2t| ees 
3400 ,, 3900] e | 150, 175] 45| 2 | 8|0) O| 8|/3| O| B | 7 | 7% | 64 )R% aire 
3900 ,, 4300] f | 175, 200] 45| » | 8/0] of 8/3| o| 2 | 7 | 75 | 6h] 2% 4) 
4300, 4800/7 | 200, 250| 45 4g] 9131 0\10 2) 0| et) o3| 75 7 |2y) 1a) 4)/— 
4800 ,, 5300] 4 | 250, 300] 45, 18| 9/3] 0|10|2| of 23) 92] 75 | 74) 2a | 128) 5 | — 
5300 ,, 5900] | 300, 350] 60| 13\/14/2| 7/15|3] 7] 28] 153] 75 | 8 | 2% | 153) 53] — 
5900, 6500/7 | 850, 400{ 60) 48 /14/2) 7/15/38] 7] 23/153] 75 | & | 23) 155 by — 
6500 ,, 7100] & | 400, 450] 6o| 32/17/1] 31/18/38) 3] 23 | 15h] 75 | 83 | 23 | 159 6 | — 
7100 ,, 7700| 72 | 450,, 500] 60| 33|/17/1| 8|18/3| 3] 23] 15h] 75 | 9 [8 | 18 _ 
7700 ., 8400| m | 500, 600| 60 42/20 1 1/22 O|11| 8 | 18 | 7 93 |S} | 22| 7/— 
8400 ,, 9200] » | 600,, 700] 60 4% 20/1 11 22 0/11] 8 18 | 90 10 | 8} 4 
9200 ,, 10100] o | 700, 800] 60 44/23 1 17/25 1\17] By 22 | 90 10 |8} 5 
10100 ,, 11100| p | 800,, 900| 75| 3¢|29/1| 0) 31/2] oO] SE “92 | 90 10 | 3} rae 
11100 ,, 12300] ¢ | 900,, 1000] 75 48/33/38 11) 36/1/11] Sf 26 | 90 | 103) 8} 5} 
12300 ,, 13600] + |1000,, 1200] 75, 18/338/3 11) 36/1]11] 83 | 26 | 90 | 103 | 8} 5S 
13600 ,, 1si00| » |1200,, 1400| 751 | 38/1 0/4111) 0| 83/29 | 90 | it |83 | 6 
15100 , 16800} ¢ |1400,, 1600] 75 1 | 38/1, 0 41/1] O| 83 29 | 90) 11 | 8 6 
16800 ,, 18600] w nh 751% |48/1| 9146/1] 9] 4 | 38 | 90 | 1 | 84 64 
18600 , 2050010 | — | 7 lip, |43/1| 9|46/1| 9] 4 | 33 | 90 |12 |4 |7 
20500 ,, 22700] w A 100 12, | 64| 2/27/68 0|27] 41 35 | 90 12 4 7 
22700 ,, 25200] « mn 120 | 1, | 77 | 2| 21 | 88/1 | 21] 44] 35 | 90 [18 | 44 8 
25200 ,, 27900} y ee TO 1, | 86 | 3 “q2/ 93 0| 12] 43/39 | 90 18 43 8 
27900 ,, 30800] 2 — 120 lis | 96/0 0/103/0) Of 45 | 47 [120 14 | 43 9 


N.B.—For Notes to the above Table, see pages 238 and 289. 
For Equipment of Trawlers and Tugs, see page 238. 
Luoyp’s Reqisrer or Brrrish AND FoREIGN SHIPPING, LonpoN.—11/h May, 1911. 
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CHAINS AND ANCHORS FOR STEAM VESSELS. taste Ol. 


Minimum Weights of Anchors, ex. Stock and Stockless ; Sizes, Lengths and Weights of Chains, and the Proof 
Strain to which they are to be tested per Chain Cables and Anchors Act. Also Sizes and Lengths of Towlines, 
Hawsers and Warps. The Anchors, and the links of the Chains to be of unexceptionable form and proportions. 


423373) 23.23% 
441 3835 24.9317 
46 |3935| 252433 
31/1/1221 7532349 158 85 436 4734038 26253; 
311127 7645362 1159 8630452 149342.) 27264; 
N.B.—For Notes to the above Table, see pages 238 and 239. 
For Equipment of Trawlers and Tugs, see page 238. 


aie 33 ANCHORS. CHAIN CABLES, HAWSERS, &e. 
Numbers for Bt TONNAGE swat: eae a ae» Pe eee. 4 : . ; 

mon anp srsz, [@£3| uzssonew | un. sss fm © ds sro-cmarm capues (e) (tf) () 

2 Ex. Stock Stockless. Ex Stock. 

sg aE Alo Collec- | Collec- a ee es § eH | atint- |Proved to| eel ea uae 5 

See Note (a) 83 $\¢ Weight, | Test.% Weight. |'Test.k | tive picsem, | Feek. Me | Edge) Tete Lgth.| a Statutory) nest. Wwaight. 
9400 ne SOU i 211 “3h an Owts 43 61i ay om Sait 4 Tons 130 atl "| 133 "59014 
3000 ,, 3600} 21/1} 41) 63 Bi 743) 103] 14) 348 4) — [120 $4) 10, 155 | 342 7 
_ 3600 ,, 4200) 21/1) 6 | 7x5 1) 840 19s) 13) 44, 3) — JL85 44 114 | 17,4) 453 38 
4200 ,, 4800\d 211 2) 8 | 1) 9,9,| 143 2} 435, ie 165 8 135 | 203 Sait 
4800 ,, 5400) ¢ 21\1 1 845 81 10s'5| 163] 2) Sf 1 | — J165 18 Loy) 23% 74126 
5400,, 6000] f | 275 ,, S25)21/1) 74) 9s Q [ily] 18 | S | 548)13| 339[165|1 | 18 | 27 _| 8407 
6000 ,, 6700) 9 311) 811055 1011234, 293] 83 5438/1)! 3h3}165 116) 20;%) 80%) 951 9 
6700 ,, 7400) A 3}1/1} 10 |12 12114,5.) 354) 4 | 657,19 | 45% ]195 17%) 223 | 344 | 1261) 0 
_ 7400 , 8100) + BIN 1131836 14})16s'5, 413] 43) 6353/2 | 4331195 1%) 255 | 38 141016 
8100, 890 31/1) 133|15.% 163118 | 48 | 43) 7%\21| 433)210 1,%| 235 | 42% | 1680 0 
8900 ,, 9700)k 31/1] 1511634 19 1943 541] 51) 734/23, 5 42101,%) 31 | 463 | 185/212 
9700, 106002 | 680 ;, 790)311| 17 18% 48i| 2142135 60) Bi 8 /2t) SY p10 Ly, 34 | BT | MOOT 
10600 ,, 11600}m 31/1] 183)1948) 533[ 2B123s%, 663] 6 | 8/8 | S30 210 Lis, 374 55§ | 2221/17 
11600 ,, 12700} n 311] 20218 583] 25125s'| 73 | 6} 843 8B} 535210 11%, 40 yo) 58x%o 2420 5 
12700 ,,_18900)o BUT) 2232235 28 [2725 80] 7 | 934 _ 63')240 11%) 433%) Gly) 298219 
13900 ,, 15200) p 311l 243 24,5, 30129 | 87 | 73 943 41) 6471240 118 477%, 66;%), 319117 
15200 ,, 16700) q 311) 26326 38 3037) 94] 841032 44 644)240 144 514 | 714 | 344222 
| 16700,,,_ 18500) r 31/1] 2832738 3543233101 | 9111.8, 43) 7.1240 142 554 | 774 | 370122 
18500 ,, 20600} s BI] 81 [293% 383342110 |10 12 (6 | 7,(240 148 593 | 823 | 3973) 6 
20600 ,, 22700) t 31/1] 83131.8,| 953) 42 37.%)/1193)11 1230, 5}, 731/240 114) 63} | 88;,| 4251) 0 
22700 ,,_ 25000) w 311| 6 332,103 | 45 39,'128 [12 1344 53 735270 148 67%) 94% S111) 
25000 ,, 27300} v 31 t1- 3413}, 18 14356; 8 P702 | 72 1004, 5383 0 
27300 ,, 29700} w 31/1 ; 18149314 1533 6  8,)270 211, 76 fo 107) 573214 
29700 ,_ 82200) a | B11 45 39, 160 | 15 1649 6} 8422702,% 814 113} | 608214 
is z 311 3 9131970 2,4, 914 127,% 68211 
87600 ,, 40400 at 311) 543 45,1, 2 #20 [270 25%, 964 134} 7203 4 
40400 ,, 43200)6+) — 311| 68 47¥,1653| 72555 . 207 |20321,%, 9 11,%,)800 2,5, 101,%, 1427, S441 0 
43200 ,, 46000 Al 311) 61349,%,1753) 77 57% 2193/22 22,10 12 [300 27, 106’, 1493 | 8901 4 
46000, 48800) dt (B11) 65 51 1853) 81)59,% 232 123, 2335 11123))800 2%; Lh2y's 157y%, 9400 0 
48800 ,, 51600) et 311) 6845243195} 863618, 2443126 2435 121337300 2% 1167, 1635 | 9890 0 
ore in 37600k | 311) 72 5432206 | 9O 633%, 2573] 263 26 (1314431300212 120,%) 1694 1 0 
1600 ,, 976001 9 311] '76 \5633 217 21330, 211125,1,175} [12000 0 
57600 ,, 60600) At) 311| 80 58)9 228 100 67,',.285 330 212 129,%, 181 12580 0 
60600 ,, 63800) 7+ 311] 8833/6055, 238 104.1 684? 298 330 213 133,41863 13170 0 
63800 ,, 67000); 311| 87 61}; 248 [109 7035311 3 18,°,)330 244 137'5|1925 13780 0 
67000 ,, 70200) kt B11] 91 6342259 [1183 72.8, 324 184 31321819 3302131417193; 14400 0 
70200 ,, 73400} 7+ 943165,', 269 |118 |74 336 }85}3233 1911937)3303 —145,"/204;'5,15030 0 
73400 ,, _76800/mt 98 664.279 112217532349 | 371 335% 2020331330 By's 1491%5 209% 15680 0 
76800 ,, 80200 nt 101} 673 290 |127 7635362 [89 35,%, 21 21431330 8,%, 153} 215} 16340 0 
80200 ,, 83800) of 111054.69,¢, 301 |182 7812376 |403 363%, 22 22,',}3380 8,45 1577/5220; 17010 0 
83800 ,, 87600] pt 111093 7036 312 |187 80,1, 390 330 8 ,4 161 ,%) 226% 17690 0 
0 


330 846; 165 y45/2314%5|1839 0, 
330 8,8; 1694 |2363 |19100 0 
330/847, 1723 |241,4%'19830 0 
330 8,8; 176; 246% 20570 0 


142 8132404 


“87600, 91600. gt} = =— ~—- 811/118 3.72,8, 324 
14°73 83,8, 420 


91600 ,, 95800} 7+ 
95800 ,, 100200} s+ 
100200 ,, 105000} ¢t 


Minimum Weights of Anchors, ex. Stock and Stockless ; 
Strain to which they are to be tested per Ch 
Hawsers and Warps. 
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TABLE 


CHAINS AND ANCHORS FOR STEAM VESSELS. 


The Anchors, anc 


ain Cables and Anchors Act. 
1 the links of the Chains to be of unexceptionable form and proportions. 


(Concluded.) 


Sizes, Length and Weights of Chains, and the Proof 
Also Sizes and Lengths of Towlines, 


‘ as. ania CHAIN CABLES, HAWSERS, &c. 
quipment aa” a - aa ee a ahs ee 2 Tea : Dw 
mov amo coun /SE| un ona acaamenbiiedigchdinonbicics dE A KR 
See Note (a) us See Note tenet) | eae — size.| ine peng sh = hea BE eh g Er Rize of | Bise of Length 
e Tons. | Stud Link. || Short Link. est \Q | 
Above notexceedir Above notexceeding| Fthma | Inches. | Owts.jqrs.| Ibs. || Owts.qrs.| lbs, | Ins. | ‘Tons |Fathms.| Ins. | Ins. |Tous} ine ins. | Fathms| 
2400 wa "3000| a BO om "118 | 45| | 6121 0| —|—-| 75| By 2)7) 3 
3000 ,, 3600] d 115 ,, 150| 45| | 8/0| 0| 8/3 2/71 75| 6 | Qi) 93 
3600, 4200) c | 150,, 185) 45) ye) 8/0 0| 8|3| 0|2| 7] 75| 6 | 24) 93 
4200 ,, 4800) d | 185 ,, 280} 45 19/9/83) 0110/2) 0) 2b 93 75) 64 22) 92 
4800 ,, 5400] e 230, 275| 45, 18, 9/3) 0/10 2) 0/2) 93) 75) 7 25 \123 
5400 ,, 6000] 275, 325| 45) 14)10/3/19| 11 3.19) 23 153) 75) 7) 23 123 
6000 ,, 6700 ‘ 60| 44/14/2| 7) 15/3) 7| 23/154) 75) 73) 23 [123 
6700 ,, 7400 60| 42,17|/1) 3/18 38 3|23)153) 75) 8 | 23\153 
7400 ,, 8100 60| 38/20/1 11/ 22/0, 11]8 |18] 75) 83) 2% |153 
8100 ,, 8900 60 $8/20)1 11/220 11/8 18] 75) 83 2315; 
8900 ,, 9700 60| 44/23/1|17| 25) 1/17| 83/22 | 90; 9|8 {18 
9700 ,, 10600 60| 14|23|1/17/ 25/1/17} 83/22 | 90| 9 | 8 18] 
10600 ,, 11600 60) 48/27,0' 9/290 9) 83 26] 90) 93) 84/22 
11600 ,, 12700 75| 15/33)3|11/36/1)11| 83/26 | 90/10 | 34/22 
12700 ,, 13900 75\1 |38|1| 0|41/\1) 0/83/29} 90/10 | 83) 22 
13900 ,, 15200 “7i1 | 38/1} 0) 41)1| 0/83/29 | 90) 10 | 82) 22 
15200 ,, 16700 75| 17, /43/1| 9) 46/1) 9|4 |83 | 90) 11 | 83) 26 
16700 ,, 18500 75\1fs 43/1) 9/46 1 9|4 33] 90) 11 | 83) 26) 2of 
18500 ,, 20600 75 | 1,,/48/2| 6/52 0 6/4135] 90/12 | 4 | 33 
20600 ,, 22700 75\12,/48/2| 6/52/0| 6} 42/35 [100/12 4 33 
00 ,, 254 90|1,2,/58/1 2/62)1| 2/43/85 |100!12 | 4 | 33) 2ot/ | coro 
4339 [120 12 4 33] 
hi 4s 2of7 20f7| 90 
3 43 39/20f7 20f7 90 
90/144 | 72/0/0770 0) 43 47 1120) 14 43 47/2018 20f7) 90 
90 14, 72.0 0.77.0 0|43 47 1120 14 5 59/20f8 2of7 90 
90/1¥,|79/2 5 85:0) 5|5 |59 1120 15 64 65] 20f8 2087) 90 
120 13,1060 7/113 1! 7/6 59 {180/16 5} 71) 2of8 / 2of8 | 100 
120 /1,5,106.0' 71181. 7|5 59 |130)/ 16 | 63) 78) 2of8 2of8 100 
120 1, 116.0 10 124.0 10 5} 651130 16 6 85] 20f8 2of8 100 
120 1,8, 116.0 10 1240 10/5} 65 130 16 6 85) 2of8 2of8 100 
: 120 1,7,126 3 0.1352 0 64 71 [130/16 6 | 85) 2o0f8)2of8 100 
54600 ,, 57600 120 1); 1381 01462 0 6 85 {130 17 7 113) 2of8 2of8 100 
57600 ,, 60600 120 | 1,8, (1381 0/1462) 0| 6 | 85 130) — | 7 [113/2of8 / 2088 | 120 
60600 ,, 63800 120 1;%; 1491 0.1590 0/6 85 }130 | 10H 20f8 120 
63800 ,, 67000 120 | 142 1593; 0/171/2| 0/6 |85 130) — | 7 | 2of8 | 120 
67000 ,, 70200 150 1}4 2152 0 2312 0) 63100]140) — | 73 2of8 | 120 
70200 ,, 73400 150 112 231.2 0 2492 0 631007140 74 20f8 120 
73400 ,, 76800 150 143 248 | 2 0 268 2 0 63100}140, — 73 20f8 120 
76800 ,, 80200 1150 | 143 |248'2 " 0/268) 2) 0| 63100]140) — | 73) 30f8 120 
80200 , 883800 150 144 265 3) 0 28810) 0| '7 (113]140) — | 73 | 30f8 120 
83800 ,, 87600 150 114265 3 0 2880 0|'7 /113}140) — | 73 30f8 120 
87600 ,. 91600 150 1132840 03090 0| 7 113/150) — 8 149 3oi8 3oi8 120 
91600 ,, 95800 150 113 2840 0.3090 0) 7 113]150) —|8 | 30f8 120 
_ 95800 ,. 100200 150/2 299.1 0/3300) 0| '73/128]150) — | 30f8 120 
100200 ,, 105000 1502 2991 0.3300, 0/ 741281150) — 3of8 120 
N.B.—For Notes to the above Table, see pages 238 and 239. 


For Equipment of Trawlers and Tugs, see page 238. 
Luoyp’s REGISTER OF BRITISH AND FOREIGN SHIPPING, Lonpvon.—2énd February, 1912. 
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re 


REGISTERED U.D. LONGITUDINAL 


TONNAGE LSA fap ae 

NUMBER FOR Gwts. ex. |\Cwts. Stockless. 

IRON AND STEEL rex frome. ry A 

Sailing Steam Trawlers STEAM TRAWLERS |No. aa ail —S 
Trawlers. and Tugs.} AND TUGS.+ ist | ena | ist | ena 

ve ; a tbat aint Bower. | Bower 

50 = 651 65 8011980 ~ 2950138 8 | 83/33 
65 ,, 801 80 ,, 100} 2250 ,. 26203 83 8} 43 | 4} 
“80 ,, 100}100 ,, 12012620 ,, 2950)3 4 4 5 5 
100 ,, 120}120 ,, 140}2950 ,, 323013, 44 4 5} 5 
120 ,, 140|140 ,, 160/3230 ,, 3510)3 45 4 5} 5 
— -— 3510 ,, 3790/3) 43 41 | 6 5} 
ee 7 4 es a 9000 4040/56 | 44 OL | BF 
= — 4040 ,, 4290|3| 5} | 43 | 6/6 
at — _}4290 ,, 4530]3| 6416 |7 | 6 
aes —__|4530 ,, 4770]3) 63 | 5s | 74 | Ob 

Oe fa Se 4770 ,, 5010]3| 6 |-6}| 73 | 7 
eee — {5010 ,, 5260]3| 64 | 53/8 | 74 

—— | = }5260 ,, 5570/3] 64/6 | 8i) 72 
ee — 15570 ,, 5900/3) 63 | 61/8) 18 


+ The equipment for Tug Steamers of a larger size than the 'Trawlers provided for by 


the above Table shall be the same as for ordinary seagoing vessels. 


sah CHAIN (e) (h). HAWSERS. WARPS, 
Stock < Minimum Weight. a ar 
Length.| Pie | i) Length. Sizo. [Length.| Size 
Kedge. | Stud Link. Short Link. | | 
Fath ms.| Ins. |COwts. qrs.| Ibs. || Cwts. /qrs.| Ibs. aise! Ins. peat Ins. 
$ | 60 | 42/17\1| 3118/3) 3] 60 | & | 60 | 23 
2 | 60 | 13/20,1)11) 22|0/11] 60 | 53] 60)8 
Srl 60 | +4 23/1/17) 25/1/17] 60 | 64) 60 | 3 
11 60 | 4423/1117) 25 1,17] 60 | 54] 60 | 83 
k| 75 | +3/33/3|11| 36|1/11| 60 | 5s] 60 | Sk 
i] 90 1240 2 13 43 2.13160 53] 60 4 
21/90 1 |45|3|17/ 49/2) O| 60 | 64] 60 | 4 
4| 90 1 |45/3|17)49|2| 0] 60-| 6 | 60 | 43 


2)18 | 64/3) 
218 | 64 | 3| 
| 2} 21 | 83 /1| 
} 2) 21} 83} 1| 21 
2/21 | 83|1/21 
|3| 12] 93|0| 12 


The Anchors and Chains to be tested at a Public Testing Machine in accordance with 
the statutory tests. 


15 60 


iI 12 
Lys 


12 
21 


ee 


s" The tests of Anchors in this Table are approximate tests ; or as nearas can be 
expressed in tons and aliquot part of tons. 


(@) By Section 50 of the Rules for the Building and Classification of Steel 
Vessels, it is provided that the equipment is to be regulated by the number produced by 
the sum of the measurementsin fect of the greatest mculded breadth of the vessel and the 
depth from the upper part of keel to the top of the rae deck beams at side at the middle 
of the length multiplied by the length of the vessel. In awning or shelter deck and part 
awning deck vessels the measurement of depth defined above is to be taken to the deck 
next below the awning or shelier deck, provided the height between the decks does not 
exceed 8 feet. If the tween deck height exceeds 8 feet the measurement is to be taken to 
a point 8 feet below the awning or shelter deck. In turret deck vessels to the normal 
beam line at base of turret. 


For a sailing vessel with a poop, bridge, top-gallant forecastle, or a raised 
quarter-deck, the equipment number is to be increased one-fiftcenth beyond that which it 
would be if she were flush-decked. 


For a steam vessel having erections on deck, the number obtained by the 
first clause of this paragraph is to be increased as follows :-— 


For a raised quarter deck, add the product of the height and length in feet of 
the erection, 

For an awning or shelter deck, part awning deck, poop, bridge or forecastle add 
three-fourths the product of the height and length in feet of each erection, eight teet 
being taken as the maximum height for awning, or shelter deck, or part awning deck 
erections. 


For deck houses or other erections not extending to the side, but exceeding 
either in length or breadth half the rule breadth of the vessel, add one-half the product 
of the height and length in feet of such erections. 


Where erections are fitted upon erections, the equipment number is to be 
correspondingly increased., . 

'To entitle vessels glassed A “ For Channel Purposes,” to the Figure 1, the equip- 
meut of Anchors and Chain Cables, etc., should be as required by Table 31, with the 
exception that not more than two Bower Anchors and one Stream Anchor need be supplied, 

. the first Bower Anchor should be of the full weight required by the Table, and the second 
Bower may be 15 per cent. lighter. This rule, however, applies only to vessels intended 
for short passages. In vessels classed “ For Channel Purposes,” which are intended for 
longer voyages, such as the Queenboro’ and Flushing, the Channel Islands or the Irish Sea 
service, the equipment must be in accordance with the requirements of Table 31. 


EE CT ne 


(i) STEEL WIRE TOWLINES, HAWSERS AND WARPS. 


_ (®) In order to meet the requirements of different trades, the weight of Anchors 
as given in the Table may be modified as under :—- 

Where two Bower Anchors are required, one of them may be 74 per cent. lighter 
than the weight set forth in the Table, provided the collective weight of the two Anchors 
is equal to that given in the Table. 

Where three Bower Anchors are required, one of them may be 15 per cent., and 
another 73 per cent. lighter than the weight set forth in the Table, provided the collective 
weight of the three Anchors is equal to that given in Table. Where it cree be desired by 
the Owners the Bower Anchors may be of equal weight, provided the collective weight 
be not less than required by the Table. 

For sailing vessels: in no case may the best Bower Anchor be lighter than 
prescribed in the Table, nor the third Bower be lighter than is allowed by this footnote. 

‘All Anchor Stocks must be of acknowledged and approved description, and be 
one-fourth the weight of the Anchor given in the Table. 

: The heads of Stockless Anchors should not be less than three-fifths of the total 
weight of the Anchor, 

(ec) Stockless Stream and Kedge Anchors.—In the case of Stockless Stream and 
Kedge Anchors. an addition to the weight specified in this Table must be made of one- 
fourth to compensate for the deficiency in weight consequent on the absence of Stock. 

: (ad) All Anchors, including Stream and Kedge Anchors exceeding 166Ibs. in weight, 
including Stock, to be tested according to the requirements of the Act of Parliament and 
the Certificates of Test produced. 

(e) The Chain Cables and Stream Chains to be tested in all cases according to the 
requirements of the Act of Parliament, and the Certificates of Test produced. 

(tf) There should be included in the weights, 2 End Shackles to each Cable that is 
4 for each outfit, which contains two Cables. 

(g) There should be included in the weights, 2 End Shackles to each Stream Chain. 

(h) Unstudded close-link Chains will be admitted as Cables, if proved two-thirds 
the Test required for Stud-link Chains for the tensile strain, and 100 per cent. above the 
tensile strain for the breaking strain. 

(i) When steel wire Towlines or Hawsers are adopted, see notes (i) below. 

Where a departure from the requirements of this Table is proposed by an 
Owner the same should be submitted in the first place for the consideration of the 
Committee. 

N.B.—The Italic letters preceding the Equipment Numbers correspond with 
letters printed in the seventh column in the List of Steam Vessels in the Register Book to 
indicate the Equipment Numbers of vessels per this Table. 


ee ee ET 
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“4 5 aercetee CORRE- aes — CORRE- 
(i) When steel wire towlines, hawsers, or warps are adopted, a short length of each of the wires composing ee SPONDING ¥ gaseayh sales SPONDING 
the towlines, &e., will be required, after being galvanized, to withstand a tensile stress equivalent to that set forth F ROFE, SIZES RE- WIRE ROPE. SIZES RE- 
in Table 31, and the aggregate strength of the wires must not be less than 10 per cent. in excess of that stress. Aiko, Bréakiny eat es Size. Breaking Test Bote 
Each wire will be required to be capable of being twisted around itself not less than eight times, and of | So ee OE Bese el SPLE Se 
being untwisted and straightened without breaking. Inches. Tons. Inches. | Inches. Tons. | Inches. 
Each manufacturer to be required to provide on his premises machines suitable for satisfactorily making 14 89 9 31 35°5 1 
the foregoing tests, and the works to be at all times open to the inspection of the Society's Surveyors, who are to be ‘ ia 5 S = 7. ee 4 
empowered to retest any hawser or towline for which a certificate has been issued by the manutacturer. 2 ll‘7 24 3e 41°0 44 
: Printed Forms of Certificates, approved by the Committee, to be given by the Manufacturers of Steel 2h ~ 182 23 en. ae 43 
Wire Hawsers, will be supplied to them upon application to the Secretary. 2) 382 ar + Th 7 a Sal SO | 
SPECIAL FLEXIBLE STEEL WIRE ROPE. 23 i iS A a 
Wher an Owner prefers to substitute special flexible steel wire ropes for steel wire rope of ordinary |— 3 E 2 ee 38 eo 73°0 | 58 =: 
make, the sizes may be reduced in accordance with the following Table, provided each flexible rope be formed of six 34 B0°7 3% 54 88°0 6 


strands with 24 wires in each strand, and that the diameter of each wire is sth of the circumference of the rope, 


and the ropes are capable of withstanding the breaking tests shown in the Table :— 


Luioyp’s REGISTER OF BririsH AND ForEIGN SHrppinc, Lonpon.—J1th May, 1911. 
? Y, 
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RENEWAL OF CHAIN CABLES WHEN WORN. 
When any length of a Chain Cable is worn so that the mean diameter at its most worn part is reduced to the size given in the following Table it is to be renewed. 


Size of Chain Should be renewe Size of Chain Should be renewe 


Size of Chain 


| | 
Should be renewed} Size of Chain Should be renewed 


Cable originally. when worn to Cable originally. when worn to Cable originally. when worn to Cable originally. when worn to 
| | 
Diameter in Mean diameter 3 Diameter in Mean diameter { Diameter in | Mean diameter Diameter in Mean diameter 
inches. in inches, inches. in inches. inches. | in inches. inches. in inches, 
5 32 lis | lye 21% 27% 
78 Eps lis _ lis 2y6 2y's 
_it8 | aS eS. die ee ae 2's es 
té it et 184 - 3% 25 
tt ou ee. ; 155 28 2he 
1 32 2¥65 133 2t6 1 
lyse ___| Ate ae ita Hevea: * encebak [ese | ie aa 
lis i Ls bed eee 216 234 
CS Its 2ys 2s 2 - 


Extract from the Rules for Wood and Composite Vessels, Section 32. 
Tonnage for Regulating the Scantlings and Equipment (as regards Anchors, Chains, &c.). 

In flush-decked vessels having either one, two or three decks (not being spar or awning-decked), the tonnage under the upper deck, 
without abatement of the tonnage of the space for the crew, or for the propelling power of steam vessels, is to regulate all the scantlings of 
the hull, and also the equipment of the vessel, as regards anchors, chains, warps, &c. 

+ In vessels having a raised quarter deck, or a poop, or top-gallant forecastle, or deck houses, or awning-deck, or spar deck, the total 
tonnage below the tonnage deck is to regulate the scantlings of the hull, but the register tonnage, as cut on the main beam of sailing vessels and of 
steam vessels, with the addition of the tonnage of the space required for propelling power, is to regulate the equipment. 

But in vessels where the tonnage of the erections above the tonnage deck is less than that allowed for crew space, then the difference 
between the tonnage of these erections and the tonnage of the space allowed for crew is to be added to the register tonnage, cut on the main 
beam, for the tonnage that is to regulate the equipment. 


LLOYD'S REGISTER OF BRITISH AND FOREIGN SHIPPING, 
ANCHORS. 


Anchors may only be made of forged wrought iron, or forged open | be plainly marked by the Makers with the words ‘Forged Wrought 
hearth ingot steel, or cast steel; the use of Basic Bessemer steel is, | Iron,’ or ‘Forged Open Hearth Ingot Steel.’ Anchor shackles, if of 
however, prohibited. Each important part of a forged anchor must steel, must be forged and unwelded. 


CAST STEEL ANCHORS. 


All Cast Steel Anchors intended for vessels classed or proposed to be 
classed in the Society’s Register Book must, in addition to undergoing 
the statutory tests, be subjected to the percussive, hammering, and bending 
tests recommended in the report of the Committee appointed by the Board 
of Trade to consider the question of tests of Cast Steel Anchors. 

These tests, which are hereunder set forth, must be carefully and 
completely made in the presence and to the satisfaction of officers 
appointed by the Committee, viz. :— 


PERCUSSIVE TEST. 
1. Anchors, or when anchors are made of more than one piece, 
each piece shall be subject to this test, as follows :— 
The anchor or piece shall be 
GIVEN HEIGHT. raised the given height for the given 
weight and shall be dropped on an 
iron slab. 

The given height means that the 
lowest part of the anchor or piece 
when suspended shall be at least the given height above the iron slab to 
which it is to be dropped. 

2. Ananchor of the Admiralty pattern shall first be raised vertically 
to the given height with its shanks and arms in a horizontal position, and 
shall be let fall from that height. 

3. It shall then be raised a second time to the given height, and shall 
be suspended with the crown downwards. Two iron blocks shall be 
placed underneath it, and it shall be let fall from this position so that 
one of the blocks receives it on the middle of one arm, and the other 
block receives it on the middle of the other arm. 

4. The slab for the horizontal test shall be of steel or iron, well laid 
on a solid concrete foundation to the satisfaction of the inspector. 

5. If the slab on which the anchor falls is broken, the test shall 
be repeated until a slab is made that does not break. 

6. The blocks for the vertical test shall be solid, and shall be of 
sufficient height to prevent the crown of the anchor from touching the slab, 
and shall be otherwise to the satisfaction of the inspector. 

HAMMERING TEST. 

7. When the percussive test has been passed successfully, to the 

satisfaction of the inspector, the anchor or piece shall be slung and freely 


GIVEN WEIGHT. 


15 cwt. and below - 15 feet. 
Above 15 cwt. - 12 feet. 


put to a hammering test as follows, that is to say, it shall be well 
hammered over its parts with a sledge hammer weighing not less than 
7 lbs., and shall be required to give under this treatment such a clear 
ring in all its parts as shall satisfy the inspector that the casting is 
sound, and without flaws existing, either originally or developed as the 
result of the application of the preceding percussive tests. 


BENDING TEST. 


8. Cast steel may be passed as sufficiently ductile for anchors when 
a piece of each casting, 8 inches in length, is cut from the casting, turned 
to 1 inch in diameter, and is then bent cold by hammering through an 
angle of 90 degrees over a radius of 1} inches, without showing signs of 
flaw or fracture. 

9. There must be a piece cast on each cast steel anchor, or on each 
portion of such anchor when it is made of more than one casting, and such 
piece must be of sufficient size to enable one test piece of the size before 
stated to be cut out of it, or it may be (at the discretion of the 
manufacturer) of sufficient size to enable four test pieces to be cut out of 
it. If it is only of sufficient size to enable one test piece to be cut out of 
it, that piece shall be subjected to the bending test named in paragraph 
8, and, if it fails to withstand it, the casting is to be condemned. 

If the piece is large enough to enable four test pieces to be cut out of 
it, these four test pieces shal] be disposed of as follows, that is to say, one 
of them shall be turned in a lathe to 1 inch in diameter for a length of 
8 inches, and bent cold through an angle of 90 degrees over a radius of 
14 inches, and if it withstands this test without flaw or fracture, shall 
be deemed to have withstood a satisfactory test for ductility. Ifthe one 
test piece does not pass this test, all or any of the other three test pieces 
may be tested in a similar manner, and if any one of the four test pieces 
passes this test, the anchor or part of the anchor, as the case may be, shall 
be deemed so far satisfactory. 


ANNEALING. 


10. Each anchor must be properly and sufficiently annealed, and, 
when so annealed, shall be stamped “annealed steel.” Annealing is not 
to be regarded as proper, or efficient, unless the process extends from three 
days for small anchors, up to six days for large ones, 
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PROVING ESTABLISHMENTS. 


The following Proving Establishments are recognised by the Committee of Lloyd’s Register for the Testing of Anchors 
and Chains while licensed by the Board of Trade for that purpose :— 


NetHERTon (near Dudley)—Lloyd’s Proving House 
TrpToON—Lloyd’s Proving House ......+:sssss+seseessersersersssereesesserensenarenaanees ees ses 
Low WALKER—Lloyd’s Proving House.....+..+ssssssssssssessssesseseeseeennerentnaessersesnes 
OngstER (Saltney)—Lloyd’s Proving House 


Soe Rove deo usa sede yevt ees sash .....Superintendent, Mr. H. Green. 
ditto Mr. O. E. Perrins. 
ditto Mr. A. Green. 
ditto Mr. H. T. Welford. 


PPTeTERETETISTIR Te) 


GLASGOW—Lloyd’s Proving House........--s.ssescresssessssseereseessesceeterscsnsesescsnees ditto Mr. E. Seedhouse. 
CARDIFF—Lloyd’s Proving House ........--:+ssssecsreesseesssssecssseenncen sesneneeseeesn ees ditto Mr. G. W. Penn. 
SUNDERLAND—Lloyd’s Proving House «...+...+ss:secessessssssessessnrsesessetsescescneneess ditto Mr. A. Green. 


ditto Mr. S. CO. Paul. 


PPP TTETTTTTLT TTT) 


Craptey Heara—Lloyd’s Proving House 


N.B.—Vessels supplied with Anchors and Chain Cables tested at any of the Proving Establishments in the above list, will 
have the notation of “Lloyd’sA.&C.P.” in the Register Book, signifying that the Anchors and Chain Cables have been tested 
at a machine under the control of the Committee of Lloyd’s Register of Shipping. 


———— re 


The following Machines have been recognised by the Committee for the testing of Anchors and Chain Cables supplied to 
foreign owned vessels (see Section 50 of the Rules) :— 


AURTRTA, coo e22 Government Establishment at Pola. 
Boe bcoccber F. F, von Helldorf & Otto Rothart, Bruckl. 


Aktiengesellschaft Stahlwerke Weissenfels 
(for the testing of Small Chains only). 


99 teat e eee 


Acerornte The Antwerp Engineering Co., Société 
Anonyme, Rue des Indes, Antwerp. 

- Société Anonyme de Clouteries Mécaniques, 

Fontaine |’Evéque (for the testing of 

Small Chains only). 


BELGIUM 


MT vexatone Société Anonyme des Fabriquesde Chaines & 
Piéces de Forge de Heppignies, prés 
Fleurus. 

sa) apseeco- Société Anonyme des Usines Wattelar- 


Francq, Roux. 


DENMARK «..+esss Government Establishment at Copenhagen. 
FRANCE .....000000 EB. Turbot, Anzin (Nord). 
SE sack vant Chantiers de la Loire, Nantes. 
so POLE Vve BE. Couillard, Succ", Havre. 
a aeegiee Dorémieux, Fils et Cie., St. Amand (Nord). 
Pf) assests teie. E. Davaine, St. Amand (Nord). 
9g EOE, Marrel Fréres, Capelette, Marseilles. 
yy cevseeeeeeee, M, Hemet, Havre. 
E jubamisaeeen sive - Mathieu Vivin & Louis Pierens, St. Amand- 
les-Eaux (Nord). 
GERMANY ......... A. Borsig, Berg und Huttenverwaltung 
Borsigwerk, Borsigwerk, Oberschlesien. 
HOLLAND .....0.0. Koninklijke Nederlandsche Grofsmederij, 
Leiden. 
be eee cheat Nederlandsche Ketting Fabriek, Schiedam. 


Lonpon,—Ist July, 1913, 


SWEDEN .....-.0+--. Government Establishment at Kongl. Tek- 


niska Hégskolan, Stockholm. 


Unrrep Srares... American Steel Casting Co., Chester, Pa. 


(for the testing of Anchors only). 


., .-- Baldt Anchor Co., Chester, Pa. (for the 
testing of Anchors only). 


,, «++ Bradlee & Co.’s Works, Philadelphia, Pa. 

y,_ +++ Cape Ann Anchor Works, Gloucester, Mass. 
sy ass De Be Oarr Oo., Troy, N.Y. 

.. «- Columbus Chain Co., Columbus, Ohio. 

., «+ Frankford Chain Works, Frankford, Phil- 


adelphia, Pa. 
». «++ Hayden-Corbett & Co., Columbus, Ohio. 
» «+ Jones & Laughlin Steel Co., Pittsburg, Pa. 
,, «++ Lebanon Chain Works, Lebanon, Pa. 
cre, SHED ck Logan Iron and Steel Co., Burnham, 
a. 


4. vss Je McKay & Co.’s Iron City Chain Works, 
McKees Rocks, near Pittsburg, Pa. 


. Monongahela Iron and Steel Co., Pittsburg, 


Pa. 

«+: The Seaboard Steel Castings Co., Chester, 
Pa. (for the testing of Anchors only). 

,, «++ Seneca Chain Co., Kent, Ohio. 

, «+» The Standard Chain Co., Columbus, Ohio ; 
and Braddock, near Pittsburg, Pa. 

, -«- Weimer Chain & Iron Co., Lebanon, Pa. 

,, «+ West End Rolling Mills, Lebanon, Pa. 

., «+ Whitehill Chain Works, Whitehill, Fields- 
boro, N.J. 

., ++ Woodhouse Chain Works, Trenton, N.J. 


By order of the Committee, 
ANDREW SCOTT, 
Secretary. 
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VESSELS INTENDED TO CARRY OIL IN BULK. 
TABLE 32. 


WEB FRAMES and STRINGERS. Coe | 
(See continuation.) | 
DEPTH @) at MIDDLE OF LENGTH FROM TOP OF ORDINARY FLOORS AT CENTRE TO TOP OF BEAMS AT SIDE OF TANK DECK. | 
J - feel Yee | rs Fee ie . Feet. } rect. <8 Feet. Feet. Feet. Feet. | Feet. Feet. | Feet. Feet, Fee { 
ped Pre Evers Prhaet on pee nd cao ae | Above Above avive iors here Above | real | i akeee 
— BI 19 cil ES lAdab ids | 18 17 18 19 20 21 | 22 28 | 24 | 2 | 26 
NUMBER. | ,sndnot | jsndpot | sndnot | aascoding | escecting | exceeding andnot | andnot | endnote | sini | cxoveding | enoceding | exoceding | exceeding | exceoting | cxonoling 
B+D. 12 18 14 a a le ae 18 19 20 21 22 23 24 25 26 | 27 
-—-—-— — — — — — -TWO SIDE STRINGERS:~ —- — — — OP THREE SIDE STRINGERS.-—~—~~-->|<-—--FOUR SIDE STRINGERS.-~~~—> 
Feet. ; le Seo | 
abate ot ex: inches. inches, inches. | inches. inches. inches. inches. inches. inches. inches. inches. inches. inches. inches. inches. | inches, 
ceeding . 
13 X -26|13 X +2813 X -30\14 X -30)14 X -32/14 x +34 
—— |——— “ =~ ae eye 
48 ,, 51 |L3 X +2613 X -28)13 X -30/14 x -B0|14 X -3B2)14 X -84/14 X -BEI15 Xx - 
51 ,, 54 {18 X -28/13 x -30)14 X -B0)14 x -32/14 x *34/14 X.-36)15 X - 
54 ,, 57 113 X -BO)14 X -3B0)14 X -3214 x 34 14 X -36|15 X -36\16 x - 
—_ = i : _ ; erat —— 
_ 60 [14 X -B0)14 X -B2/14 X -B4)14 X -36/15 X 36/16 X -36)16 X - 
24 X -44 


. 63 |L4 X -B2/14 x 34/14 X +36/15 X -36/16 X 86/16 X -38)17 x - 


24 X -46126 X +4627 X +48 


14 X 34/14 X +3615 X -36/16 X -36/16 X -38)/17 x -38)18 x - 


15 X +3616 X -36/16 X -3817 X -38)/18 X 38/18 x - 


16 X «38/17 X 88/18 X “38/18 X -40|19 X -40]20 x -40/20 Xx -42/21 X +4222 x -42/23 x -44124 X -46/26 X 46.27 X 4828 X BO 


18 X 38/18 X -40119 X -40120 x -40|20 x 42/21 x +4222 X -42:23 X 42124 x -44)25 X +4626 X -48/28 X 4829 X -50) 


19 X -40120 x -40|20 x -42121 x -42/22 x -42/22 x -44/23 X -44/24 X -46)26 X -46)27 X “48/28 X -5030 X “00 


22 x +4222 x -44/23 X 44/24 X +4425 X -46126 X 48128 X +4829 X +5030 X +52 


2122 x +4423 x +4424 X 44.25 X +4426 X -46)27 X 48.28 X +5030 X 5031 X +52 


23 x -44/24 x -44/24 X -46/25 X -46/26 X -48]28 X -48)/29 x +5030 X +5282 X -52 


24 Xx 46.25 X -46|26 X -4627 X -48)28 X -50/80 X +5031 X +5232 x +54 


*5O|B1 X +52/82 X +5434 X -54 


1 X 52182 X +5484 X +5435 X -56 


Bl X -52)82 x -54/84 X -5435 X -5636 


The stringers are to be of the same dimensions as the web frames and are to be attached to the outside 
plating by double angles for a length of three frame spaces on each side of the bulkheads. 


The web frames are to be spaced not more than four frame spaces apart. 


The web frames are to be attached to the outside plating by double angles where their depth is 24 inches 


or above. 
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INTERMEDIATE FRAMES, FACE ANGLES, &c. TABLE 32. 


(Concluded. ) 
| BUTT STRAPS FOR STRINGER WEB FRAMES IN 
ANGLES ATTACH- FACE ANGLES. 'TWEEN DECKS. 
INTERMEDIATE FRAMES. ING WEB FRAMES,| - — 
SIDE STRINGERS| 
AND KEELSONS TO| SINGLE FACE Dimensions. Rivets. Depth. 
tS __| OUTSIDE PLAT~ - . pe 
ING ; DOUBLE” | ANGLES TO WEB pa 4 
FACE ANGLES TO ‘ | Number Numbe: 
| WEB FRAMES AND FRAMES AND ow in in Thick 
Built Framing. | ISTRINGERS ; AND Fe g 3 Straps | Straps neas 
| Bulb Angies DOUBLE ANGLES | SIDE STRINGERS. to Es] § and and At At ‘ 
: CONNECTING | 3 23 Strin- | Web | Heel. | Head. 
| STRINGERS TO 4 Fl a ger | Frame 
| | WEB FRAMES. x Face | Face 
Frames (Reversed met | Angles.) Angles, 
inches. inches. | inches. inches. inches. inches. inches. inches. inches. | inches. | inches. 


34 x3 x BOA x Soklgatts 


23 BLx3 x 308 «24°30 


S13 x B05 x3 x48] 33| 10 |-46]16| 4 


bij been} 305 x3 x48 ” ” ” ” ” 


34x83 x-303 x3 x3 3 x8 x B25 x8 x5 


x3 x303 x3 x30 8 x3 x345°xS x52, | » (481, 7 » $15 15 a 

3x3 x-303 x3 x-305}x3 x-36B x8 x 365 xBhx-5q 42/11), | 20| 6 | 15 | 15 |-34 

y btax3 x323 xB x B25 25)X3 x 3RBEXB x-365 x3ax54, |, |-d01, | » | 15 | 15 |-36 

5 X83 xB2B x3 Pao RB x -BEBEXS ocaBe x84 , |S | ERT wl Se pie) to |e 

5 x3 x-343 x3 x B46 x3 x4 BIxB x-406 X3}x5 | 521, | + | 21|18|-38 
“043 (54 x3}x B43 XB. x-3463 x3) x 40BE x 34x 40 4x3}x-58 45/121, | » | » | 24| 18 |38 
“94a 5h x34 x 343}. x 3 x 36] x3} -40B} x 33 x 426) x BL x6 1 1641 5-1 | a7 | at |-38 
5} x3) x 363) x3 x 366) x8} 49BE x Bf x 447 CaO. | lke Te Le P80 | Bt |-4p 

We x3) x-36BEx3 x-BO7 xB}x 42BEX BEX 467 x3hx-6Y , | » 561, | , | 30 | 21 |-40 
[6 x34x-3834x3 «387 xBbx 4dBEx BE -487 xBhx-64 , | oo | imal » [oe | 88] 21 | 2 
6} x BYx 3834 x3 x: 387} x8} x 4484 x34x-507 x9yx-64 , |, 58) » | » | 38| 22 |-42 
61x34 x 4033 x3 x ATH X34 X40 x BEX 527 xB3x-68] 4 | » |» | 36 24 dd 


” ” oo ” 
7 x3}x-4034x3 x-408 x3hx 464 x3}x 527 x33x'72 4 |» ‘60 | 


117 x3ix-4284x3 x-428 x3hx 484 x3hx ‘547 x33x°76 


7 x34x 428) x3} x 4283 x34 x 484 X3Ex 567 x3} x80 


*The frames in the ’tween decks, may be of angles 06 of an inch thicker than required by the Table, in-which 
case the reversed frames may be dispensed with. 


tThe reversed frame at upper edge of floor plates to be of the dimensions required. for double face angles 
on webs. 
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VESSELS INTENDED TO CARRY OIL _IN BULK. 


FLOOR PLATES. TABLE 33. 
TRANSVERSE | comes es TRANSVERSE a care ach 
Ae eed DEPTH AT a eaceeie- DEPTH AT = 
84D CENTRE. | arnagt pape B+D ae $ tengtn At Ends, 
| Amidships. | Amidships. 
Above Feet. nots. Ree wit inches. ari a re sag Writs Feet. Pres ‘ incien: (° faahene os aickeatl 7H 
45 m 46) 17 | -34 30 fist 701 28 46 =| -38 
46, 47] 18 34 30 ates Se 46 | -38 
#75 aR 48 36 32 72. 74) %B0 ‘46 «| +38 
2h oe Ag, 98 36 32 74, 76| 80 | “48 38 
49 , 50] 20 36 39 in ee al 48 38 
|} ——___}|—___|____ SEE SEER EE 
50 , 51] 2 | -38 34 TBs BO1ugaht pho Abel ta 'BS 
Gi. a1 at 38 34 80" 5 8211082 fH. BOO 4 »-40 
gi F = 4 Rees. 2% 
52, 53] 22 38 34 82. 84] 33 50 | -40 
58, 54] 22 40 34 Si. apy Sa 50 | =-40 
54, 55| 23 40 34 age a ie 50 40 
55, 56) 24 40 34 88 , 901 © 35 52 | «40 
56, 58] .24 | -42 36 90 , 92] 36 ‘52 40 
58, 60| 25 42 36 92 , 94| 37 52 40 
60 ,, 62] 26 42 36 94 , 96] 38 52 40 
62 , 64] 26 44 36 96 , 98] 38 54 42 
64, 66| 27 44 | -36- 98 , 100] 39 | -54 42 
66 , 68) 28 44 36 | 


* In the engine space of steam vessels the floors are to be 04 of an inch thicker, and in the boiler space 
"10 of an inch thicker than required by the Table. 
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VESSELS INTENDED TO CARRY OIL IN BULK. 


FLAT KEEL ANGLES, and SIDE and BILGE KEELSONS. TaBLeE O4. 


LONGITUDINAL FLAT KEEL ANGLES. SIDE AND BILGE KEELSONS. 


i tad = aot on 
NUMBER. | | | Angles on Vertical Plate. 
For 1 length Thickness For = length Thickness | Intercostal a — —-- 


3 2 
1 

at Ends. at Ends. Plates. For length Thickness 

Amidships. Amidships. 2 

Amidships. at Ends, 


L x (B + D) 


‘ inane ' q inches. inches. 7 : fechas! i é Pinenar | F chee "seawes’ 
’ | Double Angles. | | 

34 x 3} x “B8 -38 _8ixs re 32, 
33} x 33x °40 “38 4:%5 


BB xB 40 | 4x3 


3Lx 84x” 40 | 4 x3 


10000 | 35x3}x 44 | 42 | 4 x3 x 36 
10600 | 34x31 x-44 | 42 | 43x38 x 36_ 
| 44 | 4ix8)x 36 
5 x3hx 36 | 
5 xBEx 38 | 
5 x8kx 40 | 36 | 
~5Ex3Ex 40 | 86 | - 
hx 34x 42 
6 x3hx ‘42 


—:14200_ 


6 x3hx 42 | 36 


ae 
ser 
de 
us 
x yy. 
x 
pies 
ee 


Double Bulb Angles. 


=f KGEK “22. | 4 
8 x3}x 46 _ 
9 x8Ex “50 
10 x3} x 54 
Vertical Plate; and Four } 
a ec. 63x33 x “44 
apo | “aaa 6x8) x 46 — 
pe ta: 42 | 64x 8hx 460 
Bie |. Boek 64x 3Lx 48 
‘8 | 48 | 42 | 64x84x 48 


; OF XBS x 50- 


» 19000 
. 20000 
_» 21000 | 4 x4 


__ 22000 
24000 
26000 | 6 


12 
13 


32000 | 


_34000_ 
3.4000 36000 | 6 x6 


1x 31x ‘DO 
ee x 34x 5O- 


36000, 3 _7_x84x 50 


[ her x3hx 50. 
7 x 34x DO 


babararapararararac- 


39000, 
42000 


P) (Re | | | Oo P) P) =! 
x x |X |X |x| x XIX |X IK IKK |x IK Lx LX 


46000, 50000] 6— 7 KBE 50+ 


Where the breadth of the vessel is not more than 50 feet, two keelsons of the dimensions required by the Table are to be 
fitted on each side. Where the breadth exceeds 50 feet and does not exceed 64 feet, three keelsons are to be fitted on each 
side, in which case the depth of the vertical plates may be one-fourth less than given in the Table. 


The keelsons required by the above Table are, so far as is practicable, to extend throughout the oil compartments and 
machinery space. 
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VESSELS INTENDED TO CARRY OIL IN BULK. 
BULKHEADS. TABLE 85. 


| THICKNESS OF 
DEPTH FROM BULKHEAD ‘ 
TOP OF PLATING. VERTICAL STIFFENING 
WLOORS f0)| 0 aS BARS. 33K 
TOP OF Below Tank 
BEAMS AT Deck. In 
CENTRE OF “pe ‘en ee | Angles in 
Dd | Ist 
Pisce: Tank $ elow Tank , Expansion (at bottom). 
Deck. Deck. Trunk. 


HORIZONTAL GIRDERS BELOW TANK DECK. 


if 
‘ inches. | inches. inches. | inches. | inches. inches. inches. inches. | inches. 
cording] Channel. Channel. | Channel. Channel. 


| 
12 st 13) -84 | - 80 |54X 3X -B4\5 x8 xX -B0/ 9 x 84 X Bf X> 9 x 34 x 3h x -50 | | 16 
a = | = = = 7 = Pe —_ ——s - | 


| p se Ste : aatese 
18 1} 14)< . 30 [55 X 3x -86|5 x 8 X -B2)10 x 3 xX 83 X- 9 x 34 x 33 x -50 


5d X 83 X +88 -32/10 x 84 x 84 Xx +50 [10 X By X BY X +5 


6 X3 x -38 ‘34/12 x 84 x 34 x -50 110 X 85 X By X- 


6 X3X-40\5 x8 xX 84/12 x 8} x 38g 
— —|— | es i 


Alte Sees 1a b : Bais. 
6} X3X 40/5 X38 X -B615 x 4 “52 [12 x 84 x 3} x- 


6} XBX 425 XBXBEIDX4 x4 x +53 x: 


64 X8xX 42/5 x3 x 38/15 x4 “52 |12 X 84 x 8h x- 


| it ald 3 
7 X8X-42\5 x38X-B8)15x4 x4 x-52|1I5xX4 X4 xX -52 112 x Bh x Bb 


7 X3x-4415 <8X-40115x4 x4 : 1px 4° X4 1X +52 Tb xa x 


Plate. 
74 X3X +445 XB x -40 20 x +40 1bX4 X4 X-52|15x4 x4 
, Plate. Sen 
74x 3X 46/55 X 3X +40) 22 x +40 20 x -40 1bxX4 x4 
= 1 ; oa — —_—— — — — — —_— — 
74 x 8X +46 |5p X 3 x +40 22 x -40 20 x +40 1bX4 x4 X-52|15X4x4x -52 
. : 2 SS (ee _ SSS Se See at) ee 
1 Plate. | Two frame| 
X83 xX -46/5g X 3 X -40 24 X +42 22+ 20 x -40 1bX4X4X +hQ| Spaces 
1 ; Plate. ere 
5g X 3 x -40) 26 x -44 ' 22 x -42 20 x +40 
3 x -40 28 X +46 24 x +42 21 x -40 
3 X +40) .B0 X +46 js 25 X -42 22 x -40 
ee —_ = as is : ee 
3X +40) 32 x -48 “46 26 X 42 
— —_ _—— es | — — 
3 Xx -40 34 X -48 s 27 X +44 
3 x -40 36 X +50 2X: | 29 x -44 
9 X3X-56|5} x 3 x -40 38 X +50 . 30 x -44 
* The depth is to be measured at the middle of the length of the vessel less than that of the floors at centre, and that at the head not less than two-thirds 
except for the thickness of bottom part of bulkhead plating, vertical stiffeners that at the heel. 
and horizontal girders below tank deck in which cases the depth is to be + Two web plates are to be fitted to the transverse bulkheads on each side of 
measured at the bulkheads. the middle line where the breadth ig not more than 59 feet, and three where the 
%*&* The vertical stiffeners on the middle line bulkheads are to be spaced breadth is above 50 feet and not exceeding 64 feet. The web plates are to be of 
as required for the frames of the vessel and those on the transverse bulkheads the thickness required for the plating of the lower part of the bulkhead. Their 
are also to be spaced as required for the frames, but are in no case to be more depth at heel is to be as given in the Table, and the depth at head equal to one 
than 24 inches apart centre to centre. frame space, but need not exceed that required at the heel. 
Web plates are to be fitted to the middle line bulkheads opposite the web Where the horizontal girders on bulkheads are formed of plates they are 
frames at the side of the vessel. Their thickness is to be as required for the to have a bulb angle face bar of the dimensions required for the vertical 
plating of the lower part of the bulkhead, and the depth at the heel is not to be stiffeners. 


Lioyp’s Recisrer oF British aND Forxign Surppine, Lonpox.—l1th May, 1911. 


247 


VESSELS INTENDED TO CARRY OIL IN BULK. 


EXPANSION TRUNKS and BULKHEAD 
BOUNDARY BARS. TABLE 36. 


ANGLES ATTACHING TRANSVERSE 


TRANSVERSE SIDES OF EXPANSION TRUNK. ANGLES ATTACHING TRANSVERSE BULKHEADS TO TANK DECK AND 
NUMBER. BULKHEADS TO OUTSIDE PLATING. SIDES AND TOP OF EXPANSION 
= ae EA ree eS, TRUNK. 
Thickness | Vertical | Pi a z sales 3 2. ees — 
BD of | Angle | Web Plates. | 
Plating. Stiffeners. Double. Single. Double. Single. 
Feet. Se eer a é os er i tea a (ae 
AL not ex- inches. | inches. inches. inches. inches. inches. inches. 
BHOTS ceeding | 
15 ana 48 “30 5 X3X-88 /12X86}3 x8 x-30/ 5 x5 x-40]8 x3 X-30/5 X5 X-40 
48 ,, dl 32 | 5 x8x-88 |18x-38]8 x8 x82) 5 x5 x-4073 X38 X:30)5 X5 x -40 
- -- - —— Se ‘ a eS | : oe a eA Set 
51 ,, 54 32 | 5 X8x-+40 |14xX-40]3 X38 X34) 5 X5 X40 8 x3 x:32|5 X5 x-40 
bt, 57 34 | 5 X3X-40 | 15 x -40 a ae 5 X5 X-42)3 X38 X-B4/5 X5 X40 
| 
57, 60 | -34 | 5 x8x-40 |16x-40| 3) x38}%x-86| 5 x5 x-42,3 XB X86) 5 X5 X40 
60, 68 36. | 5} x3x-40 |17X-40] 38h x 8h x -B6| 5 X5 X-44E3 XB X36)5 XH X40 
- eee = ev Sil |e Sees =| has “i = 
63, 66 36. | 5b x8x-40 [18x -40] 33x85 X38) 5 X5 x44, 3° XB X38) 5 XH X de 
La is aaa (Banh aes * : = a akee : " 
66, 69 38 | BEX 8x -40 | 18x 40] 3} x By x88) 5 X5 X46; 3 XB X40) 5 X5 xX -42 
_ _ eee ——-- —_— a — = =| — _ on 
| 
69 ,, 72 | -38 | 5}x8x-40 [19x -40] 33x89 x-40/ 5 X5 X48 3h x3hx-40|5 x5 x44 
72 . 7 | 40 | 6 xX8x-40 20x40] 34 x34x-42/ 5 x5 x50, 38% 83% 42/5 X5 X44 
1b 4 38 40 | 6 X3X40 21x40] 33x35 x44) 5 x5 X50] BX BEX 44/5 XH X 46 
785, ae) 40 | 6 X3X40 22x40] 3b x3) x44) 5 XS X52) 385 xX3R xX 46)5 X5 x -46 
—— ee — — — = 
81 ,, 84 42 | 64 xX38x-40 (23x 40135 x3b x46) 5 x5 x52) BEX 3R x 48/5 XS X48 
84 ,, 87 42 | 64 x3 xX -40 | 24 X +40 34.x3hx-48) 5 X5 xX -52 3h x3hx-50)5 x5 x50 
cared Cs 2 | Re ea = 
Sig 4a0 42 | 64xX3BxX-+40 (24x 40135 x35x-50| 5 x5 X52 3h x3hx-50|5 x5 xX-50 
90 ,, 98 44 | 6) XB xX -40 )25x 40} 4 x4 x +52 6 X6 X52) 35 x3h$x 50/5 x5 x -50 
| 
| 
93 , 96 | -44 | 63 x8 x -40 | 25 x -40 4 x4 x-54| 6 X6 X54] 85X35 X-5015 X5 X-50 
et ee: Meee 
| | 7 neti . 
96, 99 | -44 pepe ees (20 2-4 4X4 X+56| 6 X6 X-56] 3$X 34X50) 5 X5 X52 
| 
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ASSIGNMENT OF FREEBOARD. 


Under the Merchant Shipping Act, 1894, the Committee of Lloyd’s Register are empowered to assign freeboards to 
British Vessels as required by the Act. Forms of application for the assignment of freeboard can be obtained from the 
London, or other, offices of the Society. 


The mode of Marking, approved by the Board of Trade, is as follows :— 


FREEBOARD MARKING FOR STEAMERS. 
oe a ax RRS ’ 


Vertical line to be 


21 inches forward => 
of Centre of Disc. H 


FW: is 


Freeboard to be measured from Centre of 


Upper EDGE of horizontal 
line passing through the—>- 
Centre of Disc. 


These measurements to be taken from 
W Centre of Dise to top of each line. 


WNA  v 


Outside diameter 
€ of Disc, 12 inches; >, 
thickness 1 inch ». 


% ‘ 
‘ ‘ 
' ‘ 
' 
t ' 
4 a 
1 ‘ 


+ Lines 9 ins, in 
‘¢ lengthand lin. 
7 >, 


in thickness. 
’ 1 ' 


Horizontal line 18 inches 5 
S long and linchin thickness, 


The Centre of Disc to be placed on both sides of vessel amidships, ie., at the middle of the length of the load water line. Vessels are to be marked with such of the 
horizontal lines as are applicable to the nature of their employment. In accordance with the regulations made by the Board of Trade, the discs and lines must be permanently 
marked by centre punch marks or cutting, and the particulars given in the Certificate are to be entered in the official log. 

N.B.—It is a condition on which an awning or shelter deck or partial awning deck vessel is classed in the Society's Register Book that the Free- 
board assigned shall be marked on the vessel’s sides as above prescribed ; and, under the provisions of Section 44 of the Society’s Rules for 
Steel Ships. If the vessel proceed to sea with a less freeboard than that approved by the Committee, or if the freeboard mark be placed higher 
than the position assigned by the Committee, the vessel will be liable to have her class expunged from the Register Book. 


FREEBOARD MARKING FOR SAILING VESSELS. 
Top of Statutory Deck Line-—<-,- --+-~-<---~ aR AA 


, 21 inches forward — 
of Centre of Disc. 


FW 


i 
! 
Vertical line to be | 
| 
| 
| 


Dise to top of the Statutory Deck Line. 


spe Se 


These measurements to be taken from 


UeriR EDGE of horizontal 
line passing through the—> ** 
Centre of Disc. 


<— Freeboard to be measured from,Oentre of —» 


BY 
cu 
s 
anes | 


Centre of Disc to top of each line. 


WNA 


' 
J 

' 
' 

i 
: ' 
! ' 
i 

- 
! 


Ao 


1 ’ 
Outside diameter ' 4 Lines 9 ins. in 
1 ‘ 
of Disc, 12inches; >|! <lengthand lin. 
‘ thickness, linch. { ; in thickness, 


| 
1 
! 


t Horizontal line 18 inches ' 
\<ongand linchin thickness. 


The Centre of Disc to be placed on both sides of vessel amidships, é.¢., at the middle of the length of the load line. Coasting vessels are required to be marked with only 
the maximum load line in fresh water. In accordance with the regulations made by the Board of Trade, the dise and lines must be permanently marked by centre punch 
marks or cutting and the particulars given in the Certificate are to be entered in the official log. 
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